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INSTALLATION NOTES:

1.

ONE (1) INSTALLATION ANCHOR IS REQUIRED AT EACH ANCHOR
LOCATION SHOWN.

THE NUMBER OF INSTALLATION ANCHORS DEPICTED IS THE
MINIMUM NUMBER OF ANCHORS TO BE USED FOR PRODUCT
INSTALLATION.

INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A
TOLERANCE OF +1/2 INCH OF THE DEPICTED LOCATION IN THE
ANCHOR LAYOUT DETAIL (I.E., WITHOUT CONSIDERATION OF
TOLERANCES). TOLERANCES ARE NOT CUMULATIVE FROM ONE
INSTALLATION ANCHOR TO THE NEXT.

SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD
BEARING SHIM(S). MAXIMUM ALLOWABLE SHIM STACK TO BE 3/8
INCH. SHIM WHERE SPACE OF 1/16 INCH OR GREATER OCCURS.
SHIM(S) SHALL BE CONSTRUCTED OF HIGH DENSITY PLASTIC OR
BETTER.

FOR INSTALLATION INTO WOOD FRAMING USE #14 WOOD SCREWS
OF SUFFICIENT LENGTH TO ACHIEVE 1 1/2 INCH MINIMUM
EMBEDMENT INTO WOOD SUBSTRATE.

. FOR INSTALLATION THROUGH 1X BUCK TO CONCRETE/MASONRY,

OR DIRECTLY INTO CONCRETE/MASONRY, USE 1/4 INCH DIAMETER
ITW TAPCONS OF SUFFICIENT LENGTH TO ACHIEVE 1 1/4 INCH
MINIMUM EMBEDMENT.

. FOR INSTALLATION THROUGH METAL STUD USE 1/4 INCH DIAMETER

SELF-DRILLING SCREWS, GR. 5 OF SUFFICIENT LENGTH TO ACHIEVE 3
THREADS MINIMUM PENETRATION BEYOND METAL FRAME
SUBSTRATE.

. MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE WALL

FINISHES, INCLUDING BUT NOT LIMITED TO STUCCO, FOAM, BRICK
VENEER, AND SIDING.

. INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE

MADE OF CORROSION RESISTANT MATERIAL OR HAVE A
CORROSION RESISTANT COATING.

10.FOR HOLLOW BLOCK AND GROUT FILLED BLOCK, DO NOT INSTALL

INSTALLATION ANCHORS INTO MORTAR JOINTS. EDGE DISTANCE IS
MEASURED FROM FREE EDGE OF BLOCK OR EDGE OF MORTAR
JOINT INTO FACE SHELL OF BLOCK.

11.INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE

WITH ANCHOR MANUFACTURER'S INSTALLATION INSTRUCTIONS,
AND ANCHORS SHALL NOT BE USED IN SUBSTRATES WITH
STRENGTHS LESS THAN THE MINIMUM STRENGTH SPECIFIED BY THE
ANCHOR MANUFACTURER.

12.INSTALLATION ANCHOR CAPACITIES FOR PRODUCTS HEREIN ARE

BASED ON SUBSTRATE MATERIALS WITH THE FOLLOWING

PROPERTIES:

A. WOOD - MINIMUM SPECIFIC GRAVITY OF 0.55.

B. CONCRETE -MINIMUM COMPRESSIVE STRENGTH OF 3000 PSI.

C. MASONRY - UNIT STRENGTH CONFORMS TO ASTM C-90 WITH
MINIMUM COMPRESSIVE STRENGTH OF 2000 PSI AND GROUT
CONFORMS TO ASTM C476, MINIMUM GROUT COMPRESSIVE
STRENGTH OF 2000 PSI.

D. STEEL- MINIMUM YIELD STRENGTH OF 33 KSI. MINIMUM 18
GA. WALL THICKNESS.

E. ALUMINUM - MINIMUM 0.067 INCH THICK, 6063-T5 ALUMINUM

13.INSTALLATION SHALL FOLLOW MANUFACTURERS

RECOMMENDATIONS FOR SEALING WINDOWS AND ACCESSORY
ITEMS.

1.

YKK AP America Inc.

YOW 225 TUH THERMAL ALUMINUM
FIXED WINDOW
(WZ3) (IMPACT)

GENERAL NOTES:

THE PRODUCT SHOWN HEREIN IS DESIGNED AND
MANUFACTURED TO COMPLY WITH THE CURRENT FLORIDA
BUILDING CODE (FBC), EXCLUDING HVHZ AND HAS BEEN
EVALUATED ACCORDING TO THE FOLLOWING:
AAMA/WDMA/CSA 101/1.5.2/A440-11/17

TAS 201-94

TAS 202-94

TAS 203-94

. ADEQUACY OF THE EXISTING STRUCTURAL CONCRETE/MASONRY,

2X FRAMING AND METAL STUD FRAMING AS A MAIN WIND
FORCE RESISTING SYSTEM CAPABLE OF WITHSTANDING AND
TRANSFERRING APPLIED PRODUCT LOADS TO THE FOUNDATION
IS THE RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF
RECORD FOR THE PROJECT OF INSTALLATION.

1X AND 2X BUCKS (WHEN USED) SHALL BE DESIGNED AND
ANCHORED TO PROPERLY TRANSFER ALL LOADS TO THE
STRUCTURE. BUCK DESIGN AND INSTALLATION IS THE
RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF RECORD
FOR THE PROJECT OF INSTALLATION.

. THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC

AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

. APPROVED IMPACT PROTECTIVE SYSTEM IS NOT REQUIRED ON

THIS PRODUCT IN AREAS REQUIRING IMPACT RESISTANCE IN
WIND ZONE 3 OR LESS.

. APPROVED IMPACT PROTECTIVE SYSTEM IS REQUIRED ON THIS

PRODUCT IN AREAS REQUIRING IMPACT RESISTANCE IN WIND
ZONE 4.

. WINDOW FRAME MATERIAL: ALUMINUM 6063-T5

. DISSIMILAR METALS INCLUDING FASTENERS THAT MAY COME

INTO CONTACT WITH ALUMINUM UNIT FRAMING SHALL BE
PROTECTED IN ACCORDANCE WITH THE FBC.

. GLASS SHALL MEET THE REQUIREMENTS OF ASTM E1300 GLASS

CHARTS. SEE SHEET 13 FOR GLAZING DETAILS.
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> 700 1 900 | 650 1 650 | 800 | 500 | 300 | 900 DETAILS SHEET 5 FOR O.A. DIMENSION E LEVATI O N [THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]
60 70.0 90.0 - - - - 90.0 90.0
66 700 | 500 500 | 500 LOCATIONS. SINGLE TESTED UNIT (SITE. F SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|
o M e ELEVATION - A o e AT A
;z gig Zi:: - - - - gi:z giﬁ MULLED TESTED UNITS QUALI FI E D CON FIG U RATIONS DOCUMENTS FOR USE WITH THIS DOCUMENT.
s 700 | 500 | 650 | 650 | 800 [ 500 | 500 | 500 [ 120 T ; \ NOTE: UNITS MAY BE MULLED SIDE BY SIDE IN
5 - SRR =5 | 5 i H A COMBINATIONS OF FIXED/FIXED, FIXED/PROJECT
66 700 | 90.0 900 | 90.0 | | | . OUT, FIXED/CASEMENT, AND/OR OTHER
72 70.0 | 90.0 - ) - - 90.0 | 90.0 108'pTr—+ L \ APPROVED WINDOW TYPES (SEE INSTALLATION
] gt | e | et | o | oo | e | el | e \ : APPROVED INSTRUCTIONS YKK182 & YKK183).
. e o T—T— YRR \ X" non ——= MULLS SHALL BE AS SHOWN HEREIN OR
66 700 | 90.0 90.0 | 90.0 96" u NOTES: MAX. SIZES VARY BASED ON /, APPROVED UNDER SEPARATE APPROVAL. FIXED
68 700 | 900 | - - - - [ 900 | 900 1\ APPROVED SIZES CHART. . WINDOWS AND OTHER ALTERNATE WINDOW
a1 700 | 90.0 | 65.0 | 65.0 | 80.0 | 80.0 | 200 | 90.0 N TYPES UNDER SEPARATE APPROVAL. THE
‘;i - ;g:g Zg:g - - = - zg:g 333 84" A —- 2 \ WINDOW TYPE WITH THE LOWEST DESIGN
= oo e YRR | | il N PRESSURE SHALL GOVERN ALLOWABLE ASSEMBLY
64 700 | 90.0 } ~ [ 900 | 900 I [ [ o DESIGN PRESSURE.
a3 700 | 90.0 80.0 | 80.0 | 90.0 | 90.0 72" FREN = N NOTES: m ng" —
48 93.125 |L90 | 900 - - | 900 | 900 120" ! ! I 4] Imn 1. SIZES AND DESIGN PRESSURES 12
= o Tas T T T Tes Ts0a] MAX. | | | S SHOWN TO THE LEFT APPLY TO A .
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i g [1001900L - | - | - | - 1900190} HEIGHT ; : : S MULLIONS SHALL BE UNDER 0 N ~ . o o R T AT o e
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. . . . &
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% o il -1 . 1-1-sslom . . . IS TO THE LESSER OF COMPARATIVE e e
54 700 | 90.0 500 | 900 I I I I ANALYSIS PER FBC CHAPTER 17 — DATE:
56 70.0 | 90.0 - g - = 90.0 | 90.0 36"FOT - ] '!'"_' AND GLASS CAPACITIES PER ASTM DWG BYOS e 15C|.-|?(- 8BY
36 70.0 90.0 65.0 65.0 80.0 80.0 90.0 90.0 I E1300 (3 SEC GUST) 'WI . . . .
2 | g [Zosfsen] - [ - 71 Jweloo ) ’ 3. SQUARE FOOTAGE AREA HAS BEEN » AR HEN
53 700 [900 | — | - | - | - [s00] s00 24T 1 N nan .- LIMITED TO EQUAL TO OR LESS SCALE: NTS
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e R L e B By -y | : : : : 4. SEE SHEET 13 FOR MISSILE IMPACT H , i . owa. #: YKK184
48 700 | 90.0 90.0 | 90.0 12" 24" 36" 48" 60" 72" 80" RATINGS AND GLAZING DETAILS. w SHEET:
50 70.0 90.0 - - - - 90.0 90.0 '
22 ;gg ggg 65.0 65.0 80.0 80.0 323 Zgg . 80" MAX FRAME WIDTH . 2
120 : : . - - - : : NOTE:
42 700 | 900 900 | 90.0 WIDTH AND HEIGHT DIMENSIONS MAY BE ORIENTED
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HORIZONTAL MULLION (BE9-4512)

DESIGN PRESSURE TABLE NOTE:
DESIGN 1. DESIGN PRESSURES APPLY TO FIXED
MULLION DIM.
PRESSURE WINDOW UNITS UTILIZING A MULLION
weent | span (PSF) AS SHOWN IN ELEVATION C, DETAIL
(IN.) (IN.) + . V/11.
100 o | eso | 2 DESIGN PRESSURES HAVE BEEN
- : ' DETERMINED IN ACCORDANCE WITH
30.00 65.0 65.0 CHAPTER 17.
36.00 650 | 650 | 3. SEESHEET 13 FOR MISSILE IMPACT
42.00 24.00 | 65.0 65.0 RATINGS
B0 | 650 | & oD ON GLASS TYPE SE SHEET 13
>4.00 650 | 65.0 FOR GLAZING DETAILS. THE LESSER
60.00 650 | 650 DESIGN PRESSURE OF THE GLASS TYPE &
24.00 650 | 65.0 SIZE, AS DETERMINED FROM TABLES ON
30.00 650 | 65.0 SHEET 2, OR DESIGN PRESSURE BASED
36.00 650 | 650 ON MULLION CAPACITY AS DEPICTED IN
2200 | 3600 [ 50 | eso0 THE TABLE TO THE LEFT, SHALL GOVERN
25.00 o | o THE OVERALL ASSEMBLY'S ALLOWABLE
: : : DESIGN PRESSURE.
54.00 65.0 | 650 | 5 SETTING BLOCKS SHALL BE SPACED AS
60.00 65.0 65.0 FOLLOWS:
24.00 65.0 65.0 A. FOR SPANS LESS THAN 48", SETTING
30.00 550 | 65.0 BLOCKS SHALL BE SPACED, SPAN/4
B. FOR SPANS EQUAL TO OR GREATER
36.00 65.0 65.0
200 ] 4500 Teso T oo THAN 48", SETTING BLOCKS SHALL BE
' ‘ : ' SPACED, SPAN/8
48.00 650 | 650 | . MULTIPLE INTEGRAL MULLIONS MAY BE
54.00 650 | 65.0 USED WITHIN THE SAME FRAME SUCH
60.00 650 | 65.0 THAT THE OVERALL FRAME SIZE DOES
22,00 650 | eso NOT EXCEED 40 SQ. FT.
30.00 62.3 62.3
36.00 60.00 | 54.1 54.1 MULLION HEIGHT = (A+B)/2
42.00 487 | 487 MULLION SPAN = FRAME WIDTH
48.00 45.4 45.4

VERTICAL MULLION (BE9-4561)
DESIGN PRESSURE TABLE

MULLION DIM. _{pESIGN PRESSURE
WIDTH | SPAN (PSF)
(IN.) (IN.) " .

24.00 65.0 65.0
30.00 65.0 65.0
36.00 65.0 65.0
44.00 65.0 65.0
48.00 | 24.00 | 65.0 65.0
54.00 65.0 65.0
60.00 65.0 65.0
66.00 65.0 65.0
72.00 65.0 65.0
24.00 65.0 65.0
30.00 65.0 65.0
36.00 65.0 65.0
44.00 65.0 65.0
48.00 | 36.00 | 65.0 65.0
54.00 65.0 65.0
60.00 65.0 65.0
66.00 65.0 65.0
72.00 65.0 65.0
24.00 65.0 65.0
30.00 65.0 65.0
36.00 65.0 65.0
44.00 48.00 65.0 65.0
48.00 65.0 65.0
54.00 65.0 65.0
60.00 65.0 65.0
24.00 65.0 65.0
30.00 62.6 62.6
36.00 | 60.00 | 543 54.3
44.00 47.7 47.7
48.00 45.6 45.6
24.00 51.7 51.7
30.00 | 7200 | 423 42.3
36.00 36.2 36.2

NOTE:

1. DESIGN PRESSURES APPLY TO FIXED
WINDOW UNITS UTILIZING A MULLION AS
SHOWN IN ELEVATION D, DETAIL X/11.

2. DESIGN PRESSURES HAVE BEEN
DETERMINED IN ACCORDANCE WITH
CHAPTER 17.

3. SEE SHEET 13 FOR MISSILE IMPACT
RATINGS

4. SEE SHEET 2 FOR DESIGN PRESSURES
BASED ON GLASS TYPE. SEE SHEET 13 FOR
GLAZING DETAILS. THE LESSER DESIGN
PRESSURE OF THE GLASS TYPE, AS
DETERMINED FROM TABLES ON SHEET 2,
OR DESIGN PRESSURE BASED ON
MULLION CAPACITY AS DEPICTED IN THE
TABLE TO THE RIGHT, SHALL GOVERN THE
OVERALL ASSEMBLY'S ALLOWABLE DESIGN
PRESSURE.

5.  WHEN READING FROM THE WIDTH
COLUMN, TAKE THE AVERAGE WIDTH
BETWEEN THE TWO SEPARATE LITES,
WIDTH = (A+B)/2

6. MULTIPLE INTEGRAL MULLIONS MAY BE
USED WITHIN THE SAME FRAME SUCH
THAT THE OVERALL FRAME SIZE DOES
NOT EXCEED 40 SQ. FT.

MULLION TRIBUTARY WIDTH = (A+B)/2
MULLION SPAN = FRAME HEIGHT

~
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FOR INSTALLATION REQUIREMENTS
DEPENDENT ON DESIGN LOADS.
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- SEE CONCENTRATED ANCHOR TABLE
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398 E. DANIA BEACH BLVD. # 338

FOR INSTALLATION REQUIREMENTS
DEPENDENT ON DESIGN LOADS.

MIN. QTY
DESIGN | REQUIRED | MIN- QTY REQUIRED
AT SILL OF STACK
PRESSURE AT EA. END
(+/-PSF) | OF STACK | MULL FOR RECEPTOR
MULL* INSTALLATION
NOTE:

* QUANTITY OF ANCHORS IS THE MINIMUM REQUIRED QUANTITY
OF ANCHORS ADJACENT TO EA. SIDE OF STACK MULLION.
ANCHORS SHALL BE SPACED 3" O.C. TO EA. SIDE OF MULL.
APPLICABLE TO RECEPTOR AT HEAD ONLY, CLIP, STRAP, TRIM/CLIP
AND THROUGH FRAME INSTALLATIONS.

** QUANTITY OF ANCHORS IS THE MINIMUM REQUIRED
QUANTITY OF ANCHORS THROUGH THE RECEPTOR SILL (SEE TYP.
DETAIL A/5) ADJACENT TO EA. SIDE OF STACK MULL. ANCHORS
SHALL BE SPACED 3" O.C. TO EA. SIDE OF MULL.
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3/4" MIN.
EDGE DISTANCE

2X WOOD FRAME
BY OTHERS

SHEATHING BY OTHERS

#14 WOOD

SCREW

INSTALLATION ANCHORS
(2 PER LOCATION)

!
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ALUMINUM FIXED WINDOW
(WZ3) (IMPACT)
RECEPTOR INSTALLATION DETAILS
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THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
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EXTERIOR FINISH_——= """ 11/2" MIN.
J— PERIMETER ‘ }
1.25" SEALANT 4 0.5"
BY OTHERS @) ! )
_ 3/8" MAX.
15 SHIM SPACE
1 6 }
0.A | U
L 3 THREADS OF MIN.
SEE GLAZING
oW DETAILS _/\ 42 PENETRATION BEYOND
SHEET 13 17 3/8" MAX. METAL STRUCTURE
SHIM SPACE METAL STUD
INTERIOR 0.5" BY OTHERS
EXTERIOR INTERIOR ||A/_SEE INSTALL. NOTE 12.D,
5 2 SHEET 1
SEE GLAZING 1/4-20 SELF-DRILLING
VE RTICAI. SECTION DETAILS, — INSTALLATION SCREWS
/B\ SHEET 13 \\/ P (2 PER LOCATION)
\5/ FIXED HEAD - 2X WOOD FRAME 1/2" MIN. EDGE
INT. SET RECEPTOR - TYP. [ DISTANCE
< ‘\*
SEE GLAZING EXTERIOR | SHEATHING
DETA”_S, CUUUUING NG BY OTHERS
SHEET 13 \ OA EXTERIOR FINISH
- WINDOW 195" BY OTHERS
WIDTH PERIMETER SEALANT
BY OTHERS
EXTERIOR INTERIOR
1 17
O.A.
WINDOW 22 ! mHOR|ZONTAL SECTION
HEIGHT see DETAIL A TQPTIONAL { 42 @ FIXED JAMB - METAL STUD FRAME
FOR OPTIONAL. (@) @) \ T 6 3/8" MAX. EXT. SET RECEPTOR - TYP.
SILL TRIM. r 18 . SHIM SPACE
' 0.75 NOTE: UNITS MAY BE INTERIOR OR
\ O\ 3 __rl- EXTERIOR SET INSTALLATIONS.
! =55 L i INTERIOR SET INSTALLATION DO NOT
0.63" reasen B REQUIRE ITEM #46.
' PERIMETER L 11/4" MIN.
SEALANT. BT EMBEDMENT @) /_l
BY OTHERS Ea * @ A
CONCRETE/MASONRY |, ¢ r
BY OTHERS |  21/2"MIN. EDGE
1/4" ITW TAPCON ' DISTANCE
INSTALLATION SCREW OPTIONAL SILL TRIM

\5/ FIXED SILL - CONCRETE/MASONRY

RECEPTOR - TYP.
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2X WOOD BUCK
BY OTHERS

SHEATHING BY OTHERS
EXTERIOR FINISH

3/4" MIN. |
EDGE DISTANCE

_— #14 WOOD SCREW
INSTALLATION ANCHOR

o 11/2" MIN.

EMBEDMENT
BY OTHERS % 14
PERIMETER — — ?
SEALANT )
BY OTHERS ( : — 3/8" MAX.
i 6 SHIM SPACE
OA  SEEGLAZING _//\\ 7 (40)
WINDOW DETAILS, —~ D 3/8" MAX.
HEIGHT SHEET 13 SHIM SPACE 3 THREADS OF MIN.
17) - PENETRATION BEYOND
EXTERIOR INTERIOR METAL STRUCTURE
- INTERIOR
/E\ VERTICAL SECTION ! 1/2" MIN. EDGE
\6/ FIXED HEAD - 2X WOOD FRAME PISTANCE
CLIP ANCHOR - TYP. SEE GLAZING f
DETAILS, ——
SHEET 13
1/4-20 SELF-DRILLING
INSTALLATION SCREW
METAL STUD
I BY OTHERS
SEE GLAZING N ‘\SEE INSTALL. NOTE 12.D, SHEET 1
DETAILS, | : SHEATHING
EXTERIOR ‘ :
SHEET 13 = NN BY OTHERS
EXTERIOR FINISH
O.A. BY OTHERS
EXTERIOR INTERIOR - W\/'V'\l'g%‘l’v — PERIMETER SEALANT
BY OTHERS
O.A.
WINDOW /F\HOR'ZONTAL SECTION
HEIGHT 3/8" MAX. \_6 /  FIXEDJAMB - METALSTUD FRAME
SHIM SPACE CLIP ANCHOR - TYP.
PERIMETER f )
SEALANT 11/4" MIN.
BY OTHERS EMBEDMENT
CONCRETE/MASONRY

BY OTHERS

1/4" ITW TAPCON
INSTALLATION SCREW

?

21/2" MIN. EDGE
' DISTANCE

/D" VERTICAL SECTION

\_6 /  FIXEDSILL - CONCRETE/MASONRY

CLIP ANCHOR - TYP.
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CLIP INSTALLATION DETAILS
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SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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3/4" MIN.
EDGE DISTANCE

#14 WOOD SCREW
INSTALLATION ANCHOR

$

2X WOOD FRAME
BY OTHERS

SHEATHING BY OTHERS

EXTERIOR FINISH___ | 11/2" MIN.
BY OTHERs 4o M ‘ EMBEDMENT NOTE: UNITS MAY BE FASTENED
“““““““ TO APPROVED MULLION UTILIZING
PERIMETER f ANY OF THE INSTALLATION
SEALANT 38 3/8" MAX. OPTIONS DETAILED HEREIN.
BY OTHERS \@ SHIM SPACE
6
ot S 7
WINDOW ) "
3 THREADS OF MIN. SHIM SPACE
@ PENETRATION BEYOND
EXTERIOR INTERIOR METAL STRUCTURE
{ INTERIOR
1/2" MIN. EDGE —
/H\ VERTICAL SECTION DISTANCE 6)@2)(7)(7
\_7_/  FIXED HEAD - 2X WOOD FRAME SEE GLAZING
STRAP ANCHOR - TYP. ~— DETAILS,
1/4-20 SELF-DRILLING = / SHEET 13
INSTALLATION SCREW N\
ALUMINUM MULLION/CW/SF SYSTEM &
UNDER SEPARATE APPROVAL \
SEE GLAZING SEE INSTALL. NOTE 12.E, SHEET 1. e
DETAILS, PERIMETER SEALANT @g Eg
SHEET 13 BY OTHERS EXTERIOR
O.A.
~——  WINDOW —=
WIDTH
HTEROR e T HORIZONTAL SECTION
0.A. FIXED JAMB - MULL TUBE FRAME
WINDOW w STRAP ANCHOR - TYP.
HEIGHT _3/8" MAX.
SHIM SPACE
PERIMETER ]
SEALANT 11/4" MIN.
BY OTHERS EMBEDMENT
CONCRETE/MASONRY
BY OTHERS f
1/4" ITW TAPCON 21/2" MIN. EDGE
INSTALLATION ANCHOR

DISTANCE

/G VERTICAL SECTION
w FIXED - CONCRETE/MASONRY

STRAP ANCHOR - TYP.
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STRAP INSTALLATION DETAILS
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FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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3/4" MIN. #14 WOOD SCREW
EDGE DISTANCE INSTALLATION ANCHOR

2X WOOD BUCK *
BY OTHERS

EXTERIOR FINISH__ |~ L 11/2" MIN.
BY OTHERS et # EMBEDMENT
PERIMETER ~(26) }
SEALANT 6
BY OTHERS 4 3/8" MAX.
o 7 SHIM SPACE
SEE GLAZING _//\ .
O.A. J 42
wngow ety — AL
HEIGHT 17
EXTERIOR INTERIOR
\8/ FIXED HEAD - 2X WOOD BUCK
THROUGH FRAME- TYP.
NOTE: THROUGH FRAME INSTALLATION FOR
USE WITH FIELD GLAZED INSTALLATIONS
ONLY.
SEE GLAZING
DETAILS,
SHEET 13
EXTERIOR INTERIOR
0.A.
WINDOW
HEIGHT 3/8" MAX.
SHIM SPACE
~ 11/4"MIN.
EMBEDMENT
PERIMETER R
SEALANT e D
BY OTHERS S
CONCRETE/MASONRY BT
BY OTHERS L
1/4" ITW TAPCON —| 21/2" MIN. EDGE
INSTALLATION SCREW I I DISTANCE

/T VERTICAL SECTION

\8/ FIXED SILL - CONCRETE/MASONRY
THROUGH FRAME - TYP.

INTERIOR

SEE GLAZING
DETAILS, —~
SHEET 13

EXTERIOR

3 THREADS OF MIN.
PENETRATION BEYOND
METAL STRUCTURE

3/8" MAX.
SHIM SPACE

METAL STUD
|_—BYOTHERS
SEE INSTALL. NOTE 12.D, SHEET 1

1/4-20 SELF-DRILLING
INSTALLATION ANCHOR

#

1/2" MIN. EDGE
DISTANCE

BY OTHERS
EXTERIOR FINISH
wﬁi?éw BY OTHERS
PERIMETER SEALANT
WIDTH BY OTHERS
/T HORIZONTAL SECTION

\8/ FIXED JAMB - METAL STUD FRAME

THROUGH FRAME - TYP.

VKK )
a P Quality
I!ISpII’ES

YKK AP America Inc.
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(WZ3) (IMPACT)

YOW 225 TUH THERMAL
ALUMINUM FIXED WINDOW
THROUGH FRAME
INSTALLATION DETAILS
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ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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3/4" MIN. |
EDGE DISTANCE |

2XWOOD FRAME
BY OTHERS

#14 WOOD SCREW
INSTALLATION ANCHOR

$

SHEATHING BY OTHERS

EXTERIOR FINISH
BY OTHERS

11/2" MIN.
EMBEDMENT

BY OTHERS

SEE GLAZING

T
PERIMETER — = \
SEALANT 3/8" MAX.
<:>_L[ SHIM SPACE
6) 0)36e) (37

?

Wl%\éw DETAILS, \ P ’/
HEIGHT SHEET 13 42
@
EXTERIOR INTERIOR
\9/ FIXED HEAD - 2X WOOD FRAME
TRIM CLIP ANCHOR - TYP.
SEE GLAZING
DETAILS,
SHEET 13
EXTERIOR INTERIOR
O.A.
WINDOW
HEIGHT ~ 3/8"MAX.
SHIM SPACE
PERIMETER o ;
BY OTHERS © A4 EMBEDMENT
ab
CONCRETE/MASONRY

BY OTHERS
1/4" ITW TAPCON

f

2 1/2" MIN. EDGE

INSTALLATION ANCHOR

/M~ VERTICAL SECTION

\9Q /  FIXEDSILL- CONCRETE/MASONRY
TRIM CLIP ANCHOR - TYP.

DISTANCE

NOTE: UNITS MAY BE FASTENED

3/8" MAX. TO APPROVED MULLION UTILIZING
3 THREADS OF MIN. i SHIM SPACE | INSTALLATION OPTIONS
PENETRATION BEYOND DETAILED HEREIN.
METAL STRUCTURE
INTERIOR
1/2" MIN. EDGE —
DISTANCE
SEE GLAZING
L —— DETAILS,
1/4-20 SELF-DRILLING SHEET 13
INSTALLATION SCREW R\
ALUMINUM MULLION/CW/SF SYSTEM e |
UNDER SEPARATE APPROVAL = |
SEE INSTALL. NOTE 12.E /7 -
PERIMETER SEALANT
BY OTHERS
0.A. EXTERIOR
~——  WINDOW —= -
WIDTH
\9/ FIXED JAMB - MULL TUBE FRAME
TRIM CLIP ANCHOR - TYP.
SEE GLAZING
DETAILS,
SHEET 13
EXTERIOR INTERIOR
1 17
0.A.
WINDOW 22 ™ 7
HEIGHT ‘ 2
PERIMETER \ 6) (35 3/8" MAX.

SEALANT 20 SHIM SPACE
BY OTHERS ~ 34 ‘

EXTERIOR FINISH ? ]
BY OTHERS a8 11/2" MIN.
- EMBEDMENT
2X WOOD BUCK
BY OTHERS ]
| #14 WOOD SCREW
INSTALLATION ANCHOR
3/4" MAX.

EDGE DISTANCE

/P VERTICAL SECTION
\SJ FIXED SILL - 2X WOOD BUCK

TRIM CLIP ANCHOR - TYP.
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YOW 225 TUH THERMAL
ALUMINUM FIXED WINDOW
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TRIM CLIP ANCHOR INSTALLATION
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3/4" MIN.
EDGE DISTANCE
CONCRETE/MASONRY T _— #14 WOOD SCREW
BY OTHERS ST A INSTALLATION ANCHOR
2X WOOD BUCK S ‘
BY OTHERS —
EXTERIOR FINISH L 11/2" MIN.
BY OTHERS . ‘ EMBEDMENT
]
PERIMETER ?
SEALANT
6
BY OTHERS @—L 3/8" MAX.
f 7 SHIM SPACE
OA. SEE GLAZING _/A H
DETAILS,
WINDOW
HEIGHT SHEET 13 17
EXTERIOR INTERIOR
\10/ FIXED HEAD - 2X WOOD BUCK
TWIST ANCHOR- TYP.
SEE GLAZING
DETAILS,
SHEET 13
EXTERIOR INTERIOR
17
O.A. 22 ™ 7
WINDOW /. >
HEIGHT - 3/8" MAX.
\ 6 SHIM SPACE
~ 11/4"MIN.
EMBEDMENT
PERIMETER
SEALANT
BY OTHERS
CONCRETE/MASONRY

BY OTHERS

1/4" ITW TAPCON
INSTALLATION SCREW

Q) VERTICAL SECTION

0 FIXED SILL - CONCRETE/MASONRY
TWIST ANCHOR - TYP.

2 1/2" MIN. EDGE
DISTANCE

3 THREADS OF MIN.
PENETRATION BEYOND
METAL STRUCTURE

!

1/2" MIN. EDGE
DISTANCE

3/8" MAX. -
SHIM SPACE
INTERIOR ll
42)( 6 {
SEE GLAZING
DETAILS, ——
SHEET 13

EXTERIOR

O.A.

WIDTH

WINDOW

?

1/4-20 SELF-DRILLING
INSTALLATION ANCHOR

METAL STUD

BY OTHERS
“‘/_SEE INSTALL. NOTE 12.D, SHEET 1

BY OTHERS
EXTERIOR FINISH

BY OTHERS
PERIMETER SEALANT
BY OTHERS

$\HORIZONTAL SECTION

\10/

FIXED JAMB - METAL STUD FRAME
TWIST ANCHOR - TYP.
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1/8" CAP BEAD
TREMCO
TREMSIL 600
OR

PECORA 896FC

1/2" GLASS BITE |

LARGE AND SMALL MISSILE IMPACT RATED GLAZING OPTIONS, SEE DESIGN PRESSURE TABLES, SHEET 2

1-1/16" O.A. INSULATED LAMINATED GLASS:

3/16" HEAT STRENGTHENED GLASS

13/32" AIR SPACE

BY 'KURARAY' FORMERLY
BUTACITE BY DUPONT

ALUMINUM
BOX SPACER

ALUMINUM
BOX SPACER
1/8" CAP BEAD
TREMCO
TREMSIL 600
OR

PECORA 896FC

1/2" GLASS BITE

? ‘\

\

@~

SILICONE

DOW 995

TREMCO SPECTRUM 2
TREMCO PROGLAZE 2
PECORA 895NST

GLAZING DETAIL J

3/16" HEAT STRENGTHENED GLASS
‘ 0.090" TROSIFOL PVB INTERLAYER

~ 3/16" HEAT STRENGTHENED GLASS

GLAZING NOTES:

1. GLASS TYPE SHALL COMPLY WITH ASTM E1300
REQUIREMENTS AS AS APPLICABLE SAFETY GLAZING
REQUIREMENTS PER THE FBC.

2.  GLASS SHALL BE SET WITH THE USE OF SETTING
BLOCKS IN ACCORDANCE WITH CHAPTER 24 OF THE
CURRENT FLORIDA BUILDING CODE.

3. SETTING BLOCKS TO BE LOCATED AT 1/4 SPAN
LENGTH FOR GLASS WIDER THAN 36" AS PER FBC
CHAPTER 24.

4. SETTING BLOCK DUROMETER HARDNESS OF 70-90
(SHORE A) AS REFERENCED IN FBC CHAPTER 24.

1-1/16" O.A. INSULATED LAMINATED GLASS:

1/4" HEAT STRENGTHENED GLASS

3/16" HEAT STRENGTHENED GLASS
0.100" PVB INTERLAYER BY 'EASTMAN'

‘ 5/16" AIR SPACE

(SOLUTIA)

?

SILICONE

DOW 995

TREMCO SPECTRUM 2
TREMCO PROGLAZE 2
PECORA 895NST

GLAZING DETAIL C

™ 3/16" HEAT STRENGTHENED GLASS

ALUMINUM BOX SPACER:
AROUND THE PERIMETER OF THE
GLASS

PRIMARY SEALANT:
POLYISOBUTYLENE (PIB)

SECONDARY SEALANT:
STRUCTURAL SILICONE INTENDED
FOR FABRICATION OF INSULATED
GLASS UNITS.

1/8" CAP BEAD
TREMCO
TREMSIL 600
OR

PECORA 896FC

1/2" GLASS BITE ]

1-1/16" O.A. INSULATED LAMINATED GLASS:
1/4" TEMPERED GLASS
3/8" AIR SPACE

?

ALUMINUM
BOX SPACER

|

\

3/16" HEAT STRENGTHENED GLASS
0.090" TROSIFOL PVB INTERLAYER
BY 'KURARAY' FORMERLY
BUTACITE BY DUPONT

3/16" HEAT STRENGTHENED GLASS

SILICONE

DOW 995

TREMCO SPECTRUM 2
TREMCO PROGLAZE 2
PECORA 895NST

GLAZING DETAIL K

1/8" CAP BEAD
TREMCO
TREMSIL 600
OR

PECORA 896FC

1/2" GLASS BITE 15 ‘I

1-1/16" O.A. INSULATED LAMINATED GLASS:
1/4" HEAT STRENGTHENED GLASS
5/16" AIR SPACE

?

ALUMINUM
BOX SPACER

T

\

-

3/16" HEAT STRENGTHENED GLASS

0.075" SAFLEX CP (VANCEVA COMPOSITES) PVB
INTERLAYER BY 'EASTMAN' (SOLUTIA)

3/16" HEAT STRENGTHENED GLASS

SILICONE

DOW 995

TREMCO SPECTRUM 2
TREMCO PROGLAZE 2
PECORA 895NST

GLAZING DETAIL D
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PECORA 896FC

ALUMINUM
BOX SPACER
1/8" CAP BEAD
TREMCO
TREMSIL 600

OR

SMALL MISSILE IMPACT RATED GLAZING OPTIONS, SEE DESIGN PRESSURE TABLES, SHEET 2

1/4" TEMPERED GLASS
5/16" AIR SPACE

'KURARAY' (DUPONT)

=/
}

l

~

GLAZING DETAIL F

1-1/16" O.A. INSULATED LAMINATED GLASS:

3/16" HEAT STRENGTHENED GLASS ‘
0.060" TROSIFOL PVB INTERLAYER BY

\ 3/16" HEAT STRENGTHENED GLASS

1-1/16" O.A. INSULATED LAMINATED GLASS:

1/4" TEMPERED GLASS
[ ‘ 5/16" AIR SPACE

0.060" PVB INTERLAYER
BY 'EASTMAN' (SOLUTIA)

\

/

1/2" GLASS BITE

1/8" CAP BEAD
TREMCO
TREMSIL 600
OR

PECORA 896FC

GLAZING DETAIL G

ALUMINUM
BOX SPACER

3/16" HEAT STRENGTHENED GLASS

3/16" HEAT STRENGTHENED GLASS

1/2" GLASS BITE

1/8" CAP BEAD
TREMCO
TREMSIL 600
OR

PECORA 896FC

1-1/16" O.A. INSULATED LAMINATED GLASS:
1/4" TEMPERED GLASS
5/16" AIR SPACE

3/16" HEAT STRENGTHENED GLASS

@ 0.035" SENTRYGLAS INTERLAYER

BY 'KURARAY' (DUPONT)

\. 3/16" HEAT STRENGTHENED GLASS
\

/

ALUMINUM
BOX SPACER

GLAZING DETAIL H
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YOW 225 TUH BILL OF MATERIALS

FRAME HEAD AND SILL
6063-T5

LR

I 0_078"l 0.875"
%<— 0.071"

2.250"

[

2.250"

RECEPTOR
6063-T5

2.661" =

— —=— 0.151"

$

ITEM NUMBER PART NUMBER DESCRIPTION MATERIAL MANUFACTURER COMMENTS
1 BE9-4501 FRAME HEAD AND SILL 6063-T5 YKK-AP STANDARD FRAME
2 BE9-4502 FRAME JAMB 6063-T5 YKK-AP
3 BE9-4583 2-1/4" WEEPING SILL FLASHING 6063-T5 YKK-AP
4 BE9-4577 RECEPTOR 6063-T5 YKK-AP
5 E9-4231 PRESSURE BAR 6063-T5 YKK-AP
6 E9-4524 FIXED GLASS STOP 6063-T5 YKK-AP
7 E9-4525 FIXED SNAP COVER 6063-T5 YKK-AP
8 E9-4586 3" SILLTRIM 6063-T5 YKK-AP
9 E9-4559 SILL TRIM BASE 6063-T6 YKK-AP
10 E9-4562 STACKING MULLION 6063-T5 YKK-AP
11 E9-4578 RECEPTOR STOP 6063-T5 YKK-AP
12 E9-5111 COVER 6063-T5 YKK-AP
13 BE9-4512 INTEGRAL MULL 6063-T5 YKK-AP
14 E9-4507 SMI GLASS STOP 6063-T5 YKK-AP
15 E2-0051 AT GASKET SANTOPRENE TREMCO
16 E2-0133PC SIDE BLOCK EPDM TREMCO PEROXIDE CURED
17 E2-0359 PUSH - IN - SPACER SCR900 TREMCO 1" LONG, 3" FROM CORNER, 10" O.C.
18 E2-0367 PUSH - IN - SPACER SCR900 TREMCO
19 E2-0625 AT GASKET ISANTOPRENE TREMCO
20
21 E2-0646PC SETTING BLOCK EPDM TREMCO PEROXIDE CURED
22 E2-0362PC SETTING BLOCK (LMI) - WET GLAZING [EPDM PC TREMCO
23 E2-0670 BACKER TAPE POLYURETHANE FOAM  |SAINT GOBAIN
24 E2-0648 1/8" EXTERIOR GASKET EPDM SPONGE
25 E2-0672 WEDGE GASKET EPDM DUROMETER 70 +/-5
26 BE9-4566 THROUGH FRAME FILLER PLATE 6063-T5 YKK-AP 3" LONG @ EA. ANCHOR LOCATION
27 E9-4031 1" X 2" CLIP 6063-T5 YKK-AP
28 E9-4032 1" X 2" COVER 6063-T5 YKK-AP
29 E1-1922 ANCHOR CLIP 6063-T5 YKK-AP
30 E9-4035 ANCHOR CLIP COVER 6063-T5 YKK-AP
31 E9-4556 1%"X 1" CLIP 6063-T5 YKK-AP
32 E9-4557 1%" X 1" COVER 6063-T5 YKK-AP
33 E9-8431 STRAP ANCHOR COVER 6063-T5 YKK-AP
34 E9-8537 1" X 11%6" CLIP 6063-T5 YKK-AP
35 E9-8538 1" X 11%¢" COVER 6063-T5 YKK-AP
36 E9-8562 1%"X3%" CLIP 6063-T5 YKK-AP
37 E9-8563 1%"X3%" COVER 6063-T5 YKK-AP
38 E9-4529 STRAP ANCHOR 6063-T5 YKK-AP MIN. LENGTH: 4 %"
39 E1-1965 MULLION CLIP at %" 6063-T5 YKK-AP
40 PC-1008 -SS #10 X 1/2" PH SMS SS AB 300 SS 6" FROM EA. END & 12" MAX. O.C.
41 #10 X 1/2" PH SMS SAE GR. 5 3" FROM EA. END & 7 1/8" MAX. O.C.
42 PS-1016-SS #10 X 1" PH SMS SS SELF DRILLING ~ |410 SS 3" FROM EA. END & 10" O.C.
43 PC-1016-SS #10 X 1" PH SMS SS AB 300 SS FOR FRAME ASSEMBLY
44 PC-1208-SS #12X1/2" PH SMS SS AB 300 SS (2) PER CLIP TO MULLION
45 E2-0768 JAMB BLOCK AT BOTTOM OF JAMB WITH SILL FLASHING
46 #10-16 x 3/4" SSMS (PH OR FH) 3" FROM CORNERS, SILICONE AT HOLES
47 DOW 995 SILICONE ADHESIVE SILICONE MIN. 4" BEADS AT MAX. 24" O.C.
48 BE9-4561 INTEGRAL MULL 6063-T5 YKK-AP
49 HD-2516-W3-SS  |1/4-20 X 1 HWHS-SS 300 SS 11/2" FROM EA. END, 9" O.C. MAX.
50 E1-1970 TWIST ANCHOR GALVANIZED STEEL
51 BE9-4579 | MULLION 6063-T5
51A PECORA 895NST SILICONE ADHESIVE [SILICONE
52 TREMCO SPECTRUM 2 ADHESIVE SILICONE
53 TREMCO PROGLAZE 2 ADHESIVE SILICONE
54
55 PC-0806SS #8 X 3/8" PHSMS TYPE AB STAINLESS STEEL
56 E9-4587 4" SILLTRIM 6063-T5 YKK-AP
57 E1-2003 END DAM

0.079"
FIXED SNAP COVER
6063-T5

1.313&' 4—‘ ’«—
LL ©
0.693" T 0.047" —

STACKING MULLION
6063-T5

5.053"
3.000"

0.281" ——I

——

0.071" —wff=—

FRAME JAMB

6063-T5

0.078"
—={ 2.188" |<—r

— T T

]

0.875"

PRESSURE BAR
6063-T5

1

1.750" "
—— 0.287 2.156"

SILL TRIM
6063-T5

3.821" 4—‘

?

— 0.071"

0.118"

2-1/4" WEEPING SILL FLASHING

6063-T5

2.945"

FIXED GLASS STOP
6063-T5

~=— 0.591"

[

-

1.375"

j
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FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
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INTEGRALL MULL
6063-T5

SMI GLASS STOP
6063-T5

©

0.874" —>| |<— 0.741" 4>‘ | —
. 0.125" LJ@«— 0.047"
2.250"
l~— 3.500" —= 1.313" j
@ 11/4" X 1" CLIP @ 11/4" X 1" COVER
6063-T5 6063-T5
—— 0.992"
0.299" —>| |<— i ’«
0.079" ] 1.200" 1.250" T 0.050°
0942" —w] |=r
11/8" X 31/2" CLIP @ 11/8" X 3 1/2" COVER
6063-T5 6063-T5
l.——  3.492" —==f

. _ﬂwl‘_[ 1.064" |
r 0.094

? ? 0.878" —=|
- 3.429" J

“ 1125" —=|=— 0.063"

m |~— 0.402"

TWIST ANCHOR @ | MULLION
GALV. STEEL 6063-T5
h 5.375" ﬂ I 0.105" 0.500"

Cs

T

1.437"

THROUGH FRAME FILLER PLATE ANCHOR CLIP ANCHOR CLIP COVER
6063-T5 6063-T5 6063-T5
1.688" — [— 0.875" —=  =—
_L 0.063" 0094 A " ;
T 2.395" —=—l—=— 0.062
j_ 1.992"
0.315" i !
0.813" —=l |~
STRAP ANCHOR COVER 1" X 111/16" CLIP 1" X 111/16" COVER
6063-T5 6063-T5 6063-T5
050" I 0.938" )
_ — — 5 o * =—=— 1.680
“ 0.907 . S T 1.000" —m|le— 0.062"
1618" =] f i
L—»— 1.984"
STRAP ANCHOR MULLION CLIP INTEGRAL MULL
6063-T5 6063-T5 6063-T5

o

0.857"

MINIMUM 4 1/2" LENGTH

QT_‘ I 0.618"

L‘ r 0.07

~~—  3.676"
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