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INSTALLATION NOTES:

1.

ONE (1) INSTALLATION ANCHOR IS REQUIRED AT EACH ANCHOR
LOCATION SHOWN.

THE NUMBER OF INSTALLATION ANCHORS DEPICTED IS THE
MINIMUM NUMBER OF ANCHORS TO BE USED FOR PRODUCT
INSTALLATION.

INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A
TOLERANCE OF +1/2 INCH OF THE DEPICTED LOCATION IN THE
ANCHOR LAYOUT DETAIL (I.E., WITHOUT CONSIDERATION OF
TOLERANCES). TOLERANCES ARE NOT CUMULATIVE FROM ONE
INSTALLATION ANCHOR TO THE NEXT.

. SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD

BEARING SHIM(S). MAXIMUM ALLOWABLE SHIM STACK TO BE 3/8
INCH. SHIM WHERE SPACE OF 1/16 INCH OR GREATER OCCURS.
SHIM(S) SHALL BE CONSTRUCTED OF HIGH DENSITY PLASTIC OR
BETTER.

REFER TO SHEET 3 FOR ANCHOR SELECTION AND REQUIREMENTS.

MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE WALL
FINISHES, INCLUDING BUT NOT LIMITED TO STUCCO, FOAM, BRICK
VENEER, AND SIDING.

INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE
MADE OF CORROSION RESISTANT MATERIAL OR HAVE A CORROSION
RESISTANT COATING.

. FOR HOLLOW BLOCK AND GROUT FILLED BLOCK, DO NOT INSTALL

INSTALLATION ANCHORS INTO MORTAR JOINTS. EDGE DISTANCE IS
MEASURED FROM FREE EDGE OF BLOCK OR EDGE OF MORTAR JOINT
INTO FACE SHELL OF BLOCK.

. INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE

WITH ANCHOR MANUFACTURER'S INSTALLATION INSTRUCTIONS,
AND ANCHORS SHALL NOT BE USED IN SUBSTRATES WITH
STRENGTHS LESS THAN THE MINIMUM STRENGTH SPECIFIED BY THE
ANCHOR MANUFACTURER.

10.INSTALLATION ANCHOR CAPACITIES FOR PRODUCTS HEREIN ARE

BASED ON SUBSTRATE MATERIALS WITH THE FOLLOWING

PROPERTIES:

A. WOOD - MINIMUM SPECIFIC GRAVITY OF 0.55.

B. CONCRETE -MINIMUM COMPRESSIVE STRENGTH OF 3000 PSI
FOR ITW TAPCON AND 3515 PSI FOR DEWALT ULTRACON.

C. MASONRY - CMU UNIT STRENGTH CONFORMS TO ASTM C-90,
WITH MIN. COMPRESSIVE STRENGTH OF 2000 PSI AND GROUT
CONFORMS TO ASTM C 476, MIN. GROUT COMPRESSIVE
STRENGTH OF 2000 PSlI.

D. STEEL- MINIMUM YIELD STRENGTH OF 33 KSI. MINIMUM 18 GA.

WALL THICKNESS.
E. ALUMINUM - MINIMUM 0.067 INCH THICK, 6063-T5 ALUMINUM

13.INSTALLATION SHALL FOLLOW MANUFACTURERS

RECOMMENDATIONS FOR SEALING WINDOWS AND ACCESSORY
ITEMS.

1.

YKK AP America Inc.

YOW 350 T THERMAL ALUMINUM
FIXED WINDOW
(NON-HVHZ) (NON-IMPACT)

GENERAL NOTES:

THE PRODUCT SHOWN HEREIN IS DESIGNED AND
MANUFACTURED TO COMPLY WITH THE CURRENT EDITION
FLORIDA BUILDING CODE (FBC), EXCLUDING HVHZ AND HAS BEEN
EVALUATED ACCORDING TO THE FOLLOWING:

e AAMA/WDMA/CSA 101/1.5.2/A440-17

ADEQUACY OF THE EXISTING STRUCTURAL CONCRETE/MASONRY,
2X FRAMING AND METAL STUD FRAMING AS A MAIN WIND
FORCE RESISTING SYSTEM CAPABLE OF WITHSTANDING AND
TRANSFERRING APPLIED PRODUCT LOADS TO THE FOUNDATION
IS THE RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF
RECORD FOR THE PROJECT OF INSTALLATION.

1X AND 2X BUCKS (WHEN USED) SHALL BE DESIGNED AND
ANCHORED TO PROPERLY TRANSFER ALL LOADS TO THE
STRUCTURE. BUCK DESIGN AND INSTALLATION IS THE
RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF RECORD
FOR THE PROJECT OF INSTALLATION.

. THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC

AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT. DOCUMENTS
SHALL BE APPROVED BY AUTHORITY HAVING JURISDICTION (AH)J).

APPROVED IMPACT PROTECTIVE SYSTEM IS REQUIRED ON THIS
PRODUCT IN AREAS REQUIRING IMPACT RESISTANCE.

WINDOW FRAME MATERIAL: ALUMINUM 6063-T5

ALL STRUCTURAL MATERIALS & DISSIMILIAR METALS SHALL BE
PROTECTED, TREATED, PAINTED, COATED, AND/OR ISOLATED AS
REQUIRED IN THE APPLICABLE SECTIONS OF THE CURRENT
FLORIDA BUILDING CODE AND REFERENCED DESIGN
SPECIFICATIONS.

. GLASS SHALL MEET THE REQUIREMENTS OF ASTM E1300 GLASS

CHARTS. SEE SHEET 5 FOR GLAZING DETAIL.
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DESIGN PRESSURE TABLE
DESCRIPTION MAX. SIZE MAX. DP IMPACT RATING
0 60" X 99" +100/-100 PSF NOT RATED
00 70" X 60" +100/-100 PSF NOT RATED
NOTE:

1. SIZES ABOVE ARE AS-TESTED, SEE SHEET 2 FOR ALTERNATE

QUALIFIED SIZES
2. SEE SHEET 5 FOR GLAZING DETAILS
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( 60" MAX.

FRAME WIDTH
5ll
553" MAX.
D.L.O. WIDTH
T
[ |
————
99" 943" o
MAX MAX lloll
FRAME D.L.O. N4/
HEIGHT HEIGHT [ D
7 l
—————
[ |

ARV

4 5 5

ELEVATION

SINGLE TESTED UNIT
+100 / -100 PSF

NOTE:

FOR SINGLE UNITS ONLY, WINDOW WIDTH (W)
AND HEIGHT (H) ARE INTERCHANGEABLE FOR ALL
SIZES SHOWN HEREIN NOT TO EXCEED MAXIMUM
QUALIFIED SQUARE FOOT AREA. MULLED UNITS
SHALL BE EVALUATED SEPARATELY.

\_

70" MAX.
FRAME WIDTH
31-3/8"" MAX.
D.L.O. WIDTH
T
55_5/8l||| ——
MAX.
D.L.O.
HElGHT .
O ||O"
60" Do) (60
MAX. 4 5
FRAME
HEIGHT

DIMENSION LOCATIONS.

NOTE: MAX. DIMENSIONS SHOWN MAY EXCLUDE
RECEPTOR DIMENIONS. SEE DETAILS SHEET 4 FOR O.A.

120" T T A

108"k~ mm

99"
96"

84" el e g -

>

72” el e g -

| TESTED SIZE

120"
MAX. ,
FRAME  go"HErrdrr
I
|

HEIGHT

|

|
N

|

|

APPROVED SIZES

48” et et e .w o et e e e

H-
]
|
]
|
T
|
I

I
36"Hr At rHT TR

24" et e T Tt T TR T Tt T

12" 1 1 1
12" 24" 36" 48" 60" 72" 78"

I~ 78" MAX. FRAME WIDTH———|
APPROVED SIZES

ELEVATION

MULLED TESTED UNIT

+100 / -100 PSF

NOTES: MAX. SIZES VARY BASED ON
APPROVED SIZES CHART.

&

NOTES:

e  SIZES SHOWN IN CHART TO LEFT ARE APPROVED FOR SINGLE UNITS

FOR USE AT +/- 100 PSF

e REFERTO MULLION APPROVAL DRAWING, YKK215, FOR ALLOWABLE
MULLED CONFIGURATION DESIGN PRESSURES, HEIGHTS AND WIDTHS.
e  THE TESTED MULLED ELEVATION SHOWN ABOVE IS AUTOMATICALLY

QUALIFIED.

e  MULLS SHALL BE AS SHOWN HEREIN OR APPROVED UNDER SEPARATE

APPROVAL.

e  SIZE MAY NOT EXCEED OVERALL SQUARE FOOTAGE OF TESTED SIZE,

41.25SQ.FT

e  GLASS TYPE SHALL COMPLY WITH THE REQUIREMENTS OF ASTM E1300.
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3" FROM
CORNER TYP.

SEE ANCHOR
SCHEDULE

1]

A

SEE ANCHOR
SCHEDULE

T
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SEE ANCHOR

SCHEDULE

Tt

3" FROM
CORNER TYP.

A

SEE ANCHOR
SCHEDULE

T

i

—

4"MAX. «Tﬁ—— 4"MAX.
L'

B
E g

1

1 1

T
|

A1
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3" FROMJ

—

e - Ly CORNER TYP.
| | | | I |
3" FROM
CORNER TYP.
SINGLE UNIT
ANCHOR SCHEDULE
ANCHOR MIN MIN.EDGE | DIST. FROM |MAX. SPACING|MAX. SPACING
METHOD | SUBSTRATE | scHEDULE | EMBEDMENT | DISTANCE | CORNERS | HEAD&SILL |  JAMB
WOOD | #14WOOD ) . ; ; .
MIN. SG = 0.55|  SCREW 15 075 3 125 825
18 GAUGE 14 |3 THREADS MIN
STEEL, MIN. Fy|SELF-DRILLING PENETRATION | 050" 3 125" 8.25"
=33KSI |SCREW, GR. 5|BEYOND METAL
STRAP
ANGHOR | 0.078" THICK 14 |3 THREADS MIN
ALUMINUM [SELF-DRILLING| PENETRATION | 0.50" 3 125" 8.25"
6063-T5  |SCREW, GR. 5|BEYOND METAL
CONCRETE | 14" ITW } \ ) } ;
o Te | Tl 1.75 25 3 1255 8.25
CMU per ASTM| _ 1/4" ITW } \ ) } ;
o AN 1 25 3 1255 8.25
ANCHOR SCHEDULE
ANCHOR MIN MIN.EDGE | DIST. FROM |MAX. SPACING|MAX. SPACING
METHOD | SUBSTRATE | SCHEDULE | EMBEDMENT | DISTANCE | CORNERS | HEAD&SILL |  JAMB
WOOD | 3/8" SSLAG } } ; . ;
i oo | eSS 15 0.75 3 105 75
STEEL, MIN. Fy[SELF-DRILLING| PENETRAT! 0.50" 3 105" 75"
=33KS|  |SCREW,GR.5| BEYOM
THROUGH
CRAME | 0.078" THICK ra P IEREADS M
ALUMINUM ~[SELF-DRILLING| PENETRAT! 0.50" 3 105" 75"
6063.T5 |SCREW,GR 5| BEYOM
CONCRETE |5/16" DEWALT ) . } } ;
fo = 3515PSI | ULTRACON .75 2187 3 105 e
CMU per ASTM | 5/16" DEWALT ) } ) } }
o fitviay 175 25 3 105 75

—
—
—

ANCHOR LAYOUT

MULLED UNITS

—
—

SEE ANCHOR
SCHEDULE
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CONFIGURATIONS
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NOTE: UNITS MAY BE MULLED SIDE BY SIDE IN
COMBINATIONS OF FIXED/FIXED, FIXED/PROJECT
OUT, FIXED/CASEMENT, AND/OR OTHER APPROVED
WINDOW TYPES (SEE APPROVED INSTALLATION
INSTRUCTIONS YKK248 & YKK245). MULLS SHALL BE
AS SHOWN HEREIN OR APPROVED UNDER SEPARATE
APPROVAL. FIXED WINDOWS AND OTHER ALTERNATE
WINDOW TYPES UNDER SEPARATE APPROVAL. THE
WINDOW TYPE WITH THE LOWEST DESIGN PRESSURE
SHALL GOVERN ALLOWABLE ASSEMBLY DESIGN
PRESSURE.
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2X WOOD FRAME
BY OTHERS

3/4" MIN.

| #14 WOOD SCREW
EDGE DISTANCE ;I INSTALLATION ANCHOR

NOTE: UNITS MAY BE FASTENED
TO APPROVED MULLION UTILIZING
ANY OF THE INSTALLATION
OPTIONS DETAILED HEREIN.

3/4"MIN. __,
EDGE DISTANCE

SHEATHING BY OTHERS il
EXTERIOR FINISH t
BY OTHERS 11/2" MIN.
PERIMETER SEALANT EMBEDMENT
BY OTHERS [~
5 | 3/8" MAX.
/ A SHIM SPACE
l
1
oA Oaw »
WINDOW N L 3
HEIGHT — 9
EXTERIOR INTERIOR
SEE GLAZING
DETAIL,
) SHEET 5
CONCRETE/MASONRY
7B\ VERTICAL SECTION BY OTHERS
W FIXED HEAD - 2X WOOD FRAME X Wé’yogﬁ.léﬁ'é
STRAP ANCHOR - TYP.
EXTERIOR FINISH
BY OTHERS
PERIMETER
SEALANT
BY OTHERS
O.A.
WINDOW
HEIGHT
EXTERIOR
A SEE GLAZING
DETAIL,
SHEET 5
EXTERIOR INTERIOR
O.A. \/
WINDOW
HEIGHT
_ 3/8" MAX.
SHIM SPACE
PERIMETER SEALANT BY i
OTHERS 11/4" MIN.
EMBEDMENT
CONCRETE/MASONRY
BY OTHERS {
1/4" ITW TAPCON

INSTALLATION ANCHOR

3/8" MAX.
SHIM SPACE 3 THREADS OF MIN.
PENETRATION BEYOND
ALUMINUM STRUCTURE
3/4" MIN. EDGE
DISTANCE
INTERIOR
SEE GLAZING 1/4" SELF-DRILLING
DETAIL, SCREW, GR.5
SHEET 5 INSTALLATION ANCHOR
\ ALUMINUM MULLION/CW/SF
= SYSTEM UNDER SEPARATE
APPROVAL SEE INSTALL. NOTE 12.E
EXTERIOR
O.A. PERIMETER SEALANT
WINDOW BY OTHERS
WIDTH
._— 3/8" SS LAG SCREW
INSTALLATION ANCHOR /C\HORIZONTAL SECTION
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11/2" MIN.
‘ EMBEDMENT

A N

/ N\
O~ ]

AN 3

7B\ VERTICAL SECTION

[

SHIM SPACE
INTERIOR

SEE GLAZING 3/8" MAX.
DETAIL, SHIM SPACE
SHEET 5

/A\ VERTICAL SECTION

21/2" MIN. EDGE

DISTANCE

\4/

\_

FIXED SILL - CONCRETE/MASONRY
STRAP ANCHOR - TYP.

FIXED HEAD - 2X WOOD BUCK
THROUGH FRAME- TYP.

SEE GLAZING

DETAIL, ___—]
SHEET 5

INTERIOR 9 3

/7@

; 4/

FIXED JAMB - MULL TUBE FRAME
STRAP ANCHOR - TYP.

3 THREADS OF MIN.

METAL STUD

1/4" SELF-DRILLING
SCREW, GR.5
INSTALLATION ANCHOR

1/2" MIN. EDGE
DISTANCE

——1

O.A.
WINDOW
WIDTH

/D HORIZONTAL SECTION

— A
N
-~
EXTERIOR d( 5

-~ SHEATHING

. BY OTHERS
EXTERIOR FINISH
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PERIMETER SEALANT
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[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

PENETRATION BEYOND
METAL STRUCTURE

BY OTHERS
J/  SEE INSTALL. NOTE 12, SHEET 1
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DOCUMENTS FOR USE WITH THIS DOCUMENT.

SEE GLAZING
DETAIL
‘ EXTERIOR INTERIOR NTERIOR
0.A.
WINDOW
HEIGHT .
__ 3/8"MAX. ‘ SEE GLAZING
PERIMETER SHIM SPACE DETAIL
SEALANT
BY OTHERS | *
SRR 11/4" MIN.
LI 8
S EMBEDMENT =
CONCRETE/MASONRY R
BY OTHERS | 3% i TR e T T }
5/16" ELCO ULTRACON R S e
INSTALLATION SCREW 21/2" MIN. EDGE
! DISTANCE EXTERIOR
@ FIXED SILL - CONCRETE/MASONRY /G\HOR'ZONTAL SECTION
THROUGH FRAME - TYP.
STACK MULLION - TYP.
\5/ FIXED - FIXED
NOTE: THROUGH FRAME NG NOTES
INSTALLATION FOR USE WITH FIELD :
GLAZED INSTALLATIONS ONLY. 1. GLASS TYPE & THICKNESS SHALL COMPLY WITH ASTM
1" 0.A. E1300 REQUIREMENTS AS WELL AS APPLICABLE
INSULATED SAFETY GLAZING REQUIREMENTS PER THE FBC.
ALUMINUM ~ GLASS TEMPER AND SAFETY GLAZING REQUIREMENTS SHALL
BOX SPACER BE REVIEWED ON A SITE SPECIFIC BASIS.
SEE GLAZING ] 2. GLASS SHALL BE SET WITH THE USE OF SETTING
DETAIL P BLOCKS IN ACCORDANCE WITH CHAPTER 24 OF THE
$ SILICONE CURRENT FLORIDA BUILDING CODE.
CAP BEAD / 3. SETTING BLOCK DUROMETER HARDNESS OF 70-90
EXTERIOR INTERIOR (SHORE A) AS REFERENCED IN FBC CHAPTER 24.
/ \ 4. SETTING BLOCKS TO BE LOCATED AT 1/4 SPAN LENGTH
O.A. / \ 1/2" GLASS Z FOR GLASS WIDER THAN 36" AS PER FBC CHAPTER 24.
WINDOW INSIDEE BITE | B 5. DESIGN PRESSURES MAY NOT EXCEED MAX VALUES IN
HEIGHT BOTTOM OF JAMB N\ \NE iy \ DESIGN PRESSURE TABLE ON SHEET 1.
SEE DETAILA 1 i
FOR OPTIONAL OPTIONAL* 1o
BRI RNE TN D @ Y=
063" SHIM SPACE 9 N -
PERIMETER — .
SEALANT 2p f 11/2" MIN. GLAZING DETAIL
BY OTHERS EMBEDMENT
EXTERIOR FINISH i
BY OTHERS Lo a et A ALUMINUM BOX SPACER:
2 . I Y [ .'
5% WOOD BUCK (R L AROUND THE PERIMETER OF THE GLASS
BY OTHERS [~ S .o "
CONCRETE/MASONRY #14 WOOD SCREW |=— E’g‘GEMD?SXT'ANCE PRIMARY SEALANT.
BY OTHERS  INSTALLATION ANCHOR POLYISOBUTYLENE (PIB)

/“H\ VERTICAL SECTION

\5 / _ FIXEDSILL- CONCRETE/MASONRY
SILL FLASHING - THROUGH FRAME - TYP.

OPTIONAL SILL TRIM

DETAILA

SECONDARY SEALANT:

STRUCTURAL SILICONE INTENDED FOR
FABRICATION OF INSULATED GLASS UNITS.
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@ 3" SILL TRIM

BILL OF MATERIALS
PART
ITEM NO. NO DESCRIPTION MATERIAL
1 BE9-4901 FRAME HEAD/SILL 6063-T5
2 BE9-4902 FRAME JAMB 6063-T5
3 E9-4932 GLASS STOP 6063-T5
4 BE9-4584 31/2" WEEPING SILL FLASHING 6063-T5
5 E1-1799 STRAP ANCHOR 6063-T5
6 E9-8431 STRAP ANCHOR COVER -
POLYURETHANE
7 E2-0670 BACKER TAPE FOAM
SETTING BLOCK (+/- 80
8 E2-0660 DUROMETER) EPDM
9 E2-0672 WEDGE GASKET EPDM
10 E9-4559 SILL TRIM BASE 6063-T6
11 E9-4586 3" SILL TRIM 6063-T5
12 E9-4587 4" SILL TRIM 6063-T5
13 E1-2004 END DAM -
14 BE9-4908 MULLION 6063-T5
15 E2-0770 JAMB BLOCK -
16 E2-0359 PUSH IN SPACER -
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Inspires

YKK AP America Inc.
1229 HWY 441 BYPASS
DUBLIN, GEORGIA 31021
PH: (478)277-1955 FAX: (678)838-6001
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REMARKS BY | DATE
WEEP HOLE REMOVAL JA ]05.15.18
SILL FLASHING UPDATE HR |05.30.19
7TH FBC CODE CHANGE MS |04.23.20)
8TH FBC CODE CHANGE SH 06.05.23
[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(}

[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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