7/31/2026 9:17 AM

c:\users\sebastianherreros\desktop\ykk 2026 cc\fl16314\ykk154.dwg

(

INSTALLATION NOTES:

1. ONE (1) INSTALLATION ANCHOR IS REQUIRED AT EACH ANCHOR LOCATION
SHOWN.

2. THE NUMBER OF INSTALLATION ANCHORS DEPICTED IS THE MINIMUM NUMBER
OF ANCHORS TO BE USED FOR PRODUCT INSTALLATION.

3. INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A TOLERANCE OF +1/2
INCH OF THE DEPICTED LOCATION IN THE ANCHOR LAYOUT DETAIL (I.E.,
WITHOUT CONSIDERATION OF TOLERANCES). TOLERANCES ARE NOT
CUMULATIVE FROM ONE INSTALLATION ANCHOR TO THE NEXT.

4. SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD BEARING
SHIM(S). MAXIMUM ALLOWABLE SHIM STACK TO BE 3/8 INCH. SHIM WHERE
SPACE OF 1/16 INCH OR GREATER OCCURS. SHIM(S) SHALL BE CONSTRUCTED
OF HIGH DENSITY PLASTIC OR BETTER.

5. FOR INSTALLATION INTO WOOD FRAMING USE #14 WOOD SCREWS OF
SUFFICIENT LENGTH TO ACHIEVE 1 1/2 INCH MINIMUM EMBEDMENT INTO
WOOD SUBSTRATE.

6. FOR INSTALLATION THROUGH 1X BUCK TO CONCRETE/MASONRY, OR DIRECTLY
INTO CONCRETE/MASONRY, USE 1/4 INCH DIAMETER ITW TAPCONS OF
SUFFICIENT LENGTH TO ACHIEVE 1 1/4 INCH MINIMUM EMBEDMENT.

7. FOR INSTALLATION THROUGH METAL STUD USE 1/4 INCH DIAMETER
SELF-DRILLING SCREWS, GR. 5 OF SUFFICIENT LENGTH TO ACHIEVE 3 THREADS
MINIMUM PENETRATION BEYOND METAL FRAME SUBSTRATE.

8. MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE WALL FINISHES,
INCLUDING BUT NOT LIMITED TO STUCCO, FOAM, BRICK VENEER, AND SIDING.

9. INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE MADE OF
CORROSION RESISTANT MATERIAL OR HAVE A CORROSION RESISTANT COATING.

e FASTENERS USED WITHIN 3,000 FEET OF A SALTWATER COASTLINE AND
INSTALLED IN ENCLOSED SPACES SHALL BE GALVANIZED IN ACCORDANCE
WITH SECTION 1711.1.1 (E.G., ASTM A153 CLASS D, ASTM A641 CLASS 35,
OR EQUIVALENT CORROSION RESISTANCE).

e CONNECTORS AND METAL PLATES USED WITHIN 3,000 FEET OF A
SALTWATER COASTLINE SHALL BE STANDARD GALVANIZED IN
ACCORDANCE WITH SECTION 1711.1.2 (E.G., ASTM A653 G90, ASTM
A123, OR PROTECTIVE COATING PER TPI 1).

10.FOR HOLLOW BLOCK AND GROUT FILLED BLOCK, DO NOT INSTALL INSTALLATION
ANCHORS INTO MORTAR JOINTS. EDGE DISTANCE IS MEASURED FROM FREE
EDGE OF BLOCK OR EDGE OF MORTAR JOINT INTO FACE SHELL OF BLOCK.

11.INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH ANCHOR
MANUFACTURER'S INSTALLATION INSTRUCTIONS, AND ANCHORS SHALL NOT BE
USED IN SUBSTRATES WITH STRENGTHS LESS THAN THE MINIMUM STRENGTH
SPECIFIED BY THE ANCHOR MANUFACTURER.

12.INSTALLATION ANCHOR CAPACITIES FOR PRODUCTS HEREIN ARE BASED ON

SUBSTRATE MATERIALS WITH THE FOLLOWING PROPERTIES:

A. WOOD - MINIMUM SPECIFIC GRAVITY OF 0.55.

B. CONCRETE -MINIMUM COMPRESSIVE STRENGTH OF 3000 PSI.

C. MASONRY - CMU UNIT STRENGTH CONFORMS TO ASTM C-90, WITH MIN.
COMPRESSIVE STRENGTH OF 2000 PSI AND GROUT CONFORMS TO ASTM C
476, MIN. GROUT COMPRESSIVE STRENGTH OF 2000 PSI.

D. STEEL - MINIMUM YIELD STRENGTH OF 33 KSI. MINIMUM 18 GA. WALL
THICKNESS.

E. ALUMINUM - MINIMUM 0.067 INCH THICK, 6063-T5 ALUMINUM

13.INSTALLATION SHALL FOLLOW MANUFACTURERS RECOMMENDATIONS FOR

i SEALING WINDOWS AND ACCESSORY ITEMS.

1.

YKK AP America Inc.

YOW 350 TUH THERMAL ALUMINUM
FIXED WINDOW
(WZ3) (IMPACT)

GENERAL NOTES:

THE PRODUCT SHOWN HEREIN IS DESIGNED AND
MANUFACTURED TO COMPLY WITH THE CURRENT FLORIDA
BUILDING CODE (FBC), EXCLUDING HVHZ AND HAS BEEN
EVALUATED ACCORDING TO THE FOLLOWING:
AAMA/WDMA/CSA 101/1.5.2/A440-22

TAS 201-94

TAS 202-94

TAS 203-94

ADEQUACY OF THE EXISTING STRUCTURAL CONCRETE/MASONRY,
2X FRAMING AND METAL STUD FRAMING AS A MAIN WIND
FORCE RESISTING SYSTEM CAPABLE OF WITHSTANDING AND
TRANSFERRING APPLIED PRODUCT LOADS TO THE FOUNDATION
IS THE RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF
RECORD FOR THE PROJECT OF INSTALLATION.

1X AND 2X BUCKS (WHEN USED) SHALL BE DESIGNED AND
ANCHORED TO PROPERLY TRANSFER ALL LOADS TO THE
STRUCTURE. BUCK DESIGN AND INSTALLATION IS THE
RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF RECORD
FOR THE PROJECT OF INSTALLATION.

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT. DOCUMENTS
SHALL BE APPROVED BY AUTHORITY HAVING JURISDICTION (AHJ).

APPROVED IMPACT PROTECTIVE SYSTEM IS NOT REQUIRED ON
THIS PRODUCT IN AREAS REQUIRING IMPACT RESISTANCE IN
WIND ZONE 3 OR LESS.

APPROVED IMPACT PROTECTIVE SYSTEM IS REQUIRED ON THIS
PRODUCT IN AREAS REQUIRING IMPACT RESISTANCE IN WIND
ZONE 4.

WINDOW FRAME MATERIAL: ALUMINUM 6063-T5

ALL STRUCTURAL MATERIALS & DISSIMILAR METALS SHALL BE
PROTECTED, TREATED, PAINTED, COATED, AND/OR ISOLATED AS
REQUIRED IN THE APPLICABLE SECTIONS OF THE CURRENT
FLORIDA BUILDING CODE AND REFERENCED DESIGN
SPECIFICATIONS.

GLASS SHALL MEET THE REQUIREMENTS OF ASTM E1300 GLASS
CHARTS. SEE SHEET 12 FOR GLAZING DETAILS.
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REMARKS BY | DATE
SILL FLASHING UPDATE HR ]06.01.19
7TH FBC CODE CHANGE MS | 04.23.20)
8TH FBC CODE CHANGE SH 06.05.23
9TH FBC CODE CHANGE SH |07.31.26]
[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(

[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

Digitally signed by Hermes F. Norero, P.E.

/, /R RO, P
1900 155 &E@vﬁ&%&?&? 2-15

MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578
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SHEET SHEET DESCRIPTION
1 INSTALLATION & GENERAL NOTES
2 ELEVATIONS & APPROVED SIZES
3 ELEVATIONS & ANCHOR LAYOUTS
4 ANCHOR LAYOUTS, DP TABLE & QUALIFIED CONFIGS.
5 RECEPTOR INSTALLATION DETAILS
6 CLIP INSTALLATION DETAILS
7 STRAP INSTALLATION DETAILS
8 THROUGH FRAME INSTALLATION DETAILS
9 TRIM CLIP INSTALLATION DETAILS
10 INTEGRAL & STACK MULL DETAILS
11 TWIST ANCHOR INSTALLATION DETAILS
12 GLAZING DETAILS
13 BILL OF MATERIALS
14 COMPONENTS
DESIGN PRESSURE TABLE
DESCRIPTION MAX. SIZE MAX. DP IMPACT RATING
(0] 60" X 99" SEE SHEET 3 SEE SHEET 12
00 102 1/8" X 80 3/8" SEE SHEET 3 SEE SHEET 12
NOTES:
1. MAXIMUM SIZES LISTED ABOVE ARE AS-TESTED, SEE SHEET 2 FOR
ALTERNATE APPROVED SIZES.
2. SEE SHEET 4 FOR DESIGN PRESSURES LIMITED BY GLASS TYPE AND FRAME
SIZE.
3. SEE SHEET 12 FOR GLAZING DETAILS AND MISSILE SIZE IMPACT RATINGS.
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1023" MAX. |
FRAME WIDTH
5/8" MAX.
.0. WIDTH
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ELEVATION B

MULLED TESTED UNIT

102%5" X 80%" AT MAX +65/-75 PSF
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YKK AP Ameri

101 MARIETTA STREET NW, SUITE 2100
ATLANTA, GA 30303
PH: (478)277-1955 FAX: (678)838-6001
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calnc.

ALUMINUM FIXED WINDOW
(WZ3) (IMPACT)
ELEVATIONS &
APPROVED SIZES

TITLE: YOW 350 TUH THERMAL

PREPARED BY:

BUILDING DROPS, INC.

1900 NE MIAMI COURT, STE. 2-15
MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

BUILDING DROPS

REMARKS

BY | DATE

SILL FLASHING UPDATE

HR ]06.01.19

7TH FBC CODE CHANGE

MS ]04.23.200

8TH FBC CODE CHANGE

SH ]06.05.23

9TH FBC CODE CHANGE

NOTES:

e  SIZES SHOWN IN CHART TO LEFT ARE APPROVED FOR SINGLE UNITS
FOR USE AT +70/-90 PSF

e REFER TO MULLION APPROVAL DRAWING, YKK215, FOR ALLOWABLE

MULLED CONFIGURATION DESIGN PRESSURES, HEIGHTS AND WIDTHS.

e  THE TESTED MULLED ELEVATION SHOWN ABOVE IS AUTOMATICALLY
QUALIFIED.

e MULLS SHALL BE AS SHOWN HEREIN OR APPROVED UNDER SEPARATE
APPROVAL.

e  SIZE MAY NOT EXCEED OVERALL SQUARE FOOTAGE OF TESTED SIZE,
41.25 SQ.FT

e  GLASS TYPE SHALL BE SELECTED PER DESIGN PRESSURE TABLES ON
SHEET 4.

e  MAX. SIZES VARY BASED ON APPROVED SIZES CHART.

[THE INSTALLATION DETAILS DESCRIBED
JAND MAY NOT REFLECT ACTUAL CONDI

SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE

FROM THE REQUIREMENTS DETAILED
ENGINEER OR ARCHITECT SHALL PRE

DOCUMENTS FOR USE WITH THIS DOCUMENT.
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HORIZONTAL MULLION (BE9-4512) 60” MAX.
DESIGN PRESSURE TABLE NOTE: FRAME WIDTH
MULLION DIM. DESIGN | 4 " DES|GN PRESSURES APPLY TO -« 55" MAX. ——I 46
PRESSURE .
oo | sean (PSF) FIXED WINDOW UNITS D.L.O. WIDTH D.L
| | . UTILIZING A MULLION AS B E N H K NYV
2200 oo oo SHOWN IN ELEVATION A, 5 6 A 7 A8 Ao A1
30.00 65.0 65.0 DETAIL S/10. ' ' m
: : — 1 2. DESIGN PRESSURES HAVE BEEN N, '
36.00 650 | 650 DETERMINED IN ACCORDANCE
42.00 24.00 65.0 65.0 WITH CHAPTER 17. ﬂ
48.00 650 | 650 | 3. SETTING BLOCKS SHALL BE - NEW 76"
54.00 650 | 650 SPACED AS FOLLOWS: /LY MAX.
60.00 650 | 650 A. FOR SPANS LESS THAN 48", \ 8/ D.L.O.
24.00 650 | 65.0 SETTING BLOCKS SHALL BE ) HEIGHT
30.00 65.0 | 65.0 SPACED, SPAN/4 5 v
36.00 650 | 65.0 B. FOR SPANS EQUAL TO OR 99" 943" CEN
42.00 | 3600 | 650 | 650 GREATER THAN 48", SETTING  MAX. MAX. "o" 803"
28.00 o0 | es0 BLOCKS SHALL BE SPACED, FRAME D.L.O. \ 6/ M A8X
52.00 o0 | 650 SPAN/S HEIGHT HEIGHT (5: FRAME
000 =0 | eso | 4 MULTIPLE INTEGRAL l v HEIGHT
2400 so [0 | L CAE FRAME
jzgg :2 :2 SUCH THAT THE OVERALL
0 500 [eeo T eco FRAME SIZE DOES NOT EXCEED .
- ' : : 405Q. FT. R
48.00 650 | 650 NOTE: MAX. DIMENSIONS SHOWN MAY EXCLUDE
54.00 650 | 65.0 MULLION HEIGHT = (A+B)/2 RECEPTOR DIMENIONS. SEE DETAILS SHEET 4 FOR O.A.
60.00 650 | 650 MULLION SPAN = FRAME WIDTH . . DIMENSION LOCATIONS.
24.00 65.0 65.0 A D G ] M P U
30.00 62.3 62.3 g 6 7 8 9 9 11
36.00 60.00 54.1 54.1
42.00 48.7 48.7
48.00 454 45.4 ELEVATION A 120" T T T
SINGLE TESTED UNIT
VERTICAL MULLION (BE9-4561) 60" X 99" AT MAX +70/-90 PSF "
DESIGN PRESSURE TABLE 108"[TTm =T+
MULLION DIM._|pesion pressure| NOTE: 99"
o (PSF) 1. DESIGN PRESSURES APPLY TO 98"
R I ) FIXED WINDOW UNITS N
Y =0 a0 UTILIZING A MULLION AS w
30.00 650 | 65.0 SHOWN IN ELEVATION B, gan UL SRR b7 N
o0 sof w0l DETALR/IO SRR IR ||
48:00 24.00 65:0 65:0 2 DES'GN PRESSURES HAVE BEEN E -Hii
54.00 650 | 65.0 DETERMINED IN ACCORDANCE " 72" ke Ll v i () i
5000 ond [ a3t WITH CHAPTER 17. '\1/|2£X : : ERi & H
. . . ) n [
=00 e20 Teco 1 3- WHEN READING FROM THE ERAME ) 210
24.00 65.0 | 650 WIDTH COLUMN, TAKE THE 60 m r m umi 1k
30.00 550 | 650 AVERAGE WIDTH BETWEEN HEIGHT ol
44.00 650 | 650 THE TWO SEPARATE LITES, 28" __{ --L i—- A
48.00 | 36.00 | 650 | 650 WIDTH = (A+B)/2 H t H <
54.00 650 | 650 | 6. MULTIPLE INTEGRAL I I I T
.2 TR MULLIONS MAY BE USED 2 AL oy 1]
2200 50 1 650 WITHIN THE SAME FRAME T
24.00 650 | 650 SUCH THAT THE OVERALL I
30.00 65.0 65.0 |
2 0 32 FRAME SIZE DOES NOT EXCEED S f= HEsas SN
44,00 | 48.00 | 650 [ 65.0 405Q. FT. ! I I I
48.00 65.0 65.0 ; ; ;
54.00 65.0 65.0 [ | I
_ 12"
gggg 228 228 MULLION TRIBUTARY WIDTH = (A+B)/2 12" 24" 36" 48" 60" 72" 78"
3000 6 T ere MULLION SPAN = FRAME HEIGHT .
36.00 | 60.00 | 543 543 Pi 78" MAX. FRAME WIDTH
44.00 47.7 47.7
48.00 45.6 45.6
24.00 51.7 51.7 APPROVED SIZES
30.00 72.00 42.3 42.3
36.00 36.2 36.2
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REMARKS BY | DATE
SILL FLASHING UPDATE HR ]06.01.19
7TH FBC CODE CHANGE MS ]04.23.20)
8TH FBC CODE CHANGE SH ]06.05.23
9TH FBC CODE CHANGE SH ]07.31.26]
ITHE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(

JAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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" FROM
CORNER TYP. | |

|<—>|— 10 13/16" MAX. OC.

| | 3" FROM
T

| CORNER TYP.

I

115/8"
MAX. O.C.

ree-

FIX

[

147/8"
MAX. O.C.

FIX

3" FROM
CORNER TYP.

I
3" FROM

CORNER TYP.

ANCHOR LAYOUT

60" X 99" AT MAX +70/-90 PSF
STRAP, CLIP, THRU FRAME, TWIST,
RECEPTOR OR TRIM/CLIP INSTALLATIONS

3"

~

3" ———t—14"max. OC. YHK
- ap -
T o | INSpires
- YKK AP America Inc.
101 MARIETTA STREET NW, SUITE 2100
ATLANTA, GA 30303
PH: (478)277-1955 FAX: (678)838-6001
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ANCHOR LAYOUT REMARKS BY | DATE
- T SILL FLASHING UPDATE HR |06.01.19
NOTE- 7TH FBC CODE CHANGE ms |04.23.20)
FOR SINGLE UNITS ONLY, WINDOW WIDTH (W) 8TH FBC CODE CHANGE SH 106.05.23
AND HEIGHT (H) ARE INTERCHANGEABLE FOR ALL 9TH FBC CODE CHANGE SH [07.31.26
SIZES SHOWN HEREIN NOT TO EXCEED MAXIMUM [THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]

102%" X 80%" AT MAX +65/-75 PSF
STRAP, CLIP, THRU FRAME, TWIST,
RECEPTOR OR TRIM/CLIP INSTALLATIONS

QUALIFIED SQUARE FOOT AREA. MULLED UNITS
SHALL BE EVALUATED SEPARATELY.

JAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

MAX DESIGN PRESSURE PER GLASS TYPE (PSF) MAX DESIGN PRESSURE PER GLASS TYPE (PSF)
NOMINAL DIMS. TYPEC TYPESD&F | TYPESG&H | TYPESI&K NOMINAL DIMS. TYPEC TYPESD&F | TYPESG&H | TYPESJ&K
WIDTH (in.) | HEIGHT (in.) | EXT. ()| INT. (-) | EXT. (+)| INT. (-) | EXT. (+)| INT. () | EXT. (+) | INT. (-) WIDTH (in.) | HEIGHT (in.) |[EXT. (+) | INT. (-) |EXT. (+)| INT. (-) | EXT. ()| INT. (-) | EXT. ()| INT. (-)
80 65.0 | 65.0 | 70.0 | 90.0 | 70.0 | 70.0 [ 80.0 | 80.0 42 65.0 | 650 | 70.0 | 90.0 | 70.0 | 70.0 | 80.0 | 80.0
66 - 2 - [ 700 | 90.0 | 700 [ 700 | - - a8 - - | 700 | 90,0 700 [ 700 [ - -
72 70.0 90.0 70.0 70.0 54 96 70.0 90.0 70.0 70.0
78 - - | 651 | 836 | 651|700 - : 60 700 | 90.0 | 70.0 | 70.0
48 65.0 | 65.0 | 70.0 | 90.0 | 70.0 | 70.0 [ 80.0 | 80.0 61 - - | 700 | 90.0 | 700 [ 700 [ - -
54 63.2 | 63.2 | 70.0 | 90.0 | 70.0 | 70.0 [ 79.7 [ 79.7 40 65.0 | 650 | 70.0 | 90.0 | 70.0 | 70.0 | 80.0 | 80.0
50 : - | 700 | 900 | 700 | 700 | - - 42 - - | 700 | 90.0 | 700 [ 700 [ - -
66 = 70.0 | 90.0 | 70.0 | 70.0 48 99 700 | 90.0 | 70.0 | 70.0
72 70.0 | 90.0 | 70.0 | 700 54 - - | 700 | 90.0 | 70.0 | 700
78 = - | 697 | 896 | 607 [ 700 [ - = 60 - 700 | 90.0 | 700 | 700 | - -
42 65.0 | 65.0 | 70.0 | 90.0 | 70.0 | 70.0 [ 80.0 | 80.0 36 65.0 | 650 | 70.0 | 90.0 | 70.0 | 70.0 | 80.0 | 80.0
43 64.9 | 64.9 | 70.0 | 90.0 | 70.0 | 70.0 [ 80.0 | 80.0 42 - - | 700 | 90.0 | 700 [ 700 [ - -
54 - - | 700 | 900 | 700 | 700 | - - 48 102 700 | 90.0 | 70.0 | 70.0
50 76 70.0 | 90.0 | 70.0 | 70.0 54 - - | 700 | 90.0 | 70.0 | 700
66 70.0 | 90.0 | 70.0 | 700 58 - - | 700 | 90.0 | 700 [ 700 [ - -
72 70.0 90.0 70.0 70.0 36 65.0 65.0 70.0 90.0 70.0 70.0 80.0 80.0
78 - - [ 700 [ 900 700 | 700 | - - 42 - - | 700 | 90.0 | 700 [ 700 [ - -
44 65.0 | 65.0 | 70.0 | 90.0 | 70.0 | 70.0 [ 80.0 | 80.0 48 108 700 | 90.0 | 70.0 | 70.0
43 62.2 | 622 | 70.0 | 90.0 | 70.0 | 70.0 [ 78.4 | 784 54 - - | 700 | 90.0 | 70.0 | 70.0
54 : - | 700 | 90.0 | 700 | 700 | - . 55 - - | 700 | 90.0 | 700 [ 700 [ - -
60 84 70.0 90.0 70.0 70.0 30 65.0 65.0 70.0 90.0 70.0 70.0 80.0 80.0
66 70.0 | 90.0 | 70.0 | 70.0 36 - - | 700 | 90.0 | 700 [ 700 [ - -
70 - - [ 700 [ 900 700 [ 700 - - 42 114 700 | 90.0 | 70.0 | 70.0
42 65.0 | 65.0 | 70.0 | 90.0 | 70.0 | 70.0 [ 80.0 | 80.0 48 700 | 90.0 | 70.0 | 70.0
44 64.2 | 642 | 70.0 | 90.0 | 70.0 | 70.0 [ 80.0 | 80.0 52 - - | 700 | 90.0 | 700 [ 700 [ - -
48 % - - 70.0 90.0 70.0 70.0 - - 30 65.0 65.0 70.0 90.0 70.0 70.0 80.0 80.0
54 700 | 90.0 [ 700 | 700 | - - 36 - 700 | 90.0 | 700 | 700 | - -
60 700 | 900 [ 700 | 700 | - - 42 120 700 | 90.0 | 70.0 | 70.0
66 = - [ 700 | 90.0 | 700 | 700 | - - 48 700 | 90.0 | 70.0 | 70.0
42 65.0 | 65.0 | 70.0 | 90.0 | 70.0 | 70.0 [ 80.0 | 80.0 49.5 700 | 90.0 | 700 | 70.0
44 z - [ 700 | 90.0 | 70.0 | 70.0 | 80.0 | 80.0 | NOTE:
48 - 700 | 90.0 [ 70.0 | 700 | - - | 1. DESIGN PRESSURES APPLY TO A SINGLE FIXED WINDOW UNIT. MULLIONS SHALL BE
54 : 700 | 90.0 [ 700 | 700 | - - UNDER SEPARATE APPROVAL.
50 700 | 900 | 700 | 700 | - ~ | 2. DESIGN PRESSURES ARE LIMITED TO THE LESSER OF COMPARATIVE ANALYSIS PER
52 200 1 90.0 | 700 | 700 CHAPTER 17 AND GLASS CAPACITIES PER ASTM E1300 (3 SEC GUST)
\ 3. SQUARE FOOTAGE AREA HAS BEEN LIMITED TO EQUAL TO OR LESS THAN TESTED AREA.
4. SEE SHEET 12 FOR MISSILE IMPACT RATINGS AND GLAZING DETAILS

QUALIFIED
CONFIGURATIONS

NOTE: UNITS MAY BE MULLED SIDE BY SIDE IN COMBINATIONS OF
N FIXED/FIXED, FIXED/PROJECT OUT, FIXED/CASEMENT, AND/OR
OTHER APPROVED WINDOW TYPES (SEE INSTALLATION
APPROVED INSTRUCTIONS YKK153 & YKK155). MULLS SHALL BE AS

lloll

"o" <— SHOWN HEREIN OR APPROVED UNDER SEPARATE APPROVAL.
FIXED WINDOWS AND OTHER ALTERNATE WINDOW TYPES UNDER
SEPARATE APPROVAL. THE WINDOW TYPE WITH THE LOWEST
. DESIGN PRESSURE SHALL GOVERN ALLOWABLE ASSEMBLY DESIGN
PRESSURE.
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2X WOOD FRA

BY OTHERS
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— -

#14 WOOD SCREW
INSTALLATION ANCHORS
(2 PER LOCATION)

ME B A

ﬁ ]

3 THREADS OF MIN.
e PENETRATION BEYOND

3/8" MAX.
——

SHIM SPACE METAL STRUCTURE
0.75" MIN. METAL STUD
INTERIOR 9 l/ BY OTHERS
67)(54)(93)(53)(56
SEE GLAZING
DETAILS,x 1/4-20 SELF-DRILLING
SHEET 12 INSTALLATION SCREWS
(2 PER LOCATION)
n \ . 1/2" MIN. EDGE
\ g/ DISTANCE
e :
6y @
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BY OTHERS
OA EXTERIOR FINISH
—~—  WINDOW 1" BY OTHERS
WIDTH PERIMETER SEALANT
BY OTHERS

FIXED JAMB - METAL STUD FRAME
INT. SET RECEPTOR - TYP.

S/

I 11/2" MIN.
EXTERIOR FINISH EMBEDMENT
BY OTHERS | *
cemeren Ll
- SEALANT
1 BY OTHERS 19
@/ - — 0.75" MIN, L 3/8"MAX.
SHIM SPACE
s5e) / 50 |
l 23 (11
0.A. 64
WINDOW D~ 24
HEIGHT I\ ¢ 93
EXTERIOR $ 67 INTERIOR
SEE GLAZING
DETAILS,
SHEET 12
\5/ FIXED HEAD - 2X WOOD FRAME
INT. SET RECEPTOR - TYP.
SEE GLAZING
DETAILS,
J SHEET 12
EXTERIOR g INTERIOR
0.A. @ / 54
V:ISQS}N INSIDE _ S /63
g =
SEEDETAILA BOTTOMOFJAMB_\} 11) (55)(67
FOR OPTIONAL OPTIONAL® 2 gl
* SILL TRIM. @ ) | ~ 075" 3/8" MAX
SHIM SPACE
f PERIMETER
0.63" SEALANT f 11/2" MIN.
BY OTHERS EMBEDMENT
EXTERIOR FINISH —
BY OTHERS o
2X WOOD BUCK o
BY OTHERS S 2/4" MIN
CONCRETE/MASONRY |=— E/DGE DISTANCE
BY OTHERS  INSTALLATION ANCHOR

R\ VERTICAL SECTION

N

FIXED SILL - 2X WOOD BUCK
SILL FLASHING - TYP.

OPTIONAL SILL TRIM

DETAIL A

\
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3/4"MIN.
EDGE DISTANCE

,— #14 WOOD SCREW

2X WOOD BUCK —.. 00 INSTALLATION ANCHOR
BY OTHERS M1
SHEATHING BY OTHERS L 1/2" MIN
EXTERIOR FINISH EMBEDMENT
BY OTHERS oy i
PERIMETER SEALANT v aﬁl\ L
BY OTHERS / b‘\‘ 3/8" MAX. 3/8" MAX.
{ 53 @@ @ SHIM SPACE SHIM SPACE 3 THREADS OF MIN.
OA. 64 on | | PENETRATION BEYOND
WINDOW < ) METAL STRUCTURE
HEIGHT —H 23
67
EXTERIOR w INTERIOR 1/2" MIN. EDGE
INTERIOR DISTANCE
SEE GLAZING
DETAILS, SEE GLAZING QO
SHEET 12 DETAILS, N
SHEET 12 =
m VERTICAL SECTION L 1/4-20 SELF-DRILLING
\\6/ IR INSTALLATION SCREW
FIXED HEAD - 2X WOOD FRAME f
CLIP ANCHOR - TYP. A— g QAYE(T)%E&D
| e \SEE INSTALL. NOTE 12, SHEET 1
@ @ = : SHEATHING
SEE GLAZING % : BY OTHERS
DETAILS, EXTERIOR EXTERIOR FINISH
$ SHEET 12 O.A. BY OTHERS
G - WV'V'\I'B%N ; PERIMETER SEALANT
EXTERIOR @ INTERIOR BY OTHERS
oA ~ N/ ~F\HORIZONTAL SECTION
Rt ‘\K LS 53 \_6_/  FIXEDJAMB - METAL STUD FRAME
WNE v = @ 3/8" MAX. CLIP ANCHOR - TYP.
PERIMETER I,\l: ] /./@} [ SHIM SPACE
SEALANT
BY OTHERS — 82
- | ——I1T e
_A.._ DR . K -?u:‘-. X . *
} PRELYS - LY . - i ‘ S .
BB e e o . . "
CONCRETE/MASONRY S s 11/4" MIN.
BY OTHERS S B e T EMBEDMENT
1/4" ITW TAPCON R E |
INSTALLATION SCREW | 21/2" MIN. EDGE
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/D VERTICAL SECTION
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FIXED SILL - CONCRETE/MASONRY
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YKK AP America Inc.
101 MARIETTA STREET NW, SUITE 2100
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PH: (478)277-1955 FAX: (678)838-6001

1900 NE MIAMI COURT, STE. 2-15
MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

BUILDING DROPS, INC.

TITLE: YOW 350 TUH THERMAL
ALUMINUM FIXED WINDOW
(WZ3) (IMPACT)
CLIP INSTALLATION DETAILS

PREPARED BY:
BUILDING DROPS

REMARKS BY

SILL FLASHING UPDATE HR

7TH FBC CODE CHANGE MS ]04.23.200

8TH FBC CODE CHANGE SH ]06.05.23
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2X WOOD FRAME

3/4"MIN.
EDGE DISTANCE

#14 WOOD SCREW

BY OTHERS
SHEATHING BY OTHERS — -l
EXTERIOR FINISH '

INSTALLATION ANCHOR

$

BY OTHERS

PERIMETER SEALANT J

11/2" MIN.
* EMBEDMENT

/]
/
{
0.A.
WINDOW (@5 \

L_ }
3/8" MAX.

AR SHIM SPACE
53
B / 54
HEIGHT $ 93
EXTERIOR o7 INTERIOR
SEE GLAZING
DETAILS,
SHEET 12
/H\ VERTICAL SECTION
w FIXED HEAD - 2X WOOD FRAME
STRAP ANCHOR - TYP.
SEE GLAZING
DETAILS,
SHEET 12
EXTERIOR INTERTOR
O.A.
WINDOW
HEIGHT
3/8" MAX.
SHIM SPACE

PERIMETER SEALANT BY
OTHERS

CONCRETE/MASONRY
BY OTHERS

1/4" ITW TAPCON
INSTALLATION ANCHOR

f |
11/4" MIN.
EMBEDMENT

f

| 21/2" MIN. EDGE
DISTANCE

/G\ VERTICAL SECTION

\7/ FIXED SILL - CONCRETE/MASONRY
STRAP ANCHOR - TYP.

3/8" MAX.
SHIM SPACE

3 THREADS OF MIN.
PENETRATION BEYOND
METAL STRUCTURE

¢

1/2" MIN. EDGE
DISTANCE

INTERIOR
SEE GLAZING
DETAILS,x
SHEET 12
EXTERIOR O.A.
—————  <«——— WINDOW
WIDTH

1

1/4-20 SELF-DRILLING
INSTALLATION SCREW

\ ALUMINUM MULLION/CW/SF SYSTEM

UNDER SEPARATE APPROVAL
SEE INSTALL. NOTE 12.E

T——PERIMETER SEALANT

BY OTHERS

/T \HORIZONTAL SECTION

\7/ FIXED JAMB - MULL TUBE FRAME

STRAP ANCHOR - TYP.

NOTE: UNITS MAY BE FASTENED
TO APPROVED MULLION UTILIZING
ANY OF THE INSTALLATION
OPTIONS DETAILED HEREIN.
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3/4" MIN. #14 WOOD SCREW
EDGE DISTANCE INSTALLATION ANCHOR
2X WOOD BUCK -
BY OTHERS T} / ‘
EXTERIOR FINISH L b 2 MIN
BY OTHERS ~ 4nnini, *
o 3/8" MAX.
@/// 53 SHIM SPACE
{
g 54
0.A. )
WINDOW s N (1K 3
HEIGHT 67
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DETAILS,
SHEET 12
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THROUGH FRAME - TYP.

(N
\8/

3 THREADS OF MIN.
PENETRATION BEYOND

METAL STRUCTURE

METAL STUD

J=———BY OTHERS
SEE INSTALL. NOTE 12, SHEET 1

1/4-20 SELF-DRILLING
INSTALLATION ANCHOR

!
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t
\ —
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-
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—~—  WINDOW
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3/4" MIN. |
EDGE DISTANCE
S _— #14 WOOD SCREW
2X WOOD FRAME [ INSTALLATION ANCHOR
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SHEATHING BY OTHERS N 11/2" MIN.
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BY OTHERS ‘ i
PERIMETER —— | — —

SEALANT y 3/8" MAX.
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"
64 : 59) (U1
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~——— WINDOW —= BY OTHERS
WIDTH
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DETAILED HEREIN.
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SEE GLAZING
DETAILS,
SHEET 12

EXTERIOR

SEE GLAZING /
DETAILS,

SHEET 12

\10/

INTERIOR AT 6" FROM EACH AT 1%" FROM YHK
AP oo
5963 @2 %9 1 & e ON CENTER » |inspires
DETAILS i
SHEET 12 INSTALLATION ANCHORS INSTALLATION ANCHORS JKK AP America Inc.
AS REQ'D PER SHEET 1, AS REQ'D PER SHEET 1, ATLANTA, GA 30303
— INSTALL. NOTES 5 OR 7. INSTALL. NOTES 5 OR 7. PH: (478)277-1955 FAX; (678)338-6001
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ALLOWABLE SIZES AND PRESSURES. ALTERNATE = = |& 5
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3/4" MIN.

EDGE DISTANCE

| #14 WOOD SCREW

2X WOOD BUCK
BY OTHERS
SHEATHING BY OTHERS

EXTERIOR FINISH
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YKK AP America Inc.
101 MARIETTA STREET NW, SUITE 2100
ATLANTA, GA 30303
PH: (478)277-1955 FAX: (678)838-6001
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[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIG
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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1/8" CAP BEAD
TREMCO

TREMSIL 600

OR PECORA 896FC

1/2" GLASS BITE

LARGE MISSILE IMPACT RATED GLAZING OPTIONS, SEE DESIGN PRESSURE TABLES, SHEET 3

1-1/16" O.A. INSULATED LAMINATED GLASS:
3/16" HEAT STRENGTHENED GLASS

13/32" AIR SPACE

EACH END & 10" O.C.

?

ALUMINUM
BOX SPACER

SILICONE

DOW 995

TREMCO SPECTRUM 2
TREMCO PROGLAZE 2
PECORA 895NST

GLAZING DETAIL J

1/8" CAP BEAD
TREMCO

TREMSIL 600

OR PECORA 896FC

S

3/16" HEAT STRENGTHENED GLASS
0.090" TROSIFOL PVB INTERLAYER BY

- KURARAY FORMERLY KNOWN AS DUPONT
3/16" HEAT STRENGTHENED GLASS

#10 x 1" PHSMS TEK @ 3" FROM

1-1/16" O.A. INSULATED LAMINATED GLASS:
1/4" HEAT STRENGTHENED GLASS

5/16" AIR SPACE

1/2" GLASS BITE

EACH END & 10" O.C.

l

f

ALUMINUM
BOX SPACER

SILICONE

DOW 995

TREMCO SPECTRUM 2
TREMCO PROGLAZE 2
PECORA 895NST

GLAZING DETAIL C

3/16" HEAT STRENGTHENED GLASS
0.100" SAFLEX PVB BY EASTMAN CHEMICAL CO.
o < FORMERLY KNOWN AS SOLUTIA

3/16" HEAT STRENGTHENED GLASS

#10 x 1" PHSMS TEK @ 3" FROM

1/8" CAP BEAD

TREMSIL 600
OR PECORA 896FC

GLAZING NOTES:
1.

GLASS TYPE SHALL COMPLY WITH ASTM
E1300 REQUIREMENTS AS WELL AS
APPLICABLE SAFETY GLAZING
REQUIREMENTS PER THE FBC.

GLASS SHALL BE SET WITH THE USE OF
SETTING BLOCKS IN ACCORDANCE WITH
CHAPTER 24 OF THE CURRENT FLORIDA
BUILDING CODE.

SETTING BLOCKS TO BE LOCATED AT 1/4
SPAN LENGTH FOR GLASS WIDER THAN
36" AS PER FBC CHAPTER 24.

SETTING BLOCK DUROMETER HARDNESS
OF 70-90 (SHORE A) AS REFERENCED IN
FBC CHAPTER 24.

1/2" AIR SPACE CONSISTING OF :

- SPACER: ALUMINUM BOX SPACER.

- PRIMARY SEALANT: POLYISOBUTYLENE (PIB).

- SECONDARY SEALANT: STRUCTURAL SILICONE
INTENDED FOR FABRICATION OF INSULATING
GLASS UNITS.

1/2" GLASS BITE

ALUMINUM
BOX SPACER

TREMSIL 600
OR PECORA 896FC

64/

1/2" GLASS BITE |

TREMCO

1-1/16" O.A. INSULATED LAMINATED GLASS:
1/4" TEMPERED GLASS

f

3/8" AIR SPACE

3/16" HEAT STRENGTHENED GLASS

0.090" TROSIFOL PVB INTERLAYER BY BY KURARAY
FORMERLY KNOWN AS DUPONT

3/16" HEAT STRENGTHENED GLASS

#10 x 1" PHSMS TEK @ 3" FROM
EACH END & 10" O.C.

SILICONE

DOW 995

TREMCO SPECTRUM 2
TREMCO PROGLAZE 2
PECORA 895NST

GLAZING DETAIL K

1/8" CAP BEAD

TREMCO

1-1/16" O.A. INSULATED LAMINATED GLASS:
1/4" HEAT STRENGTHENED GLASS

? \

ALUMINUM
BOX SPACER @

5/16" AIR SPACE

3/16" HEAT STRENGTHENED GLASS

0.075" VANCEVA STORM (SAFLEX CP) BY EASTMAN
CHEMICAL CO. FORMERLY KNOWN AS SOLUTIA
3/16" HEAT STRENGTHENED GLASS

#10 x 1" PHSMS TEK @ 3" FROM
EACH END & 10" O.C.

SILICONE

DOW 995

TREMCO SPECTRUM 2
TREMCO PROGLAZE 2
PECORA 895NST

GLAZING DETAIL D
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YKK AP America Inc.
101 MARIETTA STREET NW, SUITE 2100
ATLANTA, GA 30303
PH: (478)277-1955 FAX: (678)838-6001
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SILL FLASHING UPDATE HR |06.01.19
7TH FBC CODE CHANGE MS ]04.23.20)
8TH FBC CODE CHANGE SH ]06.05.23
9TH FBC CODE CHANGE SH ]07.31.26]
[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIG

JAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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1/8" CAP BEAD
TREMCO

TREMSIL 600

OR PECORA 896FC

SMALL MISSILE IMPACT RATED GLAZING OPTIONS, SEE DESIGN PRESSURE TABLES, SHEET 3
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YOW 350 TUH - BILL OF MATERIALS
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REMARKS BY | DATE
SILL FLASHING UPDATE HR ]06.01.19
7TH FBC CODE CHANGE MS ]04.23.20)
8TH FBC CODE CHANGE SH ]06.05.23
9TH FBC CODE CHANGE SH |07.31.26|
[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI

JAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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ITEM # PART# DESCRIPTION MATERIAL MANUFACTURER

2 BE9-4512 MULLION 6063-T5 YKK AP

7 BE9-4581 3 1/2" RECEPTOR 6063-T5 YKK AP

8 BE9-4584 3 1/2" WEEPING SILL FLASHING 6063-T5 YKK AP

11 BE9-5203 FRAME HEAD / SILL 6063-T5 YKK AP

12 BE9-5204 FRAME JAMB 6063-T5 YKK AP

13 BE9-5220 ZERO MULION 6063-T5 YKK AP

14 E9-4031 1" X 2" TRIM CLIP 6063-T5 YKK AP
14A E9-4032 TRIM CLIP COVER 1' X 2" 6063-T5 YKK AP

16 E9-4507 GLASS STOP - WEDGE GASKET 6063-T5 YKK AP

19 E9-4578 RECEPTOR STOP 6063-T5 YKK AP

41 E1-1799 STRAP ANCHOR 6063-T5 YKK AP
41A E9-8431 STRAP ANCHOR COVER 6063-T5 YKK AP

44 E1-1922 ANCHOR CLIP 6063-T5 YKK AP
44A E9-4035 ANCHOR CLIP COVER 6063-T5 YKK AP

50 E1-1971 TWIST ANCHOR - 3 1/2" FRAMING GALVINIZED STEEL WILD BORE FABRICATORS OR EQUAL
53 E9-4524 FIXED GLASS STOP 6063-T5 YKK AP

54 E9-4525 FIXED GLASS STOP SNAP COVER 6063-T5 YKK AP

56 E2-0051 AT GASKET SANTOPRENE TREMCO OR EQUAL
59 E2-0625 AT GASKET SANTOPRENE TREMCO OR EQUAL
61 E2-0646PC SETTING BLOCK x 4"LONG EPDM PC TREMCO OR EQUAL
64 E2-0670 BACKER TAPE POLYURETHANE FOAM TREMCO OR EQUAL
65 E2-0672 WEDGE GASKET EPDM TREMCO OR EQUAL
67 E2-0359 SPACER EPDM TREMCO OR EQUAL
68 E2-0362PC SETTING BLOCK - WET GLAZING EPDM PC TREMCO OR EQUAL
79 FM1006-SS #10-24 x 3/8" TIF 300 STAINLESS STEEL FOR MULL END CAP
82 PC1008-SS #10 x 1/2" SMS T/AB 300 STAINLESS STEEL FOR ANCHORING TRIM CLIP
83 PC1016-SS #10 x 1" SMS T/AB 300 STAINLESS STEEL FOR FRAME ASSEMBLY
84 PC1020-SS #10 x 1 1/4" SMS T/AB 300 STAINLESS STEEL FOR FRAME TO MULLION ASSEMBLY
85 PC1040-SS #10X 2 1/2" SMS T/AB 300 STAINLESS STEEL RECEPTOR ANCHOR
93 PS-1016-SS #10X 1" PH SMS SS SELF DRILLING 410 SS

95 TREMSIL 600 OR PECORA 896FC SILICONE TREMCO OR EQUAL
98 BE9-4560 MULLION 6063-T5 YKK
103 AS-4428 PRESSURE PLATE 6063-T5 YKK
104 HM-2516-W3-SS 1/4" - 20 X 1" HWHMS 300 STAINLESS STEEL FOR PRESSURE PLATE
105 E9-5111 SNAP COVER 6063-T5 YKK
106 BE9-4925 STACK MULLION 6063-T5 YKK
107 E1-1536 END CAP 6063-T5 YKK
108 PC-1208-SS #12 X J5" PH SMS SS AB 300 STAINLESS STEEL FOR MULL CLIP
109 E1-1537 MULL CLIP 6063-T5 YKK
110 E9-4559 SILL TRIM BASE 6063-T6 -
111 E9-4586 3" SILLTRIM 6063-T5 -
112 E9-4587 4" SILLTRIM 6063-T5 -
113 E1-2004 END DAM - -
114 E2-0769 JAMB BLOCK - -
115 BE9-4561 MULLION 6063-T5 YKK AP

WINDOW.

NOTE: COMPONENTS & PART NUMBERS LISTED IN
B.O.M. AND SHOWN ON SHEET 14 ARE USED
THROUGHOUT YKK YOW 350 TUH WINDOW SERIES OF
FIXED, CASEMENT, AND PROJECT OUT/IN PRODUCTS,
NOT ALL COMPONENTS LISTED ARE USED IN FIXED
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BUILDING DROPS, INC.
MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

1900 NE MIAMI COURT, STE. 2-15

ALUMINUM FIXED WINDOW
(WZ3) (IMPACT)
COMPONENTS

TITLE: YOW 350 TUH THERMAL

PREPARED BY
BUILDING DROPS

REMARKS BY

SILL FLASHING UPDATE HR

7TH FBC CODE CHANGE MS ]04.23.200

8TH FBC CODE CHANGE SH ]06.05.23

9TH FBC CODE CHANGE SH |07.31.26

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(]
JAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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