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CECO DOOR PRODUCTS
DIVISION OF ASSA ABLOY DOOR GROUP, INC.
CECO GLAZED & LOUVERED PAIRS OF DOORS

LARGE MISSILE IMPACT (LMI) - LEVEL "D"
HVHZ

NON-SITE-SPECIFIC STRUCTURAL PERFORMANCE EVALUATION. A DESIGN PROFESSIONAL SHALL BE
RESPONSIBLE FOR CERTIFYING THE APPLICATION OF THIS INFORMATION TO ANY SITE-SPECIFIC LOCATION.

MAXIMUM ALLOWABLE AS NOTED IN DESIGN
DESIGN PRESSURES (ASD): TABLE

GENERAL NOTES:

8/19/2026 5:05 PM

1.

10.

11.

13.

14.

15.

THE SYSTEM DESCRIBED HEREIN COMPLY AND HAVE BEEN DESIGNED AND TESTED
IN ACCORDANCE WITH THE FLORIDA BUILDING CODE 9TH EDITION (2026)

FOR USE WITHIN AND OUTSIDE THE HIGH VELOCITY HURRICANE ZONE (HVHZ).
DESIGN PRESSURES NOTED HEREIN ARE BASED ON MAXIMUM TESTED PRESSURES
DIVIDED BY 1.5 SAFETY FACTOR

WIND LOAD DURATION FACTOR Cd = 1.6 HAS BEEN USED FOR WOOD ANCHOR
DESIGN.

THE ARCHITECT/ENGINEER OF RECORD FOR THE PROJECT SUPERSTRUCTURE WITH
WHICH THIS DESIGN IS USED SHALL BE RESPONSIBLE FOR THE INTEGRITY OF ALL
SUPPORTING SURFACES TO THIS DESIGN WHICH SHALL BE COORDINATED BY THE
PERMITTING CONTRACTOR. WOOD BUCKS (BY OTHERS) SHALL BE ANCHORED
PROPERLY TO TRANSFER LOADS TO EXISTING STRUCTURE

THE SYSTEM DETAILED HEREIN IS GENERIC AND DOES NOT PROVIDE
INFORMATION FOR A SPECIFIC SITE. FOR SITE CONDITIONS DIFFERENT FROM THE
CONDITIONS DETAILED HEREIN, A LICENSED ENGINEER OR REGISTERED
ARCHITECT SHALL PREPARE SITE SPECIFIC DOCUMENTS FOR USE IN CONJUNCTION
WITH THIS DOCUMENT.

THE CONTRACTOR IS RESPONSIBLE TO INSULATE ALL MEMBERS FROM DISSIMILAR
MATERIALS TO PREVENT ELECTROLYSIS.

FOR PERMANENT OUTDOOR INSTALLATIONS, ALL EXPOSED ANCHORS, FASTENERS,
CONNECTORS, AND METAL PLATES SHALL BE CORROSION RESISTANT. CORROSION
RESISTANCE MAY BE PROVIDED BY INHERENT MATERIAL COMPOSITION OR, WHERE
PERMITTED BY CODE, BY AN APPROVED PROTECTIVE COATING OR
GALVANIZATION. WHERE APPLICABLE NEAR A SALTWATER COASTLINE, SUCH
COMPONENTS SHALL COMPLY WITH FBC SECTION 1711, INCLUDING APPLICABLE
REQUIREMENTS FOR EXPOSED, PROTECTED, OR ENCLOSED CONDITIONS.
MATERIALS, COATINGS, AND FINISHES SHALL BE COMPATIBLE WITH CONNECTED
MATERIALS, AND PROTECTIVE COATINGS SHALL BE CONTINUOUS OVER EXPOSED
SURFACES. FASTENERS USED WITH ALUMINUM MEMBERS SHALL ALSO COMPLY
WITH SECTION J.3.7.2 OF THE ALUMINUM DESIGN MANUAL, “SPECIFICATION FOR
ALUMINUM STRUCTURES.” SUBSTITUTION OF COMPONENTS FROM ALTERNATE
MANUFACTURERS, OR WITH DIFFERENT MATERIALS, COATINGS, OR FINISHES,
SHALL NOT BE ASSUMED EQUIVALENT AND MAY REQUIRE ADDITIONAL
ENGINEERING REVIEW OR SITE-SPECIFIC ANALYSIS.

REFER TO FASTENER MANUFACTURER'S PUBLISHED DATA SHEETS AND
RECOMMENDATIONS FOR FASTENER INSTALLATION INSTRUCTIONS.

ENGINEER SEAL AFFIXED HERETO VALIDATE STRUCTURAL DESIGN AS SHOWN
ONLY. USE OF THIS SPECIFICATION BY CONTRACTOR, et. al. INDEMNIFIES & SAVES
HARMLESS THIS ENGINEER FOR ALL COST & DAMAGES INCLUDING LEGAL FEES &
APPELLATE FEES RESULTING FROM MATERIAL FABRICATION, SYSTEM ERECTION, &
CONSTRUCTION PRACTICES BEYOND THAT WHICH IS CALLED FOR BY LOCAL,
STATE & FEDERAL CODES & FROM DEVIATIONS OF THIS PLAN.

PRESSURE VALUES IN THIS APPROVAL ARE (ASD) ALLOWABLE DESIGN PRESSURES
U.N.O.

PRODUCTS SHALL BE LABELED IN ACCORDANCE WITH THE FLORIDA BUILDING
COMMISSION AND THE FLORIDA DEPARTMENT OF BUSINESS & PROFESSIONAL
REGULATION SPECIFICATION AS IS APPLICABLE. (SEE FBC SECTION 1709 FOR
REQUIREMENTS).

ALTERATIONS ADDITIONS OR OTHER MARKINGS TO THIS DOCUMENT ARE NOT
PERMITTED AND INVALIDATE THIS CERTIFICATION.

EXCEPT AS EXPRESSLY PROVIDED HEREIN, NO ADDITIONAL CERTIFICATIONS OR
AFFIRMATIONS ARE INTENDED.

FRANK BENNARDO, PE
PE# 0046549 CA# 9885

“*~ [Frank Bennardo
-

S e 16:20:48 -04'00"

s

AUGUST 19, 2026

‘& 'Date: 2026.08.20

NOTE REGARDING USE OF THIS DOCUMENT &

FL# 16355.3

USE OUTSIDE FLORIDA:

THIS IS A NON-SITE-SPECIFIC STRUCTURAL PERFORMANCE
EVALUATION. THIS PRODUCT EVALUATION IS VALID FOR USE
IN FLORIDA ONLY. USE OF THIS EVALUATION REQUIRES A
REVIEW & CERTIFICATION BY A LOCAL DESIGN PROFESSIONAL
WHO SHALL BE RESPONSIBLE FOR THE PROPER ADAPTATION
OF THIS GENERAL PERFORMANCE EVALUATION TO ANY
SITE-SPECIFIC PROJECT. CONTACT THIS OFFICE AT
ENGINEERINGEXPRESS.COM/QUOTE FOR ASSISTANCE
WITH YOUR PROJECT-SPECIFIC NEEDS & FOR ADAPTATION &
CERTIFICATION OF THIS DOCUMENT OUTSIDE OF FLORIDA.

SS*®

POSTAL ADDRESS:

ENGINEER SIGNATURE & SEAL NOTICE:

*PRINTED COPIES OF THIS DOCUMENT ARE NOT CONSIDERED
SIGNED & SEALED. SIGNATURE MUST BE VERIFIED ON ANY
ELECTRONIC COPIES.

*FOR FLORIDA STATEWIDE PRODUCT APPROVALS (FSAs)
REGISTERED & APPROVED WITH THE STATE OF FLORIDA:
ORIGINAL, SEALED COPIES OF APPROVED FLORIDA PRODUCT
APPROVALS ARE NOT REQUIRED FOR PERMIT.

ENGINEERING
EXPRE

2234 NORTH FEDERAL HWY #7664

EX

BOCA RATON, FL 33431
ENGINEERINGEXPRESS.COM

SEE ECALC.IO/SEAL TO LEARN MORE.

7 N
INSTRUCTIONS FOR USING THIS APPROVAL

STEP 1: USE THE DOOR ELEVATIONS PROVIDED ON PAGE 2 THROUGH 4 TO
DETERMINE THE APPLICABLE ASSEMBLY NUMBER

STEP 2: MOVE TO THE CHART BELOW THE DOOR ELEVATIONS, ALSO ON PAGE 2
THROUGH 4, AND LOCATE YOUR ASSEMBLY NUMBER. BY SCANNING
HORIZONTALLY THROUGH THE SAME ROW OF YOUR ASSEMBLY NUMBER, YOU
WILL BE ABLE TO DETERMINE THE APPROVED DOOR SERIES, MIN DOOR
THICKNESS, MAX DESIGN PRESSURE, MAX DOOR OPENINGS, SWINGING
OPTIONS, LATCHING HARDWARE FOR BOTH ACTIVE AND IN ACTIVE
PANELS.

9159 TELECOM DRIVE
MILAN, TN 38358

STEP 3: USE PAGES 6 THROUGH 8 TO DETERMINE YOUR GLAZING METHOD

STEP 4: USE PAGE 9 TO DETERMINE YOUR FRAMING PROFILES AND FRAMING
CONSTRUCTION OPTIONS

DIVISION OF ASSA ABLOY DOOR GROUP, INC.

CECO DOOR PRODUCTS

STEP 5: USE THE TABLES ON PAGE 10 AND 11 TO DETERMINE THE ANCHOR TYPE
AND SPACING, BASED ON THE YOUR PRESSURE AND SUBSTRATE CRITERIA

COMMERCIAL STEEL EXTERIOR DOORS

STEP 6: USE THE DETAILS PROVIDED ON PAGE 12 AND 13 TO DETERMINE YOUR
WEATHERSTRIPPING OPTIONS

7
\

CecoDoor
ASSA ABLOY

GLAZED PAIRS OF DOORS (LMI) - FBC 9TH ED. (2026)
FLORIDA STATEWIDE APPROVAL (FSA FL#16355.3)

1 SHEET INDEX )

# SHEET | DESCRIPTION

06/28/13
06/12/15
10/03/17
12/17/20
10/18/23
08/17/26

1 COVER SHEET

B
FLB
CCB

2-4 ASSEMBLY OPTIONS

DRWN|CHKD | DATE
FLB

RWN |CSL
AMZ |RS
ABF

JEM
TAE

5 OPTIONAL ASSEMBLY OPTIONS

6-8 GLAZING DETAILS

9 DOOR FRAME DETAILS

10-11 DOOR FRAME ANCHORING INFORMATION

12-13 DOOR FRAME WEATHER STRIPPING INFORMATION

INIT ISSUE (12-CUI-03g-01) |KL
FBC UPDATE
2023 FBC (PREV 20-34878)

2017 FBC UPDATE
2026 FBC UPDATE

REMARKS
2020 FBC UPDATE

14 MANUFACTURERS AND ENGINEERING NOTES

VISIT ECALC.IO/ASSAABLOY

FOR SITE-SPECIFIC DEVIATIONS
& MORE INFORMATION ABOUT THIS DOCUMENT
OR SCAN THIS QR CODE
VISIT ENGINEERINGEXPRESS.COM/STORE
FOR ADDITIONAL PLANS, REPORTS & RESOURCES

COPYRIGHT ENGINEERING EXPRESS®

14 TOTAL

26-102034

SCALE: NTS UNLESS NOTED

2% o]

14

ASSA ABLOY, the global leader in door opening solutions.
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CECO DOOR GLAZED PAIRS OF DOORS

PRODUCTS ILLUSTRATED IN THIS DOCUMENT ARE QUALIFIED FOR LARGE AND SMALL MISSILE IMPACT. LARGE MISSILE IMPACT IS 9 LB 2 X 4 AT 50 FEET PER SECOND OR 350 FT-LBS.
(MISSILE LEVEL D) PRODUCT MEETS REQUIREMENTS OF THE HIGH VELOCITY HURRICANE ZONE.

FRANK BENNARDO, PE
PE# 0046549 CA# 9885

AUGUST 19, 2026

*In-Swing Configurations not approved for water infiltration.
See Hardware notes for additional Hardware options.

** SUBSTITUTIONS, WITH FBC COMPONENT APPROVALS, MAY BE USED AS LONG AS THE SUBSTITUTIONS
ARE WITHIN THE LIMITING DESIGN PARAMETERS OF THIS APPROVAL AND THE COMPONENT APPROVAL.

CONCEALED VERTICAL SURFACE VERTICAL CONCEALED TWO
ROD EXIT DEVICE ROD EXIT DEVICE POINT LOCK
1y
HEAD IS
‘ ‘ 2" MIN., ‘ FL# 16355.3
- - 4" MAX =
o o0 TYPICAL 55 U 3
O Oow ow o =
QT QT QT Z 'ﬁ )
<2 <2 <2 Un(nl Te =90
lel 2 g%
| | | £r 2428
il MQ 2o 5 =
96" MAX DOOR 96" MAX DOOR 96" MAX DOOR Z>< 0 E 2 &
OPENING WIDTH OPENING WIDTH OPENING WIDTH ww 9 x g 2
ASSEMBLY 1 ASSEMBLY 2 ASSEMBLY 3 i ™
Design Pressure Design Pressure Design Pressure Design Pressure Design Pressure Design Pressure m w
Where Water Where Water Where Water Where Water Where Water Where Water N
Infiltration Is NOT Infiltration 1S Infiltration Is NOT Infiltration 1S Infiltration Is NOT Infiltration 1S
Needed Needed Required Required Required Needed 7)) % Q —
+/-70 PSF +/-60 PSF +/-70 PSF +/-60 PSF +/-70 PSF +/-60 PSF = S o
~— N
58 258
: : &
N Maxmum Maximum Maximum Maximurm a) zy S z ;
Minimum Design : Exposed . - , . e . Osgszalak
i Door Opening Areaper | Door Latching Hardware Description Active Latching Hardware Description In-Active ool
Assembly Door Series Door Pressure . Glass : Ax-zZ"|8aLL
(inches) : Leaf Swing 5oz |xk
Gauge (psf) (inches) (sq. in) o B8 .; i ?;.
. . w x =2
Positive [Negative| Width | Height |Width| Height Type Brand Model Type Brand Model 8 2 g =) g
HC-MD-8600, HC-MD-8600, Asa | 2%
. N . Concealed HC-MD-12-8600, Concealed HC-MD-12-8600, 058 s, §
1 Trio, Trio-E 18 70 70 96 96 32 42 1344 |Out Swing Vertical Rod Sargent WS-MD-8600, Vertical Rod Sargent WS-MD-8600, O g § g =
WS-MD-12-8600 WS-MD-12-8600 a a o) E
b . S = W0
Surf Combin | Eps470(B) x M107 Corbin ED5470(B) x M107 5z |85 <
urtace 1 Russwin Surface Vertical | _Russwin = 23
2 Trio, Trio-E”® 18 70 70 96 9% | 32 | 42 | 1344 |OutSwing| Vertical | Sargent | HC4-8700,12-HC4-8700 Rod Sargent | HC4-8700, 12-HC4-8700 8 Q N G
Rod ASSA ABLOY ASSA ABLOY I o
ACCENTRA 7170(F)WS ACCENTRA 7170(F)WS MEERERE -
Concealed | Sargent |WS-12-7000, HC-12-7000 Sargent | WS-12-7000, HC-12-7000 2855555
. R . Concealed Two Sle
3 Trio, Trio-E 18 70 70 96 96 32 42 1344 |Out Swing Two Corbin Point Lock Corbin Llulslolel o
Point Lock | _“°™" | MP9800 (A/B) x M107 oroin MP9800 (A/B) x M107 5282228
Russwin Russwin 2 z|<lu/nle
a - Glazing may be Glasslam Safety Plus II; g fé DRz
Butt McKinney 4-1/2” x 4-1/2” 0.134” thick minimum steel hinges or any FBC approved butt hinges may be used. Any SDI member hinge locations may be used. 3 g
Hinges™ Continuous Markar FM100, FM200, FM300, FM3500, FM100, FM1111, or HG305, Pemko CFMSLF-HD continuous hinges or any FBC approved continuous hinge may be used § o § "
Pivots Rixson 195 Pivot set with M19 intermediate pivots may be used. Any FBC approved pivot may be used. 2 §g % § s%é
o 1" diameter preparations for door position switches, Door position switches that fit in a cutout measuring 1.25” x4.875”, and Securitron EPT, EPTL, CEPT and SEPT maybe used. HEEEEE:
Auxiliary Hardware . o ) . A . SRR
Maglocks may be used in addition to the hardware listed above. Viewers with 1" and smaller hole preparation may be used. e S e et
26-102034

SCALE: NTS UNLESS NOTED
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FRANK BENNARDO, PE

CECO DOOR GLAZED PAl RS OF DOO RS PE# 0046549 CAft 9885 AUGUST 19, 2026

PRODUCTS ILLUSTRATED IN THIS DOCUMENT ARE QUALIFIED FOR LARGE AND SMALL MISSILE IMPACT. LARGE MISSILE IMPACT IS 9 LB 2 X 4 AT 50 FEET PER SECOND OR 350 FT-LBS.
(MISSILE LEVEL D) PRODUCT MEETS REQUIREMENTS OF THE HIGH VELOCITY HURRICANE ZONE.

MORTISE LOCK

SURFACE
CONCEALED VERTICAL RIM EXIT DEVICE SURFACE VERTICAL CONCEALED TWO LATCH BOLT
ROD EXIT DEVICE HARDWARE MULLION ROD EXIT DEVICE POINT LOCK & DEAD BOLT BOLTS FL# 16355.3
m 0 <
EAD IS
| 2" MIN., | ‘ ‘ I % @ 2
= 4" MAX = = = o)
H1O e gl [(5) H10 H19 H1O) To 150
ot S& at alYt a't 1)) NZm a
52 o5 52 59 4 59 ; U Sxow
SZ|I {([ 1 22| ] ¥ S 1 e ss = Wy €275
% @ = % @ % @ % @ Wog-%
g g g 28 2y 8E25
e} 85 o o o _m <A CZ) T}
1w
| | | | 1 OL =52
96" MAX DOOR 96" MAX DOOR 96" MAX DOOR 96" MAX DOOR 96" MAX DOOR w l,u Ox f_t) %
OPENING WIDTH OPENING WIDTH OPENING WIDTH OPENING WIDTH OPENING WIDTH a g o G
m
| ASSEMBLY 4 ASSEMBLY 5 ASSEMBLY 6 ASSEMBLY 7 ASSEMBLY 8 < E
Design Pressure Design Pressure Design Pressure Design Pressure Design Pressure Design Pressure Design Pressure Design Pressure Design Pressure Design Pressure n
Where Water Where Water Where Water Where Water Where Water Where Water Where Water Where Water Where Water Where Water o
Infiltration Is NOT Infiltration 1S Infiltration Is NOT Infiltration 1S Infiltration Is NOT Infiltration 1S Infiltration Is NOT Infiltration IS Infiltration Is NOT Infiltration IS
Needed Needed Required Required Required Required Required Needed Required Required S o
+/-60 PSF +/-60 PSF +/-60PSF +/-60 PSF +/-60 PSF +/-60 PSF +/-60 PSF +/-60 PSF +/-60 PSF +/-60 PSF E = g )
Minimum MS);IQ ur:n Nevamym l\él?(xgtg Mendmun 2 % 2 a3
. nimu < Door Opening P Area per | Door Latching Hardware Description Active Latching Hardware Description In-Active )] x 4 8 T ®
Assembly Door Series Door Pressure (inches) Glass Leaf Swi @) ggg|o E T
Gauge (psf) (inches) (Sqe?n ) wing X353 [zq g
. . (a0}
Positive |Negative| Width | Height | Width | Height Type Brand Model Type Brand Model o § S z o '-'I- E’
. . HC-MD-8600 HC-MD-8600 2o |E AT
Medallion, Legion y ’ mZ|x=Z =
; ' .| Concealed HC-MD-12-8600 Concealed HC-MD-12-8600 Og-35|uz2
Omega, Regent, . ' . ' = 2
4 Slt avbg 16 60 60 96 96 24 66 1584 |Out Swing Vertical Rod Sargent WS-MD-8600, Vertical Rod Sargent WS-MD-8600, o % S E =g
8 WS-MD-12-8600 WS-MD-12-8600 as-e N
Corbin Corbin ) 5 4 0
Medallion, Legion, 16 Rim Exit Russwin B A 107 Russwin EDS5200S(A) x M107 QO 0 g E E
5 Omega, Regent, Trio, 60 60 96 96 24 66 1584 |Out Swing Device Sargent HC8800, 12-HC8800 |Rim Exit Device| Sargent HC8800, 12-HC8800 LI E e 8 k
io, Trio-E ** | TrioE -18 =z x -
i Troggyy | Tre A | 7150(F)WS/7250M(F)W'S oY | 7150(F)WS/7250M(F)W'S O 5[5 =50
- - <] O [a)
Corbin Corbin =] o =
Medallion, Legion, Surface RUSSWIN ED5470(B) x M107 _ RUSSWIN ED5470(B) x M107 2 e N %
Omega, Regent 16 60 60 96 96 24 66 1584 |Out Swi Vertical Surface Vertical 3 < 3
6 9a, v ! ut swing ; 'ga Sargent | HC4-8700,12-HC4-8700 Rod Sargent HC4-8700, 12-HC4-8700 Il o«
Ultra™ o ASSA ABLOY ASSA ABLOY
AGCENTRA 7170(F)WS AGCENTRA 7170(F)WS w BENEARE
= = O [N|[D|=|0| N
Imperial, Medallion, Sargent |WS-12-7000, HC-12-7000 Sargent | WS-12-7000, HC-12-7000 3858515l
Legion, Omega, Concealed Concealed Two =M= ] hnl bl Al
7 16 60 60 96 96 24 66 1584 |Out Swing Two Corbin . Corbin g
Regent, Ultra, , _ MP9800 (A/B) x M107 Point Lock _ MP9800 (A/B) x M107 £\o|galo), s
ab Point Lock | Russwin Russwin olz|o|T|T|2|o
Versadoor =
i . : i = Zls|w|N|w
Imperial, Medallion Corbin Corbin HMEEE
LZgion Omega ’ Out Swing|Mortise Lock| Russwin ML2000 Russwin 988CR SRIE B
8 Regeﬁt, Ultra, ' 16 60 60 96 96 24 66 1584 Or_ Latch Bolt & Sargent 7800, 8200, R8200 Surface Bolt Sargent 988 g g
ab In-Swing* | Dead Bolt [AssA ABLOY ASSA ABLOY 8 3
Versadoor ACCENTRA 8800 ACCENTRA 988Y 3 E E § o
I <<
a - Glazing may be Glasslam Safety Plus I e SeEEER
b - Glazing may be 1/4" thick polycarbonate, Width limited to 22", Height limited to 33-1/2" E % g 888 &
- Buit McKinney 4-1/2” x 4-1/2” 0.134” thick minimum steel hinges or any FBC approved butt hinges may be used. Any SDI member hinge locations may be used. s § § § §
Hinges Continuous Markar FM100, FM200, FM300, FM3500, FM100, FM1111, or HG305; Pemko CFMSLF-HD continuous hinges or any FBC approved continuous hinge may be used COPYRIGHT ENGINEERING EXPRESS®
Pivots Rixson 195 Pivot set with M19 intermediate pivots may be used 26-102034
. 1" diameter and smaller preparations for door position switches, Door position switches that fit in a cutout measuring 1.25” x 4.875”; Securitron EPT, SEPT, and CEPT may be used.
Auxiliary Hardware - = - — - SCALE: NTS UNLESS NOTED
Maglocks may be used in addition to the hardware listed above. Viewers with 1" and smaller hole preparation may be used. -
*In-Swing Configurations not approved for water infiltration. ** SUBSTITUTIONS, WITH FBC COMPONENT APPROVALS, MAY BE USED AS LONG AS THE SUBSTITUTIONS 14
See Hardware notes for additional Hardware options. ARE WITHIN THE LIMITING DESIGN PARAMETERS OF THIS APPROVAL AND THE COMPONENT APPROVAL.
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CECO DOOR GLAZED PAIRS OF DOORS

PRODUCTS ILLUSTRATED IN THIS DOCUMENT ARE QUALIFIED FOR LARGE AND SMALL MISSILE IMPACT. LARGE MISSILE IMPACT IS 9 LB 2 X 4 AT 50 FEET PER SECOND OR 350 FT-LBS.

(MISSILE LEVEL D) PRODUCT MEETS REQUIREMENTS OF THE HIGH VELOCITY HURRICANE ZONE.

MORTISE LOCK

FRANK BENNARDO, PE
PE# 0046549 CA# 9885

AUGUST 19, 2026

FL# 16355.3

ENGINEERING
EXPRESS®
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BOCA RATON, FL 33431
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CONCEALED VERTICAL RIM EXIT DEVICE SURFACE VERTICAL CONCEALED TWO LATCHBOLT  SURFACE
ROD EXIT DEVICE HARDWARE MULLION ROD EXIT DEVICE POINT LOCK & DEAD BOLT
NEAD I | i T |
2" MIN.,
4" MAX = = = =
i I
x x x T x T x T
o = ouw O w ow ouw
a 9 la} (ID g T g T axT
X > O] O] <O
<z < < < S
== ; =2 ' == | ' =2 Pl =2 T
8 g8 g g X
o o o
| | | i | | 11
. 72"MAXDOOR _ | . 72"MAXDOOR _ | . 72"MAXDOOR _ | L 72"MAXDOOR _ | | 72"MAXDOOR _ |
OPENING WIDTH OPENING WIDTH OPENING WIDTH OPENING WIDTH OPENING WIDTH
ASSEMBLY 9 ASSEMBLY 10 ASSEMBLY 11 ASSEMBLY 12 ASSEMBLY 13
Design Pressure Design Pressure Design Pressure Design Pressure Design Pressure Design Pressure Design Pressure Design Pressure Design Pressure Design Pressure
Where Water Where Water Where Water Where Water Where Water Where Water Where Water Where Water Where Water Where Water
Infiltration Is NOT Infiltration 1S Infiltration Is NOT Infiltration 1S Infiltration Is NOT Infiltration IS Infiltration Is NOT Infiltration 1S Infiltration Is NOT Infiltration 1S
Required Required Required Required Required Required Required Required Required Required
+/-60 PSF +/-60 PSF +/-60PSF +/-60 PSF +/-60 PSF +/-60 PSF +/-60 PSF +/-60 PSF +/-60 PSF +/-60 PSF
Maximum . Maximum
Minimum Design Maximum Ex Iosed Maximum
. ¢ Door Opening P Area per Door Latching Hardware Description Active Latching Hardware Description In-Active
Assembly Door Series Door Pressure 5 Glass 3
(inches) ) Leaf Swing
Gauge (psf) (inches) (sq.in)
Positive |Negative | Width | Height |Width | Height o Type Brand Model Type Brand Model
Imperial, Medallion, HC-MD-8600, HC-MD-8600,
Legion, Omega, . Concealed HC-MD-12-8600, Concealed HC-MD-12-8600,
9 Regent, Ultra, 16 60 60 | 72 | 9% | 24| €6 | 1584 |OUtSWING|\ticaiRog| SaTgEM WS-MD-8600, Vertical Rod | Sareent \WS-MD-8600,
Versadoor®® WS-MD-12-8600 MD-12-8600
Imperial, Medallion, Combin | = p5s008(A) x M107 corbin ED5200S(A) x M107
Legion, Omega, | Rim Exit [usswin | Russwin
10 Regent, Ultra, 16 60 60 72 9 | 24 | 66 1584 |OutSwing| " .- Sargent HC8800, 12-HC8800 |Rim Exit Device| Sargent HC8800, 12-HC8800
b ASSA ABLOY ASSA ABLOY
Versadoor® Accentra | 7 190(F)WS/7250M(F)WS accentra | 7150(F)WS/7250M(F)WS
Imperial, Medallion, Cortig ED5470 x M107 Corbin ED5470(B) x M107
Legion, Omega, ) Surface | Russwin Surface Vertical|_Russwin
1 Regent, Ultra, 16 60 60 72 96 24 66 1584  |Out Swing Vertical Rod |_Sargent HC-8700,12-HC-8700 Rod Sargent HC-8700, 12-HC-8700
ASSA ABLOY ASSA ABLOY
Versadoor®® - CEENTRA 7170(F)WS ACCENTRA 7170(F)WS
Imperial, Medaliion, Concealed | Sargent |WS-12-7000, HC-12-7000 Sargent | WS-12-7000, HC-12-7000
Legion, Omega, ) Concealed Two
12 16 60 60 72 96 24 66 1584 |Out Swing Two - . -
Regent, Ultra, . Corbin Point Lock Corbin
b Point Lock . MP9800 (A/B) x M107 . MP9800 (A/B) x M107
Versadoor® Russwin Russwin
Imperial, Medallion, A . Corbin ML2000 Corbin 088CR
Legion, Omega, Out Swing|Mortise Lock| Russwin Russwin
13 Regent, Ultra, 16 60 60 72 96 24 66 1584 | SOIT ) L;tCthE?““& Sargent 7800, 8200, R8200 Surface Bolt Sargent 088
b n-Swing ead Bolt [ASSA ABLOY ASSA ABLOY
Versadoor® AGCENTRA 8800 A CCENTRA 988Y
a - Glazing may be Glasslam Safety Plus I,
b - Glazing may be 1/4" thick polycarbonate, Width limited to 22", Height limited to 33-1/2"
Butt McKinney 4-1/2” x 4-1/2” 0.134” thick minimum steel hinges or any FBC approved butt hinges may be used. Any SDI member hinge locations may be used.
Hinges** Continuous Markar FM100, FM200, FM300, FM3500, FM100, FM1111, or HG305; Pemko CFMSLF-HD continuous hinges or any FBC approved continuous hinge may be used
Pivots Rixson 195 Pivot set with M19 intermediate pivots may be used
- 1" diameter and smaller preparations for door position switches, Door position switches that fitin a cutout measuring 1.25” x 4.875”; Securitron EPT, SEPT, and CEPT may be used.
Auxiliary Hardware - — - - — -
Maglocks may be used in addition to the hardware listed above. Viewers with 1" and smaller hole preparation may be used.

*In-Swing Configurations not approved for water infiltration.

See Hardware notes for additional Hardware options.

26-102034

SCALE: NTS UNLESS NOTED

** SUBSTITUTIONS, WITH FBC COMPONENT APPROVALS, MAY BE USED AS LONG AS THE SUBSTITUTIONS

ARE WITHIN THE LIMITING DESIGN PARAMETERS OF THIS APPROVAL AND THE COMPONENT APPROVAL.
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CECO DOOR GLAZED PAIRS OF DOORS FE# 0046845 Ca? 5655 AUGUST 19, 2026

PRODUCTS ILLUSTRATED IN THIS DOCUMENT ARE QUALIFIED FOR LARGE AND SMALL MISSILE IMPACT. LARGE MISSILE IMPACT IS 9 LB 2 X 4 AT 50 FEET PER SECOND OR 350 FT-LBS.
(MISSILE LEVEL D) PRODUCT MEETS REQUIREMENTS OF THE HIGH VELOCITY HURRICANE ZONE.
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CECO DOOR GLAZED PAIRS OF DOORS

PRODUCTS ILLUSTRATED IN THIS DOCUMENT ARE QUALIFIED FOR LARGE AND SMALL MISSILE IMPACT. LARGE MISSILE IMPACT IS 9 LB 2 X 4 AT 50 FEET PER SECOND OR 350 FT-LBS.

(MISSILE LEVEL D) PRODUCT MEETS REQUIREMENTS OF THE HIGH VELOCITY HURRICANE ZONE.

GLAZING OPTION
GLASSLAM SAFETY PLUS II
LAMINATED GLASS
OR
1/4" THICK MAKROLON POLYCARBONATE
SHEET BY BAYER MATERIAL SCIENCE, LLC

32"
. MAX.
MG‘N EXPOSED

_’I GLASS

6" MIN |

MULTIPLE
KITS
ALLOWED

0%
N
S3ER
n o X
o m
o

MAX DESIGN PRESSURE +/- 70 PSF

GLASSLAM SAFETY PLUS Il AND POLYCARBONATE

1.) DESIGN PRESSURE 70 PSF

2.) MAXIMUM SIZE 32" X 42".

3.) MAXIMUM AREA PER LEAF IS 1344 SQ. IN.

4.) MULTIPLE LIGHTS ALLOWED

5.) POLYCARBONATE USED IN THE HVHZ MUST HAVE
A VALID NOA.

GLAZING OPTION
GLASSLAM SAFETY PLUS II
LAMINATED GLASS

24"
MAX

ou| EXPOSED
GLASS

6" MIN |

66"
MAX.
EXPOSE[]
GLASS

MULTIPLE
KITS
ALLOWED

|
MAX DESIGN PRESSURE +/- 60 PSF

GLASSLAM SAFETY PLUS II

1.) DESIGN PRESSURE 60 PSF

2.) MAXIMUM GLASS SIZE 24" X 66"

3.) MAXIMUM GLASS AREA PER LEAF IS 1584 SQ. IN.
4.) MULTIPLE LIGHTS ALLOWED.

FRANK BENNARDO, PE
PE# 0046549 CA# 9885

AUGUST 19, 2026

ROCKWOOD V-WS LOUVER

SECURITY
GRILLE

EXTERIOR INTERIOR
18 GA. MIN.

SURROUND
CHANNEL

GLAZING OPTION
ROCKWOOD LV-WS LOUVER

34"

- MAX.
LOUVER
MIN WIDTH
MULTIPLE
78 LOUVERS
MAX. ALLOWED

LOUVER
HEIGHT

MAX DESIGN PRESSURE +/- 70 PSF
ROCKWOOD LV-WS LOUVER

1.) DESIGN PRESSURE - 70 PSF MAX.

2.) MAXIMUM LOUVER SIZE IS 34" X 78". MAY BE USED WITH CYLINDRICAL
LOCKS AND MORTISE LOCKS. CONTACT FACTORY FOR LIMITATIONS WHEN
USING EXIT DEVICES,

3.) 6" MINIMUM STILES AND RAILS REQUIRED.

4.) MULTIPLE LOUVERS ALLOWED PER DOOR UP TO 3652 SQ. IN.

5.) SURROUND CHANNEL REQUIRED.

6.) LOUVER NOT QUALIFIED FOR AIR OR WATER INFILTRATION

7.) LOUVER NOT AVAILABLE ON TRIO OR TRIO-E

FL# 16355.3
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CECO DOOR GLAZED PAIRS OF DOORS FE# 0046845 Ca? 5655 AUGUST 19, 2026

PRODUCTS ILLUSTRATED IN THIS DOCUMENT ARE QUALIFIED FOR LARGE AND SMALL MISSILE IMPACT. LARGE MISSILE IMPACT IS 9 LB 2 X 4 AT 50 FEET PER SECOND OR 350 FT-LBS.
(MISSILE LEVEL D) PRODUCT MEETS REQUIREMENTS OF THE HIGH VELOCITY HURRICANE ZONE.

FL# 16355.3
3/16" TEMP + .090" SPII + 3/16" TEMP ) 3
O
1/8" X 1/2" CLOSED CELL FOAM Z N CZ)
s 0.625" GLAZING TAPE USED ON FIXED O Z20
! ; ; 1) IR
de)ry= 3/16" TEMP +.090" SPII + 3/16" TEMP |_—3/16" TEMP +.090" SPIl + 3/16" TEMP AND REMOVABLE STOPS HJJ"J g 0
q " Lo
7 REMOVABLE PET 0.625 Z% 8% =%
| | GLASS | FLAP REMOVABLE /] REMOVABLE oQ 282
0.500" AR /_ STOP I GLASS f * /_ GLASS STOP ZX E T = o
0.625 = 7 | DOW CORNING 995 0.750" 0-500" | STOP 0.625" 0-500" _—PET FLAP ww =52
1 T STRUCTURAL ] A o DOW CORNING 995 i £ /E =02
[ \ﬁ\ SILICONE | STRUCTURAL f I ¥ o uw
peT ! | siLICONE i I\ DOW CORNING 995 N
FLAP CLAZING ~ STRUCTURAL SILICONE ; o
[ 1/8" X 1/2" CLOSED CELL ii sHiMs |\ N ne 8 @
'\I FOAM GLAZING TAPE USED '\I AS NEEDED \ |L_) o Oy
ON FIXED AND REMOVABLE SURROUND CHANNEL REQUIRED - 2 Ej §
SEEE| o5
>=m |Om
L A
GLAZING INSTRUCTIONS %; 2z |k23
285 |z>F
1) Before removing the removable stops, check to be sure there are screws in every hole. Pre-drill holes with a #36 bit where there are screw holes but no screws. Do not remove stops. 8 g & g g E
2) Using a pencil, mark alignment marks on the removable stops and the door. e 5 2 8 a
3) Unscrew the #6 x 1-1/4” oval head TEK screws from the removable stops and remove the removable stops. Keep the screws. ORY O w E
4) Apply 1/8” x 1/2” closed cell foam glazing tape to the fixed stop. Ll E & 8 K
5) If there is plastic release on the foam glazing tape, pull the plastic release back about 2” from each end of the foam tape. Pull the plastic release around the fixed stop so it can be grasped after placing the Glasslam on the unexposed foam tape. O = % % 0
6) If there is paper release on the foam glazing tape, remove the paper release before glazing. Spray the exposed foam tape with a mild soap solution immediately before placing the Glasslam on the exposed foam tape. g § S ‘g é(
7) Place glazing shims, as needed, then set the Glasslam on the foam glazing tape. § s NI ?3‘
8) Adjust the Glasslam assembly, as necessary, to center the assembly in the cutout. @ a ;9 m
9) If the release is plastic, grasp the free end of the plastic release, while holding the Glasslam to keep it from moving. Then slowly pull the plastic release off the foam tape that was applied to the fixed stop. "
10) Trim the PET flap so it does not extend beyond the removable glass stop. E NEENER
11) Take a putty knife and insert it between the PET flap and the edge of the cutout in the door. Using the putty knife pull the PET flap away from the cutout in the door. EEEEEEE
12) While holding the PET flap back away from the cutout with the putty knife, use a caulking gun to apply Dow Corning 995 silicone between the PET flap and the steel in the cutout of the door. g o|7|a|al, s
IMPORTANT: Ensure that the Dow Corning 995 silicone fully wets out or covers the PET flap and comes in contact with the steel around the cutout in the door. e OElElrlo
13) Slowly move the putty knife around the door ahead of the caulking gun and apply the 995 silicone around the entire cutout in the door. HREHEIES
. a|X|X| S| |<<<
14) Apply 1/8” x 1/2” closed cell foam glazing tape to the removable stop. = —
15)If there is plastic release on the foam glazing tape, pull the plastic release back about 2” from each end of the foam tape. Pull the plastic release around the removable stop so it can be grasped after placing the removable stop. ;» §
16) If there is paper release on the foam glazing tape, remove the paper. Spray the exposed foam tape with a mild soap solution immediately before placing the removable stops against the Glasslam. g e § w
17) Using the alignment marks, position the removable stops against the Glasslam. @ §E g5 §§
18) Install and tighten the #6 x 1-1/4” oval head TEK screws in the removable stops. Be careful not to over tighten. E % £888|2
19)If the release is plastic, grasp the free end of the plastic release, and slowly pull the plastic release off the foam tape that was applied to the removable stop. s § § § g
20) Using the Dow Corning 995 silicone or other high quality silicone, apply a cap bead over the closed cell foam tape on the exterior side of the door vision light kit. COPYRIGHT ENGINEERING EXPRESS®
26-102034
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CECO DOOR GLAZED PAIRS OF DOORS FE# 0046845 Ca? 5655 AUGUST 19, 2026

PRODUCTS ILLUSTRATED IN THIS DOCUMENT ARE QUALIFIED FOR LARGE AND SMALL MISSILE IMPACT. LARGE MISSILE IMPACT IS 9 LB 2 X 4 AT 50 FEET PER SECOND OR 350 FT-LBS.
(MISSILE LEVEL D) PRODUCT MEETS REQUIREMENTS OF THE HIGH VELOCITY HURRICANE ZONE.

1/4" THICK 1/4" THICK FL# 16355.3

POLYCARBONATE POLYCARBONATE % 3

" NSNS

=t 0420" = /== RIEEE 0375' — — GLAZINGSHIMS | Fe .5@0

0.375" — /—  GLAZING SHIMS GLAZING SHIMS s ASNEEDED | W3 #2513

AS NEEDED AS NEEDED 1/4" THICK 7 W £ et

POLYCARBONATE | Zx 2828

— — .. SHEET 0% 2Ecs

. o 0.500" AV || o.s0r pEZE

o.625" 0-°00 i 0.750" i i 9§§E

] S 0]

N NE_ b | _, =1 y i
| T & ﬂ B l A

N 1/8" X 1/2" CLOSED CELL 1/8" X 1/2" CLOSED CELL

¥ 0 S =
' (F)gAFI\IAXCIE;IE)AAZJI\INDGR-II-EAI\/TgVL,JASBELE i FOAM GLAZING TAPE USED 5s S a
ON FIXED AND REMOVABLE \\ 52 2 g S
\ STOPS \ STOPS u ’\ 8% E 3} § T ;
\ O ¥ [&)]
SURROUND CHANNEL |Z228 (828
REQUIRED EE L
OzE3|E23
O2a3% |z Tk
GLAZING INSTRUCTIONS Asa |H2%
o [28¢&
1) Before removing the removable stops, check to be sure there are screws in every hole. Pre-drill holes with a #36 bit where there are screw holes but no screws. Do not remove stops. Qe 0w E
2) Using a pencil, mark alignment marks on the removable stops and the door. Ll E & 8 K
3) Unscrew the glass stop screws from the removable stops and remove the removable stops. Keep the screws. O % % LZ)
©ng
ye
é T
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)
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4) Apply 1/8" x 1/2” closed cell foam glazing tape to the fixed stop. § §
5) If there is plastic release on the foam glazing tape, pull the plastic release back about 2” from each end of the foam tape. Pull the plastic release around the fixed stop so it can be grasped after placing the polycarbonate on the unexposed foam tape. § <
6) Ifthere is paper release on the foam glazing tape, remove the paper release before glazing. Spray the exposed foam tape with a mild soap solution immediately before placing the polycarbonate on the exposed foam tape. ‘II-I, a
7) Pléce glazing shims, as needed, then set the polycarbonate on the fo?m glazing tape. w g g % § % §
8) Adjust the polycarbonate, as necessary, to center the polycarbonate in the cutout. 318585l
9) Ifthe release is plastic, grasp the free end of the plastic release, while holding the polycarbonate to keep it from moving. Then slowly pull the plastic release off the foam tape that was applied to the fixed stop. g =TT
10) Apply 1/8” x 1/2” closed cell foam glazing tape to the removable stop. ] § :‘03 3 § g@
11) If there is plastic release on the foam glazing tape, pull the plastic release back about 2" from each end of the foam tape. Pull the plastic release around the removable stop so it can be grasped after placing the removable stop. g Iz s|wNle
12) If there is paper release on the foam glazing tape, remove the paper. Spray the exposed foam tape with a mild soap solution immediately before placing the removable stops against the polycarbonate. Ak E LEE2
13) Using the alignment marks, position the removable stops against the polycarbonate. % g
14) Install and tighten the glass stop screws in the removable stops. Be careful not to over tighten. g o % "
15) If the release is plastic, grasp the free end of the plastic release, and slowly pull the plastic release off the foam tape that was applied to the removable stop. @ %E § § §§
16) Using the Dow Corning 995 silicone or other high quality silicone, apply a cap bead over the closed cell foam tape on the exterior side of the door vision light kit. E % cg 888 &

FEEREEE

COPYRIGHT ENGINEERING EXPRESS®

26-102034

SCALE: NTS UNLESS NOTED

08




z:\shared\projects\26-\26-102032 2026 multiple product fbc update fl16355\work\2026 fbc\drawings & cad\26-102034 - fl16355.3 - dwg 3.dwg

AJBER

8/19/2026 5:05 PM

CECO DOOR GLAZED PAIRS OF DOORS FE# 0046845 Ca? 5655 AUGUST 19, 2026

PRODUCTS ILLUSTRATED IN THIS DOCUMENT ARE QUALIFIED FOR LARGE AND SMALL MISSILE IMPACT. LARGE MISSILE IMPACT IS 9 LB 2 X 4 AT 50 FEET PER SECOND OR 350 FT-LBS.
(MISSILE LEVEL D) PRODUCT MEETS REQUIREMENTS OF THE HIGH VELOCITY HURRICANE ZONE.

FRAME PROFILES
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g'FQ:::\jFACE _| 19375 - . 2.125"
’ D Rabbet
| I 4" MAX oor e Door Rabbet
JAMB FACE I I; | ¢ El
\ SEE PROFILES } f FL# 16355.3
HOLLOW METAL OPTIONAL
MULLION FACE HARDWARE o o

2" MIN, 4" MAX. OR HM

| MULLION I . .
4 (= L4 o

L L | L t f

8'0" X 8'0" MAX. 2-5/8"
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< =3
i I 3539
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EX

2234 NORTH FEDERAL HWY #7664

MAX DESIGN PRESSURE +/-70 PSF — = wn e ©
FOUR SIDED DOOR FRAME WITH WELDED CORNERS ALSO PERMITTED CONVENTIONAL PROFILE KERF PROFILE — g § o
U % ~ N
o) - ™M
D 289
T EN
=2 (a)
O ¥ [&)]
FRAME CONSTRUCTION OPTIONS 24" LEG oot I s 2388202
KD CORNER FULLY WELDED TO HOLLOW METAL asgsc|zis
FACE WELDED o VERTICAL MULLION R R E
CORNER 3/4" LEG OF 10 GA. "C" CHANNELS <zZz|kaS
FULLY WELDED TO HOLLOW METAL OsgF 3 |HW3zQ
L VERTICAL MULLION o2 @ s |o o g
o Ay o He <
: |58t
o [gcs
hd] T
w2 ¢ O =
O° S
SR
12 GAUGE FOOT CLIP CLIPS - g <
AN REQUIRED AT BASE 2|3 a =
| OF HOLLOW METAL MULLION. ] N G
(&)
/ Il a o«
g » SN LU USE (2) FOOT CLIPS WITH 3/8" HILT!I MEEEEEE
KWIK-BOLT Il WITH 1.625" MIN. EMBED AND HRREEEE
4" EDGE DISTANCE TO 3KSI CONCRETE, 4" EHIEEEIRIEE
MIN. SPACING. USE (4) FOOT CLIPS WITH eelm ==
3/8" LAG SCREWS TO G=0.55 MIN. WOOD W/ Sulilolal o
3" MIN. EMBED, 1.75" MIN. EDGE DISTANCE, IIZ22 21218
AND 2.5" MIN. SPACING. z |
= Sw N jw
CONTINUOUSLY WELDED ON HFIEEREE
BOTH ENDS AT SEAMS - .
FACE WELDED 3 g
ONLY FACE WELDED S &
>\ ONLY FACE WELE? 3 |55k
N ONLY EaEEEE
I I
23522 2R
10 Ga. "C" Channels Zelolzlglals
™~ must be ¥ Z2|58 &S
\ \ inSta”ed before COPYRIGHT ENGINEERING EXPRESS®
welding together
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CECO DOOR GLAZED PAIRS OF DOORS PR 0046546 CAg 0685 AUGUST 19, 2026
\\\\\HH/////
PRODUCTS ILLUSTRATED IN THIS DOCUMENT ARE QUALIFIED FOR LARGE AND SMALL MISSILE IMPACT. LARGE MISSILE IMPACT IS 9 LB 2 X 4 AT 50 FEET PER SECOND OR 350 FT-LBS. SN BEM
(MISSILE LEVEL D) PRODUCT MEETS REQUIREMENTS OF THE HIGH VELOCITY HURRICANE ZONE. S eense Ty
_ %" MAX. THICK A-36 STEEL SHIMS WELDED TO STRUCTURAL =X noooaesas X T
EXISTING MASONRY OR POURED CONCRETE, 3000 psi MIN. BUILDING MEMBER WITH FILLET WELDS MEASURING 2" LONG =3 * e
WELDED PIPE SPAGER ANCHOR OR EWA WITH 3/8 USING E6018 ELECTRODES. FILLET WELD SIZE SAME AS SHIM =6 ‘Wz
EXPANSION ANCHOR BOLTS USING 3/8" GRADE 5 BOLT THICKNESS FOR 0.053" TO 0.125" SHIM THICKNESS. WELD SIZE ]
M MEMRESE SISTANCE 551.0 1/8" FOR > 0.125" TO 1/4" SHIM THICKNESS.
MAXIMUM SHIM THICKNESS = 0.25" -
\ STEEL SHIMS WELDED
. Y. TO BUILDING STRUCTURE " ] FL# 16355.3
ol WELD HOLLOW METAL FRAME L) 3
HILTI KWIK BOLT 3 OR Y. \ TO SHIM WITH 3/16" WELD, —~_ AXIMUM SHIM THICKNESS 0.25 2 S =
POWERS LOK-BOLT = 1" LONG BOTH SIDES OF FRAME \~| I CMU BLOCK AND THROAT OF FRAME 4 e
AR FILLED WITH 3000 PS| MORTAR e =24
. / 0N 2z53
9, mm m T oow
Ja & T w A =
lel 2 g%
2 3/8" MIN: F\\/\ 16 GA (0.053" MIN) _E <28 o
2" X 7" STEEL SHIM N L MASONRY T ANGHOR OQ zfe2
16 GA (0.053" MIN) 16 GA (0.053" MIN) PLATE(S), OR TO SUIT MASONRY WIRE ANCHOR Zx E E é ﬁ
PIPE SPACER ANCHOR" 16 GA (0,009’1 FRAME JAMB DEPTH —1-25" GREATER THAN__ 0.165" DIA. MIN. ww 9 é =
Zm g
( N
30 sUIT o MAXIMUM SHIM _ —
JAMB DEPTH JAMB DEPTH SPACE 1/4 ne S
\\/ — s S
S O3 .
-y gag
OPERATING RANGE 3" - 8 3/4" o oYy
Q x Y o T ﬁ
OgzglokE
328 |05
Bend\r_]ﬂe\d D‘§ § 2 E E \L_II:/
to fit. % 2 i ; E é\ <>(
b < P < |W =0
Availabl W Ay o E 4 <
. . . vailable on L
Expansion Shell Anchor Requirements for Jambs of Paired Frames e ot A= O3 280
Q2 O w E
. . L = o O =
Up to an including 70 psf Srarin 4 O° % 2 E
YOKE AND STRAP MASONRY "T" ANCHOR : -g- e E <
Opening Height | Max. Distance From Min. Anchor Quantity Maximum Spacing MASONRY ANCHOR (ADJUSTABLE) MASONRY "T" ANCHOR POURED IN PLACE WALL 2|2 =
(inches) End of Jamb ' (inches) Ui Q g
Masonry Strap, Masonry T, and Masonry Wire Anchor Requirements for Jambs of MEEEEEE
Up to 88" 12 4 19 Paired Frames 3355558
90" 12 4 19 Up to an including 70 psf % 5/,
92"-96" 12 5 19 2 oyl
. - . . . . . . [ <|=|m
Expansion Shell Anchor Requirements for Heads of Paired Frames Opening Height [ Max. Distance From Min. Anchor Quantity Maximum Spacing RG]
70 psf | 2 anchors in the head @ 4 1/2" 0.C (inches) End of Jamb (inches) 2 5
Up to 88" 12 4 24 e
90" 12 4 24 Bogszas
92"-96" 12 4 24 COPYRIGHT ENGINEERING EXPRESS®
Expansion Shell Anchor Requirements for Heads of Paired Frames 26-102034
70 psf | 2 anchors in the head @ 4 1/2" 0.C SCh T TARSS TOTRD
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CECO DOOR GLAZED PAIRS OF DOORS

PRODUCTS ILLUSTRATED IN THIS DOCUMENT ARE QUALIFIED FOR LARGE AND SMALL MISSILE IMPACT. LARGE MISSILE IMPACT IS 9 LB 2 X 4 AT 50 FEET PER SECOND OR 350 FT-LBS.
(MISSILE LEVEL D) PRODUCT MEETS REQUIREMENTS OF THE HIGH VELOCITY HURRICANE ZONE.
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18 ga. (0.041" MIN.)
SLIP-IN STUD ANCHORS

SLIP -IN STUD ANCHOR WELDEED TO
FRAME CONNECT TO STEEL
WITH #8 X 1" GRADE 5 SHEET METAL SCREW;

#14 x 1" GRADE 5 SHEET METAL SCREW;

2 SCREWS REQUIRED

4 SCREWS REQUIRED PER ANCHOR; [ 1 PER ANCHOR LOCATION;
MIN EDGE DISTANCE - 0.328" 7 ¢
o % T < < 16 GA (0.053" MIN) 16 GA (0.058" M FL# 16355.3
) PIPE SPACER ANCHOR :
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PRODUCTS ILLUSTRATED IN THIS DOCUMENT ARE QUALIFIED FOR LARGE AND SMALL MISSILE IMPACT. LARGE MISSILE IMPACT IS 9 LB 2 X 4 AT 50 FEET PER SECOND OR 350 FT-LBS.
(MISSILE LEVEL D) PRODUCT MEETS REQUIREMENTS OF THE HIGH VELOCITY HURRICANE ZONE.
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CORBIN RUSSWIN
THE ED5200(S)A RIM EXIT AND THE ED5470(B) X M107 SURFACE VERTICAL ROD MAYBE SUFFIXED BY MER. MAY
USE M94 WITH ANY COMBINATION OF THE M61, M92, M93, OR M1 SUFFIXES.

THE ED5200(S)A X M107 RIM EXIT AND THE ED5470(B) X M107 SURFACE VERTICAL ROD MAY INCLUDE 900 SERIES
TRIMS 9600, 9700, 9800 SERIES ACCESS CONTROL TRIMS OR THE 9900 SERIES ELECTRIFIED TRIMS.

THE MP9800 (A/B) X M107 SERIES CONCEALED MULTI-POINT LOCK MAY INCLUDE THE OPTIONS: M91, M92, M93,
903, 904, IN, INB, SE.

USE CRFE772A, CREFE708A OR CRWS700AKM HARDWARE MULLION WITH THE ED5200(S)A / ED4200(S)A X M107
RIM EXIT

ON PAIRS OF DOORS, ONE LEAF OF THE PAIR UTILIZING WITH THE ED5470(B) X M107 SURFACE VERTICAL ROD OR
MP9800 (A/B) X M107 SERIES CONCEALED MULTI-POINT LOCK MAY BE REPLACED WITH TWO 988CR SURFACE
BOLTS. THE LOCAL BUILDING OFFICIAL

MUST APPROVE THIS CONFIGURATION OF HARDWARE FOR USE IN A MEANS OF EGRESS.

THE ML2000 SERIES MORTISE LOCKS, SERIES CLX3300 SERIES CYLINDRICAL LOCKS, ED5200(S)A X M107 RIM
EXIT, AND ED5470(B) X M107 SURFACE VERTICAL ROD MAY BE PREFIXED IN-IP, IN-IPS, IN-CP, IN-IP-MB,
IN-IP-MW, IN-IPS-MB, IN-IPS-MW, IN-CP-MP, AND IN-CP-MW.

THE ML2000 SERIES MORTISE LOCKS, SERIES CLX3300 SERIES CYLINDRICAL LOCKS, ED5200(S)A X M107 RIM EXIT
MAY BE PREFIXED PIP1-IPSKM, PWI1-IPSKM, PIP1-CPKM, PWI1-CPKM, PIP1-IPSM, PWI1-IPSM, PIP1-CPM, AND
PWI1-CPM.

THE SELP10 AND IN 120 ACCESS CONTROL MAY BE USED WITH CLX3300 CYLINDRICAL LOCK OR ML2000 MORTISE
LOCK.

HES
THE 1006 SERIES ELECTRIC STRIKE MAYBE USED ON 4'0” X 8'0” AND SMALLER SINGLE OR 8'0” X 8'0” AND

SMALLER PAIRS OUT SWINGING DOORS OF 70 PSF OR LESS.

THE 9600 SERIES ELECTRIC STRIKE MAY BE USED WITH THE SARGENT HC8800 SERIES RIM EXIT AT DESIGN
PRESSURES OF 70 PSF OR LESS.

THE 9700 SERIES ELECTRIC STRIKE MAY BE USED WITH THE CORBIN RUSSWIN ED5200(S)A AND THE ASSA ABLOY
ACCENTRA 7150(F)WS / 7250M(F)WS RIM EXITS AT DESIGN PRESSURES OF 70 PSF OR LESS.

SECURITRON 1500 / 1500E STRIKE MAY BE USED ON 3'0” X 7'0” AND SMALLER SINGLE OUT SWINGING
ASSEMBLIES WITH MORTISE LOCKS AND LATCH BOLT ONLY AT DESIGN PRESSURES OF 60 PSF OR LESS.

SECURITRON 1600 / 1600E STRIKE MAY BE USED ON 4'0” X 8'0” AND SMALLER SINGLE OUT SWINGING
ASSEMBLIES WITH MORTISE LOCKS WITH LATCH BOLT AND DEAD BOLT OF 70 PSF AND LESS.

SARGENT
THE HC8800 SERIES RIM EXIT, WS 8800 SERIES RIM EXIT, AND WS-8900 SERIES MORTISE EXIT MAYBE PREFIXED
53, 55, 55-56, 56, 57, 58, AWE, B, BT, ET, KP, LK, LU, M1, N1, N2, PA, PK, P1, P2, IPSKM, CPKM, IPSM, CPM, IM,
IKM, PRX, S1, S2, S3, IA, IK, IN, TK, TL, TP AND TU.

USE HC980, 12-HC980, HCL980, 12-HCL980 HARDWARE MULLION WITH THE HC8800 SERIES RIM EXIT.

SERIES HT-56- CAN BE USED SAME AS THE 53-56- ON THE 80 SERIES DEVICES. EXCEPTIONS INCLUDE THE
FOLLOWING PREFIXES EITHER USED ALONE OR IN COMBINATION: 53-, 55-, 57-, 58-, 59- AND AL.
ALL 80 SERIES EMPLOYING HIO TECHNOLOGY AND THE 55 OPTION ARE DESIGNATED HT-55-.

THE MD8600 SERIES CONCEALED VERTICAL ROD EXIT AND 7000 SERIES CONCEALED MULTI-POINT LOCK MAY BE
PREFIXED 53, 55, 56, 58, 59, BT & ET.

ON PAIRS OF DOORS, ONE LEAF OF THE PAIR UTILIZING WITH THE MD8600 SERIES CONCEALED VERTICAL ROD
EXIT,

7000 CONCEALED MULTI-POINT LOCK OR HC4-8700 / HC-8700 SURFACE VERTICAL ROD MAY BE REPLACED WITH
TWO 988CR SURFACE BOLTS. THE LOCAL BUILDING OFFICIAL MUST APPROVE THIS CONFIGURATION OF HARDWARE
FOR USE IN A MEANS OF EGRESS.

THE IN 10 ACCESS CONTROL MAY BE USED WITH WITH 10X CYLINDRICAL LOCK AND THE 8200 AND THE R8200
MORTISE LOCKS.

BUTT HINGES

FRANK BENNARDO, PE
PE# 0046549 CA# 9885

AUGUST 19, 2026

e 2 HINGES ARE REQUIRED FOR DOORS UP TO AND INCLUDING 60 INCHES IN HEIGHT

e 3 HINGES ARE REQUIRED FOR DOORS OVER 60 INCHES IN HEIGHT AND UP TO AND INCLUDING 90" IN HEIGHT
e 4 HINGES ARE REQUIRED FOR DOORS OVER 90 INCHES IN HEIGHT AND UP TO AND INCLUDING 96" IN HEIGHT
ADDITIONAL HINGES BEYOND THOSE REQUIRED MAY BE REQUIRED.

ASSA ABLOY ACCENTRA

7150(F)WS / 7250M(F)WS RIM EXIT AND 7170(F)WS SURFACE VERTICAL ROD MAY BE SUFFIXED WITH ANY
COMBINATION OF A, B, O, OR S.

USE M200FWS OR KRM200FWS MULLION WITH THE 7150(F)WS / 7250M(F)WS RIM EXIT.

ON PAIRS OF DOORS, ONE LEAF OF THE PAIR UTILIZING WITH THE 7170(F)WS SURFACE VERTICAL ROD MAY BE
REPLACED WITH TWO 988CR SURFACE BOLTS. THE LOCAL BUILDING OFFICIAL MUST APPROVE THIS
CONFIGURATION OF HARDWARE FOR USE IN A MEANS OF EGRESS

ACCESS CONTROL MAY BE USED.

SECURITRON

THE MUNL MAY BE USED ON 60 PSF RATED SINGLE 3'0” X 7'0” ASSEMBLIES WITH A MORTISE CORBIN RUSSWIN
ML2000, SARGENT 7800/8200/R8200, OR ASSA ABLOY ACCENTRA 8800 MORTISE LOCK. THE UNL MAY BE USED ON
60 PSF RATED SINGLE 3'0” X 7'0” ASSEMBLIES WITH A CORBIN RUSSWIN CL3100 / CLX3300 / CL3800, SARGENT
6500 / 7 /10X, OR ASSA ABLOY ACCENTRA / 5300LN / 5400CK / 5400LN CYLINDRICAL LOCKS.
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THE HARDWARE MODELS BELOW MAY ALSO BE USED FOR THE SIZES AND DESIGN PRESSURES INDICATED.
CONCEALED VERTICAL RODS AND SURFACE VERTICAL RODS MAY BE USED IN A PAIRED CONFIGURATION.
RIM EXITS MAY BE USED IN PAIRED CONFIGURATION WITH A HURRICANE RATED MULLION

DESIGN PRESSURE SIZE HARDWARE TYPE | MIN, GAUGE | CORBIN RUSSWIN SARGENT
o - PED5600 M107 WS-PES900
60 30X ARG MORTISE EXIT 18 PED5600 A M107* | WS-12-PE8900*
PED5200 HC HC-PE8800
* - - *
60 310" x 7'-0" RIM EXIT 18 PED5200 A HC 12-HC-PE8800

PED5200 M107 WS-PE8800
PED5200 A M107*| WS-12-PE8800*

60 3'-0" x 8'-0" SINGLE CONCEALED 16
6'-0" x 8'-0" PAIR VERTICAL ROD

PED5800 MD 107 HC-MD-PE8600
PED5800 MD HC WS-MD-PE8600

3'-0" x 8'-0" SINGLE
60 60" x 80" PAIR RIM EXIT 16

PED5200 HC HC-PE8800
PED5200 A HC* 12-HC-PE8800*

60 3'-0" x 8'-0" SINGLE SURFACE 16

6'-0" x 8'-0" PAIR VERTICAL ROD PED5400 HC

HC-PE8700

20 4'-0" x 8'-0" SINGLE CONCEALED 16
8'-0" x 8'-0" PAIR VERTICAL ROD

PED5800 MD 107 | HC-MD-PE8600
PED5800 MD HC WS-ME-PE860

4'-0" x 8'-0" SINGLE PED5200 HC

70 80" x 8'-0" PAIR RIM EXIT 16 PED5200 86 HC-PE8800
4'-0" x 8'-0" SINGLE SURFACE

65 8'-0" x 8'-0" PAIR VERTICAL ROD 16 PED5400 HC HC-PE8700

150 4'-0" x 8'-0" SINGLE SURFACE 14 PED5400 HC4 HC4-8700

VERTICAL ROD PED5400 A HC4* 12-HC4-PE8700*

8'-0" x 8'-0" PAIR
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*INDICATED A FIRE RATED EXIT HARDWARE MAY BE USED ON A SINGLE DOOR
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