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CECO DOOR PRODUCTS
DIVISION OF ASSA ABLOY DOOR GROUP, INC.

CECO GLAZED & LOUVERED SINGLE DOORS
LARGE MISSILE IMPACT (LMI) - LEVEL "D"
HVHZ

NON-SITE-SPECIFIC STRUCTURAL PERFORMANCE EVALUATION. A DESIGN PROFESSIONAL SHALL BE
RESPONSIBLE FOR CERTIFYING THE APPLICATION OF THIS INFORMATION TO ANY SITE-SPECIFIC LOCATION.

MAXIMUM ALLOWABLE AS NOTED IN DESIGN
DESIGN PRESSURES (ASD): TABLE

GENERAL NOTES:

8/19/2026 4:54 PM

1.

10.

11.

13.

14.

15.

THE SYSTEM DESCRIBED HEREIN COMPLY AND HAVE BEEN DESIGNED AND TESTED
IN ACCORDANCE WITH THE FLORIDA BUILDING CODE 9TH EDITION (2026)

FOR USE WITHIN AND OUTSIDE THE HIGH VELOCITY HURRICANE ZONE (HVHZ).
DESIGN PRESSURES NOTED HEREIN ARE BASED ON MAXIMUM TESTED PRESSURES
DIVIDED BY 1.5 SAFETY FACTOR

WIND LOAD DURATION FACTOR Cd = 1.6 HAS BEEN USED FOR WOOD ANCHOR
DESIGN.

THE ARCHITECT/ENGINEER OF RECORD FOR THE PROJECT SUPERSTRUCTURE WITH
WHICH THIS DESIGN IS USED SHALL BE RESPONSIBLE FOR THE INTEGRITY OF ALL
SUPPORTING SURFACES TO THIS DESIGN WHICH SHALL BE COORDINATED BY THE
PERMITTING CONTRACTOR. WOOD BUCKS (BY OTHERS) SHALL BE ANCHORED
PROPERLY TO TRANSFER LOADS TO EXISTING STRUCTURE

THE SYSTEM DETAILED HEREIN IS GENERIC AND DOES NOT PROVIDE
INFORMATION FOR A SPECIFIC SITE. FOR SITE CONDITIONS DIFFERENT FROM THE
CONDITIONS DETAILED HEREIN, A LICENSED ENGINEER OR REGISTERED
ARCHITECT SHALL PREPARE SITE SPECIFIC DOCUMENTS FOR USE IN CONJUNCTION
WITH THIS DOCUMENT.

THE CONTRACTOR IS RESPONSIBLE TO INSULATE ALL MEMBERS FROM DISSIMILAR
MATERIALS TO PREVENT ELECTROLYSIS.

FOR PERMANENT OUTDOOR INSTALLATIONS, ALL EXPOSED ANCHORS, FASTENERS,
CONNECTORS, AND METAL PLATES SHALL BE CORROSION RESISTANT. CORROSION
RESISTANCE MAY BE PROVIDED BY INHERENT MATERIAL COMPOSITION OR, WHERE
PERMITTED BY CODE, BY AN APPROVED PROTECTIVE COATING OR
GALVANIZATION. WHERE APPLICABLE NEAR A SALTWATER COASTLINE, SUCH
COMPONENTS SHALL COMPLY WITH FBC SECTION 1711, INCLUDING APPLICABLE
REQUIREMENTS FOR EXPOSED, PROTECTED, OR ENCLOSED CONDITIONS.
MATERIALS, COATINGS, AND FINISHES SHALL BE COMPATIBLE WITH CONNECTED
MATERIALS, AND PROTECTIVE COATINGS SHALL BE CONTINUOUS OVER EXPOSED
SURFACES. FASTENERS USED WITH ALUMINUM MEMBERS SHALL ALSO COMPLY
WITH SECTION J.3.7.2 OF THE ALUMINUM DESIGN MANUAL, “SPECIFICATION FOR
ALUMINUM STRUCTURES.” SUBSTITUTION OF COMPONENTS FROM ALTERNATE
MANUFACTURERS, OR WITH DIFFERENT MATERIALS, COATINGS, OR FINISHES,
SHALL NOT BE ASSUMED EQUIVALENT AND MAY REQUIRE ADDITIONAL
ENGINEERING REVIEW OR SITE-SPECIFIC ANALYSIS.

REFER TO FASTENER MANUFACTURER'S PUBLISHED DATA SHEETS AND
RECOMMENDATIONS FOR FASTENER INSTALLATION INSTRUCTIONS.

ENGINEER SEAL AFFIXED HERETO VALIDATE STRUCTURAL DESIGN AS SHOWN
ONLY. USE OF THIS SPECIFICATION BY CONTRACTOR, et. al. INDEMNIFIES & SAVES
HARMLESS THIS ENGINEER FOR ALL COST & DAMAGES INCLUDING LEGAL FEES &
APPELLATE FEES RESULTING FROM MATERIAL FABRICATION, SYSTEM ERECTION, &
CONSTRUCTION PRACTICES BEYOND THAT WHICH IS CALLED FOR BY LOCAL,
STATE & FEDERAL CODES & FROM DEVIATIONS OF THIS PLAN.

PRESSURE VALUES IN THIS APPROVAL ARE (ASD) ALLOWABLE DESIGN PRESSURES
U.N.O.

PRODUCTS SHALL BE LABELED IN ACCORDANCE WITH THE FLORIDA BUILDING
COMMISSION AND THE FLORIDA DEPARTMENT OF BUSINESS & PROFESSIONAL
REGULATION SPECIFICATION AS IS APPLICABLE. (SEE FBC SECTION 1709 FOR
REQUIREMENTS).

ALTERATIONS ADDITIONS OR OTHER MARKINGS TO THIS DOCUMENT ARE NOT
PERMITTED AND INVALIDATE THIS CERTIFICATION.

EXCEPT AS EXPRESSLY PROVIDED HEREIN, NO ADDITIONAL CERTIFICATIONS OR
AFFIRMATIONS ARE INTENDED.

FRANK BENNARDO, PE
PE# 0046549 CA# 9885

AUGUST 19, 2026

ek, Digitally signed by
" Frank Bennardo
'Date: 2026.08.20
16:20:26 -04'00'

NOTE REGARDING USE OF THIS DOCUMENT & FL# 16355.4
USE OUTSIDE FLORIDA:

THIS IS A NON-SITE-SPECIFIC STRUCTURAL PERFORMANCE
EVALUATION. THIS PRODUCT EVALUATION IS VALID FOR USE
IN FLORIDA ONLY. USE OF THIS EVALUATION REQUIRES A
REVIEW & CERTIFICATION BY A LOCAL DESIGN PROFESSIONAL
WHO SHALL BE RESPONSIBLE FOR THE PROPER ADAPTATION
OF THIS GENERAL PERFORMANCE EVALUATION TO ANY
SITE-SPECIFIC PROJECT. CONTACT THIS OFFICE AT
ENGINEERINGEXPRESS.COM/QUOTE FOR ASSISTANCE
WITH YOUR PROJECT-SPECIFIC NEEDS & FOR ADAPTATION &
CERTIFICATION OF THIS DOCUMENT OUTSIDE OF FLORIDA.

ENGINEER SIGNATURE & SEAL NOTICE:

ENGINEERING
EXPRESS*®

POSTAL ADDRESS:
2234 NORTH FEDERAL HWY #7664

*PRINTED COPIES OF THIS DOCUMENT ARE NOT CONSIDERED
SIGNED & SEALED. SIGNATURE MUST BE VERIFIED ON ANY
ELECTRONIC COPIES.

*FOR FLORIDA STATEWIDE PRODUCT APPROVALS (FSAs)
REGISTERED & APPROVED WITH THE STATE OF FLORIDA:
ORIGINAL, SEALED COPIES OF APPROVED FLORIDA PRODUCT
APPROVALS ARE NOT REQUIRED FOR PERMIT.

SEE ECALC.IO/SEAL TO LEARN MORE.

BOCA RATON, FL 33431
ENGINEERINGEXPRESS.COM

EX

(INSTRUCTIONS FOR USING THIS APPROVAL\

STEP 1: USE THE DOOR ELEVATIONS PROVIDED ON PAGE 2 THROUGH 4 TO
DETERMINE THE APPLICABLE ASSEMBLY NUMBER

STEP 2: MOVE TO THE CHART BELOW THE DOOR ELEVATIONS, ALSO ON PAGE 2
THROUGH 4, AND LOCATE YOUR ASSEMBLY NUMBER. BY SCANNING
HORIZONTALLY THROUGH THE SAME ROW OF YOUR ASSEMBLY NUMBER, YOU
WILL BE ABLE TO DETERMINE THE APPROVED DOOR SERIES, MIN DOOR
THICKNESS, MAX DESIGN PRESSURE, MAX DOOR OPENINGS, SWINGING
OPTIONS, LATCHING HARDWARE FOR PANELS.

9159 TELECOM DRIVE
MILAN, TN 38358

STEP 3: USE PAGES 6 THROUGH 8 TO DETERMINE YOUR GLAZING METHOD

STEP 4: USE PAGE 9 TO DETERMINE YOUR FRAMING PROFILES AND FRAMING
CONSTRUCTION OPTIONS

DIVISION OF ASSA ABLOY DOOR GROUP, INC.

STEP 5: USE THE TABLES ON PAGE 10 AND 11 TO DETERMINE THE ANCHOR TYPE
AND SPACING, BASED ON THE YOUR PRESSURE AND SUBSTRATE CRITERIA

CECO DOOR PRODUCTS
COMMERCIAL STEEL EXTERIOR DOORS
GLAZED SINGLE DOORS (LMI) - FBC 9TH ED. (2026)

STEP 6: USE THE DETAILS PROVIDED ON PAGE 12 AND 13 TO DETERMINE YOUR
WEATHERSTRIPPING OPTIONS

FLORIDA STATEWIDE APPROVAL (FSA FL#16355.4)

CecoDoor
ASSA ABLOY

7 N

SHEET INDEX

# SHEET | DESCRIPTION
1 COVER SHEET

06/28/13
06/12/15
10/03/17
12/17/20
10/18/23
08/17/26

B
FLB

E
AMZ |RS
CCB

2-6 ASSEMBLY OPTIONS

DRWN|CHKD | DATE
FLB

RWN |CSL
JEM

TAl
ABF

7 OPTIONAL ASSEMBLY OPTIONS

8-10 GLAZING DETAILS

11 DOOR FRAME DETAILS
12-13 DOOR FRAME ANCHORING INFORMATION

14-15 DOOR FRAME WEATHER STRIPPING INFORMATION

INIT ISSUE (12-CUI-03g-01) |KL
2023 FBC (PREV 20-34881)

2017 FBC UPDATE
2026 FBC UPDATE

2020 FBC UPDATE

REMARKS
FBC UPDATE

16 MANUFACTURERS AND ENGINEERS NOTES

VISIT ECALC.IO/ASSAABLOY

FOR SITE-SPECIFIC DEVIATIONS
& MORE INFORMATION ABOUT THIS DOCUMENT
OR SCAN THIS QR CODE
VISIT ENGINEERINGEXPRESS.COM/STORE
FOR ADDITIONAL PLANS, REPORTS & RESOURCES

Iy

16
ASSA ABLOY, the global leader in door opening solutions. @ Eﬂ

COPYRIGHT ENGINEERING EXPRESS®

26-102035

SCALE: NTS UNLESS NOTED

16 TOTAL
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CECO DOOR GLAZED SINGLE DOORS PR 0046546 CAf 0685 AUGUST 19, 2026

PRODUCTS ILLUSTRATED IN THIS DOCUMENT ARE QUALIFIED FOR LARGE AND SMALL MISSILE IMPACT. LARGE MISSILE IMPACT IS 9 LB 2 X 4 AT 50 FEET PER SECOND OR 350 FT-LBS.
(MISSILE LEVEL D) PRODUCT MEETS REQUIREMENTS OF THE HIGH VELOCITY HURRICANE ZONE.
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Required Required Required Required Required Required Required Required - El § ;
+/-70 PSF +/-50 PSF +/-70 PSF +/-50 PSF +/-70 PSF +/-50 PSF +/-70 PSF +/-50 PSF Q % aw
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Assembly Door Series Pressure . Glass . a Sag
Door Gauge (bsh) (inches) (inches) Leaf Swing O 2 Owm
. w = =
Positive | Negative | Width | Height | Width | Heignt | (% ™) Type Brand Model Q° 9 =
b
. . _a . Concealed HC-MD-8600, HC-MD-12-8600, 5 oV«
1 Trio, Trio-E 18 70 70 48 96 32 42 1344 Out Swing Vertical Rod Sargent WS-MD-8600, WS-MD-12-8600 § % C g E
Corbin Russwin ED5470(B) x M107 § % 9
- Surface Sargent HC4-8700 I a o
. . a
2 Trio, Trio-E 18 70 70 48 96 32 42 1344 Out Swing Vertical Rod ASSA ABLOY NS
ACCENTRA (F) CIEENIIN
g9D|9IT|T|g
_ Concealed Sargent WS-12-7000, HC-12-7000 aEEEREE
3 Trio, Trio-E® 18 70 70 48 96 32 42 1344 Out Swing Two Point a
Lock Corbin Russwin MP9800 (A/B) x M107 EE R
B N [EII™LS] L|x|o
Mortise Lock Corbin Russwin ML2000 g z =il
4 Trio, Trio-E° 18 70 70 | 48 | 9% 32 42 1344 | In-Swing | LatchBolt& Sargent 7800, 8200, R&200 AT
! DeadBolt | ASSAABLOY 8800 g g
ACCENTRA g g
a - Glazing may be Glasslam Safety Plus |I; 3 S S|w
Butt McKinney 4-1/2" x 4-1/2” 0.134” thick minimum steel hinges or any FBC approved butt hinges may be used. Any SDImember hinge locations may be used. @ Slw|E|E Eé
Hinges Continuous Markar FM100, FM200, FM300, FM3500, FM100, FM1111, or HG305; Pemko CFMSLF-HD continuous hinges or any FBC approved continuous hinge may be used S % s 28|88
Pivots Rixson 195 Pivot set with M19 intermediate pivots may be used § % § SEE g
1" diameter and smaller preparations for door position switches, Door position switches that fit in a cutout measuring 1.25” x 4.875”; Securitron EPT, SEPT, and CEPT cop:m:m:w;w?s;me EXPRESS®
Auxiliary Hardware may be used.
Maglocks may be used in addition to the hardware listed above. Viewers with 1" and smaller hole preparation may be used. 26-102035
SCALE: NTS UNLESS NOTED
OF
*In-Swing Configurations not approved for water infiltration. ** SUBSTITUTIONS, WITH FBC COMPONENT APPROVALS, MAY BE USED AS LONG AS THE SUBSTITUTIONS 16
See Hardware notes for additional Hardware options. ARE WITHIN THE LIMITING DESIGN PARAMETERS OF THIS APPROVAL AND THE COMPONENT APPROVAL.




z:\shared\projects\26-\26-102032 2026 multiple product fbc update fl16355\work\2026 fbc\drawings & cad\26-102035 - f|16355.4 - dwg 4.dwg

AJBER

8/19/2026 4:54 PM

CECO DOOR GLAZED SINGLE DOORS PR 0046546 CAf 0685 AUGUST 19, 2026

PRODUCTS ILLUSTRATED IN THIS DOCUMENT ARE QUALIFIED FOR LARGE AND SMALL MISSILE IMPACT. LARGE MISSILE IMPACT IS 9 LB 2 X 4 AT 50 FEET PER SECOND OR 350 FT-LBS.
(MISSILE LEVEL D) PRODUCT MEETS REQUIREMENTS OF THE HIGH VELOCITY HURRICANE ZONE.

MORTISE LOCK
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. Minimum Door Opening Area per Door Latching Hardware Description o3z |l=malk
Assembly Door Series Pressure . Glass . 990 F |« 3
Door Gauge (inches) , Leaf Swing oo |82
(psf) (inches) (sq.in) <@z 5 ~S
Positive | Negative | Width | Height | Width | Height 4n Type Brand Model 8 § E = ; 2 g
Medallion, Legion, Omega, . Concealed HC-MD-8600, HC-MD-12-8600 [als o Wy &
) ’ o [ a4
@ Regent, Ultra,”” 1 €0 60 R 24 e 1984 1 OUtSWING | \jortical Rod Sargent WS-MD-8600, WS-MD-12-8600 O3 "o u
Corbin Russwin ED5200S(A) x M107 Ob S a %
Medallion, Legion, Omega, ) i i - S w
glon, ~meg 16 60 60 48 % 24 66 1584 | OutSwing | m Exit Sargent HC8800, 12-HC8800 Ll = fgk
Regent, Ultra,* Device ASSA ABLOY 2150 EIWS/7250MEYWS @) zzhE
ACCENTRA (F) (F) - 50 <
g9 [8gé
Medallion, Legion, Omega, _ Surface Corbin Russwin ED5470(B) x M107 § e g g
ab 16 60 60 48 96 24 66 1584 Out Swing . S i
Regent, Ultra,” Vertical Rod ASSA ABLOY 7170(F)WS Il oW
ACCENTRA (F) e
Imperial, Medallion, Legion, Concealed HRRESE g
Omega, Regent, Ultra, 16 60 60 48 96 24 66 1584 Out Swing Two Point Sargent WS-12-7000, HC-12-7000 SEEENEE
a,b
Versadoor Lock — . YEI g AN
Out Swing | Mortise Lock | —=0rPIN RUSSWIN geeorrre
@ Imperial, Versadoor™® 16 60 60 48 % 24 66 1584 or Latch Bolt & Asgf\rizttm 7800, 8200, R8200 M
In Swing Dead Bolt ACCENTRA 8800 < _
a - Glazing may be Glasslam Safety Plus II; g 3
b - Glazing may be 1/4" thick polycarbonate, Width limited to 22", Height limited to 33-1/2" § E % SE
Buitt McKinney 4-1/2" x 4-1/2” 0.134” thick minimum steel hinges or any FBC approved butt hinges may be used. Any SDI member hinge locations may be used. g oEI5S £
*% 2 OO0
Hinges Continuous Markar FM100, FM200, FM300, FM3500, FM100, FM1111, or HG305; Pemko CFMSLF-HD continuous hinges or any FBC approved continuous hinge may be used <8 g £ E £ 8
Pivots Rixson 195 Pivot set with M19 intermediate pivots may be used HEEBEIELE
1" diameter and smaller preparations for door position switches, Door position switches that fit in a cutout measuring 1.25” x 4.875”; Securitron EPT, SEPT, and CEPT COPYRIGHT ENGINEERING EXPRESS®
Auxiliary Hardware may be used. 26-102035
Maglocks may be used in addition to the hardware listed above. Viewers with 1" and smaller hole preparation may be used.
SCALE: NTS UNLESS NOTED
OF
*%
*In-Swing Configurations not approved for water infiltration. SUBSTITUTIONS, WITH FBC COMPONENT APPROVALS, MAY BE USED AS LONG AS THE SUBSTITUTIONS 16
See Hardware notes for additional Hardware options. ARE WITHIN THE LIMITING DESIGN PARAMETERS OF THIS APPROVAL AND THE COMPONENT APPROVAL.
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CECO DOOR GLAZED SINGLE DOORS

PRODUCTS ILLUSTRATED IN THIS DOCUMENT ARE QUALIFIED FOR LARGE AND SMALL MISSILE IMPACT. LARGE MISSILE IMPACT IS 9 LB 2 X 4 AT 50 FEET PER SECOND OR 350 FT-LBS.

(MISSILE LEVEL D) PRODUCT MEETS REQUIREMENTS OF THE HIGH VELOCITY HURRICANE ZONE.
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FRANK BENNARDO, PE
PE# 0046549 CA# 9885

AUGUST 19, 2026

36" MAX DOOR

OPENING WIDTH

FL# 16355.4

36" MAX DOOR
OPENING WIDTH

ENGINEERING
EXPRESS*®

POSTAL ADDRESS:
2234 NORTH FEDERAL HWY #7664

BOCA RATON, FL 33431
ENGINEERINGEXPRESS.COM

EX

ASSEMBLY 10 ASSEMBLY 11 ASSEMBLY 12 ASSEMBLY 13 ASSEMBLY 14
Design Pressure Design Pressure Design Pressure Design Pressure Design Pressure Design Pressure Design Pressure Design Pressure Design Pressure Design Pressure
Where Water Where Water Where Water Where Water Where Water Where Water Where Water Where Water Where Water Where Water
Infiltration Is NOT Infiltration IS Infiltration Is NOT Infiltration IS Infiltration Is NOT Infiltration IS Infiltration Is NOT Infiltration IS Infiltration Is NOT Infiltration 1S
Required Required Required Required Required Required Required Required Required Required
+/-60 PSF +/-50 PSF +/-60 PSF +/-50 PSF +/-60 PSF +/-50 PSF +/-60 PSF +/-50 PSF +/-60 PSF +/-50 PSF
Maximum Maximum Maximum Maximum
) Minimum Design Door Opening Exposed Area per Door Latching Hardware Description
Assembly Door Series Pressure . Glass :
Door Gauge (inches) . Leaf Swing
(psf) (inches) (sq.in)
Positive | Negative | Width | Height | Width | Height 4 mn Type Brand Model
. Corbin Russwin ML2000
. . Mortise Lock
Medallion, Legion, Omega, )
glon, meg 16 60 60 48 % 24 66 1584 | OutSwing | Latch Bolt& Sargent 7800, 8200, R8200
Regent, Ultra® Dead Bolt ASSA ABLOY 8800
ea ACCENTRA ’
imperial, Medallion, Legion, Concealed HC-MD-8600, HC-MD-12-8600
Omega, Regent, Ultra, i ) e ' el '
@ J g o 16 60 60 36 96 24 66 1584 Out Swing Vertical Rod Sargent WS-MD-8600, WS-MD-12-8600
Versadoor®
Imperial, Medallion, Legion, rim Corbin Russwin ED5200S(A) x M107
@ Omega, Regent, Ultra, 16 60 60 36 | % 24 66 1584 | OutSwing | 0 Asgf\rigttoy HC8800, 12-HC8800
a,b
Versadoor ACCENTRA 7150(F)WS/7250M(F)WS
Imperial, Medallion, Legion, Surface Corbin Russwin ED5470(B) x M107
Omega, Regent, Uttra, 16 60 60 36 | % 24 66 1584 | OutSwing | > = Sargent HC8700, 12-HC8700
ab ertical Rod ASSA ABLOY 7170(F)WS
Versadoor ACCENTRA (F)
Imperial, Medallion, Legion, Concealed Sargent WS-12-7000, HC-12-7000
Omega, Regent, Ultra, 16 60 60 36 9% 24 66 1584 | OutSwing | Two Point
Versadoor®® Lock Corbin Russwin MP9800 (A/B) x M107
a - Glazing may be Glasslam Safety Plus II;
b - Glazing may be 1/4" thick polycarbonate, Width limited to 22", Height limited to 33-1/2"
Butt McKinney 4-1/2” x 4-1/2” 0.134” thick minimum steel hinges or any FBC approved butt hinges may be used. Any SDI member hinge locations may be used.
Hinges Continuous Markar FM100, FM200, FM300, FM3500, FM100, FM1111, or HG305; Pemko CFMSLF-HD continuous hinges or any FBC approved continuous hinge may be used
Pivots Rixson 195 Pivot set with M19 intermediate pivots may be used
1" diameter and smaller preparations for door position switches, Door position switches that fit in a cutout measuring 1.25” x 4.875”; Securitron EPT, SEPT, and CEPT
Auxiliary Hardware may be used.
Maglocks may be used in addition to the hardware listed above. Viewers with 1" and smaller hole preparation may be used.

*In-Swing Configurations not approved for water infiltration.

See Hardware notes for additional Hardware options.

** SUBSTITUTIONS, WITH FBC COMPONENT APPROVALS, MAY BE USED AS LONG AS THE SUBSTITUTIONS
ARE WITHIN THE LIMITING DESIGN PARAMETERS OF THIS APPROVAL AND THE COMPONENT APPROVAL.
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SCALE: NTS UNLESS NOTED
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CECO DOOR GLAZED SINGLE DOORS PR 0046545 CAf 9685 AUGUST 19, 2026

PRODUCTS ILLUSTRATED IN THIS DOCUMENT ARE QUALIFIED FOR LARGE AND SMALL MISSILE IMPACT. LARGE MISSILE IMPACT IS 9 LB 2 X 4 AT 50 FEET PER SECOND OR 350 FT-LBS.
(MISSILE LEVEL D) PRODUCT MEETS REQUIREMENTS OF THE HIGH VELOCITY HURRICANE ZONE.
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& DEAD BOLT & DEAD BOLT RIM MORTISE
EXIT DEVICE EXIT DEVICE
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14 ~ x L 4" MAX x T <
8y 84 SO N | TvPicaL 38 [N U] 8 o
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Design Pressure Design Pressure Design Pressure Design Pressure Design Pressure Design Pressure Design Pressure Design Pressure & E
Where Water Where Water Where Water Where Water Where Water Where Water Where Water Where Water N
Infiltration Is NOT Infiltration 1S Infiltration Is NOT Infiltration IS Infiltration Is NOT Infiltration 1S Infiltration Is NOT Infiltration 1S
Required Required Required Required Required Required Required Required n g -
+/-60PSF N/A +/-60PSF +/-50 PSF +/-60PSF +/-50 PSF +/-60PSF +/-50 PSF — E § N
O3 S 3
: : D2 2ag 9
Maximum Maximum Maximum Maxi O w g w
. Design . Exposed aximum . - Oszsx|afEL
. Minimum Door Opening Area per Door Latching Hardware Description Q x B v O <
Assembly Door Series Pressure . Glass . @ o v |59
Door Gauge (psh) (inches) (inches) Leaf Swing azzo|S8s
sq. in. 2 QF "t 2
Positive | Negative | Width | Height | Width | Height (sg.in.) Type Brand Model X233 |g <
Corbin Russwin ML2000 Oz 3[2s8
Out Swing | Mortise Lock OY % g |d 2 o
@ imperial, Versadoor*? 16 60 60 | 36 | 9% 24 66 | 1584 or Latch Bolt & Sargent 7800, 8200, R8200 Ass [Egx
nSwing* | DeadBolt | ASSAABLOY 8800, $8800 x SYM z 798
ACCENTRA : Oo 29 S
. Corbin Russwin ML2000 O 2 S
. ; Mortise Lock w2 [ =
Medallion, Legion, Omega, )
gion, ¥ meg 16 60 60 3% % 24 66 1584 | OutSwing | Latch Bolt & Sargent 7800, 8200, R8200 - s 28
Regent, Ultra™ Dead Bolt ASSA ABLOY 8800 = = =0
ACCENTRA g § 8 a <Dt
Corbin Russwin ED5200S(A) x M107 2|9 § g
Sargent HC8800, 12-HC8800 ﬁ % o
Imperial, Medallion, Legion, Rim Exit Sargent WS-8800, WS-12-8800
@ Omega, Regen’:,bUﬂra, 18 60 60 36 84 24 66 1584 Out Swing Device VingCard Elsafe VC3000 E NEEEE §
Versadoor” AS HINEEREE
ASSA ABLOY Sl T
ACCENTRA 7150(F)WS/7250M(F)WS £lalala), s
QLo wixo
Im perial, Medallion, Legion, § 2| <l
Omega, Regent, Ultra, 18 60 60 36 84 24 66 1584 Out Swing | Mortise Exit Sargent WS-8900, WS-12-8900 HEEEREE
Versadoor™® s =
a - Glazing may be Glasslam Safety Plus II; § wlw §
b - Glazing may be 1/4" thick polycarbonate, Width limited to 22", Height limited to 33-1/2" w 2l =|= & §
Butt McKinney 4-1/2" x 4-1/2” 0.134” thick minimum steel hinges or any FBC approved butt hinges may be used. Any SDI member hinge locations may be used. Xy =23 %%
Hinges** Continuous Markar FM100, FM200, FM300, FM3500, FM100, FM1111, or HG305; Pemko CFMSLF-HD continuous hinges or any FBC approved continuous hinge may be used % % % E E L s
Pivots Rixson 195 Pivot set with M19 intermediate pivots may be used 22|88 SIS
1" diameter and smaller preparations for door position switches, Door position switches that fit in a cutout measuring 1.25” x 4.875"; Securitron EPT, SEPT, and CEPT e
Auxiliary Hardware may be used. 26-102035
Maglocks may be used in addition to the hardware listed above. Viewers with 1" and smaller hole preparation may be used. SCALE: NTS UNLESS NOTED
OF
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CECO DOOR GLAZED SINGLE DOORS

PRODUCTS ILLUSTRATED IN THIS DOCUMENT ARE QUALIFIED FOR LARGE AND SMALL MISSILE IMPACT. LARGE MISSILE IMPACT IS 9 LB 2 X 4 AT 50 FEET PER SECOND OR 350 FT-LBS.

(MISSILE LEVEL D) PRODUCT MEETS REQUIREMENTS OF THE HIGH VELOCITY HURRICANE ZONE.

MORTISE LOCK

FRANK BENNARDO, PE
PE# 0046549 CA# 9885

AUGUST 19, 2026

FL# 16355.4

ENGINEERING
EXPRESS*®

POSTAL ADDRESS:
2234 NORTH FEDERAL HWY #7664

BOCA RATON, FL 33431
ENGINEERINGEXPRESS.COM

EX

CYLINDRICAL WITH OR WITHOUT
LOCK DEAD BOLT
! |
v T
Ouw o0
QT O w
0 QT .
<§’: e o) X O o)
Z <z
Y =Z
o O = W
o Sa
\ o
36" MAX DOOR 36" MAX DOOR
OPENING WIDTH OPENING WIDTH
ASSEMBLY 19 ASSEMBLY 20
Design Pressure Design Pressure Design Pressure Design Pressure
Where Water Where Water Where Water Where Water
Infiltration Is NOT Infiltration IS Infiltration Is NOT Infiltration 1S
Required Required Required Required
+/-60 PSF +/-50 PSF +/-60 PSF +/-50 PSF
Maximum Maximum Maximum Maximum
. Minimum Design Door Opening Exposed Area per Door Latching Hardware Description
Assembly Door Series Pressure . Glass 3
Door Gauge (inches) , Leaf Swing
(psf) (inches) (sq. in)
Positive | Negative | Width | Height | Width | Height g.mn Type Brand Model
Imperial, Medallion, Legion, Out Swing Cvlindrical Corbsln Rustswm CL;’;SS 7CL1)§;?O1%)%_737800
19 Omega, Regent, Ultra, 18 60 60 36 84 24 66 1584 or yﬂcﬁ(’a S siri;rl]_ o7 £ T
a,b I H *
Versadoor n Swing ACCENTRA 5300LN, 5400CK, 5400LN,
Corbin Russwin ML2000,
Imperial, Medallion, Legion, Out Swing Sargent 7800, 8200, R8200
20 Omega, Regent,bUItra, 18 60 60 36 84 24 66 1584 or Mortise Lock | VingCard Elsafe ANSI, Classic, Signature
Versadoor® In Swing* AS
ASSA ABLOY
ACCENTRA 8800

a - Glazing may be Glasslam Safety Plus II;
b - Glazing may be 1/4" thick polycarbonate, Width limited to 22", Height limited to 33-1/2"

Hinges

Butt McKinney 4-1/2" x 4-1/2” 0.134” thick minimum steel hinges or any FBC approved butt hinges may be used. Any SDI member hinge locations may be used.
Continuous Markar FM100, FM200, FM300, FM3500, FM100, FM1111, or HG305; Pemko CFMSLF-HD continuous hinges or any FBC approved continuous hinge may be used
Pivots Rixson 195 Pivot set with M19 intermediate pivots may be used

Auxiliary Hardware

1" diameter and smaller preparations for door position switches, Door position switches that fit in a cutout measuring 1.25” x 4.875”; Securitron EPT, SEPT, and CEPT

may be used.

Maglocks may be used in addition to the hardware listed above. Viewers with 1" and smaller hole preparation may be used.

*In-Swing Configurations not approved for water infiltration.
See Hardware notes for additional Hardware options.

** SUBSTITUTIONS, WITH FBC COMPONENT APPROVALS, MAY BE USED AS LONG AS THE SUBSTITUTIONS
ARE WITHIN THE LIMITING DESIGN PARAMETERS OF THIS APPROVAL AND THE COMPONENT APPROVAL.
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CECO DOOR GLAZED SINGLE DOORS

PRODUCTS ILLUSTRATED IN THIS DOCUMENT ARE QUALIFIED FOR LARGE AND SMALL MISSILE IMPACT. LARGE MISSILE IMPACT IS 9 LB 2 X 4 AT 50 FEET PER SECOND OR 350 FT-LBS.

(MISSILE LEVEL D) PRODUCT MEETS REQUIREMENTS OF THE HIGH VELOCITY HURRICANE ZONE.
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CECO DOOR GLAZED SINGLE DOORS

PRODUCTS ILLUSTRATED IN THIS DOCUMENT ARE QUALIFIED FOR LARGE AND SMALL MISSILE IMPACT.

(MISSILE LEVEL D) PRODUCT MEETS REQUIREMENTS OF THE HIGH VELOCITY HURRICANE ZONE.

GLAZING OPTION
GLASSLAM SAFETY PLUS II
LAMINATED GLASS
OR
1/4" THICK MAKROLON POLYCARBONATE
SHEET BY BAYER MATERIAL SCIENCE, LLC

30"
MAX.

M";N EXPOSED
GLASS

6" MIN |

MULTIPLE
KITS
ALLOWED

OQ

=

[
wo X
wm
o

MAX DESIGN PRESSURE +/- 70 PSF

GLASSLAM SAFETY PLUS Il AND POLYCARBONATE

1.) DESIGN PRESSURE 70 PSF

2.) MAXIMUM SIZE 32" X 42".

3.) MAXIMUM AREA PER LEAF IS 1344 SQ. IN.

4.) MULTIPLE LIGHTS ALLOWED

5.) POLYCARBONATE USED IN THE HVHZ MUST HAVE
A VALID NOA.

GLAZING OPTION
GLASSLAM SAFETY PLUS II
LAMINATED GLASS

24"
MAX
EXPOSED

-
_’IM‘N GLASS

6" MIN |

66"

MULTIPLE
KITS
ALLOWED

EXPOSE(
GLASS

MAX DESIGN PRESSURE +/- 60 PSF

GLASSLAM SAFETY PLUS I

1.) DESIGN PRESSURE 60 PSF

2.) MAXIMUM GLASS SIZE 24" X 66"

3.) MAXIMUM GLASS AREA PER LEAF IS 1584 SQ. IN.
4.) MULTIPLE LIGHTS ALLOWED.

LARGE MISSILE IMPACT IS 9 LB 2 X 4 AT 50 FEET PER SECOND OR 350 FT-LBS.

FRANK BENNARDO, PE
PE# 0046549 CA# 9885

ROCKWOOD LV-WS LOUVER

AUGUST 19, 2026

SECURITY
GRILLE

EXTERIOR INTERIOR
18 GA. MIN.

SURROUND
CHANNEL

GLAZING OPTION
ROCKWOOD LV-WS LOUVER

"
MAX.

6"
LOUVER
MIN WIDTH

: MULTIPLE
L8, LOUVERS

MAX, ALLOWED
LOUVER
HEIGHT

MAX DESIGN PRESSURE +/- 70 PSF

ROCKWOOD LV-WS LOUVER

1.) DESIGN PRESSURE - 70 PSF MAX.

2..) MAXIMUM LOUVER SIZE IS 34" X 78". MAY BE USED WITH CYLINDRICAL
LOCKS AND MORTISE LOCKS. CONTACT FACTORY FOR LIMITATIONS WHEN
USING EXIT DEVICES,

3.) 6" MINIMUM STILES AND RAILS REQUIRED.

4.) MULTIPLE LOUVERS ALLOWED PER DOOR UP TO 3652 SQ. IN.

5.) SURROUND CHANNEL REQUIRED

6.) LOUVER NOT QUALIFIED FOR AIR OR WATER INFILTRATION .
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CECO DOOR GLAZED SINGLE DOORS FE+ 0046545 Ch 95e5

PRODUCTS ILLUSTRATED IN THIS DOCUMENT ARE QUALIFIED FOR LARGE AND SMALL MISSILE IMPACT. LARGE MISSILE IMPACT IS 9 LB 2 X 4 AT 50 FEET PER SECOND OR 350 FT-LBS.
(MISSILE LEVEL D) PRODUCT MEETS REQUIREMENTS OF THE HIGH VELOCITY HURRICANE ZONE.

AUGUST 19, 2026

3/16" TEMP + .090" SPII + 3/16" TEMP
1/8" X 1/2" CLOSED CELL FOAM

0.625" : ) ) 0.625" GLAZING TAPE USED ON FIXED
— 3/16" TEMP +.090" SPII + 3/16" TEMP — 3/16" TEMP + .090" SPII + 3/16" TEMP AND REMOVABLE STOPS
M 2 0.625"
REMOVABLE PET ' REMOVABLE
GLASS FLAP REMOVABLE /)
| ‘ )~ SToP i : ; L~ GLASS b / GLASS STOP
0.625" 0-500" 1 « 0.500" A 0.500"
: . Z | DOW CORNING 995 0.750 %3 STOP 0.625" - |_—PET FLAP
1 T STRUCTURAL i f A L ) DOW CORNING 995 f
e E SILICONE N STRUCTURAL f h ¥
PET SILICONE GLAZING L I DOW CORNING 995
FLAP Il
1/8" X 1/2" CLOSED CELL sHiMS I\ N RISUCTURAL SILICORE
N FOAM GLAZING TAPE USED N ASNEEDED '\
ON FIXED AND REMOVABLE SURROUND CHANNEL REQUIRED

STOPS

GLAZING INSTRUCTIONS

1) Before removing the removable stops, check to be sure there are screws in every hole. Pre-drill holes with a #36 bit where there are screw holes but no screws. Do not remove stops.
2) Using a pencil, mark alignment marks on the removable stops and the door.

3) Unscrew the #6 x 1-1/4” oval head TEK screws from the removable stops and remove the removable stops. Keep the screws.

4) Apply 1/8” x 1/2” closed cell foam glazing tape to the fixed stop.

5) If there is plastic release on the foam glazing tape, pull the plastic release back about 2” from each end of the foam tape. Pull the plastic release around the fixed stop so it can be grasped after placing the Glasslam on the unexposed foam tape.

6) If there is paper release on the foam glazing tape, remove the paper release before glazing. Spray the exposed foam tape with a mild soap solution immediately before placing the Glasslam on the exposed foam tape.
7) Place glazing shims, as needed, then set the Glasslam on the foam glazing tape.
8) Adjust the Glasslam assembly, as necessary, to center the assembly in the cutout.
9) If the release is plastic, grasp the free end of the plastic release, while holding the Glasslam to keep it from moving. Then slowly pull the plastic release off the foam tape that was applied to the fixed stop.
10) Trim the PET flap so it does not extend beyond the removable glass stop.
11) Take a putty knife and insert it between the PET flap and the edge of the cutout in the door. Using the putty knife pull the PET flap away from the cutout in the door.
12) While holding the PET flap back away from the cutout with the putty knife, use a caulking gun to apply Dow Coming 995 silicone between the PET flap and the steel in the cutout of the door.
IMPORTANT: Ensure that the Dow Corning 995 silicone fully wets out or covers the PET flap and comes in contact with the steel around the cutout in the door.
13) Slowly move the putty knife around the door ahead of the caulking gun and apply the 995 silicone around the entire cutout in the door.
14)Apply 1/8” x 1/2” closed cell foam glazing tape to the removable stop.
15)If there is plastic release on the foam glazing tape, pull the plastic release back about 2” from each end of the foam tape. Pull the plastic release around the removable stop so it can be grasped after placing the removable stop.
16)If there is paper release on the foam glazing tape, remove the paper. Spray the exposed foam tape with a mild soap solution immediately before placing the removable stops against the Glasslam.
17)Using the alignment marks, position the removable stops against the Glasslam.
18)Install and tighten the #6 x 1-1/4” oval head TEK screws in the removable stops. Be careful not to over tighten.
19)If the release is plastic, grasp the free end of the plastic release, and slowly pull the plastic release off the foam tape that was applied to the removable stop.
20)Using the Dow Corning 995 silicone or other high quality silicone, apply a cap bead over the closed cell foam tape on the exterior side of the door vision light kit.
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CECO DOOR GLAZED SINGLE DOORS PR 0046545 CAf 9685 AUGUST 19, 2026

PRODUCTS ILLUSTRATED IN THIS DOCUMENT ARE QUALIFIED FOR LARGE AND SMALL MISSILE IMPACT. LARGE MISSILE IMPACT IS 9 LB 2 X 4 AT 50 FEET PER SECOND OR 350 FT-LBS.
(MISSILE LEVEL D) PRODUCT MEETS REQUIREMENTS OF THE HIGH VELOCITY HURRICANE ZONE.

If there is paper release on the foam glazing tape, remove the paper. Spray the exposed foam tape with a mild soap solution immediately before placing the removable stops against the polycarbonate.

" FL# 16355.4
1/4" THICK 1/4" THICK S
POLYCARBONATE POLYCARBONATE 0 B :
SHEET n ] H 8
0.420" — /1~ PHEE 0.375" —— — GLAZING SHIMS | T8 ;2%
" UJ 7 ; ™M \n
0.375" — /=—  GLAZING SHIMS GLAZING SHIMS 7 AS NEEDED | Wgp LT~
x -
AS NEEDED AS NEEDED 1/4" THICK 7 T 238
W Z W
POLYCARBONATE | EE <88
* * B I * Nk = SHEET ( ‘(TS Zx Ii: ; é o
" ) ¥ " 'f .:_ " | " 0 [ L
: 0500 [ ¥ : ’ 0.50 o<t
0.625" 0-500 v 0.750" N /5 ww 2592
7 N [+ N ? Zm 0
{ ? . { ? 1 i 5 ) § &
| B 7 E] p : °
b 1/8" X 1/2" CLOSED CELL : 1/8" X 1/2" CLOSED CELL g 3 ~
| E \D Q
' FOAM GLAZING TAPENGED , FOAM GLAZING TAPE USED 5 P
ON FIXED AND REMOVABLE j ON FIXED AND REMOVABLE N 5% |25
N STOPS N STOPS N SENCEE
O = ® la) [T
O X =
A0 MO |lg o<
SURROUND CHANNEL |£5:8 (898
z |
REQUIRED L R
OzkEs|[EEg
O23= |g2sa
GLAZING INSTRUCTIONS s> |E 2=
Q8 298
1) Before removing the removable stops, check to be sure there are screws in every hole. Pre-drill holes with a #36 bit where there are screw holes but no screws. Do not remove stops. &J) E g L E
2) Using a pencil, mark alignment marks on the removable stops and the door. Q 8 S (ZD =
3) Unscrew the glass stop screws from the removable stops and remove the removable stops. Keep the screws. 5 § % ” :
=3 O
4) Apply 1/8" x 1/2” closed cell foam glazing tape to the fixed stop. L= Q E 5
o
5) Ifthere is plastic release on the foam glazing tape, pull the plastic release back about 2" from each end of the foam tape. Pull the plastic release around the fixed stop so it can be grasped after placing the polycarbonate on the unexposed foam tape. ﬁ g ;D (U_ID_
6) If there is paper release on the foam glazing tape, remove the paper release before glazing. Spray the exposed foam tape with a mild socap solution immediately before placing the polycarbonate on the exposed foam tape.
7) Place glazing shims, as needed, then set the polycarbonate on the foam glazing tape. E § § % g % §
8) Adijust the polycarbonate, as necessary, to center the polycarbonate in the cutout. REEEREE
9) Ifthe release is plastic, grasp the free end of the plastic release, while holding the polycarbonate to keep it from moving. Then slowly pull the plastic release off the foam tape that was applied to the fixed stop. g o|3|ala) /e
10) Apply 1/8" x 1/2" closed cell foam glazing tape to the removable stop. georsEe
11) If there is plastic release on the foam glazing tape, pull the plastic release back about 2" from each end of the foam tape. Pull the plastic release around the removable stop so it can be grasped after placing the removable stop. E % i % % §
12)
3

13) Using the alignment marks, position the removable stops against the polycarbonate.

14) Install and tighten the glass stop screws in the removable stops. Be careful not to over tighten.

15) If the release is plastic, grasp the free end of the plastic release, and slowly pull the plastic release off the foam tape that was applied to the removable stop.
16) Using the Dow Corning 995 silicone or other high quality silicone, apply a cap bead over the closed cell foam tape on the exterior side of the door vision light Kit.
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CECO DOOR GLAZED SINGLE DOORS

PRODUCTS ILLUSTRATED IN THIS DOCUMENT ARE QUALIFIED FOR LARGE AND SMALL MISSILE IMPACT. LARGE MISSILE IMPACT IS 9 LB 2 X 4 AT 50 FEET PER SECOND OR 350 FT-LBS.
(MISSILE LEVEL D) PRODUCT MEETS REQUIREMENTS OF THE HIGH VELOCITY HURRICANE ZONE.

HEAD FACE
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CECO DOOR GLAZED SINGLE DOORS R BN,
\\\\HH/////
PRODUCTS ILLUSTRATED IN THIS DOCUMENT ARE QUALIFIED FOR LARGE AND SMALL MISSILE IMPACT. LARGE MISSILE IMPACT IS 9 LB 2 X 4 AT 50 FEET PER SECOND OR 350 FT-LBS. $\k L. BENy ",
(MISSILE LEVEL D) PRODUCT MEETS REQUIREMENTS OF THE HIGH VELOCITY HURRICANE ZONE. S eense Ty
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CECO DOOR GLAZED SINGLE DOORS P 004Co4S Che 9835 AUGUST 18, 2026

PRODUCTS ILLUSTRATED IN THIS DOCUMENT ARE QUALIFIED FOR LARGE AND SMALL MISSILE IMPACT. LARGE MISSILE IMPACT IS 9 LB 2 X 4 AT 50 FEET PER SECOND OR 350 FT-LBS.
(MISSILE LEVEL D) PRODUCT MEETS REQUIREMENTS OF THE HIGH VELOCITY HURRICANE ZONE.
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PRODUCTS ILLUSTRATED IN THIS DOCUMENT ARE QUALIFIED FOR LARGE AND SMALL MISSILE IMPACT. LARGE MISSILE IMPACT IS 9 LB 2 X 4 AT 50 FEET PER SECOND OR 350 FT-LBS. \\\\\&\F:.-B'r:./_‘(/v,q//’///
(MISSILE LEVEL D) PRODUCT MEETS REQUIREMENTS OF THE HIGH VELOCITY HURRICANE ZONE. \\\\\(g‘?-"uOENSs"-fOO’///
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PEMKO WEATHERSTRIP USED ON CECO DOORS AND FRAMES WHERE WATER INFILTRATION IS NOT REQUIRED.
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CECO DOOR GLAZED SINGLE DOORS

PRODUCTS ILLUSTRATED IN THIS DOCUMENT ARE QUALIFIED FOR LARGE AND SMALL MISSILE IMPACT. LARGE MISSILE IMPACT IS 9 LB 2 X 4 AT 50 FEET PER SECOND OR 350 FT-LBS.
(MISSILE LEVEL D) PRODUCT MEETS REQUIREMENTS OF THE HIGH VELOCITY HURRICANE ZONE.

PEMKO WEATHERSTRIP USED ON CECO DOORS AND FRAMES WHERE WATER INFILTRATION IS REQUIRED.
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CORBIN RUSSWIN
THE ED5200(S)A RIM EXIT AND THE ED5470(B) X M107 SURFACE VERTICAL ROD MAYBE SUFFIXED BY MER. MAY
USE M94 WITH ANY COMBINATION OF THE M61, M92, M93, OR M1 SUFFIXES.

THE ED5200(S)A X M107 RIM EXIT AND THE ED5470(B) X M107 SURFACE VERTICAL ROD MAY INCLUDE 900 SERIES
TRIMS 9600, 9700, 9800 SERIES ACCESS CONTROL TRIMS OR THE 9900 SERIES ELECTRIFIED TRIMS.

THE MP9800 (A/B) X M107 SERIES CONCEALED MULTI-POINT LOCK MAY INCLUDE THE OPTIONS: M91, M92, M93,
903, 904, ACCESS 600, IN, INB, SE.

USE CRFE772A, CRFE708A OR CRWS700AKM HARDWARE MULLION WITH THE ED5200(S)A / ED4200(S)A X M107
RIM EXIT

ON PAIRS OF DOORS, ONE LEAF OF THE PAIR UTILIZING WITH THE ED5470(B) X M107 SURFACE VERTICAL ROD OR
MP9800 (A/B) X M107 SERIES CONCEALED MULTI-POINT LOCK MAY BE REPLACED WITH TWO 988CR SURFACE
BOLTS. THE LOCAL BUILDING OFFICIAL

MUST APPROVE THIS CONFIGURATION OF HARDWARE FOR USE IN A MEANS OF EGRESS.

THE ML2000 SERIES MORTISE LOCKS, SERIES CLX3300 SERIES CYLINDRICAL LOCKS, ED5200(S)A X M107 RIM
EXIT, AND ED5470(B) X M107 SURFACE VERTICAL ROD MAY BE PREFIXED IN-IP, IN-IPS, IN-CP, IN-IP-MB,
IN-IP-MW, IN-IPS-MB, IN-IPS-MW, IN-CP-MP, AND IN-CP-MW.

THE ML2000 SERIES MORTISE LOCKS, SERIES CLX3300 SERIES CYLINDRICAL LOCKS, ED5200(S)A X M107 RIM EXIT
MAY BE PREFIXED PIP1-IPSKM, PWI1-IPSKM, PIP1-CPKM, PWI1-CPKM, PIP1-IPSM, PWI1-IPSM, PIP1-CPM, AND
PWI1-CPM.

MAY ALSO USE THE ML20100 AND ML20200 MORTISE LOCKS.
THE IN 120 ACCESS CONTROL MAY BE USED WITH CLX3300 CYLINDRICAL LOCK OR ML2000 MORTISE LOCK.

HES
THE 1006 SERIES ELECTRIC STRIKE MAYBE USED ON 4'0” X 8'0” AND SMALLER SINGLE OR 8'0” X 8'0” AND

SMALLER PAIRS OUT SWINGING DOORS OF 70 PSF OR LESS.

THE 9600 SERIES ELECTRIC STRIKE MAY BE USED WITH THE SARGENT HC8800 SERIES RIM EXIT AT DESIGN
PRESSURES OF 70 PSF OR LESS.

THE 9700 SERIES ELECTRIC STRIKE MAY BE USED WITH THE CORBIN RUSSWIN ED5200(S)A AND THE ASSA ABLOY
ACCENTRA 7150(F)WS / 7250M(F)WS RIM EXITS AT DESIGN PRESSURES OF 70 PSF OR LESS.

SECURITRON 1500 / 1500E STRIKE MAY BE USED ON 3'0” X 7'0” AND SMALLER SINGLE OUT SWINGING
ASSEMBLIES WITH MORTISE LOCKS AND LATCH BOLT ONLY AT DESIGN PRESSURES OF 60 PSF OR LESS.

SECURITRON 1600 / 1600E STRIKE MAY BE USED ON 4'0” X 8'0” AND SMALLER SINGLE OUT SWINGING
ASSEMBLIES WITH MORTISE LOCKS WITH LATCH BOLT AND DEAD BOLT OF 70 PSF AND LESS.

SARGENT
THE HC8800 SERIES RIM EXIT, WS 8800 SERIES RIM EXIT, AND WS-8900 SERIES MORTISE EXIT MAYBE PREFIXED
53, 55, 55-56, 56, 57, 58, AWE, B, BT, ET, KP, LK, LU, M1, N1, N2, PA, PK, P1, P2, IPSKM, CPKM, IPSM, CPM, IM,
IKM, PRX, S1, S2, S3, IA, IK, IN, TK, TL, TP AND TU.

USE HC980, 12-HC980, HCL980, 12-HCL980 HARDWARE MULLION WITH THE HC8800 SERIES RIM EXIT.

SERIES HT-56- CAN BE USED SAME AS THE 53-56- ON THE 80 SERIES DEVICES. EXCEPTIONS INCLUDE THE
FOLLOWING PREFIXES EITHER USED ALONE OR IN COMBINATION: 53-, 55-, 57-, 58-, 59- AND AL.
ALL 80 SERIES EMPLOYING HIO TECHNOLOGY AND THE 55 OPTION ARE DESIGNATED HT-55-.

THE MD8600 SERIES CONCEALED VERTICAL ROD EXIT AND 7000 SERIES CONCEALED MULTI-POINT LOCK MAY BE
PREFIXED 53, 55, 56, 58, 59, BT & ET.

ON PAIRS OF DOORS, ONE LEAF OF THE PAIR UTILIZING WITH THE MD8600 SERIES CONCEALED VERTICAL ROD
EXIT,

7000 CONCEALED MULTI-POINT LOCK OR HC4-8700 / HC-8700 SURFACE VERTICAL ROD MAY BE REPLACED WITH
TWO 988CR SURFACE BOLTS. THE LOCAL BUILDING OFFICIAL MUST APPROVE THIS CONFIGURATION OF HARDWARE
FOR USE IN A MEANS OF EGRESS.

THE IN 10 ACCESS CONTROL MAY BE USED WITH THE 10X CYLINDRICAL LOCK, THE 8200 AND THE R8200 MORTISE
LOCKS.

BUTT HINGES

FRANK BENNARDO, PE
PE# 0046549 CA# 9885

AUGUST 19, 2026

e 2 HINGES ARE REQUIRED FOR DOORS UP TO AND INCLUDING 60 INCHES IN HEIGHT

e 3 HINGES ARE REQUIRED FOR DOORS OVER 60 INCHES IN HEIGHT AND UP TO AND INCLUDING 90" IN HEIGHT
e 4 HINGES ARE REQUIRED FOR DOORS OVER 90 INCHES IN HEIGHT AND UP TO AND INCLUDING 96" IN HEIGHT
ADDITIONAL HINGES BEYOND THOSE REQUIRED MAY BE REQUIRED.

ASSA ABLOY ACCENTRA

7150(F)WS / 7250M(F)WS RIM EXIT AND 7170(F)WS SURFACE VERTICAL ROD MAY BE SUFFIXED WITH ANY
COMBINATION OF A, B, O, OR S. THESE DEVICES MAY BE PREFIXED BY SYM AND CAN INCLUDE 500F OR 600F
SERIES TRIMS.

USE M200FWS OR KRM200FWS MULLION WITH THE 7150(F)WS / 7250M(F)WS RIM EXIT.

ON PAIRS OF DOORS, ONE LEAF OF THE PAIR UTILIZING WITH THE 7170(F)WS SURFACE VERTICAL ROD MAY BE
REPLACED WITH TWO 988CR SURFACE BOLTS. THE LOCAL BUILDING OFFICIAL MUST APPROVE THIS
CONFIGURATION OF HARDWARE FOR USE IN A MEANS OF EGRESS

ACCESS CONTROL MAY BE USED.

SECURITRON

THE MUNL MAY BE USED ON 60 PSF RATED SINGLE 3'0” X 7'0” ASSEMBLIES WITH A MORTISE CORBIN RUSSWIN
ML2000, SARGENT 7800/8200/R8200, OR ASSA ABLOY ACCENTRA 8800 MORTISE LOCK. THE UNL MAY BE USED ON
60 PSF RATED SINGLE 3'0” X 7'0” ASSEMBLIES WITH A CORBIN RUSSWIN CL3100 / CLX3300 / CL3800, SARGENT
10X / 7 /10, OR ASSA ABLOY ACENTRA 5300LN / 5400CK / 5400LN CYLINDRICAL LOCKS.

FL# 16355.4

ENGINEERING
EXPRESS®

POSTAL ADDRESS:
2234 NORTH FEDERAL HWY #7664

BOCA RATON, FL 33431
ENGINEERINGEXPRESS.COM

EX

U ~
(|’_)E 8%
- o n
O3 S
0 . o
D% X N~
Q. w Q w
n{> OI_'
()O»—-OO a LI.
O X =
oo |lz25
>=m |CQ I
D—OO o B 4 N
z |l &
= O -
a o F |w’
@adg | <
omZIxX~~>
OgF3|lugd
Omc\'-‘ a5«
285|028
w
Aso E U<
0 w
=z o
(@) Z 9 2
= < -y
O 2 o
> o wuw
1 =
UJE Lok
@) z Zz =
S =0
B EEE
g a3
=k N X
[(x]
@ < O
(=] _|i
(Ll (O]
MRS
A IS
29z 85lslS
818121928
g
0| oo, |0
%) %)
52822218
g Iz
N
=R
AR NEE
s =
T ©
g 3
35 wiw| g
3 |xk|Se
0|Sw g g S
¥ wZ 235
Zoalolololo
L3522 |22
HERISEEE
HENISNEES
COPYRIGHT ENGINEERING EXPRESS®

SCALE: NTS UNLESS NOTED

THE HARDWARE MODELS BELOW MAY ALSO BE USED FOR THE SIZES AND DESIGN PRESSURES INDICATED.
CONCEALED VERTICAL RODS AND SURFACE VERTICAL RODS MAY BE USED IN A PAIRED CONFIGURATION.
RIM EXITS MAY BE USED IN PAIRED CONFIGURATION WITH A HURRICANE RATED MULLION
DESIGN PRESSURE SIZE HARDWARE TYPE | MIN, GAUGE | CORBIN RUSSWIN|  SARGENT
o v PED5600 M107 WS-PE8900
60 30" x 70 MORTISE EXIT 18 PED5600 A M107* | WS-12-PE8900*
PED5200 HC HC-PES800
o v ol PED5200 A HC* | 12-HC-PES800*
60 20" x 28 RIM EXIT 18 PED5200 M107 WS-PES800
PED5200 A M107* | WS-12-PE8800*
E 30" x 8'-0" SINGLE CONCEALED " PED5800 MD 107 | HC-MD-PE8600
6'-0" x 8'-0" PAIR VERTICAL ROD PED5800 MD HC | WS-MD-PE8600
30" x 8'-0" SINGLE PED5200 HC HC-PE8800
60 6'-0" x 8'-0" PAIR RIM EXIT 16 PED5200 A HC* | 12-HC-PES800*
30" x 8'-0" SINGLE SURFACE
60 0" % 810" PAIR VERTIoA ROD 16 PED5400 HC HC-PES700
20 4'-0" x 8'-0" SINGLE CONCEALED 1d PED5800 MD 107 | HC-MD-PE8600
8'-0" x 8'-0" PAIR VERTICAL ROD PED5800 MD HC | WS-ME-PES60
4'-0" x 8'-0" SINGLE PED5200 HC
70 8'-0" x 8'-0" PAIR RIM EXIT 18 PED5200A HC* HC-PES8O0
4'-0" x 8'-0" SINGLE SURFACE
65 8'-0" x 8'-0" PAIR VERTICAL ROD 16 PED5400 HC HC-PE8700
150 4'-0" x 8'-0" SINGLE SURFACE " PED5400 HC4 HC4-8700
8'-0" x 8'-0" PAIR VERTICAL ROD PED5400 A HC4* | 12-HC4-PES700*
*INDICATED A FIRE RATED EXIT HARDWARE MAY BE USED ON A SINGLE DOOR
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