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INSTALLATION NOTES:

1.

THE MINIMUM NUMBER OF INSTALLATION ANCHORS
REQUIRED AT EACH ANCHOR LOCATION SHOWN SHALL BE
AS SPECIFIED HEREIN.

SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH
LOAD BEARING SHIM(S). MAXIMUM ALLOWABLE SHIM
STACK TO BE 1/4 INCH. SHIM WHERE SPACE OF 1/16 INCH
OR GREATER OCCURS. SHIM(S) SHALL BE CONSTRUCTED OF
HIGH DENSITY PLASTIC OR BETTER.

MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE
WALL FINISHES, INCLUDING BUT NOT LIMITED TO STUCCO,
FOAM, BRICK VENEER, AND SIDING.

INSTALLATION ANCHORS AND ASSOCIATED HARDWARE
MUST BE MADE OF CORROSION RESISTANT MATERIAL OR
HAVE A CORROSION RESISTANT COATING.

FOR GROUT FILLED BLOCK, DO NOT INSTALL INSTALLATION
ANCHORS INTO MORTAR JOINTS. EDGE DISTANCE IS
MEASURED FROM FREE EDGE OF BLOCK OR EDGE OF
MORTAR JOINT INTO FACE SHELL OF BLOCK.

INSTALLATION ANCHORS SHALL BE INSTALLED IN
ACCORDANCE WITH ANCHOR MANUFACTURER'S
INSTALLATION INSTRUCTIONS, AND ANCHORS SHALL NOT
BE USED IN SUBSTRATES WITH STRENGTHS LESS THAN THE
MINIMUM STRENGTH SPECIFIED BY THE ANCHOR
MANUFACTURER.

INSTALLATION ANCHOR CAPACITIES FOR PRODUCTS
HEREIN ARE BASED ON SUBSTRATE MATERIALS WITH THE
FOLLOWING PROPERTIES:

e WOOD - MINIMUM SPECIFIC GRAVITY OF 0.55.

e CONCRETE -MINIMUM COMPRESSIVE STRENGTH OF
3000 PSI.

e MASONRY - STRENGTH CONFORMANCE TO ASTM C-90.
MINIMUM COMPRESSIVE STRENGTH OF 2000 PSI.

e GROUT-FILLED CMU- UNIT STRENGTH CONFORMS TO
ASTM C-90 WITH MINIMUM  COMPRESSIVE STRENGTH
OF 2000 PSI AND GROUT CONFORMS TO ASTM C 476,
MINIMUM GROUT COMPRESSIVE STRENGTH OF 2000
PSI.

1.

10.

11.

CAOBA DOORS

ALUMINUM CLAD VISTA VIEW OUT FOLDING
WOOD DOORS WITH E3 HARDWARE

GENERAL NOTES:

THE PRODUCT SHOWN HEREIN IS DESIGNED AND
MANUFACTURED TO COMPLY WITH THE CURRENT FLORIDA
BUILDING CODE (FBC), INCLUDING HVHZ AND HAS BEEN
EVALUATED ACCORDING TO THE FOLLOWING:

e TAS 201-94

o TAS 202-94

e TAS 203-94

ADEQUACY OF THE EXISTING STRUCTURAL
CONCRETE/MASONRY AND 2X FRAMING AS A MAIN WIND
FORCE RESISTING SYSTEM CAPABLE OF WITHSTANDING
AND TRANSFERRING APPLIED PRODUCT LOADS TO THE
FOUNDATION IS THE RESPONSIBILITY OF THE ENGINEER OR

ARCHITECT OF RECORD FOR THE PROJECT OF INSTALLATION.

1X AND 2X BUCKS (WHEN USED) SHALL BE DESIGNED AND
ANCHORED TO PROPERLY TRANSFER ALL LOADS TO THE
STRUCTURE. BUCK DESIGN AND INSTALLATION IS THE
RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF
RECORD FOR THE PROJECT OF INSTALLATION.

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE
GENERIC AND MAY NOT REFLECT ACTUAL CONDITIONS FOR
A SPECIFIC SITE. IF SITE CONDITIONS CAUSE INSTALLATION
TO DEVIATE FROM THE REQUIREMENTS DETAILED HEREIN,
A LICENSED ENGINEER OR ARCHITECT SHALL PREPARE SITE
SPECIFIC DOCUMENTS FOR USE WITH THIS DOCUMENT.

APPROVED IMPACT PROTECTIVE SYSTEM IS NOT REQUIRED
ON THIS PRODUCT IN AREAS REQUIRING IMPACT
RESISTANCE.

DOOR MATERIAL: MAHOGANY OR EQUIVALENT (MIN. SG =
0.42)

IN ACCORDANCE WITH THE FBC, WOOD COMPONENTS
SHALL HAVE BEEN PRESERVATIVE TREATED OR SHALL BE OF
A DURABLE SPECIES.

STEEL COMPONENTS SHALL BE COATED OR PROVIDED WITH
CORROSION RESISTANCE PROTECTION IN CONFORMANCE
WITH THE MATERIAL PROTECTION PROVISIONS OF THE FBC.

IN ACCORDANCE WITH THE FBC, DISSIMILAR METALS
INCLUDING FASTENERS THAT MAY COME INTO CONTACT
WITH ALUMINUM COMPONENTS SHALL BE PROTECTED.

GLASS SHALL MEET THE REQUIREMENTS OF ASTM E1300
GLASS CHARTS. SEE SHEET 4 FOR GLAZING DETAIL.

QUALIFIED CONFIGURATIONS INCLUDE:
e 2-PANEL-2L, 2R
e 3-PANEL - 2L-1R, 1L-2R, 3L, 3R
e 4-PANEL - 3L-1R, 1L-3R, 2L-2R, 4L, 4R
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2.25" MIN.
SEPARATION

6" MAX. FROM CORNER TYP

ANCHORS AT
JAMBS ARE
TWO PER
LOCATION

ANCHORS AT
SILL ARE ONE (1)
PER LOCATION

@ -ANCHORS THROUGH INTERIOR WOOD

0o -ANCHORS THROUGH EXTERIOR ALUMINUM TRACK

STAGGERED/OFFSET
TO MAINTAIN 2 1/4" MIN.

o. o. o. o‘ o. o. o. o‘ 0‘ 0. 0. 0‘ “{ C.C. SPAC'NG

R

| S

HEAD ANCHOR LAYOUT

ALL ANCHORS AT HEAD ARE THREE PER LOCATION.
10 1/2" 0.C. MAX. TYP. SEE HEAD ANCHOR LAYOUT ABOVE.

IIXIl

6" MAX.
FROM CORNERS

— 16" 0.C. MAX. TYP

lell IIXII

e ——————" +
I l l I | l l l
|~—=] 101/2" 0.C. MAX. TYP.

INSTALLATION NOTES:

1. FOR INSTALLATION INTO WOOD FRAMING, INSTALL (2) #12 X 3.0"

WOOD SCREWS AT HEAD THROUGH ALUMINUM EXTERIOR AT 10.5" MAX. O.C.
PER LOCATION AND INSTALL (1) #14 WOOD SCREW THROUGH WOOD INTERIOR
PER LOCATION INDICATED IN ANCHOR LAYOUT. AT JAMBS, INSTALL (2) #8
WOOD SCREWS PER LOCATION AS INDICATED IN ANCHOR LAYOUT. AT SILL,
INSTALL (1) #14 WOOD SCREW THROUGH SILL TRACK PER LOCATION. WOOD
SCREWS SHALL BE OF SUFFICIENT LENGTH TO ACHIEVE A MINIMUM OF 1 1/2
INCH EMBEDMENT INTO FRAMING. ANCHORS SHALL BE STAGGERED IN ORDER
TO ACHIEVE A 2 1/4" MIN. SPACING BETWEEN ANCHORS.

ANCHOR LAYOUT

2. FOR INSTALLATION INTO CONCRETE/MASONRY, INSTALL (2) 3/16" ITW
TAPCONS AT HEAD THROUGH ALUMINUM EXTERIOR AT 10.5" MAX. O.C. PER
LOCATION AND INSTALL (1) 1/4" ITW TAPCON THROUGH WOOD INTERIOR PER
LOCATION. AT JAMBS, INSTALL (2) 3/16" ITW TAPCONS PER LOCATION AS
INDICATED IN ANCHOR LAYOUT. AT SILL, INSTALL (1) 1/4" ITW TAPCON
THROUGH SILL TRACK. TAPCONS SHALL BE OF SUFFICIENT LENGTH TO
ACHIEVE A MINIMUM OF 1 1/4 INCH EMBEDMENT INTO CONCRETE/MASONRY.
ANCHORS SHALL BE STAGGERED IN ORDER TO ACHIEVE A 2 1/4" MIN. SPACING
BETWEEN ANCHORS.
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2 1/4" MIN. 1 21/4"MIN. 3/4" MIN. .
0.C. SPACING 0.C. SPACING __ CONCRETE OR MASONRY EDGE DISTANCE 21/4 "O‘C' SPACING
2" MIN. EDGE DISTANCE BY OTHERS SHEATHING 21/4" 0.C. SPACING
oY OTHERS _ 2X FRAME BY OTHERS
CAULK BETWEEN 1X 11/4" MIN. /" vax 9,/\ “ s SHIM AS REQUIRED
WOOD BUCK & EMBEDMENT [ cpun SPAcE EXTERIOR FINISH S |
CONCRETE BY OTHERS BY OTHERS \/
EXTERIOR FINISH ] I ? #10 X 1.5" WOOD SCREW o 11/2" MIN.
BY OTHERS ( T INSTALLATION ANCHORS EMBEDMENT ‘
3/16" ITW TAPCON — : ) 1/4"ITW TAPCON . 7
INSTALLATION ANCHORS ANCHORS TO BE OFFSET OR PERIMETER \Y\@ i
A [ STAGGERED TO ACHIEVE A SEALANT 1/4" MAX.
PER'METESYSE’?HAE'\F‘{E 2 2 1/4" MIN. SPACING BETWEEN BYOTHERS (7 3 SHIM SPACE
ANCHORS.
17 © ————— #14 WOOD SCREW
T INSTALLATION ANCHOR
23
0.A. UNIT
HEIGHT @\
—1
EXTERIOR INTERIOR OHAE.IéJmT |
54 [f: |
2 L EXTERIOR o 1. INTERIOR
10 25 L]
= & B\ VERTICAL SECTION 9
CONCRETE/MASONRY - HEAD
SEE GLAZING DETAIL, \4/ o SEE GLAZING DETAIL,
SHEET 4 /( SHEET 4
—1 ) /C\ VERTICAL SECTION
W 2X WOOD FRAME - HEAD
SEE GLAZING DETAIL, 1.25" LAMINATED INSULATING GLASS
SHEET 4 CONSISTING OF:
og‘;]g’,ﬁ‘f (56) : 0.1875" EXTERIOR ANNEALED GLASS,
0.090" SENTRYGLAS INTERLAYER
| BY KURARAY,
| EXTERIOR 0.1875" ANNEALED GLASS,
% = AIR SPACE,
0.250" TEMPERED GLASS
EXTERIOR @\ ‘ /
— i [ INTERIOR
T ; O,
] > 1" GLASS
@/_ | BITE INTERIOR
SET FRAME SILL S @ GLAZING DETAIL 1
IN BED OF CAULK iy NOTE:
OR CONCRETE = 1/4" ITW TAPCON T.  GLASS CAPACITIES ON THIS SHEET ARE BASED ON
PERIMETER | _INSTALLATION ANCHOR ASTM E1300-04 (3 SEC. GUSTS) AND CHAPTER 17 OF
SEALANT THE CURRENT FBC FOR SIZES OTHER THAN TESTED.
BY OTHERS 2. SETTING BLOCK DUROMETER HARDNESS OF 70-90
CONCRETE OR 14" MIN (SHORE A) AS REFERENCED IN CHAPTER 24.
. S ; 3. SETING BLOCKS TO BE LOCATED AT 1/4 SPAN LENGTH
B'\\/("E)ST?_"\;E\S( “ o FMBEDMENT ~AN  VERTICAL SECTION FOR GLASS WIDER THAN 36" AS PER CHAPTER 24.
21/4" MIN. | CONCRETE/ MASONRY - SILL 4. D.LO.MAY NOT EXCEED MAX DIMENSIONS IN GLASS
EDGE DISTANCE ? \4/ / CHARTS FOR GLASS TYPE.
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EMBEDMENT

——1/4" MAX. SHIM SPACE

2" MIN.
EDGE

DIST?NCE
2 1/4" MIN.
SEPARATION

—

CONCRETE OR
MASONRY BY
OTHERS

(2) 3/16" ITW TAPCONS —F~—7=7=

PER LOCATION

CAULK BETWEEN 1X
WOOD BUCK &
CONCRETE BY OTHERS

EXTERIOR FINISH
BY OTHERS

INTERIOR
SEE GLAZING DETAIL,
SHEET 4

18)(19)(32) (59

58 25) (55

PERIMETER SEALANT
BY OTHERS

HORIZONTAL SECTION

CONCRETE/MASONRY - JAMB

@ W&® & 3 &

EXTERIOR

HORIZONTAL SECTION

HINGE

INTERIOR

SEE GLAZING DETAIL,
SHEET 4 r

UNIT WIDTH

SEE GLAZING DETAIL,
SHEET 4

SEE GLAZING DETAIL,
SHEET 4
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BILL OF MATERIALS

TEM & PART # [TEM DESCRIPTION MANUFACTURER | MATERIAL
1 EXTERIOR TOP TRACK COVER CAOBA DOORS WOOD
2 JAMB HEAD TRACK COVER CAOBA DOORS WOOD
3 INTERIOR TOP TRACK COVER CAOBA DOORS WOOD
) E3C521463 E3 SILL ALUMINUM CENTORA,  |ALUMINUM
5 SILL EXTENSION CAOBA DOORS WOOD
5 JAMB LEG CAOBA DOORS WOOD
7 SASH STOP CAOBA DOORS WOOD
8 TOP RAIL CAOBA DOORS WOOD
9 BOTTOM RAIL CAOBA DOORS WOOD
10 MOULDING CAOBA DOORS WOOD
11 JAMB SIDE STILE CAOBA DOORS WOOD
12 STILE "A" CAOBA DOORS WOOD
13 STILE"B" CAOBA DOORS WOOD
12 INACTIVE SIDE STILE CAOBA DOORS WOOD
15 ACTIVE SIDE STILE CAOBA DOORS WOOD
16 ASTRAGAL CAOBA DOORS WOOD
17 A33118-6063 HEAD JA'V'C? AEE)(EE,S'(?R COVER | METALS DEPOT  |ALUMINUM
13 JDEGOT JAMB LEG CLADDING EXTRALUM ___|ALUMINUM
19 F4181 JAMB LEG COVER CLADDING METALS DEPOT __[ALUMINUM
20 DAOOL ASTRAGAL CLADDING EXTRALUM ___ [ALUMINUM
21 A31116-6063 | ASTRAGAL COVER CLADDING | METALS DEPOT _[ALUMINUM
22 SIM001 et EACE O ADDING EXTRALUM  |ALUMINUM
73 F4181 ~JOP RAILCGVER CLADDING | WIETALS DEPOT _[ALUMINUM
24 WS1000 e CLADOIN EXTRALUM  |ALUMINUM
75 CLAD CLIP PLASTIKA S.A. PLASTIC
28 AWT3 T X Z" GLAZING TAPE ARLON TAPE
79 5620 SILICON SEALANT SIKAFLEX SILICONE
30 WS-305 SILICON SEALANT SIKAFLEX SILICONE
31 E3TAM TOP TRACK ARCHTECTURAL ALUMINUM
32 E3CPS_ PIVOT SET ARCHTECTURAL SST
33 E3WPS_ WALL PIVOT ARCHTECTRAL SST
34 E3CICS_ INTERMEDIATE CARRIER SET ARCHTECTRAL SST
35 E3HNH_ SINGLE HINGE ARCHTECTIRAL SST
36 E3HHS_ HALF OFFSET HINGE SET ARCHTECTURAL SST
37 E3HHNH_ SINGLE HALF OFFSET HINGE ARCHTECTRAL SST
38 DBSY1000NR_ DROP BOLT ARCHTECTRAL SST
39 DBOC200NR_ CONCEALED DROP BOLT ARCETECIURAL sST
T
a1 3436707 S ADROLT KFV SST
) 3075199 TONGUE STRIKE RADIUS LIP HOPPE SST
23 3466526 EXTENSION 250mm. KEV SST
a1 3394608 EXTENSION 500mm. KEV SST
45 3395903 EXTENSION 1000mm. KEV SST
46 QEBD-650 WEATHERSEAL SCHLEGEL URFESEQNE
47 KP-51 PILE WEATHERSEAL SCHLEGEL URFET;'QNE
73 WS1i8 WEATHERSEAL CONSERVATION | RUBBER
49 QEZD-375 WEATHERSEAL SCHLEGEL URFEO:,CINE
50 WS33 WEATHERSEAL CONSERVATION | RUBBER
51 TRIPLEX 11 WEATHERSEAL UNIFORM RUBBER
52 K 2031 CIAD WEATHERSEAL TRELLEBORG | TSP-FOAM
53 TOP RAIL SASH FACE CLADDING EXTRALUM ___JALUMINUM
54 TOP RAIL SASH FACE CLADDING EXTRALUM ___|ALUMINUM
22 BOTTOM RATCSASH FACE CAQBA DOORS WooD
56 o capone EXTRALUM  |ALUMINUM
57 A EXTRALUM  |ALUMINUM
58 STILE SASH FACE CLADDING EXTRALUM ___|ALUMINUM
59 STILE SASH FACE CLADDING EXTRALUM ___|ALUMINUM

NOTE: TOLDING DOOR MARDVWARE D CENTOR B3 NARDVWARE ST TEV
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SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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