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require an impact resistant covering. This product meets missile level "D" and includes Wind
Zone 4 as defined in ASTM E1996.

3. Wood bucks by others, must be anchored properly to fransfer loads to the structure and be

reviewed by the Building Official.

4. Separate product approvals for each glazing product used with these mullions must be
submitted along with this mullion product approval. The design pressure rating of the
assembly shall be the lesser of the load capacity of the mullion as specified using this
approval or the design pressure rating of the individual glazing products used.

5. Anchoring of each glazing product to the mullion shall be as shown in this drawing or as
shown in each individual glazing product approval, whichever is more stringent.

6. Mullion anchor embedment to base material shall be beyond wall dressing or stucco.

7. Any conditions not covered in this evaluation are subject to separate engineering evaluation.
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GENERAL NOTES
1. This product has been evaluated and is in compliance with the 9th Edition (2026) Florida ,
Building Code (FBC) structural requirements, excluding the "High Velocity Hurricane Zone". //// ///
2. When used in areas requiring wind borne debris protection, this product (if mulled together / /
with impact rated windows), complies with FBC Sections 1609.1.2 & R301.2.1.2 and does not

HORIZONTAL MULLED WINDOW UNITS

ADJOINING WINDOW UNITS CAN BE EQUAL OR UNEQUAL WIDTHS

\ \

Mullion-to-Mullion Bracket

Masonry or Wood/Steel Stud
Anchor Clip

Masonry or Wood/Steel Stud
Offset Anchor Bracket

Wood/Steel Stud Anchor Bracket
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TMP-2603 EXTRUDED ALUMINUM HORIZONTAL CLIPPED COMBINATION MULLION LOAD TABLE (PSF)
CLIPPED
MULLION OVERALL OPENING HEIGHT
49" 53" 57" 41" 65" 69" 73" 7 81" 85" 89" 93" 7 101" | 105" | 109" | 113" | 117" | 121" | 125" | 129" | 133" | 137" | 141" | 145"
58.0 53.5 49.5 44.5 43.5 41.0 38.5 36.5 35.0 33.0 31.5 30.5 290 | 280 | 27.0 26.0 25.0 24.0 23.5 22.5 220 21.0 20.5 | 20.0 19.5
62.0 57.5 53.5 50.0 47.0 44.0 41.5 39.5 37.5 36.0 34.0 325 315 30.0 29.0 28.0 27.0 26.0 25.0 24.0 23.5 23.0 | 220 215 | 21.0
67.0 62.0 57.5 54.0 50.5 47.5 | 45.0 425 40.5 38.5 37.0 35.0 33.5 325 31.0 30.0 29.0 28.0 27.0 26.0 255 245 | 240 | 23.0 22.5
= 72.0 67.0 62.0 58.0 545 | 51.0 48.5 | 46.0 43.5 415 39.5 38.0 36.5 35.0 33.5 325 31.0 30.0 29.0 28.0 27.5 26.5 255 | 25.0 245
(Q)
§ 75.0 72.0 67.0 62.5 59.0 55.5 52,5 495 | 47.0 | 450 | 43.0 | 41.0 39.5 38.0 36.5 35.0 34.0 32.5 31.5 30.5 29.5 285 | 280 | 27.0 26.5
% 75.0 75.0 73.0 68.0 64.0 60.0 56.5 | 54.0 | 51.0 48.5 46.5 | 445 42.5 41.0 39.5 38.0 36.5 355 34.0 33.0 32.0 31.0 30.0 29.5 28.5
g 75.0 75.0 75.0 74.0 75.0 65.0 61.5 58.5 555 | 53.0 | 505 48.5 46.5 44.5 43.0 41.0 39.5 38.5 37.0 36.0 35.0 33.0 325 32.0 31.0
§ 75.0 75.0 75.0 75.0 75.0 71.0 67.0 63.5 60.5 57.5 55.0 52.5 50.5 48.5 44.5 45.0 43.0 42.0 40.0 39.0 38.0 36.5 35.5 34.5 33.5
é 75.0 75.0 75.0 75.0 75.0 75.0 73.0 69.5 66.0 63.5 60.0 57.5 55.0 | 53.0 51.0 49.0 47.0 455 44.0 42.5 415 40.0 39.0 38.0 37.0
<
= 75.0 75.0 75.0 75.0 75.0 75.0 75.0 75.0 72.0 69.0 65.5 63.0 60.0 58.0 55.5 53.5 51.5 50.0 48.0 46.5 450 44.0 425 415 | 40.0
75.0 75.0 75.0 75.0 75.0 75.0 75.0 75.0 75.0 75.0 72.0 69.0 66.0 63.5 61.0 59.0 56.5 54.5 53.0 51.0 49.5 48.0 46.5 455 | 440
75.0 75.0 75.0 75.0 75.0 75.0 75.0 75.0 75.0 75.0 75.0 75.0 72.5 70.0 67.0 64.5 625 60.0 58.0 56.5 54.5 53.0 51.5 50.5 48.5
75.0 75.0 75.0 75.0 75.0 75.0 75.0 75.0 75.0 75.0 75.0 75.0 75.0 75.0 74.0 71.5 69.0 66.5 64.0 62.0 60.5 58.5 56.5 | 55.0 53.5
DESIGN PRESSURE TABLE NOTES:
1. Determine the Overall Opening Height for the two windows to be mulled together.
2. Enter the table at the intersection of the Mullion Length and the Overall Opening
Height to determine the maximum approved Design Pressure.
OVERALL OPENING HEIGHT = WI1 + W2 + 1 (inch)
Refer to separate window approval for quantity, location, size & MLI\JJ\'ES,\_‘ %IZAN .
head type of anchors required to fasten window frame to mullion. T Optional
At @ minimum, substitute a #10-16 Self-Driling SMS for each connector Geometrics Shown
with at least 3 threads protruding completely through the mullion face.
//// /// - ) \\V/
- / // \\
Shown with Wincore APPROVED WINDOW UNIT TYPES S o / N
Fixed/Picture window - - - = < / \
frame under separate Fixed/Picture Windows L= / \
approval. Cose.mem. Windows 5 = Vi D //// \
Awning Windows ¢ /
Horizontal Slider Windows (ZD B
Single Hung Windows uf_'
Shown with Wincore i Double Hung Windows S SEE ANCHOR CLIP DETAILS:
Casement frame = i’ SHEETS 3 & 4
under separate \ .\ o
approval. ‘ 0.407 »‘ t« i 1
O z
2
— — See Vertical Clipped Mullion Approval
1N (FL-16542.1), if applicable, for design
. y / pressure chart & connection details.
Li 4>J / | /

/" 1"\ FRAME TO MULLION CONNECTION ]
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|
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/2™ ANCHOR BRACKET DETAIL

\\3/ Anchor to Steel Stud

Notes:

Refer to individual window product approval for fabrication and installation

requirements, including glazing details, frame reinforcement and anchor

specifications.
2. Mullion bracket anchoring details shown may be used at either end of mullion.
MULLION ANCHOR BRACKET ANCHOR SCHEDULE
EMBEDMENT  EDGE DISTANCE CENTER-TO-CENTER
ANCHOR SUBSTRATE (MIN) (MIN,) SPACING (MIN)
#10 PFH WOOD SCREW
WOOD 1-3/8" 1" 1-1/4"
Do
#10-16 SELF-DRILLING A mf&mﬁ}m
SHEET METAL SCREW STEEL | cOMPLETELY THROUGH 1" 1-1/4
Epmne> m; THE STEEL SUBSTRATE

WOOD FRAMING (8.G. >=0.55)

STEEL CONFORMING TO ASTM A653, 16 GA., 0.060" MIN. THICKNESS (Fy = 33,000 PSI, Fu = 45,000 PSI)

SHEET METAL SCREWS (SAE GRADE 5 MIN.): HILTI KWIK-FLEX or ELCO DRIL-FLEX
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8 2 e
y 1 CHanneL 1 CHanneL aER
ANCHOR SUBSTRATE . e i) :4 0.12" (3) #10-32 X 3/4" PFH MACHINE :4 0.12" (3) #10-32 X 3/4" PFH MACHINE QIRIR
WOOD 1:3/8" " 1174 ~ o~ RURR|S
i { . . BASE il _u— BASE NIN]S
#10-16 SELF-DRILLING AMIN. OF 3 THREADS o
SHEET METAL SCREW STEEL o oy o " 1-1/4" ? f ~|of0|2
Geers Do THE STEEL SUBSTRATE el el DATE: 10/01/13
1/4" @ PFH HOLLOW BLOCK 1-1/4" 2-1/2" 3 o o scALE:  N.T.S.
T — CONCRETE o . - @ MASONRY OR WOOD)/STEEL STUD ANCHOR BRACKET 5 ) MASONRY OR WOOD/STEEL STUD OFFSET ANCHOR BRACKET owe. B:  JK
BASE (6061-T6 ALUM.) BASE (6061-T6 ALUM.) ok B:  LFS
WOOD FRAMING (S.G. >=0.55) "U" CHANNEL (6063-T6 ALUM.) "U" CHANNEL (6063-T6 ALUM.) -
STEEL CONFORMING TO ASTM Aé53, 16 GA., 0.060" MIN. THICKNESS (Fy = 33,000 PSI, Fu = 45,000 PSI) DRAWING NO.:
SHEET METAL SCREWS (SAE GRADE 5 MIN.): HILTI KWIK-FLEX or ELCO DRIL-FLEX * Holes indicated to be used for wood/steel stud FL—-16542.4
CONCRETE CONFORMING TO ACI 301 (3,000 PSI MIN.) OR HOLLOW BLOCK CONFORMING TO ASTM C90 installations only. Do not use for concrete screws. P —
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