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TABLE 2:

6" MAX.
FROM

CORNER

6" MIN./
36" MAX.

O.C.

JAMB
ANCHOR
PATTERN

2" 2"

END ANCHOR
PATTERN

6"

3-ANCHOR
CLUSTER PATTERN

4-ANCHOR
CLUSTER PATTERN

2" TYP.

6-ANCHOR
CLUSTER PATTERN

HEAD &
STD. SILL

4"

6"
4" TYP.

ANCHOR PATTERN
AT CORNER

3-ANCHOR CLUSTER
PATTERN; 5 ANCHOR

CLUSTER SIMILAR

FLUSH
(ADA)
SILL

4-1/4"
TYP.

2" TYP.
4"

4-ANCHOR
SPLICE PATTERN, ALSO
USED FOR 3 ANCHORS

SPLICE

2" TYP.

5-ANCHOR
CLUSTER PATTERN

2" TYP.

HEAD &
STD. SILL

2" TYP.
4"

6-ANCHOR SPLICE
PATTERN, ALSO USED FOR

5 ANCHORS

SPLICE

4"

4-ANCHOR SPLICE PATTERN,
 6 ANCHOR SPLICE SIMILAR

4" TYP.

NOTES:

1) ANCHOR CLUSTER PATTERN IN THE HEAD AND SILL IS TO BE
CENTERED ON THE MEETING POINT OF THE 2 PANELS.

1) ALL ANCHOR HEAD TYPES ARE APPLICABLE.
2) MIN. OF 3 THREADS BEYOND METAL SUBSTRATE.

TABLE 3:

4-1/4"
TYP.

EXTERIOR

EXTERIOR

EXTERIOR

6" MAX.
FROM

CORNER

OH LENGTH

O
H

 H
EI

G
H

T

D
O

O
R

OH LENGTH
OH HEIGHTOH RATIO =

CONFIGURATIONS WITH
EITHER AN INSIDE
CORNER OR ADA/FLUSH
SILL (SEE DETAIL I2) ARE
NOT RATED FOR WATER
INFILTRATION  AND
MUST ONLY BE USED
WHERE RATED WATER
RESISTANCE IS NOT
REQUIRED OR WHEN
THE DOOR IS
PROTECTED BY AN
OVERHANG COMPLYING
WITH THE CURRENT
FLORIDA BUILDING
CODE (SEE DIAGRAM).

OH RATIO MUST BE
1.0 OR GREATER

FIGURE A:

DLO WIDTH = PANEL WIDTH - 6-1/2"
DLO HEIGHT = FRAME HEIGHT - 11-1/16"

EXTERIOR

Anchor 
Group Anchor Type Frame 

Member Substrate
Min. 
Edge 

Distance

Min. 
Embedment or 

Metal 
Thickness

Southern Pine (SG = 0.55) 9/16" 1-3/8"
6063-T5 Aluminum 3/8" 0.071"

A36 Steel 3/8" .050"
Steel Stud, Gr. 33 3/8" 0.045" (18 Ga)

1/4" Elco UltraCon,
1/4" 410 SS Elco CreteFlex or 

1/4" DeWalt Ultracon+
All Southern Pine (SG = 0.55) 1" 1-3/8"

All Concrete (min. 3.0 ksi) 1-1/4" 1-3/8"
Jamb Hollow or Grout-filled CMU (ASTM C90) 1" 1-1/4"

1/4" 410 SS Elco CreteFlex All Concrete (min. 3.35 ksi) 1" 1-3/4"

All Concrete (min. 3.0 ksi) 2-1/2" 1-3/8"
Jamb Hollow or Grout-filled CMU (ASTM C90) 2-1/2" 1-1/4"

All Concrete (min. 3.35 ksi) 1-3/4" 1-3/4"
Jamb Hollow or Grout-filled CMU (ASTM C90) 2-1/2" 1-1/4"

All

B
1/4" 410 SS Elco CreteFlex

A

#12 Steel SMS (Gr. 5) or 
18-8 SS SMS

1/4" DeWalt Ultracon+

1/4" DeWalt Ultracon+

NO CHANGES TO THIS
SHEET

22" 30" 35" 36" 42" 48"
Head & Sill Cluster 3 3 4 4 4 5

Jamb 3 3 3 3 3 3
Head & Sill Cluster 3 3 3 3 3 4

Jamb 3 3 3 3 3 3
Head & Sill Cluster 3 4 4 4 5 6

Jamb 3 3 3 3 3 3
Head & Sill Cluster 3 3 3 3 4 4

Jamb 4 4 4 4 4 4
Head & Sill Cluster 3 4 4 5 5 6

Jamb 4 4 4 4 4 4
Head & Sill Cluster 3 3 3 3 4 4

Jamb 4 4 4 4 4 4
Head & Sill Cluster 3 4 5 5 6 6

Jamb 3 3 3 3 3 4
Head & Sill Cluster 3 3 4 4 4 5

Jamb 4 4 4 4 4 4
Head & Sill Cluster 4 5 5 6 6

Jamb 4 4 4 4 4
Head & Sill Cluster 3 3 4 4 5

Jamb 4 4 4 4 4
Head & Sill Cluster 4 5 5 5

Jamb 5 5 5 5
Head & Sill Cluster 3 4 4 4

Jamb 5 5 5 5
Head & Sill Cluster 4 5 5 5

Jamb 5 5 5 5
Head & Sill Cluster 3 4 4 4

Jamb 5 5 5 5
Head & Sill Cluster 4 4 4

Jamb 5 5 5
Head & Sill Cluster 3 3 3

Jamb 5 5 5

144"
A

B

132"
A

B

133 7/16"
A

B

A

B

120"
A

B

80"
A

B

Min. Quantity of Anchors at Jamb & Head/Sill Cluster
 Frame 
Height

Anchor Location     
on Frame

Anchor 
Group

Panel Width

90"
A

B

96"
A

B

105"
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TABLE 4:

3 
O

F 
9

C
O

R
N

ER
 A

N
C

H
O

R
AG

E

DLO WIDTH = PANEL WIDTH - 6-1/2"
DLO HEIGHT = FRAME HEIGHT - 11-1/16"

4.63" TYP.

EXTERIOR

INTERIOR

2" TYP.

4" TYP.

4.25" TYP.

2" TYP.

4" TYP. 4.25" TYP.

4.18" TYP.

INTERIOR

EXTERIOR

4.63" TYP.

EXTERIOR

INTERIOR

4" TYP.
4.25" TYP.

2" TYP.

4" TYP. 4.25" TYP.

4.18" TYP.

INTERIOR

EXTERIOR

4-ANCHOR
  CLUSTER PATTERN

6-ANCHOR
  CLUSTER PATTERN

OUTSIDE CORNER CLUSTER PATTERNS

INSIDE CORNER CLUSTER PATTERNS

4-ANCHOR
  CLUSTER PATTERN

6-ANCHOR
  CLUSTER PATTERN

HEAD &
STD. SILL

HEAD &
STD. SILL

1.163"

HEAD &
STD. SILLHEAD &

STD. SILL
2" TYP.

22" 30" 35" 36" 42" 48"
A 4 4 4 4 4 6
B 4 4 4 4 4 4
A 4 4 4 4 6 6
B 4 4 4 4 4 4
A 4 4 4 6 6 6
B 4 4 4 4 4 4
A 4 4 6 6 6 6
B 4 4 4 4 4 6
A 4 6 6 6 6
B 4 4 4 4 6
A 4 6 6 6
B 4 4 4 4
A 4 6 6 6
B 4 4 4 4
A 4 4 4
B 4 4 4

Min. Quantity of Anchors at Corner Cluster
 Frame 
Height

Anchor Location 
on Frame

Anchor 
Group

Panel Width

133 7/16"

144"

Head and Sill

Head and Sill

Head and Sill

Head and Sill

Head and Sill

Head and Sill

Head and Sill

Head and Sill

80"

90"

96"

105"

120"

132"

NO CHANGES TO THIS
SHEET
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4 
O

F 
9

G
LA

ZI
N

G

AN = ANNEALED
HS = HEAT STRENGTHENED
TP = TEMPERED
PVB = .090" TROSIFOL® PVB INTERLAYER BY KURARAY AMERICA, INC.
SG = .090" SENTRYGLAS® INTERLAYER BY KURARAY AMERICA, INC.
ATG= 0.7mm ARCHITECTURAL TECHNICAL GLASS BY CORNING, INC.

3/16" AN GLASS
.090" PVB OR SG

INTERLAYER
3/16" AN GLASS 3/8" AIRSPACE

.090" PVB OR SG
INTERLAYER

3/16" AN GLASS

3/16" TP GLASS

70-72

3/16" AN GLASS

GLASS TYPE 1 (WITH PVB)
GLASS TYPE 2 (WITH SG)

3/16" HS GLASS
3/16" HS GLASS

AIRSPACE

3/16" HS GLASS

3/16" TP GLASS

70-72

3/16" HS GLASS

GLASS TYPE 5 (WITH PVB)
GLASS TYPE 6 (WITH SG)

AIRSPACE
.090" PVB OR SG
INTERLAYER

3/16" AN GLASS

1/4" TP GLASS

70-72

3/16" AN GLASS

GLASS TYPE 9 (WITH PVB)
GLASS TYPE 10 (WITH SG)

AIRSPACE

3/16" HS GLASS

1/4" TP GLASS

70-72

3/16" HS GLASS

13/16" NOM. GLASS
BITE, ALL

GLASS TYPES

EXTERIOREXTERIOR EXTERIOR

EXTERIOREXTERIOREXTERIOR

23

33
32

23

20

20 20

36

50

17

37

17

37

17

36

17

17

36

TABLE 5:

33
33

33 3333

32
32

32 3232

50

50
5050

22 OR

18OR

22 OR

19 OR 18OR

2019 OR

18OR

18OR

18OR

19 OR19 OR

50

13/16" NOM. GLASS
BITE, ALL

GLASS TYPES

GLASS TYPE 3 (WITH PVB)
GLASS TYPE 4 (WITH SG)

.090" PVB OR SG
INTERLAYER

GLASS TYPE 7 (WITH PVB)
GLASS TYPE 8 (WITH SG)

.090" PVB OR SG
INTERLAYER

GLASS TYPE 11 (WITH PVB)
GLASS TYPE 12 (WITH SG)

.090" PVB OR SG
INTERLAYER

48 49

16

14

4245

IMPACT RESISTANT LAYER
24 GA. GALV. STEEL

1/8" HIGH-DENSITY HARDBOARD

26 GA. ALUM. EXT. SKIN

INSULATING CORE

1/8" HIGH-DENSITY HARDBOARD

26 GA. ALUM. INT. SKIN

EXTERIOR

70-72
EXTERIOR EXTERIOR

23

20

37

17

33
33

38
32

5022 OR

19 OR 18OR

50

0.70 mm ATG3/16" TP GLASS

.090" PVB OR SG
INTERLAYER

0.70 mm ATG
3/16" TP GLASS

.090" PVB OR SG
INTERLAYER

GLASS TYPE 13 (WITH PVB)
GLASS TYPE 14 (WITH SG)

GLASS TYPE 15 (WITH PVB)
GLASS TYPE 16 (WITH SG)

1/2" AIRSPACE

3/16" TP GLASS

37

NO CHANGES TO THIS
SHEET

(7/16" NOM. GLASS STACK) (7/16" NOM. GLASS STACK) (1" NOM. GLASS STACK)

(1" NOM. GLASS STACK) (1-1/16" NOM. GLASS STACK) (1-1/16" NOM. GLASS STACK)

(5/16" NOM. GLASS STACK) (1" NOM. GLASS STACK)

GLASS TYPE 16 (OPAQUE PANEL)
MAPES ARCHITECTURAL PANEL

(1" NOM.)



DAYLIGHT
OPENING

WIDTH

EDGE
DISTANCE

EMBEDMENT

1/4" MAX.

INSTALLATION OPTION 2
ANCHORED THROUGH FRAME
DIRECTLY INTO SUBSTRATE
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A. LYNN MILLER, P.E.,   P.E.# 58705

EDGE
DISTANCE

EMBEDMENT

1/4" MAX.

TYP. ANCHOR
TYPE,

EMBEDMENT
AND EDGE

DISTANCE PER
SUBSTRATE,

SEE TABLE 3,
SHEET 2

TYP. ANCHOR TYPE,
EMBEDMENT AND EDGE
DISTANCE PER SUBSTRATE,
SEE TABLE 3, SHEET 2

DETAIL A DETAIL B

DETAIL C

DETAIL D

49

6

43

41

48

30

631

6

13

2

2

EXTERIOR

EXTERIOR

48
INSTALLATION OPTION 1

ANCHORED THROUGH FRAME AND 1X
BUCKSTRIP INTO SUBSTRATE

5 
O

F 
9

H
O

R
IZ

. S
EC

TI
O

N

41

PANEL WIDTH

NOTES:

1) USE ONLY SUBSTRATE APPROPRIATE ANCHORS, FOLLOW
EMBEDMENT, EDGE DISTANCE AND SUBSTRATE REQUIREMENTS
PER TABLE 3, SHEET 2. ANY INSTALLATION OPTION SHOWN MAY
BE USED. ALL ANCHOR HEAD TYPES ARE ALLOWED.

2) ALL WOOD BUCKS LESS THAN 1-1/2" THICK ARE TO BE
CONSIDERED 1X INSTALLATIONS. 1X WOOD BUCKS ARE
OPTIONAL. UNIT MAY BE INSTALLED DIRECTLY TO SUBSTRATE.
WOOD BUCKS DEPICTED AS 2X ARE 1-1/2" THICK OR GREATER. 1X
AND 2X BUCKS (WHEN USED) SHALL BE DESIGNED TO PROPERLY
TRANSFER LOADS TO THE STRUCTURE. WOOD BUCK DESIGN AND
INSTALLATION IS THE RESPONSIBILITY OF THE ENGINEER OR
ARCHITECT OF RECORD.

DETAIL J
11

SEE DETAIL B,
SHEET 5SEE DETAIL L,

SHEET 6 SEE DETAIL J,
SHEET 5

SEE DETAIL K
SHEET 6 SEE DETAIL B,

SHEET 5SEE DETAIL A,
SHEET 5

EXTERIOR

4342 OR

NO CHANGES TO THIS
SHEET
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A. LYNN MILLER, P.E.,   P.E.# 58705

DETAIL E

NOTES:

1) USE ONLY SUBSTRATE APPROPRIATE ANCHORS, FOLLOW EMBEDMENT, EDGE DISTANCE AND SUBSTRATE REQUIREMENTS PER TABLE 3,
SHEET 2. ANY INSTALLATION OPTION SHOWN MAY BE USED. ALL ANCHOR HEAD TYPES ARE ALLOWED.

2) ALL WOOD BUCKS LESS THAN 1-1/2" THICK ARE TO BE CONSIDERED 1X INSTALLATIONS. 1X WOOD BUCKS ARE OPTIONAL. UNIT MAY BE
INSTALLED DIRECTLY TO SUBSTRATE.  WOOD BUCKS DEPICTED AS 2X ARE 1-1/2" THICK OR GREATER. 1X AND 2X BUCKS (WHEN USED)
SHALL BE DESIGNED TO PROPERLY TRANSFER LOADS TO THE STRUCTURE. WOOD BUCK DESIGN AND INSTALLATION IS THE
RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF RECORD.

6

EXTERIOR

31

15 43

6 
O

F 
9

C
EN

TE
R

 M
EE

T 
D

ET
AI

LS

SEE DETAIL E,
SHEET 6

SEE DETAIL A,
SHEET 5

SEE DETAIL A,
SHEET 5

EXTERIOR

SEE DETAIL A
SHEET 5

SEE DETAIL C
SHEET 5

SEE DETAIL B
SHEET 5

SEE DETAIL D
SHEET 5

DOUBLE
ROLLER

SINGLE
ROLLER

46

44

DETAIL K

24

EXTERIOR

15

DETAIL L

6

EXTERIOR

31

15

43

EXTERIOR

NO CHANGES TO THIS
SHEET



1

3

5

7

1
3

5

7

EXTERIOR
HEAD &

STD. SILL

INTERIOR

ALLOWABLE
"LEFT-SIDE"

CONFIGURATIONS

ALLOWABLE
"RIGHT-SIDE"

CONFIGURATIONS

INTERIOR

OUTSIDE HVHZ:
UNLIMITED NUMBER OF
PANELS PROVIDED MAXIMUM
PANEL SIZE IS NOT EXCEEDED.

INSIDE HVHZ:
UNLIMITED NUMBER OF
PANELS PROVIDED MAXIMUM
FRAME SQUARE FOOTAGE OF
428 FT² IS NOT EXCEEDED.

EXTERIOR

INTERIOR
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DETAIL G
INSIDE CORNER

ALLOWABLE
"LEFT-SIDE"

CONFIGURATIONS

1

3
5

7

1

3

5

7

ALLOWABLE
"RIGHT-SIDE"

CONFIGURATIONS

EXTERIOR

16

6

6

43

7 
O

F 
9

C
O

R
N

ER
 D

O
O

R
 D

ET
AI

LS

EXTERIOR

INTERIOR

DETAIL F
OUTSIDE CORNER

14

6

43

OTHER ALLOWABLE CONFIGURATIONS:
"EVEN LEFT-SIDE WITH ODD RIGHT-SIDE"

OR
"ODD LEFT-SIDE WITH EVEN RIGHT-SIDE"

OTHER ALLOWABLE CONFIGURATIONS:
"EVEN LEFT-SIDE WITH ODD RIGHT-SIDE"

OR
"ODD LEFT-SIDE WITH EVEN RIGHT-SIDE"

NO CHANGES TO THIS
SHEET



NOTES:

1) USE ONLY SUBSTRATE APPROPRIATE
ANCHORS, FOLLOW EMBEDMENT, EDGE
DISTANCE AND SUBSTRATE
REQUIREMENTS PER TABLE 3, SHEET 2.
ANY INSTALLATION OPTION SHOWN MAY
BE USED. ALL ANCHOR HEAD TYPES ARE
ALLOWED.

2) ALL WOOD BUCKS LESS THAN 1-1/2"
THICK ARE TO BE CONSIDERED 1X
INSTALLATIONS. 1X WOOD BUCKS ARE
OPTIONAL. UNIT MAY BE INSTALLED
DIRECTLY TO SUBSTRATE. WOOD BUCKS
DEPICTED AS 2X ARE 1-1/2" THICK OR
GREATER. 1X AND 2X BUCKS (WHEN USED)
SHALL BE DESIGNED TO PROPERLY
TRANSFER LOADS TO THE STRUCTURE.
WOOD BUCK DESIGN AND INSTALLATION
IS THE RESPONSIBILITY OF THE ENGINEER
OR ARCHITECT OF RECORD.

OUT-FOLD WITH STANDARD SILL

R
EG

IS
TR

AT
IO

N
 #

29
29

6

PR
EP

AR
ED

 B
Y 

A.
 L

YN
N

 M
IL

LE
R

10
70

 T
EC

H
N

O
LO

G
Y 

D
R

IV
E

N
. V

EN
IC

E,
 F

L 
34

27
5

(9
41

) 4
80

-1
60

0

C
O

PY
R

IG
H

T 
©

 2
02

5 
 W

IN
D

O
O

R
, L

LC
,  

LI
M

IT
ED

LI
C

EN
SE

 T
O

 M
AK

E 
C

O
PI

ES
 F

O
R

 P
ER

M
IT

TI
N

G
.

11
99

FP
A-

1D
-1

AL
U

M
IN

U
M

 B
IF

O
LD

 D
O

O
R

 (I
M

PA
C

T)

JE
N

S 
R

O
SO

W
SK

I

06
/1

6/
19

BF
11

99
A

W
IN

D
O

O
R

, L
LC

10
4 

TR
IP

LE
 D

IA
M

O
N

D
 B

LV
D

N
 V

EN
IC

E,
 F

L 
34

27
5

(8
33

) 5
54

-5
43

2

I

A. LYNN MILLER, P.E.,   P.E.# 58705

EMBEDMENT

1/4" MAX.

EDGE DISTANCE

EMBEDMENT

EDGE DISTANCE

EMBEDMENT

EDGE DISTANCE

TYP. ANCHOR TYPE,
EMBEDMENT AND EDGE

DISTANCE PER SUBSTRATE,
SEE TABLE 3, SHEET 2

INSTALLATION
OPTION 2

ANCHORED THROUGH
FRAME DIRECTLY INTO

SUBSTRATE
INSTALLATION

OPTION 3
ANCHORED THROUGH
FRAME DIRECTLY INTO

FITTED SUBSTRATE

INSTALLATION
OPTION 1

ANCHORED THROUGH
FRAME AND 1X

BUCKSTRIP INTO
SUBSTRATE

TYP. ANCHOR TYPE,
EMBEDMENT AND EDGE

DISTANCE PER SUBSTRATE,
SEE TABLE 3, SHEET 2

TYP. ANCHOR TYPE, EMBEDMENT
AND EDGE DISTANCE PER
SUBSTRATE, SEE TABLE 3, SHEET 2

OUT-FOLD WITH ADA, FLUSH SILL

DETAIL H

DETAIL I1 DETAIL I2

DAYLIGHT
OPENING

WIDTH

5

12

1

4

8

13

34

EXTERIOR

8 STD. 1-3/4"
SILL RISER

30

8 
O

F 
9

VE
R

TI
C

AL
 D

ET
AI

LS

EXTERIOR

7

35

45

46

47

(NOT RATED FOR WATER INFILTRATION)

FRAME
HEIGHT

3

FRAME
HEIGHT

52

NO CHANGES TO THIS
SHEET



FRAME STANDARD SILL1

3.188"

3.000"

3.188"

5.502"

3.250"

3.228"

.955"

1.228".045"
.336"

1.080"

1.281"

.150"

1.323"

5.000"

.093"

1.130"

5.000"

.125"

1.102"

.807"

.055"

1.525"

1.163"

1.525"

1.163"

1.233"

1.180"

1.228"

.955"

1.228"

.900"

5.000"

1.323"

.900"

1.228".045"

.150"
.075"

FRAME JAMB2 FRAME HEAD3

.110"

PANEL BOTTOM RAIL5

PANEL STILE6 PANEL TOP RAIL7

8 STANDARD
SILL COVER12

.770"

GROOVE
COVER13 DOUBLE DOOR

ASTRAGAL15 BEVEL INT.
COVER17 SQUARE INT.

COVER18

IG BEVEL
BEAD19 IG SQUARE

BEAD20 LAMI BEVEL
BEAD22 LAMI SQUARE

BEAD23

.055"

.055"

.055"
.055"

1-3/4" SILL
RISER

OUTSIDE
CORNER STILE14

3.672"

3.515".125"

.075"

.125"

3.672"

3.515"

INSIDE
CORNER STILE16
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A. LYNN MILLER, P.E.,   P.E.# 58705

1.704"

.180"1.381"

FRAME
FLUSH SILL4

TABLE 6:

STILE EXTENDER24

3.228"

.623"

.100"

9 
O

F 
9

EX
TR

U
SI

O
N

S,
 B

O
M

ITEM PART# DESCRIPTION MATERIALS
1 21001 Frame Sill 6063-T6
2 21004 Frame Jamb 6063-T6
3 21000 Frame Head 6063-T6
4 21002 Frame Flush Sill (ADA) 6063-T6
5 21009 Panel Bottom Rail 6063-T6
6 21010 Panel Stile 6063-T6
7 21008 Panel Top Rail 6063-T6
8 21005 1-3/4" Sill Riser/Frame Adapter 6063-T6

11 - - -
12 21007 Standard Sill Cover 6063-T6
13 21006 Groove Cover 6063-T6
14 23025 Outside Corner Stile 6063-T6
15 21011 Double Door Astragal 6063-T6
16 21086 Inside Corner Stile 6063-T6
17 21016 Bevel Interior Bead 6063-T6
18 21013 Square Interior Bead 6063-T6
19 21015 IG Bevel Bead 6063-T6
20 21012 IG Square Bead 6063-T6
22 21017 LAMI Bevel Bead 6063-T6
23 21014 LAMI Square Bead 6063-T6
24 21078 Stile Extender 6063-T6
30 21047 C-Fold gasket Vinyl
31 21044 Panel Meeting Gasket, #3008 Vinyl
32 61226D Beading Bulb Weatherstrip Vinyl
33 Setting Block, 0.25" EPDM
34 21042 .625" Fin Weatherstrip @ Sill
35 21043 .187" x .400" Fin Wstp. @ Header
36 21046 Small Glz. Leg Weatherstrip Vinyl
37 21045 Large Glz. Leg Weatherstrip Vinyl
38 61643 0.375" Q-Lon Bulb Weatherstrip
41 varies Hinge Fastener Kit SS
42 varies Active Handle Kit, Shoot Bolt Type
43 varies Active Handle Kit, Hook Latch Type
44 21081/2 Single Guide Hinge Assembly, top, L&R SS
45 21079/80 Single Roller Hinge Assembly, bottom, L&R SS
46 21038 Double Guide Hinge Assembly, top SS
47 21037 Double Roller Hinge Assembly, bottom SS
48 varies Hinge Assembly Kit, w/o Handle SS
49 varies Hinge Assembly Kit, w Handle SS
50 varies
51 21041 Assembly Screw, #10 x 1-1/4" PH SDS SS
52 21021 Stainless Steel Sill Cap SS
70 varies Kommerling Kodispace 4SG TPS varies
71 varies Quanex Super Spacer varies
72 varies Metal IG Spacer varies

Backbedding (Dow 791, 983, Sika 552 or RGS 7700)

NO CHANGES TO THIS
SHEET




