NOTES:

1.

15.

THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED TO COMPLY WITH
REQUIREMENTS OF THE FLORIDA BUILDING CODE.

WOOD FRAMING AND MASONRY OPENING TO BE DESIGNED AND ANCHORED TO PROPERLY
TRANSFER ALL LOADS TO STRUCTURE. FRAMING AND MASONRY OPENING IS THE
RESPONSIBILITY OF THE ARCHITECT OR ENGINEER OF RECORD.

1X BUCK OVER MASONRY/CONCRETE IS OPTIONAL. WHERE 1X BUCK IS NOT USED
DISSIMILAR MATERIALS MUST BE SEPARATED WITH APPROVED COATING OR MEMBRANE.
SELECTION OF COATING OR MEMBRANE IS THE RESPONSIBILITY OF THE ARCHITECT OR
ENGINEER OF RECORD.

ALLOWABLE STRESS INCREASE OF 1/3 WAS NOT USED IN THE DESIGN OF THE PRODUCT
SHOWN HEREIN. WIND LOAD DURATION FACTOR Cd=1.6 WAS USED FOR WOOD ANCHOR
CALCULATIONS.

FRAME MATERIAL: FIR WOOD.

UNITS MUST BE GLAZED PER ASTM E1300—-04 WITH SAFETY GLAZING.

APPROVED IMPACT PROTECTIVE SYSTEM IS REQUIRED FOR THIS PRODUCT IN WIND BORNE
DEBRIS REGIONS.

SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD BEARING SHIM. SHIM WHERE
SPACE OF 1/16” OR GREATER OCCURS. MAXIMUM ALLOWABLE SHIM STACK TO BE 1/47.
FOR ANCHORING NAILING FIN INTO 2X BUCK OR WOOD FRAME USE #8 WOOD SCREWS WITH
SUFFICIENT LENGTH TO ACHIEVE A 1 1/47 MINIMUM EMBEDMENT INTO SUBSTRATE. LOCATE
ANCHORS AS SHOWN IN ELEVATIONS AND INSTALLATION DETAILS.

. FOR FRAME ANCHORING INTO WOOD FRAMING OR 2X BUCK USE #12 WOOD SCREWS WITH

SUFFICIENT LENGTH TO ACHIEVE A 1 3/8" MINIMUM EMBEDMENT INTO SUBSTRATE. LOCATE
ANCHORS AS SHOWN IN ELEVATIONS AND INSTALLATION DETAILS.

. FOR FRAME ANCHORING INTO MASONRY/CONCRETE USE 1/4” TAPCONS WITH SUFFICIENT

LENGTH TO ACHIEVE A 1 1/47 MINIMUM EMBEDMENT INTO SUBSTRATE WITH 2 1/2"
MINIMUM EDGE DISTANCE. LOCATE ANCHORS AS SHOWN IN ELEVATIONS AND INSTALLATION
DETAILS.

FOR FRAME ANCHORING INTO METAL STRUCTURE USE #12 SMS OR SELF DRILLING SCREWS
WITH SUFFICIENT LENGTH TO ACHIEVE 3 THREADS MINIMUM BEYOND STRUCTURE INTERIOR
WALL. LOCATE ANCHORS AS SHOWN IN ELEVATIONS AND INSTALLATION DETAILS.

. ALL FASTENERS TO BE CORROSION RESISTANT.
. INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH ANCHOR

MANUFACTURER'S INSTALLATION INSTRUCTIONS AND ANCHORS SHALL NOT BE USED IN
SUBSTRATES WITH STRENGTHS LESS THAN THE MINIMUM STRENGTH SPECIFIED BELOW:

A. WOOD — MINIMUM SPECIFIC GRAVITY OF G=0.42

B. CONCRETE — MINIMUM COMPRESSIVE STRENGTH OF 3,192 PSI.

C. MASONRY — STRENGTH CONFORMANCE TO ASTM C—90, GRADE N, TYPE (OR GREATER).
D. METAL STRUCTURE: STEEL 16GA, 33KSI OR ALUMINUM 6063—T5 1/8" THICK MINIMUM

REVISIONS

REV

DESCRIPTION

DATE APPROVED

REVISED PRODUCT NAME

03/24/14 | R.L

APPROVED CONFIGURATION: OXX, XXO, XX, OX, XO AND X. DOOR MAY BE RIGHT OR LEFT
SWING.
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REVISIONS

REV DESCRIPTION DATE APPROVED
A REVISED PRODUCT NAME ‘ 03/24/W4 R.L.
111 1/8” MAX FRAME WIDTH 111 1/8” MAX FRAME WIDTH
35 13/16 MAX 35 13/187 MAX
PANEL WIDTH PANEL WIDTH
12”7 MAX 05” 10’ 05"
4 1/47 MAX —=f - . el e 4 1/4” MAX » - -— . - 4
/ r 0.C. D.L.O. / 4 MAX gACX D.L.O. W 4 MAX
5 ‘ 1 1 1 1 1 1 1 1 1 1 - ¢ % - < . _ S _ . . . <
4 MAX _ L 4 MAX 4” MAX
107 MAX / / / % 10" MAX 10" MAX [ / / / ><
ol |/ / / . ocC 0.C. / / /
f 45 1)M6" % 5 / \
a| | s 1/16 VERZ: 0.L.0. - o
D.L.O. DLO. /

REIGHT / HEIGHT i /

- /

96" / 96"
FEQAAA@E : / A // % // : FQAA@E | O / X X//
) /

/

T

P o |
4 ?MAX T T I T I I T T T I 4 ﬁMAX 4” ﬁMAX c : : : : : : : : : :
» o sz” MAX L 4 1/4” éwo 13/16” | | » » L 120 N R V2 o e »
4 1/4" MAX L oce A ik 4 1/4" MAX 4 1/4" MAX -~ = MAX e 4 1/4” MAX
RS 10 13/16 MAX
——{37 5/8" MAX WIDTH 73 1/27 MAX WIDTH
500 SERIES CLAD OUTSWING DOOR —_— M:Z; 5W{§TH ‘ 73 1/2" MAX WIDTH ———
EXTERIOR VIEW FRAME INSTALLATION 500 SERIES CLAD OUTSWING DOOR

EXTERIOR VIEW NAILING FIN INSTALLATION

DESIGN PRESSURE RATING IMPACT RATING

150.0PSF NONE FRONTLINE BUILDING PRODUCTS
610 JENSEN DRIVE
HARDWARE SCHEDULE MEDFORD, WI 54451 :‘_‘_:
5 POINT LOCK SYSTEM BY HOPPE (ACTIVE PANEL). 500 SERHESNOCII:IA_?MEBZ§WHNG DOOR %: % :*
2 POINT LOCK SYSTEM BY HOPPE (INACTIVE PANEL). ELEVATIONS ':'_: X TATIf' “.g
(4) BUTT HINGES BY HAGER. : —— ? <° ’
DEADBOLT BY HOPPE. G. 08—02207 9, ‘90NAL e\@\\\
OPERATING HANDLE BY HOPPE. DATE 10/01/13 SHEET2 OF 10 //”HIIH\\\\\




REVISIONS

REV DESCRIPTION DATE APPROVED

A REVISED PRODUCT NAME 03/24/14 R.L.
~ 111 1/8" MAX FRAME WIDTH | 75 3/16” MAX FRAME WIDTH |j=— 1 75 3/16" MAX FRAME WIDTH |~
/ >< / / /
/N / / / / //
/
/ N\ ” AN / ” // /
e x / X / 0 o X / o) o o’/ X //
FRAME / // / FRAME / / FRAME / /
o // HEIGHT / // HEIGHT //
;71 / / /// y ; / /// / / / / ;>\
/ // // // // // // // // /
37 9/16" MAX _
—] 73 1/2” MAX FRAME WIDTH |=— FRAME WIDTH
CORNER CONSTRUCTION:
1. THRESHOLD IS ATTACHED TO JAMBS WITH (2) ITEM
/ 7<\ / Zﬁﬁ&ﬁéﬁﬁéﬁﬁgigHEDTOHEADVWW#QHTEM36
// / / // / AT EACH CORNER.
=31 S [\ R )
RAME / RAME /
HEIGHT HEIGHT
/
\\ / // /i; >\ FRONTLINE BUILDING PRODUCTS
/ / 610 JENSEN DRIVE
MEDFORD, WI 54451
500 SERIES CLAD OUTSWING DOOR

NON—-IMPACT

APPROVED CONFIGURATIONS

DWG NO.
08-02207

DATE 10,/01/13 SHEETZ OF 10




REVISIONS I

BILL OF MATERIALS
ITEM NO.: | PART NUMBER DESCRIPTION MANUFACTURER MATERIAL ey CeemP TN oATe PROVED
1 BOTTOMRAIL WOOD A REVISED PRODUCT NAME 03/24/W4 R.L.
2 MID RAIL WOOD
3 TOP RAIL WOOD BILL OF MATERIALS
2 INGE STILE WOOD ITEM NO.:| PART NUMBER DESCRIPTION MANUFACTURER MATERIAL
5 LOCK STILE LVL/WOOD 49 THRESHOLD WOG0D
6 SEC./ACT.LOCK STILE LVL/WOOD 0 SUBSILL WOOD
7 JAMB WOOD 51 #7 X 2 1/2" SCREW STEEL
p GLAZING BEAD WOOD 52 GLAZING BEAD WOOD
5 STILE CLAD ALUMINUM 6063752 53 SETTING BLOCK 85 DUROMETER
11 MID RAIL CLAD ALUMINUM 6063-T52
12 BOTTOM RAIL CLAD ALUMINUM 6063-T52
13 FRAME CLAD ALUMINUM 6063-T52 #12 X 37 \\/\4/ JAMB
14 FRAME SEAL AMESBURY GROUP WOOD SCREW =
15 CORNER SEAL AMESBURY GROUP L
16 SASH CAP AMESBURY GROUP — L
B2 X 1/27 — B2 X 1 1/4”
17 SWEEP AMESBURY GROUP b screw I | (e
18 PILE SEAL AMESBURY GROUP | INTO SASH
T o T b L
WOOD SCREW L 1/47 X 3-1/4 \\/\ﬂ/ JAMB

21 HINGE HAGER TAPCON -
> TOP EXTENSION TRUTH HINGE INSTALLATION DETAIL

2X BUCK/WOOD FRAMING B
23 MIDDLE EXTENSION TRUTH - |
24 GEAR TRUTH #12 X 1/2" —=— | #12 X 1 1/47

WOOD SCREW N WOOD SCREW
25 COVER PLATE TRUTH i O < reh
26 CYLINDER SCREW TRUTH 419 X 37— T L JaMB
27 HAND ACT. GEAR TRUTH SELF DRILLING \47 /4" X 3-1/4 //\/qf
28 ROD GUIDE TRUTH SCREW | TAPCON
29 ROD TRUTH | HINGE INSTALLATION DETAIL
30 DEADBOLT STRIKE TRUTH #12 X 1/27 << #12 X 1.1/47 MASONRY/CONCRETE
WOOD SCREW B WOOD SCREW

31 TONGUE STRIKE TRUTH | O Saeh
32 SHOOTBOLT STRIKE TRUTH R
33 DUST CAP SEAL TRUTH #12 X 37 — | ]
34 #12X 11/4" SCREW STAINLESS STEEL SELF D@ EE‘ E(W;
35 #12 X 1/2" SCREW STAINLESS STEEL HINGE INSTALLATION DETAIL
36 #12 X 3" SCREW STAINLESS STEEL METAL STRUCTURE
37 #8 X 11/2" SCREW STEEL
38 #9X 2 1/2" SCREW STEEL
39 #8 X 2" SCREW STEEL
40 THREADED INSERT SIMI FASTENING SYSTEMS |STEEL FRONTLH\IE BUHLHNJG PROUCTS
a1 11/8 X 18 BRAD STEEL 610 JENSEN DRIVE
42 3/8" X 1/2" STAPLE STEEL MEDFORD, WI 54451
43 5/8"X43/4” DOWEL WOOoD 500 SERIES CLAD OUTSWING DOOR
44 RAISED PANEL EXTIRA WOOD NON—IMPACT
45 RAISED PANEL EXTIRA WOOD B.O.M.
46 #7 X 21/2" SS SCREW STEEL —
47 INTERIOR ASTRAGAL WOOD 08-02207
48 ALUMINUM SILL COLUMBIA ALUMINUM 6063-T52 e, o

DATE 10,/01/13 10




REVISIONS

REV DESCRIPTION ‘ DATE APPROVED

|_ ................. _| A REVISED PRODUCT NAME ‘ 03/24/14 R.L.

i @ ”
: SEENOTE 1

| @ SHEET 6

! 1/8" TEMP —of =i |=—— 1/8” TEMP
| INTERIOR

: EXTERIOR ALUMINUM
@@ | SPACER SYSTEM
- I /@ I

@/ | 9/16” BITE @
: / SEE NOTE 1
| } : {  SHEET6

STRUCTURAL SEALANT

(+) | EXTERIOR INTERIOR DOW CORNING 995
SEE NOTE 1 : (53)
SHEET 6 GLAZING DETAIL

SEE NOTE 2
SHEET 6

EXTERIOR INTERIOR |

~ |
WSEE NOTE 2
iSHEET6
|

ﬁ l FRONTLINE BUILDING PRODUCTS

| 610 JENSEN DRIVE
MEDFORD, WI 54451

P

; 500 SERIES CLAD OUTSWING DOOR . :':..
I NON~—IMPACT s =
i CROSS SECTIONS AND GLAZING DETAIL TAT E‘?
A y. 5:-"
: : DWG NO. /6\6‘ (.OREQ (Q\'\Q'
. N VERTICAL CROSS SECTION G. 08-02207 S IONAL g\\ N

DATE 10/01/13 SHEET5 OF 10 /"'HHHH\



@ SEE NOTE 8 SEE NOTE 7 REVISIONS
SHEET 6 SHEET 6 REV DESCRIPTION ‘ DATE APPROVED
e @ @ A REVISED PRODUCT NAME ‘ 03/24/14 R.L.
SEE NOTE 4 SEE NOTE 4 SEE NOTE 5 QE
SHEET 6 SHEET 6 SHEET 6
& % j _ INTERIOR

ij)
(

=

EXTERIOR

42

57 SEE NOTE 6
SEE NOTE 2 SHEET 6
SHEET 6

SEE NOTE 9
SHEET 6

NOTES:

1. LOCATE ITEM 41 2" FROM EACH END AND 6" MAX
O.C. THEREAFTER.

2. LOCATE ITEM 37 (2) AT EACH CORNER AND (1) AT
SILL.

3. LOCATE ITEM 38 AT EACH HINGE LOCATION.

4. LOCATE ITEM 38 6" FROM EACH CORNER AND 10"
MAX O.C. THEREAFTER. HORIZONTAL CROSS SECTION
5. LOCATE ITEM 36 THROUGH HINGES.

6. LOCATE ITEM 42 4" FROM EACH FROM EACH END FRONTLINE BUILDING PRODUCTS
AND 12" MAX O.C. THEREAFTER. 610 JENSEN DRIVE

7. LOCATE ITEM 52, 3/4" FROM FACE AND 1" O.C. MEDFORD, WI| 54451
THEREAFTER.

8. LOCATE ITEM 52 3" FROM EACH END AND 12" MAX 500 SERIES CLAD OUTSWING DOOR
O.C. THEREAFTER. NON—IMPACT

9. LOCATE ITEM 51 AT 3" FROM EACH END AND 10" CROSS SECTIONS

MAX O.C. THEREAFTER.

DWG NQ.

08-02207
DATE 10 /01/13 SHEETE OF 10




METAL

REVISIONS

REV DESCRIPTION

DATE APPROVED

STRUCTURE
BY OTHERS
/27 MIN, APPROVED
WOOD FRAMING — - SEALANT &
RERBANAR A EDGE DISTANCE =
BY OTHERS | |
1 3/8" MIN.
EMBEDMENT ¢
1
— = \
APPROVED ///fg 1747 ax. J
SHIM SPACE
SEALANT #12 SMS
OR SELF DRILLING
SCREW
THROUGH STRIKE
PLATE
#12 WoOoD
sl #12 WOOD EXTERIOR
STRIKE PLATE SCREW
EXTERIOR
INTERIOR 412 swS
OR SELF DRILLING
SCREW
THROUGH STRIKE
PLATE
APPROVED
SEALANT
#12 WOOD #12 WOOD
SCREW SCREW
THROUGH
STRIKE PLATE METAL
STRUCTURE
BY OTHERS
APPROVED
SEALANT 1/4” MAX.

f’swm SPACE

WOOD FRAMING
OR 2X BUCK
BY OTHERS

b4 3/8" MIN.
EMBEDMENT

VERTICAL CROSS SECTION
WOOD FRAMING OR 2X BUCK INSTALLATION

NOTE:
INTERIOR AND EXTERIOR FINISHES, BY OTHERS, NOT
SHOWN FOR CLARITY.

f

FRONTLINE BUILDING PRODUCTS

610 JENSEN DRIVE
MEDFORD, WI 54451

N 1/4” MAX.
( SHIM SPACE A REVISED PRODUCT NAME 03/24/W4 R.L.
. 1/47MAX
LJ////FJ — i SHIM SPACE
#12 SMS OR INTERIOR
SELF DRILLING #12 SMS OR é
SCREW SELF DRILLING
SCREWS
METAL
STRUCTURE
BY OTHERS
APPROVED
SEALANT
INTERIOR EXTERIOR
7 JAMB INSTALLATION DETAIL
METAL STRUCTURE INSTALLATION
1 1/4” MIN. 1/47 MAX
FMBEDMENT SHIM SPACE
#12 SMS OR
SELF DRILLING I
SCREW
1/2” MIN.
FDGE I
DISTANCE
L E INTERIOR
1/4” MAX. 1 B I
: { SHIM SPACE
v #12 WOOD g
N SCREW
VERTICAL CROSS SECTION A
METAL STRUCTURE INSTALLATION WOO%D ;XRABMJCN:E EXTERIOR
BY OTHERS —
APPROVED JAMB INSTALLATION DETAIL
SEALANT WOOD FRAMING OR 2X BUCK INSTALLATION

500 SERIES CLAD OUTSWING DOOR
NON—-IMPACT
INSTALLATION DETAILS

DWG NO.
08-02207

DATE 10,/01/13

SHEET7 OF 10




CONCRETE /MASONRY
BY OTHERS

OPTIONAL 1X BUCK
TO0 BE PROPERLY
SECURED

SEE NOTE 3 SHEET 1

APPROVED
SEALANT

1/4” TAPCON

THROUGH STRIKE
PLATE

1/4" TAPCON
THROUGH STRIKE
PLATE

APPROVED
SEALANT

OPTIONAL 1X BUCK
TO0 BE PROPERLY
SECURED

SEE NOTE 3 SHEET 1

CONCRETE /MASONRY
BY OTHERS

2 1/2” MIN.
EDGE DISTANCE

!

1 1/4” MIN.
EMBEDMENT
f
T[] $
I LJ////;J % 1/4” MAX.AJ
WA @EF%E SHIM SPACE
\\LW/4”TAPCON
EXTERIOR INTERIOR
1/4” TAPCON
1/4” MAX.

{ SHIM SPACE

f
&

1 1/4” MIN.
EMBEDMENT

VERTICAL CROSS SECTION

CONCRETE/MASONRY INSTALLATION

f

2 1/2” MIN.
EDGE DISTANCE

REVISIONS

REV DESCRIPTION DATE

APPROVED

A REVISED PRODUCT NAME 03/24/M R.L.
1.1/4” MIN.
FMBEDMENT
CONCRETE/MASONRY 1/4” MAX
BY OTHERS . SHIM SPACE
OPTIONAL 1X BUCK v
TO BE PROPERLY v
SECURED v I
SEE NOTE 3 SHEET 1 AN 9
VV
1/4” TAPCON I
o . INTERIOR
s IN 1

2 1/2" >
MIN. . <
EDGE i
DISTANCE . EXTERIOR

| APPROVED
SEALANT

JAMB INSTALLATION DETAIL
CONCRETE/MASONRY INSTALLATION

na

NOTE:
INTERIOR AND EXTERIOR FINISHES, BY OTHERS, NOT

SHOWN FOR CLARITY.

FRONTLINE BUILDING PRODUCTS

610 JENSEN DRIVE
MEDFORD, WI 54451

500 SERIES CLAD OUTSWING DOOR
NON—-IMPACT
INSTALLATION DETAILS

DWG NO.
08-02207

SHEET8 OF 10

DATE 10,/01/13




1 1/4” MIN.

WOOD
EMBEDMENT FRAMING
#8g¥gg@ \\\\\\\\\\\\ BY OTHERS
: i
3/8" MN 1 o b = ’
EDGE DISTANCE 1/4” Max. |
SHIM SPACE
#12 WOOD
SCREW
THROUGH STRIKE
PLATE
EXTERIOR INTERIOR
#12 WOOD
12 vo
THROUGH STRIKE
PLATE
1/47 MAX
WOOD FRAMING f’swm SPACE
BY OTHERS \\\\

by 3/8” MIN.

EMBEDMENT

VERTICAL CROSS SECTION
WOOD FRAMING OR 2X BUCK INSTALLATION

%

1/2” MIN.
EDGE DISTANCE

REVISIONS

REV DESCRIPTION

DATE

APPROVED

A REVISED PRODUCT NAME

03/24/14

R.L.

EDGE DISTANCE

. 1/47 MAX
WOOE?Y Fgﬁ%gg SHIM SPACE
#8 WOOD ] INTERIOR
SCREW
EE— ) %ﬁ
1 1/47
MIN.
EMBEDMENT
% =
EXTERIOR
3/8" MIN JAMB INSTALLATION DETAIL

WOOD FRAMING OR 2X BUCK INSTALLATION

NOTE:
INTERIOR AND EXTERIOR FINISHES, BY OTHERS, NOT
SHOWN FOR CLARITY.

FRONTLINE BUILDING PRODUCTS

610 JENSEN DRIVE
MEDFORD, WI 54451

500 SERIES CLAD OUTSWING DOOR
NON—-IMPACT
NAIL FIN INSTALLATION DETAILS

DWG NO.
08-02207

DATE 10,/01/13

SHEETg OF 10




REVISIONS

3 1/8"

»‘ 15/8” ‘«

4 7/16” 4—‘ REV DESCRIPTION DATE APPROVED
A REVISED PRODUCT NAME ‘ 03/24/14 R.L.

|
e Q/ o 32
: e
@W Bv/WEi @23 16

L 4 9/16" — -
; il | 7/8” VENEER h ) )
a1 5/8
] M/W@”‘« 1 11/16” | B/ﬁD BTF M ?

A -

@ N 5 1/4" ————
e 5 e @v;”m ]

@ 6 3/4" e m 7/8"

-— 2 5/16" ——

- ‘« 3/8”

/ ™ $ 2 5/18" —
-~ 7/16" ,
\ @ —

—— 1 15/16" |—

| A ” S
r<74H/W6 4>‘ E

@ 7 1/2”

5 1/4” 127

— 1 15/16" T

- 45/8" ﬁ

610 JENSEN DRIVE
N MEDFORD, WI 54451

‘<7 4 11/16" 4—‘
500 SERIES CLAD OUTSWING DOOR
NON—-IMPACT

COMPONENTS

@ 1.3/4 E
1 E FRONTLINE BUILDING PRODUCTS

DWG NO.

08-02207
— ME 10/01/13 |10 OF 10
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