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NOTES:

1. STEEL FOR CORRUGATED SHEET ASTM-A653 WITH A MINIMUM YIELD STRENGTH OF 80
KSI AND TENSILE STRENGTH OF 82 KSI. (GRADE 80)

2. GUIDES ROLL FORMED 12 GAUGE GALVANIZED STEEL.

3. GUIDE INSERT FORMED 12 GAUGE GALVANIZED STEEL.

4. 10 GAUGE GALVANIZED STEEL WINDLOCK CLIP FASTENED WITH TWO 3/16" X .440" POP
RIVETS ON FIVE CORRUGATIONS PER SIDE OF EACH SHEET (SEE DETAILS #2 AND #3).

5. ROLL-UP DOORS REQUIRE WINDLOCK CLIPS IN EVERY-©FHER CHANNEL OF THE DOOR

CURTAIN, FASTENED WITH POP RIVETS.
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I 19-1/4" |

N WIDE BACK PLAT
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SLIDE BOLT LOCK

ONE LOCK LOCATERAT EACH
AT LOCATED AT

TEST SIZE

10" WIDE x 8' HIGH +50 psf/ -55 psf +75/-82.5 PSF

DESIGN PRESSURE TEST PRESSURE

605 WEST NEW YORK AVENUE
DELAND, FLORIDA 32720

Certificate of Authorization No. 5492

BECHTOL ENGINEERING AND TESTING, INC.

CAROLINA CARPORTS, INC.

ROLL-UP SHEET DOOR
10' MAXIMUM WIDTH

Thomas Bechtol, P.E.
Florida License No. 38538

Carolina Carports Inc. TONIA T 3/29/19
187 Cardinal Ridge Trail R RR SN ONTS
Dobson, NC 27017 E 1] PRO4MOT 519001
Phone: (800) 670-4262 APPROVED: T3 SHEET 1 OF 1
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