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Scope

Molimo, LLC was contracted by Weather Shield Windows & Doors to evaluate installation
methods for their Series 1209 and Series 1210 Premium Coastal Impact Casement
Windows. The evaluation is based on physical testing and product certifications.
Reference standards utilized in this project include:

Florida Building Code, Building, 9th Edition (2026). International Code Council,
2026.

ANSI/AWC NDS-2024 National Design Specification (NDS) for Wood
Construction. American Wood Council, 2024.

AISI S100-16(2020) North American Specification for the Design of Cold-Formed
Steel Structural Members, 2016 (Reaffiirmed 2020). American lron and Steel
Institute, 2020.

ADM1-2020 2020 Aluminum Design Manual. The Aluminum Association, Inc.,
2020.

ICC-ES Report ESR-1976 ITW Buildex TEKS Self-Drilling Fasteners. ICC Evaluation
Service. 07/2025.

NOA 24-0102.06 Tapcon with Advanced Threadform Technology Concrete and
Masonry Anchors. Miami-Dade County Product Control Section, April 25, 2024.

The anchorage analyses presented herein do not address the water resistance, water
penetration or air infiltration performance of the installation method or the installed
product. In addition, the analyses rely on the assumption that the building substrate
is capable of withstanding incurred loads.
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Certification of Independence
In accordance with Rule 61G20-3 Florida Administrative Code, Molimo, LLC hereby
certifies the following:

e Molimo, LLC does not have, nor does it intend to acquire or will it acquire, a
financial interest in any company manufacturing or distributing products tested or
labeled by the agency.

e Molimo, LLC is not owned, operated or controlled by any company manufacturing
or distributing products it tests orlabels.

e Michael D. Stremmel, P.E. does not have nor will acquire, a financial interest in
any company manufacturing or distributing products for which the reports are being
issued.

e Michael D. Stremmel, P.E does not have, nor will acquire, a financial interest in
any other entity involved in the approval process of the product.
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Analyses

Window Anchorage

The as-tested and as-tested with alternate substrate anchorage methods are
evaluated on page 33 to page 46 and summarized in Table 1, Table 2 (page 4) and
Table 3 (page 5). The as-tested capacities will be used to justify anchorage to
alternate substrates having equal or higher anchorage capacities.

Table 1 Anchorage Capacities for Fin Installation

Substrate Anchor Capacity Comments
1. As-tested installation.
Wood " 2. Limited by pull-over at fin.
SYP 2x #6 x 1-5/8" Screw 20410 13" 1/4" maximum shim space
between frame and substrate.
1. 50 ksi yield strength stud.
16 G 2. Full penetration +3 threads.
auge #10-16 TEKS Screw 209 b |3. Limited by pull-out at substrate.
Steel Stud " . .
4. 1/4" maximum shim space
between frame and substrate.
1. 6063-T6 aluminum tube mullion.
2. Full penetration +3 threads.
1/8 ’Fhlck #10-16 TEKS Screw 235 Ib 3. Limited b.ypuII-ou.t at substrate.
Aluminum 4. 1/4" maximum shim space
Tube Mullion between frame and substrate.
5. 1/8" thick mullion qualifies 1/4"
thick mullion

In all cases the alternate substrate capacities for the fin installation connections are equal
to or greater than the as-tested value. Thus, the connection to the alternate substrate
with the proposed anchor placed at the as-tested spacing is acceptable.
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Table 2 Anchorage Capacities for Through-Frame Installation

Substrate Anchor Capacity Comments

As-tested installation.

1-1/4" minimum penetration.
Limited by shear capacity.
1/4" maximum shim space
between frame and substrate.

Wood

SYP 2x #10 x 2-1/2" Screw 112 1b

PON =

50 ksi yield strength stud.

Full penetration +3 threads.
Limited by bearing capacity.
1/4" maximum shim space
between frame and substrate.

16 Gauge | #10-16 TEKS Screw 359 Ib
Steel Stud

PN =

6063-T6 aluminum tube mullion.
Full penetration +3 threads.
1/8" thick Limited by bearing capacity.
Aluminum | #10-16 TEKS Screw 359 Ib 1/4" maximum shim space
Tube Mullion between frame and substrate.
1/8" thick mullion qualifies 1/4"
thick mullion.

PO

o

Minimum f'c = 3,000 psi.

1-1/2" minimum embedment.

2" minimum edge distance.

Limited by shear capacity.

1/4" maximum shim space
between frame and substrate.

Concrete 3/16" Tapcon 186 Ib

a0~

Minimum ASTM C90 CMU.

1" minimum embedment.

2" minimum edge distance.

Limited by shear capacity.

1/4" maximum shim space
between frame and substrate.

CMU 3/16" Tapcon 135 Ib

aEWON=

In all cases the alternate substrate capacities for the through-frame installation
connections are equal to or greater than the as-tested value. Thus, the connection to the
alternate substrate with the proposed anchor placed at the as-tested spacing is
acceptable.
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Table 3 Anchorage Capacities for Anchor Clip Installation

Substrate Anchor Capacity Comments

As-tested installation.

1-1/4" minimum penetration
Wood #6 x 1-5/8" Screw

SYP 2x (Four Screws)

»wh =

24 1b : .
1/4" maximum shim space

between frame and substrate.

Limited by bending of anchor clip.

50 ksi yield strength stud.

16 Gauge #10-16 TEKS Screw Full penetration +3 threads.
u -

24 b
Steel Stud (Four Screws)

»wh =

1/4" maximum shim space
between frame and substrate.

Limited by bending of anchor clip.

6063-T6 aluminum tube mullion.
Full penetration +3 threads.
Limited by bearing capacity.
1/4" maximum shim space
between frame and substrate.
1/8" thick mullion qualifies 1/4"
thick mullion

1/8" thick
Aluminum
Tube Mullion

»wh =

#10-16 TEKS Screw

(Four Screws) 24 1b

3L

Minimum f'c = 3,000 psi
1-1/2" minimum embedment.
3/16" Tapcon 1" Minimum edge distance.

(One Anchor) 24 Ib

Concrete

arwd =

1/4" maximum shim space
between frame and substrate.

Limited by bending of anchor clip.

Minimum ASTM C90 CMU
1" minimum embedment
3/16" Tapcon 2" Minimum edge distance.

CMU (One Anchor)

24 b

abswd =

1/4" maximum shim space
between frame and substrate.

Limited by bending of anchor clip.

Note: For all substrates, the clip shall be secured to the window frame with
four (4) #8 x 3/4" screws.

In all cases the alternate substrate capacities for the anchor clip installation connections
are equal to or greater than the as-tested value. Thus, the connection to the alternate
substrate with the proposed anchor(s) placed at the as-tested spacing is acceptable.

Anchorage Requirements

Anchorage requirements for the various approved Series 1209 and Series 1210 Premium
Coastal Impact Casement Windows are presented in Table 4 (page 6) to Table 29
(page 31).
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Table 4 Series 1209 Casement (36x84)

Window: Series 1209 Casement (36x84) Test Report: ESP019892P-1719
Maximum Size: 36" wide by 84" tall Product Approval: FL17017.6
Design Pressure: +55/-70 psf

Missile Impact: Missile D, Wind Zone 4

Installation Substrate Anchor Comments
Method
1. Southern Yellow Pine substrate.
Wood #6 x 1-5/8" Screw 2. 1-1/2" penetration to substrate.
. 3. 5/8" minimum edge distance.
Fin 1. 16 gauge, 50 ksi steel stud or
(see Note 1) Steel Stud ' g '9€, © )
1/8" min. thick 6063-T6 mullion.
or #10-16 TEKS Screw .
Alum. Mull 2. Full penetration + 3 threads.
' ' 3. 1/2" minimum edge distance.
1. Southern Yellow Pine substrate.
" 2. 1-1/4" penetration to substrate.
Wood #10 x 2-1/2" Screw 3. 1-1/8" min. edge distance at sill;
2-1/8" min. at head and jambs.
Steel Stud 1. 16 9auge, 50 ksi steel stud gr
1/8" min. thick 6063-T6 mullion.
Through- or #10-16 TEKS Screw .
2. Full penetration + 3 threads.
Frame Alum. Mull. . .
3. 1/2" minimum edge distance.
(see Note 2) — -
" 1. fc= 3,000 psi concrete.
3/16" Tapcon Anchor ,,
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) . )
3. 2" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM CQOlmedlum weight block.
CcMU 2. 1" penetration to substrate.
(NOA 16-1222.06) . .
3. 2" minimum edge distance.
1. Southern Yellow Pine substrate.
Wood (4) #6 x 1-5/8" Screws | 2. 1-1/2" penetration to substrate.
3. 1/2" minimum edge distance.
1. 16 gauge, 50 ksi steel stud or
Steel Stud 1/8" min. thick 6063-T6 mullion.
or (4) #10-16 TEKS Screws .
. 2. Full penetration + 3 threads.
Anchor Clip Alum. Mull. . .
(see Note 3, 4) 3. 1/2" minimum edge distance.
’ " 1. fc= 3,000 psi concrete.
3/16" Tapcon Anchor X
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) .o )
3. 1" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM CQOlmedlum weight block.
CcMU 2. 1" penetration to substrate.
(NOA 16-1222.06) . )
3. 2" minimum edge distance.

:1.  Anchor placement for fin install per Drawing 85-7438-36 (attached)

2. Anchor placement for through-frame install per Drawing 85-7438-38 (attached)
3. Anchor placement for anchor clip install per Drawing 85-7438-37 (attached)

4. Anchor clip shall be secured to window frame with four (4) #8 x 3/4" screws.
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Table 5 Series 1209 Casement (42x84)

Window: Series 1209 Casement (42x84) Test Report: ESP015989-1525
Maximum Size: 42" wide by 84" tall Product Approval: FL17017.2
Design Pressure: +55/-70 psf

Missile Impact: Missile D, Wind Zone 4

Installation Substrate Anchor Comments
Method
1. Southern Yellow Pine substrate.
Wood #6 x 1-5/8" Screw 2. 1-1/2" penetration to substrate.
. 3. 5/8" minimum edge distance.
Fin 1. 16 gauge, 50 ksi steel stud or
(see Note 1) Steel Stud ' g '9€, © )
1/8" min. thick 6063-T6 mullion.
or #10-16 TEKS Screw .
Alum. Mull 2. Full penetration + 3 threads.
' ' 3. 1/2" minimum edge distance.
1. Southern Yellow Pine substrate.
" 2. 1-1/4" penetration to substrate.
Wood #10 x 2-1/2" Screw 3. 1-1/8" min. edge distance at sill;
2-1/8" min. at head and jambs.
Steel Stud 1. 16 9auge, 50 ksi steel stud Qr
1/8" min. thick 6063-T6 mullion.
Through- or #10-16 TEKS Screw .
2. Full penetration + 3 threads.
Frame Alum. Mull. . .
3. 1/2" minimum edge distance.
(see Note 2) — -
" 1. f'<=3,000 psi concrete.
3/16" Tapcon Anchor .
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) . )
3. 2" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM CQOlmedlum weight block.
CcMU 2. 1" penetration to substrate.
(NOA 16-1222.06) . .
3. 2" minimum edge distance.
1. Southern Yellow Pine substrate.
Wood (4) #6 x 1-5/8" Screws | 2. 1-1/2" penetration to substrate.
3. 1/2" minimum edge distance.
1. 16 gauge, 50 ksi steel stud or
Steel Stud 1/8" min. thick 6063-T6 mullion
or (4) #10-16 TEKS Screws .
. 2. Full penetration + 3 threads.
Anchor Clip Alum. Mull. . .
(see Note 3, 4) 3. 1/2" minimum edge distance.
’ " 1. f'<=3,000 psi concrete.
3/16" Tapcon Anchor )
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) .o )
3. 1" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM CQOlmedlum weight block.
CcMU 2. 1" penetration to substrate.
(NOA 16-1222.06) . :
3. 2" minimum edge distance.

:1.  Anchor placement for fin install per Drawing 85-7438-36 (attached)

2. Anchor placement for through-frame install per Drawing 85-7438-38 (attached)
3. Anchor placement for anchor clip install per Drawing 85-7438-37 (attached)

4. Anchor clip shall be secured to window frame with four (4) #8 x 3/4" screws.
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Table 6 Series 1209 Casement (36x78)

Window: Series 1209 Casement (36x78) Test Report: ESP019600-1705
Maximum Size: 36" wide by 78" tall Product Approval: FL17017.4
Design Pressure: +65/-85 psf

Missile Impact: Missile D, Wind Zone 4

Installation Substrate Anchor Comments
Method
1. Southern Yellow Pine substrate.
Wood #6 x 1-5/8" Screw 2. 1-1/2" penetration to substrate.
. 3. 5/8" minimum edge distance.
Fin 1. 16 gauge, 50 ksi steel stud or
(see Note 1) Steel Stud ' g '9€, © )
1/8" min. thick 6063-T6 mullion.
or #10-16 TEKS Screw .
Alum. Mull 2. Full penetration + 3 threads.
' ' 3. 1/2" minimum edge distance.
1. Southern Yellow Pine substrate.
" 2. 1-1/4" penetration to substrate.
Wood #10 x 2-1/2" Screw 3. 1-1/8" min. edge distance at sill;
2-1/8" min. at head and jambs.
Steel Stud 1. 16 9auge, 50 ksi steel stud Qr
1/8" min. thick 6063-T6 mullion.
Through- or #10-16 TEKS Screw .
2. Full penetration + 3 threads.
Frame Alum. Mull. . .
3. 1/2" minimum edge distance.
(see Note 2) — -
" 1. fc= 3,000 psi concrete.
3/16" Tapcon Anchor .
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) . )
3. 2" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM CQOlmedlum weight block.
CcMU 2. 1" penetration to substrate.
(NOA 16-1222.06) . .
3. 2" minimum edge distance.
1. Southern Yellow Pine substrate.
Wood (4) #6 x 1-5/8" Screws | 2. 1-1/2" penetration to substrate.
3. 1/2" minimum edge distance.
1. 16 gauge, 50 ksi steel stud or
Steel Stud 1/8" min. thick 6063-T6 mullion.
or (4) #10-16 TEKS Screws .
. 2. Full penetration + 3 threads.
Anchor Clip Alum. Mull. . .
(see Note 3, 4) 3. 1/2" minimum edge distance.
’ " 1. fc= 3,000 psi concrete.
3/16" Tapcon Anchor )
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) .o )
3. 1" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM CQOlmedlum weight block.
CcMU 2. 1" penetration to substrate.
(NOA 16-1222.06) . )
3. 2" minimum edge distance.

:1.  Anchor placement for fin install per Drawing 85-7438-36 (attached)

2. Anchor placement for through-frame install per Drawing 85-7438-38 (attached)
3. Anchor placement for anchor clip install per Drawing 85-7438-37 (attached)

4. Anchor clip shall be secured to window frame with four (4) #8 x 3/4" screws.
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Table 7 Series 1210 Casement (36x84)

Window: Series 1210 Casement (36x84) Test Report: ESP020870P-1773
Maximum Size: 36" wide by 84" tall Product Approval: FL17017.9
Design Pressure: +55/-70 psf

Missile Impact: Missile D, Wind Zone 4

Installation Substrate Anchor Comments
Method
1. Southern Yellow Pine substrate.
Wood #6 x 1-5/8" Screw 2. 1-1/2" penetration to substrate.
. 3. 5/8" minimum edge distance.
Fin 1. 16 gauge, 50 ksi steel stud or
(see Note 1) Steel Stud ' g '9€, © )
1/8" min. thick 6063-T6 mullion.
or #10-16 TEKS Screw .
Alum. Mull 2. Full penetration + 3 threads.
' ' 3. 1/2" minimum edge distance.
1. Southern Yellow Pine substrate.
" 2. 1-1/4" penetration to substrate.
Wood #10 x 2-1/2" Screw 3. 1-1/8" min. edge distance at sill;
2-1/8" min. at head and jambs.
Steel Stud 1. 16 9auge, 50 ksi steel stud Qr
1/8" min. thick 6063-T6 mullion.
Through- or #10-16 TEKS Screw .
2. Full penetration + 3 threads.
Frame Alum. Mull. . .
3. 1/2" minimum edge distance.
(see Note 2) — -
" 1. fc= 3,000 psi concrete.
3/16" Tapcon Anchor .
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) . )
3. 2" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM CQOlmedlum weight block.
CcMU 2. 1" penetration to substrate.
(NOA 16-1222.06) . .
3. 2" minimum edge distance.
1. Southern Yellow Pine substrate.
Wood (4) #6 x 1-5/8" Screws | 2. 1-1/2" penetration to substrate.
3. 1/2" minimum edge distance.
1. 16 gauge, 50 ksi steel stud or
Steel Stud 1/8" min. thick 6063-T6 mullion.
or (4) #10-16 TEKS Screws .
. 2. Full penetration + 3 threads.
Anchor Clip Alum. Mull. . .
(see Note 3, 4) 3. 1/2" minimum edge distance.
’ " 1. f'<=3,000 psi concrete.
3/16" Tapcon Anchor )
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) .o )
3. 1" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM CQOlmedlum weight block.
CcMU 2. 1" penetration to substrate.
(NOA 16-1222.06) . )
3. 2" minimum edge distance.

1. Anchor placement for fin install per Drawing 85-7438-36 (attached)

2. Anchor placement for through-frame install per Drawing 85-7438-38 (attached)
3. Anchor placement for anchor clip install per Drawing 85-7438-37 (attached)

4. Anchor clip shall be secured to window frame with four (4) #8 x 3/4" screws.
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Table 8 Series 1210 Casement (42x84)

Window: Series 1210 Casement (42x84) Test Report: ESP015989P-1525
Maximum Size: 42" wide by 84" tall Product Approval: FL17017.14
Design Pressure: +55/-70 psf

Missile Impact: Missile D, Wind Zone 4

Installation Substrate Anchor Comments
Method
1. Southern Yellow Pine substrate.
Wood #6 x 1-5/8" Screw 2. 1-1/2" penetration to substrate.
. 3. 5/8" minimum edge distance.
Fin 1. 16 gauge, 50 ksi steel stud or
(see Note 1) Steel Stud ' g '9€, © )
1/8" min. thick 6063-T6 mullion.
or #10-16 TEKS Screw .
Alum. Mull 2. Full penetration + 3 threads.
' ' 3. 1/2" minimum edge distance.
1. Southern Yellow Pine substrate.
" 2. 1-1/4" penetration to substrate.
Wood #10 x 2-1/2" Screw 3. 1-1/8" min. edge distance at sill;
2-1/8" min. at head and jambs.
Steel Stud 1. 16 9auge, 50 ksi steel stud Qr
1/8" min. thick 6063-T6 mullion.
Through- or #10-16 TEKS Screw .
2. Full penetration + 3 threads.
Frame Alum. Mull. . .
3. 1/2" minimum edge distance.
(see Note 2) — -
" 1. fc= 3,000 psi concrete.
3/16" Tapcon Anchor .
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) . )
3. 2" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM CQOlmedlum weight block.
CcMU 2. 1" penetration to substrate.
(NOA 16-1222.06) . .
3. 2" minimum edge distance.
1. Southern Yellow Pine substrate.
Wood (4) #6 x 1-5/8" Screws | 2. 1-1/2" penetration to substrate.
3. 1/2" minimum edge distance.
1. 16 gauge, 50 ksi steel stud or
Steel Stud 1/8" min. thick 6063-T6 mullion.
or (4) #10-16 TEKS Screws .
. 2. Full penetration + 3 threads.
Anchor Clip Alum. Mull. . .
(see Note 3, 4) 3. 1/2" minimum edge distance.
’ " 1. fc= 3,000 psi concrete.
3/16" Tapcon Anchor )
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) .o )
3. 1" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM CQOlmedlum weight block.
CcMU 2. 1" penetration to substrate.
(NOA 16-1222.06) . :
3. 2" minimum edge distance.

1. Anchor placement for fin install per Drawing 85-7438-36 (attached)

2. Anchor placement for through-frame install per Drawing 85-7438-38 (attached)
3. Anchor placement for anchor clip install per Drawing 85-7438-37 (attached)

4. Anchor clip shall be secured to window frame with four (4) #8 x 3/4" screws.
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Table 9 Series 1210 Casement (42x84)

Window: Series 1210 Casement (42x84) Test Report: ESP020114P-1727
Maximum Size: 42" wide by 84" tall Product Approval: FL17017.1
Design Pressure: +55/-70 psf

Missile Impact: Missile D, Wind Zone 4

Installation

Method Substrate Anchor Comments
1. Southern Yellow Pine substrate.
Wood #6 x 1-5/8" Screw 2. 1-1/2" penetration to substrate.
Fin 3. 5/8" minimum edge distance.
(see Note 1) Steel Stud 1.16 gauge, 50 ksi steel stgd or1/8
min. thick 6063-T6 mullion.
or #10-16 TEKS Screw ;
Al Mull 2. Full penetration + 3 threads.
um. VIUTL. 3. 1/2" minimum edge distance.
1. Southern Yellow Pine substrate.
" 2. 1-1/4" penetration to substrate.
Wood #10 x 2-1/2" Screw 3. 1-1/8" min. edge distance at sill;
2-1/8" min. at head and jambs.
Steel Stud 1. 16'gaug.e, 50 ksi steel s’fud or 1/8
min. thick 6063-T6 mullion
Through- or #10-16 TEKS Screw .
2. Full penetration + 3 threads.
Frame Alum. Mull. . .
3. 1/2" minimum edge distance.
(see Note 2) — -
" 1. f. = 3,000 psi concrete.
3/16" Tapcon Anchor K
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) .o )
3. 2" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM C90_med|um weight block.
cMu 2. 1" penetration to substrate.
(NOA 16-1222.06) .o .
3. 2" minimum edge distance.
1. Southern Yellow Pine substrate.
Wood (4) #6 x 1-5/8" Screws | 2. 1-1/2" penetration to substrate.
3. 1/2" minimum edge distance.
Steel Stud i ok 60657 mullon,
or (4) #10-16 TEKS Screws ' ’

Full penetration + 3 threads.

Anchor Clip Alum. Mull. 1/2" minimum edge distance.

(see Note 3, 4) — :
3/16" Tapcon Anchor f'e = 3,000 psi concrete.

e Eal Al E

Concrete (NOA 16-1222.06) 1:1/2_ _embedment t_o substrate.
1" minimum edge distance.
" ASTM C90 medium weight block.
CcMu 3/16" Tapcon Anchor 1" penetration to substrate.

(NOA 16-1222.06) | 3" Ju  tiim edge distance.

:1. Anchor placement for fin install per Drawing 85-7438-36 (attached)

2. Anchor placement for through-frame install per Drawing 85-7438-38 (attached)
3. Anchor placement for anchor clip install per Drawing 85-7438-37 (attached)

4. Anchor clip shall be secured to window frame with four (4) #8 x 3/4" screws.
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Window: 1209 Casement Picture (72x84)
Maximum Size: 72" wide by 84" tall
Design Pressure: +55/-70 psf

Missile Impact: Missile D, Wind Zone 4

Test Reports: ESP017571P-1606

ESP018503P-1655.1

Product Approval: FL17694.2

(NOA 16-1222.06)

3

Installation Substrate Anchor Comments
Method
1. Southern Yellow Pine substrate.
Wood #6 x 1-5/8" Screw 2. 1-1/2" penetration to substrate.
Fin 3. 5/8" minimum edge distance.
(see Note 1) Steel Stud 1. 16 gaugg, 50 ksi steel stgd or 1/8
or #10-16 TEKS Screw min. thick 6063-T6 mullion.
Al Mull 2. Full penetration + 3 threads.
um. VIUTL. 3. 1/2" minimum edge distance.
1. Southern Yellow Pine substrate.
" 2. 1-1/4" penetration to substrate.
Wood #10 x 2-1/2" Screw 3. 1-1/8" min. edge distance at sill;
2-1/8" min. at head and jambs.
Steel Stud 1. 16'gaug.e, 50 ksi steel s’fud or1/8
min. thick 6063-T6 mullion
Through- or #10-16 TEKS Screw .
2. Full penetration + 3 threads.
Frame Alum. Mull. . .
3. 1/2" minimum edge distance.
(see Note 2) — -
" 1. f. = 3,000 psi concrete.
3/16" Tapcon Anchor K
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) .o )
3. 2" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM C90_med|um weight block.
cMu 2. 1" penetration to substrate.
(NOA 16-1222.06) .o .
3. 2" minimum edge distance.
1. Southern Yellow Pine substrate.
Wood (4) #6 x 1-5/8" Screws | 2. 1-1/2" penetration to substrate.
3. 1/2" minimum edge distance.
Steel Stud 1. 1§ gauge, 50 ksi steel s_tud or 1/8
min. thick 6063-T6 mullion.
or (4) #10-16 TEKS Screws .
. 2. Full penetration + 3 threads.
Anchor Clip Alum. Mull. . .
(see Note 3, 4) 3. 1/2" minimum edge distance.
’ " 1. fc = 3,000 psi concrete.
3/16" Tapcon Anchor X
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) N )
3. 1" minimum edge distance.
" 1. ASTM C90 medium weight block.
CMU 3/16" Tapcon Anchor 2. 1" penetration to substrate.

2" minimum edge distance.

:1. Anchor placement for fin install per Drawing 85-7438-36 (attached)

2. Anchor placement for through-frame install per Drawing 85-7438-38 (attached)
3. Anchor placement for anchor clip install per Drawing 85-7438-37 (attached)
4

Anchor clip shall be secured to window frame with four (4) #8 x 3/4" screws.
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Table 11 Series 1209 Casement Picture (42x78)

Window: 1209 Casement Picture (42x78) Test Report: ESP019600P-1705
Maximum Size: 42" wide by 78" tall Product Approval: FL17694.1
Design Pressure: +65/-85 psf

Missile Impact: Missile D, Wind Zone 4

Installation

Method Substrate Anchor Comments
1. Southern Yellow Pine substrate.
Wood #6 x 1-5/8" Screw 2. 1-1/2" penetration to substrate.
Fin 3. 5/8" minimum edge distance.
(see Note 1) Steel Stud 1.16 gauge, 50 ksi steel stgd or1/8
min. thick 6063-T6 mullion.
or #10-16 TEKS Screw ;
Al Mull 2. Full penetration + 3 threads.
um. VIUTL. 3. 1/2" minimum edge distance.
1. Southern Yellow Pine substrate.
" 2. 1-1/4" penetration to substrate.
Wood #10 x 2-1/2" Screw 3. 1-1/8" min. edge distance at sill;
2-1/8" min. at head and jambs.
Steel Stud 1. 16'gaug.e, 50 ksi steel s’fud or 1/8
min. thick 6063-T6 mullion
Through- or #10-16 TEKS Screw .
2. Full penetration + 3 threads.
Frame Alum. Mull. . .
3. 1/2" minimum edge distance.
(see Note 2) — -
" 1. f. = 3,000 psi concrete.
3/16" Tapcon Anchor K
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) .o )
3. 2" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM C90_med|um weight block.
cMu 2. 1" penetration to substrate.
(NOA 16-1222.06) .o .
3. 2" minimum edge distance.
1. Southern Yellow Pine substrate.
Wood (4) #6 x 1-5/8" Screws | 2. 1-1/2" penetration to substrate.
3. 1/2" minimum edge distance.
Steel Stud i ok 60657 mullon,
or (4) #10-16 TEKS Screws ' ’

Full penetration + 3 threads.

Anchor Clip Alum. Mull. 1/2" minimum edge distance.

(see Note 3, 4) — :
3/16" Tapcon Anchor f'e = 3,000 psi concrete.

e Eal Al E

Concrete (NOA 16-1222.06) 1:1/2_ _embedment t_o substrate.
1" minimum edge distance.
" ASTM C90 medium weight block.
CcMu 3/16" Tapcon Anchor 1" penetration to substrate.

(NOA 16-1222.06) | 3" Ju  tiim edge distance.

:1. Anchor placement for fin install per Drawing 85-7438-36 (attached)

2. Anchor placement for through-frame install per Drawing 85-7438-38 (attached)
3. Anchor placement for anchor clip install per Drawing 85-7438-37 (attached)

4. Anchor clip shall be secured to window frame with four (4) #8 x 3/4" screws.
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Table 12 Series 1210 Casement Picture (72x84)

Window: 1210 Casement Picture (72x84) Test Report: ESP020870P-1773
Maximum Size: 72" wide by 84" tall Product Approval: FL17694.8
Design Pressure: +55/-70 psf

Missile Impact: Missile D, Wind Zone 4

Installation

Method Substrate Anchor Comments
1. Southern Yellow Pine substrate.
Wood #6 x 1-5/8" Screw 2. 1-1/2" penetration to substrate.
Fin 3. 5/8" minimum edge distance.
(see Note 1) Steel Stud 1.16 gauge, 50 ksi steel stgd or1/8
min. thick 6063-T6 mullion.
or #10-16 TEKS Screw ;
Al Mull 2. Full penetration + 3 threads.
um. VIUTL. 3. 1/2" minimum edge distance.
1. Southern Yellow Pine substrate.
" 2. 1-1/4" penetration to substrate.
Wood #10 x 2-1/2" Screw 3. 1-1/8" min. edge distance at sill;
2-1/8" min. at head and jambs.
Steel Stud 1. 16'gaug.e, 50 ksi steel s’fud or 1/8
min. thick 6063-T6 mullion
Through- or #10-16 TEKS Screw .
2. Full penetration + 3 threads.
Frame Alum. Mull. . .
3. 1/2" minimum edge distance.
(see Note 2) — -
" 1. f. = 3,000 psi concrete.
3/16" Tapcon Anchor K
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) .o )
3. 2" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM C90_med|um weight block.
cMu 2. 1" penetration to substrate.
(NOA 16-1222.06) .o .
3. 2" minimum edge distance.
1. Southern Yellow Pine substrate.
Wood (4) #6 x 1-5/8" Screws | 2. 1-1/2" penetration to substrate.
3. 1/2" minimum edge distance.
Steel Stud i ok 60657 mullon,
or (4) #10-16 TEKS Screws ' ’

Full penetration + 3 threads.

Anchor Clip Alum. Mull. 1/2" minimum edge distance.

(see Note 3, 4) — :
3/16" Tapcon Anchor f'e = 3,000 psi concrete.

e Eal Al E

Concrete (NOA 16-1222.06) 1:1/2_ _embedment t_o substrate.
1" minimum edge distance.
" ASTM C90 medium weight block.
CcMu 3/16" Tapcon Anchor 1" penetration to substrate.

(NOA 16-1222.06) | 3" Ju  tiim edge distance.

:1. Anchor placement for fin install per Drawing 85-7438-36 (attached)

2. Anchor placement for through-frame install per Drawing 85-7438-38 (attached)
3. Anchor placement for anchor clip install per Drawing 85-7438-37 (attached)

4. Anchor clip shall be secured to window frame with four (4) #8 x 3/4" screws.
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Table 13 Series 1210 Casement Picture (42x78)

Window: 1210 Casement Picture (42x78) Test Report: ESP019139-1688
Maximum Size: 42" wide by 78" tall Product Approval: FL17694.9
Design Pressure: +65/-85 psf

Missile Impact: Missile D, Wind Zone 4

Installation

Method Substrate Anchor Comments
1. Southern Yellow Pine substrate.
Wood #6 x 1-5/8" Screw 2. 1-1/2" penetration to substrate.
Fin 3. 5/8" minimum edge distance.
(see Note 1) Steel Stud 1.16 gauge, 50 ksi steel stgd or1/8
min. thick 6063-T6 mullion.
or #10-16 TEKS Screw ;
Al Mull 2. Full penetration + 3 threads.
um. VIUTL. 3. 1/2" minimum edge distance.
1. Southern Yellow Pine substrate.
" 2. 1-1/4" penetration to substrate.
Wood #10 x 2-1/2" Screw 3. 1-1/8" min. edge distance at sill;
2-1/8" min. at head and jambs.
Steel Stud 1. 16'gaug.e, 50 ksi steel s’fud or 1/8
min. thick 6063-T6 mullion
Through- or #10-16 TEKS Screw .
2. Full penetration + 3 threads.
Frame Alum. Mull. . .
3. 1/2" minimum edge distance.
(see Note 2) — -
" 1. f. = 3,000 psi concrete.
3/16" Tapcon Anchor K
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) .o )
3. 2" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM C90_med|um weight block.
cMu 2. 1" penetration to substrate.
(NOA 16-1222.06) .o .
3. 2" minimum edge distance.
1. Southern Yellow Pine substrate.
Wood (4) #6 x 1-5/8" Screws | 2. 1-1/2" penetration to substrate.
3. 1/2" minimum edge distance.
Steel Stud i ok 60657 mullon,
or (4) #10-16 TEKS Screws ' ’

Full penetration + 3 threads.

Anchor Clip Alum. Mull. 1/2" minimum edge distance.

(see Note 3, 4) — :
3/16" Tapcon Anchor f'e = 3,000 psi concrete.

e Eal Al E

Concrete (NOA 16-1222.06) 1:1/2_ _embedment t_o substrate.
1" minimum edge distance.
" ASTM C90 medium weight block.
CcMu 3/16" Tapcon Anchor 1" penetration to substrate.

(NOA 16-1222.06) | 3" Ju  tiim edge distance.

:1. Anchor placement for fin install per Drawing 85-7438-36 (attached)

2. Anchor placement for through-frame install per Drawing 85-7438-38 (attached)
3. Anchor placement for anchor clip install per Drawing 85-7438-37 (attached)

4. Anchor clip shall be secured to window frame with four (4) #8 x 3/4" screws.
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Table 14 Series 1209 Mulled Casement (2 — 5 Wide)

Window: 1209 Mulled Casement Test Reports: ESP015989P-1525
Max. Operator Size: 42" wide by 84" tall ESP017571P-1606
Max. Fixed Size: 42" wide by 84" tall ESP018503P-1655.1
Design Pressure: +55/-70 psf ESP018974P-1682

Missile Impact: Missile D, Wind Zone 4 Product Approval: FL17017.5

Installation Substrate Anchor Comments
Method
1. Southern Yellow Pine substrate.
Wood #6 x 1-5/8" Screw 2. 1-1/2" penetration to substrate.
Fin 3. 5/8" minimum edge distance.
(see Note 1) Steel Stud 1.16 gauge, 50 ksi steel stl_Jd or 1/8
min. thick 6063-T6 mullion.
or #10-16 TEKS Screw )
Alum. Mull 2. Full penetration + 3 threads.
um. VILT. 3. 1/2" minimum edge distance.
1. Southern Yellow Pine substrate.
" 2. 1-1/4" penetration to substrate.
Wood #10 x 2-1/2" Screw 3. 1-1/8" min. edge distance at sill;
2-1/8" min. at head and jambs.
Steel Stud 1. 16_gaug_e, 50 ksi steel s’sud or 1/8
min. thick 6063-T6 mullion
Through- or #10-16 TEKS Screw .
2. Full penetration + 3 threads.
Frame Alum. Mull. . .
3. 1/2" minimum edge distance.
(see Note 2) — -
" 1. f. = 3,000 psi concrete.
3/16" Tapcon Anchor K
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) . .
3. 2" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM CQO.medlum weight block.
CMU 2. 1" penetration to substrate.
(NOA 16-1222.06) . :
3. 2" minimum edge distance.
1. Southern Yellow Pine substrate.
Wood (4) #6 x 1-5/8" Screws | 2. 1-1/2" penetration to substrate.
3. 1/2" minimum edge distance.
Steel Stud 1. 1§ gauge, 50 ksi steel gtud or 1/8
min. thick 6063-T6 mullion.
or (4) #10-16 TEKS Screws .
. 2. Full penetration + 3 threads.
Anchor Clip Alum. Mull. . .
(see Note 3, 4) 3. 1/2" minimum edge distance.
’ " 1. f'c = 3,000 psi concrete.
3/16" Tapcon Anchor X
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) . .
3. 1" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM C90_med|um weight block.
cMu 2. 1" penetration to substrate.
(NOA 16-1222.06) . :
3. 2" minimum edge distance.

:1.  Anchor placement for fin install per Drawing 85-7815-15 (attached)

2. Anchor placement for through-frame install per Drawing 85-7815-16 (attached)
3. Anchor placement for anchor clip install per Drawing 85-7815-17 (attached)

4. Anchor clip shall be secured to window frame with four (4) #8 x 3/4" screws.
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Table 15 Series 1209 Mulled Casement (2 — 5 Wide)

Window: 1209 Mulled Casement Test Reports: ESP019892P-1719
Max. Operator Size: 36" wide by 84" tall ESP017571P-1606
Max. Fixed Size: 36" wide by 84" tall Product Approval: FL17017.6

Design Pressure: +55/-70 psf
Missile Impact: Missile D, Wind Zone 4

Installation Substrate Anchor Comments
Method
1. Southern Yellow Pine substrate.
Wood #6 x 1-5/8" Screw 2. 1-1/2" penetration to substrate.
Fin 3. 5/8" minimum edge distance.
(see Note 1) Steel Stud 1.16 gauge, 50 ksi steel stl_Jd or 1/8
min. thick 6063-T6 mullion.
or #10-16 TEKS Screw )
Alum. Mull 2. Full penetration + 3 threads.
um. VILT. 3. 1/2" minimum edge distance.
1. Southern Yellow Pine substrate.
" 2. 1-1/4" penetration to substrate.
Wood #10 x 2-1/2" Screw 3. 1-1/8" min. edge distance at sill;
2-1/8" min. at head and jambs.
Steel Stud 1. 16_gaug_e, 50 ksi steel s’sud or 1/8
min. thick 6063-T6 mullion
Through- or #10-16 TEKS Screw .
2. Full penetration + 3 threads.
Frame Alum. Mull. . .
3. 1/2" minimum edge distance.
(see Note 2) — -
" 1. f. = 3,000 psi concrete.
3/16" Tapcon Anchor K
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) . .
3. 2" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM CQO.medlum weight block.
CMU 2. 1" penetration to substrate.
(NOA 16-1222.06) . :
3. 2" minimum edge distance.
1. Southern Yellow Pine substrate.
Wood (4) #6 x 1-5/8" Screws | 2. 1-1/2" penetration to substrate.
3. 1/2" minimum edge distance.
Steel Stud 1. 1§ gauge, 50 ksi steel gtud or 1/8
min. thick 6063-T6 mullion.
or (4) #10-16 TEKS Screws .
. 2. Full penetration + 3 threads.
Anchor Clip Alum. Mull. . .
(see Note 3, 4) 3. 1/2" minimum edge distance.
’ " 1. f'c = 3,000 psi concrete.
3/16" Tapcon Anchor X
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) . .
3. 1" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM C90_med|um weight block.
cMu 2. 1" penetration to substrate.
(NOA 16-1222.06) . :
3. 2" minimum edge distance.

;1. Anchor placement for fin install per Drawing 85-7815-15 (attached)

2. Anchor placement for through-frame install per Drawing 85-7815-16 (attached)
3. Anchor placement for anchor clip install per Drawing 85-7815-17 (attached)

4. Anchor clip shall be secured to window frame with four (4) #8 x 3/4" screws.
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Table 16 Series 1209 Mulled Casement (2 — 5 Wide)

Window: 1209 Mulled Casement Test Reports: ESP019600P-1705
Max. Operator Size: 36" wide by 78" tall Product Approval: FL17017.1
Max. Fixed Size: 42" wide by 78" tall

Design Pressure: +65/-85 psf

Missile Impact: Missile D, Wind Zone 4

Installation Substrate Anchor Comments
Method
1. Southern Yellow Pine substrate.
Wood #6 x 1-5/8" Screw 2. 1-1/2" penetration to substrate.
Fin 3. 5/8" minimum edge distance.
(see Note 1) Steel Stud 1.16 gauge, 50 ksi steel stl_Jd or 1/8
min. thick 6063-T6 mullion.
or #10-16 TEKS Screw )
Alum. Mull 2. Full penetration + 3 threads.
um. VILT. 3. 1/2" minimum edge distance.
1. Southern Yellow Pine substrate.
" 2. 1-1/4" penetration to substrate.
Wood #10 x 2-1/2" Screw 3. 1-1/8" min. edge distance at sill;
2-1/8" min. at head and jambs.
Steel Stud 1. 16_gaug_e, 50 ksi steel s’sud or 1/8
min. thick 6063-T6 mullion
Through- or #10-16 TEKS Screw .
2. Full penetration + 3 threads.
Frame Alum. Mull. . .
3. 1/2" minimum edge distance.
(see Note 2) — -
" 1. f. = 3,000 psi concrete.
3/16" Tapcon Anchor K
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) . .
3. 2" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM CQO.medlum weight block.
CMU 2. 1" penetration to substrate.
(NOA 16-1222.06) . :
3. 2" minimum edge distance.
1. Southern Yellow Pine substrate.
Wood (4) #6 x 1-5/8" Screws | 2. 1-1/2" penetration to substrate.
3. 1/2" minimum edge distance.
Steel Stud 1. 1§ gauge, 50 ksi steel gtud or 1/8
min. thick 6063-T6 mullion.
or (4) #10-16 TEKS Screws .
. 2. Full penetration + 3 threads.
Anchor Clip Alum. Mull. . .
(see Note 3, 4) 3. 1/2" minimum edge distance.
’ " 1. f'c = 3,000 psi concrete.
3/16" Tapcon Anchor X
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) . .
3. 1" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM C90_med|um weight block.
cMu 2. 1" penetration to substrate.
(NOA 16-1222.06) . :
3. 2" minimum edge distance.

;1. Anchor placement for fin install per Drawing 85-7815-15 (attached)

2. Anchor placement for through-frame install per Drawing 85-7815-16 (attached)
3. Anchor placement for anchor clip install per Drawing 85-7815-17 (attached)

4. Anchor clip shall be secured to window frame with four (4) #8 x 3/4" screws.
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Table 17 Series 1209 Mulled Casement (2 — 3 Wide)

Window: 1209 Mulled Casement Test Reports: ESP015989P-1525
Max. Operator Size: 42" wide by 84" tall ESP017571P-1606
Max. Fixed Size: 72" wide by 84" tall ESP018503P-1655.1
Design Pressure: +55/-70 psf ESP018829P-1676
Missile Impact: Missile D, Wind Zone 4 Product Approvals: FL17017.14
FL17694.2
In:nt:tlLa;:n Substrate Anchor Comments

1. Southern Yellow Pine substrate.

Wood #6 x 1-5/8" Screw 2. 1-1/2" penetration to substrate.
Fin 3. 5/8" minimum edge distance.
(see Note 1) Steel Stud 1.16 gaugg, 50 ksi steel stgd or 1/8
min. thick 6063-T6 mullion.
or #10-16 TEKS Screw ;
Al Mul 2. Full penetration + 3 threads.
um. Mufl 3. 1/2" minimum edge distance.
1. Southern Yellow Pine substrate.
" 2. 1-1/4" penetration to substrate.
Wood #10 x 2-1/2" Screw 3. 1-1/8" min. edge distance at sill;
2-1/8" min. at head and jambs.
Steel Stud 1. 16'gauge, 50 ksi steel st'ud or1/8
min. thick 6063-T6 mullion
or #10-16 TEKS Screw :
Through-Frame Alum. Mull 2. Full penetration + 3 threads.
(see Note 2) ' | 3. 1/2" minimum edge distance.
3/16" Tapcon Anchor 1. fe= 3“,000 psi concrete.
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) I .
3. 2" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM CQO'medlum weight block.
CmMuU 2. 1" penetration to substrate.
(NOA 16-1222.06) . .
3. 2" minimum edge distance.
1. Southern Yellow Pine substrate.
Wood (4) #6 x 1-5/8" Screws 2. 1-1/2" penetration to substrate.
3. 1/2" minimum edge distance.
Steel Stug " i, ok 606576 mulion.
or (4) #10-16 TEKS Screws ' )

Full penetration + 3 threads.

Anchor Clip Alum. Mull. 1/2" minimum edge distance.

(see Note 3, 4) — -
3/16" Tapcon Anchor f' = 3,000 psi concrete.

NSO N

Concrete (NOA 16-1222.06) 1:1/2 lembedment t'o substrate.
1" minimum edge distance.
" ASTM C90 medium weight block.
CcMU 3/16" Tapcon Anchor 1" penetration to substrate.

(NOA 16-1222.06)

3. 2" minimum edge distance.

1. Anchor placement for fin install per Drawing 85-7815-15 (attached)

2. Anchor placement for through-frame install per Drawing 85-7815-16 (attached)
3. Anchor placement for anchor clip install per Drawing 85-7815-17 (attached)
4
5

Anchor clip shall be secured to window frame with four (4) #8 x 3/4" screws.
Anchor clip placement at mullion per Drawing 85-7815-21 (attached)
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Table 18 Series 1209 Mulled Casement (2 — 3 Wide)

Window: 1209 Mulled Casement Test Reports: ESP019892P-1719
Max. Operator Size: 36" wide by 84" tall ESP017571P-1606
Max. Fixed Size: 72" wide by 84" tall ESP018503P-1655.1
Design Pressure: +55/-70 psf ESP018829P-1676

Missile Impact: Missile D, Wind Zone 4 Product Approval: FL17017.8

Installation

Substrate Anchor Comments
Method
1. Southern Yellow Pine substrate.
Wood #6 x 1-5/8" Screw 2. 1-1/2" penetration to substrate.
Fin 3. 5/8" minimum edge distance.
(see Note 1) Steel Stud 1.16 gaugg, 50 ksi steel stgd or 1/8
min. thick 6063-T6 mullion.
or #10-16 TEKS Screw ;
Al Ml 2. Full penetration + 3 threads.
um. viutl. 3. 1/2" minimum edge distance.
1. Southern Yellow Pine substrate.
" 2. 1-1/4" penetration to substrate.
Wood #10 x 2-1/2" Screw 3. 1-1/8" min. edge distance at sill;
2-1/8" min. at head and jambs.
Steel Stud 1. 16'gauge, 50 ksi steel st'ud or1/8
min. thick 6063-T6 mullion
or #10-16 TEKS Screw .
Through-Frame Alum. Mull 2. Full penetration + 3 threads.
(see Note 2) ' ' 3. 1/2" minimum edge distance.
3/16" Tapcon Anchor 1. fe= 3“,000 psi concrete.
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) T .
3. 2" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM CQO'medlum weight block.
CmMuU 2. 1" penetration to substrate.
(NOA 16-1222.06) . .
3. 2" minimum edge distance.
1. Southern Yellow Pine substrate.
Wood (4) #6 x 1-5/8" Screws 2. 1-1/2" penetration to substrate.
3. 1/2" minimum edge distance.
Steel Stud 1. 1§ gauge, 50 ksi steel gtud or1/8
min. thick 6063-T6 mullion.
or (4) #10-16 TEKS Screws .
. 2. Full penetration + 3 threads.
Anchor Clip Alum. Mull. . .
3. 1/2" minimum edge distance.
(see Note 3, 4) — -
" 1. f'c = 3,000 psi concrete.
3/16" Tapcon Anchor X
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) .o .
3. 1" minimum edge distance.
" 1. ASTM C90 medium weight block.
Cmu 3/16" Tapcon Anchor 2. 1" penetration to substrate.

(NOA 16-1222.06)

w

. 2" minimum edge distance.

Anchor placement for fin install per Drawing 85-7815-15 (attached)

Anchor placement for through-frame install per Drawing 85-7815-16 (attached)
Anchor placement for anchor clip install per Drawing 85-7815-17 (attached)
Anchor clip shall be secured to window frame with four (4) #8 x 3/4" screws.
Anchor clip placement at mullion per Drawing 85-7815-21 (attached)

ahwN =
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Table 19 Series 1209 Mulled Fixed Casement (2 — 3 Wide)

Window: 1209 Mulled Fixed Casement Test Reports: ESP017571P-1606
Max. Fixed Size: 72" wide by 84" tall ESP018503P-1655.1
Design Pressure: +55/-70 psf ESP018829P-1676
Missile Impact: Missile D, Wind Zone 4 Product Approval: FL14696.35

Installation

Substrate Anchor Comments
Method
1. Southern Yellow Pine substrate.
Wood #6 x 1-5/8" Screw 2. 1-1/2" penetration to substrate.
Fin 3. 5/8" minimum edge distance.
(see Note 1) Steel Stud 1.16 gaugg, 50 ksi steel stgd or 1/8
min. thick 6063-T6 mullion.
or #10-16 TEKS Screw ;
Al Mul 2. Full penetration + 3 threads.
um. Mufl 3. 1/2" minimum edge distance.
1. Southern Yellow Pine substrate.
" 2. 1-1/4" penetration to substrate.
Wood #10 x 2-1/2" Screw 3. 1-1/8" min. edge distance at sill;
2-1/8" min. at head and jambs.
Steel Stud 1. 16'gauge, 50 ksi steel st'ud or1/8
min. thick 6063-T6 mullion
or #10-16 TEKS Screw :
Through-Frame Alum. Mull 2. Full penetration + 3 threads.
(see Note 2) ' | 3. 1/2" minimum edge distance.
3/16" Tapcon Anchor 1. fe= 3“,000 psi concrete.
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) I .
3. 2" minimum edge distance.
3/16" Tapcon Anchor 1. A':STM C90'med|um weight block.
CmMuU 2. 1" penetration to substrate.
(NOA 16-1222.06) . .
3. 2" minimum edge distance.
1. Southern Yellow Pine substrate.
Wood (4) #6 x 1-5/8" Screws 2. 1-1/2" penetration to substrate.
3. 1/2" minimum edge distance.
Steel Stud 1. 1§ gauge, 50 ksi steel ;tud or1/8
min. thick 6063-T6 mullion.
or (4) #10-16 TEKS Screws .
. 2. Full penetration + 3 threads.
Anchor Clip Alum. Mull. .o .
3. 1/2" minimum edge distance.
(see Note 3, 4) — -
" 1. f'c = 3,000 psi concrete.
3/16" Tapcon Anchor X
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) . .
3. 1" minimum edge distance.
" 1. ASTM C90 medium weight block.
CmMuU 3/16" Tapcon Anchor 2. 1" penetration to substrate.

(NOA 16-1222.06) 3. 2" minimum edge distance.

Anchor placement for fin install per Drawing 85-7815-15 (attached)

Anchor placement for through-frame install per Drawing 85-7815-16 (attached)
Anchor placement for anchor clip install per Drawing 85-7815-17 (attached)
Anchor clip shall be secured to window frame with four (4) #8 x 3/4" screws.
Anchor clip placement at mullion per Drawing 85-7815-21 (attached)

N
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Table 20 Series 1210 Mulled Casement (2 — 5 Wide)

Window: 1210 Mulled Casement Test Reports: ESP020114P-1727
Max. Operator Size: 42" wide by 84" tall ESP020870P-1773
Max. Fixed Size: 42" wide by 84" tall ESP019892P-1682
Design Pressure: +55/-70 psf Product Approvals: FL17017.8
Missile Impact: Missile D, Wind Zone 4 FL17017.5
Installation Substrate Anchor Comments
Method
1. Southern Yellow Pine substrate.
Wood #6 x 1-5/8" Screw 2. 1-1/2" penetration to substrate.
Fin 3. 5/8" minimum edge distance.
1. 16 gauge, 50 ksi steel stud or 1/8"
(seeNote 1) | Steel Stud min. thick 6063-T6 mullion.
or #10-16 TEKS Screw )
Al Mull 2. Full penetration + 3 threads.
um. Mt 3. 1/2" minimum edge distance.
1. Southern Yellow Pine substrate.
" 2. 1-1/4" penetration to substrate.
Wood #10 x 2-1/2" Screw 3. 1-1/8" min. edge distance at sill;
2-1/8" min. at head and jambs.
1. 16 gauge, 50 ksi steel stud or 1/8"
Steel Stud min. thick 6063-T6 mullion
Through- or #10-16 TEKS Screw .
2. Full penetration + 3 threads.
Frame Alum. Mull. . .
3. 1/2" minimum edge distance.
(see Note 2) — -
" 1. f. = 3,000 psi concrete.
3/16" Tapcon Anchor K
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) . .
3. 2" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM CQO.medlum weight block.
CMU 2. 1" penetration to substrate.
(NOA 16-1222.06) . :
3. 2" minimum edge distance.
1. Southern Yellow Pine substrate.
Wood (4) #6 x 1-5/8" Screws | 2. 1-1/2" penetration to substrate.
3. 1/2" minimum edge distance.
Steel Stud 1. 1§ gauge, 50 ksi steel gtud or 1/8
min. thick 6063-T6 mullion.
or (4) #10-16 TEKS Screws .
. 2. Full penetration + 3 threads.
Anchor Clip Alum. Mull. . .
3. 1/2" minimum edge distance.
(see Note 3, 4) — .
" 1. f'c = 3,000 psi concrete.
3/16" Tapcon Anchor p
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) . )
3. 1" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM C90_med|um weight block.
cMu 2. 1" penetration to substrate.
(NOA 16-1222.06) . :
3. 2" minimum edge distance.

;1. Anchor placement for fin install per Drawing 85-7815-15 (attached)

2. Anchor placement for through-frame install per Drawing 85-7815-16 (attached)
3. Anchor placement for anchor clip install per Drawing 85-7815-17 (attached)

4. Anchor clip shall be secured to window frame with four (4) #8 x 3/4" screws.
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Table 21 Series 1210 Mulled Casement (2 — 5 Wide)

Window: 1210 Mulled Casement Test Reports: ESP019892P-1719
Max. Operator Size: 36" wide by 84" tall ESP020114P-1727
Max. Fixed Size: 72" wide by 84" tall ESP020870P-1773
Design Pressure: +55/-70 psf Product Approvals: FL17017.6
Missile Impact: Missile D, Wind Zone 4 FL17017.8
Installation Substrate Anchor Comments
Method
1. Southern Yellow Pine substrate.
Wood #6 x 1-5/8" Screw 2. 1-1/2" penetration to substrate.
Fin 3. 5/8" minimum edge distance.
1. 16 gauge, 50 ksi steel stud or 1/8"
(seeNote 1) | Steel Stud min. thick 6063-T6 mullion.
or #10-16 TEKS Screw )
Al Mull 2. Full penetration + 3 threads.
um. Mt 3. 1/2" minimum edge distance.
1. Southern Yellow Pine substrate.
" 2. 1-1/4" penetration to substrate.
Wood #10 x 2-1/2" Screw 3. 1-1/8" min. edge distance at sill;
2-1/8" min. at head and jambs.
1. 16 gauge, 50 ksi steel stud or 1/8"
Steel Stud min. thick 6063-T6 mullion
Through- or #10-16 TEKS Screw .
2. Full penetration + 3 threads.
Frame Alum. Mull. . .
3. 1/2" minimum edge distance.
(see Note 2) — -
" 1. f. = 3,000 psi concrete.
3/16" Tapcon Anchor K
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) . .
3. 2" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM CQO.medlum weight block.
CMU 2. 1" penetration to substrate.
(NOA 16-1222.06) . :
3. 2" minimum edge distance.
1. Southern Yellow Pine substrate.
Wood (4) #6 x 1-5/8" Screws | 2. 1-1/2" penetration to substrate.
3. 1/2" minimum edge distance.
Steel Stud 1. 1§ gauge, 50 ksi steel gtud or 1/8
min. thick 6063-T6 mullion.
or (4) #10-16 TEKS Screws .
. 2. Full penetration + 3 threads.
Anchor Clip Alum. Mull. . .
3. 1/2" minimum edge distance.
(see Note 3, 4) — .
" 1. f'c = 3,000 psi concrete.
3/16" Tapcon Anchor p
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) . )
3. 1" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM C90_med|um weight block.
cMu 2. 1" penetration to substrate.
(NOA 16-1222.06) . :
3. 2" minimum edge distance.

;1. Anchor placement for fin install per Drawing 85-7815-15 (attached)

2. Anchor placement for through-frame install per Drawing 85-7815-16 (attached)
3. Anchor placement for anchor clip install per Drawing 85-7815-17 (attached)

4. Anchor clip shall be secured to window frame with four (4) #8 x 3/4" screws.
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Table 22 Series 1210 Mulled Casement (2 — 5 Wide)

Window: 1210 Mulled Casement Test Reports: ESP020114P-1727
Max. Operator Size: 42" wide by 84" tall ESP020870P-1773
Max. Fixed Size: 42" wide by 84" tall Product Approvals: FL17017.10
Design Pressure: +55/-70 psf FL17017.1
Missile Impact: Missile D, Wind Zone 4
Installation Substrate Anchor Comments
Method
1. Southern Yellow Pine substrate.
Wood #6 x 1-5/8" Screw 2. 1-1/2" penetration to substrate.
Fin 3. 5/8" minimum edge distance.
(see Note 1) Steel Stud 1.16 gauge, 50 ksi steel stl_Jd or 1/8
min. thick 6063-T6 mullion.
or #10-16 TEKS Screw )
Al Mull 2. Full penetration + 3 threads.
um. Mt 3. 1/2" minimum edge distance.
1. Southern Yellow Pine substrate.
" 2. 1-1/4" penetration to substrate.
Wood #10 x 2-1/2" Screw 3. 1-1/8" min. edge distance at sill;
2-1/8" min. at head and jambs.
1. 16 gauge, 50 ksi steel stud or 1/8"
Steel Stud min. thick 6063-T6 mullion
Through- or #10-16 TEKS Screw .
2. Full penetration + 3 threads.
Frame Alum. Mull. . .
3. 1/2" minimum edge distance.
(see Note 2) — -
" 1. f. = 3,000 psi concrete.
3/16" Tapcon Anchor K
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) . .
3. 2" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM CQO.medlum weight block.
CMU 2. 1" penetration to substrate.
(NOA 16-1222.06) . :
3. 2" minimum edge distance.
1. Southern Yellow Pine substrate.
Wood (4) #6 x 1-5/8" Screws | 2. 1-1/2" penetration to substrate.
3. 1/2" minimum edge distance.
Steel Stud 1. 1§ gauge, 50 ksi steel gtud or 1/8
min. thick 6063-T6 mullion.
or (4) #10-16 TEKS Screws .
. 2. Full penetration + 3 threads.
Anchor Clip Alum. Mull. . .
3. 1/2" minimum edge distance.
(see Note 3, 4) — .
" 1. f'c = 3,000 psi concrete.
3/16" Tapcon Anchor X
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) . )
3. 1" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM C90_med|um weight block.
cMu 2. 1" penetration to substrate.
(NOA 16-1222.06) . :
3. 2" minimum edge distance.

;1. Anchor placement for fin install per Drawing 85-7815-15 (attached)

2. Anchor placement for through-frame install per Drawing 85-7815-16 (attached)
3. Anchor placement for anchor clip install per Drawing 85-7815-17 (attached)

4. Anchor clip shall be secured to window frame with four (4) #8 x 3/4" screws.
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Table 23 Series 1210 Mulled Casement (2 — 3 Wide)

Window: 1210 Mulled Casement Test Reports: ESP015989P-1525
Max. Operator Size: 42" wide by 84" tall ESP020870P-1773
Max. Fixed Size: 72" wide by 84" tall ESP018829P-1676
Design Pressure: +55/-70 psf Product Approvals: FL17017.8
Missile Impact: Missile D, Wind Zone 4 FL17694.2
In:nt:tlLa;:n Substrate Anchor Comments

1. Southern Yellow Pine substrate.

Wood #6 x 1-5/8" Screw 2. 1-1/2" penetration to substrate.
Fin 3. 5/8" minimum edge distance.
(see Note 1) Steel Stud 1. 16 gauge, 50 ksi steel stgd or1/8
min. thick 6063-T6 mullion.
or #10-16 TEKS Screw ;
Al Mull 2. Full penetration + 3 threads.
um. viutl. 3. 1/2" minimum edge distance.
1. Southern Yellow Pine substrate.
" 2. 1-1/4" penetration to substrate.
Wood #10 x 2-1/2" Screw 3. 1-1/8" min. edge distance at sill;
2-1/8" min. at head and jambs.
Steel Stud 1. 16'gauge, 50 ksi steel st'ud or1/8
min. thick 6063-T6 mullion
or #10-16 TEKS Screw .
Through-Frame Alum. Mull 2. Full penetration + 3 threads.
(see Note 2) ' ' 3. 1/2" minimum edge distance.
3/16" Tapcon Anchor 1. fe= 3“,000 psi concrete.
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) .o .
3. 2" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM CQO'medlum weight block.
CmMuU 2. 1" penetration to substrate.
(NOA 16-1222.06) . .
3. 2" minimum edge distance.
1. Southern Yellow Pine substrate.
Wood (4) #6 x 1-5/8" Screws 2. 1-1/2" penetration to substrate.
3. 1/2" minimum edge distance.
Steel Stud 1. 1§ gauge, 50 ksi steel gtud or1/8
min. thick 6063-T6 mullion.
or (4) #10-16 TEKS Screws .
. 2. Full penetration + 3 threads.
Anchor Clip Alum. Mull. . .
3. 1/2" minimum edge distance.
(see Note 3, 4) — -
" 1. f'c = 3,000 psi concrete.
3/16" Tapcon Anchor X
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) S )
3. 1" minimum edge distance.
" 1. ASTM C90 medium weight block.
Cmu 3/16" Tapcon Anchor 2. 1" penetration to substrate.

(NOA 16-1222.06)

w

. 2" minimum edge distance.

Anchor placement for fin install per Drawing 85-7815-15 (attached)

Anchor placement for through-frame install per Drawing 85-7815-16 (attached)
Anchor placement for anchor clip install per Drawing 85-7815-17 (attached)
Anchor clip shall be secured to window frame with four (4) #8 x 3/4" screws.
Anchor clip placement at mullion per Drawing 85-7815-21 (attached)

ahwN =
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Table 24 Series 1210 Mulled Casement (2 — 3 Wide)

Window: 1210 Mulled Casement Test Reports: ESP020870P-1773
Max. Operator Size: 36" wide by 84" tall Product Approval: FL17017.8
Max. Fixed Size: 72" wide by 84" tall

Design Pressure: +55/-70 psf

Missile Impact: Missile D, Wind Zone 4

Installation

Substrate Anchor Comments
Method
1. Southern Yellow Pine substrate.
Wood #6 x 1-5/8" Screw 2. 1-1/2" penetration to substrate.
Fin 3. 5/8" minimum edge distance.
(see Note 1) Steel Stud 1.16 gaugg, 50 ksi steel stgd or 1/8
min. thick 6063-T6 mullion.
or #10-16 TEKS Screw ;
Al Ml 2. Full penetration + 3 threads.
um. viutl. 3. 1/2" minimum edge distance.
1. Southern Yellow Pine substrate.
" 2. 1-1/4" penetration to substrate.
Wood #10 x 2-1/2" Screw 3. 1-1/8" min. edge distance at sill;
2-1/8" min. at head and jambs.
Steel Stud 1. 16'gauge, 50 ksi steel st'ud or1/8
min. thick 6063-T6 mullion
or #10-16 TEKS Screw .
Through-Frame Alum. Mull 2. Full penetration + 3 threads.
(see Note 2) ' ' 3. 1/2" minimum edge distance.
3/16" Tapcon Anchor 1. fe= 3“,000 psi concrete.
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) T .
3. 2" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM CQO'medlum weight block.
CmMuU 2. 1" penetration to substrate.
(NOA 16-1222.06) . .
3. 2" minimum edge distance.
1. Southern Yellow Pine substrate.
Wood (4) #6 x 1-5/8" Screws 2. 1-1/2" penetration to substrate.
3. 1/2" minimum edge distance.
o st
or (4) #10-16 TEKS Screws ' ’

Full penetration + 3 threads.

Anchor Clip Alum. Mull. 1/2" minimum edge distance.

(see Note 3, 4)

3/16" Tapcon Anchor f'e = 3,000 psi concrete.

N Fal i E

Concrete (NOA 16-1222.06) 1:1/2_ .embedment t_o substrate.
1" minimum edge distance.
" ASTM C90 medium weight block.
Cmu 3/16" Tapcon Anchor 1" penetration to substrate.

(NOA 16-1222.06)

3. 2" minimum edge distance.

Anchor placement for fin install per Drawing 85-7815-15 (attached)

Anchor placement for through-frame install per Drawing 85-7815-16 (attached)
Anchor placement for anchor clip install per Drawing 85-7815-17 (attached)
Anchor clip shall be secured to window frame with four (4) #8 x 3/4" screws.
Anchor clip placement at mullion per Drawing 85-7815-21 (attached)

ahwN =
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Table 25 Series 1210 Mulled Fixed Casement (2 — 3 Wide)

Window: 1210 Mulled Fixed Casement Test Reports: ESP020870P-1773

Max. Fixed Size: 72" wide by 84" tall ESP018829P-1676
Design Pressure: +55/-70 psf Product Approval: FL14696.35
Missile Impact: Missile D, Wind Zone 4
Installation

Method Substrate Anchor Comments

1. Southern Yellow Pine substrate.

Wood #6 x 1-5/8" Screw 2. 1-1/2" penetration to substrate.
Fin 3. 5/8" minimum edge distance.
1. 16 gauge, 50 ksi steel stud or 1/8"
(see Note 1) | Steel Stud min. thick 6063-T6 mullion.
or #10-16 TEKS Screw > F ion + 3
Alum. Mull. . Full penetration threads.
3. 1/2" minimum edge distance.
1. Southern Yellow Pine substrate.
" 2. 1-1/4" penetration to substrate.
Wood #10 x 2-1/2" Screw 3. 1-1/8" min. edge distance at sill;
2-1/8" min. at head and jambs.
Steel Stud 1. 16 gauge, 50 ksi steel stud or 1/8"
u . . .
Through- or #10-16 TEKS Screw min. thick 6063-T6 mullion
Frame Alurm. Mull. 2. Full penetration + 3 threads.
3. 1/2" minimum edge distance.
(see Note 2) — -
" 1. f. = 3,000 psi concrete.
3/16" Tapcon Anchor p
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) . .
3. 2" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM C90_med|um weight block.
CMU 2. 1" penetration to substrate.
(NOA 16-1222.06) . :
3. 2" minimum edge distance.
1. Southern Yellow Pine substrate.
Wood (4) #6 x 1-5/8" Screws | 2. 1-1/2" penetration to substrate.
3. 1/2" minimum edge distance.
Steel Stud 1. 16 gauge, 50 ksi steel stud or 1/8"
u . . .
or (4) #10-16 TEKS Screws min. thick 6063-T6 mullion.

Full penetration + 3 threads.

i Alum. Mull.
Anchor Clip um- A 1/2" minimum edge distance.

(see Note 3, 4) — :
3/16" Tapcon Anchor f'e = 3,000 psi concrete.

e Eal Al E

Concrete (NOA 16-1222.06) 1:1/2_ _embedment t_o substrate.
1" minimum edge distance.
" ASTM C90 medium weight block.
CMU 3/16" Tapcon Anchor 1" penetration to substrate.

(NOA 16-1222.06) | 3" Ju  tiiim edge distance.

Anchor placement for fin install per Drawing 85-7815-15 (attached)

Anchor placement for through-frame install per Drawing 85-7815-16 (attached)
Anchor placement for anchor clip install per Drawing 85-7815-17 (attached)
Anchor clip shall be secured to window frame with four (4) #8 x 3/4" screws.
Anchor clip placement at mullion per Drawing 85-7815-21 (attached)

ahwN =
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Table 26 Series 1209 Transom over Casement (1 — 2 Wide Casement)

Window: 1209 Transom over Casement Test Report:. ESP018974P-1682
Max. Operator Size: 42" wide by 84" tall Product Approval: FL17017.7
Max. Fixed Size: 84" wide by 72" tall

Design Pressure: +55/-70 psf

Missile Impact: Missile D, Wind Zone 4

Installation

Substrate Anchor Comments
Method
1. Southern Yellow Pine substrate.
Wood #6 x 1-5/8" Screw 2. 1-1/2" penetration to substrate.
Fin 3. 5/8" minimum edge distance.
(see Note 1) Steel Stud 1.16 gaugg, 50 ksi steel stgd or 1/8
min. thick 6063-T6 mullion.
or #10-16 TEKS Screw ;
Al Ml 2. Full penetration + 3 threads.
um. viutl. 3. 1/2" minimum edge distance.
1. Southern Yellow Pine substrate.
" 2. 1-1/4" penetration to substrate.
Wood #10 x 2-1/2" Screw 3. 1-1/8" min. edge distance at sill;
2-1/8" min. at head and jambs.
Steel Stud 1. 16'gauge, 50 ksi steel st'ud or1/8
min. thick 6063-T6 mullion
or #10-16 TEKS Screw .
Through-Frame Alum. Mull 2. Full penetration + 3 threads.
(see Note 2) ' ' 3. 1/2" minimum edge distance.
3/16" Tapcon Anchor 1. fe= 3“,000 psi concrete.
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) T .
3. 2" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM CQO'medlum weight block.
CmMuU 2. 1" penetration to substrate.
(NOA 16-1222.06) . .
3. 2" minimum edge distance.
1. Southern Yellow Pine substrate.
Wood (4) #6 x 1-5/8" Screws 2. 1-1/2" penetration to substrate.
3. 1/2" minimum edge distance.
o st
or (4) #10-16 TEKS Screws ' ’

Full penetration + 3 threads.

Anchor Clip Alum. Mull 1/2" minimum edge distance.

(see Note 3, 4)

3/16" Tapcon Anchor f'e = 3,000 psi concrete.

N Fal i E

Concrete (NOA 16-1222.06) 1:1/2_ .embedment t_o substrate.
1" minimum edge distance.
" ASTM C90 medium weight block.
Cmu 3/16" Tapcon Anchor 1" penetration to substrate.

(NOA 16-1222.06)

3. 2" minimum edge distance.

Anchor placement for fin install per Drawing 85-7815-15 (attached)

Anchor placement for through-frame install per Drawing 85-7815-16 (attached)
Anchor placement for anchor clip install per Drawing 85-7815-17 (attached)
Anchor clip shall be secured to window frame with four (4) #8 x 3/4" screws.
Anchor clip placement at mullion per Drawing 85-7815-21 (attached)

A
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Table 27 Series 1209 Transom over Casement (1 — 2 Wide Casement)

Window: 1209 Transom over Casement Test Report:. ESP019892P-1719
Max. Operator Size: 36" wide by 84" tall Product Approval: FL17017.6
Max. Fixed Size: 72" wide by 84" tall

Design Pressure: +55/-70 psf

Missile Impact: Missile D, Wind Zone 4

Installation

Substrate Anchor Comments
Method
1. Southern Yellow Pine substrate.
Wood #6 x 1-5/8" Screw 2. 1-1/2" penetration to substrate.
Fin 3. 5/8" minimum edge distance.
(see Note 1) Steel Stud 1.16 gaugg, 50 ksi steel stgd or 1/8
min. thick 6063-T6 mullion.
or #10-16 TEKS Screw ;
Al Ml 2. Full penetration + 3 threads.
um. viutl. 3. 1/2" minimum edge distance.
1. Southern Yellow Pine substrate.
" 2. 1-1/4" penetration to substrate.
Wood #10 x 2-1/2" Screw 3. 1-1/8" min. edge distance at sill;
2-1/8" min. at head and jambs.
Steel Stud 1. 16'gauge, 50 ksi steel st'ud or1/8
min. thick 6063-T6 mullion
or #10-16 TEKS Screw .
Through-Frame Alum. Mull 2. Full penetration + 3 threads.
(see Note 2) ' ' 3. 1/2" minimum edge distance.
3/16" Tapcon Anchor 1. fe= 3“,000 psi concrete.
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) T .
3. 2" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM CQO'medlum weight block.
CmMuU 2. 1" penetration to substrate.
(NOA 16-1222.06) . .
3. 2" minimum edge distance.
1. Southern Yellow Pine substrate.
Wood (4) #6 x 1-5/8" Screws 2. 1-1/2" penetration to substrate.
3. 1/2" minimum edge distance.
o st
or (4) #10-16 TEKS Screws ' ’

Full penetration + 3 threads.

Anchor Clip Alum. Mull 1/2" minimum edge distance.

(see Note 3, 4)

3/16" Tapcon Anchor f'e = 3,000 psi concrete.

N Fal i E

Concrete (NOA 16-1222.06) 1:1/2_ .embedment t_o substrate.
1" minimum edge distance.
" ASTM C90 medium weight block.
Cmu 3/16" Tapcon Anchor 1" penetration to substrate.

(NOA 16-1222.06)

3. 2" minimum edge distance.

Anchor placement for fin install per Drawing 85-7815-15 (attached)

Anchor placement for through-frame install per Drawing 85-7815-16 (attached)
Anchor placement for anchor clip install per Drawing 85-7815-17 (attached)
Anchor clip shall be secured to window frame with four (4) #8 x 3/4" screws.
Anchor clip placement at mullion per Drawing 85-7815-21 (attached)

A
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Table 28 Series 1210 Transom over Casement (1 — 2 Wide Casement)

Window: 1210 Transom over Casement Test Reports: ESP020870P-1773

Max. Operator Size: 42" wide by 84" tall ESP015989P-1525
Max. Fixed Size: 84" wide by 72" tall ESP018974P-1682
Design Pressure: +55/-70 psf Product Approvals: FL17017.7
Missile Impact: Missile D, Wind Zone 4 FL17017.14
Installation
Method Substrate Anchor Comments

1. Southern Yellow Pine substrate.

Wood #6 x 1-5/8" Screw 2. 1-1/2" penetration to substrate.
Fin 3. 5/8" minimum edge distance.
(see Note 1) Steel Stud 1. 16 gauge, 50 ksi steel stgd or1/8
min. thick 6063-T6 mullion.
or #10-16 TEKS Screw ;
Al Mull 2. Full penetration + 3 threads.
um. viutl. 3. 1/2" minimum edge distance.
1. Southern Yellow Pine substrate.
" 2. 1-1/4" penetration to substrate.
Wood #10 x 2-1/2" Screw 3. 1-1/8" min. edge distance at sill;
2-1/8" min. at head and jambs.
Steel Stud 1. 16'gauge, 50 ksi steel st'ud or1/8
min. thick 6063-T6 mullion
or #10-16 TEKS Screw .
Through-Frame Alum. Mull 2. Full penetration + 3 threads.
(see Note 2) ' ' 3. 1/2" minimum edge distance.
3/16" Tapcon Anchor 1. fe= 3“,000 psi concrete.
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) .o .
3. 2" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM CQO'medlum weight block.
CmMuU 2. 1" penetration to substrate.
(NOA 16-1222.06) . .
3. 2" minimum edge distance.
1. Southern Yellow Pine substrate.
Wood (4) #6 x 1-5/8" Screws 2. 1-1/2" penetration to substrate.
3. 1/2" minimum edge distance.
Steel Stud 1. 1§ gauge, 50 ksi steel gtud or1/8
min. thick 6063-T6 mullion.
or (4) #10-16 TEKS Screws .
. 2. Full penetration + 3 threads.
Anchor Clip Alum. Mull. . .
3. 1/2" minimum edge distance.
(see Note 3, 4) — -
" 1. f'c = 3,000 psi concrete.
3/16" Tapcon Anchor X
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) S )
3. 1" minimum edge distance.
" 1. ASTM C90 medium weight block.
Cmu 3/16" Tapcon Anchor 2. 1" penetration to substrate.

(NOA 16-1222.06)

w

. 2" minimum edge distance.

Anchor placement for fin install per Drawing 85-7815-15 (attached)

Anchor placement for through-frame install per Drawing 85-7815-16 (attached)
Anchor placement for anchor clip install per Drawing 85-7815-17 (attached)
Anchor clip shall be secured to window frame with four (4) #8 x 3/4" screws.
Anchor clip placement at mullion per Drawing 85-7815-21 (attached)

ahwN =
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Table 29 Series 1210 Transom over Casement (1 — 2 Wide Casement)

Window: 1210 Transom over Casement Test Reports:ESP020114P-1727

Max. Operator Size: 42" wide by 84" tall ESP020870P-1773
Max. Fixed Size: 72" wide by 84" tall ESP019892P-1719
Design Pressure: +55/-70 psf Product Approvals: FL17017.6
Missile Impact: Missile D, Wind Zone 4 FL17017.10
Installation
Method Substrate Anchor Comments

1. Southern Yellow Pine substrate.

Wood #6 x 1-5/8" Screw 2. 1-1/2" penetration to substrate.
Fin 3. 5/8" minimum edge distance.
(see Note 1) Steel Stud 1. 16 gauge, 50 ksi steel stgd or1/8
min. thick 6063-T6 mullion.
or #10-16 TEKS Screw ;
Al Mull 2. Full penetration + 3 threads.
um. viutl. 3. 1/2" minimum edge distance.
1. Southern Yellow Pine substrate.
" 2. 1-1/4" penetration to substrate.
Wood #10 x 2-1/2" Screw 3. 1-1/8" min. edge distance at sill;
2-1/8" min. at head and jambs.
Steel Stud 1. 16'gauge, 50 ksi steel st'ud or1/8
min. thick 6063-T6 mullion
or #10-16 TEKS Screw .
Through-Frame Alum. Mull 2. Full penetration + 3 threads.
(see Note 2) ' ' 3. 1/2" minimum edge distance.
3/16" Tapcon Anchor 1. fe= 3“,000 psi concrete.
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) .o .
3. 2" minimum edge distance.
3/16" Tapcon Anchor 1. A"STM CQO'medlum weight block.
CmMuU 2. 1" penetration to substrate.
(NOA 16-1222.06) . .
3. 2" minimum edge distance.
1. Southern Yellow Pine substrate.
Wood (4) #6 x 1-5/8" Screws 2. 1-1/2" penetration to substrate.
3. 1/2" minimum edge distance.
Steel Stud 1. 1§ gauge, 50 ksi steel gtud or1/8
min. thick 6063-T6 mullion.
or (4) #10-16 TEKS Screws .
. 2. Full penetration + 3 threads.
Anchor Clip Alum. Mull. . .
3. 1/2" minimum edge distance.
(see Note 3, 4) — -
" 1. f'c = 3,000 psi concrete.
3/16" Tapcon Anchor X
Concrete 2. 1-1/2" embedment to substrate.
(NOA 16-1222.06) S )
3. 1" minimum edge distance.
" 1. ASTM C90 medium weight block.
Cmu 3/16" Tapcon Anchor 2. 1" penetration to substrate.

(NOA 16-1222.06)

w

. 2" minimum edge distance.

Anchor placement for fin install per Drawing 85-7815-15 (attached)

Anchor placement for through-frame install per Drawing 85-7815-16 (attached)
Anchor placement for anchor clip install per Drawing 85-7815-17 (attached)
Anchor clip shall be secured to window frame with four (4) #8 x 3/4" screws.
Anchor clip placement at mullion per Drawing 85-7815-21 (attached)

ahwN =



PS Weather Shield Windows & Doors

M o I I m o 27845.01-107-16-R1
Architectural Product Testing Premium Coastal Impact Casement Windows
Page 32 of 46

Attachments
Appendix A — Revision Log (1 page)

Appendix B — Installation Drawings (7 pages)
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As-Tested — PVC Nail Fin to Wood

#6 x 1-5/8" Wood Screw
PVC Nailing Fin
Southern Yellow Pine Wood Substrate Minimum (G=0.55)

Allowable Tension of #6 x 1-5/8" Wood Screw

W = 1.6(1.500")(119 Ib/in) (NDS, Table 12.2B)
W = 286 Ib

Pull-Over of #6 x 1-5/8" Wood Screw

Validated by Testing
Report: ESP017571P-1606
Size: 72" wide by 84" tall
Pressure: 70 psf
As-tested spacing: 8"-10" on center
Load to Anchor: p = (70 psf/144)(84"/2)(10") = 204 Ib
Pull-over governs
Must maintain anchor spacing and anchor head size
As-tested spacing: 8"-10" on center

As-tested anchor head size: 0.279"

Capacity of Connection is 204 Ib

Premium Coastal Impact Casement Windows
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Alternate Substrate — PVC Nail Fin to Steel Stud

#10-16 TEKS Screw
PVC Nailing Fin

Minimum 16 gauge 50 KSI Steel Stud

Allowable Tension of #10-16 TEKS Screw

Pss/Q = (145 1b)(1.44) =209 1b  (ESR-1976, Table 2)

Pull-Over of #10-16 TEKS Screw

Anchor head size: 0.365" > 0.279" Maintain as-tested spacing.

Capacity of Connection is 209 Ib

Alternate Substrate — PVC Nail Fin to Aluminum Tube Mullion

#10-16 TEKS Screw
PVC Nailing Fin
1/8" thick 6063-T6 aluminum tube mullion (qualifies 1/4" thick mullion)
Tensile Capacity of #10-16 TEKS Screw
Pis/Q = 885 Ib (ESR-1976)

Pull-Out of #10-16 TEKS Screw at Tube Mullion

Pnot = KsDLeFty2/3.0
Prot = 1.2 (0.190")(0.125")(25,000 psi)/3.0
Pnot =2381b

Pull-Over of #10-16 TEKS Screw

Anchor head size: 0.365" > 0.279" Maintain as-tested spacing.

Capacity of Connection is 235 Ib

Premium Coastal Impact Casement Windows
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As-Tested — Through Frame to Wood

#10 x 2-1/2" Wood Screw

1-3/16" thick Window Frame (Ponderosa Pine/Douglas Fir, Gmin = 0.43)
1/4" Maximum Shim Space

Southern Yellow Pine 2x Wood Substrate (G=0.55)

Allowable Shear of #10 x 1-1/2" Wood Screw

Z'=1171b  (Limited by Mode IV, see next two pages)

Capacity of Connection is 112 Ib
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As-Tested — Through Frame to Wood (Continued)

Lateral Design Strength of Wood Connections

Data
Fastener
Fastener = #10 Wood Screw
Shank Dia = 0.190 in.
Root Dia. = 0.152 in.
Fyy = 80,000 psi
Fastener length = 2.500 in.
Main Member
Material = SYP
G = 0.55
06 = 90 <= (Angle of load to grain 0°< 0 <90°)
F. = 5550 psi
Thickness = 1.500 in.
Side Member
Material = Ponderosa Pine
G = 0.43
¢] = 90 <= (Angle of load to grain 0°< 8 <90°)
Fes = 3,500 psi
Thickness = 1.180 in.
Calculations

Lateral Bearing Factors

D = 0.152 in.
2. = 0940 in.
Ko = 1.25
Ky = 2.20
R, = 1.586
R, = 0.80
k, = 0.4616
k, = 1.4939
ky = 0.96

Yield Mode Ry
L, | 220
11 2.20
M1, I, IV 2.20
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As-Tested — Through Frame to Wood (Continued)

Lateral Design Values, Z

Mode I, = 360 Ibf

Mode I = 285 1bf

Mode II = 132 Ibf

Modelll, = 129  Ibf

Mode III; = 121 Ibf

Mode IV = 112 1bf
Cp = 1

Wet Service Factor
Fabrication/In-Service Dry/Dry

Cy = 1.0
In service temperature T<100°F
(o = 1.0
Cg = 1.0
Ca = 1.0
[s fastener installed in end grain? No
Ceq 1.00
Is fastener part of a diaphragm? No
Cai = 1.0
[s fastener toe-nailed? No
Cin = 1.00

z = 112 Ibf

Weather Shield Windows & Doors

27845.01-107-16-R1

Premium Coastal Impact Casement Windows
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Alternate Substrate — Through Frame to Steel Stud

#10-16 TEKS Screw

1-3/16" thick Window Frame (Ponderosa Pine/Douglas Fir, G = 0.43)
1/4" Maximum Shim Space

Minimum 16 gauge 50 KSI Steel Stud

Allowable Shearof#10-16 TEKS Screw

Pss/Q = 573 Ib (ESR-1976)

Bearing of #10-16 TEKS Screw on Wood Frame

Fe = 3,500 psi
D =0.190"
Va = (Fe)(D)(L)/Rd = (3,500 psi)(0.190")(1.188")/2.2 = 359 Ib

Bearing of #10-16 TEKS Screw on Steel Stud

Va=2.7DtF /3.0
Va= 2.7(0.190")(0.054")(65,000 psi)/3.0
Va=600 Ib.

Tilting of #10-16 TEKS Screw in Steel Stud

Va =4.2(t2°D)"2Fa/ns
Va = 4.2(0.054" x 0.190")2(65,000 psi)/3.0
Va= 497 Ib.

Capacity of Connection is 359 Ib.
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Alternate Substrate — Through Frame to Aluminum Tube Mullion

#10-16 TEKS Screw

1-3/16" thick Window Frame (Ponderosa Pine/Douglas Fir, G = 0.43)
1/4" Maximum Shim Space

1/8" thick 6063-T6 aluminum tube mullion (qualifies 1/4" thick mullion)

Allowable Shearof#10-16 TEKS Screw

Pss/Q = 573 Ib (ESR-1976)

Bearing of #10-16 TEKS Screw on Wood Frame

Fe = 3,500 psi
D =0.190"
Va = (Fe)(D)(L)/Rd = (3,500 psi)(0.190")(1.188")/2.2 = 359 Ib

Bearing of #10-16 TEKS Screw on Aluminum Tube Mullion

Va = 2DtFu/nu
Va=2(0.190")(0.125")(30,000 psi)/3.0
Va=475 Ib.

Tilting of #10-16 TEKS Screwin Aluminum Tube Mullion

Va =4.2(t2°D)"2Fy2/ns
Va = 4.2(0.125" x 0.190")2(30,000 psi)/3.0
Va=809 Ib.

Capacity of Connection is 359 Ib.

Premium Coastal Impact Casement Windows
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Alternate Substrate — Through Frame to Concrete

3/16" Tapcon Anchor

2" Minimum Edge Distance, 1-1/2" Minimum Embedment, 2" Minimum Spacing
1-3/16" thick Window Frame (Ponderosa Pine/Douglas Fir, G = 0.43)

1/4" Maximum Shim Space

Minimum f'c= 3,000 psi Concrete

Allowable Shearof 316" Tapcon Anchor

Pss/Q = 186 Ib (NOA No. 16-1222.06)

Bearing of 3/16" Tapcon Anchor on Wood Frame

Fe = 3,500 psi
D =0.188"
Va = (Fe)(D)(L)/Rd = (3,500 psi)(0.188")(1.188")/2.2 = 355 Ib

Capacity of Connection is 186 Ib
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Alternate Substrate — Through Frame to CMU

3/16" Tapcon Anchor

2" Minimum Edge Distance, 1" Minimum Embedment, 3" Minimum Spacing
1-3/16" thick Window Frame (Ponderosa Pine/Douglas Fir, G = 0.43)

1/4" Maximum Shim Space

Minimum ASTM C90 Medium-Weight Concrete Masonry Unit

Allowable Shearof 316" Tapcon Anchor

Pss/Q =1351b (NOA No. 16-1222.06)

Bearing of 3/16" Tapcon Anchor on Wood Frame

Fe = 3,500 psi
D =0.188"
Va = (Fe)(D)(L)/Rd = (3,500 psi)(0.188")(1.188")/2.2 = 355 Ib

Capacity of Connection is 135 Ib
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As-Tested — Installation Clip to Wood

(4) #6 x 1-5/8" Wood Screws

0.040" thick steel anchor clip (Fy = 33,000 psi, Fu = 45,000 psi)
Southern Yellow Pine Wood Substrate Minimum (G=0.55)

1/4" Maximum Shim Space

Allowable Tension of #6 x 1-5/8" Wood Screw

W = 1.6(1.500")(119 Ib/in) (NDS, Table 12.2B)
W =286 Ib

Pull-Over of #6 x 1-5/8" Wood Screw

Pnov = 1.5t1dwFu/Q
Pnov = 1.5(0.040")(0.279")(45,000 psi)/3.0
Prov=251Ib

Tension in Clip

Anet = (1.500" — (2)(0.180"))(0.040") = 0.0456 in2
Pn = FuAnet = (45,000 psi)(0.0456 in?) = 2,052 Ib
Pa = Pn/Q = 2,052 Ib/2.0 = 1,026 b

Bending of Clip

L = (1/4" shim + 1/2" edge distance)/2 = 0.375"; guided cantilever at bend in clip
S =(1.500")(0.040")?/6 = 0.0004 in®

Fo = 0.67Fy = (0.67)(33,000 psi) = 22,110 psi

Ma = Pa(L) = FbS; Pa =FbS/L = (22,110 psi)(0.0004 in3)/0.375" = 24 Ib

Capacity of Connection is 24 Ib
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Alternate Substrate — Installation Clip to Steel Stud

#10-16 TEKS Screw

0.040" thick steel anchor clip (Fy = 33,000 psi, Fu = 45,000 psi)
Minimum 16 gauge 50 KSI Steel Stud

1/4" Maximum Shim Space

Pull-Out of #10-16 TEKS Screw

Prot = 0.85tcdFu2/3.0
Prot = 0.85(0.054")(0.190")(65,000 psi)/3.0
Pnot =189 Ib

Pull-Over of #10-16 TEKS Screw

Pnov =1 5t1dWFU/Q
Pnov = 1.5(0.040")(0.365")(45,000 psi)/3.0
nov = 329 Ib

Tension in Clip

Anet = (1.500" — (2)(0.180"))(0.040") = 0.0456 in?
Pn = FuAnet = (45,000 psi)(0.0456 in2) = 2,052 Ib
Pa = Pn/Q = 2,052 1b/2.0 = 1,026 b

Bending of Clip

L = (1/4" shim + 1/2" edge distance)/2 = 0.375"; guided cantilever at bend in clip
S =(1.500")(0.040")%/6 = 0.0004 in3

Fo = 0.67Fy = (0.67)(33,000 psi) = 22,110 psi

Ma = Pa(L) = FbS; Pa =FbS/L = (22,110 psi)(0.0004 in3)/0.375" = 24 Ib

Capacity of Connection is 24 Ib
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Alternate Substrate — Installation Clip to Aluminum Tube Mullion

#10-16 TEKS Screw

0.040" thick steel anchor clip (Fy = 33,000 psi, Fu = 45,000 psi)

1/8" thick 6063-T6 aluminum tube mullion (qualifies 1/4" thick tube mullion)
1/4" Maximum Shim Space

Pull-Out of #10-16 TEKS Screw at Tube Mullion

Pnot = KsDLeFty2/3.0
Poot= 1.2 (0.190")(0.125")(25,000 psi)/3.0
Pnot =2381b

Pull-Over of #10-16 TEKS Screw

Pnov = 1.5t1dwFu/Q
Pnov = 1.5(0.040")(0.365")(45,000 psi)/3.0
nov = 329 Ib

Tension in Clip

Anet = (1.500" — (2)(0.180"))(0.040") = 0.0456 in2
Pn = FuAnet = (45,000 psi)(0.0456 in?) = 2,052 Ib
Pa = Pn/Q = 2,052 Ib/2.0 = 1,026 b

Bending of Clip

L = (1/4" shim + 1/2" edge distance)/2 = 0.375"; guided cantilever at bend in clip
S =(1.500")(0.040")%/6 = 0.0004 in®

Fo=0.67Fy = (0.67)(33,000 psi) = 22,110 psi

Ma = Pa(L) = FbS; Pa =FbS/L = (22,110 psi)(0.0004 in3)/0.375" = 24 Ib

Capacity of Connection is 24 Ib
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Alternate Substrate — Installation Clip to Concrete

3/16" Tapcon Anchor
1" Minimum Edge Distance, 1-1/2" Minimum Embedment
Minimum f'c= 3,000 psi Concrete

0.040" thick steel anchor clip (Fy = 33,000 psi, Fu = 45,000 psi)
1/4" Maximum Shim Space

Tension Capacity of 3/16" Tapcon Anchor

Pa=2611b (NOA No. 16-1222.06)

Pull-Over of 3/16" Tapcon Anchor

Pnov =1 5t1dWFU/Q
Pnov = 1.5(0.040")(0.357")(45,000 psi)/3.0
Prov= 321 Ib

Tension in Clip

Anet = (1.500" — (2)(0.180"))(0.040") = 0.0456 in?
Pn = FuAnet = (45,000 psi)(0.0456 in2) = 2,052 Ib
Pa = Pn/Q = 2,052 /2.0 = 1,026 b

Bending of Clip

L = (1/4" shim + 1/2" edge distance)/2 = 0.375"; guided cantilever at bend in clip
S =(1.500")(0.040")?/6 = 0.0004 in3

Fo = 0.67Fy = (0.67)(33,000 psi) = 22,110 psi

Ma = Pa(L) = FbS; Pa =FbS/L = (22,110 psi)(0.0004 in3)/0.375" = 24 Ib

Capacity of Connection is 24 Ib
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Alternate Substrate — Installation Clip to CMU

3/16" Tapcon Anchor
2" Minimum Edge Distance, 1" Minimum Embedment
Minimum ASTM C90 Medium-Weight Concrete Masonry Unit

0.040" thick steel anchor clip (Fy = 33,000 psi, Fu = 45,000 psi)
1/4" Maximum Shim Space

Tension Capacity of 3/16" Tapcon Anchor

Pa=68 Ib (NOA No. 16-1222.06)

Pull-Over of 3/16" Tapcon Anchor

Pnov =1 5t1dWFU/Q
Prov = 1.5(0.040")(0.357")(45,000 psi)/3.0
nov =321 1b

Tension in Clip

Anet = (1.500" — (2)(0.180"))(0.040") = 0.0456 in?
Pn = FuAnet = (45,000 psi)(0.0456 in2) = 2,052 Ib
Pa = Pn/Q = 2,052 1b/2.0 = 1,026 b

Bending of Clip

Premium Coastal Impact Casement Windows
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L = (1/4" shim + 1/2" edge distance)/2 = 0.375"; guided cantilever at bend in clip

S = (1.500")(0.040")%/6 = 0.0004 in®
Fo = 0.67Fy = (0.67)(33,000 psi) = 22,110 psi

Ma = Pa(L) = FbS; Pa =FS/L = (22,110 psi)(0.0004 in®)/0.375" = 24 Ib

Capacity of Connection is 24 Ib
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Identification Date Page & Revision

Original Issue 12/21/23 Not Applicable

Revision 1 8/14/26  Updated report per the 2026 FBC
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