NOTES:

1.

10.
1.
12.
13.

14.

THE PRODUCT SHOWN HEREIN S DESIGNED AND MANUFACTURED TO COMPLY WITH
REQUIREMENTS OF THE FLORIDA BUILDING CODE.

WOOD FRAMING AND MASONRY OPENING TO BE DESIGNED AND ANCHORED TO PROPERLY
TRANSFER ALL LOADS TO STRUCTURE. FRAMING AND MASONRY OPENING IS THE
RESPONSIBILITY OF THE ARCHITECT OR ENGINEER OF RECORD.

1X BUCK OVER MASONRY/CONCRETE IS OPTIONAL.

WHERE SHIM OR BUCK THICKNESS IS LESS THAN 1—1/2" WINDOW UNITS MUST BE
ANCHORED THROUGH THE FRAME IN ACCORDANCE WITH MANUFACTURER'S PUBLISHED
INSTALLATION INSTRUCTIONS. ANCHORS SHALL BE SECURELY FASTENED DIRECTLY INTO
MASONRY, CONCRETE OR OTHER STRUCTURAL SUBSTRATE MATERIAL.

WHERE WOOD BUCK THICKNESS IS 1-1/2" OR GREATER, BUCK SHALL BE SECURELY
FASTENED TO MASONRY, CONCRETE OR OTHER STRUCTURAL SUBSTRATE. WINDOW UNITS MAY
BE ANCHORED THROUGH FRAME TO SECURED WOOD BUCK IN ACCORDANCE WITH
MANUFACTURER'S PUBLISHED INSTALLATION INSTRUCTIONS.

WHERE 1X BUCK IS NOT USED DISSIMILAR MATERIALS MUST BE SEPARATED WITH APPROVED
COATING OR MEMBRANE. SELECTION OF COATING OR MEMBRANE IS THE RESPONSIBILITY OF
THE ARCHITECT OR ENGINEER OF RECORD.

BUCKS SHALL EXTEND BEYOND WINDOW INTERIOR FACE SO THAT FULL FRAME SUPPORT IS
PROVIDED.

FOR FIN INSTALLATION SHIM AS NEEDED. FOR FRAME INSTALLATION SHIM AS REQUIRED AT
EACH ANCHOR LOCATION WITH LOAD BEARING SHIM. SHIM WHERE SPACE OF 1/16” OR
GREATER OCCURS. MAXIMUM ALLOWABLE SHIM STACK TO BE 1/47.

SHIMS SHALL BE LOCATED, APPLIED AND MADE FROM MATERIALS AND THICKNESS CAPABLE
OF SUSTAINING APPLICABLE LOADS.

WIND LOAD DURATION FACTOR Cd=1.6 WAS USED FOR WOOD ANCHOR CALCULATIONS.
FRAME MATERIAL: EXTRUDED RIGID PVC.

UNITS MUST BE GLAZED PER ASTM E1300-04/09, WITH SAFETY GLAZING.

APPROVED IMPACT PROTECTIVE SYSTEM 1S REQUIRED FOR THIS PRODUCT IN WIND BORNE
DEBRIS REGIONS.

FOR ANCHORING THROUGH FIN INTO WOOD FRAMING OR 2X BUCK USE #8 WOOD SCREWS
WITH SUFFICIENT LENGTH TO ACHIEVE A 1 1/47 MINIMUM EMBEDMENT INTO SUBSTRATE.
LOCATE ANCHORS AS SHOWN IN ELEVATIONS AND INSTALLATION DETAILS.

REVISIONS

REV DESCRIPTION ‘ DATE APPROVED

A REVISED INSTALLATION DETAILS ‘ 05/14/15 R.L.

B REVISED PER NEW REQUIREMENTS

‘ 03/13/18 | R.L.

15. FOR ANCHORING INTO WOOD FRAMING OR 2X BUCK USE #8 WOOD SCREWS WITH
SUFFICIENT LENGTH TO ACHIEVE A 1 1/47 MINIMUM EMBEDMENT INTO SUBSTRATE. LOCATE
ANCHORS AS SHOWN IN ELEVATIONS AND INSTALLATION DETAILS.

16. FOR ANCHORING INTO MASONRY/CONCRETE USE 3/16” TAPCONS WITH SUFFICIENT LENGTH
TO ACHIEVE A 1 1/4” MINIMUM EMBEDMENT INTO SUBSTRATE WITH 2 MINIMUM EDGE
DISTANCE. LOCATE ANCHORS AS SHOWN IN ELEVATIONS AND INSTALLATION DETAILS.

17. FOR ANCHORING INTO METAL STRUCTURE USE #8 SMS OR SELF DRILLING SCREWS WITH
SUFFICIENT LENGTH TO ACHIEVE 3 THREADS MINIMUM BEYOND STRUCTURE INTERIOR WALL.
LOCATE ANCHORS AS SHOWN IN ELEVATIONS AND INSTALLATION DETAILS.

18. ALL FASTENERS TO BE CORROSION RESISTANT.

19. INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH ANCHOR
MANUFACTURER’S INSTALLATION INSTRUCTIONS AND ANCHORS SHALL NOT BE USED IN
SUBSTRATES WITH STRENGTHS LESS THAN THE MINIMUM STRENGTH SPECIFIED BELOW:

A. WOOD — MINIMUM SPECIFIC GRAVITY OF G=0.42
B. CONCRETE — MINIMUM COMPRESSIVE STRENGTH OF 3,192 PSI.

C. MASONRY — STRENGTH CONFORMANCE TO ASTM C—90, GRADE N, TYPE 1 (OR GREATER).

D. METAL STRUCTURE: STEEL 18GA, 33KSI OR ALUMINUM 6063—T5 .048" THICK MINIMUM
20. APPROVED CONFIGURATIONS: OX AND XO.

SIGNED: 03/13/2018

ENERGI FENESTRATION SOLUTIONS
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REVISIONS

REV DESCRIPTION DATE APPROVED

A REVISED INSTALLATION DETAILS 05/14/15 R.L.

B REVISED PER NEW REQUIREMENTS 03/13/18 R.L.

95 1/4" FRAME WIDTH

95 1/4" FRAME WIDTH

. 67 MAX ‘ 197 MAX O.C. — - 67 MAX
6" MAX ——

rwz” MAX O.C. o - 7 uAX ‘

| ! ! ! , , , , , '

o f o /
e VA / i V4 /

79 5/8” 79 3/8”
FRAME - - FRAME

o X | O X
' | A | /||
/ / L // //

6” MAX 6” MAX OC
% SERIES OPERA NG VINYL SLIDING GLASS DOOR * SERIES OPERA NG VINYL SLIDING GLASS DOOR
EXTERIOR VIEW EXTERIOR VIEW
FRAME INSTALLATION FIN INSTALLATION

DESIGN PRESSURE RATING IMPACT RATING

+40.0PSF NONE

48 3/16" X 76 3/4" PANEL SHOWN. OTHER SIZES APPROVED AS LONG
AS INDIVIDUAL PANEL AREA DOES NOT EXCEED 25.68 FT?

7,8

, . SIGNED: 03/13/2018

5/32" TEMP —f - 5/32" TEMP
ALUMINUM  SPACER ENERGI FENESTRATION SOLUTIONS
EXTERIOR 1085 DES CHEMINOTS
INTERIOR NOTES: TERREBONNE, QUEBEC, CANADA
1. ACTIVE PANEL SIZE: 48 3/16" X 76 3/4"

' /| GLAZING TAPE 2. FIXED PANEL SIZE: 48 3/16" X 76 3/4" SERlES%Q’PERAmN’GNZWYGLMEHA_ED#NSXGQAi% DOOR

3 . " " X -
o/16” BITE F 3. D.L.O.FORALL PANELS: 43 3/4" X 72 1/4 ELEVATIONS

f Wﬁ ( DRAWN: DWG NO. REV
V.L. 08-02330 B
SETTING BLOCK GLAZING DETAIL

SCALE NTS DATE 05/1] 2/'ﬂ 4 SHEET2 OF 10

L. ROBERTO LOMAS P.E.
1432 WOODFORD RD LEWISVILLE, NC 27023

Luis R. Lomas P.E.
434-688-0609  rllomas@irlomaspe.com FL No.: 62514




BILL OF MATERIALS REVISIONS
ITEM NO.:| PART NUMBER DESCRIPTION MANUFACTURER MATERIAL . SeeRPTON ate oPROVED
1 |7060 FRAME ENERGI FENESTRATION SOLUTIONS |RIGID PVC
A REVISED INSTALLATION DETAILS O5/W4/W5 R.L.
2 |7076 OPERATING SASH ENERGI FENESTRATION SOLUTIONS |RIGID PVC
3 |7080 OPERATING MEETING RAL SASH  |ENERGI FENESTRATION SOLUTIONS |RIGID PVC B | REVISED PER NEW REQUIREMENTS 03/13/18 | R.L.
4 |7054 FIXED MEETING RAIL SASH ENERGI FENESTRATION SOLUTIONS |RIGID PVC
5 |7057 FIXED SASH ENERGI FENESTRATION SOLUTIONS |RIGID PVC
6 |[7021 7/8" GLAZING BEAD ENERGI FENESTRATION SOLUTIONS |RIGID PVC FOR ILLUSTRATION PURPOSES ONLY
7 7055 SILL ADAPTOR ENERGI FENESTRATION SOLUTIONS |RIGID PVC FOR /NSTALLA T/ON DETA/LS REFER TO SHEETS 4 - 10
8 7059 SCREEN ADAPTOR ENERGI FENESTRATION SOLUTIONS |ALUMINUM 6063-T5
9 [7010 SASH STOP ENERGI FENESTRATION SOLUTIONS |ALUMINUM 6063-T5
10 [7018 HEAD BLOCK ENERGI FENESTRATION SOLUTIONS |ALUMINUM 6063-T5
11 |HF-7320-187 |WEATHER STRIP SCHLEGEL
12 |PB-8315-187 |WEATHER STRIP ULTRAFAB
13 WEATHER STRIP
14 12.7" X 1.6MM GLAZING TAPE @ INTERIOR 17) (25) 29
15 ROLLING TRACK
16 THRESHOLD ALUMINUM 6063-T5
17 HANDLE REINFORCEMENT ALUMINUM 6063-T5
18 MEETING RAIL REINFORCEMENT STEEL ﬂ: —
19 TANDEMROLLER EXTERIOR INTERIOR L N f;:
20 SCREEN ROLLER | ﬂ — Jl D
21 23" X 50.8" X 3.2MM SETTING BLOCK @ “ @ — S —
22 INT & EXT SCREEN HANDLE ‘
23 INT & EXT SASH HANDLE @ I: ~ D =i H(N M[
24 SCREEN KEEPER e F“"‘ Y ﬁ = i ] L
25 SASH KEEPER ‘ . D ﬂv% @ ED
26 SCREW PLUG i |;_, inr’ e
27  [110-2550-10 [VALVE RO-MAI mrLll"nl-V;rl—l’lE;n I‘.ﬂ a EXTERIOR
28 #8 X 5/8" FH SCREWS @ I'""‘“"E’l'- B 1] 22 24) (28
; B —— o
29 #8 X 5/8" FH SCREWS —
30 #8 X1 1/2" FH SCREWS @ VERTICAL CROSS SECTION HORIZONTAL CROSS SECTION
31 #8 X2 1/2" FH SCREWS
32 MEETING RAIL REINFORCEMENT STEEL
33 #8 X 3/4" FH SCREWS
|
@ ‘\ @ 4 3/16” SIGNED: 03/13/2018
@ “ : ‘ | r 9/16” ENERGI FENESTRATION SOLUTIONS W %
5 [ = ﬁX o 2 lolo [.l o7 1085 DES CHEMINOTS \
@ Fw‘ Mg D ——V | 0 ‘ *f TERREBONNE, QUEBEC, CANADA \::\}\
_J SERIES OPERA NG VINYL SLIDING GLASS DOOR - 0 51 = %
H 95” x 79" NON—IMPACT OX & XO #ﬂ%ﬁ{é@-
@ ‘ r 1/4” B.O.M. AND CROSS SECTIONS '.E;%,. :AT OF _"‘{E
e , — DWG NO. 270 S{OR\D L
@ 1/16" 1 = gf L. 08—02330 258 e ne O
- 2 15/16” | — 1 1/47 DATE 05/12/14 SHEET3 OF 10
OPTIONAL FIN FRAME INSTALLATION STRIP 1432 WOODEORD M LEWISVILLE. NG 27023 Luis R. Lomas P.E.

GALVANIZED STEEL G60 434-688-0609  rllomas@lrlomaspe.com FL No.: 62574



REVISIONS

7/16” MIN. .y

DESCRIPTION DATE APPROVED
EDGE DISTANCE
A REVISED INSTALLATION DETAILS O5/W4/15 R.L.
WOOD FRAMING
OR 92X BUCK ‘ B REVISED PER NEW REQUIREMENTS 03/13/18 R.L.
BY OTHERS T 1/47 MIN.
EMBEDMENT
BACKER ROD 1/47 MAX. J
& APPROVED SHIM SPACE
SEALANT 1 1/4” MIN. 1/4” MAX
EMBEDMENT SHIM SPACE
#8 WOOD SCREW
INTERIOR
7/16” MIN. |
EDGE DISTANCE —
INTERIOR
#8 WOODJ// Lo
SCREW ¥
EXTERIOR |
WOOD FRAMING
OR 2X BUCK
BY OTHERS ]B EXTERIOR
4
BACKER ROD
& APPROVED
SEALANT
#8 WOOD JAMB INSTALLATION DETAIL
SCREW WOOD FRAMING OR 2X BUCK INSTALLATION
BACKER ROD
& APPROVED /‘/4 MAX.
SEALANT SHIM SPACE
WOOD FRAMING i
OR 2X BUCK 1 1/47 MIN. SIGNED: 03/13/2018
BY OTHERS EMBEDMENT
f ENERGI FENESTRATION SOLUTIONS
1085 DES CHEMINOTS
) TERREBONNE, QUEBEC, CANADA
7/16” MIN.
EDGE DISTANCE SERIES OPERA NG VINYL SLIDING GLASS DOOR
VERT/CAL CROSS SECT/ON 95” X 79” NON=|]M|PACT OX & XO
WOOD FRAMING OR 2X BUCK INSTALLATION FRAME INSTALLATION DETAILS
NOTES: : DWG NO.
1. INTERIOR AND EXTERIOR FINISHES, BY OTHERS, 08—02330
NOT SHOWN FOR CLARITY.

DATE 05 /12 /14 SHEET4 OF 10

2. PERIMETER AND JOINT SEALANT BY OTHERS TO BE
DESIGNED IN ACCORDANCE WITH ASTM E2112

L. ROBERTO LOMAS P.E.
1432 WOODFORD RD LEWISVILLE, NC 27023
434-688-0609  rllomas@Irlomaspe.com

Luis R. Lomas P.E.
FL No.: 62514




REVISIONS

7/167 MIN. REV DESCRIPTION DATE APPROVED
EDGE DISTANCE

|
METAL A REVISED INSTALLATION DETAILS OB/W 4/W 5 R.L.
STRUCTURE
BY OTHERS B REVISED PER NEW REQUIREMENTS 03/13/18 R.L.
1/4” MAX.
{ SHIM SPACE
APPROVED
SEALANT
R:\
#8 SMS OR 1/4” MAX.
SELF DRILLING 1 [T SHIM SPACE
SCREW
L
? INTERIOR
7/16” -
MIN,
EDGE u
DISTANCE —
EXTERIOR INTERIOR /@W
48 SMS OR
SELF DRILLING
SCREWS
METAL
STRUCTURE
BY OTHERS
EXTERIOR
48 SMS OR ] ,
SELF DRILLING BACKER ROD
SCREW & APPROVED
SEALANT
ECA%)EEO@%B JAMB INSTALLATION DETAIL
Al AT 1 /47 X, METAL STRUCTURE INSTALLATION
SHIM SPACE
METAL [
STRUCTURE
BY OTHERS SIGNED: 03/13/2018
l ! 7/167 MIN. ENERGI FENESTRATION SOLUTIONS
EDGE DISTANCE 1085 DES CHEMINOTS
TERREBONNE, QUEBEC, CANADA
VERTICAL CROSS SECTION
METAL STRUCTURE INSTALLATION SERIES OPERA NG VINYL SLIDING GLASS DOOR
95” x 79” NON—=IMPACT OX & XO
FRAME INSTALLATION DETAILS
NOTES: : DWG NO.
1. INTERIOR AND EXTERIOR FINISHES, BY OTHERS, L 08-02330
NOT SHOWN FOR CLARITY.

2. PERIMETER AND JOINT SEALANT BY OTHERS TO BE
DESIGNED IN ACCORDANCE WITH ASTM E2112

DATE 05 /12 /14

SHEETS OF

10

L. ROBERTO LOMAS P.E.
1432 WOODFORD RD LEWISVILLE, NC 27023
434-688-0609  rllomas@Irlomaspe.com

Luis R. Lomas P.E.
FL No.: 62514




271 MIN REVISIONS
EDGE DISTANCE REV DESCRIPTION DATE APPROVED
CONCRETE /MASONRY A | REVISED INSTALLATION DETAILS 05/14/15 | R.L
BY OTHERS ? B REVISED PER NEW REQUIREMENTS 03/13/18 R.L.
1 1/4” MIN.
EMBEDMENT
OPTIONAL 1X BUCK i
SEE NOTES 3 — 7
SHEET 1 |
1 1/4” MIN. L 1/47 MAX.
1/47 MAX. J‘ FMBEDMENT SHIM SPACE
SHIM SPACE
BACKER ROD * .
& APPROVED v <
SEALANT e . INTERIOR
» MIN. . T B
3/16” TAPCON FDGE . :
DISTANCE S v
| ] |
[ 5
3/16" TAPCON
CONCRETE /MASONRY H
EXTERIOR INTERIOR BY OTHERS ]E
OPTIONAL 1X BUCK
SEE NOTES 3 — 7 - EXTERIOR
SHEET 1
BACKER ROD
& APPROVED
SEALANT
JAMB INSTALLATION DETAIL
CONCRETE/MASONRY INSTALLATION
3/16” TAPCON
BACKER ROD
& APPROVED
SEALANT NOTES:
1. INTERIOR AND EXTERIOR FINISHES, BY OTHERS,
OPTIONAL 1X BUCK 1 /4" MAX NOT SHOWN FOR CLARITY.
SEE NOTE 3 — 7 [ sHiv SPACE 2. PERIMETER AND JOINT SEALANT BY OTHERS TO BE
SHEET 1 DESIGNED IN ACCORDANCE WITH ASTM E2112 SIGNED: 03/13/2018
CONCRETE /MASONRY ENERGI FENESTRATION SOLUTIONS
BY OTHERS ! 1085 DES CHEMINOTS
1 1/4" MINL TERREBONNE, QUEBEC, CANADA \,..-\’\
EMBEDMENT SERIES OPERA NG VINYL SLIDING GLASS DOOR * Mo 62514 - %
{ 95" x 79" NON—IMPACT OX & XO = et 7 -
FRAME INSTALLATION DETAILS —=R°% STATE OF 'z'f
5 ';o - o"‘f
2”7 MIN. DWG NO. 2 & <
EDGE DISTANCE 1 08-02330 7,88/ =+ O

VERTICAL CROSS SECTION
CONCRETE/MASONRY INSTALLATION

DATE 05 /12 /14 SHEETE  OF 10
L. ROBERTO LOMAS P.E. Luis R. Lomas P.E.

1432 WOODFORD RD LEWISVILLE, NC 27023

434-688-0609  rllomas@Irlomaspe.com FL No.: 62514




REVISIONS

REV DESCRIPTION DATE APPROVED

ED7G/EW %TSTMA‘HCE A — A REVISED INSTALLATION DETAILS 05/W4/W5 R.L.
W ‘ B REVISED PER NEW REQUIREMENTS 03/13/18 R.L.
WOOD FRAMING
OR 2X BUCK 1 1/4” MIN.
BY OTHERS EMBEDMENT
_ ' 1 1/4” MIN. 1/4” MAX.
} EMBEDMENT SHIM SPACE
1/4” max. |
SHIM SPACE
BACKER ROD INSTALLATION
& APPROVED | STRIP
SEALANT #8 WOOD SCREW :
7/16
MIN.
EDGE
DISTANCE
‘SNTSRT@LLM‘ON f Shnvi
#8 WOOD — INTERIOR
SCREW
INTERIOR / ﬂ
WOOD FRAMING —
OR 2X BUCK
EXTERIOR BY OTHERS
[ 5
U@ EXTERIOR
BACKER ROD
& APPROVED ]
INSTALLATION SEALANT
STRIP —
JAMB INSTALLATION DETAIL
48 WOOD WOOD FRAMING OR 2X BUCK INSTALLATION
SCREW
BACKER ROD
& APPROVED 1 /4" MAX.
SEALANT

(’SHMW SPACE

SIGNED: 03/13/2018

WOOD FRAMING I
OR 2X BUCK »
BY OTHERS T 1/47 MIN, ENERGlI FENESTRATION SOLUTIONS
4 EMBEDMENT 1085 DES CHEMINOTS
= | TERREBONNE, QUEBEC, CANADA
SERIES OPERA NG VINYL SLIDING GLASS DOOR
7/16" MIN. 95” x 79”7 NON—IMPACT OX & XO
VERTICAL CROSS SECTION " EDGE DISTANCE STRIP INSTALLATION DETAILS
NOTES: WOOD FRAMING OR 2X BUCK INSTALLATION —
1. INTERIOR AND EXTERIOR FINISHES, BY OTHERS, 08—-02330
NOT SHOWN FOR CLARITY.
DATE 05 /12/14 SHEET7  OF 10

2. PERIMETER AND JOINT SEALANT BY OTHERS TO BE
DESIGNED IN ACCORDANCE WITH ASTM E2112

L. ROBERTO LOMAS P.E.
1432 WOODFORD RD LEWISVILLE, NC 27023
434-688-0609  rllomas@Irlomaspe.com

Luis R. Lomas P.E.

FL No.: 62514




7/16" MIN. ‘ ‘
EDGE DISTANCE
METAL
STRUCTURE
BY OTHERS 1/47 MAX.
(’SFHM SPACE
i 1 ‘ “
BACKER ROD §
S f9 sus or
SELF DRILLING
— SCREW
[: [] INSTALLATION
L ) STRIP
EXTERIOR INTERIOR
INSTALLATION
STRIP
48 SMS OR
SELF DRILLING
BACKER ROD SLREW
& APPROVED "/4 MAX .
SEALANT | SHIM SPACE
14
METAL S SESSSSSSS\~ |
STRUCTURE
BY OTHERS
‘ 7/16” MIN.
‘ " EDGE DISTANCE
VERTICAL CROSS SECTION
METAL STRUCTURE INSTALLATION
NOTES:
1. INTERIOR AND EXTERIOR FINISHES, BY OTHERS,
NOT SHOWN FOR CLARITY.

2. PERIMETER AND JOINT SEALANT BY OTHERS TO BE
DESIGNED IN ACCORDANCE WITH ASTM E2112

!

REVISIONS

REV DESCRIPTION DATE APPROVED

A REVISED INSTALLATION DETAILS O5/W4/W5 R.L.

B REVISED PER NEW REQUIREMENTS 03/13/18 R.L.
o 1/4” MAX.
SHIM SPACE

INSTALLATION
STRIP

7/16"
MIN.
EDGE
DISTANCE

#8 SMS OR
SELF DRILLING
SCREWS

METAL
STRUCTURE
BY OTHERS

BACKER ROD
& APPROVED
SEALANT

izl
/@A : INTERIOR

[

E@ EXTERIOR

JAMB INSTALLATION DETAIL
METAL STRUCTURE INSTALLATION

SIGNED: 03/13/2018

ENERGI FENESTRATION SOLUTIONS

1085 DES CHEMINOTS
TERREBONNE, QUEBEC, CANADA

SERIES OPERA NG VINYL SLIDING GLASS DOOR
95" x 79”7 NON-IMPACT OX & XO
STRIP INSTALLATION DETAILS

DWG NO.
08-02330

DATE 05 /12 /14 SHEET8 OF 10

L. ROBERTO LOMAS P.E.
1432 WOODFORD RD LEWISVILLE, NC 27023
434-688-0609  rllomas@Irlomaspe.com

Luis R. Lomas P.E.
FL No.: 62514




REVISIONS

2”7 MIN. REV DESCRIPTION DATE APPROVED

SDGE DISTANCE A REVISED INSTALLATION DETAILS 05/14/“5 R.L.
CONCRETE /MASONRY < B | REVISED PER NEW REQUIREMENTS 03/13/18 | R.L
BY OTHERS Lo, e }
2 1 1/4” MIN. ) )
. EMBEDMENT 1.1/47 MIN. L 1/47 MAX
OPTIONAL 1X BUCK i EMBEDMENT SHIM SPACE
SEE NOTES 3 — 7 1/4”7 MAX. |
SHEET 1 | SHIM SPACE

27 vl <
BACKER ROD t MIN. Lo
& APPROVED EDGE
SEALANT DISTANCE

. f INSTALLATION
/ STRIP

INTERIOR

@
iE

3/16" TAPCON

INSTALLATION )
STRIP 3/16” TAPCON

CONCRETE /MASONRY
BY OTHERS

INTERIOR

—

EXTERIOR

OPTIONAL 1X BUCK
SEE NOTES 3 — 7

SHEET 1
BACKER ROD
INSTALLATION & APPROVED
STRIP SEALANT
JAMB INSTALLATION DETAIL
BACKER ROD ” CONCRETE/MASONRY INSTALLATION
& APPROVED 3/16” TAPCON NOTES:
SEALANT 1. INTERIOR AND EXTERIOR FINISHES, BY OTHERS,
NOT SHOWN FOR CLARITY.
OPTIONAL 1X BUCK 1 /4" uax, 2. PERIMETER AND JOINT SEALANT BY OTHERS TO BE
SEE NOTE 3 — 7 [ sHiM sPace DESIGNED IN ACCORDANCE WITH ASTM E2112 SIGNED: 03/13/2018
SHEET 1
f ENERGI FENESTRATION SOLUTIONS
CONCRETE /MASONRY 1085 DES CHEMINOTS
BY OTHERS < * TERREBON‘NE, QUEBEC, CANADA \]..\’\
4 1 1/47 MIN. SERIES OPERA NG VINYL SLIDING GLASS DOOR * Mo 62514 - %
. EMBEDMENT 95” x 79” NON—IMPACT OX & XO = o Wity (3 7
s | STRIP INSTALLATION DETAILS =% STATE OF &
—QO. . o
DWG NO. //@‘ s . C;é.
5" MIN. L. 08-02330 7 \
VERTICAL CROSS SECTION FDGE DISTANCE PE05/12/14  |SFFT9 OF 10
CONCRETE/MASONRY INSTALLATION L. ROBERTO LOMAS P.E.

1432 WOODFORD RD LEWISVILLE, NC 27023 Lu lFSﬂ_ PNI Lo ”g ‘2?“ g 1 i -E.
434-688-0609  rllomas@Irlomaspe.com 0.:




APPROVED

1 1/4” MIN.

WOOD
EMBEDMENT /////kFRAMNG
BY OTHERS

SEALANT ﬁ\\\\\\\\\\\\\\\\
SEHIND FIN |

1/47 MAX.
{ SHIM SPACE
7/16” MIN 4 : 3
EDGE DISTANCE :]5[::i] f
#8 WOOD
SCREW
EXTERIOR INTERIOR
1/47 MAX
| { SHIM SPACE
1 f
7/16" MIN
EDGE DISTANCE \\\\\\¥
WOOD
#8 WOOD FRAMING
SCREW } BY OTHERS
1 1/4” MIN.
APPROVED EMBEDMENT
SEALANT
BEHIND FIN VERTICAL CROSS SECTION

WOOD FRAMING OR 2X BUCK INSTALLATION

REVISIONS
REV DESCRIPTION DATE APPROVED
A REVISED INSTALLATION DETAILS 05/14/15 R.L.
B REVISED PER NEW REQUIREMENTS 03/13/18 R.L.
. 1/4” MAX
SHIM SPACE
WOOD FRAMING
BY OTHERS 4\\\\\
N INTERIOR
#
8 WOOD
SCREW N E]
; 00
11/4”
MIN. —
EMBEDMENT UE H
]E EXTERIOR
—3
L 7/187 MIN
APPROVED EDCE DISTANCE
SEALANT
BEHIND FIN JAMB INSTALLATION DETAIL
WOOD FRAMING OR 2X BUCK INSTALLATION
NOTES:
1. INTERIOR AND EXTERIOR FINISHES, BY OTHERS,
NOT SHOWN FOR CLARITY.

2. PERIMETER AND JOINT SEALANT BY OTHERS TO BE
DESIGNED IN ACCORDANCE WITH ASTM E2112

SIGNED: 03/13/2018

ENERGI FENESTRATION SOLUTIONS

1085 DES CHEMINOTS N
TERREBONNE, QUEBEC, CANADA SV

\ L]
SERIES OPERA NG VINYL SLIDING GLASS DOOR *xe (o) 51
95" x 79”7 NON-IMPACT OX & XO o » 2
FIN INSTALLATION DETAILS Y, TATE OF [

Ol PN
DWG NO. 'o‘s::?OR\Q‘: ‘c,\.'é
— s gu® N
08-02330 ‘f’ONAL 9(\;\\\\\
DATE 05 /12 /14 SHEET 10 OF 10 T

L. ROBERTO LOMAS P.E. .
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