
24.00 30.00 36.00 42.00 48.00 54.00 60.00 66.00 72.00
24.00 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0
30.00 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0
36.00 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0
42.00 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0
48.00 150.0 144.3 132.3 126.0 124.0 124.0 124.0 124.0 124.0
54.00 141.7 122.1 110.2 103.1 99.2 98.0 98.0 98.0 98.0
60.00 124.0 105.8 94.5 87.2 82.7 80.2 79.4 79.4 79.4
66.00 110.2 93.4 82.7 75.6 70.9 67.8 66.1 65.6 65.6
72.00 99.2 83.5 73.5 66.7 62.0 58.1 55.5 54.1 53.6
78.00 84.1 68.8 58.9 52.1 47.4 44.0 41.7 40.1 39.2
84.00 67.0 54.6 46.6 41.1 37.1 34.2 32.2 30.7 29.7
90.00 54.2 44.1 37.5 32.9 29.6 27.2 25.4 24.1 23.1
96.00 44.5 36.1 30.7 26.8 24.1 22.0 20.4 19.3 18.4

102.00 37.0 30.0 25.4 22.2 19.8 18.1 16.7 15.7 -
108.00 31.1 25.2 21.3 18.5 16.5 15.0 - - -
114.00 26.4 21.3 18.0 15.7 - - - - -
120.00 22.6 18.2 15.4 - - - - - -

Maximum design pressure capacity (psf)
Mullion 

span (in)
Tributary width (in)
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