NOTES:

1.

FL 17288

2. WOOD FRAMING TO BE DESIGNED AND ANCHORED TO PROPERLY TRANSFER ALL LOADS TO SHOWN IN INSTALLATION DETAILS.
. i[ﬁg@;gig- SFTEQ’?Egg\lGlNlcng:SEE ROEFSP;)/NESJ'AgYNgi LEEDATNCHT'LEECTDEOSFFGSNS'FN"%EFE gEoRDEUCcOTRD 2. FOR ANCHORING INTO CONCRETE USE 3/16” TAPCON WITH SUFFICIENT LENGTH TO ACHIEVE
: A 1-3/4" MINIMUM EMBEDMENT WITH 1—1/4" MINIMUM EDGE DISTANCE. LOCATE ANCHORS
SHOWN HEREIN. WIND LOAD DURATION FACTOR Cd=1.6 WAS USED FOR WOOD ANCHOR AS SHO/WN N INSTALLATION  DETAILS. /
CALCULATIONS.
3. FOR ANCHORING INTO METAL STRUCTURE USE #10 SMS OR SELF DRILLING SCREWS WITH
4. APPROVED IMPACT PROTECTIVE SYSTEM IS NOT REQUIRED FOR THIS PRODUCT IN WIND SUFFICIENT LENGTH TO ACHIEVE 3 THREADS MINIMUM BEYOND STRUCTURE INTERIOR WALL.
BORNE DEBRIS REGIONS UP TO WIND ZONE 3. LOCATE ANCHORS AS SHOWN IN INSTALLATION DETAILS
5. DESIGN PRESSURE AND INSTALLATION DETAILS SHOWN IN THIS DOCUMENT APPLY ONLY TO :
4. FOR ATTACHING WINDOW UNITS TO MULLION USE #10 SELF DRILLING SCREWS WITH
MULLION. WINDOWS MUST BE APPROVED UNDER SEPARATE APPROVAL.
SUFFICIENT LENGTH TO ACHIEVE A MINIMUM EMBEDMENT OF THREE THREADS PAST THE
6. SINGLE WINDOWS TO BE MULLED ARE NOT LIMITED TO THOSE SHOWN IN THIS DRAWING.
MULLION WALL. LOCATE SCREWS IN ACCORDANCE WITH WINDOW ANCHORING SCHEDULE AS
WINDOWS ATTACHED TO MULLION MUST HAVE SEPARATE APPROVAL. ORI, WINDOW SEPARAE APPROVAL
7. DESIGN PRESSURE OF MULLED UNIT SHALL BE CONTROLLED BY THE LESSER DESIGN -
PRESSURE OF THE MULLION OR THE INDIVIDUAL WINDOW OR DOOR UNIT 5. ALL FASTENERS TO BE CORROSION RESISTANT.
' 6. WHEN THE PRODUCT SPECIFIED HEREIN IS INSTALLED WITHIN 3000 FEET OF A SALTWATER
8. UNITS MAY BE MULLED TOGETHER INDEFINITELY AS LONG AS SINGLE UNIT WIDTH AND
COASTLINE, ALL ANCHORS AND CLIPS MUST COMPLY WITH SALTWATER ENVIRONMENT
HEIGHT ARE NOT EXCEEDED AND MULLION IS ANCHORED AS SHOWN HEREIN.
CORROSION RESISTANCE REQUIREMENTS OF FBC CHAPTER 17.
9. MULLION VERTICAL INSTALLATION IS SHOWN, MULLION MAY BE USED IN HORIZONTAL T ALLATION ANGHORS orarL e STALLED TN ACCORDANCE WITH ANCHOR
APPLICATIONS AS LONG AS DIMENSIONS INDICATED HEREIN ARE NOT EXCEEDED AND : )
MULLION 1S ANCHORED. ACCORDING TO THIS DOCUMENT. MANUFACTURER’S INSTALLATION INSTRUCTIONS, AND ANCHORS SHALL NOT BE USED IN
SUBSTRATES WITH STRENGTHS LESS THAN THE MINIMUM STRENGTH SPECIFIED BELOW:
A. WOOD — MINIMUM SPECIFIC GRAVITY OF G=0.42
B. CONCRETE — MINIMUM COMPRESSIVE STRENGTH OF 3,200 PSI.
C. MASONRY — STRENGTH CONFORMANCE TO ASTM C—90, GRADE N, TYPE 1 (OR
GREATER).
D. METAL STRUCTURE: STEEL 18GA, 33KSI OR ALUMINUM 6063—T5 .060” THICK MINIMUM
8. TO ATTACH MULLION TO CLIP USE (4) #10 x 1—1/4" SELF DRILLING SCREWS PER CLIP.
SCREWS MUST BE FIELD INSTALLED. HOLES FOR SCREWS ARE NOT PRE—DRILLED BY
MANUFACTURER.
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THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED TO COMPLY WITH
REQUIREMENTS OF THE CURRENT FLORIDA BUILDING CODE.

REVISIONS

REV DESCRIPTION DATE APPROVED

A | REVISED INSTALLATION DETAILS 06/23/15 |R.L.

B | REVISED PER NEW REQUIREMENTS 01/10/18 | R.L.

C | CURRENT FBC

08/06/26 | LMH

ANCHORING NOTES:

1.

FOR ANCHORING INTO WOOD FRAMING OR 2X BUCK USE #10 WOOD SCREW WITH
SUFFICIENT LENGTH TO ACHIEVE A 1-3/8" MINIMUM EMBEDMENT. LOCATE ANCHORS AS




[~ MULLION SPAN —

!
TRANSOM
HEIGHT TRANSOM
J— |
WINDOW BOTTOM ||| BOTTOM
HEIGHT UNIT UNIT

=~ W1 ——=— W2 —

CHART 1
18" TRANSOM
Maximum design pressure capacity chart (psf)
Mullion Span (in)
Height (in) 72.00 | 84.00 | 96.00 |108.00|120.00]132.00(144.00
Tributary width (in)

Window [Transom| 36.00 [ 42.00 | 48.00 | 54.00 | 60.00 | 66.00 | 72.00
24.00 18.00 | 120.0 [ 120.0 [ 91.3 | 63.7 | 46.2 | 346 | 26.6
30.00 18.00 | 120.0 | 120.0 [ 80.6 | 56.2 | 40.7 | 30.5 [ 23.4
36.00 18.00 | 120.0 | 109.6 [ 72.5 | 50.5 [ 36.5 | 27.3 [ 20.9
42.00 18.00 | 120.0 [ 100.2 | 66.1 | 459 | 332 | 24.8 | 19.0
48.00 18.00 | 120.0 | 925 | 61.0 | 423 | 30.5 | 22.7 | 17.4
54.00 18.00 | 120.0 | 859 [ 56.7 | 39.3 [ 28.3 | 21.0 [ 16.1
60.00 18.00 | 120.0 | 80.2 | 53.0 | 36.7 [ 26.4 | 19.6 -
66.00 18.00 | 1156 | 751 | 49.7 | 345 | 248 | 18.5 -
72.00 18.00 | 109.9 | 70.7 | 46.8 | 325 | 234 | 17.4 -
78.00 18.00 | 104.7 | 66.8 | 442 | 30.7 [ 222 | 16.5 -
84.00 18.00 | 100.0 | 63.3 [ 41.9 | 29.2 [ 21.0 | 15.7 -
90.00 18.00 95.7 | 60.1 | 39.9 | 27.7 | 20.0 - -
96.00 18.00 91.7 | 572 | 38.0 | 26.4 | 19.1 - -

LARGE AND SMALL MISSILE IMPACT RATED UP TO WIND ZONE 3
CHART 2
24" TRANSOM
Maximum design pressure capacity chart (psf)
Mullion Span (in)
Height (in) 72.00 | 84.00 | 96.00 |108.00(120.00(132.00{144.00
Tributary width (in)

Window [Transom| 36.00 [ 42.00 | 48.00 | 54.00 | 60.00 | 66.00 | 72.00
24.00 | 24.00 | 120.0 | 120.0 | 80.5 | 56.2 | 40.7 | 30.5 | 23.4
30.00 | 24.00 | 120.0 | 108.8 | 72.1 | 50.2 | 36.4 | 27.2 | 20.9
36.00 | 24.00 | 120.0 | 99.1 | 656 | 456 | 33.0 | 24.6 | 18.9
4200 | 24.00 | 120.0 | 91.4 | 60.3 [ 419 | 30.3 | 226 | 17.3
48.00 | 24.00 | 120.0 | 849 | 56.0 [ 38.8 | 28.0 | 20.9 | 16.0
54.00 | 24.00 | 119.2 | 79.3 | 524 | 36.3 | 26.1 [ 19.4 -
60.00 | 24.00 | 1131 | 744 | 492 | 341 | 245 [ 18.2 -
66.00 | 24.00 | 107.7 | 70.1 | 46.3 | 32.1 | 23.2 [ 17.2 -
72.00 | 24.00 | 102.7 | 66.2 | 43.8 | 304 | 21.9 | 16.3 -
78.00 | 24.00 98.2 | 628 | 416 | 289 | 20.8 [ 155 -
84.00 | 24.00 94.0 | 59.6 | 39.5 | 275 | 19.8 - -
90.00 | 24.00 90.2 | 56.8 | 37.7 | 26.2 | 18.9 - -
96.00 | 24.00 86.7 | 54.3 | 36.0 | 25.0 | 18.1 - -

FL 17kgg LARGE AND SMALL MISSILE IMPACT RATED UP TO WIND ZONE 3

e

CHART 3 REVISIONS
30" TRANSOM REV DESCRIPTION DATE APPROVED
Maximum design pressure capacity chart (psf) A | REVISED INSTALLATION DETAILS 06/23/15 | R.L.
Mullion Span (in) B | REVISED PER NEW REQUIREMENTS 01/10/18 |R.L
Height (in) 72.00 | 84.00 | 96.00 |108.00(120.00|132.00(144.00
Tributary width (in) C | CURRENT FBC 08/06/26 | LMH
Window [Transom| 36.00 | 42.00 | 48.00 | 54.00 | 60.00 | 66.00 | 72.00
24.00 | 30.00 | 120.0 | 109.2| 723 | 50.4 | 36.5 | 27.3 | 20.9
30.00 | 30.00 | 120.0 | 99.0 | 655 | 456 | 33.0 | 24.6 | 18.9
36.00 | 30.00 | 120.0 | 90.9 | 60.0 | 41.7 | 30.2 | 22.5 | 17.3
42.00 | 30.00 | 1200 | 844 | 556 | 386 | 27.9 | 20.8 | 15.9
48.00 | 30.00 | 1176 | 788 | 519 | 360 | 259 | 193 | -
54.00 | 30.00 | 111.7 | 740 | 488 | 33.8 | 24.3 | 18.1 -
60.00 | 30.00 | 1064 | 69.7 | 460 | 319 | 229 | 170 | -
66.00 | 30.00 | 1015 | 659 | 435 | 30.2 | 21.7 | 161 | - DESIGN PRESSURE TABLE INSTRUCTIONS:
7200 T 3000 | 971 622 1 213 1 286 | 206 153 1. DEFINE REQUIRED DESIGN LOAD PER FLORIDA
78.00 | 30.00 | 930 | 594 | 393 | 273 | 19.7 | - - BUILDING CODE CHAPTER 16.
d d : : : : : 2. DETERMINE MULLION SPAN AND TRIBUTARY WIDTH
84.00 | 30.00 | 893 | 566 | 374 | 260 | 188 | - - OF PRODUCT TO BE INSTALLED BASED ON
90.00 | 30.00 | 858 | 540 | 358 | 249 | 17.9 - - FORMULA FOR TRIBUTARY WIDTH BELOW.
96.00 | 30.00 | 827 | 51.7 | 342 | 238 | 172 | - - 3. TO DETERMINE MULLION RATING LOCATE COLUMN
LARGE AND SMALL MISSILE IMPACT RATED UP TO WIND ZONE 3 FOR MULLION SPAN AND TRIBUTARY WIDTH THEN
LOCATE CORRESPONDING ROW FOR BOTTOM AND
CHART 4 TRANSOM HEIGHTS. FIND THE INTERSECTION OF
36" TRANSOM THIS COLUMN AND ROW. MULLION RATING IS
Maximum design pressure capacity chart (psf) 4 WMULLION /Fé/TATrNHéSN:L,\gERSECTElgLTAL OR GREATER
Mullion Span (in) THAN REQUIRED DESIGN PRESSURE OBTAINED IN
Height (in) 72.00 | 84.00 | 96.00 |108.00|120.00(132.00|144.00 STEP 1.
Tributary width (in) 5. IF TRANSOM TO BE INSTALLED IS NOT LISTED IN
Window |Transom| 36.00 | 42.00 | 48.00 | 54.00 | 60.00 | 66.00 | 72.00 THESE CHARTS GO TO NEXT HIGHER TRANSOM
24.00 | 36.00 | 120.0 [ 999 [ 659 | 458 | 332 | 24.8 [ 19.0 CHART. FOR EXAMPLE IF TRANSOM TO BE
30.00 | 36.00 | 120.0 | 91.3 | 60.2 | 41.8 | 30.2 | 22.6 | 17.3 INSTALLED IS 20" HIGH THEN USE CHART FOR 24"
36.00 | 36.00 | 1200 | 84.4 | 556 | 385 | 27.8 | 20.8 | 15.9 TRANSOM.
22.00 1 3600 7771 787 T 517 338 T 29 [ 193 | - 6. WINDOW/DOOR AND TRANSOMS TO BE ANCHORED
48.00 | 36.00 | 1112 | 739 | 485 | 336 | 242 | 180 | - ON ALL FOUR SIDES.
54.00 | 36.00 | 1059 | 696 | 458 | 31.7 | 228 | 169 | -
60.00 | 36.00 | 101.1 | 658 | 433 | 300 | 216 | 160 | -
66.00 | 36.00 | 96.7 | 624 | 411 | 285 | 205 | 152 | - TRIBUTARY WIDTH = W1 + W2
72.00 | 36.00 | 927 | 59.3 | 391 | 271 | 195 | - - 2
78.00 | 36.00 | 890 | 565 | 37.3 | 259 | 186 | - -
84.00 | 36.00 | 856 | 540 | 357 | 247 | 17.8 | - -
90.00 | 36.00 | 824 | 516 | 341 | 23.7 | 17.1 - -
96.00 | 36.00 | 795 | 495 | 328 | 227 | 164 | - -
LARGE AND SMALL MISSILE IMPACT RATED UP TO WIND ZONE 3
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WOOD FRAMING OR 2X BUCK INSTALLATION
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VERTICAL MULLION SILL SIMILAR

#10

WOOD SCREW

CLIP

MULLION

REVISIONS

REV DESCRIPTION DATE APPROVED
A | REVISED INSTALLATION DETAILS 06,/23/15 R.L.
1 3/8” MIN. B REVISED PER NEW REQUIREMENTS 01/10/18 R.L.
EMBEDMENT C | CURRENT FBC 08/06/26 LMH
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HORIZONTAL MULLION WITH ANGLE DETAIL
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METAL STRUCTURE
BY OTHERS

#10 SELF
DRILLING SCREW
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HORIZONTAL MULLION WITH CLIP DETAIL

METAL STRUCTURE INSTALLATION
VERTICAL MULLION SILL SIMILAR

REVISIONS

REV DESCRIPTION DATE APPROVED
A | REVISED INSTALLATION DETAILS 06/23/15 R.L.
B | REVISED PER NEW REQUIREMENTS 01/10/18 | R.L.

C | CURRENT FBC

08/06/26 | LMH
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NN N
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HORIZONTAL MULLION WITH ANGLE DETAIL

METAL STRUCTURE INSTALLATION
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REVISIONS

REV DESCRIPTION

DATE APPROVED

A | REVISED INSTALLATION DETAILS

06/23/15 |R.L.

B | REVISED PER NEW REQUIREMENTS

01/10/18 |R.L.

C | CURRENT FBC

08/06/26 | LMH
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REVISIONS

REV DESCRIPTION

DATE APPROVED

HORIZONTAL MULLION HORIZONTAL
\ MULLION A | REVISED INSTALLATION DETAILS

06/23/15 |R.L.

REVISED PER NEW REQUIREMENTS

01/10/18 |R.L.

08/06/26 | LMH
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—{1 1/4" |—
11/16”

1-1/4"X3" TUBE MULLION
ALUMINUM 6063-T6 .125" THICK
MOMENT OF INERTIA: 2.755 IN*4
SECTION MODULUS: 1.864 IN*3

3/8:1 o

ANGLE

ALUMINUM 6063-T6 .125" THICK

10 7/16”
3/8" — 3”

L1 1/2”

O (5 @) O % O

\¢1/4"
4 15/16" - 5/8”
2"
CLIP
ALUMINUM 6063-T6 .125" THICK
FL 1/288

EXTERIOR

REVISIONS

REV DESCRIPTION DATE APPROVED

A | REVISED INSTALLATION DETAILS 06/23/15 R.L.
REVISED PER NEW REQUIREMENTS 01/10/18 | R.L.

C | CURRENT FBC 08/06/26 | LMH

WINDOW FRAME
REFERENCE ONLY

#10 X 1”7 PH
SELF DRILLING SCREW
LOCATE ANCHORS PER

SCHEDULE

\INTERIOR
MULLION

WINDOW,/DOOR ANCHOR

WINDOW FRAME
REFERENCE ONLY

WINDOW TO MULLION CONNECTION

WINDOW FRAME SHOWN FOR DETAIL PURPOSES ONLY
MULLION IS NOT LIMITED TO THIS PRODUCT
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