


Pos Neg Pos Neg Pos Neg Pos Neg Pos Neg Pos Neg Pos Neg Pos Neg

24.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0
30.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0
36.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0
42.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0
48.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 - -
54.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 - - - -
60.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 - - - - - -
66.69 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 40.0 - - - - - -
72.0 40.0 40.0 40.0 40.0 35.4 35.4 - - - - - - - - - -
78.0 39.2 39.2 32.1 32.1 27.4 27.4 - - - - - - - - - -
84.0 31.2 31.2 25.5 25.5 - - - - - - - - - - - -
90.0 25.3 25.3 20.6 20.6 - - - - - - - - - - - -
96.0 20.8 20.8 - - - - - - - - - - - - - -
102.0 17.3 17.3 - - - - - - - - - - - - - -

48.0 54.0 60.024.0 42.0 43.1630.0 36.0
Single Panel Width (in)

Maximum Design pressure (psf)
Chart #1

Panel 
Height 

(in)

A. MOTORIZED SERAPID LINEAR ACTUATIORS AT JAMBS

B. 36" BUTT-HINGE AT EACH END OF TOP RAIL/HEAD

C. ALUMINUM INSERT REINFORCEMENT ON VENT PERIMETER

HARDWARE SCHEDULE
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