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GENERAL NOTES =i Z*Z =
1. THIS PRODUCT, FABRICATED AND ANCHORED AS DETAILED IN THIS DRAWING, IS LARGE AND SMALL MISSILE IMPACT RESISTANT AND DOES NOT REQUIRE THE USE OF IMPACT PROTECTIVE DEVICES (SHUTTERS). o W= REVISION 10/20/2023;
2. THIS PRODUCT HAS BEEN TESTED TO TAS 201-94, TAS 202—-94, AND TAS 203-94, AND MEETS THE REQUIREMENTS OF THE FLORIDA BUILDING CODE, CURRENT EDITION, FOR USE OUTSIDE THE HIGH ZA  STATEOF QT B: 2023 UPDATE
VELOCITY HURRICANE ZONE. e A N '
3. ALLOWABLE CONFIGURATIONS: O PICTURE WINDOW %?.%E&":E@ S DRAWING #
4. THE DESIGN PRESSURE RATINGS INDICATED ARE AS LIMITED BY ASTM E—1300 GLASS TABLES, AND TESTED WATER, STRUCTURAL, AND CYCLIC PRESSURES 1 ONAL T FPA—PW—LM
5. THE 4/3 ALLOWABLE STRESS INCREASE FACTOR (SHORT-TERM INCREASE FACTOR) HAS NOT BEEN USED IN THE ANCHOR ANALYSIS FOR THIS SYSTEM. THE 1.6 Cd FACTOR WAS USED IN THE ANALYSIS OF mnn
ANCHORAGE INTO WOOD SUBSTRATE. 10/20/2023 SHEET DESCRIPTION
6. INSTALLATION OF 1X OR 2X WOOD BUCKS TO THE SUBSTRATE TO BE ENGINEERED BY OTHERS OR AS APPROVED BY THE AUTHORITY HAVING JURISDICTION (A.H.J.). BUCKING, OPENINGS, & BUCKING LUCAS A. TURNER P.E. NOTES
FASTENERS MUST BE PROPERLY DESIGNED & INSTALLED BY OTHERS IN ACCORDANCE WITH THE FBC TO TRANSFER SUPERIMPOSED LOADS TO THE STRUCTURE. ADEQUACY OF THE STRUCTURE TO RECEIVE THESE FL PE 4 58201 ’
LOADS SHALL BE VERIFIED BY THE CONTRACTOR OR A.H.J. ELEVATION,
7. DISSIMILAR MATERIALS THAT COME INTO CONTACT SHALL BE COATED OR OTHERWISE PROTECTED PER FBC CHAPTER 20 TO PREVENT GALVANIC REACTIONS. WOOD BUCKS, IF USED, SHALL BE PRESSURE TURNER ENGINEERING & SECTION
TREATED, WITH EITHER A TREATMENT OR COATING COMPATIBLE WITH 6063—T5. ALL ANCHORS USED SHALL BE OF A MATERIAL OR HAVE A COATING COMPATIBLE WITH THE PRESSURE TREATED WOOD BUCKS AND CONSULTING, INC.
ALL OTHER WINDOW MATERIALS. 2428 OLD NATCHEZ TRC. TRL. SHEET
8. ALL HARDWARE & FASTENERS SHALL BE IN ACCORDANCE WITH THESE DRAWINGS, OR AS APPROVED, SIGNED, AND SEALED BY A FLORIDA—REGISTERED PROFESSIONAL ENGINEER ON A SITE-SPECIFIC BASIS. CAMDEN. TN 38320
9. SEALING AND FLASHING STRATEGIES FOR OVERALL WATER INFILTRATION RESISTANCE OF THE INSTALLED PRODUCT SHALL BE THE RESPONSIBILITY OF OTHERS AND IS NOT ADDRESSED BY THIS DOCUMENT. ; 1 of 3
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CONCRETE (2.0 KSI MIN) 1/4” 1ITW TAPCON 1” 11/2" __-‘:‘; Z*Z 35;—:
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2X MIN. SPRUCE—PINE—FIR WOOD #12 WOOD SCREW 1-3/8" 17 FL PE # 58201 DETAILS
INTEGRAL MULLION (6=0.42) TURNER ENGINEERING &
16 GAUGE (0.060”) MIN. STEEL STUD | #12—24 ITW TEKS SEE_ANCHOR |1 /2 CONSULTING, INC.
33KSI YIELD MIN. SELF—DRILLING SCREW NOTE 5 2428 OLD NATCHEZ TRC. TRL. SHEET
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BILL OF MATERIALS

ITEM PART SUPPLIER PART DESCRIPTION MATERIAL
NUMBER

1 W66 CORTIZO OUTER PROFILE ALUM. 6063-T5
2 W67 CORTIZO INNER PROFILE ALUM. 6063-T5
3 W73 CORTIZO FRAME BEAD ALUM. 6063-T5
4 W75 CORTIZO CLEAT 17.8 ALUM. 6063-T5
5 W76 CORTIZO CLEAT 9.5 ALUM. 6063-T5
6 E3434 PLASTECH FRAME D GLAZING REBATE EPDM
7 W473P PLASTECH FRAME D WEDGE GASKET EPDM
8 99018 MONTROSE CHEVRON FS ALUM. 6063-T5
9 6705 FASTENAL 3mm GLAZING PACKER RIGID PVC
10 418500 CORTIZO TECHNOFORM STRIP OVER POLYAMIDE
11 418600 CORTIZO TECHNOFORM STRIP UNDER POLYAMIDE
12 W68 CORTIZO MULLION INNER PROFILE ALUM. 6063-T5
13 W69 CORTIZO MULLION OUTER PROFILE ALUM. 6063-T5
14 M10 THREADED ROD/NUT STEEL
15 #8 X 1.5” SELF-TAPPING SCREW STEEL
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