


18.13 25.50 36.00 42.00 48.00 52.13
25.00 120.0 120.0 120.0 120.0 120.0 120.0
37.38 120.0 120.0 120.0 120.0 120.0 120.0
49.63 120.0 98.3 81.2 76.9 75.2 75.1
62.00 96.4 73.6 58.4 53.7 50.7 49.4
65.63 90.2 68.6 53.9 49.3 46.3 44.8
72.00 81.0 61.2 47.6 43.2 40.1 38.6
84.00 62.1 45.0 33.1 29.1 26.3 24.9
90.00 50.4 36.4 26.6 23.4 21.0 19.8
96.00 41.4 29.9 21.8 19.1 17.1 16.0

Mullion 
span (in)

Tributary width (in)
Units anchored into wood and metal framing

Design pressure rating (psf)

18.13 25.50 36.00 42.00 48.00 52.13
25.00 120.0 120.0 120.0 120.0 120.0 120.0
37.38 120.0 120.0 120.0 120.0 120.0 120.0
49.63 120.0 109.2 90.2 85.4 83.5 83.4
62.00 107.1 81.8 64.8 59.7 56.3 54.8
65.63 100.2 76.2 59.9 54.8 51.4 49.8
72.00 90.0 68.0 52.8 48.0 44.0 42.0
84.00 62.1 45.0 33.1 29.1 26.3 24.9
90.00 50.4 36.4 26.6 23.4 21.0 19.8
96.00 41.4 29.9 21.8 19.1 17.1 16.0

Mullion 
span (in)

Tributary width (in)

Design pressure rating (psf)
Units anchored into masonry/concrete
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