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SERIES HP STEEL DOOR, INSWING/OUTSWING, IMPACT (X)

GENERAL NOTES

RIA'| 1/26/26

1. THIS PRODUCT HAS BEEN EVALUATED AND IS IN COMPLIANCE WITH THE 8TH EDITION (2023) FLORIDA BUILDING CODE (FBC) REQUIREMENTS INCLUDING
THE HIGH VELOCITY HURRICANE ZONE (HVHZ) AND HAS BEEN EVALUATED TO THE FOLLOWING IN TESTING EVALUATION LABORATORIES REPORT NO. TEL 02991411, 40" O.A.
TEL 02990623 AND TEL 02990624. FRAME WIDTH
. TAS 201-1994

TAS 202-1994
TAS 203—-1994
ASTM E330-02
ASTM E283-04
ASTM E331-00
ASTM E1886—05
ASTM E1996-06
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PN LR Wb

PRODUCT ANCHORS SHALL BE AS LISTED AND SPACED AS SHOWN ON DETAILS. ANCHOR EMBEDMENT TO BASE MATERIAL SHALL BE BEYOND WALL
DRESSING OR STUCCO.

WHEN USED IN THE "HVHZ” THIS PRODUCT COMPLIES WITH SECTION 1626 OF THE FLORIDA BUILDING CODE AND DOES NOT REQUIRE AN IMPACT
RESISTANT COVERING.

INSINW/OUTSWING, IMPACT (X)
INSTALLATION ANCHORAGE DETAILS

SERIES HP STEEL COMMERCIAL DOOR
REVISION DESCRIPTION

WHEN USED IN AREAS OUTSIDE OF THE "HVHZ” REQUIRING WIND BORNE DEBRIS PROTECTION THIS PRODUCT COMPLIES WITH SECTION 1609.1.2 OF THE
FBC AND DOES NOT REQUIRE AN IMPACT RESISTANT COVERING. THIS PRODUCT MEETS MISSILE LEVEL "D” AND INCLUDES WIND ZONE 4 AS DEFINED IN
ASTM E1996 AND SECTION 1609.1.2.2 OF THE FBC.

ADD ALTERNATE LOCKING HARDWARE

SITE CONDITIONS THAT DEVIATE FROM THE DETAILS OF THIS DRAWING REQUIRE FURTHER ENGINEERING ANALYSIS BY A LICENSED ENGINEER OR
REGISTERED ARCHITECT.

C

THIS PRODUCT DOES NOT MEET THE WATER INFILTRATION REQUIREMENTS OF THE FBC AND SHALL BE INSTALLED ONLY IN NON—HABITABLE AREAS OR AT
HABITABLE LOCATIONS PROTECTED BY AN OVERHANG OR CANOPY SUCH THAT THE OVERHANG RATIO (OH) = OH LENGTH / OH HEIGHT IS EQUAL TO OR
GREATER THAN 1.

ALL STEEL SHALL BE PROTECTED AS SPECIFIED IN SECTION 2222.6 OF THE FBC.

DWN BY:
DAS/RIA
CHK BY
RJIA
SCALE:
NONE

SEE CURRENT MIAMI-DADE NOTICE OF ACCEPTANCE (NOA) FOR CARPENTER CO. PREFORMED BLOCK TYPE EPS INSULATION COMPONENT APPROVAL.

2/27/2019

SEE HMF EXPRESS DRAWING NO. HMFOOO5 FOR DOUBLE (XX) NOMINAL 76" X 88" OUTSWING STEEL DOOR, HVHZ IMPACT. 86" MAX. OVERALL

FRAME HEIGHT

. POWER TRANSFER PREPS, DOOR POSITION SWITCH AND ELECTRICAL HINGE PREPS ARE ALLOWED AS LONG AS THE STRUCTURAL INTEGRITY OF THE DOOR (W/2" HEAD)
PANEL IS NOT AFFECTED.

ROBERT J. AMORUSO, P.E. #49752
AMORUSO CONSULTING ENG., LLC
FBPE REGISTRATION NO. 38327
226 N NOVARD, NO. 142
ORMOND BEACH, FL 32174
RJAENGPE@GMAIL.COM
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FRAME CONSTRUCTION

THE HEAD AND SIDE JAMBS ARE A ONE-PIECE BRAKE PRESS FORMED STEEL FRAME FROM 16 GA. (0.053" MIN,) COLD ROLLED STEEL MEASURING 5.875" X 2.625". THE 88" MAX. OVERALL
CORNERS OF BOTH THE HEADER AND SIDE JAMBS ARE MITERED AND BUTTED. WELDED FRAMES ARE SEAM WELDED ON THE FRAME FACE AND CONTINUOUSLY WELDED ON THE FRAME HEIGHT
INTERIOR SURFACES.THE KNOCKED DOWN FRAME (KD) HEADER HAS SLOTS PUNCHED IN BOTH RETURN LEGS FOR THE 18GA. (0.048”) FRAME TABS THAT ARE WELDED TO THE (W/4" HEAD)
SIDE JAMBS. THE TABS ARE BENT 90 DEGREES OVER THE HEADER AFTER BEING SLIPPED THROUGH THE SLOTS TO CREATE A MECHANICAL JOINT. THE FRAME HAT SECTION OF
EACH SIDE JAMB HAS ONE PUNCHED TAB THAT IS SLIPPED INTO THE PUNCHED SLOT IN THE HEADER AND BENT DOWN 90 DEGREES OVER THE HEADER TO CREATE ANOTHER
MECHANICAL JOINT. EACH HINGE LOCATION ON BOTH THE WELDED FRAME AND THE KD FRAME HAVE A 7GA. (0.179”) HOT ROLLED STEEL HINGE REINFORCEMENT MEASURING
1.25" WIDE X 10.0" WELDED TO THE FRAME. EACH SIDE JAMB HAS 16 GA. (0.053") STEEL L—SHAPED FLOOR ANCHOR PLATES WELDED TO THE INSIDE BOTTOM OF THE FRAME.
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Typical Elevations & General Notes

Hardware Selection Tables

Door panel details

NOTE:

Horizontal and vertical cross section MAXIMUM

Date: 2026.01.30
PANEL AND/OR FRAME DIMENSIONS SHOWN ARE DOOR TYPES OVERALL DESIGN PRESSURE
Horizontal and vertical cross section DIMENSION (PSF)

17:14:06 -05'00"
FOR THE AS—TESTED DOOR CONFIGURATIONS. 06 -05'00

Anchoring details SEE SHEET 2 FOR AS—TESTED DOOR TYPES, DESIGN
ALTERNATE HARDWARE SELECTIONS SHOWN ON PRESSURE AND WATER INFILTRATION. REQUIREMENTS. PROJECT#: ACE-2025-126

C .
omponents SHEET 5 MAY LIMIT WIDTHS AND HEIGHTS TO A IMPACT RATING: LARGE AND SMALL MISSILE — HVHZ & WIND DWG/REV: HMFO001, Rev C
Bill of materials and components SMALLER SIZE. SEE SHEET 3 FOR DETAILS. ZONE 4, MISSILE LEVEL D SHT. 1 of 9
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GENERAL NOTES 1. THIS PRODUCT HAS BEEN EVALUATED AND IS IN COMPLIANCE WITH THE 8TH EDITION (2023) FLORIDA BUILDING CODE (FBC) REQUIREMENTS INCLUDING THIS PRODUCT HAS BEEN EVALUATED AND IS IN COMPLIANCE WITH THE 8TH EDITION (2023) FLORIDA BUILDING CODE (FBC) REQUIREMENTS INCLUDING THE HIGH VELOCITY HURRICANE ZONE (HVHZ) AND HAS BEEN EVALUATED TO THE FOLLOWING IN TESTING EVALUATION LABORATORIES REPORT NO. TEL 02991411, TESTING EVALUATION LABORATORIES REPORT NO. TEL 02991411, TEL 02990623 AND TEL 02990624. . 1.1. TAS 201-1994 TAS 201-1994 1.2. TAS 202-1994 TAS 202-1994 1.3. TAS 203-1994 TAS 203-1994 1.4. ASTM E330-02 ASTM E330-02 1.5. ASTM E283-04 ASTM E283-04 1.6. ASTM E331-00 ASTM E331-00 1.7. ASTM E1886-05 ASTM E1886-05 1.8. ASTM E1996-06 ASTM E1996-06 2. PRODUCT ANCHORS SHALL BE AS LISTED AND SPACED AS SHOWN ON DETAILS. ANCHOR EMBEDMENT TO BASE MATERIAL SHALL BE BEYOND WALL PRODUCT ANCHORS SHALL BE AS LISTED AND SPACED AS SHOWN ON DETAILS. ANCHOR EMBEDMENT TO BASE MATERIAL SHALL BE BEYOND WALL DRESSING OR STUCCO. 3. WHEN USED IN THE "HVHZ" THIS PRODUCT COMPLIES WITH SECTION 1626 OF THE FLORIDA BUILDING CODE AND DOES NOT REQUIRE AN IMPACT WHEN USED IN THE "HVHZ" THIS PRODUCT COMPLIES WITH SECTION 1626 OF THE FLORIDA BUILDING CODE AND DOES NOT REQUIRE AN IMPACT RESISTANT COVERING. 4. WHEN USED IN AREAS OUTSIDE OF THE "HVHZ" REQUIRING WIND BORNE DEBRIS PROTECTION THIS PRODUCT COMPLIES WITH SECTION 1609.1.2 OF THE WHEN USED IN AREAS OUTSIDE OF THE "HVHZ" REQUIRING WIND BORNE DEBRIS PROTECTION THIS PRODUCT COMPLIES WITH SECTION 1609.1.2 OF THE FBC AND DOES NOT REQUIRE AN IMPACT RESISTANT COVERING. THIS PRODUCT MEETS MISSILE LEVEL "D" AND INCLUDES WIND ZONE 4 AS DEFINED IN ASTM E1996 AND SECTION 1609.1.2.2 OF THE FBC. 5. SITE CONDITIONS THAT DEVIATE FROM THE DETAILS OF THIS DRAWING REQUIRE FURTHER ENGINEERING ANALYSIS BY A LICENSED ENGINEER OR SITE CONDITIONS THAT DEVIATE FROM THE DETAILS OF THIS DRAWING REQUIRE FURTHER ENGINEERING ANALYSIS BY A LICENSED ENGINEER OR REGISTERED ARCHITECT. 6. THIS PRODUCT DOES NOT MEET THE WATER INFILTRATION REQUIREMENTS OF THE FBC AND SHALL BE INSTALLED ONLY IN NON-HABITABLE AREAS OR AT THIS PRODUCT DOES NOT MEET THE WATER INFILTRATION REQUIREMENTS OF THE FBC AND SHALL BE INSTALLED ONLY IN NON-HABITABLE AREAS OR AT HABITABLE LOCATIONS PROTECTED BY AN OVERHANG OR CANOPY SUCH THAT THE OVERHANG RATIO (OH) = OH LENGTH / OH HEIGHT IS EQUAL TO OR GREATER THAN 1. 7. ALL STEEL SHALL BE PROTECTED AS SPECIFIED IN SECTION 2222.6 OF THE FBC. ALL STEEL SHALL BE PROTECTED AS SPECIFIED IN SECTION 2222.6 OF THE FBC. 8. SEE CURRENT MIAMI-DADE NOTICE OF ACCEPTANCE (NOA) FOR CARPENTER CO. PREFORMED BLOCK TYPE EPS INSULATION COMPONENT APPROVAL. SEE CURRENT MIAMI-DADE NOTICE OF ACCEPTANCE (NOA) FOR CARPENTER CO. PREFORMED BLOCK TYPE EPS INSULATION COMPONENT APPROVAL. 9. SEE HMF EXPRESS DRAWING NO. HMF0005 FOR DOUBLE (XX) NOMINAL 76" X 88" OUTSWING STEEL DOOR, HVHZ IMPACT. SEE HMF EXPRESS DRAWING NO. HMF0005 FOR DOUBLE (XX) NOMINAL 76" X 88" OUTSWING STEEL DOOR, HVHZ IMPACT. 10. POWER TRANSFER PREPS, DOOR POSITION SWITCH AND ELECTRICAL HINGE PREPS ARE ALLOWED AS LONG AS THE STRUCTURAL INTEGRITY OF THE DOOR POWER TRANSFER PREPS, DOOR POSITION SWITCH AND ELECTRICAL HINGE PREPS ARE ALLOWED AS LONG AS THE STRUCTURAL INTEGRITY OF THE DOOR PANEL IS NOT AFFECTED.
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FRAME CONSTRUCTION THE HEAD AND SIDE JAMBS ARE A ONE-PIECE BRAKE PRESS FORMED STEEL FRAME FROM 16 GA. (0.053" MIN,) COLD ROLLED STEEL MEASURING 5.875" X 2.625". THE CORNERS OF BOTH THE HEADER AND SIDE JAMBS ARE MITERED AND BUTTED. WELDED FRAMES ARE SEAM WELDED ON THE FRAME FACE AND CONTINUOUSLY WELDED ON THE INTERIOR SURFACES.THE KNOCKED DOWN FRAME (KD) HEADER HAS SLOTS PUNCHED IN BOTH RETURN LEGS FOR THE 18GA. (0.048") FRAME TABS THAT ARE WELDED TO THE SIDE JAMBS. THE TABS ARE BENT 90 DEGREES OVER THE HEADER AFTER BEING SLIPPED THROUGH THE SLOTS TO CREATE A MECHANICAL JOINT. THE FRAME HAT SECTION OF EACH SIDE JAMB HAS ONE PUNCHED TAB THAT IS SLIPPED INTO THE PUNCHED SLOT IN THE HEADER AND BENT DOWN 90 DEGREES OVER THE HEADER TO CREATE ANOTHER MECHANICAL JOINT. EACH HINGE LOCATION ON BOTH THE WELDED FRAME AND THE KD FRAME HAVE A 7GA. (0.179") HOT ROLLED STEEL HINGE REINFORCEMENT MEASURING 1.25" WIDE X 10.0" WELDED TO THE FRAME. EACH SIDE JAMB HAS 16 GA. (0.053") STEEL L-SHAPED FLOOR ANCHOR PLATES WELDED TO THE INSIDE BOTTOM OF THE FRAME.
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NOTE: PANEL AND/OR FRAME DIMENSIONS SHOWN ARE FOR THE AS-TESTED DOOR CONFIGURATIONS. ALTERNATE HARDWARE SELECTIONS SHOWN ON SHEET 3 MAY LIMIT WIDTHS AND HEIGHTS TO A SMALLER SIZE. SEE SHEET 3 FOR DETAILS.
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IMPACT RATING: LARGE AND SMALL MISSILE - HVHZ & WIND ZONE 4, MISSILE LEVEL D


Wiington, NG 28405 AS—TESTED HARDWARE

Phone: (910) 452—1845

Fox (910) 452-1848 (SEE TABLE NOTES BELOW)

Company Name Type of Hardware Hardware Model (used in testing) (6) Tested |Infiltration

impact | Water | o DP DP | MaxPand | MaxPanel in
9 WB® | positive) | (Negative) | Width (in) | Height (in) | Thickness

N @ [ o | YON ey | eshy | @) 3 ®)

Hager Companies 161w/ TB+DB 3500 Sries Lockset w/ 3200 Series DB

Inswing 66 76 35.75 83.5 18 GA

Design Hardware 161w/ TB+DB X-75-F Lockset w/D2-SDB

Outswing 66 66 35.75 83.5 18 GA

Falcon 161w/ TB+DB T500 Lockset w/D131 DB

QOutswing 66 66 35.75 83.5 18 GA

Design Hardware 161w/ TB+DB X-75-F Lockset w/D2-SDB

Qutswing 70 70 35.75 83.5 16 GA

Falcon 161w/ TB+DB T500 Lockset w/D131 DB

Outswing 70 70 35.75 83.5 16 GA

Design Hardware 161w/ TB+DB X-75-F Lockset w/D2-SDB

Qutswing 66 66 35.75 835 18 GA

Falcon 161w/ TB+DB T500 Lockset w/D131 DB

Qutswing 66 66 35.75 83.5 18 GA

Design Hardware 161w/ TB+DB X-75-F Lockset w/D2-SDB

Outswing 70 70 35.75 83.5 16 GA

Falcon 161w/ TB+DB T500 Lockset w/D131 DB

z|z|z|z|<|<|<|<]|<
<| <] <] <|<|<|<|<]|=<
ZIZ|Z|IZ|Z|1Z|ZZ|Z2

Outswing 70 70 35.75 83.5 16 GA
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HARDWARE TABLE NOTES
(SEE_APPROVED HARDWARE TABLES ON SHEETS 3 AND 4)

DESIGN PRESSURE AND WATER INFILTRATION TESTING
AS—TESTED HARDWARE TABLE: DESIGN PRESSURE AND WATER INFILTRATION IS BASED ON HMF EXPRESS TESTING.

: APPROVED HARDWARE TABLE: DESIGN PRESSURE AND WATER INFILTRATION IS BASED ON THE LOWER OF THE HMF EXPRESS

TESTING OR THE REFERENCED PRODUCT APPROVAL.

IF THE PRODUCT DOES NOT MEET THE WATER INFILTRATION REQUIREMENTS OF THE FBC IT SHALL BE INSTALLED ONLY IN
NON—HABITABLE AREAS OR IN HABITABLE LOCATIONS PROTECTED BY AN OVERHANG OR CANOPY SUCH THAT THE OVERHANG
RATIO (OH) = OH LENGTH / OH HEIGHT IS EQUAL TO OR GREATER THAN 1.

PRODUCT TESTED FOR HVHZ AND/OR IMPACT MARKED WITH "Y” FOR YES. IF "N” FOR NO, PRODUCT TESTED FOR NON—HVHZ

AND /OR NON—IMPACT USE ONLY.

MAX. PANEL WIDTH & HEIGHT BASED ARE SMALLER OF AS—TESTED HMF EXPRESS DOOR OR THE ALTERNATE HARDWARE DOOR IN
THE REFERENCED PRODUCT APPROVAL.

SEE PRODUCT EVALUATION REPORT NO. 1167 FOR A LIST OF FLORIDA PRODUCT APPROVAL NUMBERS USED IN THE EVALUATION
FOR HARDWARE SUBSTITUTIONS SHOWN IN THE "APPROVED HARDWARE™ TABLE

REINFORCEMENT REQUIREMENTS OF THE REFERENCED FLORIDA PRODUCT APPROVAL WHICH SUBSTITUTION IS BASED ON AND LISTED
IN PRODUCT EVALUATION REPORT NO. 1167 WILL BE MET WHEN ALTERNATE LOCKING HARDWARE IS USED.

HARDWARE SHOWN TESTED WITH THIS HMF EXPRESS PRODUCT AND DOCUMENTED TESTING EVALUATION LABORATORIES REPORT NO.
TEL 02991411, TEL 02990623 AND TEL 02990624 SHOWN IN "AS—TESTED HARDWARE” TABLE AT THE DOOR PANEL SKIN
THICKNESS SHOWN.

IMPACT RATING FOR HVHZ LARGE AND SMALL MISSILE IMPACT PER TAS 201/203 ENVELOPE MISSILE LEVEL D/WIND ZONE 4 PER
ASTM E1886 /E1996.

DOOR PANEL SKIN THICKNESS REQUIRED BY THE TESTED ALTERNATE HARDWARE DOOR LISTED IN PRODUCT EVALUATION REPORT
NO. 1167.

HMF EXPRESS
2501 NORTHCHASE
PARKWAY SE
WILMINGTON, NC 28405

RIA'| 1/26/26

INSINW/OUTSWING, IMPACT (X)
INSTALLATION ANCHORAGE DETAILS

REVISION DESCRIPTION

o
o
o
(a]
-
<
(@]
oc
[o%]
S
P
o
o
-
o 7]
w
[
(%]
o
I
(%]
!
oc
w
(%]

ADD ALTERNATE LOCKING HARDWARE

SCALE
NONE
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2/27/2019
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AutoCAD SHX Text
1. DESIGN PRESSURE AND WATER INFILTRATION TESTING DESIGN PRESSURE AND WATER INFILTRATION TESTING 1.1. AS-TESTED HARDWARE TABLE: DESIGN PRESSURE AND WATER INFILTRATION IS BASED ON HMF EXPRESS TESTING. AS-TESTED HARDWARE TABLE: DESIGN PRESSURE AND WATER INFILTRATION IS BASED ON HMF EXPRESS TESTING. 1.2. APPROVED HARDWARE TABLE:  DESIGN PRESSURE AND WATER INFILTRATION IS BASED ON THE LOWER OF THE HMF EXPRESS APPROVED HARDWARE TABLE:  DESIGN PRESSURE AND WATER INFILTRATION IS BASED ON THE LOWER OF THE HMF EXPRESS TESTING OR THE REFERENCED PRODUCT APPROVAL.  1.3. IF THE PRODUCT DOES NOT MEET THE WATER INFILTRATION REQUIREMENTS OF THE FBC IT SHALL BE INSTALLED ONLY IN IF THE PRODUCT DOES NOT MEET THE WATER INFILTRATION REQUIREMENTS OF THE FBC IT SHALL BE INSTALLED ONLY IN NON-HABITABLE AREAS OR IN HABITABLE LOCATIONS PROTECTED BY AN OVERHANG OR CANOPY SUCH THAT THE OVERHANG RATIO (OH) = OH LENGTH / OH HEIGHT IS EQUAL TO OR GREATER THAN 1. 2. PRODUCT TESTED FOR HVHZ AND/OR IMPACT MARKED WITH "Y" FOR YES. IF "N" FOR NO, PRODUCT TESTED FOR NON-HVHZ PRODUCT TESTED FOR HVHZ AND/OR IMPACT MARKED WITH "Y" FOR YES. IF "N" FOR NO, PRODUCT TESTED FOR NON-HVHZ AND/OR NON-IMPACT USE ONLY. 3. MAX. PANEL WIDTH & HEIGHT BASED ARE SMALLER OF AS-TESTED HMF EXPRESS DOOR OR THE ALTERNATE HARDWARE DOOR IN MAX. PANEL WIDTH & HEIGHT BASED ARE SMALLER OF AS-TESTED HMF EXPRESS DOOR OR THE ALTERNATE HARDWARE DOOR IN THE REFERENCED PRODUCT APPROVAL.  4. SEE PRODUCT EVALUATION REPORT NO. 1167 FOR A LIST OF FLORIDA PRODUCT APPROVAL NUMBERS USED IN THE EVALUATION SEE PRODUCT EVALUATION REPORT NO. 1167 FOR A LIST OF FLORIDA PRODUCT APPROVAL NUMBERS USED IN THE EVALUATION FOR HARDWARE SUBSTITUTIONS SHOWN IN THE "APPROVED HARDWARE" TABLE 5. REINFORCEMENT REQUIREMENTS OF THE REFERENCED FLORIDA PRODUCT APPROVAL WHICH SUBSTITUTION IS BASED ON AND LISTED REINFORCEMENT REQUIREMENTS OF THE REFERENCED FLORIDA PRODUCT APPROVAL WHICH SUBSTITUTION IS BASED ON AND LISTED IN PRODUCT EVALUATION REPORT NO. 1167 WILL BE MET WHEN ALTERNATE LOCKING HARDWARE IS USED. 6. HARDWARE SHOWN TESTED WITH THIS HMF EXPRESS PRODUCT AND DOCUMENTED TESTING EVALUATION LABORATORIES REPORT NO. HARDWARE SHOWN TESTED WITH THIS HMF EXPRESS PRODUCT AND DOCUMENTED TESTING EVALUATION LABORATORIES REPORT NO. TEL 02991411, TEL 02990623 AND TEL 02990624 SHOWN IN "AS-TESTED HARDWARE" TABLE AT THE DOOR PANEL SKIN THICKNESS SHOWN. 7. IMPACT RATING FOR HVHZ LARGE AND SMALL MISSILE IMPACT PER TAS 201/203 ENVELOPE MISSILE LEVEL D/WIND ZONE 4 PER IMPACT RATING FOR HVHZ LARGE AND SMALL MISSILE IMPACT PER TAS 201/203 ENVELOPE MISSILE LEVEL D/WIND ZONE 4 PER ASTM E1886/E1996. 8. DOOR PANEL SKIN THICKNESS REQUIRED BY THE TESTED ALTERNATE HARDWARE DOOR LISTED IN PRODUCT EVALUATION REPORT DOOR PANEL SKIN THICKNESS REQUIRED BY THE TESTED ALTERNATE HARDWARE DOOR LISTED IN PRODUCT EVALUATION REPORT NO. 1167.
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35.75" MAX.
PANEL WIDTH

DOOR PANEL CONSTRUCTION DESCRIPTION:

RIA| 1/26/26

STEEL SKIN

é THE DOOR PANELS ARE CONSTRUCTED FROM (2) 18GA. (0.048°MIN.) OR (2) 16GA.
(0.053"MIN.) COLD ROLLED STEEL FACE SHEETS. THE VERTICAL EDGES OF THE FACE
SEE SHEETS HAVE FORMED EDGES THAT ARE PLACED TOGETHER TO FORM A MECHANICAL
HARDWARE INTERLOCK. THE HORIZONTAL EDGES ARE CUT STRAIGHT AND CLOSED WITH 14GA.
(0.074”) "U” CHANNEL WITH OPEN END FACING INWARD. THE "U” CHANNEL IS 0.125

TABLES ON BELOW THE HORIZONTAL EDGES OF THE PANEL AND IS SPOT/PROJECTION WELDED IN
SHEETS 2 5 PLACES ON EACH SIDE OF THE PANEL. THE INTERIOR CAVITY OF EACH PANEL IS

AND 3 FILLED WITH EXPANDED POLYSTYRENE (EPS) 1.0 LB DENSITY. THERE ARE THREE HINGE
REINFORCEMENTS WELDED TO THE FACE SHEETS BEFORE BOTH FACE SHEETS ARE
ASSEMBLED, THE REINFORCEMENTS IS CONSTRUCTED FROM 7GA. (0.179") HOT ROLLED
STEEL MEASURING 1.25"X8.5". THE REINFORCEMENTS ARE LOCATED AT 7.125, 39.375,
AND 71.657 FROM TOP OF THE DOOR TO THE CENTER OF THE REINFORCEMENTS.
(LOCATIONS VARY WITH THE HEIGHT OF THE DOOR WITH MAX 39.5" 0.C. SPACING).

INSINW/OUTSWING, IMPACT (X)
INSTALLATION ANCHORAGE DETAILS

SERIES HP STEEL COMMERCIAL DOOR
REVISION DESCRIPTION

ADD ALTERNATE LOCKING HARDWARE
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A) STEEL DOOR SKIN: 16 GA A60 GALV.

(MIN. 0.053 THK. Fy=48,400 PSI MIN.)
CORE MATERIAL: EPS FOAM FOAM CORE

(POLYSTYRENE—1.0 PCF MIN.DENSITY) m ORZONTAL CROSS SECTION @\
STEEL DOOR SKIN: 18 GA A0 GALV. \\4/ gSSELEPDATghOWN) 0% SoURE LOCK —
(MIN. 0.045 THK. Fy=47,400 PSI MIN.)

CORE MATERIAL: EPS FOAM REINFORCEMENT

(POLYSTYRENE-1.0 PCF MIN.DENSITY) s BOX
0.171
_ L
- f m VERTICAL CROSS SECTION

NOTE: ' w

5.0 (4.25” MIN.) ]
PANEL AND/OR FRAME DIMENSIONS SHOWN
ARE FOR THE AS—TESTED DOOR

CONFIGURATIONS. ALTERNATE HARDWARE |—1.66—| |—1.66—| "1.664‘
SELECTIONS SHOWN ON SHEET 3 MAY LIMIT L

WIDTHS AND HEIGHTS TO A SMALLER SIZE. )
SEE_SHEET 3 FOR DETAILS. 0.75T _” 0.75 Date: 2026.01.30
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