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Corrosion Resistance 
 
Manufacturer: 
Kawneer Company 
555 Guthridge Court 
Norcross, Georgia 30092 
 
The 2026 Florida Building Code, 9th Edition contains new Section 1711 Corrosion Resistance – Saltwater 
Environments, which addresses exposure conditions less than or equal to 300 feet, as well as greater 
than 300 feet and up to 3000 feet from coastal shoreline.  As stated in Section 1711.1.1 for  Screws, 
bolts, and nails and in Section 1711.1.2 for Connectors and metal plates…shall be corrosion resistant by 
composition (stainless steel or nonferrous metal) or by coating or galvanization as specified in this 
section and Table 1711.1.  Reference Table 1711.1 for exposure descriptions.   
 
TABLE 1711.1— CORROSION RESISTANCE OF FASTENERS AND CONNECTORS 

 
 
Kawneer’s Storefront product Trifab 451T was tested in Front-Set, Back-Set, Center-Set configurations.  
The frame members and connecting parts are 6063-T6 extruded aluminum profiles.  The horizontal to 
vertical frame connection consists of two (2) screw splines with #12 x 1 1/8” PHTF “AB” screws, 300 
series stainless steel fasteners.  These fasteners meet the requirements of Section 1711.1.1.  The 
product is supplied with the same connection fasteners for projects in the field.  The test units were 
anchored to the surrounding conditions through 6063-T6 frame profiles and parts with #12 x 3” long 
maximum, zinc dicromax coated Grade 2 carbon steel fasteners.   
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Extruded 6063-T6 aluminum profiles are nonferrous.  When exposed to air and moisture, 6063-T6 
aluminum forms a thin, stable oxide film which prevents further oxidation and protects the underlying 
metal.  When exposed to corrosive environments, 6063-T6 should be paired with an anodized or 
powder-coated finish for optimal corrosion resistance.  All fastener anchors connecting the Trifab 451T 
system to surrounding substrates supplied on projects shall miminally meet the connection strength of 
the as tested condition along with the requirements of Table 1711.1 and Section 1711.1.1 and supply 
ASTM A240 Type 304, Type A305 or Type 316 stainless steel fasteners or fasteners with a a code 
compliant coating per Section 1711. 
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