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1.0 Product 
1.1 Manufacturer: Loadmaster System, Inc.  
1.2 Assembly Name: ”Super Span 150  Deck” – Metal Roof Assembly 

2.0 Evaluation Scope: 
2.1 Compliance with the following 

Florida Building Code 8th Edition (2023) 

2.2 Evaluation Method: 
Florida Product Approval Rule 61G20-3.005 (1) (d) 

2.3 Evaluation Classification: 
Category:  Roofing 
Sub Category:  Metal Roofing 

2.4 Properties Evaluated 
Structural Properties 

2.5 Limits of Evaluation: 
This product assembly evaluation is limited to compliance with section 2.1 to section 2.4 of this report. 

3.0 Product Assembly as Evaluated: 
- Metal Roof Panel: McElroy 238T Panel, mechanically attached 
- Panel Clips: Multispan Continuous Fixed Clip 
- Panel Batten: 238T Panel Seam Cap 
- Deck System:  Loadmaster Super Span 150 I-250 Insulated Roof Deck System

• One layers of Loadmaster Duraclad Self-Adhered Roofing Underlayment
• One layers of Loadmaster Duraflex Mineral Board, mechanically attached steel deck
• One layer of Rigid Insulation board
• Loadmaster Super Span 150 Steel Deck, mechanically attached

4.0 Support: 
Type: Purlins, Bar Joist or Roof Beam 
Material: Steel 
Top Flange Thickness: 12 Ga. Minimum 
Yield Strength: 33 ksi Minimum 
Spacing: 5’-0” (or 60”) o.c. Maximum 

 (Design of support system is outside the scope of this evaluation) 

5.0 Slope: 
Minimum slope shall be:  1/4 : 12 or greater  
Minimum slope shall be in compliance with FBC Chapter 15 based on the type of roof covering, applicable code 
sections and in accordance with manufacturer’s recommendations. 

6.0 Product Assembly Structural Performance: 
6.1 Wind Uplift Resistance: 

* Design Uplift Resistance: - 206 PSF

* Allowable design pressure for allowable stress design (ASD)
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7.0 Performance Standards Used for Evaluation:  
7.1 The following test protocols were performed to demonstrate compliance with the intent of the code as this 

product is not addressed specifically in the code.  
• UL580-06 – Test for Uplift Resistance of Roof Assemblies—with Revisions through February 1998 
• UL 1897-12 – Uplift test for roof covering system 

 
8.0 Standard of Equivalence:  

8.1 The UL 580-94 and the UL 1897-98 standard versions used to test the evaluated product assembly meets 
the prescribed standards in UL 580-06 and UL 1897-12 standard versions adopted by the Florida Building 
Code 8th Edition (2023) as evaluated in this report.  

 
9.0 Code Compliance: 

9.1 The product described herein have demonstrated compliance with the Florida Building Code 8th Edition 
(2023), Section 1708.2. 

 
10.0    Limitations and Conditions of Use: 

10.1 Diaphragm and axial load capacity is outside the scope of this evaluation. 
 

10.2 This evaluation report for “Optional Statewide Approval” contains technical documentation, specifications 
and installation method(s) which include “Limitations and Conditions of Use” throughout the report in 
accordance with Rule 61G20-3.005.  Per Rule 61G20-3.004, the Florida Building Commission is the 
authority to approve products under “Optional Statewide Approval”. 

 

10.3 Option for application outside “Limitations and Conditions of Use”   
Rule 61G20-3.005(1)(e) allows engineering analysis for “project specific approval by the local authorities 
having jurisdiction in accordance with the alternate methods and materials authorized in the Code”. Any 
modification of the product as evaluated in this report and approved by the Florida Building Commission 
is outside the scope of this evaluation and will be the responsibility of others.  

 

10.4 This report is a building code product evaluation per FLPE rule (FAC) 61G15-36 to comply with Florida 
product approval rule (FAC) 61G20-3. This evaluation report is part of the Florida Building Commission 
approval for the listed code related criteria. This report by James Buckner, P.E. and CBUCK Engineering is 
not a design certification of code compliance construction submittal documentation, per FBC section 107, 
for any individual structure, site specific or permit design. 
 

10.5 Design of support system is outside the scope of this report.  
 

10.6 Fire Classification and Thermal Properties are outside the scope of Rule 61G20-3, and are therefore not 
included in this evaluation.  

 

10.7 This report does not evaluate the use of this product for use in the High Velocity Hurricane Zone code 
section. (Dade & Broward Counties) 

 
11.0     Quality Assurance: 

The manufacturer has demonstrated compliance of roof panel products in accordance with the Florida 
Building Code and Rule 61G20-3.005 (3) for manufacturing under a quality assurance program audited by 
an approved quality assurance entity through Keystone Certifications, Inc. (FBC Organization ID# QUA 
1824). 
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12.0    Components / Material Standards 

12.1 Metal Roof Panel (Used in Full Assembly): 
Product Identification: 
Manufacturer: 
Material: 
Thickness: 
Width: 
Rib Height: 
Alloy: 
Corrosion Resistance: 

ABC 238T Roof Panel 
McElroy Metal Mill Inc. 
Aluminum 
0.040”  Min. 
14” Max. 
2-3/8” 
3003-H14  per ASTM B209 
Per FBC Section 1507.4.3 

12.2 Panel Clip: 
Type: 
Material: 
Thickness: 
Yield Strength: 
Corrosion Resistance: 

Multispan (Continuous) Fixed Clip 
Steel 
24 Ga. Min. 
50 ksi Min. 
Per FBC Section 1506.7 

12.3 Clip Fastener: 
Material: 
Size: 
Corrosion Resistance: 
Standard: 

Pancake Head / Low Profile fastener 
#14-13 × 6” 
Per FBC Section 1506.6 and 1507.4.4 
Per SAE J78-1979 

12.4 Panel Batten / Cap Seam: 
Material: 
Thickness: 
Alloy: 
Corrosion Resistance: 

Aluminum 
0.040”  Min. 
3003-H14 
Per FBC Section 1507.4.3 

12.5 Underlayment: 
Product Identification: 
Thickness: 
Standard: 

Loadmaster Duraclad Self-Adhered Roofing Underlayment 
40 mil 
Per FBC, Section 1507.4.5  

12.6 Mineral Board: 
Product Identification: 
Material: 
Dimension: 
Thickness: 
Standard: 

Loadmaster Duraflex Mineral Board 
Mineral Paper Surfaced Gypsum 
48” Wide  × 150”  Long  (or 4’ × 12’-6”) 
5/8"  Nominal 
Per ASTM C79 

12.7 Insulation: 
Product Identification: 
Material: 
Dimension: 
Thickness: 
Compressive Strength: 

Loadmaster Rigid Insulation Board 
Polyisocyanurate Core with Fiber Reinforced Facers 
48” Wide  × 96” Long  (or 4’ × 8’) 
2-1/2” Nominal   
20 psi Minimum 
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12.8 Deck:  

Product Identification: 
Profile: 
Material: 
Thickness: 
Rib Height: 
Yield Strength: 
Standard: 

Loadmaster Super Span 150 
Trapezoidal  
Steel 
20 Ga.  Min. 
1-1/2”   
80 ksi  Minimum 
Per AISI Cold-Formed Steel Specification 

12.9 Deck to Support Fastener #1: 
Function: 
Type: 
Size: 
Corrosion Resistance: 
Standard: 

Attach Steel Deck to Steel Support  (For Attachment Option #1) 
Hex-Head, Self-Drilling Screw 
#12 - 24 × 1-1/4”  Minimum 
Per FBC Section 1506.6 and 1507.4.4 
Per SAE J78-1979 
 

12.10 Deck Sidelap Fastener #3: 
Function: 
Type: 
Size: 
Corrosion Resistance: 
Standard: 

Deck to Deck Side Lap Stitching  (For Attachment Options #1 & #2) 
Hex-Head, Self-Drilling Screw 
#12 - 14 × 3/4”  Minimum  
Per FBC Section 1506.6 and 1507.4.4 
Per SAE J78-1979 

12.11  Board Fastener #4 & Washer: 
Function: 
Product Identification: 
Size: 
Corrosion Resistance: 
Standard: 

Simultaneously Attach Mineral Board and Insulation Board to Steel Deck 
Loadmaster Bugle Head Roofgrip Screw 
#12 - 13  ×  4-1/4”    
Per FBC Section 1506.6 and 1507.4.4 
Per SAE J78-1979 

Washer Type: 
Washer Size & Shape: 
Washer Material: 
Washer Thickness: 
Corrosion Resistance: 

Loadmaster Compression Disc 
1-5/16” Dia. Hexagonal Disc 
Steel 
25 Ga. Minimum 
In compliance with FBC Section 1507.4.3 

 ASTM A792 coated,  or 
  ASTM  A653 G90 galvanized steel 

 
 

   

13.0    General Installation Method:  
Install the “Loadmaster Super Span 150 Deck” Metal Roof Assembly in compliance with the installation method listed in 
this report and applicable code sections of FBC 8th Edition (2023). The installation method described herein is in 
accordance with the scope of this evaluation report. Refer to manufacturer’s installation instructions as a supplemental 
guide for attachment. 
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14.0    Evaluation Reference Data: 
 

14.1 UL 580-94 and UL 1897-98  –  Uplift Test 
Force Engineering & Testing, Inc.,  Test Lab (TST ID: 5328) 
Report Project No.:  32-0156T-11B, Report Date:   6/27/11 

   
14.2 Quality Assurance      

Keystone Certifications, Inc. (FBC Organization ID# QUA 1824) 
Loadmasters Systems, Inc.   Licensee #877 

 
14.3 Equivalency of Test Standard Certification 

By James L. Buckner, P.E. @ CBUCK Engineering  
 

14.4 Certification of Independence 
By James L. Buckner, P.E. @ CBUCK Engineering (FBC Organization # ANE 1916) 
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Installation Method 

Loadmaster Systems, Inc. 
Super Span 150 Deck – Metal Roof Assembly   

 

 
 
 

Loadmaster 2-1/2" Isocyanurate Insulation

McElroy 238T, 0.040" Aluminum Standing Seam Roof Panel
mechanically attached to Steel Deck w/ 
- Continuous Clips
- Screws:  #14 x 6" Screws, 2 per connection @ 12" o.c.
- Seam Cap:  Continuously seam with motorized seam tool

Loadmaster Duraclad 
Roofing Underlayment
Self-Adhered

5/8" Loadmaster 
Duraflex Mineral Board #12 x 4-1/4" Loadmaster Bugle Head Screws

with Loadmaster Compression Disc
Attached Mineral Board 
Through Insulation to Steel Deck
Density:   1  Fastener / Sq. Ft.
  6" from edge & uniform spacing in the field

Loadmaster Super Span 150
20 Ga. Steel Deck

0.62
5"

4.62
5"

1.5"

2.5"

Support:
   Steel Beam / Purlin / Joist
   Top Flange Thickness:  12 Ga.
   Support Spacing:   5' o.c.  Maximum

Deck to Support
  #12 x 1-1/4" Hex Head, Self-Drilling Screws 
  Located ar the bottom flute at each supports @ 6" o.c.
Deck to Deck Side Lap Stitching
  #12 x 3/4" Hex Head, Self-Drilling Screws
  15" o.c. along Panel Length

 


	 UL580-06 – Test for Uplift Resistance of Roof Assemblies—with Revisions through February 1998
	 UL 1897-12 – Uplift test for roof covering system

