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TABLE 2: INSTALLATION ANCHOR REQUIREMENTS TABLE
SUBSTRATE TYPE ANCHOR TYPE MIN. EMBED | MIN. EDGE DIST
CONCRETE (2.0 KSI MIN) 1/4” ITW TAPCON 17 1—1/2"
HOLLOW OR GROUT—FILLED CMU 1/4 ITW TAPCON 1—1/4" 2-1/2"

(117 PCF MIN.)

CONCRETE (3.05 KSI MIN.) 1/4” DEWALT ULTRACON+ 1—3/8" 2-1/2"
HOLLOW OR GROUT—FILLED CMU 1/4” DEWALT ULTRACON+ 1-1/4” 2-1/2"
(ASTM C90)

2X MIN. SPRUCE—PINE—FIR WOOD 1/4” ITW TAPCON OR 1-3/8 17
(6=0.42) 1/4” ELCO ULTRACON

2X MIN. SPRUCE—PINE—FIR WOOD #12 WOOD SCREW 1-3/8" 177
(G=0.42)

16 GAUGE (0.060”) MIN. STEEL STUD | #12—24 ITW TEKS SEE_ANCHOR |1 /2"
33KS| YIELD MIN. SELF—DRILLING SCREW NOTE 5

1/8” ALUM. 6063—T5 MIN. OR #12 GRADE 5 SELF—TAPPING/ | SEE ANCHOR |[1/2"
1/8” STEEL 36 KSI MIN. DRILLING SCREW NOTE 5
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X

STAGGERED ANCHOR
PATTERN

GENERAL ANCHOR NOTES:

1. INSTALL TWO ANCHORS IN STAGGERED PATTERN AS SHOWN ABOVE AT EACH LOCATION
SHOWN IN THE ELEVATIONS ON SHEET 1 FOR PRODUCT PERIMETER. USE ANCHORS
APPROPRIATE FOR SUBSTRATE TYPE (SEE TABLE 2).

2. INSTALL SHIMS AT EACH ANCHOR LOCATION WHERE A GAP OF 1/16” OR GREATER EXISTS
BETWEEN PRODUCT FRAME AND SUBSTRATE.

3. SHIMS SHALL BE LOAD—BEARING (PLASTIC OR METALLIC) AND CAPABLE OF TRANSFERRING
LOADS TO SUBSTRATE.

4. SPECIFIED ANCHOR EMBEDMENT TO SUBSTRATE SHALL BE BEYOND WALL FINISH OR STUCCO.
5. FOR INSTALLATION TO METAL SUBSTRATES, ANCHORS SHALL BE LONG ENOUGH TO BE FULLY
THREADED THROUGH THE METAL THICKNESS WITH AN ADDITIONAL 3/16” MIN. OF THREADS
BEYOND.

6. A MINIMUM CENTER—TO—CENTER SPACING OF 4” SHALL BE MAINTAINED BETWEEN ALL
CONCRETE OR CMU ANCHORS IN ANY DIRECTION. CONCRETE/MASONRY SUBSTRATES SHALL
NOT BE CRACKED.
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BILL OF MATERIALS 0.678"
[ [17.23]
Detail Part Number: Supplier: Part Identification: Material: — 0.841
Number: [21.35]
1 W64 CORTIZO SASH OUTER PROFILE ALUMINIUM 6063 T5
2 W65 CORTIZO SASH INNER PROFILE ALUMINIUM 6063 T5
3 W66 CORTIZO FRAME OUTER PROFILE ALUMINIUM 6063 T5 o
4 W67 CORTIZO FRAME INNER PROFILE ALUMINIUM 6063 T5 5 o
5 W68 CORTIZO MULLION INNER PROFILE ALUMINIUM 6063 T5 <D
6 W69 CORTIZO MULLION OUTER PROFILE ALUMINIUM 6063 T5
7 W74 CORTIZO SASH BEAD ALUMINIUM 6063 T5
8 W75-14.4 CORTIZO CLEAT 14.4 ALUMINIUM 6063 T5
9 W75-17.8 CORTIZO CLEAT 17.8 ALUMINIUM 6063 T5
10 W76 CORTIZO CLEAT 9.5 ALUMINIUM 6063 T5
11 WFHGSB103 | ERASECURITY | SAC BOLT MILD ZINC AND CLEAR
12 WFHGSK201 | ERASECURITY | SAC BOLT KEEP MILD ZINC AND CLEAR
13 B20DL YALE BLADE LOCK ALUMINIUM
14 BK3460-01 YALE BLADE LOCK KEEP ALUMINIUM
15 ED16 YALE HINGE 430 STAINLESS STEEL
16 4028 STAC FRAME GASKET EPDM ey 993
17 M-00793-M01 | STAC LOCKING CAVITY GASKET EPDM S [23.65] ‘
18 QL4636 SCHLEGEL SASH GASKET Q-LON ? = Ej
19 RP01164 STAC CAVITY GASKET EPDM - 30
20 W488 PLASTECH INTERNAL WEDGE GASKET | EPDM < @ s>
21 E3434 PLASTECH FRAME D GLAZING REBATE | EPDM R —
22 99018 CORTIZO CHEVRON FS STAINLESS STEEL i f 2 8
23 6705 TP EXTRUSIONS | GLAZING PACKER PVC I T = @ g
24 418500 CORTIZO TECHNOFORM STRIP OVER | POLYAMIDE 3 < -
25 418600 CORTIZO TECHNOFORM STRIP UNDER | POLYAMIDE S
26 418800 CORTIZO TECHNOFORM STRIP OVER | POLYAMIDE (@) wes
27 418700 CORTIZO TECHNOFORM STRIP UNDER | POLYAMIDE
;g @ W67
30
31
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FRAMES MITER CUT AND
ASSEMBLED WITH THREE
CORNER KEYS AS SHOWN.
FRAME CRIMPED IN TWO
PLACES PER KEY PER SIDE
TO LOCK WITH CORNER KEYS.

TYPICAL CORNER JOINERY (FRAME SHOWN, SASH SIMILAR)
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