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FLORIDA PRODUCT APPROVAL #2329
GENERAL NOTES: SERIES 640 NON-IMPACT AWNING WINDOW

1) THIS PRODUCT HAS BEEN DESIGNED & TESTED TO COMPLY WITH THE REQUIREMENTS OF THE FLORIDA
BUILDING CODE, INCLUDING THE HIGH VELOCITY HURRICANE ZONE (HVHZ).

2) SHUTTERS ARE REQUIRED WHEN USED IN WIND-BORNE DEBRIS REGIONS.

3) MATERIALS USED FOR ANCHOR EVALUATIONS WERE SOUTHERN PINE,  ASTM C90 CONCRETE MASONRY
UNITS AND CONCRETE WITH MIN. KSI PER ANCHOR TYPE, SEE TABLE 3.

4) ALL WOOD BUCKS LESS THAN 1-1/2" THICK ARE TO BE CONSIDERED 1X INSTALLATIONS. 1X WOOD
BUCKS ARE OPTIONAL IF UNIT IS INSTALLED DIRECTLY TO SUBSTRATE. WOOD BUCKS DEPICTED AS 2X
ARE 1-1/2" THICK OR GREATER. 1X AND 2X BUCKS (WHEN USED) SHALL BE DESIGNED TO PROPERLY
TRANSFER LOADS TO THE STRUCTURE. WOOD BUCK DESIGN AND INSTALLATION IS THE RESPONSIBILITY
OF THE ENGINEER OR ARCHITECT OF RECORD.

5) ANCHOR EMBEDMENT TO BASE MATERIAL SHALL BE BEYOND WALL DRESSING OR STUCCO. USE
ANCHORS OF SUFFICIENT EMBEDMENT AS SPECIFIED ON TABLE 3. OVERALL SEALING/FLASHING
STRATEGY FOR WATER RESISTANCE OF INSTALLATION SHALL BE DONE BY OTHERS AND IS BEYOND THE
SCOPE OF THESE INSTRUCTIONS.

6) 1/4" MAX. SHIMS ARE REQUIRED AT EACH ANCHOR LOCATION WHERE THE PRODUCT IS NOT FLUSH TO
THE SUBSTRATE. FOR INTEGRAL FIN FRAMES INSTALL SHIMS AT MAX. 18" O.C., USE SHIMS CAPABLE OF
TRANSFERRING APPLIED LOADS.

7) DESIGN PRESSURES:
A. NEGATIVE DESIGN LOADS BASED ON STRUCTURAL TEST PRESSURE, FRAME ANALYSIS AND GLASS PER
ASTM E1300.
B. POSITIVE DESIGN LOADS BASED ON WATER TEST PRESSURE, STRUCTURAL TEST PRESSURE, FRAME
ANALYSIS AND GLASS PER ASTM E1300.
C. DESIGN LOADS ARE BASED ON ALLOWABLE STRESS DESIGN, ASD.

8) THE ANCHORAGE METHODS SHOWN HAVE BEEN DESIGNED TO RESIST THE WINDLOADS
CORRESPONDING TO THE REQUIRED DESIGN PRESSURE. THE 33-1/3% STRESS INCREASE HAS NOT BEEN
USED IN THE DESIGN OF THIS PRODUCT. THE 1.6 LOAD DURATION FACTOR WAS USED FOR THE
EVALUATION OF ANCHORS INTO WOOD. ANCHORS THAT COME INTO CONTACT WITH OTHER DISSIMILAR
MATERIALS SHALL MEET THE REQUIREMENTS OF THE FLORIDA BUILDING CODE FOR CORROSION
RESISTANCE.

9) METAL SUBSTRATE TO MEET MIN. STRENGTH AND THICKNESS REQUIREMENTS PER CURRENT FLORIDA
BUILDING CODE.

4" MAX.

A

B

A

B

USE ANCHOR PAIR FOR UNITS
OVER 27-7/8" WIDE (HEAD & SILL)

6" MAX.

NO ANCHOR PAIR REQ'D IF
WINDOW IS 27-7/8" WIDE OR

LESS (HEAD & SILL)

23" MAX. O.C.

19"
MAX.
O.C.

CL

CL

32" VISIBLE
LIGHT HEIGHT

(DLO)

53" VISIBLE LIGHT WIDTH (DLO)

59" BUCK WIDTH

4" MAX.

C

D

D

59" BUCK WIDTH

38"
BUCK

HEIGHT32" VISIBLE
LIGHT HEIGHT

(DLO)

53" VISIBLE LIGHT WIDTH (DLO)

C

5 MAX. O.C.

2" MAX.

58-7/8" VENT WIDTH

37-7/8"
VENT

HEIGHT

12" MAX. FOR UNITS
OVER 39" TALL
OTHERWISE 4" MAX.

58-7/8" VENT WIDTH

38"
BUCK

HEIGHT

37-7/8"
VENT

HEIGHT

2" MAX.

5" MAX. O.C.

TYP. ELEVATION OF FLANGE FRAME AWNING WINDOW

TYP. ELEVATION OF FIN FRAME AWNING WINDOW
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EDGE DISTANCEEDGE
DISTANCE

EMBEDMENT

1/4" MAX
SHIM

EDGE
DISTANCE

EMBEDMENT

CONCRETE/CMU
PER ANCHOR

REQUIREMENT

TYP. ANCHOR
TYPE, EMBEDMENT

AND EDGE
DISTANCE PER

SUBSTRATE, SEE
TABLE 3A, SHEET 6.

STEEL
SELF-DRILLING
SMS, SEE TABLE
3A, SHEET 6.

FPA APPROVED, CLIPPED
MULLION, ALUMINUM OR

STEEL FRAMING OR
STEEL STUD.

INSTALLATION
OPTION 1

INSTALLATION ANCHORS
INTO 2X WOOD.

INSTALLATION OPTION 3
INSTALLATION ANCHORS THROUGH

1X BUCKSTRIP INTO MASONRY.

INSTALLATION
OPTION 2

INSTALLATION ANCHORS
DIRECTLY INTO MASONRY.

INSTALLATION
OPTION 4

INSTALLATION ANCHORS
DIRECTLY INTO METAL.

EMBEDMENT

VISIBLE LIGHT WIDTH (DLO)

TIP-TO-TIP WIDTH

BUCK WIDTH

1/4" MAX SHIM

1X WOOD
BUCKSTRIP,
SEE NOTE 2,
THIS SHEET.

CONCRETE
PER ANCHOR
REQUIREMENT

TYP. ANCHOR TYPE,
EMBEDMENT AND EDGE

DISTANCE PER SUBSTRATE,
SEE TABLE 3A, SHEET 6.

VERTICAL SECTION B-B

VISIBLE
LIGHT

HEIGHT
(DLO)

BUCK
HEIGHT

TIP-TO-
TIP

HEIGHT

14

60

8

83

33

34-37

83

19 84

5

4

4

38 39

38 39

HORIZONTAL SECTION A-A

8

82

16

84

18

80

81

87

OPTIONAL ADDON
FLANGE @ HEAD,

SILL & JAMBS

5

8

HEIGHT: BUCK HEIGHT - 6
WIDTH: BUCK WIDTH - 6

VISIBLE LIGHT FORMULAS

10" MAX.

10" MAX.

NOTES:

1) USE ONLY SUBSTRATE-APPROPRIATE ANCHORS LISTED ON TABLE 3A, SHEET 6. FOLLOW EMBEDMENT AND EDGE DISTANCE LIMITS. ANY
INSTALLATION OPTION SHOWN MAY BE USED ON ANY SIDE OF THE WINDOW.

2) ALL WOOD BUCKS LESS THAN 1-1/2" THICK ARE TO BE CONSIDERED 1X INSTALLATIONS. 1X WOOD BUCKS ARE OPTIONAL. UNIT MAY BE
INSTALLED DIRECTLY TO SUBSTRATE.  WOOD BUCKS DEPICTED AS 2X ARE 1-1/2" THICK OR GREATER. 1X AND 2X BUCKS (WHEN USED) SHALL
BE DESIGNED TO PROPERLY TRANSFER LOADS TO THE STRUCTURE.  WOOD BUCK DESIGN AND INSTALLATION IS THE RESPONSIBILITY OF THE
ENGINEER OR ARCHITECT OF RECORD. MAXIMUM SHIM THICKNESS TO BE 1/4".

NOTES:

1) WHEN INSTALLING COMBINATION
UNITS, ADDITIONAL INSTALLATION
ANCHORS MAY NEED TO BE
INSTALLED THROUGH THE WINDOW
FRAMES AT 10" MAX. FROM EACH SIDE
OF THE FRAME ASSEMBLY TUBE
CENTERLINE. SEE TABLE BELOW:

ATTACHED TO
FRAME JAMB

ATTACHED
TO VENT

JAMB

ATTACHED TO
FRAME & VENT
JAMB

ATTACHED TO
FRAME JAMB

ATTACHED TO
VENT JAMB

JAMB
HARDWARE

ATTACHED TO
FRAME JAMB

SEE DETAIL
A1, BELOW

SEE DETAIL A2, BELOW

DETAIL
A1 DETAIL

A2

34-37
ATTACHED TO

FRAME SILL

ATTACHED TO
VENT SILL

2AS REQUIRED PER
TABLE 3A, SHEET 6

ATTACHED TO
VENT SILL

ATTACHED
TO FRAME
JAMB

EDGE DISTANCE

EDGE
DISTANCE
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EMBEDMENT

EDGE
DISTANCE

EMBEDMENT

1/4" MAX. SHIM, 18" MAX. O.C.

VERTICAL SECTION D-D

TYP. ANCHOR
TYPE,

EMBEDMENT
AND EDGE

DISTANCE PER
SUBSTRATE,

SEE TABLE 3B,
SHEET 6.

TYP. ANCHOR TYPE, EMBEDMENT AND
EDGE DISTANCE PER SUBSTRATE,

SEE TABLE 3B, SHEET 6.

EDGE
DISTANCE

EDGE DISTANCE

EXTERIOR

EXTERIOR

13

12

11

10

63

17
16

80

3

1

87

81

22

21

1

89

3

10

89
12

13

62

8

22

32

ALUMINUM OR
STEEL FRAMING
OR STEEL STUD.

VISIBLE LIGHT WIDTH (DLO)

WINDOW WIDTH

BUCK WIDTH

VISIBLE
LIGHT

HEIGHT
(DLO)

BUCK
HEIGHT

14

60

8

83

33

34-37

83

19 84

5

4

4

38 39

38 39

HORIZONTAL SECTION C-C

8

82

16

84

18

80

81 87

5

8

ATTACHED TO
FRAME JAMB

ATTACHED
TO VENT

JAMB

ATTACHED TO
FRAME & VENT
JAMB

ATTACHED TO
FRAME JAMB

ATTACHED TO
VENT JAMB

JAMB
HARDWARE

ATTACHED TO
FRAME JAMB

34-37
ATTACHED TO

FRAME SILL

ATTACHED TO
VENT SILL

ATTACHED TO
VENT SILL

ATTACHED
TO FRAME
JAMB
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INSTALLATION
OPTION 5

INSTALLATION ANCHORS
INTO 2X WOOD.

EMBEDMENT

INSTALLATION
OPTION 6

INSTALLATION ANCHORS
DIRECTLY INTO METAL.

STEEL
SELF-DRILLING
SMS, SEE
TABLE 3B,
SHEET 6.

EDGE
DISTANCE

INSTALLATION
OPTION 5

INSTALLATION ANCHORS
INTO 2X WOOD.

WHEN INSTALLING FIN FRAME COMBINATION UNITS,
ADDITIONAL INSTALLATION ANCHORS THROUGH THE FIN ARE
NOT REQUIRED. INSTALL EACH WINDOW AS PER SHEET 1.

INSTALLATION
OPTION 5

INSTALLATION ANCHORS
INTO 2X WOOD.

CLIPPED, TUBE MULLIONS MAY
BE USED WITH FIN FRAME
WINDOWS IF THE FRAME
MEMBER THAT IS ATTACHED TO
THE MULLION IS FLANGED. SEE
MULLION APPROVAL FOR DP
AND LENGTH LIMITATIONS.
DETAILS APPLIES TO BOTH
HORIZONTAL AND VERTICAL
MULLION APPLICATIONS.

FPA APPROVED
CLIPPED MULLION

MIN. # 12 X 1"
SMS
THROUGH
INSTALLATION
HOLES

FLANGED
FRAME
MEMBER

CLIPPED,
TUBE

MULLION
DETAILS:

FRAME
ASSEMBLY
TUBE (FAT)

DETAILS:

3 
O
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14
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NOTES:

1) USE ONLY
SUBSTRATE-APPROPRIATE
ANCHORS LISTED ON
TABLE 3A, SHEET 6.
FOLLOW EMBEDMENT AND
EDGE DISTANCE LIMITS.
ANY INSTALLATION OPTION
SHOWN MAY BE USED ON
ANY SIDE OF THE WINDOW.

2) UNIT MAY BE INSTALLED
DIRECTLY TO SUBSTRATE.
MAXIMUM SHIM THICKNESS
TO BE 1/4".

HEIGHT: BUCK HEIGHT - 6
WIDTH: BUCK WIDTH - 6

VISIBLE LIGHT FORMULAS
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AWNING / AWNING (XX)

EXTERIOR

640 SERIES
AWNING
WINDOW

640 SERIES
AWNING

WINDOW

MIN. # 12 X 1" SMS THROUGH
INSTALLATION HOLES

640
SERIES
AWNING
WINDOW

FRAME
ASSEMBLY

TUBE

VERTICAL SECTION D-D VERTICAL SECTION E-E

EXTERIOR

FRAME
ASSEMBLY
TUBE

640 SERIES
AWNING
WINDOW

640 SERIES
CASEMENT
WINDOW*

FRAME
ASSEMBLY
TUBE

640 SERIES
CASEMENT
WINDOW*

640 SERIES
FIXED
CASEMENT
WINDOW*

EXTERIOR

640 SERIES
CASEMENT
WINDOW*

640 SERIES
FIXED WINDOW*

640 SERIES
AWNING
WINDOW

FRAME
ASSEMBLY

TUBE

FRAME
ASSEMBLY

TUBE

640
SERIES
AWNING
WINDOW

HORIZONTAL SECTION C-C

C C
D

D

E

E

FOR EACH WINDOW IN A VERTICALLY OR
HORIZONTALLY COMBINED ASSEMBLY:

1) DETERMINE EACH INDIVIDUAL WINDOW TYPE, SIZE AND GLASS MAKEUP, SEE FIGURES 1 & 2, THIS SHEET. DETERMINE YOUR ANCHOR GROUP FROM TABLE 3, SHEET 6.

2) FROM SHEETS 7-13, FIND THE SHEET FOR YOUR GLASS TYPE.

3) FIND THE DESIGN PRESSURE FROM THE TABLES LABELED "DESIGN PRESSURE (PSF) FOR WINDOWS ATTACHED TO A VERTICAL FRAME ASSEMBLY TUBE" OR "DESIGN PRESSURE (PSF)
FOR WINDOWS ATTACHED TO A HORIZONTAL FRAME ASSEMBLY TUBE", DEPENDING ON WHICH WAY THE FRAME ASSEMBLY TUBE IS ORIENTATED. THIS MUST BE DONE FOR EACH
WINDOW IN THE ASSEMBLY, AND THE LOWEST DESIGN PRESSURE APPLIES TO THE ENTIRE ASSEMBLY. DIMENSIONS SHOWN ARE WINDOW. FOR SIZES NOT SHOWN, ROUND UP TO THE
NEXT AVAILABLE WIDTH OR HEIGHT DIMENSION SHOWN ON THE TABLES.

4) USING THE TABLE LABELED "WINDOW ANCHORS REQUIRED" (TABLE 2, SHEET 5), DETERMINE THE NUMBER OF ANCHORS NEEDED IN THE HEAD, SILL AND JAMBS OF YOUR WINDOW.

5) INSTALL AS PER THE INSTRUCTIONS ON SHEETS 2-4. NOTE THAT ADDITIONAL ANCHORS THROUGH THE WINDOW FRAME INTO THE SUBSTRATE MAY BE REQUIRED (SEE SHEET 2), AND
THAT MIN. # 12 X 1" ANCHORS ARE TO BE USED THROUGH THE FRAME INTO THE FRAME ASSEMBLY TUBE (SEE DETAILS ON THIS SHEET).

WINDOW
HEIGHT

WINDOW
WIDTH

AWNING (X)

EXTERIOR
640 SERIES

AWNING
WINDOW

FIGURE 1: FIGURE 2:

MIN. # 12 X
1" SMS

THROUGH
INSTALLATION

HOLES

MIN. # 12 X
1" SMS
THROUGH
INSTALLATION
HOLES

FOR SINGLE UNITS:

1) DETERMINE YOUR WINDOW SIZE
AND GLASS.

2) KNOWING YOUR ANCHOR TYPE
AND SUBSTRATE, DETERMINE
YOUR ANCHOR GROUP FROM
TABLE 3, SHEET 6.

3) FROM SHEETS 7-13, FIND THE
SHEET FOR YOUR GLASS TYPE.
FIND THE PRODUCT'S DESIGN
PRESSURE FROM THE TABLE
LABELED "DESIGN PRESSURE
(PSF) FOR SINGLE WINDOWS, ALL
ANCHOR GROUPS".

4) DIMENSIONS SHOWN ARE
WINDOW. FOR SIZES NOT SHOWN,
ROUND UP TO THE NEXT
AVAILABLE WIDTH OR HEIGHT
DIMENSION SHOWN ON THE
TABLES.

5) USING THE TABLE LABELED
"WINDOW ANCHORS REQUIRED"
(TABLE 2, SHEET 5), DETERMINE
THE NUMBER OF ANCHORS
NEEDED IN THE HEAD, SILL AND
JAMBS OF YOUR WINDOW.

6) INSTALL AS PER THE
INSTRUCTIONS ON SHEETS 2 OR 3.

AWNING / CASEMENT / FIXED CASEMENT (XXO)

*SEE PRODUCT'S FPA FOR
INSTALLATION SPECS

10", SEE NOTE 7, THIS SHEET

10", SEE NOTE 7,
THIS SHEET
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FRAME ASSEMBLY TUBE NOTES:

1) DIMENSIONS SHOWN ARE
TIP-TO-TIP DIMENSIONS FOR EACH
INDIVIDUAL WINDOW. FOR SIZES
NOT SHOWN, ROUND UP TO THE
NEXT AVAILABLE WIDTH OR HEIGHT
DIMENSION SHOWN ON THE
TABLES.

2) ANY 640-SERIES PRODUCT
(CASEMENT, AWNING OR FIXED
CASEMENT) MAY BE ATTACHED TO
THE FRAME ASSEMBLY TUBE. FOR
ALL WINDOWS, USE THE WINDOW'S
FPA FOR ANCHORAGE, SIZE AND
DESIGN PRESSURE LIMITATIONS.

3) ALL WINDOWS IN THE
COMBINATION UNIT MUST BE ABLE
TO INDIVIDUALLY COMPLY WITH
THE REQUIREMENTS OF THEIR
RESPECTIVE FPA.

4) FRAME ASSEMBLY TUBE TO BE
FASTENED TO WINDOW, AS SHOWN
IN DETAILS, WITH MIN. #12 X 1"
SHEET METAL SCREWS. FOR
FLANGE FRAME, USE THE SAME
SPACING AND QUANTITY AS THE
OPPOSITE FRAME MEMBER. FOR
INTEGRAL FIN FRAME
COMBINATION UNITS, FLANGE
FRAME IS USED AT THE FRAME
ASSEMBLY TUBE WITH ANCHOR
GROUP D SPACING.

5) THE FRAME ASSEMBLY TUBE
MAY NOT EXCEED 62" IN LENGTH
(AS USED IN A 63" FLANGED
WINDOW) OR BE USED IN TEE OR
CROSS CONFIGURATIONS.

6) THE FRAME ASSEMBLY TUBE IS
NOT REQUIRED TO BE CLIPPED TO
THE SUBSTRATE. ALL EXTERIOR
JOINTS TO BE SEALED BY
INSTALLER.

7) FOR FLANGE FRAME
COMBINATION UNITS,  ADDITIONAL
INSTALLATION ANCHORS MAY NEED
TO BE INSTALLED THROUGH THE
WINDOW FRAMES, SEE SHEET 2.

4 
O

F 
14

OPTIONAL FRAME
ASSEMBLY TUBE

PLUG

FRAME ASSEMBLY TUBE
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TABLE 2:

1) USE THIS TABLE FOR ALL FLANGE FRAME WINDOWS PER THE ELEVATIONS ON SHEET 1.
2) FOR SIZES NOT SHOWN, ROUND UP TO THE NEXT AVAILABLE WIDTH OR HEIGHT DIMENSION SHOWN ON THE TABLE.
3) DIMENSIONS SHOWN ARE WINDOW TIP-TO-TIP. SUBTRACT 1" FROM THE TIP-TO-TIP DIMENSION IN THE TABLE TO DETERMINE THE BUCK SIZE.

A. LYNN MILLER, P.E.
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26" 34"

61"

AWNING ANCHORS:
A) FROM TABLE 8, ANCHORS C & D ALLOW A DP OF +70/-90.

B) FOR THE JAMB, FROM TABLE 3, ANCHORS IN GROUP C HAVE THE ANCHOR AND SUBSTRATE
DESIRED AND DOES NOT REQUIRE THE ANCHOR PLATE IF USING THE CRETEFLEX ANCHOR.

C) FROM TABLE 2, 6 ANCHORS ARE REQUIRED IN EACH JAMB.

D) SIMILARLY, 2 ANCHORS ARE REQUIRED IN THE HEAD & SILL.

E) DISTRIBUTE ANCHORS FOLLOWING GUIDELINES FROM ELEVATION ON SHEET 1.

F) PER RULES ON SHEETS 2 & 4, INSTALL 1 ADDITIONAL ANCHOR ON THE FRAME ASSEMBLY TUBE
SIDE OF THE  AWNING (HEAD & SILL).

TABLE 3A: ANCHOR TYPES FOR FLANGE FRAME WINDOWS
1) WHERE SUBSTRATE CONDITIONS
REQUIRE ANCHORAGE FROM MORE
THAN ONE OF THE ANCHOR GROUPS
ABOVE, CHOOSE THE ANCHOR
GROUP OF THE LOWEST LETTER FOR
ALL SUBSEQUENT TABLES IN THIS
APPROVAL.

2) ANCHOR MUST EXTEND A MIMIMUM
OF 3 THREADS BEYOND ANY METAL
SUBSTRATE.

3) ANCHORS MAY BE HEXHEAD,
PANHEAD OR FLATHEAD. ALL
ANCHOR HEAD TYPES ALLOWED.

FIXED CASEMENT ANCHORS:
A) FROM TABLE 11, A 34" X 61" FIXED CASEMENT WINDOW HAS A DESIGN PRESSURE OF
+70/-90 USING ANY ANCHOR FROM GROUPS A, B, C OR D.

B) FOR THE JAMB, FROM TABLE 3, ANCHOR TYPE C HAS THE ANCHOR AND SUBSTRATE
DESIRED AND DOES NOT REQUIRE THE ANCHOR PLATE IF USING THE CRETEFLEX ANCHOR.

C) FROM TABLE 2A, 6 ANCHORS ARE REQUIRED IN EACH JAMB.

D) SIMILARLY, 3 ANCHORS ARE REQUIRED IN THE HEAD & SILL.

E) DISTRIBUTE ANCHORS FOLLOWING GUIDELINES FROM ELEVATION ON SHEET 1.

F) PER RULES ON SHEET 2, INSTALL 1 ADDITIONAL ANCHOR ON THE FRAME ASSEMBLY TUBE
SIDE OF THE FIXED CASEMENT (HEAD & SILL).

EXAMPLE 1: FOR WINDOW COMBINATION SHOWN BELOW; 3/16" TEMPERED GLASS, 1/4"
MASONRY ANCHORS INTO CONCRETE, +/- 65 PSF DP REQUIRED
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TABLE 3B: ANCHOR TYPES FOR FIN FRAME WINDOWS
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TABLE 4:

TABLE 5:

10" MAX.

WINDOW
HEIGHT

FRAME
ASSEMBLY
TUBE

SEE SHEETS 1 & 5
FOR WINDOW
ANCHOR
LOCATIONS AND
QUANTITIES. SEE
SHEETS 2 OR 3 FOR
ANY ADDITIONAL
ANCHORS
REQUIRED FOR
THE FRAME
ASSEMBLY TUBE.

WINDOW
WIDTH

10" MAX.

FRAME
ASSEMBLY
TUBE

1) 1/8" Annealed
FOR GLASS TYPES:

WINDOW
WIDTH

WINDOW
HEIGHT

SEE SHEETS 1
& 5 FOR
WINDOW
ANCHOR
LOCATIONS
AND
QUANTITIES.

WINDOW
WIDTH

ADDITIONAL
ANCHOR
(4), IF REQ.

ADDITIONAL
ANCHOR
(4), IF REQ.

WINDOW
HEIGHT
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1/8" ANNEALED GLASS

32
50

34

3

38EXTERIOR

GLASS TYPE 1 

11/16" GLASS
BITE

NOTES:
1) SEE SHEET 1 FOR ADDITIONAL SAMPLE CONFIGURATIONS.
2) TIP-TO-TIP DIMENSIONS SHOWN. SUBTRACT 1" FROM THE TIP-TO-TIP DIMENSION IN THE TABLE TO DETERMINE THE BUCK SIZE.

SEE SHEETS 1 & 5
FOR WINDOW
ANCHOR
LOCATIONS AND
QUANTITIES. SEE
SHEETS 2 OR 3 FOR
ANY ADDITIONAL
ANCHORS
REQUIRED FOR
THE FRAME
ASSEMBLY TUBE.
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TABLE 7:
2) 1/8" Tempered
4) 3/16" Tempered
6) 1/4" Tempered

FOR GLASS TYPES:

WINDOW
WIDTH

WINDOW
HEIGHT

WINDOW
WIDTH

FRAME
ASSEMBLY
TUBE

WINDOW
HEIGHT

FRAME
ASSEMBLY
TUBE

WINDOW
WIDTH

ADDITIONAL
ANCHOR
(4), IF REQ.

ADDITIONAL
ANCHOR
(4), IF REQ.

WINDOW
HEIGHT

10" MAX.

10" MAX.
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TABLE 9:
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P.E.# 58705
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GLASS TYPE 6 

1/4" TEMPERED GLASS3/16" TEMPERED GLASS1/8" TEMPERED GLASS

32 50 50 50

34

3

34

3

35

3

3938 38EXTERIOR EXTERIOR EXTERIOR

GLASS TYPE 4 GLASS TYPE 2 

11/16" GLASS
BITE

11/16" GLASS
BITE

11/16" GLASS
BITE

32 32
NOTES:
1) SEE SHEET 1 FOR ADDITIONAL SAMPLE CONFIGURATIONS.
2) TIP-TO-TIP DIMENSIONS SHOWN. SUBTRACT 1" FROM THE TIP-TO-TIP DIMENSION IN THE TABLE TO DETERMINE THE BUCK SIZE.

SEE SHEETS 1
& 5 FOR
WINDOW
ANCHOR
LOCATIONS
AND
QUANTITIES.

SEE SHEETS 1 &
5 FOR WINDOW
ANCHOR
LOCATIONS AND
QUANTITIES.
SEE SHEETS 2
OR 3 FOR ANY
ADDITIONAL
ANCHORS
REQUIRED FOR
THE FRAME
ASSEMBLY
TUBE.

SEE SHEETS 1 & 5 FOR WINDOW ANCHOR
LOCATIONS AND QUANTITIES. SEE SHEETS 2
OR 3 FOR ANY ADDITIONAL ANCHORS
REQUIRED FOR THE FRAME ASSEMBLY TUBE.
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TABLE 10:
3) 3/16" Annealed
5) 1/4" Annealed

FOR GLASS TYPES:

WINDOW
WIDTH

WINDOW
HEIGHT

WINDOW
WIDTH

FRAME
ASSEMBLY
TUBE

WINDOW
WIDTH

FRAME
ASSEMBLY
TUBE

ADDITIONAL
ANCHOR
(4), IF REQ.

ADDITIONAL
ANCHOR
(4), IF REQ.

WINDOW
HEIGHT

WINDOW
HEIGHT

10" MAX.

10" MAX.

TABLE 11:

TABLE 12:

A. LYNN MILLER, P.E.
P.E.# 58705
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GLASS TYPE 5

1/4" ANNEALED GLASS3/16" ANNEALED GLASS

32
50

32
50

34

3

35

3

39 38EXTERIOR EXTERIOR

GLASS TYPE 3

11/16" GLASS
BITE

11/16" GLASS
BITE

NOTES:
1) SEE SHEET 1 FOR ADDITIONAL SAMPLE CONFIGURATIONS.
2) TIP-TO-TIP DIMENSIONS SHOWN. SUBTRACT 1" FROM THE TIP-TO-TIP DIMENSION IN THE TABLE TO DETERMINE THE BUCK SIZE.

SEE SHEETS 1
& 5 FOR
WINDOW
ANCHOR
LOCATIONS
AND
QUANTITIES.

SEE SHEETS 1 & 5
FOR WINDOW
ANCHOR
LOCATIONS AND
QUANTITIES. SEE
SHEETS 2 OR 3 FOR
ANY ADDITIONAL
ANCHORS
REQUIRED FOR
THE FRAME
ASSEMBLY TUBE.

SEE SHEETS 1 & 5
FOR WINDOW
ANCHOR
LOCATIONS AND
QUANTITIES. SEE
SHEETS 2 OR 3 FOR
ANY ADDITIONAL
ANCHORS
REQUIRED FOR
THE FRAME
ASSEMBLY TUBE.
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Flange & Integral Fin

POSITIVE PRESSURE LIMITED
TO +70 PSF FOR INTEGRAL
FIN FRAMES ONLY
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TABLE 13:
FOR GLASS TYPE:

7) 9/16" IG: (1/8" An - 5/16" Air - 1/8" An)

WINDOW
WIDTH

WINDOW
HEIGHT

WINDOW
WIDTH

FRAME
ASSEMBLY
TUBE

FRAME
ASSEMBLY
TUBE

WINDOW
WIDTH

ADDITIONAL
ANCHOR
(4), IF REQ.

ADDITIONAL
ANCHOR
(4), IF REQ.

WINDOW
HEIGHT

WINDOW
HEIGHT

10" MAX.

10" MAX.

TABLE 14:

TABLE 15:
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P.E.# 58705
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EXTERIOR

GLASS TYPE 7

5/16" AIRSPACE1/8" ANNEALED GLASS

1/8" ANNEALED GLASS

9/16" NOM.
GLASS STACK

50

3

39

11/16" GLASS
BITE

33

36

100-103

NOTES:
1) SEE SHEET 1 FOR ADDITIONAL SAMPLE CONFIGURATIONS.
2) TIP-TO-TIP DIMENSIONS SHOWN. SUBTRACT 1" FROM THE TIP-TO-TIP DIMENSION IN THE TABLE TO DETERMINE THE BUCK SIZE.

SEE SHEETS 1
& 5 FOR
WINDOW
ANCHOR
LOCATIONS
AND
QUANTITIES.

SEE SHEETS 1 & 5
FOR WINDOW
ANCHOR
LOCATIONS AND
QUANTITIES. SEE
SHEETS 2 OR 3 FOR
ANY ADDITIONAL
ANCHORS
REQUIRED FOR
THE FRAME
ASSEMBLY TUBE.

SEE SHEETS 1 & 5 FOR WINDOW ANCHOR
LOCATIONS AND QUANTITIES. SEE SHEETS 2
OR 3 FOR ANY ADDITIONAL ANCHORS
REQUIRED FOR THE FRAME ASSEMBLY TUBE.
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TABLE 16:
FOR GLASS TYPES:

10) 7/8" IG: (3/16" T - 1/2" Air - 3/16" T)
8) 9/16" IG: (1/8" T - 5/16" Air - 1/8" T)

WINDOW
WIDTH

WINDOW
HEIGHT

WINDOW
WIDTH

FRAME
ASSEMBLY
TUBE

FRAME
ASSEMBLY
TUBE

WINDOW
WIDTH

ADDITIONAL
ANCHOR
(4), IF REQ.

ADDITIONAL
ANCHOR
(4), IF REQ.

WINDOW
HEIGHT

WINDOW
HEIGHT

10" MAX.

10" MAX.

TABLE 17:

TABLE 18:
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P.E.# 58705
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EXTERIOR

GLASS TYPE 10
50

3

11/16" GLASS
BITE

33

EXTERIOR

GLASS TYPE 8

5/16" AIRSPACE1/8" TEMPERED GLASS

1/8" TEMPERED GLASS

9/16" NOM.
GLASS STACK

50

3

39

11/16" GLASS
BITE

33

36

100-103

7/8" NOM.
GLASS STACK

38

3/16" TEMPERED GLASS

3/16" TEMPERED GLASS

1/2" AIRSPACE

36

100-103

NOTES:
1) SEE SHEET 1 FOR ADDITIONAL SAMPLE CONFIGURATIONS.
2) TIP-TO-TIP DIMENSIONS SHOWN. SUBTRACT 1" FROM THE TIP-TO-TIP DIMENSION IN THE TABLE TO DETERMINE THE BUCK SIZE.

SEE SHEETS 1
& 5 FOR
WINDOW
ANCHOR
LOCATIONS
AND
QUANTITIES.

SEE SHEETS 1 &
5 FOR WINDOW
ANCHOR
LOCATIONS AND
QUANTITIES.
SEE SHEETS 2
OR 3 FOR ANY
ADDITIONAL
ANCHORS
REQUIRED FOR
THE FRAME
ASSEMBLY
TUBE.

SEE SHEETS 1 & 5 FOR WINDOW ANCHOR
LOCATIONS AND QUANTITIES. SEE SHEETS 2
OR 3 FOR ANY ADDITIONAL ANCHORS
REQUIRED FOR THE FRAME ASSEMBLY TUBE.
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TABLE 19:
FOR GLASS TYPE:

9) 7/8" IG: (3/16" An - 1/2" Air - 3/16" An)

WINDOW
WIDTH

WINDOW
HEIGHT

WINDOW
WIDTH

FRAME
ASSEMBLY
TUBE

FRAME
ASSEMBLY
TUBE

WINDOW
WIDTH

ADDITIONAL
ANCHOR
(4), IF REQ.

ADDITIONAL
ANCHOR
(4), IF REQ.

WINDOW
HEIGHT

WINDOW
HEIGHT

10" MAX.

10" MAX.

TABLE 20:

TABLE 21:

A. LYNN MILLER, P.E.
P.E.# 58705
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EXTERIOR

GLASS TYPE 9
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3

11/16" GLASS
BITE

33

7/8" NOM.
GLASS STACK

38

3/16" ANNEALED GLASS

3/16" ANNEALED GLASS

1/2" AIRSPACE

36

100-103

NOTES:
1) SEE SHEET 1 FOR ADDITIONAL SAMPLE CONFIGURATIONS.
2) TIP-TO-TIP DIMENSIONS SHOWN. SUBTRACT 1" FROM THE TIP-TO-TIP DIMENSION IN THE TABLE TO DETERMINE THE BUCK SIZE.

SEE SHEETS 1
& 5 FOR
WINDOW
ANCHOR
LOCATIONS
AND
QUANTITIES.

SEE SHEETS 1 & 5 FOR WINDOW
ANCHOR LOCATIONS AND
QUANTITIES. SEE SHEETS 2 OR 3
FOR ANY ADDITIONAL ANCHORS
REQUIRED FOR THE FRAME
ASSEMBLY TUBE.

SEE SHEETS 1 & 5 FOR WINDOW ANCHOR
LOCATIONS AND QUANTITIES. SEE SHEETS 2
OR 3 FOR ANY ADDITIONAL ANCHORS
REQUIRED FOR THE FRAME ASSEMBLY TUBE.
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TABLE 22:
2) 1/8" Tempered
4) 3/16" Tempered
6) 1/4" Tempered

WINDOW
WIDTH

WINDOW
HEIGHT

WINDOW
WIDTH

FRAME
ASSEMBLY
TUBE

WINDOW
HEIGHT

FRAME
ASSEMBLY
TUBE

WINDOW
WIDTH

ADDITIONAL
ANCHOR
(4), IF REQ.

ADDITIONAL
ANCHOR
(4), IF REQ.

WINDOW
HEIGHT

10" MAX.

10" MAX.

TABLE 23:

TABLE 24:
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P.E.# 58705
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GLASS TYPE 6 

1/4" TEMPERED GLASS3/16" TEMPERED GLASS1/8" TEMPERED GLASS

32 50 50 50

34

3

34

3

35

3

3938 38EXTERIOR EXTERIOR EXTERIOR

GLASS TYPE 4 GLASS TYPE 2 

11/16" GLASS
BITE

11/16" GLASS
BITE

11/16" GLASS
BITE

32 32

SEE SHEETS 1
& 5 FOR
WINDOW
ANCHOR
LOCATIONS
AND
QUANTITIES.

SEE SHEETS 1 & 5
FOR WINDOW
ANCHOR LOCATIONS
AND QUANTITIES.
SEE SHEETS 2 OR 3
FOR ANY
ADDITIONAL
ANCHORS REQUIRED
FOR THE FRAME
ASSEMBLY TUBE.

SEE SHEETS 1 & 5
FOR WINDOW
ANCHOR
LOCATIONS AND
QUANTITIES. SEE
SHEETS 2 OR 3
FOR ANY
ADDITIONAL
ANCHORS
REQUIRED FOR
THE FRAME
ASSEMBLY TUBE.

13
 O

F 
14

FOR GLASS TYPES:

10) 7/8" IG: (3/16" T - 1/2" Air - 3/16" T)
8) 9/16" IG: (1/8" T - 5/16" Air - 1/8" T)

EXTERIOR

GLASS TYPE 10
50

3

11/16" GLASS
BITE

33

EXTERIOR

GLASS TYPE 8

5/16" AIRSPACE1/8" TEMPERED GLASS

1/8" TEMPERED
GLASS

9/16" NOM.
GLASS STACK

50

3

39

11/16" GLASS
BITE

33

36

100-103

7/8" NOM.
GLASS STACK

38

3/16" TEMPERED GLASS

3/16" TEMPERED
GLASS

1/2" AIRSPACE

36

100-103

NOTES:
1) SEE SHEET 1 FOR ADDITIONAL
SAMPLE CONFIGURATIONS.

2) TIP-TO-TIP DIMENSIONS SHOWN.
SUBTRACT 1" FROM THE TIP-TO-TIP
DIMENSION IN THE TABLE TO
DETERMINE THE BUCK SIZE.

FOR FRAME TYPES:
Integral Fin Only
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TABLE 3, SHEET 4

A. LYNN MILLER, P.E.
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.062"
NOM.

2.138"

2.918"

2.784"

.062"
NOM.

1.159"

.434"

2.700"

.062"

.093"

.125"

.423"

1.000".040"

.095"

1.356"

.440"

FRAME

#7004, 6063-T6

71

SASH TOP,3
#7003, 6063-T6

ANCHOR PLATE2 #7071, 6063-T6
SCREEN FRAME
#7006, 3105-H1460

FIXED

1
#7002, 6063-T6

FRAME HEAD,

ASSEMBLY TUBE

BOTTOM & SIDESILL & JAMB, FLANGE

.438"

TABLE 25:

.815"

.050"

.845"

BEAD A
#7037, 6063-T634

.706"

.865"

.050"

.523"

.865"

.050"

BEAD B
#7036, 6063-T635

36
#7042, 6063-T6

BEAD C

.870"

.569"

.172"

.050"

BEAD D
#7059, 6063-T637
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 O

F 
14

2.786"

1.126"

.062"
NOM.

3.546"

70
#7075, 6063-T6

FRAME HEAD,
SILL & JAMB, FIN
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