10/7/2020 1:09 PM

s:\projects\andersen windows\cc-20-0224 - code change - fbc 2020 (version 7) code change\revisions\fl24175\dwgs\24175.1\awd149.dwg

GSTALLATION NOTES:

1.

10.

11.

12,

13,

14.

15.

16.

17.

ONE (1) INSTALLATION ANCHOR IS REQUIRED AT EACH ANCHOR LOCATION
SHOWN.

THE NUMBER OF INSTALLATION ANCHORS DEPICTED IS THE MINIMUM
NUMBER OF ANCHORS TO BE USED FOR PRODUCT INSTALLATION OF THE
MAXIMUM SIZE LISTED.

INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A TOLERANCE OF +1/2
INCH (I.E., WITHOUT CONSIDERATION OF TOLERANCES). TOLERANCES ARE NOT
CUMULATIVE FROM ONE INSTALLATION ANCHOR TO THE NEXT.

SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD BEARING
SHIM(S). MAXIMUM ALLOWABLE SHIM STACK TO BE 1/4 INCH. SHIM WHERE
SPACE OF 1/16 INCH OR GREATER OCCURS. SHIM(S) SHALL BE CONSTRUCTED
OF HIGH DENSITY PLASTIC OR BETTER.

INSTALLATION CLIP: FOR INSTALLATION INTO 2X WOOD FRAMING USE TWO
(2) #8 WOOD SCREWS PER CLIP OF SUFFICIENT LENGTH TO ACHIEVE 11/2
INCH MINIMUM EMBEDMENT INTO WOOD SUBSTRATE.

SILL CLIP: FOR INSTALLATION INTO 2X WOOD FRAMING OR WOOD SUB-FLOOR
USE FOUR (4) #8 WOOD SCREWS PER CLIP OF SUFFICIENT LENGTH TO ACHIEVE
11/2 INCH MINIMUM EMBEDMENT INTO WOOD SUBSTRATE.

REMODEL/REPLACEMENT SILL CLIP: FOR INSTALLATION INTO 2X WOOD
FRAMING USE ONE (1) #8 WOOD SCREW PER LOCATION THROUGH
CONTINUOUS REMODEL/REPLACEMENT SILL CLIP OF SUFFICIENT LENGTH TO
ACHIEVE 1 1/2 INCH MINIMUM EMBEDMENT INTO WOOD SUBSTRATE.

THROUGH FRAME: FOR INSTALLATION INTO 2X WOOD FRAMING USE ONE (1)
#8 WOOD SCREW PER LOCATION OF SUFFICIENT LENGTH TO ACHIEVE 1 1/2
INCH MINIMUM EMBEDMENT INTO WOOD SUBSTRATE.

INSTALLATION CLIP: FOR INSTALLATION THROUGH 1X BUCK TO
CONCRETE/MASONRY, OR DIRECTLY INTO CONCRETE/MASONRY, USE ONE (1)
3/16 INCH DIAMETER ITW TAPCON PER CLIP OF SUFFICIENT LENGTH TO
ACHIEVE 1 1/4 INCH MINIMUM EMBEDMENT.

SILL CLIP: FOR INSTALLATION THROUGH 1X BUCK TO CONCRETE/MASONRY,
OR DIRECTLY INTO CONCRETE/MASONRY, USE TWO (2) 3/16 INCH DIAMETER
ITW TAPCONS PER CLIP OF SUFFICIENT LENGTH TO ACHIEVE 1 1/4 INCH
MINIMUM EMBEDMENT.

REMODEL/REPLACEMENT SILL CLIP: FOR INSTALLATION THROUGH 1X BUCK
TO CONCRETE/MASONRY, OR DIRECTLY INTO CONCRETE/MASONRY, USE ONE
(1) 3/16 INCH DIAMETER ITW TAPCON PER LOCATION THROUGH
CONTINULOUS REMODEL/REPLACEMENT SILL CLIP OF SUFFICIENT LENGTH TO
ACHIEVE 1 1/4 INCH MINIMUM EMBEDMENT

THROUGH FRAME: FOR INSTALLATION THROUGH 1X BUCK TO
CONCRETE/MASONRY, OR DIRECTLY INTO CONCRETE/MASONRY, USE ONE (1)
3/16 INCH DIAMETER ITW TAPCON PER LOCATION OF SUFFICIENT LENGTH TO
ACHIEVE 1 1/4 INCH MINIMUM EMBEDMENT.

INSTALLATION CLIP: FOR INSTALLATION INTO METAL STUD USE TWO (2) #8
TEK SCREWS PER CLIP OF SUFFICIENT LENGTH TO ACHIEVE A MINIMUM OF 3
THREADS PENETRATION BEYOND METAL FRAME SUBSTRATE.

THROUGH FRAME: FOR INSTALLATION INTO METAL STUD USE ONE (1) #8 TEK
SCREW PER LOCATION OF SUFFICIENT LENGTH TO ACHIEVE A MINIMUM OF 3
THREADS PENETRATION BEYOND METAL FRAME SUBSTRATE.

MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE WALL FINISHES,
INCLUDING BUT NOT LIMITED TO STUCCO, FOAM, BRICK VENEER, AND SIDING.

INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE MADE OF
CORROSION RESISTANT MATERIAL OR HAVE A CORROSION RESISTANT
COATING.

FOR HOLLOW BLOCK AND GROUT FILLED BLOCK, DO NOT INSTALL
INSTALLATION ANCHORS INTO MORTAR JOINTS. EDGE DISTANCE IS
MEASURED FROM FREE EDGE OF BLOCK OR EDGE OF MORTAR JOINT INTO
FACE SHELL OF BLOCK.
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INSTALLATION NOTES (CONTINUED)

18.

19.

1.

INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE
WITH ANCHOR MANUFACTURER'S INSTALLATION INSTRUCTIONS,
AND ANCHORS SHALL NOT BE USED IN SUBSTRATES WITH
STRENGTHS LESS THAN THE MINIMUM STRENGTH SPECIFIED BY THE
ANCHOR MANUFACTURER.

INSTALLATION ANCHOR CAPACITIES FOR PRODUCTS HEREIN ARE

BASED ON SUBSTRATE MATERIALS WITH THE FOLLOWING

PROPERTIES:

A. WOOD - MINIMUM SPECIFIC GRAVITY OF 0.55.

B. CONCRETE - MINIMUM COMPRESSIVE STRENGTH OF 3000 PSI.

C. GROUT-FILLED CMU- UNIT STRENGTH CONFORMS TO ASTM C-90
WITH MINIMUM COMPRESSIVE STRENGTH OF 2000 PSI AND
GROUT CONFORMS TO ASTM C 476, MINIMUM GROUT
COMPRESSIVE STRENGTH OF 2000 PSI.

D. HOLLOW BLOCK CMU - UNIT STRENGTH CONFORMS TO ASTM
C-90 WITH MINIMUM COMPRESSIVE STRENGTH OF 2000 PSI.

E. STEEL - MINIMUM YIELD STRENGTH OF 33 KSI. MINIMUM WALL
THICKNESS OF 49 MILS (18 GAUGE).

GENERAL NOTES:

THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED
TO COMPLY WITH THE CURRENT FLORIDA BUILDING CODE (FBC),
INTERNATIONAL BUILDING CODE & INTERNATIONAL RESIDENTIAL
CODE, EXCLUDING HVHZ AND HAS BEEN EVALUATED ACCORDING
TO THE FOLLOWING:

e AAMA/WDMA/CSA 101/1.5.2/A440-11

e AAMA 450-10

ADEQUACY OF THE EXISTING STRUCTURAL CONCRETE/MASONRY
AND 2X FRAMING AS A MAIN WIND FORCE RESISTING SYSTEM
CAPABLE OF WITHSTANDING AND TRANSFERRING APPLIED
PRODUCT LOADS TO THE FOUNDATION IS THE RESPONSIBILITY OF
THE ENGINEER OR ARCHITECT OF RECORD FOR THE PROJECT OF
INSTALLATION.

1X AND 2X BUCKS (WHEN USED) SHALL BE DESIGNED AND
ANCHORED TO PROPERLY TRANSFER ALL LOADS TO THE
STRUCTURE. BUCK DESIGN AND INSTALLATION IS THE
RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF RECORD FOR
THE PROJECT OF INSTALLATION.

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC AND
MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC SITE. IF
SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE FROM THE
REQUIREMENTS DETAILED HEREIN, A LICENSED ENGINEER OR
ARCHITECT SHALL PREPARE SITE SPECIFIC DOCUMENTS FOR USE
WITH THIS DOCUMENT IN NON-HVHZ AREAS.

APPROVED IMPACT PROTECTIVE SYSTEM IS REQUIRED ON THIS
PRODUCT IN AREAS REQUIRING IMPACT RESISTANCE.

DOOR FRAME MATERIAL: FINGER-JOINTED WOOD & LVL

IN ACCORDANCE WITH FBC, WOOD COMPONENTS SHAL HAVE BEEN
PRESERVATIVE TREATED OR SHALL BE OF DURABLE SPECIES AS PER
CH 23

IN ACCORDANCE WITH THE FBC, DISSIMILAR METALS INCLUDING
FASTENERS THAT MAY COME INTO CONTACT WITH ALUMINUM
UNIT FRAMING SHALL BE PROTECTED AS PER CH 20.

GLASS MEETS THE REQUIREMENTS OF ASTM E 1300 GLASS CHARTS.
SEE SHEET 8 FOR GLAZING DETAILS.

(NON-HVHZ)(NON-IMPACT)
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THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(]
JAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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MAX. UNIT
WIDTH 86.75"
MAX. ACTIVE MAX. PASSIVE
|<— PANEL WIDTH —=—}=— PANEL WIDTH —=]
41.75" 42.75"
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& v 5 ) HEIGHT HEIGHT
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ELEVATION

6" MAX. FROM - 20" MAX.
CORNERS TYP. 0.C.TYP.
[l | | |
- -
74 7
Vi
- -
-‘ - 20“
MAX.
0.C.
) TYP.
% 6" MAX. FROM
| CORNERSTYP.
~ -
LLAL LLAL) LLALAY ?
6" MAX. FROM . L37.375" MAX. || STANDARD SILL BRACKET
CORNERS TYP. 0.C. TYP. INSTALLATION
ALTERNATE CONTINUOUS
6" MAX. FROM 0" MAX. REMODEL SILL CLIP
CORNERS TYP. - - 0.C.TYP.
PLAN VIEW

ANCHOR LAYOUT

1.
2.

3.

NOTES:

SEE SHEET 6 FOR RAIL, STILE, FRAME DEPTH, & INFILL PANEL OPTIONS.

ALTERNATE SHAPES & PANEL CONFIGURATIONS ARE QUALIFIED, SEE SHEET 3, SUCH THAT MAX. O.A.

PANEL DIMENSIONS ARE NOT EXCEEDED.
PANELS SHALL UTILIZE THE FOLLOWING HARDWARE:
A. MINIMUM THREE (3) BUTT HINGES PER PANEL.

B. STAINLESS STEEL 3-POINT LOCK & DEADBOLT OR STANDARD LATCH & DEADBOLT (ACTIVE & SINGLE
DOOR PANELS ONLY).

C. MANUAL FLUSH BOLTS @ TOP & BOTTOM (PASSIVE PANELS ONLY).
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QUALIFIED CONFIGURATIONS

NOTE:

SINGLE RECTANGULAR PANELS SHOWN ONLY. ALL PANEL TYPES SHOWN ARE
QUALIFIED FOR ROUND/ARCH/SPRINGLINE/ELLIPTICAL/GOTHIC AND DOUBLE DOOR
CONFIGURATIONS SUCH THAT MAX. O.A. PANEL DIMENSIONS ARE NOT EXCEEDED.

NOTE:

CUSTOM PANEL DESIGNS ARE AVAILABLE AND
QUALIFIED IN BOTH OPAQUE OR GLASS LITE
PANELS.
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#8 SELF-TAPPING SCREW
INSTALLATION ANCHOR

18 GA. MIN METAL STUD
FRAMING BY OTHERS
SHEATHING

BY OTHERS

EXTERIOR FINISH
BY OTHERS

PERIMETER SEALANT

BY OTHERS ..o
O.A. DOOR
HEIGHT
EXTERIOR
EXTERIOR
O.A. DOOR
HEIGHT

INTERIOR

VERTICAL SECTION

CONCRETE/ MASONRY BY OTHERS

SEALANT BETWEEN
CONCRETE/ MASONRY & 2X
WOOD BUCK BY OTHERS

1/2" MIN
CONCRETE/ MASONRY BY OTHERS

EDGE DISTANCE

3 THREADS MIN.
— PENETRATION BEYOND
METAL STRUCTURE

1/4" MAX.
SHIM SPACE

[\~ SEE TYP. GLAZING
DETAIL, SEE SHEET 8

METAL STUD FRAME
OPERABLE HEAD - THROUGH FRAME

NOTE:
SEE SHEET 6 FOR
PRODUCT OPTIONS

SEE TYP. GLAZING

PERIMETER SEALANT

2X WOOD BUCK
BY OTHERS

EXTERIOR FINISH
BY OTHERS

BY OTHERS

(2) #8 WOOD SCREW
INSTALLATION ACHOR
PER STRAP

3/4" MIN

11/2" MIN
EMBEDMENT

1/4" MAX.
SHIM SPACE

]

O.A. DOOR
HEIGHT

EXTERIOR

INTERIOR

[\~ SEE TYP. GLAZING

DETAIL, SEE SHEET 8

/C\ VERTICAL SECTION

\4/

LE==!

INTERIOR

/  DETAIL, SEE SHEET 8

NOTE:

APPLY (3) CONTINUOUS 3/8" BEADS
OF SEALANT ALONG SILL PLATE OR
RO, FULL LENGTH, SPACED AT 1/4",
11/4", AND 4 1/4" FROM EXTERIOR
EDGE. APPLY LIBERAL AMOUNT OF
SEALANT IN BOTTOM CORNERS

OF RO.

2X WOOD BUCK

FIXED HEAD - THROUGH STRAP

SEE TYP. GLAZING
DETAIL, SEE SHEET 8

_~—

EXTERIOR

PERIMETER SEALANT
BY OTHERS

CONCRETE/MASONRY
BY OTHERS

(2) 3/16" ITW TAPCONS

PER SILL CLIP THROUGH
OUTER HOLES

e 2427 MiN

7 <

EDGE DISTANCE

1/4" MAX.
SHIM SPACE

11/4"MIN. |
EMBEDMENT

/B VERTICAL SECTION

\4/

CONCRETE/MASONRY
OPERABLE SILL - THROUGH CLIP

PERIMETER SEALANT _/
BY OTHERS
EXTERIOR FINISH

BY OTHERS

2X WOOD BUCK
BY OTHERS

CONCRETE/ MASONRY BY OTHERS
SEALANT BETWEEN
CONCRETE/ MASONRY & 2X
WOOD BUCK BY OTHERS

O.A. DOOR
HEIGHT

INTERIOR
#8 WOOD SCREW THROUGH

CONTINUOUS REPLACEMENT SILL

CLIP
1/4" MAX.

SHIM SPACE

f 11/2" MIN
EMBEDMENT

3/4" MIN

EDGE DISTANCE

f

VERTICAL SECTION

2X WOOD BUCK/WOOD SUB-FLOOR
FIXED SILL - THROUGH REPLACEMENT CLIP

EDGE DISTANCE

ANDERSED

100 FOURTH AVE NORTH
BAYPORT, MN 55003-1096

PH: (651) 264-5150 FX: (651) 264-5485

o J

% = £ =
T2 = g
N & sgent
as O3"35%
S22 o Z2Tg3f
Sxg 3 035252
EQ Q 2333
s § Qeagcy
SoN @ £::2fz¢
S8z @© [ N-F- R
§\> 3:' — 5 §
ST © S8
ZQZ = .. ”
S€£0 « >

STz Y |2

5 < a

~ w

= o

[l a

REMARKS BY | DATE

5TH FBC CODE CHANGE| SM §.22.15

|6TH FBC CODE CHANGH HR B.15.17

7TH FBC CODE CHANGE SR B.27.20

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
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DOCUMENTS FOR USE WITH THIS DOCUMENT.
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11/2" MIN. EMBEDMENT —=| |—

11/4" MIN. EMBEDMENT

1/4" MAX. 1/4" MAX. |
SHIM SPACE SEE TYP. GLAZING SHIM SPACE |
t R INTERIOR DETAIL, SEE SHEET 8 INTERIOR Ry - W t
3/4" MIN. L ] o s 2172" MIN,
EDGE DISTANCE = "3 ~ 1 (] “» 3.7 EDGE DISTANCE
i ' ) ) e | g . d B ‘..... i
#8 WOOD SCREW —~ d — 3/16" ITW TAPCON
INSTALLATION ANCHOR i 1 INSTALLATION ANCHOR
SEALANT BETWEEN ' SEALANT BETWEEN
CONCRETE/ MASONRY & 2X CONCRETE/ MASONRY & 1X
WOODBUCKBYOTHERS 47 L~ YWV 1 [ | [ Lirs| *, WOOD BUCK BY OTHERS
CONCRETE/MASONRY BY OTHERS CONCRETE/MASONRY BY OTHERS
2X WOOD BUCK ST 1X WOOD BUCK BY OTHERS
BY OTHERS EXTERIOR EXTERIOR (OPTIONAL)
EXTERIOR FINISH - - EXTERIOR FINISH
BY OTHERS 0.A. DOOR O.A. DOOR BY OTHERS
PERIMETER SEALANT WIDTH WIDTH PERIMETER SEALANT
BY OTHERS BY OTHERS
\5/ 2X WOOD BUCK \5/ OPERABLE ASTRAGAL \5/ 1X BUCK TO CONCRETE/MASONRY
OPERABLE HINGE JAMB - THROUGH FRAME OPERABLE LOCK JAMB - THROUGH FRAME
11/4" MIN.
NOTE:
EMBEDMENT 'SEE SHEET 6 FOR
" ) PRODUCT OPTIONS 1/4" MAX
T . [——
* R J SHIM SPACE 3 THREADS MIN.
E . - PENETRATION BEYOND
21/2" MIN. el 1/4" MAX. METAL STRUCTURE
EDGE DISTANCE 1o SHIM SPACE
N SEE TYP. GLAZING —
f S INTERIOR DETAILSEE SHEET 8 INTERIOR l
o . . 1/2" MIN.
= - - ] EDGE DISTANCE
(1) 3/16" ITW TAPCON y
INSTALLATION ANCHOR
PER STRAP (2) #8 SELF-TAPPING SCREW
SEALANT BETWEEN ~ 'P'\g?#ﬁl'o” ANCHOR
CONCRETE/ MASONRY & 1X
WOOD BUCK BY OTHERS 18 GA. MIN. METAL
CONCRETE/MASONRY BY OTHERS STUD FRAMING BY OTHERS
SHEATHING
1X WOOD BUCK BY OTHERS BY OTHERS
(OPTIONAL) EXTERIOR EXTERIOR EXTERIOR FINISH
EXTERE';(\?%?'_':'E';'; BY OTHERS
WIDTH WIDTH BY OTHERS
BY OTHERS
1X BUCK TO CONCRETE/MASONRY FIXED ASTRAGAL METAL STUD FRAME

\5/

FIXED JAMB - THROUGH STRAP

\5/

S/

FIXED JAMB - THROUGH STRAP
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1.75" MIN. SLAB
THICKNESS

-

5.75"
RAIL
HEIGHT

LINEAL

1.75" MIN. SLAB
THICKNESS

-

5.75"
RAIL
HEIGHT

ARCHTOP

1.75" MIN. SLAB
THICKNESS

|

4.75"
RAIL
HEIGHT

|

SPRINGLINE

7K\ VERTICAL SECTION

\6/

1.75" MIN. SLAB
THICKNESS

TOP RAIL OPTIONS

9ll
RAIL
HEIGHT

LINEAL, ARCHTOP, & SPRINGLINE

/N VERTICAL SECTION

\6/

BOTTOM RAIL OPTIONS

4.57"
FRAME DEPTH >I

6.57" FRAME DEPTH

R

/T VERTICAL SECTION

\6/

$

FRAME DEPTH OPTIONS

$

2" PANEL 1.75" MIN. SLAB
THICKNESS THICKNESS
RAISED PANEL
1" PANEL 1.75" MIN. SLAB
THICKNESS THICKNESS
FLAT PANEL ?
/ON\HORIZONTAL SECTION

\6/

PANEL OPTIONS

$

3.875"
’< STILE WIDTH

1.75" MIN. SLAB
THICKNESS 1
|
4.75"
STILE WIDTH _’I
1.75" MIN. SLAB
THICKNESS 1
1 | -
4.75"
STILE WIDTH _’I
1.75" MIN. SLAB SPRINGLINE
THICKNESS ONLY
/NNHORIZONTAL SECTION

\6/

[

STILE OPTIONS

2.875"
STILE =
WIDTH

#

1.75" MIN. SLAB

THICKNESS

?
$

1.75" MIN. SLAB

THICKNESS

f

/P HORIZONTAL SECTION

\6/

INTERMEDIATE STILE/RAIL OPTIONS
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S5mm

GLASS STOP = PF1008

0.744" —=—f  |=—

3mm

GLASS STOP = PF1755
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GLASS STOP = PF1011

0.122" —>||<—
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GLASS STOP = PF1011
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6mm

GLASS STOP = PF1008
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0.807" ——I |<—

e
]
2
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4dmm

GLASS STOP = PF1008

0.225" —>| |<—

emm

GLASS STOP = PF1011

0.154" ——I |<—

4dmm

GLASS STOP = PF1011

STANDARD GLAZING

1-3/4" SLAB
THICKNESS

0.994" ——I |<—
=T

3mm

GLASS STOP = PF1008

STANDARD DECORATIVE GLAZING

0.870" —>| |<—

izl
)

N

n

5mm

GLASS STOP = PF1483

GLASS STOP = PF1011

0.185"

5mm

GLASS STOP = PF1758

0.122" —>||<—

3mm

GLASS STOP = PF1758

-
P

0.949"

0.807"

0.225"

0.154"
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A———

6mm

GLASS STOP = PF1483

~

]

V.2
e |

4dmm

GLASS STOP = PF1011
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GLASS STOP = PF1758

T

dmm

GLASS STOP = PF1758

STANDARD GLAZING
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5mm

GLASS STOP = PF1755
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THICKNESS
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[iitinmi]
V22222)

)

emm
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o
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4mm
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STANDARD DECORATIVE GLAZING
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0.122"

0.744"
0.500"
0.122"

0.895"
0.090"
0.250"
0.185"

TYPEA

0.154"

TYPEB

0.185"

0.807"
0.500"

0.154"

1.014"
0.090"
0.250"
0.225"

45

TYPEU

0.334"

0.090"
0.122"

0.706"
0.090"
0.250"
0.122"

123

TYPEF

4

0.460" 0.539"
0.090" 0.090"
0.185" 0.225"

TYPE G

0.801"

0.090"

0.250"

0.154"

1.120"
0.749"
0.185"

1-1/4" BRAD NAILS 2"

0.334"
0.090"
0.225" 0.122"
TYPEC TYPED TYPEE
0.870" 0.949"
0.500" 0.500" —
0.185" 0.225"
TYPE K TYPEL
0.994" 1.057"
0.750" 0.750"
0.122" 0.154"
TYPE 2D TYPE ZE
3/4" O.A. TYP.
SILICONE

GLAZING NOTES:

1. GLASS TYPE & THICKNESS SHALL COMPLY WITH ASTM
E1300 REQUIREMENTS AS WELL AS APPLICABLE SAFETY
GLAZING REQUIREMENTS PER THE FBC. TEMPER AND
SAFETY GLAZING REQUIREMENTS SHALL BE REVIEWED ON

A SITE SPECIFIC BASIS.

2. SETTING BLOCK DUROMETER HARDNESS OF 70-90 (SHORE
A) AS REFERENCED IN FBC CHAPTER 24.

3. SETTING BLOCKS TO BE LOCATED AT 1/4 SPAN LENGTH
FOR GLASS WIDER THAN 36" AS PER FBC CHAPTER 24.

4. D.L.O. AND DESIGN PRESSURES MAY NOT EXCEED MAX
VALUES SHOWN IN DESIGN PRESSURE TABLE ON SHEET 1.

INTERIOR
1/2" MIN. TYP.

BACKBEDDING

GLASS BITE

|

FROM CORNERS & 8"
O.C. THEREAFTER

EXTERIOR

7/16" X 1/2" STAPLES SPACED 2"
FROM CORNERS AND 12" O.C.
THEREAFTER

TYP. GLAZING DETAIL

TYPE ZF

TYPEH

TYPE 2G

GLASS OPTIONS
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#8 X 1-1/4" SCREWS
SPACED 2" FROM ENDS AND
8-10" O.C. THEREAFTER

EXTERIOR
/ U
< | —]_ ~
T W ]
INTERIOR
/@ \HORIZONTAL SECTION

w DIRECT GLAZED SIDELITE TO 4-9/16" DOOR
JAMB-TO-JAMB MULLION

#8 X 1-1/4" SCREWS
SPACED 2" FROM ENDS AND
8-10" O.C. THEREAFTER

EXTERIOR
N
i e
e
i
INTERIOR
/T \HORIZONTAL SECTION

w DIRECT GLAZED SIDELITE TO 6-9/16" DOOR
JAMB-TO-JAMB MULLION

#8 X 2" SCREWS

SPACED 2" FROM ENDS AND

8-10" O.C. THEREAFTER
EXTERIOR

\

il

INTERIOR

HORIZONTAL SECTION

#8 X 1-1/4" SCREWS
SPACED 2" FROM ENDS AND
8-10" O.C. THEREAFTER

#8 X 2" SCREWS

SPACED 2" FROM ENDS AND

8-10" O.C. THEREAFTER

#8 X 1-1/4" SCREWS
SPACED 2" FROM ENDS AND
8-10" O.C. THEREAFTER

EXTERIOR
ql
o 7]
i h IL ~
[

i

T
[111]

DIRECT GLAZED SIDELITE TO 4-9/16" DOOR
3/4" LVL TYPE A MULLION

#8 X 2" SCREWS

SPACED 2" FROM ENDS AND
8-10" O.C. THEREAFTER
‘\ XTERIOR
~ q B +~
INTERIOR
U\ HORIZONTAL SECTION

NOTE:
3/4" LVL MULLIONS
ARE UNCLIPPED.

INTERIOR

/S \HORIZONTAL SECTION

DIRECT GLAZED SIDELITE TO 6-9/16" DOOR
3/4" LVL TYPE A MULLION

#8 X 1-1/4" SCREWS
SPACED 2" FROM ENDS AND
8-10" O.C. THEREAFTER

#8 X 2" SCREWS

SPACED 2" FROM ENDS AND
8-10" O.C. THEREAFTER

\9/ DIRECT GLAZED SIDELITE TO 4-9/16" DOOR

3/4" LVL TYPE B MULLION

#8 X 1-1/4" SCREWS
SPACED 2" FROM ENDS AND
8-10" O.C. THEREAFTER

EXTERIOR

S)

<

q T

——

=

INTERIOR

V" HORIZONTAL SECTION

\9/ DIRECT GLAZED SIDELITE TO 6-9/16" DOOR

3/4" LVL TYPE B MULLION
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EXTERIOR

-~

#8 X 1-1/4" SCREWS

SPACED 2" FROM ENDS AND
/8-10" O.C. THEREAFTER

N

EXTERIOR INTERIOR

B

A
r

W\ VERTICAL SECTION

\l(ymksa GLAZED TRANSOM TO 4-9/16" DOOR
JAMB-TO-JAMB MULLION

#8 X 1-1/4" SCREWS
/_SPACED 2" FROM ENDS AND

/ 8-10" O.C. THEREAFTER

INTERIOR

.
WA
LI

7Y\ VERTICAL SECTION

\19/D|RECT GLAZED TRANSOM TO 6-9/16" DOOR
JAMB-TO-JAMB MULLION

#8 X 2" SCREWS
SPACED 2" FROM ENDS AND
8-10" O.C. THEREAFTER

EXTERIOR INTERIOR

e
i

A
r

/X VERTICAL SECTION

\l(ymRECT GLAZED TRANSOM TO 4-9/16" DOOR

3/4" LVL MULLION
NOTE:

3/4" LVL MULLIONS
' ARE UNCLIPPED.

#8 X 2" SCREWS
SPACED 2" FROM ENDS AND
8-10" O.C. THEREAFTER

EXTERIOR INTERIOR

~

/27 VERTICAL SECTION

\l(yDIRECT GLAZED TRANSOM TO 6-9/16" DOOR
3/4" LVL MULLION
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DRILLAND 'C' SINK FOR A —

#8 FH SCREW. TYP. 3

FOR 3/4" LVL MULL ASSEMBLIES

4.500

3.000

r I:I I:I
i

1.000

Al

4-9/16" 'T' MULLION - SECTION 'D'

DRILLAND 'C' SINK FOR A —

#8 FH SCREW. TYP. 3

CROSS MULLION - SECTION ‘A’

6.625

3.500

a ||-$H
i
i
1L

1.250

Ll

6-9/16" 'T' MULLION - SECTION 'D'

DRILL AND 'C' SINK FOR A

/

#8 FH SCREW. TYP. 3 ’\

r

‘T' MULLION - SECTION 'C'

'T" MULLION - SECTION 'B'

=%

s o =

&
il

r

CROSS BRACKET
PN - 113569

$- Da-

CROSS OR "T" BRACKET FASTENER
#8 X 1" FASTENERS (PN-001667)

-@—-’Eﬁm—

‘T' LVL MULLION FASTENER (SEE DETAIL'D')
#8 X 2-1/2" FASTENERS (PN-000257)

& ¢ & &

&
&

il

r

‘T' BRACKET
PN - 113570

NOTE:
ON CROSS MULLIONS THE LVL MULL COMPONENT RUNS
CONTINUOUS FOR THE COMPOSITE HEIGHT (MAXIMUM 10'-0").
THE OTHER MULLED ARE ASSEMBLED FIRST AND THEN MULLED
OVERALL.

ELEVATION N.T.S.
(AS VIEWED FROM INTERIOR)

NOTE:

ON 'T" MULLIONS, THE LVL MULL COMPONENT IS CONTINUOUS ON
THE UNIT WHERE THE MULLION RUNS THE FULL WIDTH OR HEIGHT

OF THE COMPOSITE (MAXIMUM 10-0").

©

©

ELEVATION N.T.S.
(AS VIEWED FROM INTERIOR)
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(

Lo
#8 X 3/4"'F.H','P.D'., SMS SCREW
(PN-105813)

T

#8X 2-1/2" 'F.H.,'S.Q.' LOW ROOT SCREW

(PN-000257)
REQUIRED FASTENERS

I?

1

VINYL MULL END CAP
PN-114025

NOTE:
COVER ENTIRE END OF MULLION WITH

SILICONE (AREA SHOWN) BEFORE ADDING

GUSSET PLATE, NAIL FIN & FLASHING.

SILICONE SEALANT - DETAIL A

NOTE:

COVER ENTIRE END OF MULLION WITH SILICONE (AREA SHOWN)
BEFORE ADDING GUSSET PLATE, NAIL FIN & FLASHING.

THE A-SERIES VINYL MULL END CAP IS APPLIED TO THE HEAD
AND SIDE JAMBS OF ALL VERTICAL AND HORIZONTAL MULLIONS

—TO BOTH ENDS OF THE MULL.

SIN 2

i

LINEAL MULL END CAP - DETAILB

Z22 7772727727272 22 222227272222222222727)
AT IIIIIITIIIIIIIIIIIITIITIITIIIITI I T I I T I TZT |

AN

CURVED MULL VINYL FLASHING - DETAILC

HE 3/4" JOINING FLASHING IS ONLY APPLIED TO THE HEAD OF
THE MULLION WHEN THE A-SERIES END CAP CAN NOT BE USED.
PEEL OFF THE ADHESIVE 3M VHB TAPE BACKING AND APPLY
THE RIGID PORTION OF THE VINYL FLASHING TO THE EXTERIOR
CLADDING AREA OF MULL JOINT AS SHOWN, CENTERED ON MULL.
THE FLEXIBLE VINYL PORTION ON THE FLASHING IS FOLDED UP

AGAINST THE NAIL FIN.

COMPLETELY SEAL OVER THE END OF EACH

MULLION WITH SILICONE. (REF. DETAIL A)
THEN ADD THE APPROPRIATE MULL END
CAP. (REF. DETAIL B OR C)

NOTE:
NAIL FIN RUNS CONTINUOUS ACROSS
THE MULL JOINT.

REF: DETAIL 'B' FOR
END CAP INSTALLATIQY.

VINYL FLASHING

APPLY A 1/16" @ BEAD OF
SILICONE AROUND PERIMETER
OF THE CAP AS SHOWN

SILICONE APPLICATION DETAIL PRIORTO

FASTEN GUSSET TO JAMB W|ﬁ=ﬂé< 3/4"
SCREWS, TYP. (8) (PN-105813)

COMPLETELY SEAL OVER THE

[ \J
FASTEN GUSSET TO JOINING STRIP WITH

#8 X 2-1/2" SCREWS, TYP. (2) (PN-000257)

LINEAL VERTICAL & HORIZONTAL JAMB MULLING - SECTION A

POSITION LINEAL GUSSET PLATE IN THE FRAME REBATE GROOVES CENTERED OVER THE MULLION
USE GUSSET PN-113547 FOR LINEAL HEAD & JAMB MULLING ATTACH USING SPECIFIED FASTENER METHODS.

NOTE:
NAIL FIN RUNS CONTINUOUS ACROSS
THE MULL JOINT.

END OF EACH MULLION WITH

A-SERIES MULLION END CAP APPLICATION

FASTEN GUSSET TO JAMB WITH
#8 X 3/4" SCREWS, TYP.

SILICONE. (REF. DETAIL A)

THEN ADD THE VINYL FLASHING.
(REF. DETAIL B OR C)

REF: DETAIL'C' FOR
FLASHING INSTALLATION.

FRAME REBATE

GROOVES T\ e

SIS

(8) (PN-105813)  T——u_—

= o
il

ELEVATIONS N.T.S.

(AS VIEWED FROM INTERIOR)

I
FASTEN GUSSET TO JOINING STRIP WITH _%

#8 X 2-1/2" SCREWS, TYP. (2) (PN-000257)

CURVED HEAD JAMB MULLING - SECTION B

POSITION CURVED HEAD GUSSET PLATE IN THE FRAME REBATE GROOVES CENTERED OVER
THE MULLION USE GUSSET PN-113548 FOR CURVED HEAD MULLING ATTACH USING
SPECIFIED FASTENER METHODS.

ANPEnoEn

100 FOURTH AVE NORTH
BAYPORT, MN 55003-1096

PH: (651) 264-5150 FX: (651) 264-5485
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REMARKS BY | DATE

5TH FBC CODE CHANGE| SM #.22.15

|6TH FBC CODE CHANGE| HR B.15.17

7TH FBC CODE CHANGH SR B.27.20

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC]
JAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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NOTE:

Lans NAIL FIN RUNS CONTINUOUS ACROSS
#8X 3/4" 'F.H', 'P.D'., SMS SCREW THE MULLJOINT. 4
| ] (PN-105813) COMPLETELY SEAL OVER THE END OF EACH ANDERSEN
_ MULLION WITH SILICONE. (REF. DETAIL A) , . WINDOWS & DoORS
D=m———— THEN ADD THE VINYL FLEXIBLE MULLION n ARSE-IFI-I\I%EII\/I-\S”I_' A?_LFAQFEJN 100 FOURTH AVE NORTH
#8X 2-1/2"'F.H.,'S.Q.' LOW ROOT SCREW FLASHING (REF. DETAIL B) ‘ o s m O rss
(PN-000257) : : oonzer oonzer
REQUIRED FASTENERS | ( @:m:@ \ | 2 U
==l o -
—| % =3 S < m\ bl 3 ) :
Q0§ &ogiese
FLEXIBLE VINYL FLASHING SR SEFERS
REF: PF2588 i _$_ _$_ _$_ S % 9 o éé%gg
| e K s £ giill]
NOTE: — — § LZD < o 9 83 g
: 2 S 93
COVER ENTIRE END OF MULLION WITH & & S s I 2 S & s
SILICONE (AREA SHOWN) BEFORE ADDING sSS 3 |z @
GUSSET PLATE, NAIL FIN & FLASHING. S € 3 |o
[ N < o
FASTEN GUSSET TO JMWH #8 X 3/4" #';A)S(EE’;' g“ss(sj;\xg J%:';”NZG SJI\F:'SOV(\)’E;' i <
SCREWS, TYP. (8) (PN-105813) i » TYP. (2) (PN- ) E =
LINEAL VERTICAL & HORIZONTAL JAMB MULLING - SECTION A
REMARKS BY | DATE
SILICONE SEALANT - DETAIL A POSITION LINEAL GUSSET PLATE IN THE FRAME REBATE GROOVES CENTERED OVER THE MULLION 5TH FBC CODE CHANGE) SM 1.22.15
USE GUSSET PN-113547 FOR LINEAL HEAD & JAMB MULLING ATTACH USING SPECIFIED FASTENER METHODS. [6TH FBC CODE CHANGH HR B.15.17
NOTE: 7TH FBC CODE CHANGH SR B.27.20
COVER ENTIRE END OF MULLION WITH SILICONE
NOTE:
(AREA SHOWEL?LEFFRIR; /:PA'DS'SIESUSSET PLATE, COMPLETELY SEAL OVER THE END OF EACH NAIL FIN RUNS CONTINUOUS ACROSS T RO ST AT e RIBES HERE AR CENERT
' MULLION WITH SILICONE. (REF. DETAIL A) THE MULL JOINT. REF: DETAIL 'B' FOR i 1t STE CONDITIONS CALSE INSTALLATION 70 DEVIATE|
THEN ADD THE VINYL FLEXIBLE MULLION FLASHING INSTALLATION. R CINEER O ARCHICECT SHALL PREPARE Sl SPEQIIC_
FLASHING (REF. DETAIL B) Y\_ DOCUMENTS FOR USE WITH THIS DOCUMENT.
I \l I
CUT LINEAL LENGTH OF FLASHING LONG ENOUGH SO AS TO PROVIDE | Lo |||/ |
A MIN. OF 3" ON EITHER SIDE OF MULL JOINT. REF. SK3632 e e
PEEL OFF THE ADHESIVE 3M VHB TAPE BACKING AND APPLY _
THE RIGID PORTION OF THE VINYL FLASHING TO THE EXTERIOR
CLADDING AREA OF MULL JOINT AS SHOWN, CENTERED ON MULL. FRAME REBATE
THE FLEXIBLE VINYL PORTION ON THE FLASHING IS FOLDED UP GROOVES N3\ L @ &
AGAINST THE NAIL FIN. — — —
A A T
S FASTEN GUSSET TO JAMB WITH &
3.000 | L 3000 #8 X 3/4" SCREWS, TYP ||||||| Y, 8 $® \\\
o (8) (PN-105813) i ] 2 AR KRS, P.E AN
EUING DROSEI I
FASTEN GUSSET TO JOINING STRIP WITH CURVED HEAD JAMB MULLING - SECTION B 398 £ DANIA BEACH BLD. 4 338
%////%V///// ' #8 X 2-1/2" SCREWSI TYP (2) (PN-000257) FBPE CERT. OF AUTHO.RIZATION No. 29578

IIIIIIIIIIIIIIIIIIIIIIS.
I ITIIIIIIIIIITITIIIIIS.

IITIIIIIIIIIITITIII |

" FL24175
pATE: (08.15.17

POSITION CURVED HEAD GUSSET PLATE IN THE FRAME REBATE GROOVES DWG. BY: CHK. BY:
CENTERED OVER THE MULLION USE GUSSET PN-113548 FOR CURVED HEAD H R H F N

.

MULLING ATTACH USING SPECIFIED FASTENER METHODS.

é I é
< k>

|11 scate: ~ NTS
I ows.#. AWD149
SHEET:
CURVED MULL VINYL FLASHING - DETAILA ELEVATIONS N.T.S. 1 3

(AS VIEWED FROM INTERIOR)
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ONE-WAY MULLION CONFIGURATIONS (VERTICAL OR HORIZONTAL)
JAMB TO JAMB MULLIONS WITH 4-9/16" FRAMES

L - Mull W - Tributary Width (in)
Length (in)|  18.0 21.0 24.0 27.0 30.0 33.0 36.0 42.0 48.0 54.0 60.0 66.0 72.0 MULL SPAN
24.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 (L)
30.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0
36.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0
42.0 150.0 150.0 142.6 133.4 126.7 122.0 118.8 116.4 116.4 116.4 116.4 116.4 116.4 @7 $
48.0 146.2 130.3 118.8 110.2 103.7 98.7 95.0 90.5 89.1 89.1 89.1 89.1 89.1 10 npn
54.0 126.7 112.4 101.8 93.9 87.7 82.9 79.2 74.1 71.3 70.4 70.4 70.4 70.4
60.0 111.8 98.7 89.1 81.8 76.0 715 67.9 61.2 57.0 54.6 53.8 53.8 53.8
66.0 100.0 87.7 77.6 69.8 63.7 58.8 54.8 49.0 45.0 42.4 40.9 40.4 40.4 vZ
72.0 84.9 73.3 64.7 58.1 52.9 48.7 453 40.1 36.5 34.1 32.4 31.5 31.2 "
78.0 72.1 62.2 54.8 49.2 447 411 38.1 33.6 30.4 28.1 26.4 25.4 247
84.0 60.5 52.3 46.1 413 37.6 34.6 32.1 28.2 25.5 235 22.1 21.0 20.2
90.0 49.1 42.3 37.3 33.4 30.4 27.9 25.8 22.7 20.4 18.7 17.5 16.5 15.9 /<
96.0 40.4 34.8 30.6 27.4 24.9 228 21.1 18.5 16.6 15.1 - - - "B"
NOTE: /
1) MULLION CHART APPLIES TO TYPICAL MULLION ASSEMBLIES ON SHEET 9 AND 10. Y
2) MULLION CHART APPLIES TO STACK & RIBBON CONFIGURATIONS SUCH AS SHOWN IN
ELEVATIONS A & B AT RIGHT. /
3) DESIGN PRESSURE VALUES ARE POSITIVE AND NEGATIVE IN PSF.
4) MAXIMUM DEFLECTION HAS BEEN LIMITED TO L/175.
5) DESIGN PRESSURE OF ASSEMBLY SHALL BE LIMITED TO THE LESSER DESIGN PRESSURE OF THE
MULLION OR THE INDIVIDUAL WINDOW/DOOR OF INSTALLATION. ELEVATION B
6) ADJACENT WINDOWS SHALL BE FASTENED TO THE ROUGH OPENING WITH ADDITIONAL TRIBUTARY WIDTH = W = (A+B)/2
ANCHORS IN ACCORDANCE WITH APPLICABLE DETAILS ON SHEET 21 AND 22.
7) MULLION TABLE ABOVE APPLIES TO ASSEMBLIES CONSISTING OF DIRECT SET TRANSOM, SASH
SET TRANSOM, SIDELITES, & ENTRY DOOR UNITS.
| — IlAlI |IB|I
MULL SPAN /N
(L) % x 9/
— w —]
ELEVATION A

TRIBUTARY WIDTH = W = (A+B)/2

=
l

-

ANDERSEN

WINDOWS & DOORS

100 FOURTH AVE NORTH
BAYPORT, MN 55003-1096

PH: (651) 264-5150 FX: (651) 264-5485

3 J o
O =Z 3 c
20O E g
IO( mmrgoowg
QA0S w Qgales
eas I Ozodsg
o>z 2 czoa3s
SES £ | SEEii:
Q= Z OQzagddy
AN o 2 IS¢ x3
goY = =z2z=ags
Os T = [a =3 i
§§> =) oo ° w
S=X = 58 =
=2=z > . ®
=z < @
S0 >
STz =2 @
S = 0 o
< z |z .
.. (@] <
w a

w
= [~
F a
REMARKS BY | DATE

5TH FBC CODE CHANGE| SM §.22.15

|6TH FBC CODE CHANGE| HR B.15.17

7TH FBC CODE CHANGH SR B.27.20

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC]
JAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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ONE-WAY MULLION CONFIGURATIONS (VERTICAL OR HORIZONTAL)
3/4" LVL SPREAD MULLIONS (TYPE A & B) WITH 4-9/16" FRAMES

L - Mull W - Tributary Width (in)
Length (in)|  18.0 21.0 24.0 27.0 30.0 33.0 36.0 42.0 48.0 54.0 60.0 66.0 72.0 MULLSPAN | _
24.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 (L)
30.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0
36.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0
42.0 150.0 150.0 142.6 133.4 126.7 122.0 118.8 116.4 116.4 116.4 116.4 116.4 116.4 1Xo *
48.0 146.2 130.3 118.8 110.2 103.7 98.7 95.0 90.5 89.1 89.1 89.1 89.1 89.1 "A"
54.0 126.7 112.4 101.8 93.9 87.7 82.9 79.2 74.1 71.3 70.4 70.4 70.4 70.4
60.0 111.8 98.7 89.1 81.8 76.0 71.5 67.9 62.7 59.4 57.6 57.0 57.0 57.0
66.0 100.0 88.1 79.2 72.4 67.1 62.8 59.4 54.3 50.9 48.7 47.5 471 471
72.0 90.5 79.5 71.3 65.0 60.0 56.0 52.8 47.9 446 422 40.7 39.9 39.6 "w
78.0 82.6 72.4 64.8 58.9 54.3 50.6 475 42.9 39.6 37.3 356 34.3 33.4
84.0 76.0 66.5 59.4 53.9 49.6 46.1 43.2 38.6 347 31.9 29.8 28.3 27.3
90.0 70.4 61.5 54.8 49.4 44.8 41.1 38.0 33.2 29.8 27.2 25.3 23.9 22.9 /
96.0 64.0 55.1 48.4 433 39.2 35.9 332 28.9 259 235 21.8 20.5 19.4 B
NOTE: /
1) MULLION CHART APPLIES TO TYPICAL MULLION ASSEMBLIES ON SHEET 9 AND 10. Vs
2) MULLION CHART APPLIES TO STACK & RIBBON CONFIGURATIONS SUCH AS SHOWN IN
ELEVATIONS A & B AT RIGHT. /
3) DESIGN PRESSURE VALUES ARE POSITIVE AND NEGATIVE IN PSF.
4) MAXIMUM DEFLECTION HAS BEEN LIMITED TO L/175.
5) DESIGN PRESSURE OF ASSEMBLY SHALL BE LIMITED TO THE LESSER DESIGN PRESSURE OF THE
MULLION OR THE INDIVIDUAL WINDOW/DOOR OF INSTALLATION. ELEVATION B
6) ADJACENT WINDOWS SHALL BE FASTENED TO THE ROUGH OPENING WITH ADDITIONAL TRIBUTARY WIDTH = W = (A+B)/2
ANCHORS IN ACCORDANCE WITH DETAILS ON APPLICABLE SHEET 21 AND 22.
7) MULLION TABLE ABOVE APPLIES TO ASSEMBLIES CONSISTING OF DIRECT SET TRANSOM, SASH
SET TRANSOM, SIDELITES, & ENTRY DOOR UNITS.
| — IIAII IIBII
MULL SPAN 2
4% l \ 9 /
— w —
ELEVATION A

TRIBUTARY WIDTH = W = (A+B)/2

ANDERSEN

WINDOWS & DOORS

100 FOURTH AVE NORTH
BAYPORT, MN 55003-1096

PH: (651) 264-5150 FX: (651) 264-5485

DANIA BEACH, FL 33004
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

BUILDING DROPS, INC.

PREPARED BY:

INSWING ENTRY DOOR
(NON-HVHZ)(NON-IMPACT)
398 E. DANIA BEACH BLVD., STE. 338

ONE-WAY MULLION TABLE

TITLE: ALUMINUM CLAD WOOD HINGED

REMARKS BY | DATE

5TH FBC CODE CHANGE| SM §.22.15

|6TH FBC CODE CHANGE| HR B.15.17

7TH FBC CODE CHANGH SR B.27.20

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC]
JAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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s

ONE-WAY MULLION CONFIGURATIONS (VERTICAL OR HORIZONTAL)

JAMB TO JAMB MULLIONS WITH 6-9/16" FRAMES

iy b
i ) |
WINDOWS & DOORS
100 FOURTH AVE NORTH
BAYPORT, MN 55003-1096
PH: (651) 264-5150 FX: (651) 264-5485
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STz 4 |2
3 ~ z [a)
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< o o
4] =
o w
= [~
|l a
REMARKS BY | DATE

5TH FBC CODE CHANGE SM }.22.15

|6TH FBC CODE CHANGH HR B.15.17

7TH FBC CODE CHANGH SR B.27.20

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

S,
A TS
BN BROPSt ING
398 E. DANIA BEACH BLWD. # 338

DANIA BEACH, FL 33004
FBPE CERT. OF AUTHORIZATION No. 29578

" FL24175
pATE: (08.15.17

L - Mull W - Tributary Width (in)
Length (in)|  18.0 21.0 24.0 27.0 30.0 33.0 36.0 42.0 48.0 54.0 60.0 66.0 MULL SPAN
24.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 ] (L) —
30.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0
36.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0
42.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 @7 f
48.0 150.0 150.0 150.0 150.0 150.0 148.1 142.6 135.8 133.7 133.7 133.7 133.7 10 ugn
54.0 150.0 150.0 150.0 140.8 131.6 124.4 118.8 111.1 106.9 105.6 105.6 105.6
60.0 150.0 148.1 133.7 122.6 114.0 107.3 101.4 91.4 85.1 815 80.4 80.4
66.0 150.0 130.9 115.8 104.2 95.1 87.8 81.9 73.1 67.1 63.3 61.1 60.4 5%4
72.0 126.7 100.4 96.6 86.7 79.0 72.7 67.6 59.9 54.6 50.8 48.4 47.0 G
78.0 107.6 2.8 81.8 73.4 66.7 61.3 56.8 50.1 453 41.9 395 37.8
84.0 9.5 79.8 70.3 62.9 571 524 485 426 38.3 352 329 31.3
90.0 80.5 69.3 61.0 54.6 49.5 453 41.9 36.7 32.9 30.0 27.9 26.4 /<
96.0 70.6 60.8 53.4 47.8 433 396 36.6 31.9 28.5 26.0 24.0 22.6 "
NOTE: V.
1) MULLION CHART APPLIES TO TYPICAL MULLION ASSEMBLIES ON SHEET 9 AND 10.
2) MULLION CHART APPLIES TO STACK & RIBBON CONFIGURATIONS SUCH AS SHOWN IN /
ELEVATIONS A & B AT RIGHT.
3) DESIGN PRESSURE VALUES ARE POSITIVE AND NEGATIVE IN PSF.
4) MAXIMUM DEFLECTION HAS BEEN LIMITED TO L/175.
5) DESIGN PRESSURE OF ASSEMBLY SHALL BE LIMITED TO THE LESSER DESIGN PRESSURE OF THE ELEVATION B
MULLION OR THE INDIVIDUAL WINDOW/DOOR OF INSTALLATION. TRIBUTARY WIDTH = W = (A+B)/2
6) ADJACENT WINDOWS SHALL BE FASTENED TO THE ROUGH OPENING WITH ADDITIONAL
ANCHORS IN ACCORDANCE WITH APPLICABLE DETAILS ON SHEET 21 AND 22.
7) MULLION TABLE ABOVE APPLIES TO ASSEMBLIES CONSISTING OF DIRECT SET TRANSOM, SASH
SET TRANSOM, SIDELITES, & ENTRY DOOR UNITS.
| — IIAII IIBII
MULL SPAN &
1A
— w —
ELEVATION A

TRIBUTARY WIDTH = W = (A+B)/2

DWG. BY: CHK. BY:
HR HFN

SCALE: NTS

ows.#: AWD149

SHEET:
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ONE-WAY MULLION CONFIGURATIONS (VERTICAL OR HORIZONTAL)

3/4" LVL SPREAD MULLIONS (TYPE A & B) WITH 6-9/16" FRAMES

L - Mull W - Tributary Width (in)
Length (in)|  18.0 21.0 24.0 27.0 30.0 33.0 36.0 42.0 48.0 54.0 60.0 66.0 . 'V'ULLLSPAN -
24.0 150.0 | 150.0 | 1500 | 150.0 | 150.0 | 150.0 150.0 150.0 | 1500 | 1500 | 1500 | 1500 (L)
30.0 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 150.0 150.0 | 150.0 | 150.0 | 1500 | 1500
36.0 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 150.0 150.0 | 150.0 | 150.0 | 1500 | 150.0
42.0 150.0 | 1500 | 1500 | 1500 | 150.0 | 150.0 150.0 150.0 | 1500 | 1500 | 1500 | 1500 120 }
48.0 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 148.1 142.6 135.8 | 133.7 | 1337 | 1337 | 1337 "A"
54.0 150.0 | 150.0 | 150.0 | 140.8 | 1316 | 124.4 118.8 111.1 106.9 | 1056 | 1056 | 105.6
60.0 150.0 | 1481 1337 | 1226 | 1140 | 107.3 101.8 94.0 89 1 86.4 855 855
66.0 150.0 | 132.1 118.8 | 1086 | 100.6 94.3 89.1 81.5 76.4 73.1 713 70.7
72.0 1358 | 1192 | 106.9 975 90.0 84.1 79.2 71.9 66.8 63.4 61.1 59.8 "W
78.0 1240 | 1086 972 88.4 815 75.9 71.3 64.3 59.4 55.9 535 51.8
84.0 114.0 99.8 89.1 80.9 74.4 69.1 64.8 58.2 535 50.0 475 457
90.0 105.6 922 822 745 68.4 63.5 59.4 53 1 486 453 428 409 %
96.0 98.3 85.8 76.4 69.1 63.4 58.7 54.8 48.9 446 413 38.9 37.0 B
NOTE: /
1) MULLION CHART APPLIES TO TYPICAL MULLION ASSEMBLIES ON SHEET 9 AND 10. Vs
2) MULLION CHART APPLIES TO STACK & RIBBON CONFIGURATIONS SUCH AS SHOWN IN
ELEVATIONS A & B AT RIGHT. /
3) DESIGN PRESSURE VALUES ARE POSITIVE AND NEGATIVE IN PSF.
4) MAXIMUM DEFLECTION HAS BEEN LIMITED TO L/175.
5) DESIGN PRESSURE OF ASSEMBLY SHALL BE LIMITED TO THE LESSER DESIGN PRESSURE OF THE ELEVATION B
MULLION OR THE INDIVIDUAL WINDOW/DOOR OF INSTALLATION. = T
6) ADJACENT WINDOWS SHALL BE FASTENED TO THE ROUGH OPENING WITH ADDITIONAL TRIBUTARY WIDTH = W = (A+B)/2
ANCHORS IN ACCORDANCE WITH APPLICABLE DETAILS 21 AND 22.
7) MULLION TABLE ABOVE APPLIES TO ASSEMBLIES CONSISTING OF DIRECT SET TRANSOM, SASH
SET TRANSOM, SIDELITES, & ENTRY DOOR UNITS.
||A|| IIBII
MULL SPAN EU
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TWO-WAY MULLION CONFIGURATIONS (VERTICAL OR HORIZONTAL)

3/4" LVL SPREAD MULLIONS (TYPE A & B) WITH 4-9/16" FRAMES

IIBII

IIAII

L - Mull W - Tributary Width (in)
Length (in)|  78.0 21.0 24.0 27.0 30.0 33.0 36.0 42.0 48.0 54.0 60.0 66.0 72.0
240 | 1500 | 1500 | 1500 | 1500 | 1500 | 1500 | 1500 | 1500 | 1500 | 150.0 | 1426 | 1206 | 1188
30.0 | 1500 | 1500 | 1500 | 1500 | 1500 | 1500 | 1500 | 1500 | 1426 | 1267 | 1140 | 1037 | 95.0
36.0 | 1500 | 1500 | 1500 | 1500 | 1500 | 1500 | 1500 | 1358 | 1188 | 1056 | 950 86.4 79.2
420 | 1500 | 1500 | 1500 | 1500 | 1500 | 1481 | 1358 | 1164 | 101.8 | 905 815 74.1 67.9
480 | 1500 | 1500 | 1500 | 1500 | 1426 | 1296 | 1188 | 101.8 | 89.1 79.2 713 64.8 59.4
540 | 1500 | 1500 | 1498 | 1332 | 1199 | 1090 | 999 856 74.9 66.6 59.9 545 49.9
60.0 1500 | 1387 | 1214 | 1079 97.1 88.3 80.9 69.4 60.7 539 486 44.1 405 MULL SPAN
66.0 | 1337 | 1146 | 1003 | 892 802 73.0 66.9 57.3 50.2 44.6 40.1 365 33.4 (L)
720 | 1124 | 923 84.3 749 67.4 613 56.2 482 42.1 375 337 30.7 28.1
78.0 9.8 821 71.8 63.8 575 522 47.9 41.0 35.9 31.9 28.7 26.1 23.9
84.0 826 708 619 550 495 450 413 35.4 31.0 275 24.8 25 20.6
90.0 71.9 61.7 53.9 48.0 432 39.2 36.0 30.8 27.0 24.0 216 19.6 18.0
96.0 63.2 542 47.4 42.1 379 345 316 271 237 211 19.0 17.2 15.8
102.0 56.0 48.0 42.0 373 336 305 28.0 24.0 21.0 18.7 16.8 15.3 ;
108.0 49.9 428 375 333 300 272 250 214 18.7 16.6 - ; ;
114.0 44.8 38.4 336 299 26.9 245 2.4 19.2 16.8 ; - ; ;
120.0 405 347 303 27.0 243 221 202 17.3 15.2 ; - - - |
126.0 %7 306 26.8 238 214 195 17.9 15.3 - - - - - '
132.0 311 26.6 233 207 18.7 17.0 15.5 - - - - - -
NOTE:
1) MULLION CHART APPLIES TO TYPICAL MULLION ASSEMBLIES FOUND ON SHEET 9 AND 10.
2) MULLION CHART APPLIES TO "TWO-WAY" MULLIONS OR 'X' OR 'T' MULLION
CONFIGURATIONS SUCH AS SHOWN IN ELEVATIONS C, D & E AT RIGHT.
3) DESIGN PRESSURE VALUES ARE POSITIVE AND NEGATIVE IN PSF.
4) MAXIMUM DEFLECTION HAS BEEN LIMITED TO L/175.
5) DESIGN PRESSURE OF ASSEMBLY SHALL BE LIMITED TO THE LESSER DESIGN PRESSURE OF THE MULL SPAN
MULLION OR THE INDIVIDUAL WINDOW/DOOR OF INSTALLATION. )
6) ADJACENT WINDOWS SHALL BE FASTENED TO THE ROUGH OPENING WITH ADDITIONAL
ANCHORS IN ACCORDANCE WITH APPLICABLE DETAILS ON SHEET 21 AND 22.
7) MULLION TABLE ABOVE APPLIES TO ASSEMBLIES CONSISTING OF DIRECT SET TRANSOM, SASH
SET TRANSOM, SIDELITES, & ENTRY DOOR UNITS. ~ !
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TWO-WAY MULLION CONFIGURATIONS (VERTICAL OR HORIZONTAL)
JAMB TO JAMB MULLIONS WITH 6-9/16" FRAMES

IIAII IIBII

P

L - Mull W - Tributary Width (in)
Length (in)| 18,0 21.0 24.0 27.0 30.0 33.0 36.0 42.0 48.0 54.0 60.0 66.0 72.0
24.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0
30.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 142.6
36.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 142.6 129.6 118.8
42.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 136.7 121.5 109.3 99.4 91.1
48.0 150.0 150.0 150.0 150.0 150.0 150.0 139.5 119.6 104.6 93.0 83.7 76.1 69.7
54.0 150.0 150.0 150.0 147.0 132.3 120.2 110.2 94.5 82.7 735 66.1 60.1 55.1
60.0 150.0 150.0 133.9 119.0 107.1 97.4 89.3 76.5 67.0 59.5 53.6 48.7 44.6 MULL SPAN
66.0 147.6 126.5 110.7 98.4 88.5 80.5 73.8 63.2 55.3 49.2 443 40.2 36.9 (L)
72.0 124.0 106.3 93.0 82.7 74.4 67.6 62.0 53.1 46.5 4.3 37.2 33.8 31.0
78.0 105.7 90.6 79.2 70.4 63.4 57.6 52.8 453 39.6 35.2 31.7 28.8 26.4
84.0 91.1 78.1 68.3 60.7 54.7 49.7 456 39.0 34.2 30.4 27.3 24.8 22.8
90.0 79.4 68.0 59.5 52.9 476 433 39.7 34.0 29.8 26.5 23.8 21.6 19.8
96.0 69.7 59.8 52.3 465 41.8 38.0 34.9 29.9 26.2 23.2 20.9 19.0 17.4
102.0 61.8 53.0 46.3 41.2 37.1 33.7 30.9 26.5 23.2 20.6 18.5 16.9 15.4
108.0 55.1 472 413 36.7 33.1 30.1 27.6 23.6 20.7 18.4 16.5 15.0 -
114.0 495 424 37.1 33.0 29.7 27.0 247 21.2 18.5 16.5 - - -
120.0 446 38.3 335 29.8 26.8 24.3 223 19.1 16.7 - - - -
126.0 405 34.7 30.4 27.0 24.3 22.1 20.2 17.4 15.2 - - - -
132.0 36.3 31.1 27.2 24.2 21.8 19.8 18.1 15.5 - - - - -
NOTE:
1) MULLION CHART APPLIES TO TYPICAL MULLION ASSEMBLIES FOUND ON SHEET 9 AND 10.
2) MULLION CHART APPLIES TO "TWO-WAY" MULLIONS OR 'X' OR 'T' MULLION
CONFIGURATIONS SUCH AS SHOWN IN ELEVATIONS C, D & E AT RIGHT.
3) DESIGN PRESSURE VALUES ARE POSITIVE AND NEGATIVE IN PSF.
4) MAXIMUM DEFLECTION HAS BEEN LIMITED TO L/175.
5) DESIGN PRESSURE OF ASSEMBLY SHALL BE LIMITED TO THE LESSER DESIGN PRESSURE OF THE
MULLION OR THE INDIVIDUAL WINDOW/DOOR OF INSTALLATION. MULL SPAN
6) ADJACENT WINDOWS SHALL BE FASTENED TO THE ROUGH OPENING WITH ADDITIONAL (L)
ANCHORS IN ACCORDANCE WITH APPLICABLE DETAILS ON SHEET 21 AND 22.
7) MULLION TABLE ABOVE APPLIES TO ASSEMBLIES CONSISTING OF DIRECT SET TRANSOM, SASH
SET TRANSOM, SIDELITES, & ENTRY DOOR UNITS.
Y }
_ 10 "
>4 K
oy 2
%
1 % -
AN /
AN /
AN /
ELEVATION E

TRIBUTARY WIDTH = W = (A+B)/2

ELEVATION C
TRIBUTARY WIDTH = W = (A+B)/2

MULL SPAN
(L)

|——

- !
7
%
%/
AN /
AN /
AN /
ELEVATION D

TRIBUTARY WIDTH = W = (A+B)/2

ANDERSEN

WINDOWS & DOORS

100 FOURTH AVE NORTH
BAYPORT, MN 55003-1096

PH: (651) 264-5150 FX: (651) 264-5485

INSWING ENTRY DOOR
(NON-HVHZ)(NON-IMPACT)
BUILDING DROPS, INC.
398 E. DANIA BEACH BLVD., STE. 338
DANIA BEACH, FL 33004
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

TWO-WAY MULLION TABLE

TITLE: ALUMINUM CLAD WOOD HINGED

PREPARED BY:

REMARKS BY | DATE

5TH FBC CODE CHANGE SM }.22.15

|6TH FBC CODE CHANGE| HR B.15.17

7TH FBC CODE CHANGH SR B.27.20

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

AR Nk o
TRATREC
398 E. DANIA BEACH BLVD. # 338

DANIA BEACH, FL 33004
FBPE CERT. OF AUTHORIZATION No. 29578

U FL24175
pATE: (08.15.17

DWG. BY: CHK. BY:

HR HEN

SCALE: NTS

owe.# AWD149

19

OF 22)



AutoCAD SHX Text
HERMES F. NORERO, P.E. FLORIDA P.E. No 73778 BUILDING DROPS, INC 398 E. DANIA BEACH BLVD. # 338 DANIA BEACH, FL 33004 FBPE CERT. OF AUTHORIZATION No. 29578


10/7/2020 1:09 PM

s:\projects\andersen windows\cc-20-0224 - code change - fbc 2020 (version 7) code change\revisions\fl24175\dwgs\24175.1\awd149.dwg

-~

TWO-WAY MULLION CONFIGURATIONS (VERTICAL OR HORIZONTAL)

"A" "B ————=]
3/4" LVL SPREAD MULLIONS WITH 6-9/16" FRAMES
L - Mull W - Tributary Width (in)
Length (i) 18.0 21.0 24.0 21.0 30.0 33.0 36.0 42.0 48.0 54.0 60.0 66.0 72.0
240 | 1500 | 1500 | 1500 | 1500 | 150.0 | 150.0 | 150.0 | 1500 | 1500 | 1500 | 1500 | 150.0 | 150.0
300 | 1500 | 1500 | 150.0 | 1500 | 1500 | 1500 | 1500 | 150.0 | 150.0 | 1500 | 150.0 | 1500 | 1426
36.0 | 1500 | 1500 | 150.0 | 1500 | 1500 | 1500 | 1500 | 150.0 | 150.0 | 1500 | 1426 | 1296 | 1188
420 | 1500 | 1500 | 150.0 | 1500 | 1500 | 1500 | 1500 | 150.0 | 150.0 | 1358 | 1222 | 1111 | 1018
480 | 1500 | 1500 | 150.0 | 1500 | 1500 | 1500 | 1500 | 1500 | 1337 | 1188 | 1069 | e72 | 8. N\ TN
540 | 1500 | 1500 | 1500 | 1500 | 150.0 | 150.0 | 1500 | 1358 | 1188 | 1056 | 950 | 864 | 792 % AN o/
600 | 1500 | 1500 | 1500 | 150.0 | 1500 | 1500 | 1426 | 1222 | 1069 | 950 | 85 | 778 | 713 MULL SPAN \ v
66.0 | 1500 | 1500 | 1500 | 1500 | 1452 | 1320 | 121.0 | 1037 | 907 | 806 | 726 | 660 | 605 9
720 | 1500 | 1500 | 1500 | 1355 | 1220 | 110.9 | 101.6 | 87.1 762 | 678 | 610 | 554 | 508 g x v
780 | 1500 | 1485 | 1209 | 1155 | 1039 | 945 | 866 | 742 | 650 | 507 | 520 | 472 | 433
840 | 1493 | 1280 | 1120 | 996 | 896 | 815 | 747 | 640 | 560 | 498 | 448 | 407 | 373 /
900 | 1301 | 1115 | o976 | 87 | 781 710 | 650 | 558 | 488 | 434 | 390 | 355 | 325 /
96.0 | 1143 | 980 | 88 | 762 | 686 | 624 | 572 | 490 | 429 | 381 343 | 312 | 286 % V.
1020 | 1013 | 868 | 760 | 675 | 608 | 552 | 506 | 434 | 380 | 338 | 304 | 216 | 253
1080 | 903 | 774 | 678 | 602 | 542 | 493 | 452 | 387 | 339 | 301 271 | 246 | 226 2,
1140 | 811 695 | 608 | 541 487 | 442 | 405 | 348 | 304 | 270 | 243 | 221 | 203
1200 | 732 | 627 | 549 | 488 | 439 | 309 | 366 | 314 | 274 | 244 | 220 | 200 | 183 | |
1260 | 664 | 569 | 498 | 443 | 398 | 362 | 332 | 284 | 249 | 221 19.9 | 181 16.6 ! w !
1320 | 605 | 518 | 454 | 403 | 363 | 330 | 302 | 259 | 227 | 202 | 181 165 | 151 ELEVATION C
TRIBUTARY WIDTH = W = (A+B)/2
NOTE:
1) MULLION CHART APPLIES TO TYPICAL MULLION ASSEMBLIES FOUND ON SHEET 9 AND 10.
2) MULLION CHART APPLIES TO "TWO-WAY" MULLIONS OR 'X' OR 'T' MULLION
CONFIGURATIONS SUCH AS SHOWN IN ELEVATIONS C, D & E AT RIGHT.
3) DESIGN PRESSURE VALUES ARE POSITIVE AND NEGATIVE IN PSF.
4) MAXIMUM DEFLECTION HAS BEEN LIMITED TO L/175.
5) DESIGN PRESSURE OF ASSEMBLY SHALL BE LIMITED TO THE LESSER DESIGN PRESSURE OF THE MULL SPAN MULLSPAN
MULLION OR THE INDIVIDUAL WINDOW/DOOR OF INSTALLATION. (L (L
6) ADJACENT WINDOWS SHALL BE FASTENED TO THE ROUGH OPENING WITH ADDITIONAL
ANCHORS IN ACCORDANCE WITH APPLICABLE DETAILS ON SHEET 21 AND 22.
7) MULLION TABLE ABOVE APPLIES TO ASSEMBLIES CONSISTING OF DIRECT SET TRANSOM, SASH
SET TRANSOM, SIDELITES, & ENTRY DOOR UNITS. z i z ]
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MULLION INSTALLATION NOTES:
1. FOR WOOD SUBSTRATES (MIN. S.G. = 0.55):
A. INSTALLATION CLIPS - USE (2) #12 WOOD SCREWS
PER CLIP OF SUFFICIENT LENGTH TO ACHIEVE MIN. 1
1/2" EMBEDMENT & 3/4" EDGE DISTANCE.
B. THROUGH FRAME - USE (1) #12 WOOD SCREW PER
LOCATION OF SUFFICIENT LENGTH TO ACHIEVE MIN.
11/2" EMBEDMENT & 3/4" EDGE DISTANCE.
C. STANDARD 5" SILL CLIP - USE (4) #12 WOOD SCREWS
PER CLIP OF SUFFICIENT LENGTH TO ACHIEVE MIN. 1
1/2" EMBEDMENT & 3/4" EDGE DISTANCE.
D. REMODEL SILL CLIP - USE (1) #12 WOOD SCREW PER
LOCATION OF SUFFICIENT LENGTH TO ACHIEVE MIN.
11/2" EMBEDMENT & 3/4" EDGE DISTANCE.

2. FOR CONCRETE (MIN. F'c = 3000 PSI) OR CMU BLOCK

(ASTM C90):

A. INSTALLATION CLIPS - USE (1) 3/16" ITW TAPCON
SCREW PER CLIP OF SUFFICIENT LENGTH TO ACHIEVE
MIN. 1 1/4" EMBEDMENT & 2 1/2" EDGE DISTANCE.

B. THROUGH FRAME - USE (1) 3/16" ITW TAPCON
SCREW PER LOCATION OF SUFFICIENT LENGTH TO
ACHIEVE MIN. 1 1/4" EMBEDMENT & 2 1/2" EDGE
DISTANCE.

C. STANDARD 5" SILL CLIP - USE (2) 3/16" ITW TAPCON
SCREW PER CLIP OF SUFFICIENT LENGTH TO ACHIEVE
MIN. 1 1/4" EMBEDMENT & 2 1/2" EDGE DISTANCE.

D. REMODEL SILL CLIP - USE (1) 3/16" ITW TAPCON
SCREW PER LOCATION OF SUFFICIENT LENGTH TO
ACHIEVE MIN. 1 1/4" EMBEDMENT & 2 1/2" EDGE
DISTANCE.

3. FOR STEEL SUBSTRATES (MIN. 18 GA. MIN. Fy = 33 KSI)

A. INSTALLATION CLIPS - USE (2) #12 TEK SCREW
SCREWS PER CLIP OF SUFFICIENT LENGTH TO
ACHIEVE MIN. 3 THREADS PENETRATION BEYOND
SUBSTRATE.

B. THROUGH FRAME - USE (1) #12 TEK SCREW SCREW
PER LOCATION OF SUFFICIENT LENGTH TO ACHIEVE
MIN. 3 THREADS PENETRATION BEYOND SUBSTRATE.

NOTE:

INSTALLATIONS SHOWN HEREIN

APPLY TO JAMB TO JAMB AND/OR

3/4" LVL SPREAD MULLION ASSEMBLIES.

- 3.00" 3.00" . 3.00" ¢ 3.00" . 3.00" 3.00" INSTALLATION ANCHOR, SEE
TYe. | TYP. ‘ TYP. TYP. TYP. TYP. MULLION INSTALLATION NOTES
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