NOTES:

1.
2.

3.

THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED TO COMPLY WITH
REQUIREMENTS OF THE FLORIDA BUILDING CODE.

WOOD FRAMING TO BE DESIGNED AND ANCHORED TO PROPERLY TRANSFER ALL LOADS TO
STRUCTURE. FRAMING IS THE RESPONSIBILITY OF THE ARCHITECT OR ENGINEER OF RECORD.
ALLOWABLE STRESS INCREASE OF 1/3 WAS NOT USED IN THE DESIGN OF THE PRODUCT
SHOWN HEREIN. WIND LOAD DURATION FACTOR Cd=1.6 WAS USED FOR WOOD ANCHOR
CALCULATIONS.

APPROVED IMPACT PROTECTIVE SYSTEM IS NOT REQUIRED FOR THIS PRODUCT IN WIND
BORNE DEBRIS REGIONS UP TO WIND ZONE 3.

DESIGN PRESSURE AND INSTALLATION DETAILS SHOWN IN THIS DOCUMENT APPLY ONLY TO
MULLION. DOORS AND TRANSOMS MUST BE APPROVED UNDER SEPARATE APPROVAL.
DESIGN PRESSURE OF MULLED UNIT SHALL BE CONTROLLED BY THE LESSER DESIGN
PRESSURE OF THE MULLION OR THE INDIVIDUAL DOOR AND TRANSOM UNIT.

REVISIONS

REV DESCRIPTION DATE APPROVED

ANCHORING NOTES:

1.

FOR ANCHORING INTO WOOD FRAMING OR 2X BUCK USE #12 WOOD SCREW WITH
SUFFICIENT LENGTH TO ACHIEVE A 1 3/8” MINIMUM EMBEDMENT. LOCATE ANCHORS AS
SHOWN IN INSTALLATION DETAILS.

FOR ANCHORING INTO CONCRETE USE 1/4” TAPCON WITH SUFFICIENT LENGTH TO ACHIEVE
A 1 1/4” MINIMUM EMBEDMENT WITH 1 1/2” MINIMUM EDGE DISTANCE. LOCATE ANCHORS
AS SHOWN IN INSTALLATION DETAILS.

FOR ANCHORING INTO METAL STRUCTURE USE #12 SMS OR SELF DRILLING SCREWS WITH
SUFFICIENT LENGTH TO ACHIEVE 3 THREADS MINIMUM BEYOND STRUCTURE INTERIOR WALL.
LOCATE ANCHORS AS SHOWN IN ELEVATIONS AND INSTALLATION DETAILS.

FOR ATTACHING DOOR AND TRANSOM FRAME TO MULLION USE #10 WOOD SCREWS WITH
SUFFICIENT LENGTH TO ACHIEVE A MINIMUM EMBEDMENT OF 1 3/8”. LOCATE SCREWS IN
ACCORDANCE WITH DOOR AND TRANSOM FRAME ANCHORING SCHEDULE AS SHOWN IN DOOR
AND TRANSOM FRAME SEPARATE APPROVAL.

ALL FASTENERS TO BE CORROSION RESISTANT.

INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH ANCHOR
MANUFACTURER’S INSTALLATION INSTRUCTIONS, AND ANCHORS SHALL NOT BE USED IN
SUBSTRATES WITH STRENGTHS LESS THAN THE MINIMUM STRENGTH SPECIFIED BELOW:

A. WOOD — MINIMUM SPECIFIC GRAVITY OF G=0.42

B. CONCRETE — MINIMUM COMPRESSIVE STRENGTH OF 3,200 PSI.

C. MASONRY — STRENGTH CONFORMANCE TO ASTM C—90, GRADE N, TYPE 1 (OR
GREATER).

D. METAL STRUCTURE: STEEL 18GA (.048”) FY=33KSI/FU=52KSI OR ALUMINUM 6063—T5
FU=30KSI 1/8” THICK MINIMUM

SIGNED: 09/02/2026

THE MUHLER COMPANY

630 SKYLARK DRIVE, SUITE U
NORTH CHARLESTON, SC 29407

WOOD HORIZONTAL
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REVISIONS

REV DESCRIPTION DATE APPROVED
37 3/4”
MAX. UNIT WIDTH
(MULLION SPAN)
1 X 4 MULLION |
/
TRANSOM
CHART #1 CHART#2 HEIGHT TRANSOM
Maximum design pressure capacity chart (psf) Maximum design pressure capacity chart (psf) /
Units with a transom height up to: 30" Units with a transom height of: 36" EEEe——
Design pressures are positive and negative Design pressures are positive and negative } /

Height (in) Unit width (in) Height (in) Unit width (in) BOTTOM BOTTOM
Door |Transom| 25.75(28.75|31.75 | 34.75 | 37.75 Door |Transom| 25.75 | 28.75 | 31.75 | 34.75 | 37.75 UNIT UNIT
80.0 30.0 | 120.0]120.0] 120.0] 120.0| 120.0 80.0 36.0 | 120.0]120.0]120.0| 120.0| 118.2 HEIGHT /
84.0 30.0 120.0| 120.0 | 120.0| 120.0 | 120.0 84.0 36.0 120.0 | 120.0| 120.0 | 120.0| 118.2 {
90.0 30.0 120.0| 120.0| 120.0 | 120.0| 120.0 90.0 36.0 120.0| 120.0 | 120.0 [ 120.0 | 118.2 f—— W1 —
96.0 30.0 120.0| 120.0] 120.0| 120.0] 120.0 96.0 36.0 120.0 | 120.0 | 120.0 | 120.0 | 118.2

IMPACT RATED UP TO WIND ZONE 3 IMPACT RATED UP TO WIND ZONE 3 SINGLE WITH TRANSOM
CONFIGURATION
DESIGN PRESSURE TABLE INSTRUCTIONS:
1 X6 MULLION, 5/4 X 6 MULLION, 2 X 4 MULLION, 1. DEFINE REQUIRED DESIGN LOAD PER
FLORIDA BUILDING CODE CHAPTER 16.
2X6 MULLION &2 X6 9/16 MULLION 2. DETERMINE MULLION SPAN BASED ON

PRODUCT TO BE INSTALLED.
3. LOCATE MULLION SPAN (UNIT WIDTH)

CHART#3 DOOR AND TRANSOM HEIGHT. AT THE

Maximum design pressure capacity chart (psf) INTERSECTION OF ROW AND COLUMN
Units with a transom height up to: 36" CONTAINING THE MULLION SPAN AND

Design pressures are positive and negative DOOR AND TRANSOM HEIGHT

Height (in) Unit width (in) RESPECTIVELY IS THE MULLION RATING

Door |Transom| 25.75|28.75| 31.75| 34.75 | 37.75 FOR PRODUCT IN' STEP 2. MULLION
- - - - - RATING MUST BE EQUAL OR GREATER

80.0 36.0 120.0] 120.0| 120.0| 120.0 | 120.0

THAN REQUIRED DESIGN PRESSURE

84.0 36.0 120.0 | 120.0 | 120.0 | 120.0 | 120.0 OBTAINED IN STEP 1.

90.0 36.0 120.0] 120.0| 120.0| 120.0 | 120.0
96.0 36.0 120.0] 120.0| 120.0| 120.0 | 120.0
IMPACT RATED UP TO WIND ZONE 3

SIGNED: 09/02/2026

THE MUHLER COMPANY

630 SKYLARK DRIVE, SUITE U
NORTH CHARLESTON, SC 29407

WOOD HORIZONTAL
MULLIONS
CHARTS FOR SINGLE DOOR WITH TRANSOM

DWG NO.
08-03152

DATE 08/14/17  [SHEET2  OF 13

L. ROBERTO LOMAS P.E. .
208 7th Ave, INDIALANTIC, FL 32903 Lu 'FSL RI\] Lo ”8‘2’ §1 Z'E'
434-688-0609  rllomas@Irlomaspe.com 0.:




REVISIONS

1 X 6 MULLION REV DESCRIPTION DATE APPROVED
CHART #4 CHART#5
Maximum design pressure capacity chart (psf) Maximum design pressure capacity chart (psf) .,
Units with transom height of: 18 in Units with transom height of: 24 in 75 1/2
Design pressures are positive and negative Design pressures are positive and negative —| MAX. UNIT WIDTH |——
Height (in) Span and Tributary width (in) Height (in) Span and Tributary width (in) (MULLION  SPAN)
51.50 | 57.50 | 63.50 | 69.50 | 75.50 51.50 | 57.50 | 63.50 | 69.50 | 75.50 I
Door |Transom| 25.75 | 28.75 | 31.75 | 34.75 | 37.75 Door [Transom| 25.75 | 28.75 | 31.75 [ 34.75 | 37.75 TRANSOM / /
80.00 | 1800 | 675 | 541 | 443 | 37.0 | 31.3 80.00 | 2400 | 642 | 51.4 | 420 | 350 | 29.6 HEIGHT TRA/WSOM
84.00 | 1800 | 649 [ 520 | 426 | 355 | 30.1 84.00 | 2400 | 618 | 49.4 | 404 | 337 | 285 '
90.00 | 18.00 | 612 | 491 | 402 | 335 | 284 90.00 | 24.00 | 585 | 46.8 | 383 | 31.9 | 27.0 e
96.00 | 18.00 | 580 | 465 | 381 | 31.8 | 26.9 96.00 | 24.00 | 555 | 444 | 364 | 303 | 256 / /
IMPACT RATED UP TO WIND ZONE 3 IMPACT RATED UP TO WIND ZONE 3 BOTTOM || soTTom | BOTTOM
UNIT UNIT UNIT
CHART #6 CHART #7 HEIGHT
Maximum design pressure capacity chart (psf) Maximum design pressure capacity chart (psf) l / /
Units with transom height of: 30 in Units with transom height of: 36 in
Design pressures are positive and negative Design pressures are positive and negative I‘_ W1 _’I‘_ w2 _’I
. . Span and Tributary width (in . . Span and Tributary width (in
Height (in) 5750 [57.50 ] 63.50 69,50( 7)5,50 Height (in) 5,_5o'° 57 50 63_50“’ 69_50( 7)5_50 DOUBLE DOOR WITH TRANSOM CONFIGURATION
Door |Transom| 25.75 | 28.75 | 31.75 | 34.75 | 37.75 Door |Transom| 25.75 | 28.75 | 31.75 | 34.75 | 37.75
80.00 30.00 61.6 49.1 40.1 33.4 | 28.2 80.00 36.00 59.6 473 38.5 320 | 27.0
84.00 | 30.00 | 594 | 47.4 | 387 | 322 | 27.2 84.00 | 36.00 | 576 | 457 | 37.2 | 30.9 | 26.1
90.00 | 30.00 { 503 | 449 | 367 1 0.5 | 258 90.00 | 36.00 | 547 | 434 | 354 | 294 | 248 DESIGN PRESSURE TABLE INSTRUCTIONS:
96.00 | 30.00 | 536 | 427 [ 349 | 291 | 246 96.00 | 36.00 | 521 | 414 [ 33.7 | 28.0 | 236 1. DEFINE REQUIRED DESIGN LOAD PER FLORIDA
IMPACT RATED UP TO WIND ZONE 3 IMPACT RATED UP TO WIND ZONE 3 BUILDING CODE CHAPTER 16.
2. DETERMINE TRIBUTARY WIDTH AND MULLION SPAN
BASED ON PRODUCT TO BE INSTALLED. SEE
FORMULA FOR TRIBUTARY WIDTH.
5/4 X 6 MULLION 3. LOCATE MULLION SPAN (UNIT WIDTH) AND DOOR
AND TRANSOM HEIGHT. AT THE INTERSECTION OF
ROW AND COLUMN CONTAINING THE MULLION SPAN

CHART#9

Maximum design pressure capacity chart (psf)
Units with transom height of: 24 in

AND DOOR AND TRANSOM HEIGHT RESPECTIVELY IS
THE MULLION RATING FOR PRODUCT IN STEP 2.
MULLION RATING MUST BE EQUAL OR GREATER

CHART #8
Maximum design pressure capacity chart (psf)

Units with transom height of: 18 in
Design pressures are pos:tlve_and nega_tlve _ Design pressures are pos:tlve_and nega_tlve _ THAN REQUIRED DESIGN PRESSURE OBTAINED IN
Height (in) Span and Tributary width (in) Height (in) Span and Tributary width (in) STEP 1.
51.50 | 57.50 | 63.50 | 69.50 | 75.50 51.50 | 57.50 | 63.50 | 69.50 | 75.50
Door |Transom| 25.75 | 28.75 | 31.75 | 34.75 | 37.75 Door [Transom| 25.75 | 28.75 | 31.75 | 34.75 | 37.75 Wi+ W2
80.00 | 18.00 | 90.0 | 721 | 591 | 49.3 | 41.7 80.00 | 24.00 | 856 | 685 | 56.0 | 46.7 | 395 TRIBUTARY WIDTH = 2
84.00 | 18.00 | 865 | 69.3 | 56.7 | 47.3 | 401 84.00 | 24.00 | 824 | 659 | 53.0 | 449 | 38.0
90.00 | 18.00 | 816 | 654 | 536 | 447 | 37.9 90.00 | 24.00 | 780 | 624 | 51.0 | 425 | 36.0
96.00 | 18.00 | 773 | 619 | 50.7 | 42.3 | 359 96.00 | 24.00 | 741 | 59.2 | 485 | 404 | 342
IMPACT RATED UP TO WIND ZONE 3 SIGNED: 09/02/2026

IMPACT RATED UP TO WIND ZONE 3

CHART#10

Maximum design pressure capacity chart (psf)

CHART #11

Maximum design pressure capacity chart (psf)
Units with transom height of: 36 in

THE MUHLER COMPANY

630 SKYLARK DRIVE, SUITE U
NORTH CHARLESTON, SC 29407

\ 2
. E R 7~
AV N &
=32 7 gTATE' OF
=020 .
S

Units with transom height of: 30 in
Design pressures are positive and negative Design pressures are positive and negative WOOD HORIZONTAL
Height (in) Span and Tributary width (in) Height (in) Span and Tributary width (in) MULLIONS
51.50 | 57.50 | 63.50 | 69.50 | 75.50 51.50 | 57.50 | 63.50 | 69.50 | 75.50 CHARTS FOR DOUBLE DOOR WITH TRANSOM
Door |Transom| 25.75 | 28.75 | 31.75 | 34.75 | 37.75 Door |[Transom| 25.75 | 28.75 | 31.75 | 34.75 | 37.75 SRAWN: owe No.
80.00 30.00 82.2 65.5 53.5 445 | 37.6 80.00 36.00 79.5 63.1 51.4 42.6 | 36.0 A.R. 08—-03152
84.00 30.00 79.2 63.1 51.5 429 | 36.2 84.00 36.00 76.7 60.9 49.6 41.2 | 34.7 SoAE e s
90.00 | 30.00 | 751 | 59.9 | 489 | 40.7 | 344 90.00 | 36.00 | 729 | 579 | 472 | 39.2 | 331 NTS 08/14/17 3 OF 13
96.00 30.00 71.4 57.0 | 46.5 38.7 | 32.8 96.00 36.00 69.4 55.2 | 45.0 373 | 315 L. ROBERTO LOMAS P.E. Luis R. Lomas P.E.
WPACT FATED UP 70 WIND ZONE 3 253k o LS FL Ko."83514

IMPACT RATED UP TO WIND ZONE 3



2X4 MULLION

CHART #12

Maximum design pressure capacity chart (psf)
Units with transom height of: 18 in

CHART #13

Maximum design pressure capacity chart (psf)

Units with transom height of: 24 in

Design pressures are positive and negative

Design pressures are positive and negative

Span and Tributary width (in)

Height (in
ght (i) 51.50 | 57.50 | 63.50 | 69.50 | 75.50

. - Span and Tributary width (in)
Heigh
eight (in) 51.50 | 57.50 | 63.50 | 69.50 | 75.50

Door |Transom| 25.75 | 28.75 | 31.75 | 34.75 | 37.75

Door |Transom| 25.75 | 28.75 | 31.75 | 34.75 | 37.75

80.00 18.00 65.6 52.5 | 43.0 35.9 | 28.9

80.00 24.00 62.4 49.9 40.8 340 | 27.2

84.00 18.00 63.0 50.5 | 41.3 345 | 27.8

84.00 24.00 60.0 48.0 39.3 32.7 | 26.3

90.00 18.00 59.5 47.6 39.0 326 | 26.4

90.00 24.00 56.8 45.4 37.2 31.0 | 25.0

96.00 18.00 56.3 45.1 37.0 30.8 | 25.2

96.00 24.00 53.9 43.1 35.3 29.4 | 23.9

IMPACT RATED UP TO WIND ZONE 3

CHART #14

Maximum design pressure capacity chart (psf)
Units with transom height of: 30 in

IMPACT RATED UP TO WIND ZONE 3

CHART #15

Maximum design pressure capacity chart (psf)
Units with transom height of: 36 in

Design pressures are positive and negative

Design pressures are positive and negative

Span and Tributary width (in)

Height (in) 15750 1 57.50 | 63.50 | 69.50 | 75.50

Span and Tributary width (in)

Height (in
ght (in) 51.50 | 57.50 | 63.50 | 69.50 | 75.50

Door |Transom| 25.75 | 28.75 | 31.75 | 34.75 | 37.75

Door |Transom| 25.75 | 28.75 | 31.75 | 34.75 | 37.75

80.00 30.00 59.8 47.7 38.9 324 | 257

80.00 36.00 57.9 46.0 37.4 311 | 24.6

84.00 30.00 57.7 46.0 37.5 31.2 | 249

84.00 36.00 55.9 44.4 36.1 30.0 | 23.8

90.00 30.00 54.7 43.6 35.6 20.7 | 23.8

90.00 36.00 53.1 42.2 34.4 28.5 | 22.8

96.00 30.00 52.0 415 | 33.9 28.2 | 22.8

96.00 36.00 50.6 40.2 32.7 272 | 21.8

IMPACT RATED UP TO WIND ZONE 3

IMPACT RATED UP TO WIND ZONE 3

2X 6 MULLION

CHART #16

Maximum design pressure capacity chart (psf)
Units with transom height of: 18 in

CHART #17

Maximum design pressure capacity chart (psf)
Units with transom height of: 24 in

Design pressures are positive and negative

Design pressures are positive and negative

Span and Tributary width (in)

Height (in
ght (in) 51.50 | 57.50 | 63.50 | 69.50 | 75.50

Span and Tributary width (in)

Height (i
eight (in) 51.50 | 57.50 | 63.50 | 69.50 | 75.50

Door |[Transom| 25.75 | 28.75 | 31.75 | 34.75 | 37.75

Door |Transom| 25.75 | 28.75 | 31.75 | 34.75 | 37.75

80.00 18.00 120.0 | 108.2 | 88.6 73.9 | 62.6

80.00 24.00 120.0 | 102.7 | 84.0 70.0 | 59.2

84.00 18.00 120.0 | 103.9 | 85.1 71.0 | 60.1

84.00 24.00 120.0 | 98.8 80.9 67.4 | 57.0

90.00 18.00 120.0 | 98.1 80.4 67.0 | 56.8

90.00 24.00 117.0 | 93.6 76.6 63.8 | 54.0

96.00 18.00 116.0 | 92.9 76.1 63.5 | 53.8

96.00 24.00 111.1 | 88.8 72.7 60.6 | 51.3

IMPACT RATED UP TO WIND ZONE 3

CHART #18

Maximum design pressure capacity chart (psf)
Units with transom height of: 30 in

IMPACT RATED UP TO WIND ZONE 3

CHART #19

Maximum design pressure capacity chart (psf)
Units with transom height of: 36 in

REVISIONS

REV DESCRIPTION DATE APPROVED

75 1/2”
—| MAX. UNIT WIDTH |—
(MULLION SPAN)

T
TRANSOM ||/ /
HEIGHT TRA}’SOM
J: |

RV

BOTTOM || soTTOM ||| BOTTOM

UNIT UNIT UNIT
HEIGHT

| A/
— w1 —f— w2 —]

DOUBLE DOOR WITH TRANSOM CONFIGURATION

DESIGN PRESSURE TABLE INSTRUCTIONS:

1. DEFINE REQUIRED DESIGN LOAD PER FLORIDA
BUILDING CODE CHAPTER 16.

2. DETERMINE TRIBUTARY WIDTH AND MULLION SPAN
BASED ON PRODUCT TO BE INSTALLED. SEE
FORMULA FOR TRIBUTARY WIDTH.

3. LOCATE MULLION SPAN (UNIT WIDTH) AND DOOR
AND TRANSOM HEIGHT. AT THE INTERSECTION OF
ROW AND COLUMN CONTAINING THE MULLION SPAN
AND DOOR AND TRANSOM HEIGHT RESPECTIVELY IS
THE MULLION RATING FOR PRODUCT IN STEP 2.
MULLION RATING MUST BE EQUAL OR GREATER
THAN REQUIRED DESIGN PRESSURE OBTAINED IN
STEP 1.

TRIBUTARY WIDTH = w

SIGNED: 09/02/2026

THE MUHLER COMPANY

630 SKYLARK DRIVE, SUITE U
NORTH CHARLESTON, SC 29407

Design pressures are positive and negative

Design pressures are positive and negative

Span and Tributary width (in)

Height (i
eight (in) 51.50 | 57.50 | 63.50 | 69.50 | 75.50

Span and Tributary width (in)

Height (in
ght (in) 51.50 | 57.50 | 63.50 | 69.50 | 75.50

Door ([Transom| 25.75 | 28.75 | 31.75 | 34.75 | 37.75

Door |Transom| 25.75 | 28.75 | 31.75 | 34.75 | 37.75

WOOD HORIZONTAL = *:.
MULLIONS >

CHARTS FOR DOUBLE DOOR WITH TRANSOM -—:U . STATE OF

80.00 30.00 120.0 | 98.2 80.2 66.7 | 56.4

80.00 36.00 119.3 | 94.7 77.0 63.9 | 54.0

84.00 30.00 118.8 | 94.7 77.3 64.3 | 54.4

84.00 36.00 115.1 | 914 74.4 61.8 | 52.1

DRAWN: DWG NO.
AR. 08-03152

90.00 30.00 112.6 | 89.8 73.4 61.0 | 51.6

90.00 36.00 109.3 | 86.9 70.7 58.7 | 49.6

SCAE NTS  [OA 08/14/17  [T4 OF 13

96.00 30.00 107.1 | 855 | 69.8 58.1 | 49.1

96.00 36.00 104.1 | 82.8 67.4 56.0 | 47.3

IMPACT RATED UP TO WIND ZONE 3

IMPACT RATED UP TO WIND ZONE 3

L. ROBERTO LOMAS P.E. .
208 7th Ave, INDIALANTIC, FL 32903 Lu 'FSL RI\] Lo ”8‘2’ §1 Z'E'
434-688-0609  rllomas@Irlomaspe.com 0.:



2X69/16 MULLION

CHART #20

Maximum design pressure capacity chart (psf)
Units with transom height of: 18 in

Design pressures are positive and negative

CHART #21

Maximum design pressure capacity chart (psf)
Units with transom height of: 24 in

Span and Tributary width (in)

Design pressures are positive and negative

Height (in
ight (in) 51.50 | 57.50 | 63.50 | 69.50 | 75.50

Door |Transom| 25.75 | 28.75 | 31.75 | 34.75 | 37.75

Height (in) Span and Tributary width (in)

51.50 | 57.50 | 63.50 | 69.50 | 75.50

80.00 18.00 120.0 | 120.0 | 120.0 | 105.2 | 89.1

Door |Transom| 25.75 | 28.75 | 31.75 | 34.75 | 37.75

84.00 18.00 120.0 | 120.0 [ 120.0 | 101.1 | 85.6

80.00 24.00 120.0 | 120.0 | 119.6 | 99.7 | 84.3

90.00 18.00 120.0 | 120.0 | 114.4 | 95.5 | 80.8

84.00 24.00 120.0 | 120.0 | 115.1 | 95.9 | 81.2

96.00 18.00 120.0 [ 120.0 [ 108.4 | 90.4 | 76.6

90.00 24.00 120.0 | 120.0 | 109.0 | 90.9 | 76.9

IMPACT RATED UP TO WIND ZONE 3

CHART #22

Maximum design pressure capacity chart (psf)
Units with transom height of: 30 in

96.00 24.00 120.0 | 120.0 | 103.5 | 86.3 | 73.0

Design pressures are positive and negative

IMPACT RATED UP TO WIND ZONE 3

CHART #23

Maximum design pressure capacity chart (psf)
Units with transom height of: 36 in

Height (in) Span and Tributary width (in)

Design pressures are positive and negative

51.50 | 57.50 | 63.50 | 69.50 | 75.50

Door |[Transom| 25.75 | 28.75 | 31.75 | 34.75 | 37.75

Height (in) Span and Tributary width (in)

51.50 | 57.50 | 63.50 | 69.50 | 75.50

80.00 30.00 120.0 | 120.0 | 114.2 | 95.0 | 80.3

Door |Transom| 25.75 | 28.75 | 31.75 | 34.75 | 37.75

84.00 30.00 120.0 | 120.0 | 110.1 | 91.6 | 77.4

80.00 36.00 120.0 | 120.0 | 109.7 | 91.1 [ 76.8

90.00 30.00 120.0 | 120.0 | 104.5 | 86.9 | 73.5

84.00 36.00 120.0 | 120.0 | 105.9 | 87.9 | 74.2

96.00 30.00 120.0 | 120.0 [ 99.4 82.7 | 69.9

90.00 36.00 120.0 | 120.0 | 100.7 | 83.7 | 70.6

IMPACT RATED UP TO WIND ZONE 3

96.00 36.00 120.0 | 117.9 | 96.0 79.8 | 67.3

IMPACT RATED UP TO WIND ZONE 3

REVISIONS

REV

DESCRIPTION DATE APPROVED

75 1/2”
—| MAX. UNIT WIDTH |—
(MULLION SPAN)

T
TRANSOM ||/ /
HEIGHT T’?A}’SOM

J

RV

BOTTOM || soTTOM ||| BOTTOM

UNIT UNIT UNIT
HEIGHT
| 1
l— Wi —— w2 —]

DOUBLE DOOR WITH TRANSOM CONFIGURATION

DESIGN PRESSURE TABLE INSTRUCTIONS:

1.
2.

DEFINE REQUIRED DESIGN LOAD PER FLORIDA
BUILDING CODE CHAPTER 16.

DETERMINE TRIBUTARY WIDTH AND MULLION SPAN
BASED ON PRODUCT TO BE INSTALLED. SEE
FORMULA FOR TRIBUTARY WIDTH.

LOCATE MULLION SPAN (UNIT WIDTH) AND DOOR
AND TRANSOM HEIGHT. AT THE INTERSECTION OF
ROW AND COLUMN CONTAINING THE MULLION SPAN
AND DOOR AND TRANSOM HEIGHT RESPECTIVELY IS
THE MULLION RATING FOR PRODUCT IN STEP 2.
MULLION RATING MUST BE EQUAL OR GREATER
THAN REQUIRED DESIGN PRESSURE OBTAINED IN
STEP 1.

TRIBUTARY WIDTH =

THE MUHLER COMPANY

630 SKYLARK DRIVE, SUITE U
NORTH CHARLESTON, SC 29407

WOOD HORIZONTAL
MULLIONS

CHARTS FOR DOUBLE DOOR WITH TRANSOM

DRAWN:
AR.

DWG NO.

08-03152

SCALE NTS

DATE 08/14/17  [SHEET5  OF 13

L. ROBERTO LOMAS P.E.
208 7th Ave, INDIALANTIC, FL 32903
rllomas@Irlomaspe.com

434-688-0609

Luis R. Lomas P.E.
FL No.: 62514



APPROVED CONFIGURATIONS: OXO/O, XXO/O, OXX/O, XXX/0O,

1 X6 HORIZONTAL MULLION

OXXO/O, OXXX/O, XXXO/O, XXXX/O

108" MAX. UNIT WIDTH

108" MAX. UNIT WIDTH

REVISIONS

REV

DESCRIPTION

DATE

APPROVED

(MULLION SPAN) (MULLION SPAN)
T I DESIGN PRESSURE TABLE INSTRUCTIONS:
TRANSOM / / TRANSOM / TRANSOM / 1. DEFINE REQUIRED DESIGN LOAD PER FLORIDA
HEIGHT TR7NSOM HEIGHT / BUILDING CODE CHAPTER 16.
v ' 2. DETERMINE MULLION SPAN BASED ON PRODUCT TO
— T SRSSES—Sm— BE INSTALLED.
| // / // | 3. LOCATE MULLION SPAN (UNIT WIDTH) AND DOOR
BotToM|l| BOTTOMI|| BOTTOM||| BOTTOM AND TRANSOM HEIGHT. AT THE INTERSECTION OF
BOTTOM || gorToMm || BOTTOM ||| BOTTOM BOTTOM UNIT UNIT UNIT UNIT ROW AND COLUMN CONTAINING THE MULLION SPAN
UNIT UNIT UNIT UNIT UNIT AND DOOR AND TRANSOM HEIGHT RESPECTIVELY IS
HEIGHT HEIGHT THE MULLION RATING FOR PRODUCT IN STEP 2.
l / / / l / / / / MULLION RATING MUST BE EQUAL OR GREATER
THAN REQUIRED DESIGN PRESSURE OBTAINED IN
STEP 1.
—— W1 w2 W3 — =~ W1 W2 W3 W4 —
SINGLE DOOR WITH SIDELITES AND DOUBLE DOOR WITH SIDELITES AND TRANSOM
TRANSOM CONFIGURATION CONFIGURATION
CHART #24 CHART #25
Design pressure for units with 18in transom (psf) Design pressure for units with 24in transom (psf)
Height (in) Horizontal Mullion Span (in) Height (in) Horizontal Mullion Span (in)
Door |Transom | 66.00 | 72.00 | 78.00 | 84.00 | 90.00 | 96.00 | 102.00 | 108.00 Door |Transom | 66.00 | 72.00 | 78.00 | 84.00 | 90.00 | 96.00 |102.00
80.00 18.00 40.8 34.3 29.2 252 219 19.3 171 15.2 80.00 24.00 38.5 323 27.5 23.7 20.7 18.2 16.1
84.00 18.00 39.2 32.9 281 24.2 211 18.5 16.4 - 84.00 24.00 37.0 31.1 26.5 229 19.9 17.5 15.5
88.00 18.00 37.7 31.7 27.0 233 20.3 17.8 15.8 - 88.00 24.00 35.7 30.0 25.6 22.0 19.2 16.9 -
92.00 18.00 36.4 30.6 26.0 224 19.6 17.2 15.2 - 92.00 24.00 345 29.0 24.7 21.3 18.5 16.3 -
96.00 18.00 35.1 29.5 251 21.7 18.9 16.6 - - 96.00 24.00 33.3 28.0 23.9 20.6 17.9 15.8 -
IMPACT RATED UP TO WIND ZONE 3 IMPACT RATED UP TO WIND ZONE 3
CHART #26 CHART #27
Design pressure for units with 30in transom (psf) Design pressure for units with 36in transom (psf)
Height (in) Horizontal Mullion Span (in) Height (in) Horizontal Mullion Span (in)
Door |Transom | 66.00 | 72.00 | 78.00 | 84.00 | 90.00 | 96.00 Door |Transom | 66.00 | 72.00 | 78.00 | 84.00 | 90.00 | 96.00 .
80.00 30.00 36.4 30.6 26.0 224 19.6 17.2 80.00 36.00 345 29.0 24.7 21.3 18.5 16.3 SIGNED: 09/02/2026
84.00 30.00 35.1 29.5 251 21.7 18.9 16.6 84.00 36.00 333 28.0 239 20.6 17.9 15.8
88.00 30.00 339 28.5 243 20.9 18.2 16.0 88.00 36.00 32.3 271 23.1 19.9 17.3 15.2 THE MUHLER COMPANY
92.00 | 30.00 | 328 | 275 | 235 | 202 | 176 | 155 92.00 | 3600 | 312 | 263 | 224 | 193 | 168 - 630 SKYLARK DRIVE, SUITE U
96.00 | 30.00 | 317 | 267 | 227 | 196 | 171 | 150 96.00 | 36.00 | 303 | 255 | 217 | 187 | 163 - NORTH CHARLESTON, SC 29407

IMPACT RATED UP TO WIND ZONE 3 IMPACT RATED UP TO WIND ZONE 3

WOOD HORIZONTAL
MULLIONS
SINGLE/DOUBLE DOOR W/SIDELITES & TRANSOM

DRAWN:
AR.
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APPROVED CONFIGURATIONS: OXO/O, XXO/O, OXX/O, XXX/0O,

5/4 X 6 HORIZONTAL MULLION

OXXO/O, OXXX/O, XXXO/O, XXXX/O

108" MAX. UNIT WIDTH

108" MAX. UNIT WIDTH

REVISIONS

REV

DESCRIPTION

DATE

APPROVED

(MULLION SPAN) (MULLION SPAN)
T i DESIGN PRESSURE TABLE INSTRUCTIONS:
TRANSOM || / / TRANSOM || / TRANSOM /[ 1. DEFINE REQUIRED DESIGN LOAD PER FLORIDA
HEICHT TRANSOM HEIGHT / BUILDING CODE CHAPTER 16.
Y 1 2. DETERMINE MULLION SPAN BASED ON PRODUCT TO
— T L —————— BE INSTALLED.
| // / // | 3. LOCATE MULLION SPAN (UNIT WIDTH) AND DOOR
BotToM|l| BOTTOMI|| BOTTOM||| BOTTOM AND TRANSOM HEIGHT. AT THE INTERSECTION OF
BOTTOM || gorToMm || BOTTOM ||| BOTTOM BOTTOM UNIT UNIT UNIT UNIT ROW AND COLUMN CONTAINING THE MULLION SPAN
UNIT UNIT UNIT UNIT UNIT AND DOOR AND TRANSOM HEIGHT RESPECTIVELY IS
HEIGHT HEIGHT THE MULLION RATING FOR PRODUCT IN STEP 2.
l / / / l / / / / MULLION RATING MUST BE EQUAL OR GREATER
THAN REQUIRED DESIGN PRESSURE OBTAINED IN
STEP 1.
~— W1 w2 W3 —| = W1 w2 W3 W4 —
SINGLE DOOR WITH SIDELITES AND DOUBLE DOOR WITH SIDELITES AND TRANSOM
TRANSOM CONFIGURATION CONFIGURATION
CHART #28 CHART #29 CHART #30
Design pressure for units with 18in transom (psf) Design pressure for units with 24in transom (psf) Design pressure for units with 30in transom (psf)
Height (in) Horizontal Mullion Span (in) Height (in) Horizontal Mullion Span (in) Height (in) Horizontal Mullion Span (in)
Door |Transom | 66.00 | 72.00 | 78.00 | 84.00 | 90.00 | 96.00 |102.00]108.00 Door |Transom | 66.00 | 72.00 | 78.00 | 84.00 | 90.00 | 96.00 |102.00 | 108.00 Door |Transom | 66.00 | 72.00 | 78.00 | 84.00 | 90.00 | 96.00 |102.00 | 108.00
80.00 1800 | 544 | 457 | 390 | 336 | 293 | 257 | 228 | 20.3 80.00 2400 | 513 | 431 | 367 | 317 | 276 | 242 | 215 | 191 80.00 3000 | 485 | 407 | 347 | 299 | 26.1 | 229 | 203 | 18.1
84.00 18.00 | 523 | 439 | 374 | 323 | 281 | 247 [ 219 | 195 84.00 24.00 | 494 | 415 | 354 | 305 | 266 | 233 | 207 | 184 84.00 30.00 | 468 | 393 | 335 | 289 | 252 | 221 | 196 | 175
88.00 18.00 | 503 | 423 | 36.0 | 31.1 | 271 | 238 | 21.1 | 18.8 88.00 24.00 | 476 | 400 | 341 | 294 | 256 | 225 | 199 | 178 88.00 3000 | 452 | 380 | 324 | 279 | 243 | 214 | 189 [ 169
92.00 18.00 | 485 | 407 | 347 | 299 | 26.1 | 229 | 203 | 181 92.00 24.00 | 46.0 | 386 | 329 | 284 | 247 | 217 | 192 | 17.2 92.00 3000 | 437 | 367 | 313 | 270 | 235 | 207 | 183 | 163
96.00 18.00 46.8 39.3 33.5 28.9 25.2 221 19.6 17.5 96.00 24.00 44 4 37.3 31.8 274 23.9 21.0 18.6 16.6 96.00 30.00 423 356 30.3 26.1 228 20.0 17.7 15.8
IMPACT RATED UP TO WIND ZONE 3 IMPACT RATED UP TO WIND ZONE 3 IMPACT RATED UP TO WIND ZONE 3
CHART #31
Design pressure for units with 36in transom (psf) .
Height (in) Horizontal Mullion Span (in) SIGNED: 09/02/2026
Door [Transom | 66.00 | 72.00 | 78.00 | 84.00 | 90.00 | 96.00 [102.00108.00
80.00 36.00 | 460 | 386 | 329 | 284 | 247 | 217 [ 192 | 17.2 THE MUHLER COMPANY
84.00 | 3600 | 444 | 373 | 318 | 274 | 239 | 210 | 186 | 166 630 SKYLARK DRIVE, SUITE U
88.00 | 36.00 | 430 | 361 | 308 | 265 | 231 | 203 | 180 | 161 NORTH CHARLESTON, SC 29407
92.00 36.00 | 417 | 350 | 298 | 25,7 | 224 | 197 | 174 | 156 WOOD HORIZONTAL
96.00 36.00 | 404 | 339 | 289 | 249 | 217 | 191 | 169 | 151 MULLIONS

IMPACT RATED UP TO WIND ZONE 3 SINGLE/DOUBLE DOOR W/SIDELITES & TRANSOM

DRAWN:
AR.
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2 X 6 HORIZONTAL MULLION

APPROVED CONFIGURATIONS: OXO/O, XXO/O, OXX/O, XXX/0O,

OXXO/O, OXXX/O, XXXO/O, XXXX/O

REVISIONS

REV

DESCRIPTION

DATE

APPROVED

108” MAX. UNIT WIDTH 108" MAX. UNIT WIDTH
(MULLION SPAN) (MULLION SPAN)
T i DESIGN PRESSURE TABLE INSTRUCTIONS:
TRANSOM / / TRANSOM || / TRANSOM /[ 1. DEFINE REQUIRED DESIGN LOAD PER FLORIDA
HEICHT TRANSOM HEIGHT / BUILDING CODE CHAPTER 16.
Y 1 2. DETERMINE MULLION SPAN BASED ON PRODUCT TO
e ———— T I e —— BE INSTALLED.
| // / // | 3. LOCATE MULLION SPAN (UNIT WIDTH) AND DOOR
BotToM|l| BOTTOMI|| BOTTOM||| BOTTOM AND TRANSOM HEIGHT. AT THE INTERSECTION OF
BOTTOM || gorToMm || BOTTOM ||| BOTTOM BOTTOM UNIT UNIT UNIT UNIT ROW AND COLUMN CONTAINING THE MULLION SPAN
UNIT UNIT UNIT UNIT UNIT AND DOOR AND TRANSOM HEIGHT RESPECTIVELY IS
HEIGHT HEIGHT THE MULLION RATING FOR PRODUCT IN STEP 2.
l / / / l / / / / MULLION RATING MUST BE EQUAL OR GREATER
THAN REQUIRED DESIGN PRESSURE OBTAINED IN
STEP 1.
—— W1 W2 W3 — = W1 w2 W3 W4 —
SINGLE DOOR WITH SIDELITES AND DOUBLE DOOR WITH SIDELITES AND TRANSOM
TRANSOM CONFIGURATION CONFIGURATION
CHART #32 CHART #33 CHART #34
Design pressure for units with 18in transom (psf) Design pressure for units with 24in transom (psf) Design pressure for units with 30in transom (psf)
Height (in) Horizontal Mullion Span (in) Height (in) Horizontal Mullion Span (in) Height (in) Horizontal Mullion Span (in)
Door |Transom | 66.00 | 72.00 | 78.00 | 84.00 | 90.00 | 96.00 [102.00|108.00 Door |Transom | 66.00 | 72.00 | 78.00 | 84.00 | 90.00 | 96.00 [102.00[108.00 Door |Transom | 66.00 | 72.00 | 78.00 | 84.00 | 90.00 | 96.00 | 102.00 [ 108.00
80.00 18.00 | 816 | 686 | 584 | 504 | 439 | 386 | 342 | 305 80.00 2400 | 769 | 646 | 551 | 475 | 414 | 363 | 322 | 287 80.00 3000 | 727 | 611 | 521 | 449 | 391 | 344 | 304 | 272
84.00 1800 | 784 | 659 | 56.1 | 484 | 422 | 371 | 328 | 29.3 84.00 24.00 | 74.0 | 622 | 53.0 [ 457 | 398 | 350 [ 31.0 | 277 84.00 30.00 | 702 | 589 | 502 | 433 | 377 | 332 | 294 | 262
88.00 18.00 | 754 | 634 | 540 | 466 | 406 | 357 | 316 | 282 88.00 24.00 | 714 | 600 | 511 [ 441 | 384 | 338 [ 299 | 267 88.00 3000 | 678 | 569 | 485 | 418 | 364 | 320 | 284 | 253
92.00 18.00 | 727 | 611 | 521 | 449 | 391 | 344 | 304 | 272 92.00 24.00 | 689 | 579 | 494 [ 42,6 | 371 | 326 | 289 | 257 92.00 3000 | 656 | 551 | 469 | 405 | 353 | 310 | 274 | 245
96.00 1800 | 702 | 589 | 502 | 433 | 377 | 332 | 294 | 262 96.00 24.00 | 66.6 | 56.0 | 477 | 411 | 358 | 315 [ 27.9 | 249 96.00 3000 | 635 | 533 | 454 | 392 | 341 | 300 | 266 | 237
IMPACT RATED UP TO WIND ZONE 3 IMPACT RATED UP TO WIND ZONE 3 IMPACT RATED UP TO WIND ZONE 3
CHART#35
Design pressure for units with 36in transom (psf)
Height (in) Horizontal Mullion Span (in)
Door |Transom | 66.00 | 72.00 | 78.00 | 84.00 | 90.00 | 96.00 [102.00[108.00 SIGNED: 09/02/2026
80.00 36.00 | 689 | 579 | 494 [ 426 [ 371 [ 326 | 289 | 257
84.00 36.00 | 666 | 560 | 477 | 411 | 358 | 315 | 279 | 249 THE MUHLER COMPANY
88.00 36.00 | 645 | 542 | 462 | 398 | 347 | 305 | 27.0 | 24.1 630 SKYLARK DRIVE, SUITE U
92.00 36.00 | 625 | 525 | 447 | 386 | 336 | 295 | 262 | 233 NORTH CHARLESTON, SC 29407
96.00 36.00 | 606 | 509 | 434 | 374 | 326 | 286 | 254 | 226

WOOD HORIZONTAL
MULLIONS
SINGLE/DOUBLE DOOR W/SIDELITES & TRANSOM

IMPACT RATED UP TO WIND ZONE 3

DRAWN:
AR.
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REVISIONS

2 X 6 9/16 HORIZONTAL MULLION REV DESCRIPTION DATE APPROVED
APPROVED CONFIGURATIONS: OXO/O, XXO/O, OXX/O, XXX/0O,
OXXO/O, OXXX/O, XXXO/O, XXXX/O

108" MAX. UNIT WIDTH 126" MAX. UNIT WIDTH
(MULLION SPAN) ] (MULLION SPAN)
I T DESIGN PRESSURE TABLE INSTRUCTIONS:
aison | / / nsou | / ranson/ I+ DRI SEQLISED DESGN 98D PER FLoRiA
GHT TRANSOM HEIGHT // / .
HE /i 2. DETERMINE MULLION SPAN BASED ON PRODUCT TO
| e BE INSTALLED.
! /Y / | / / / > N5 TRANSOM HEIGHT. AT THE INTERSECTION OF
BOTTOM || orrom || sBoTToM || BOTTOM sorrom (1 BRI B0 Ear I P e ROW AND COLUMN CONTAINING THE MULLION SPAN
UNIT UNIT UNIT UNIT UNIT AND DOOR AND TRANSOM HEIGHT RESPECTIVELY IS
HEIGHT HEIGHT THE MULLION RATING FOR PRODUCT IN STEP 2.
l // / / l / / // / MULLION RATING MUST BE EQUAL OR GREATER
THAN REQUIRED DESIGN PRESSURE OBTAINED IN
STEP 1.
~— W1 w2 W3 — —— W1 W2 W3 W4 —
SINGLE DOOR WITH SIDELITES AND DOUBLE DOOR WITH SIDELITES AND TRANSOM
TRANSOM CONFIGURATION CONFIGURATION
CHART #36
Design pressure for units with 18in transom (psf)
Height (in) Horizontal Mullion Span (in)
Door |Transom | 66.00 | 72.00 | 78.00 | 84.00 | 90.00 | 96.00 |102.00|108.00 |114.00|120.00 |126.00 CHART #39
80.00 18.00 116.2 | 97.7 83.2 71.7 62.5 549 48.7 434 39.0 35.2 31.9 Design pressure for units with 36in transom (psf)
84.00 18.00 1117 | 93.8 79.9 68.9 60.0 52.8 46.7 417 374 33.8 30.6 Height (in) Horizontal Mullion Span (in)
88.00 18.00 1074 | 90.3 76.9 66.3 57.8 50.8 45.0 40.1 36.0 32.5 295 Door |Transom | 66.00 | 72.00 | 78.00 | 84.00 | 90.00 | 96.00 |102.00 (108.00|114.00 |(120.00|126.00
92.00 18.00 1035 | 87.0 74 .1 63.9 55.7 48.9 43.3 38.7 34.7 31.3 28.4 80.00 36.00 98.2 82.5 70.3 60.6 528 46.4 411 36.7 329 29.7 26.9
96.00 18.00 99.9 83.9 715 61.7 53.7 47.2 41.8 37.3 33.5 30.2 27.4 84.00 36.00 949 79.7 68.0 58.6 51.0 449 39.7 354 31.8 28.7 26.0
IMPACT RATED UP TO WIND ZONE 3 88.00 36.00 91.8 77.2 65.8 56.7 494 434 38.5 34.3 30.8 27.8 25.2
92.00 36.00 89.0 74.8 63.7 54.9 47.8 42 1 37.3 33.2 29.8 26.9 24 4
CHART #37 96.00 36.00 | 863 | 725 | 618 | 533 | 464 | 408 | 36.1 | 322 | 289 | 26.1 | 237
Design pressure for units with 24in transom (psf) IMPACT RATED UP TO WIND ZONE 3
Height (in) Horizontal Mullion Span (in)

Door |Transom | 66.00 | 72.00 | 78.00 | 84.00 | 90.00 | 96.00 |102.00|108.00 (114.00|120.00 | 126.00
80.00 24.00 109.5 | 92.0 78.4 67.6 58.9 51.8 45.8 40.9 36.7 331 30.0
84.00 24.00 1055 | 88.6 75.5 65.1 56.7 49.8 44.2 394 35.3 31.9 28.9
88.00 24.00 1017 | 854 72.8 62.8 54.7 48.1 42.6 38.0 341 30.8 27.9
92.00 24.00 98.2 82.5 70.3 60.6 52.8 46.4 41.1 36.7 329 29.7 26.9

SIGNED: 09/02/2026

96.00 24.00 94.9 79.7 68.0 58.6 51.0 449 397 354 31.8 28.7 26.0
IMPACT RATED UP TO WIND ZONE 3 THE MUHLER COMPANY
630 SKYLARK DRIVE, SUITE U
CHART #38 NORTH CHARLESTON, SC 29407
Design pressure for units with 30in transom (psf) WOOD HORIZONTAL
Height (in) Horizontal Mullion Span (in) MULLIONS
Door |Transom | 66.00 | 72.00 | 78.00 | 84.00 | 90.00 | 96.00 |102.00|108.00 (114.00 (120.00 | 126.00 SINGLE/DOUBLE DOOR W/SIDELITES & TRANSOM
80.00 30.00 103.5 | 87.0 741 63.9 55.7 48.9 43.3 38.7 347 31.3 284
84.00 30.00 99.9 83.9 715 61.7 53.7 47.2 41.8 37.3 335 30.2 274 DRAWN: DWG NO.
88.00 30.00 96.5 81.1 69.1 59.6 51.9 45.6 40.4 36.0 324 29.2 26.5 A.R. 08-03152

92.00 30.00 93.4 78.4 66.8 57.6 50.2 44 1 39.1 34.9 313 28.2 256
96.00 30.00 90.4 76.0 64.7 55.8 48.6 42.7 37.8 33.8 30.3 273 248

IMPACT RATED UP TO WIND ZONE 3 L. ROBERTO LOMAS P.E. .
208 7th Ave, INDIALANTIC, FL 32903 Luis R. Lomas P.E.

434-688-0609 rllomas@Irlomaspe.com FL No.: 62514
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REVISIONS

REV DESCRIPTION DATE APPROVED

1 3/8" MIN EMBEDMENT —] |—

—{ |~ 1/4" MAX SHIM SPACE
WOOD FRAMING
OR 2% BUCK JAMB FRAME REFERENCE ONLY
BY OTHERS #12 WOOD SCREW
o ) DOOR/TRANSOM
/ BY OTHERS
{ I [| INTERIOR
1/2” MIN Bherd
EDGE DISTANCE <f§
] \\/
INSTALLATION
SLATE _\\\\\ #12 WOOD SCREW
THROUGH FRAME
\\\\ & INSTALLATION PLATE

3" MAX

#10 WOOD SCREW
FOR LOCATION
SEE NOTE 4
SHEET 1

TRANSOM SILL FRAME d
REFERENCE ONLY

/

TRANSOM

4" MAX BY OTHERS

WOOD MULLION

)
%

CE B
INTERIOR "!Ji ili EXTERIOR
DOOR
BY OTHERS
\\\\— WOOD MULLION 4" MAX
SIGNED: 09/02/2026
DOOR HEAD FRAME
A
REFERENCE ONLY THE MUHLER COMPANY

630 SKYLARK DRIVE, SUITE U

3" MAX NORTH CHARLESTON, SC 29407
ééngOOD WOOD HORIZONTAL
s \\§\ MULLIONS
INSTALLATION DETAILS

DWG NO.

08-03152
SHEET10 OF 13

— U L. ROBERTO LOMAS P.E. .
/\ 208 7th Ave, INDIALANTIC, FL 32903 Lu FL Rl\] Lo 153 Z'E
434-688-0609  rllomas@Irlomaspe.com 0.:

MULLION INSTALLATION DETAIL s S 0814717
WOOD FRAMING OR 2X BUCK SUBSTRATE




REVISIONS

REV DESCRIPTION DATE APPROVED

5/8" MIN EDGE DISTANCE —| |-

—||— 1/4” MAX SHIM SPACE
METAL JAMB FRAME REFERENCE ONLY
STRUCTURE \
BY OTHERS

#12 SELF DRILLING
SCREW

DOOR/TRANSOM
BY OTHERS

INTERIOR

7/8" MIN |
EDGE DISTANCE

#12 SELF DRILLING

SCREW
|NSTAL¥§X%E‘—\\\\\\ THROUGH FRAME
& INSTALLATION PLATE

\\\\\
Gnmuuc:ﬂ‘///// \\\\

3" MAX

#10 WOOD SCREW
FOR LOCATION
SEE NOTE 4
SHEET 1

TRANSOM SILL FRAME
REFERENCE ONLY

4" MAX TRANSOM

BY OTHERS

AN
WOOD MULLION
] / E
INTERIOR EXTERIOR <)/
\

D)

DOOR
\\\\_ 4" MAX
WOOD MULLION

BY OTHERS
DOOR HEAD FRAME (]
REFERENCE ONLY

SIGNED: 09/02/2026

THE MUHLER COMPANY

., 630 SKYLARK DRIVE, SUITE U
3" MAX NORTH CHARLESTON, SC 29407

#10 WOOD WOOD HORIZONTAL

(| \\x\ SCREW MULLIONS
INSTALLATION DETAILS

DWG NO.

.R. 08-03152
MULLION INSTALLATION DETAIL DATE 08/14/17 SHEET11 OF 13

METAL STRUCTURE L. ROBERTO LOMAS P.E. .
\’ﬂ . . .
/\ 208 7th Ave, INDIALANTIC, FL 32903 Lu FL RI\] Lo 153 Z'E'
434-688-0609  rllomas@Irlomaspe.com 0.:




REVISIONS

REV DESCRIPTION DATE APPROVED

1 1/4" MIN EMBEDMENT

—| |— 1/4" MAX SHIM SPACE
JAMB FRAME REFERENCE ONLY

CONCRETE,/MASONRY i -
BY OTHERS \L L / 1/4” TAPCON

N DOOR/TRANSOM
.‘ : BY OTHERS
f R Y ﬂ INTERIOR
11/2" e ~
MIN &
EDGE LT
DISTANCE S
/“\/
INSTALLATION
PLATE
\ 1/4” CRETE—FLEX
TAPCON
THROUGH FRAME
T < ﬂ/ \ & INSTALLATION PLATE
N\
3" MAX
#10 WOOD SCREW
FOR LOCATION
SEE NOTE 4 LA — 9
SHEET 1 TRANSOM SILL FRAME N
I DH REFERENCE ONLY
ragy 4" MAX TRANSOM
BY OTHERS
[x}
[mm]
DOOR
\ 4” MAX BY OTHERS
WOOD MULLION
SIGNED: 09/02/2026
DOOR HEAD FRAME K ’
REFERENCE ONLY THE MUHLER COMPANY
., 630 SKYLARK DRIVE, SUITE U
3" MAX NORTH CHARLESTON, SC 29407
WOOD HORIZONTAL
R g \ #10 wWooD MULLIONS
SCREW INSTALLATION DETAILS
DWG NO.
MULLION INSTALLATION DETAIL 0805152
DATE SHEET
MASONRY/CONCRETE 08/14/17 12 OF 13
\’_/\ L. ROBERTO LOMAS P.E. Luis R. Lomas P.E.
208 7th Ave, INDIALANTIC, FL 32903 FL No.: 62514

434-688-0609  rllomas@Irlomaspe.com




REVISIONS
REV DESCRIPTION DATE APPROVED
5 1/2"
31/2" —
J -~ -~ -~ -~ -~ -~ -~ ‘ A A A A A A A A A A A 13”
3/4" x\x‘x‘x\x‘x\x 3/4° \\\\\\x‘x‘\‘x“x‘x\x‘x
1 A\ AN AN AN AN AN 1 1/2” . 12”
1x4 1x6
WOOD MULLION SG 0.46 WOOD MULLION SG 0.46 9”
6"
3”
31/2"
5 1/2" 3/8"
t o) o) o) o) o)

‘ _ 1 \‘x“;‘x‘x‘\“;‘ 1 3/8"

17 S ——————— 1 1/27 (XA AN /

[ - —— — — — — — —— ‘ Y 31/2" ‘ o
1 A S S S S S S S S — NN N W 2 3/4"
5/4 x 6 2x4
WOOD MULLION SG 0.46 WOOD MULLION SG 0.46
o /o o o o
INSTALLATION PLATE
0.25x11 GALVANIZED STEEL .058 THICK
51/2 6 9/16”
1 T _* _* & _* _F _F _F _F _F % r e
11/2" e R e e
2x6 2x69/16
WOOD MULLION SG 0.46 WOOD MULLION SG 0.46

SIGNED: 09/02/2026
THE MUHLER COMPANY

630 SKYLARK DRIVE, SUITE U
NORTH CHARLESTON, SC 29407

WOOD HORIZONTAL
MULLIONS
COMPONENTS

DWG NO.

08-03152

DATE 08/14/17  [SHEET13 OF 13

L. ROBERTO LOMAS P.E.
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Luis R. Lomas P.E.
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