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INSTALLATION NOTES:

1. SEE SHEETS 6 & 7 FOR ANCHOR TYPE REQUIREMENTS, MINIMUM EMBEDMENTS,
AND MINIMUM EDGE DISTANCES. ALL ANCHOR REQUIREMENTS MUST BE
ADHERED TO. ANY DEVIATIONS FROM ANCHOR REQUIREMENTS REQUIRES
SEPARATE EVALUATION AND APPROVAL.

2. ONE (1) INSTALLATION ANCHOR IS REQUIRED AT EACH ANCHOR LOCATION
SHOWN.

3. THE NUMBER OF INSTALLATION ANCHORS DEPICTED IS THE MINIMUM NUMBER
OF ANCHORS TO BE USED FOR PRODUCT INSTALLATION.

4. INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A TOLERANCE OF £1/2
INCH OF THE DEPICTED LOCATION IN THE ANCHOR LAYOUT DETAIL (I.E.,
WITHOUT CONSIDERATION OF TOLERANCES). TOLERANCES ARE NOT
CUMULATIVE FROM ONE INSTALLATION ANCHOR TO THE NEXT.

5. SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD BEARING
SHIM(S). MAXIMUM ALLOWABLE SHIM STACK TO BE 3/8 INCH. SHIM WHERE
SPACE OF 1/16 INCH OR GREATER OCCURS. SHIM(S) SHALL BE CONSTRUCTED OF
HIGH DENSITY PLASTIC OR BETTER. SEE SHEETS 6 & 7 FOR ANCHOR
INFORMATION.

6. MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE WALL FINISHES,
INCLUDING BUT NOT LIMITED TO STUCCO, FOAM, BRICK VENEER, AND SIDING.

7. INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE MADE OF
CORROSION RESISTANT MATERIAL OR HAVE A CORROSION RESISTANT COATING.

e FASTENERS USED WITHIN 3,000 FEET OF A SALTWATER COASTLINE AND
INSTALLED IN ENCLOSED SPACES SHALL BE GALVANIZED IN ACCORDANCE
WITH SECTION 1711.1.1 (E.G., ASTM A153 CLASS D, ASTM A641 CLASS 38,
OR EQUIVALENT CORROSION RESISTANCE).

e CONNECTORS AND METAL PLATES USED WITHIN 3,000 FEET OF A
SALTWATER COASTLINE SHALL BE STANDARD GALVANIZED IN
ACCORDANCE WITH SECTION 1711.1.2 (E.G., ASTM A653 G90, ASTM A123,
OR PROTECTIVE COATING PER TPI 1).

8. FOR HOLLOW BLOCK AND GROUT FILLED BLOCK, DO NOT INSTALL INSTALLATION
ANCHORS INTO MORTAR JOINTS. EDGE DISTANCE IS MEASURED FROM FREE
EDGE OF BLOCK OR EDGE OF MORTAR JOINT INTO FACE SHELL OF BLOCK.

9. INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH ANCHOR
MANUFACTURER'S INSTALLATION INSTRUCTIONS, AND ANCHORS SHALL NOT BE
USED IN SUBSTRATES WITH STRENGTHS LESS THAN THE MINIMUM STRENGTH
SPECIFIED BY THE ANCHOR MANUFACTURER.

10.INSTALLATION ANCHOR CAPACITIES FOR PRODUCTS HEREIN ARE BASED ON

SUBSTRATE MATERIALS WITH THE FOLLOWING PROPERTIES:

A. WOOD - MINIMUM SPECIFIC GRAVITY OF 0.55.

B. CONCRETE -MINIMUM COMPRESSIVE STRENGTH OF 3000 PSI.

C. MASONRY - CMU UNIT STRENGTH CONFORMS TO ASTM C-90, WITH MIN.
COMPRESSIVE STRENGTH OF 2000 PSI AND GROUT CONFORMS TO ASTM C
476, MIN. GROUT COMPRESSIVE STRENGTH OF 2000 PSI.

D. STEEL- MINIMUM YIELD STRENGTH OF 36 KSI. MINIMUM 12 GA. WALL
THICKNESS.

E. STEEL- MINIMUM YIELD STRENGTH OF 36 KSI. MINIMUM 18 GA. WALL

THICKNESS WITH 2X WOOD BACKING.
\ F. ALUMINUM - MINIMUM 1/8 INCH THICK 6063-T5 ALUMINUM.

YKK AP America, Inc.

(HVHZ) (IMPACT)

GENERAL NOTES:

1.

THE PRODUCT SHOWN HEREIN IS DESIGNED AND
MANUFACTURED TO COMPLY WITH THE CURRENT FLORIDA
BUILDING CODE (FBC), INCLUDING HVHZ AND HAS BEEN
EVALUATED ACCORDING TO THE FOLLOWING:

AAMA 501-25

ASTM E1886-19

ASTM E1996-23

TAS 201-94

TAS 202-94

TAS 203-94

ADEQUACY OF THE EXISTING STRUCTURAL CONCRETE/MASONRY,
2X FRAMING AND METAL STUD FRAMING AS A MAIN WIND
FORCE RESISTING SYSTEM CAPABLE OF WITHSTANDING AND
TRANSFERRING APPLIED PRODUCT LOADS TO THE FOUNDATION
IS THE RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF
RECORD FOR THE PROJECT OF INSTALLATION.

1X AND 2X BUCKS (WHEN USED) SHALL BE DESIGNED AND
ANCHORED TO PROPERLY TRANSFER ALL LOADS TO THE
STRUCTURE. BUCK DESIGN AND INSTALLATION IS THE
RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF RECORD
FOR THE PROJECT OF INSTALLATION.

. THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC

AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

APPROVED IMPACT PROTECTIVE SYSTEM IS NOT REQUIRED ON
THIS PRODUCT IN AREAS REQUIRING IMPACT RESISTANCE.

STOREFRONT FRAME MATERIAL: ALUMINUM 6063-T5

ALL STRUCTURAL MATERIALS & DISSIMILAR METALS SHALL BE
PROTECTED, TREATED, PAINTED, COATED, AND/OR ISOLATED AS
REQUIRED IN THE APPLICABLE SECTIONS OF THE CURRENT
FLORIDA BUILDING CODE AND REFERENCED DESIGN
SPECIFICATIONS.

GLASS SHALL MEET THE REQUIREMENTS OF ASTM E1300 GLASS
CHARTS. SEE SHEET 3 FOR GLAZING DETAILS.

YHW 60 TU WINDOW WALL SYSTEM
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INSTRUCTIONS FOR USE:

1.

DETERMINE DESIGN WIND LOAD REQUIREMENTS BASED ON
WIND VELOCITY, BLDG, HEIGHT, WIND ZONE USING APPLICABLE
ASCE 7 STANDARD.

SEE CHARTS ON SHEET 3 FOR DESIGN LOAD CAPACITY OF
DESIRED GLASS SIZE.

CHECK MULLION CAPACITY FOR A GIVEN SPACING AND HEIGHT
USING CHARTS ON SHEET 4 & 5 FOR STORE FRONT MULLION
AND SHEETS 8 & 9 FOR DOOR MULLION, THE CAPACITY SHOULD
EXCEED THE DESIGN LOAD.

USING CHART ON SHEET 6 & 7 SELECT ANCHOR OPTION WITH
DESIGN RATING MORE THAN DESIGN LOAD SPECIFIED IN STEP 1
ABOVE.

THE LOWEST VALUE RESULTING FROM STEP 2, 3 AND 4 SHALL
APPLY TO ENTIRE SYSTEM.
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[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]
JAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
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SEE SHEET 3
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FRAME MAX. DLO R
HEIGHT SEE SHEET 13/
SEE SHEETS 3
4,5,88&9
MAX. MULLION
SPACING
ELEVATION SEE SHEETS 4 & 5
TYPICAL YHW 60 TU STOREFRONT SEE SEPARATE DOOR APPROVAL FOR DOOR RATING &
DETAILS.
LOWER DESIGN PRESSURE FROM STOREFRONT OR
ll" 11.. ll" DOOR APPROVAL WILL APPLY TO ENTIRE SYSTEM.
2 2 2
n n n FOR DOOR JAMB
3 3 _’I 3 ANCHOR REQUIREMENTS
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SHEETS 8 & 9 SEE SHEETS 8 & 9

ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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GLAZING DETAILS

LARGE MISSILE IMPACT

GLASS LOAD CAPACITY (PSF) GLASS LOAD CAPACITY (PSF)
GLASS TYPES A GLASS TYPES B GLASS TYPES A GLASS TYPES B
: T PECORAc835, PECORA 895,
remco remco TREM Tremco Tremco TREMCO
NOMINAL DIMS.
© S P'glaze Pescgosra [;r;vsv P'glaze Dg(;\sN P'GLAZE SSG & NOMINAEDIMES P'glaze Pescgosra [;;\;v P'glaze Dg(;‘SN P'GLAZE SSG &
] SSG TREMCO ] SSG TREMCO
P'GLAZE Il P'GLAZE Il
DLO o Ul DLO
WIDTH| o chr o [EXT- (#) [EXT. (+) | EXT. (+) | EXT. (+) [EXT. (+) [EXT. (+)  INT.| | WIDTH HEIGHT ‘b |EXT- (+)| EXT. (+)[ EXT. (+) | EXT. (+) [ EXT. (+) [EXT. (+)  INT.
a (in.) INT. (-) [ INT. () [ INT. () | INT. () | INT.(-) () ‘a' : INT. () [ INT. (-) [ INT. (-) | INT. (-) | INT. (-) (-)
(in.) . (in.) (in.)
24 90.0 90.0 90.0 70.0 90.0 90.0 24 90.0 90.0 90.0 70.0 90.0 90.0
30 90.0 90.0 90.0 70.0 90.0 90.0 30 90.0 90.0 90.0 70.0 90.0 90.0
36 90.0 90.0 90.0 70.0 90.0 90.0 36 90.0 90.0 90.0 70.0 90.0 90.0
96
2 90.0 90.0 90.0 70.0 90.0 90.0 2 90.0 90.0 90.0 70.0 90.0 90.0
26 90.0 90.0 90.0 70.0 90.0 90.0 90.0 90.0 90.0 70.0 90.0 90.0
66 46
46 87.2 90.0 87.2 67.8 87.2 90.0 48 87.2 90.0 87.2 67.8 87.2 90.0
54 77.5 90.0 77.5 60.3 77.5 90.0 2 90.0 90.0 90.0 70.0 90.0 90.0
60 69.8 87.8 69.8 54.3 69.8 87.8 30 90.0 90.0 90.0 70.0 90.0 90.0
66 63.4 79.8 63.4 49.3 63.4 79.8 36 90.0 90.0 90.0 70.0 90.0 90.0
102
7 69.2 87.0 69.2 53.8 69.2 87.0 o 90.0 90.0 90.0 70.0 90.0 90.0
2 90.0 90.0 90.0 70.0 90.0 90.0 % 90.0 90.0 90.0 70.0 90.0 90.0
30 90.0 90.0 90.0 70.0 90.0 90.0 a8 87.2 90.0 87.2 90.0
36 90.0 90.0 90.0 70.0 90.0 90.0 2 90.0 90.0 90.0 70.0 90.0 90.0
2 90.0 90.0 90.0 70.0 90.0 90.0 30 90.0 90.0 90.0 70.0 90.0 90.0
108
26 72 90.0 90.0 90.0 70.0 90.0 90.0 36 90.0 90.0 90.0 70.0 90.0 90.0
48 87.2 90.0 87.2 67.8 87.2 90.0 a2 90.0 90.0 90.0 70.0 90.0 90.0
54 77.5 90.0 77.5 60.3 77.5 90.0 2 90.0 90.0 90.0 70.0 90.0 90.0
60 69.8 87.8 69.8 54.3 69.8 87.8 30 90.0 90.0 90.0 70.0 90.0 90.0
114
66 63.4 79.8 63.4 49.3 63.4 79.8 36 90.0 90.0 90.0 70.0 90.0 90.0
24 90.0 90.0 90.0 70.0 90.0 90.0 42 90.0 90.0 90.0 70.0 90.0 90.0
30 90.0 90.0 90.0 70.0 90.0 90.0 24 90.0 90.0 90.0 70.0 90.0 90.0
36 90.0 90.0 90.0 70.0 90.0 90.0 30 120 90.0 90.0 90.0 70.0 90.0 90.0
2 90.0 90.0 90.0 70.0 90.0 90.0 90.0 90.0 90.0 70.0 90.0 90.0
78 36
26 90.0 90.0 90.0 70.0 90.0 90.0 21 90.0 90.0 90.0 70.0 90.0 90.0
48 87.2 90.0 87.2 67.8 87.2 90.0 30 90.0 90.0 90.0 70.0 90.0 90.0
126
54 77.5 90.0 77.5 60.3 77.5 90.0 36 90.0 90.0 90.0 70.0 90.0 90.0
69.8 87.8 69.8 54.3 69.8 87.8
60 42
24 90.0 90.0 90.0 70.0 90.0 90.0 2 90.0 90.0 90.0 70.0 90.0 90.0
30 90.0 90.0 90.0 70.0 90.0 90.0 30 90.0 90.0 90.0 70.0 90.0 90.0
132
36 90.0 90.0 90.0 70.0 90.0 90.0 36 90.0 90.0 90.0 70.0 90.0 90.0
84 90.0 90.0 90.0 70.0 90.0 90.0
42 42
26 90.0 90.0 90.0 70.0 90.0 90.0 ” 90.0 90.0 90.0 70.0 90.0 90.0
8 87.2 | 90.0 | 872 67.8 87.2 90.0 30 138 90.0 | 90.0 | 90.0 70.0 90.0 90.0
77.5 90.0 77.5 60.3 77.5 90.0
54 36
24 90.0 90.0 90.0 70.0 90.0 90.0 2 90.0 90.0 90.0 70.0 90.0 90.0
30 90.0 | 90.0 [ 90.0 70.0 90.0 90.0 30 144 90.0 | 90.0 | 90.0 70.0 90.0 90.0
90.0 90.0 90.0 70.0 90.0 90.0
36 36
2 90 90.0 90.0 90.0 70.0 90.0 90.0
46 90.0 90.0 90.0 70.0 90.0 90.0
48 87.2 90.0 87.2 67.8 87.2 90.0
54 77.5 90.0 77.5 90.0

EXTERIOR o I~

1-5/16" O.A. LAMINATED INSULATED
GLASS CONSISTING OF:

1/4" TEMPERED GLASS,

1/2" AIR SPACE,

1/4" HEAT STRENGTHENED GLASS,
0.090" SENTRYGLAS INTERLAYER
1/4" HEAT STRENGTHENED GLASS

SILICONE SEALANT

YK )

dbil
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ATLANTA, GA 30303
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[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

(SEE TABLE)
1v GLASS BITE A4 = INTERIOR
f B
35
a7
D.L.O. D.L.O.
WIDTH WIDTH
GLAZING DETAILA }
(WET GLAZED) D.L.O
HEIGHT
* NOTE: » 20,
1. GLASS CAPACITIES ON THIS SHEET ARE BASED A 2
ON ASTM E1300-04 (3 SEC. GUSTS) AND ’
CHAPTER 17 OF THE CURRENT FBC FOR SIZES D.L.O.
OTHER THAN TESTED. HEIGHT
2. SETTING BLOCK DUROMETER HARDNESS OF L0
70-90 (SHORE A) AS REFERENCED IN CHAPTER -
o HEIGHT
3. SETTING BLOCKS TO BE LOCATED AT 1/4 SPAN i
LENGTH FOR GLASS WIDER THAN 36" AS PER /4
CHAPTER 24.
4. D.L.O.MAY NOT EXCEED MAX DIMENSIONS IN
GLASS CHARTS FOR GLASS TYPE.

EXTERIOR T

1" GLASS BITE

?

1-5/16" O.A. LAMINATED INSULATED
GLASS CONSISTING OF:

1/4" TEMPERED GLASS,

1/2" AIR SPACE,

1/4" HEAT STRENGTHENED GLASS,
0.075" VANCEVA INTERLAYER

1/4" HEAT STRENGTHENED GLASS

SILICONE SEALANT
(SEE TABLE)

INTERIOR

1900 NE MIAMI COURT, STE. 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL

" FL24567

pate:  12.08.17

1/2" AIR SPACE CONSISTING OF :
- SPACER: ALUMINUM BOX SPACER.

DWG. BY: CHK. BY:

SCALE:

RV HEN
NTS

GLAZING DETAILB
(WET GLAZED)

- PRIMARY SEALANT: POLYISOBUTYLENE (PIB).

- SECONDARY SEALANT: STRUCTURAL SILICONE
INTENDED FOR FABRICATION OF INSULATING
GLASS UNITS.

DWG. #:

YKK252
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JAMB/MULLION LOAD CAPACITY - Single Span
(+/- PSF)

JAMB/MULLION LOAD CAPACITY - Single Span
(+/- PSF)

NOMINAL DIMS. JAMB 'J1' | JAMB 'J2' | JAMB 'J3' MULLION 'M1' MULLION 'M2' NOMINAL DIMS. JAMB 'J1' | JAMB 'J2' | JAMB 'J3' MULLION ‘M1’ MULLION 'M2'
R I Il Il I 2 i I el e e 2 2
18 70.0 | 70.0 | 70.0 70.0 70.0 18 70.0 | 70.0 | 70.0 70.0 70.0
24 70.0 70.0 70.0 70.0 70.0 24 70.0 70.0 70.0 70.0 70.0
30 700 | 700 | 700 70.0 70.0 30 64.5 | 70.0 | 70.0 70.0 70.0
e e e Rl 2 i e e
a2 70.0 | 70.0 | 70.0 7.0 0.0 48 4023 62:1 62:1 7010 70:0
48 70.0 | 70.0 | 70.0 70.0 70.0 " 350 o5 [ o5 0.0 0.0
Zg ;88 ;g-g ;88 ;88 ;g-g 60 32.3 | 49.7 | 49.7 64.5 70.0
: : : : : 18 70.0 | 70.0 [ 70.0 70.0 70.0
18 70.0 | 70.0 | 70.0 70.0 70.0 24 70.0 | 70.0 | 70.0 70.0 70.0
24 70.0 | 700 | 70.0 70.0 70.0 30 56.0 | 70.0 | 70.0 70.0 70.0
30 70.0 | 70.0 | 70.0 70.0 70.0 36 100 |-46.7 [ 700 | 700 70.0 70.0
36 e |70 | 700 | 70.0 70.0 70.0 42 40.0 | 61.6 | 616 70.0 70.0
42 70.0 | 70.0 | 70.0 70.0 70.0 48 35.0 | 53.9 [ 53.9 70.0 70.0
48 70.0 | 70.0 | 70.0 70.0 70.0 54 311 [ 479 | 479 62.2 70.0
54 70.0 | 70.0 | 70.0 70.0 70.0 60 280 [ 431 [ 431 56.0 70.0
60 700 1 700 | 70.0 200 200 18 70.0 | 70.0 [ 70.0 70.0 70.0
18 700 | 700 | 700 700 700 ;g 62.0 | 70.0 | 70.0 70.0 70.0
= 200 170 2. 2. 2. 49.6 | 70.0 | 70.0 70.0 70.0
— 78.8 78.8 78'8 78'8 78.8 36 | ,54 [ 414 [663 ] 663 70.0 70.0
% 200 T700 T 700 — — 42 354 | 56.8 | 56.8 70.0 70.0
66 : : : : : 48 31.0 | 49.7 | 49.7 62.0 70.0
42 70.0 | 70.0 | 70.0 70.0 70.0 54 27.6 | 442 | 442 55.1 70.0
48 70.0 | 70.0 | 70.0 70.0 70.0 60 248 | 39.8 | 39.8 49.6 70.0
54 70.0 | 70.0 | 70.0 70.0 70.0 18 70.0 | 700 | 70.0 70.0 70.0
60 70.0 | 70.0 | 70.0 70.0 70.0 24 53.2 | 70.0 | 70.0 70.0 70.0
18 70.0 | 70.0 | 70.0 70.0 70.0 30 425 | 70.0 | 70.0 70.0 70.0
24 70.0 70.0 70.0 70.0 70.0 36 120 35.5 59.8 59.8 70.0 70.0
30 70.0 70.0 70.0 70.0 70.0 42 30.4 51.3 51.3 60.8 70.0
36 200 | 700 | 700 70.0 70.0 48 26.6 | 44.9 | 449 53.2 70.0
> 72 200 | 700 | 700 0.0 0.0 54 23.6 | 399 | 39.9 47.3 70.0
48 70.0 | 70.0 | 70.0 70.0 70.0 €0 213 ] 359 | 359 42.5 70.0
54 70.0 | 70.0 | 70.0 70.0 70.0
60 64.8 | 70.0 | 70.0 70.0 70.0
18 70.0 | 70.0 | 70.0 70.0 70.0
24 70.0 | 70.0 | 70.0 70.0 70.0
30 70.0 | 70.0 | 70.0 70.0 70.0
36 sg | 700 | 700 | 70.0 70.0 70.0
42 70.0 | 70.0 | 70.0 70.0 70.0
48 69.0 | 70.0 | 70.0 70.0 70.0
54 61.3 | 70.0 | 70.0 70.0 70.0
60 55.2 | 70.0 | 70.0 70.0 70.0
18 70.0 | 70.0 | 70.0 70.0 70.0
24 70.0 | 70.0 | 70.0 70.0 70.0
30 70.0 | 70.0 | 70.0 70.0 70.0
36 ga | 700 | 700 | 700 70.0 70.0
42 68.0 | 70.0 | 70.0 70.0 70.0
48 59.5 | 70.0 | 70.0 70.0 70.0
54 529 | 70.0 | 70.0 70.0 70.0
60 47.6 | 70.0 | 70.0 70.0 70.0
18 70.0 | 70.0 | 70.0 70.0 70.0
24 70.0 | 70.0 | 70.0 70.0 70.0
30 70.0 | 70.0 | 70.0 70.0 70.0
36 90 |-69:1]70.0 | 700 70.0 70.0
42 59.2 | 70.0 | 70.0 70.0 70.0
48 51.8 | 70.0 | 70.0 70.0 70.0
54 46.1 | 70.0 | 70.0 70.0 70.0
60 41.4 | 63.8 | 63.8 70.0 70.0
18 70.0 | 70.0 | 70.0 70.0 70.0
24 70.0 | 70.0 | 70.0 70.0 70.0
30 70.0 | 70.0 | 70.0 70.0 70.0
36 9 | 607 | 700 | 70.0 70.0 70.0
42 52.0 | 70.0 | 70.0 70.0 70.0
48 455 | 70.0 | 70.0 70.0 70.0
54 405 | 62.3 | 62.3 70.0 70.0
60 364 | 56.1 | 56.1 70.0 70.0

MULLION LOAD TABLES

FRAME T
HEIGHT
&z &z 44
<>
! Wl | W2 | W3 |
WIDTH (W) = W1 (JAMB)
+
WIDTH (W) = W2—2W3 (MULLION)

—r 0 [
al Rl

® &
5 &

® O

JAMB 'J1' JAMB 'J2' JAMB 'J3' MULLION 'M1' MULLION '‘M2'

NOTE:

JAMB 'J2' SHOWN ABOVE IS TO BE USED
ALWAYS WITH JAMB ANCHOR (ITEM #19). SEE
DETAIL H/11 IN SECTION 11 FOR REFERENCE
TO INSTALLATION.
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MULLION LOAD TABLES

JAMB/MULLION LOAD CAPACITY - Single Span

JAMB/MULLION LOAD CAPACITY - Single Span

(+/- PSF) (+/- PSF)
na .=+ | MULLION [ MULLION [ MULLION | DOOR MULLION
NOMINAL DIMs. | JAMB 14’ | Jamp s' | MOLION | MOLLION IMOLLION | DOOR MULLION NOMINAL DIMS.| Jamg 44’ samp s' [ MELION [ MELON | ML e
SPAN SPAN
WIDTH| P er| EXT.(+) | EXT.(+) | EXT.(+) | EXT.(+) | EXT.(+) EXT. (+) WIDTH | e \gyr| EXT (+) [ EXT.(+) | EXT.(+) | EXT.(+) { EXT.(+) EXT. (+)
W in) iy | INT-G) | INT () [ INTL () [ INT. () [ INT. () INT. () W' (in.) ‘W (in)| NT-() [ INT.() | INT.() [ INT.() | INT.() INT. (-)
18 90.0 90.0 90.0 90.0 90.0 90.0 18 90.0 90.0 90.0 90.0 90.0 90.0
24 90.0 90.0 90.0 90.0 90.0 90.0 24 90.0 90.0 90.0 90.0 90.0 90.0
30 90.0 90.0 90.0 90.0 90.0 90.0 30 90.0 90.0 90.0 90.0 90.0 90.0
36 - 90.0 90.0 90.0 90.0 90.0 90.0 36 a8 90.0 90.0 90.0 90.0 90.0 90.0
42 90.0 90.0 90.0 90.0 90.0 90.0 42 90.0 90.0 90.0 90.0 90.0 90.0
48 90.0 90.0 90.0 90.0 90.0 90.0 48 80.5 90.0 90.0 90.0 90.0 90.0
54 90.0 90.0 90.0 90.0 90.0 90.0 54 715 90.0 90.0 90.0 90.0 90.0
60 90.0 90.0 90.0 90.0 90.0 90.0 60 64.4 817 84.9 90.0 90.0 90.0
18 90.0 90.0 90.0 90.0 90.0 90.0 18 90.0 90.0 90.0 90.0 90.0 90.0
24 90.0 90.0 90.0 90.0 90.0 90.0 24 90.0 90.0 90.0 90.0 90.0 90.0
30 90.0 90.0 90.0 90.0 90.0 90.0 30 90.0 90.0 90.0 90.0 90.0 90.0
36 . 90.0 90.0 90.0 90.0 90.0 90.0 36 68 90.0 90.0 90.0 90.0 90.0 90.0
42 90.0 90.0 90.0 90.0 90.0 90.0 42 79.8 90.0 90.0 90.0 90.0 90.0
48 90.0 90.0 90.0 90.0 90.0 90.0 48 69.8 88.6 90.0 90.0 90.0 90.0
54 90.0 90.0 90.0 90.0 90.0 90.0 54 62.1 78.7 81.8 90.0 90.0 90.0
60 90.0 90.0 90.0 90.0 90.0 90.0 60 55.9 70.9 73.7 90.0 90.0 90.0
18 90.0 90.0 90.0 90.0 90.0 90.0 18 90.0 90.0 90.0 90.0 90.0 90.0
24 90.0 90.0 90.0 90.0 90.0 90.0 24 90.0 90.0 90.0 90.0 90.0 90.0
30 90.0 90.0 90.0 90.0 90.0 90.0 30 90.0 90.0 90.0 90.0 90.0 90.0
36 - 90.0 90.0 90.0 90.0 90.0 90.0 36 - 85.9 90.0 90.0 90.0 90.0 90.0
42 90.0 90.0 90.0 90.0 90.0 90.0 12 73.6 90.0 90.0 90.0 90.0 90.0
48 90.0 90.0 90.0 90.0 90.0 90.0 48 64.4 817 82.5 90.0 90.0 90.0
54 90.0 90.0 90.0 90.0 90.0 90.0 54 57.3 72.7 73.4 90.0 90.0 90.0
60 90.0 90.0 90.0 90.0 90.0 90.0 60 51.5 65.4 66.0 90.0 90.0 90.0
18 90.0 90.0 90.0 90.0 90.0 90.0 18 90.0 90.0 90.0 90.0 90.0 90.0
24 90.0 90.0 90.0 90.0 90.0 90.0 24 90.0 90.0 90.0 90.0 90.0 90.0
30 90.0 90.0 90.0 90.0 90.0 90.0 30 90.0 90.0 90.0 90.0 90.0 90.0
36 - 90.0 90.0 90.0 90.0 90.0 90.0 36 120 77.5 90.0 90.0 90.0 90.0 90.0
42 90.0 90.0 90.0 90.0 90.0 90.0 42 66.5 84.3 80.9 90.0 90.0 90.0
48 90.0 90.0 90.0 90.0 90.0 90.0 48 58.1 73.8 70.8 90.0 90.0 90.0
54 90.0 90.0 90.0 90.0 90.0 90.0 54 51.7 65.6 62.9 90.0 90.0 90.0
60 90.0 90.0 90.0 90.0 90.0 90.0 60 46.5 59.0 56.6 90.0 90.0 90.0
18 90.0 90.0 90.0 90.0 90.0 90.0
24 90.0 90.0 90.0 90.0 90.0 90.0
30 90.0 90.0 90.0 90.0 90.0 90.0
36 90.0 90.0 90.0 90.0 90.0 90.0
4 8 90.0 90.0 90.0 90.0 90.0 90.0
48 90.0 90.0 90.0 90.0 90.0 90.0
54 90.0 90.0 90.0 90.0 90.0 90.0
60 90.0 90.0 90.0 90.0 90.0 90.0
18 90.0 90.0 90.0 90.0 90.0 90.0
24 90.0 90.0 90.0 90.0 90.0 90.0
30 90.0 90.0 90.0 90.0 90.0 90.0
36 - 90.0 90.0 90.0 90.0 90.0 90.0
42 90.0 90.0 90.0 90.0 90.0 90.0
48 90.0 90.0 90.0 90.0 90.0 90.0
54 90.0 90.0 90.0 90.0 90.0 90.0
60 90.0 90.0 90.0 90.0 90.0 90.0
18 90.0 90.0 90.0 90.0 90.0 90.0
24 90.0 90.0 90.0 90.0 90.0 90.0
30 90.0 90.0 90.0 90.0 90.0 90.0
36 90.0 90.0 90.0 90.0 90.0 90.0
42 %o 90.0 90.0 90.0 90.0 90.0 90.0
48 90.0 90.0 90.0 90.0 90.0 90.0
54 90.0 90.0 90.0 90.0 90.0 90.0
60 82.7 90.0 90.0 90.0 90.0 90.0
18 90.0 90.0 90.0 90.0 90.0 90.0
24 90.0 90.0 90.0 90.0 90.0 90.0
30 90.0 90.0 90.0 90.0 90.0 90.0
36 90.0 90.0 90.0 90.0 90.0 90.0
42 % 90.0 90.0 90.0 90.0 90.0 90.0
48 90.0 90.0 90.0 90.0 90.0 90.0
54 80.8 90.0 90.0 90.0 90.0 90.0
60 72.7 90.0 90.0 90.0 90.0 90.0

-
FRAME
HEIGHT
A A7 A
=
| w1 , W2 , w3
WIDTH (W) = W1 (JAMB)
wioTH (W) = —22* W3 muLLion)
JAMB "4 JAMB 5"

@ ]

1

MULLION ‘M3’

_©

MULLION ‘M4'

7@
PO

\

@ | nr? @

)
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5 ©
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ANCHOR TYPE 'A & B' TABLES

~

a p Quality
inspires

YKK AP America, Inc.
101 MARIETTA STREET NW, SUITE 2100
ATLANTA, GA 30303
PH: (478)277-1955 FAX: (678)838-6001

1900 NE MIAMI COURT, STE. 2-15
MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

BUILDING DROPS, INC.

YHW 60 TU WINDOW WALL SYSTEM
(HVHZ) (IMPACT)
TYPE A & B ANCHOR TABLES

PREPARED BY
BUILDING DROPS

TITLE:

REMARKS BY

2026 FBC UPDATE SH

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

C
1900 NE MIAMI COURT, STE. 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL

" FL24567

DATE:

12.08.17

DWG. BY:

RV

CHK. BY:

HEN
NTS

SCALE:

DWG. #:

YKK252

ANCHORS TYPES: SEE TABLE BELOW FOR DESCRIPTION
ANCHOR LOAD CAPACITY - 14, 15, 16, 'M3', 'M&",'M5' & ANCHOR LOAD CAPACITY - 14", 'J5', 16", 'M3', 'M4", 'MI5' & A2 = (2) ANCHORS TYPE ‘A’ AT JAMB OR EACH SIDE OF MULLION
ANCHOR LOAD CAPACITY - U1, 112, 3!, 'M1' & 'M2' ANCHOR LOAD CAPACITY - L', 12, 3!, 'M1' & 'M2' wve we A3 = (3) ANCHORS TYPE 'A' AT JAMB OR EACH SIDE OF MULLION
EXT. (+) &INT. (-) EXT. (+) &INT. (-) EXT. (+) & INT. (-) EXT. (+) &INT. (- = Al
(+) §) A4 = (4) ANCHORS TYPE 'A' AT JAMB OR EACH SIDE OF MULLION
NOMINAL DIMS. ATNY?'E'(,):.S ANCHC,)FSS TYPE] [ NOMINAL DIMS. AT":(CP';‘?ES ANCH(?;‘,S TYPE NOMINAL DIMS. ATNYCP';C,)SS ANCHC.’BR,S TYPE] [NOMINAL DIMS. ATNYCPHE(?:.S ANCH?;.S TYPE
WioTH WiDTH WioTH B2 = (2) ANCHORS TYPE 'B' AT JAMB OR EACH SIDE OF MULLION
W) |roewr| A2 | A | oas | ez | e | [ WEFIEEAMEL a0 | as | ae | B2 | s W |ibes| A2 | a3 | aa | B2 | 3 W || A2 | s | oaa | B2 | 3 B3 = (3) ANCHORS TYPE 'B' AT JAMB OR EACH SIDE OF MULLION
18 70.0 | 70.0 | 700 | 70.0 | 70.0 18 700 | 70.0 | 70.0 | 700 | 70.0 18 90.0 | 90.0 | 90.0 | 90.0 | 90.0 18 90.0 | 90.0 | 90.0 | 90.0 | 90.0 ALL OTHER ANCHORS TO BE SPACED AS PER ELEVATION
24 700 | 70.0 | 700 | 700 [ 700 24 700 | 70.0 [ 700 [ 700 | 70.0 24 200 | 90.0 | 90.0 | 90.0 | 90.0 24 90.0 | 90.0 | 90.0 | 90.0 | 90.0
30 700 | 70.0 | 70.0 | 700 [ 70.0 30 700 | 70.0 | 70.0 | 700 | 70.0 30 200 | 90.0 | 90.0 | 90.0 | 90.0 30 90.0 | 90.0 [ 90.0 | 90.0 | 90.0
36 sy |- 700 [ 700 | 700 | 700 [ 70.0 36 | 10p | 200 [ 700 [ 700 [700 | 700 36 54 | 900 [ 900 | 900 [ 900 [ 90.0 36 | 40y [-827 [ 900 [ 500 | 00 | 900
42 700 | 70.0 | 700 | 700 [ 700 42 700 | 70.0 [ 700 | 70.0 | 70.0 42 90.0 | 90.0 | 90.0 | 90.0 [ 90.0 42 709 | 90.0 | 90.0 | 90.0 [ 90.0 T 1T 1T
48 700 | 70.0 | 70.0 | 700 [ 70.0 48 621 | 70.0 | 700 | 700 | 70.0 48 90.0 | 90.0 | 90.0 | 90.0 [ 90.0 48 621 | 90.0 | 90.0 [ 90.0 | 90.0 T T T 11
54 700 | 70.0 | 700 [ 700 | 70.0 54 552 | 700 | 70.0 | 700 | 70.0 54 90.0 | 90.0 | 90.0 [ 90.0 | 90.0 54 552 | 82.7 | 90.0 | 80.1 | 90.0
60 70.0 70.0 70.0 70.0 70.0 60 49.6 70.0 70.0 70.0 70.0 60 90.0 90.0 90.0 90.0 90.0 60 49.6 74.5 90.0 72.1 90.0
18 700 | 70.0 | 70.0 [ 700 | 70.0 18 700 | 700 | 70.0 | 700 [ 70.0 18 90.0 | 90.0 | 90.0 [ 90.0 | 90.0 18 900 | 90.0 | 90.0 | 900 | 90.0 Tl 7 T T I
24 700 | 70.0 | 70.0 [ 700 | 70.0 24 700 | 70.0 | 70.0 | 700 [ 70.0 24 90.0 | 90.0 [ 90.0 | 90.0 | 90.0 24 90.0 | 90.0 [ 90.0 | 90.0 | 90.0 T T 1 IR T T
30 700 | 70.0 | 70.0 [ 700 | 70.0 30 700 | 70.0 | 70.0 | 700 [ 70.0 30 90.0 | 90.0 | 90.0 | 90.0 | 90.0 30 90.0 | 90.0 | 90.0 | 90.0 [ 90.0 ’| I_ 3n _.| l__ 3" 3n _.| I__ 3"
36 70.0 | 70.0 | 700 [ 700 [ 700 36 700 | 70.0 [ 700 [ 700 | 700 36 90.0 | 90.0 [ 90.0 | 90.0 | 90.0 36 771 | 90.0 | 90.0 [ 90.0 | 90.0 " "
60 109 60 109 3 e 3 " " n "
02 700 | 700 | 70.0 | 70.0 | 70.0 2 66.1 | 70.0 | 700 | 700 | 700 2 900 | 900 | 90.0 | 90.0 | 90.0 2 661 | 90.0 | 90.0 | 90.0 | 90.0 3 - 3 3 3
48 70.0 | 70.0 | 700 [ 700 [ 700 48 57.8 | 70.0 | 700 | 700 | 70.0 48 200 | 90.0 | 90.0 | 90.0 | 90.0 48 578 | 867 | 90.0 | 84.0 | 90.0 15" —td-1 5" 1.5" ——Hd- 1 5" 3" L 3"
54 700 | 70.0 | 70.0 | 700 [ 70.0 54 514 | 700 | 70.0 | 700 | 70.0 54 200 | 90.0 | 90.0 | 90.0 | 90.0 54 514 | 771 | 90.0 | 747 [ g0.0 : : : : " "
60 700 | 70.0 | 700 | 700 [ 700 60 262 | 69.4 | 700 | 672 | 700 60 844 | 90.0 | 90.0 | 90.0 [ 90.0 60 262 | 69.4 | 900 [ 672 | 90.0 1.5 T 1.5
18 70.0 | 70.0 | 700 | 700 [ 700 18 700 | 70.0 | 70.0 | 700 | 70.0 18 900 | 90.0 | 90.0 | 90.0 | 90.0 18 900 [ 90.0 | 90.0 | 900 | 90.0 A2, B2 A3, B3 Ad
24 700 | 70.0 | 700 | 70.0 { 70.0 24 70.0 | 700 | 70.0 | 70.0 | 70.0 24 90.0 | 90.0 | 90.0 | 90.0 | 90.0 24 90.0 | 90.0 | 90.0 | 90.0 | 90.0 _
30 70.0 70.0 70.0 70.0 70.0 30 70.0 70.0 70.0 70.0 70.0 30 90.0 90.0 90.0 90.0 90.0 30 88.8 90.0 90.0 90.0 90.0 2ol e . ° . ° ° . ° RCE I B
36 66 700 | 700 | 700 | 700 | 70.0 36| .., [700 [ 700 [ 700 ["700 [ 700 36 66 1200 | 900 | 500 [ 90.0 [ 90.0 36 | 14, [720 [ 900 [ 500 | s00 | 900
42 700 | 70.0 | 70.0 | 700 | 70.0 42 635 | 70.0 | 700 | 70.0 | 70.0 42 90.0 | 90.0 | 90.0 | 90.0 [ g0.0 42 635 | 90.0 | 90.0 [ 90.0 | 90.0 NOTE:
48 700 | 70.0 | 70.0 [ 700 | 70.0 48 555 | 70.0 | 700 | 70.0 | 70.0 48 90.0 | 90.0 | 90.0 | 90.0 | 90.0 48 555 | 833 | 90.0 | 80.7 | 90.0 . .
54 700 | 70.0 | 70.0 [ 700 | 70.0 54 49.4 | 700 | 70.0 | 700 [ 700 54 852 | 90.0 | 90.0 [ 90.0 | 90.0 54 49.4 | 740 | 90.0 | 71.7 [ 90.0 1. FORITEM# 9: ANCHOR TYPE "A’ USE ST,AG,GERED PATTERN
60 70.0 | 70.0 | 700 [ 700 [ 700 60 444 | 666 | 700 | 645 | 700 60 76.7 | 90.0 [ 90.0 | 90.0 | 90.0 60 444 | 666 | 888 | 64.5 | 90.0 2. FORITEM# 16, 17 & 18: ANCHOR TYPE 'B' USE INLINE PATTERN
18 70.0 | 70.0 | 700 [ 700 [ 700 18 700 | 70.0 | 700 | 70.0 | 70.0 18 90.0 | 90.0 [ 90.0 | 90.0 | 90.0 18 90.0 | 90.0 | 90.0 [ 90.0 | 90.0
24 700 | 70.0 | 700 | 700 [ 700 24 700 | 70.0 [ 700 | 70.0 | 70.0 24 200 | 90.0 | 90.0 | 90.0 | 90.0 24 90.0 | 90.0 | 90.0 | 90.0 | 90.0
30 70.0 70.0 70.0 70.0 70.0 30 70.0 70.0 70.0 70.0 70.0 30 90.0 90.0 90.0 90.0 90.0 30 84.4 90.0 90.0 90.0 90.0
36 55 |700 [ 700 [ 700 | 700 [ 70.0 36 | 1,0 |z00 [ 700 [ 700 [700 | 700 36 5, | 200 [ 900 [ 900 | s00 [ 00 36 | 1,0 [703 [ 900 [ s00 | s00 | 900
42 700 | 70.0 | 70.0 | 700 [ 70.0 42 603 | 70.0 | 70.0 [ 700 | 70.0 42 90.0 | 90.0 | 90.0 | 90.0 [ 90.0 42 603 | 90.0 | 90.0 | 87.6 | 90.0
48 700 | 70.0 | 70.0 | 700 [ 70.0 48 527 | 70.0 | 700 | 700 | 70.0 48 87.9 | 90.0 | 90.0 | 90.0 [ 90.0 48 527 | 791 | 90.0 [ 766 | 90.0
54 700 | 70.0 | 70.0 [ 700 | 70.0 54 46.9 | 700 | 700 | 681 | 70.0 54 781 | 90.0 | 90.0 [ 90.0 | 90.0 54 46.9 | 703 | 900 | 681 | 90.0 <
60 70.0 70.0 70.0 70.0 70.0 60 42.2 63.3 70.0 61.3 70.0 60 70.3 90.0 90.0 90.0 90.0 60 42.2 63.3 84.4 61.3 90.0
18 700 | 70.0 | 70.0 [ 700 | 70.0 18 90.0 | 90.0 [ 90.0 | 90.0 | 90.0 FRAME » » »
24 700 | 70.0 | 70.0 [ 700 | 70.0 24 90.0 | 90.0 [ 90.0 [ 90.0 | 90.0 2257 2% /%
30 700 | 700 | 700 | 700 | 70.0 30 90.0 | 90.0 | 90.0 | 90.0 | 90.0 HEIGHT i 722% “52%
36 58 |-700 [ 700 [ 700 | 700 [ 70.0 36 59 | 900 | 900 | 00 | 90.0 | 90.0
42 70.0 | 70.0 | 700 [ 700 [ 700 42 90.0 | 90.0 | 90.0 | 90.0 [ 90.0 <
48 70.0 | 70.0 | 700 [ 700 [ 700 48 811 | 90.0 [ 90.0 | 90.0 | 90.0
54 700 | 70.0 | 70.0 [ 700 [ 70.0 54 721 | 90.0 [ 90.0 | 90.0 | 90.0
60 649 | 70.0 | 70.0 | 700 [ 70.0 60 64.9 | 90.0 | 90.0 | 90.0 [ 90.0
18 700 | 70.0 | 70.0 | 700 [ 70.0 18 90.0 | 90.0 | 90.0 | 90.0 [ 90.0 WIDTH (W) = W1 (JAMB)
24 700 | 70.0 | 70.0 [ 700 | 70.0 24 90.0 | 90.0 | 90.0 | 90.0 [ 90.0
30 700 | 70.0 | 70.0 [ 700 | 70.0 30 90.0 | 90.0 [ 90.0 [ 90.0 | 90.0
36 70.0 | 70.0 | 70.0 | 70.0 [ 70.0 36 90.0 | 90.0 | 90.0 | 90.0 | 90.0 W2 + W3
2 | * [700 [ 700 | 700 [ 700 | 700 22 | % [T861 [ 900 | 900 | 900 | 90.0 WIDTH (W) = ————— (MULLION) W1 | W2 | W3 |
48 700 | 70.0 | 70.0 [ 700 | 70.0 48 753 | 90.0 | 90.0 | 90.0 [ 90.0
54 670 | 70.0 | 70.0 [ 700 | 70.0 54 670 | 90.0 | 90.0 | 90.0 | 90.0 YHW 60 TU WINDOW WALL ANCHOR TYPES
60 603 | 70.0 | 700 | 700 | 70.0 60 60.3 | 90.0 | 90.0 | 87.6 | 90.0
18 700 | 700 | 700 | 700 | 70.0 18 90.0 | 900 | 500 | 900 | 90.0 ANCHOR TYPE ANCHOR DESCRIPTION RES&UU'T;EF&ETSTS miN. evBepmenT | - EDSE NOTES
24 70.0 | 70.0 | 700 [ 700 [ 700 24 90.0 | 90.0 [ 90.0 | 90.0 | 90.0
30 70.0 | 70.0 | 700 [ 700 [ 700 30 90.0 | 90.0 | 90.0 | 90.0 [ 90.0 CONCRETE AT HEAD, SILL
36 90 70.0 70.0 70.0 70.0 70.0 36 %0 90.0 90.0 90.0 90.0 90.0 5/16" DIA. TAPCON BY ITW OR JAMBS F'C = 3000 PSI MAY BE USED
42 70.0 | 70.0 | 700 | 700 | 70.0 42 80.4 | 90.0 | 90.0 | 90.0 | 90.0 (Fu=125 KSI, Fy=100 KSI) MIN. 1-3/4" 3 THROUGH OPTIONAL
48 700 | 70.0 | 70.0 | 700 | 70.0 48 703 | 90.0 | 90.0 | 90.0 | 90.0 A OR C-90 HOLLOW/FILLED 1X BUCKS, BY OTHERS
54 62.5 | 70.0 | 700 [ 700 [ 700 54 625 | 90.0 | 90.0 | 90.0 | 90.0 5/16" DIA. ULTRACON BY ELCO | BLOCKATJAMBS F'M = ’
60 563 | 70.0 | 70.0 | 70.0 [ 70.0 60 563 | 844 | 90.0 | 81.7 | 90.0 (Fu=177 KSI, Fy=155 KSl) 2000 PSI MIN.
18 700 | 70.0 | 70.0 | 70.0 | 70.0 18 90.0 | 90.0 | 90.0 | 90.0 | 90.0 MIN. S.G. = 0.55 WOOD 1-1/2" 1" -
24 700 | 70.0 | 70.0 [ 700 | 70.0 24 90.0 | 90.0 [ 90.0 | 90.0 | 90.0 - —
30 700 | 700 [ 700 | 700 | 700 30 900 | 900 | 900 | 900 | 900 5/16" DIA. SELE-DRILUNG | - aeanam Y720 | THREE THREADS STEEL IN CONTACT
36 % 70.0 | 70.0 | 700 | 70.0 | 70.0 36 o 87.9 | 90.0 | 90.0 | 90.0 | 90.0 B SCREWS (GRADE 5) ALUM.: 1/8" N”N' 6063-T5 PENETRATION PAST 3/4" WITH ALUM. TO BE
42 70.0 | 70.0 | 700 [ 700 [ 700 42 753 | 90.0 | 90.0 [ 90.0 | 90.0 N METAL STRUCTURE PLATED OR PAINTED
48 659 | 70.0 | 700 | 700 [ 70.0 48 659 | 90.0 [ 90.0 | 90.0 | 90.0
54 586 | 70.0 | 700 | 700 | 70.0 54 586 | 87.9 | 90.0 | 85.2 | 90.0 CONCRETE AT HEAD, SILL
60 52.7 | 70.0 | 70.0 [ 70.0 | 70.0 60 527 | 79.1 | 90.0 | 76.6 | 90.0 1/F4" ?|2A5~ II?IP(F:O';(?(I |I<TS\IN OR JAMBSMFIﬁ: 3000 Pl MAY BE USED
u= , Fy= . _a/pn /o
: 0] | ol |1 v mobenorow
1/4" DIA. ULTRACON BY ELCO | BLOCKATJAMBS F'M =
(Fu=177 KSl, Fy=155 KSI) 2000 PSI MIN.
MIN. $.G. = 0.55 WOOD 1-1/2" 1" .
1/4" DIA. SELF-DRILLING STEEL: 12KSIAM'|\:|\‘|N" Fy=36 3 THREADS STEEL IN CONTACT
SCREWS (GRADE 5) ALUM.: 1/8" MIN., 6063-T5| "ENETRATION PAST 3/4 WITH ALUM. TO BE
b MIN. METAL STRUCTURE PLATED OR PAINTED
1/4" DIA. SELF-DRILLING |18 GA- MIN. STEEL STUD, Fy . . STAGGERED SEE
SCREWS (GRADE 5) =33KSI néll\r\é.KmlgH WOOD | 1-1/2" IN WOOD 1" IN WOOD SHEETS € & 7
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ANCHOR TYPE 'C & D' TABLES

ANCHOR LOAD CAPACITY - J1',J2', 13", 'M1'

ANCHOR LOAD CAPACITY - 'J1', 'J2', 13, 'M1'

ANCHOR LOAD CAPACITY - '14','J5', 'M3',

ANCHOR LOAD CAPACITY - 'J4','J5', 'M3',

ANCHORS TYPES:

Cc2
Cc3

D2 =

SEE TABLE BELOW FOR DESCRIPTION

(2) ANCHORS TYPE 'C' AT JAMB OR EACH SIDE OF MULLION
(3) ANCHORS TYPE 'C' AT JAMB OR EACH SIDE OF MULLION

(2) ANCHORS TYPE 'D' AT JAMB OR EACH SIDE OF MULLION

ALL OTHER ANCHORS TO BE SPACED AS PER ELEVATION

\

YK

Quality
inspires
YKK AP America, Inc.

101 MARIETTA STREET NW, SUITE 2100
ATLANTA, GA 30303
PH: (478)277-1955 FAX: (678)838-6001

s @]
= =5
(%] N 2
& 9 Lhaegt
4 = OES3Ss
=IF 2= x23ag s
gu = Qczass
X 5 033883
=s 2 Z535:%%
e= 9 o “vg
a=— =z 82 i
2N < = g =
= T ) D‘—q
3; o @
- .
[ 3 & =
o o o =
(Yo} > w paey
[ o [ | =
= g =
o o =
E> &= =
[== o =
REMARKS BY | DATE
2026 FBC UPDATE SH 07.24.26

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]
IAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC

DOCUMENTS FOR USE WITH THIS DOCUMENT.

Aleo P\
1900 NE l\a%ﬁ/ﬁ&%};@% 2-15

MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

U’Q.

FL

" FL24567

pate:  12.08.17

DWG. BY: CHK. BY:

RV HEN

&'M3' &'M3' M4, 'M5' & 'M6' M4, 'M5' & 'M6'
EXT. (+) & INT. (-) EXT. (+) & INT. (-) EXT. (+) & INT. (-) EXT. (+) & INT. (-) L L
ANCHORS ~ |ANCHORS ANCHORS | ANCHORS ANCHORS ~ |ANCHORS ANCHORS ~ |ANCHORS
NOMINAL DIMs. | ATHO e | |NomiNaLDims. [ ANHOT ea | [NomiNALDIMs. | ANHOT Npaoo| |NomiNaLpims. [ ATHOR NP
WIDTH WIDTH WIDTH WIDTH
(W) Eiﬁ;“ﬂi ¢ [ c3 b2 (W) E’éﬁ;“ﬂ? e | G D2 (W) Eﬁﬁ“ﬂi 2 | cs b2 (W) EET‘G“QE S b2
18 700 | 700 | 70.0 18 700 | 700 | 70.0 18 90.0 | 90.0 | 90.0 18 90.0 | 90.0 | 90.0 1 T T BT
24 700 | 700 | 70.0 24 700 | 700 | 70.0 24 90.0 | 900 | 90.0 24 90.0 | 90.0 | 90.0 11 T TT1
30 70.0 | 70.0 70.0 30 70.0 | 70.0 70.0 30 90.0 | 90.0 90.0 30 90.0 | 90.0 90.0 —| I_ 3 __I I__ 3
36 700 | 700 | 70.0 36 700 | 700 | 70.0 36 90.0 | 90.0 | 90.0 36 90.0 | 90.0 | 90.0 " "
54 102 54 102 3 fest 3 " "
42 700 | 700 | 70.0 42 700 | 700 | 70.0 42 90.0 | 90.0 | 90.0 42 83.4 | 90.0 | 90.0 3 -
48 700 | 700 | 70.0 48 700 | 700 | 70.0 48 90.0 | 90.0 | 90.0 48 73.0 | 90.0 | 90.0 " " " "
54 700 | 700 [ 70.0 54 649 | 70.0 | 70.0 54 90.0 | 90.0 [ 90.0 54 64.9 | 90.0 | 86.5 15 1.5 15 =15
60 700 | 700 | 70.0 60 584 | 700 | 70.0 60 90.0 | 90.0 | 90.0 60 584 | 876 | 77.8 C2. D2 c3
18 700 | 700 | 70.0 18 700 | 700 | 70.0 18 90.0 | 90.0 | 90.0 18 90.0 | 90.0 | 90.0 =4 Pl =
24 700 | 700 | 70.0 24 700 | 700 | 700 24 90.0 | 900 | 90.0 24 90.0 | 90.0 | 90.0 T3 —T T
30 700 | 700 | 70.0 30 700 | 700 | 700 30 900 | 900 | 90.0 30 90.0 | 90.0 | 90.0 ° ° °
36 700 | 700 | 70.0 36 700 | 700 | 700 36 90.0 | 900 | 90.0 36 90.0 | 90.0 | 90.0
60 109 60 109
42 700 | 700 | 70.0 42 700 | 700 | 70.0 42 90.0 | 90.0 | 90.0 42 77.7 | 90.0 | 90.0 NOTE:
48 700 | 700 | 70.0 48 68.0 | 700 | 70.0 48 90.0 | 90.0 | 90.0 48 68.0 | 90.0 | 90.0 1. FORITEM# 9: ANCHOR TYPE 'A' USE STAGGERED PATTERN
54 700 | 700 | 70.0 54 60.4 | 700 | 70.0 54 90.0 | 90.0 | 90.0 54 60.4 | 90.0 | 80.6 2. FORITEM# 16, 17 & 18: ANCHOR TYPE 'B' USE INLINE PATTERN
60 700 | 700 | 70.0 60 544 | 700 | 700 60 90.0 | 90.0 | 90.0 60 544 | 816 | 725
18 700 | 700 | 70.0 18 700 | 700 | 70.0 18 90.0 | 90.0 | 90.0 18 90.0 | 90.0 | 90.0
24 700 | 700 | 70.0 24 700 | 700 | 70.0 24 90.0 | 90.0 | 90.0 24 90.0 | 90.0 | 90.0
30 700 | 700 | 70.0 30 700 | 700 | 70.0 30 90.0 | 90.0 | 90.0 30 90.0 | 90.0 | 90.0
36 65 |00 [ 700 [ 700 36 | 4, [700 [ 700 [ 700 36 e |-200 | 900 [ 900 36 | ,,, [871 [ 900 [ 900
42 700 | 700 | 70.0 42 700 | 700 | 70.0 42 90.0 | 90.0 | 90.0 42 746 | 90.0 | 90.0
48 700 | 700 | 70.0 48 653 | 700 | 70.0 48 90.0 | 90.0 | 90.0 48 653 | 900 | 87.1
54 700 | 700 | 70.0 54 580 | 700 | 70.0 54 90.0 | 900 | 90.0 54 580 | 871 | 77.4 -
60 700 | 700 | 70.0 60 522 | 700 | 696 60 90.0 | 900 | 90.0 60 522 | 784 | 69.6
18 700 | 700 | 70.0 18 700 | 700 | 700 18 90.0 | 900 | 90.0 18 90.0 | 90.0 | 90.0 ) ) )
24 70.0 | 70.0 | 70.0 24 700 | 700 | 700 24 90.0 | 90.0 | 90.0 24 90.0 | 90.0 | 90.0 ;E'IAGI\I/I-IFI' 72////', ?f///'/', 72/7,4/',
30 700 | 700 | 70.0 30 700 | 700 | 70.0 30 90.0 | 90.0 | 90.0 30 90.0 | 90.0 | 90.0
36 5 700 [700 | 700 36 | 150 [700 [700 [ 700 36 5 |-200 [ 900 [ 900 36 | 150 |-827 [s00 | 900
42 700 | 700 | 70.0 42 700 | 700 | 70.0 42 90.0 | 90.0 | 90.0 42 709 | 90.0 | 90.0 =~
48 700 | 700 | 70.0 48 62.0 | 700 | 70.0 48 90.0 | 90.0 | 90.0 48 620 | 900 | 82.7
54 700 | 700 | 70.0 54 551 | 700 | 70.0 54 90.0 | 90.0 | 90.0 54 551 | 827 | 735
60 700 | 700 | 70.0 60 496 | 700 | 66.2 60 827 | 900 | 90.0 60 496 | 744 | 66.2
18 700 | 700 | 70.0 18 90.0 | 90.0 | 90.0
24 700 | 700 | 70.0 24 90.0 | 90.0 | 90.0
30 70.0 | 70.0 70.0 30 90.0 | 90.0 90.0 WIDTH (W) = W1 (JAM B)
36 58 |00 [ 700 [ 700 36 55 |-200 [ 900 [ 900
42 70.0 | 70.0 70.0 42 90.0 | 90.0 90.0 W2 W3 [ w1 i W2 W3 {
48 700 | 700 | 70.0 48 90.0 | 90.0 | 90.0 +
54 700 | 700 | 70.0 54 84.8 | 90.0 | 90.0 WIDTH (W) = ——— — (MULLION)
60 700 | 700 | 70.0 60 764 | 90.0 | 90.0 2
18 700 | 700 | 70.0 18 90.0 | 90.0 | 90.0 YHW 60 TU WINDOW WALL ANCHOR TYPES
24 700 | 700 | 70.0 24 90.0 | 90.0 | 90.0
30 700 | 700 | 700 30 90.0 | 900 | 200 ANCHOR TYPE ANCHOR DESCRIPTION REZUUﬁgQ;/II-\gl\ETS miN. evBepmenT | NI EDSE NOTES
36 ga | 700 [ 700 | 700 36 ga |00 [ 900 [ 900
42 70.0 | 70.0 70.0 42 90.0 | 90.0 90.0 CONCRETE AT HEAD, SILL
48 700 | 700 | 700 48 886 | 900 | 90.0 5/16" DIA. TAPCON BY ITw | ORJAMBS F'C =3000 PSI MAY BE USED
54 70.0 | 70.0 70.0 54 78.8 | 90.0 90.0 (Fu=125 KSI, Fy=100 KSI) MIN. 1-3/4" 3" THROUGH OPTIONAL
60 70.0 70.0 70.0 60 70.9 90.0 90.0 A OR C-90 HOLLOW/FILLED 1X BUCKS, BY OTHERS
18 700 | 700 | 700 18 90.0 | 900 | 90.0 5/16" DIA. ULTRACON BY ELCO | BLOCKATJAMBS F'M =
24 700 | 700 | 70,0 24 90.0 | 90.0 | 900 (Fu=177 KSI, Fy=155 KSI) 2000 PSI MIN.
30 70.0 | 70.0 70.0 30 90.0 | 90.0 90.0 MIN. S.G. = 0.55 WOOD 1-1/2" 1" --
36 700 | 700 | 70.0 36 90.0 | 90.0 | 90.0
2| ° [Foo 700 [ 700 22| % [Co0o [ s00 [ 00 5/16" DI, SELE-DRILUNG | aeanan V7> | THREE THReADS ) STEEL IN CONTACT
48 70.0 70.0 70.0 48 82.7 90.0 90.0 B SCREWS (GRADE 5) ALUM.: 1/8" MIN., 6063-T5 PENETRATION PAST 3/4 WITH ALUM. TO BE
o 200 | 700 | 700 o 735 | 900 1 900 Vi METAL STRUCTURE PLATED OR PAINTED
60 60
- 700 T 700 T 700 - 300 T s00 [ s00 CONCRETE AT HEAD, SILL
24 700 | 700 | 700 24 90.0 | 900 | 90.0 1/4" DIA. TAPCON BY ITW OR JAMBsMFlﬁ_ 3000 P! MAY BE USED
30 700 | 700 | 700 30 900 | 900 | 900 (Fu=125 K, Fy=100 KSl) .90 HOLLOW/FILLED 1-3/4" 2-1/2" THROUGH OPTIONAL
36 700 | 700 | 700 36 90.0 | 900 | 90.0 c OR M= IX'BUCKS, BY OTHERS
96 96 1/4" DIA. ULTRACON BY ELCO | BLOCKATJAMBS F'M =
42 70.0 70.0 70.0 42 88.6 90.0 90.0 (Fu=177 KSI, Fy=155 KSl) 2000 PSI MIN.
48 700 | 700 | 70.0 48 77.6 | 90.0 | 90.0 ’ - -
54 689 | 700 | 70.0 54 689 | 90.0 | 90.0 MIN. 5.G. = 0.55 WOOD 1-1/2 1 -
60 620 | 700 | 70.0 60 620 | 900 | 82.7 STEEL: 12 GA. MIN., Fy=36
1/4" DIA. SELF-DRILLING KIMIN. 3 THREADS . STEEL IN CONTACT
SCREWS (GRADE 5) ALUM.: 1/8" MIN., 6063-T5| "ENETRATION PAST 3/4 WITH ALUM. TO BE
5 VI METAL STRUCTURE PLATED OR PAINTED
1/4" DIA. SELF-DRILLING |18 GA- MIN. STEEL STUD, Fy . . STAGGERED SEE
SCREWS (GRADE 5 =33 KSI MIN. WITH WOOD |  1-1/2" IN WOOD 1" IN WOOD SHEETS 6 8 7
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ANCHOR AT DOOR MULLION
TYPES HEAD AND SILL

A 6

B 4

C 8

D 6
FRAME
HEIGHT

x

WIDTH (W) =

SINGLE DOOR

\

YK

a p Quality
inspires

YKK AP America, Inc.
101 MARIETTA STREET NW, SUITE 2100
ATLANTA, GA 30303
PH: (478)277-1955 FAX: (678)838-6001

TYPEA, B, CORD

SINGLE DOOR WITH TRANSOM

TOTAL NO. OF ANCHORS TOTAL NO. OF ANCHORS TOTAL NO. OF ANCHORS
ANGAOR | AT DOOR JAMB MULLION ANaadR AT DOOR MULLION Apest | AT DOOR JAMB MULLION
i HEAD /;ND SILL i HEAD AED SILL VKK AP OUTSWING DOORS i HEAD gND SILL
2 > - " SEE SEPARATE APPROVAL 5 >
C 4 C 3 C 4
A D 3 D 6 - __\ D 3
A AT AT
] T 11 | I | M 1
7 N N | N e _
, // \\
// \\
// \\
// \\
/// \\\
YKK AP OUTSWING DOORS
H SEE SEPARATE APPROVAL
/ \,
/ \,
FRAME Ve | do //; N
HEIGHT \ RN 7
N Il-.: :.JJ yd
\\ //
\\ //
\\ //
\\ //
\\ //
\\ //
\\ //
\\\ ///
h _—\\\\‘ i T/r—_:T\ + N ///—I_—\
J LTI L
\ONE ROW OF TWO ANCHOR I \ONE ROW OF TWO ANCHOR
TYPE A, B, CORD wi W2 TYPE A, B, CORD
W1 + W2
WIDTH (W) = —" %
2
YKK AP OUTSWING DOORS
SEE SEPARATE APPROVAL
TOTAL NO. OF ANCHORS TOTAL NO. OF ANCHORS
APY%"E"S)R ATDOORMULLION | —————— . /— ATNYCP"é?R AT DOOR JAMB MULLION
HEAD AND SILL AT Lo ) HEAD AND SILL
A 6 Seul#= <L A 3
B 4 25, B 2
C 8 ’ C 4
D 6 / D 3
| /
/
/,,
//
,/
//
FRAME
HEIGHT
. et
iy
W1 + W2
WIDTH (W) = ——" —~
\\\ 2
1T~ AT
Al I |\ £ | \\
LAY N
w1 W2 \ ONE ROW OF TWO ANCHOR

1900 NE MIAMI COURT, STE. 2-15
MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

BUILDING DROPS, INC.

(HVHZ) (IMPACT)
DOOR MULLION &

YHW 60 TU WINDOW WALL SYSTEM
ANCHOR TABLES

PREPARED BY
BUILDING DROPS

TITLE:

REMARKS BY | DATE

2026 FBC UPDATE SH (07.24.26

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(
JAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

// R RO, PR\
g

MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL

" FL24567

pate:  12.08.17

DWG. BY: CHK. BY:
RV HFEN

SCALE: NTS
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JAMB/MULLION LOAD CAPACITY - SINGLE SPAN

DOOR MULLION LOAD & ANCHOR TABLES

JAMB/MULLION LOAD CAPACITY - SINGLE SPAN

(+/- PSF)
NOMINAL DIMS. JAMB 16’ ML.JI\I;E?N
WIDTH 'W' [SPAN HEIGHT|  EXT. (+) EXT. (+)
(in.) "' (in.) INT. (-) INT. (-)
18 90.0 90.0
24 90.0 90.0
30 90.0 90.0
36 90.0 90.0
42 102 90.0 90.0
48 90.0 90.0
54 90.0 90.0
60 81.7 90.0
18 90.0 90.0
24 90.0 90.0
30 90.0 90.0
36 90.0 90.0
42 L 90.0 90.0
48 88.6 90.0
54 78.7 90.0
60 70.9 90.0
18 90.0 90.0
24 90.0 90.0
30 90.0 90.0
36 90.0 90.0
42 114 90.0 90.0
48 81.7 90.0
54 72.7 90.0
60 65.4 90.0
18 90.0 90.0
24 90.0 90.0
30 90.0 90.0
36 90.0 90.0
42 20 84.3 90.0
48 73.8 90.0
54 65.6 90.0
60 59.0 90.0

(+/- PSF)
NOMINAL DIMS. JAMB 16’ ML.J“I;:'(;PN
WIDTH 'W' |SPAN HEIGHT EXT. (+) EXT. (+)
(in.) 'H' (in.) INT. (-) INT. (-)
18 90.0 90.0
24 90.0 90.0
30 90.0 90.0
36 90.0 90.0
42 =8 90.0 90.0
48 90.0 90.0
54 90.0 90.0
60 90.0 90.0
18 90.0 90.0
24 90.0 90.0
30 90.0 90.0
36 90.0 90.0
42 & 90.0 90.0
48 90.0 90.0
54 90.0 90.0
60 90.0 90.0
18 90.0 90.0
24 90.0 90.0
30 90.0 90.0
36 90.0 90.0
42 Ee 90.0 90.0
48 90.0 90.0
54 90.0 90.0
60 90.0 90.0
18 90.0 90.0
24 90.0 90.0
30 90.0 90.0
36 90.0 90.0
42 7 90.0 90.0
48 90.0 90.0
54 90.0 90.0
60 90.0 90.0
18 90.0 90.0
24 90.0 90.0
30 90.0 90.0
36 90.0 90.0
42 e 90.0 90.0
48 90.0 90.0
54 90.0 90.0
60 90.0 90.0
18 90.0 90.0
24 90.0 90.0
30 90.0 90.0
36 90.0 90.0
42 & 90.0 90.0
48 90.0 90.0
54 90.0 90.0
60 90.0 90.0
18 90.0 90.0
24 90.0 90.0
30 90.0 90.0
36 90.0 90.0
42 =0 90.0 90.0
48 90.0 90.0
54 90.0 90.0
60 90.0 90.0
18 90.0 90.0
24 90.0 90.0
30 90.0 90.0
36 90.0 90.0
42 = 90.0 90.0
48 90.0 90.0
54 90.0 90.0
60 90.0 90.0

o}
L

® ®

Z

5 ©

YEK @

Quality
inspires
YKK AP America, Inc.

101 MARIETTA STREET NW, SUITE 2100
ATLANTA, GA 30303
PH: (478)277-1955 FAX: (678)838-6001

1900 NE MIAMI COURT, STE. 2-15
MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

BUILDING DROPS, INC.

(HVHZ) (IMPACT)
DOOR MULLION &

YHW 60 TU WINDOW WALL SYSTEM
ANCHOR TABLES

PREPARED BY
BUILDING DROPS

TITLE:

REMARKS BY | DATE

2026 FBC UPDATE SH [07.24.26

JAMB 'J6' DOOR MULLION 'M6'
TOTAL NO. OF ANCHORS TOTAL NO. OF ANCHORS
APYCP"E"S)R AT DOOR MULLION ATNYCP';(S)R AT DOOR JAMB MULLION
HEAD AND SILL HEAD AND SILL
A 6 A 3
B 4 B 2
C 8 YKK AP OUTSWING DOORS C 4
D 6 SEE SEPARATE APPROVAL D 3
T
[ ‘\ | //l
[
[ /TN
\,
7/ \\
// \\
/’ \\
/, \\
FRAME
HEIGHT / N
; NN /s \ DOOR
| 27
N o A ¢ HEIGHT
\\ ibh | g //
\\\ ,//
\\\ ,,/
\\\\ ,,,/
S I > ‘ 1T~
rammmal T A £4-1) \\
\\I 1T, 1 I// ‘\\ [ /,’
1T "~ ONE ROW OF TWO ANCHOR
w1 W2 TYPEA, B,CORD

ANCHORS TYPE AOR D

(6) AT DOOR MULLION

WIDTH (W)

HEAD / SILL

DOUBLE DOOR WITH TRANSOM

W1 + W2

2

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]
JAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

7
S 2
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ey @ —
-— ~
= -~
-~ S~

o IR

MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL

" FL24567

pate:  12.08.17

DWG. BY: CHK. BY:

RV HEN

SCALE: NTS

owe.# YKK252

SECTION: REV.
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CONCRETE/MASONRY & 1X \

CONCRETE/MASONRY
BY OTHERS

CAULK BETWEEN

WOOD BUCK BY OTHERS

1X WOOD BUCK
BY OTHERS

EXTERIOR FINISH
BY OTHERS

|———

MIN. EDGE
DISTANCE,
SEE SHEETS 6 & 7

TYPICAL INSTALLATION ANCHOR,
SEE SPECS SHEETS 6 & 7

$

MIN. EMBEDMENT,
SEE SHEETS 6 & 7

1

?

O.A.
FRAME
HEIGHT

$

|

O.A.
FRAME

PERIMETER SEALANT
BY OTHERS

EXTERIOR

SEE GLAZING
OPTIONS SHEET 3

EXTERIOR

SEE GLAZING
OPTIONS SHEET 3

SEE GLAZING
OPTIONS SHEET 3

EXTERIOR

N

1v MAX. SHIM

FOR %¢" ANCHORS,
1/4" MAX. SHIM

FOR %" ANCHORS

@ @ (NOT SHOWN)

A

2 \3

% INTERIOR

VERTICAL SECTION

0

AN

HEAD - CONCRETE/MASONRY W/ 1X BUCK

LIMIT DESIGN LOADS FOR HORIZONTAL AS
FOLLOWS

N

\\/‘

MAX GLASS
MAXHORIZ. [0~ aove | MAX DESIGN

/— SPAN HORIZ. LOADS
585 83.8 90 PSF

455 106.5 90 PSF

INTERIOR

7
i
L

\

I\I

VERTICAL SECTION

®

HORIZONTAL

-

HEIGHT WEEPS TWO PER LITE AT
l 8" FROM EACH VERTICAL

INTERIOR

- ®

3/8" MAX. SHIM

FOR 7" ANCHORS,
1/4" MAX. SHIM

FOR %" ANCHORS

PERIMETER SEALANT
BY OTHERS

CONCRETE/MASONRY/
svorrers - \VERTICAL SECTION

\10Q/ S'LL- CONCRETE/MASONRY W/ WOOD

29
O
19

%

Lo N 4 Itaa
e .. . to T
Lo S .
R P -,

MIN. EMBEDMENT,
SEE SHEETS 6 & 7

?

\@9 DESIGN LOADS SHOWN ABOVE ARE BASED ON MAX. GLASS AREA

ABOVE HORIZONTAL FOR SMALLER GLASS ABOVE HORIZONTAL
DESIGN LOADS TO BE CALCULATED SEPARATELY.

TYPICAL INSTALL. ANCHOR, SEE
SPECS AT SHEETS 6 & 7

MIN. EDGE TYPICAL INSTALLATION ANCHOR,
DISTANCE, — SEE SPECS SHEETS 6 & 7
2X WOOD BUCKS OR SEE SHEETS 6 & 7
WOOD STRUCTURE Ty ‘
BY OTHERS i

MIN. EMBEDMENT,
SEE SHEETS 6 & 7

EXTERIOR FINISH

11X

BY OTHERS : ’é 1 i ?
U
PERlMETEgYsg%AEI\g I ; % MAX. SHIM
NY | FOR%¢" ANCHORS,
1/4" MAX. SHIM
@/Eﬁ @ FOR %" ANCHORS
EXTERIOR N / \ 13 INTERIOR
1 ‘/\
SEE GLAZING / @ )

OPTIONS SHEET 3

/D\ VERTICAL SECTION
\lO/ HEAD - 2X WOOD BUCK

2X WOOD BUCKS OR
WOOD STRUCTURE
BY OTHERS

MIN. EDGE
DISTANCE,
SEE SHEETS 6 & 7/

|———

$

MIN. EMBEDMENT,
SEE SHEETS 6 & 7

= 1

PERIMETER SEALANT
BY OTHERS

WEEP HOLES

TYPICAL INSTALLATION
ANCHOR, SEE SPECS
SHEETS 6 & 7

EXTERIOR

g

SEE GLAZING /\\‘ ‘ 1/ ’\é
OPTIONS SHEET 3 T VA
“E\ VERTICAL SECTION ® \@

\lO/ HEAD WITH RECEPTOR - 2X WOOD BUCK

SEE GLAZING
\/ OPTIONS SHEET 3
‘/\

\ /@ INTERIOR
EXTERIOR af ®
N 3/8" MAX. SHIM
__ FOR%¢" ANCHORS,
WEEPS TWO PER LITE AT 1/4" MAX. SHIM
8" FROM EACH VERTICAL Ol 1" ANCHORS
— aImn I
ZOM G L Ty ‘
PERIMETER SEALANT _~~
BY OTHERS MIN. EMBEDMENT,
TYPICAL INSTALL. ANCHOR, SEE — F SEESHEETS6 &7
SPECS AT SHEETS 6 & 7
STEEL OR ALUM. fl_:\ VERTICAL SECTION ?
STRUCTURE, )
BY OTHERS, SEE \l(y SILL - STEEL / ALUMINUM SUBSTRATE
SHEETS 6 & 7

\
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CONCRETE/MASONRY
BY OTHERS L

INTERIOR FINISH v 3

v

BYOTHERS . .." ¥
PERIMETER SEALANT/
BY OTHERS 7
1X WOOD BUCK —g. >
BY OTHERS -~ .~ v °
CAULK BETWEEN_" y *
WOODAND -5
CONCRETE/MASONRY % * ' *
BY OTHERS e S
PERIMETER SEALANT
BY OTHERS\

TYPICAL INSTALLATION ANCHOR,

INTERIOR

o ©e®

i

L

=)

EXTERIOR FINISH
BY OTHERS

EXTERIOR

~— O.A.FRAME WIDTH —=

/G \HORIZONTAL SECTION

\1]/ /AMB - CONCRETE/MASONRY W/ 1X BUCK
STANDARD CONFIGURATION

CONCRETE/MASONRY
BY OTHERS\

INTERIOR FINISH v 3
BY OTHERS -:'.' 7
PERIMETER SEALANT/
BY OTHERS 7

1X WOOD BUCK —g-._*
BY OTHERS

CAULK BETWEEN
WOOD AND

CONCRETE/MASONRY " .° ' *
BY OTHERS 4

PERIMETER SEALANT

BY OTHERS\

4.4

INTERIOR

(14as1a0)

’

—

<

EXTERIOR FINISH
BY OTHERS

N E
00 s

OPTIONS SHEET 3

EXTERIOR

~~— O.A.FRAME WIDTH —=

/T \HORIZONTAL SECTION

\1]/ /AMB - CONCRETE/MASONRY W/ 1X BUCK
STANDARD CONFIGURATION

5 L=FH-1/4"

< SEE GLAZING

OPTIONS SHEET 3

g L=FH-1/4" :

SEE SPECS SHEETS 6 & 7

Y

P T
Q

CONCRETE/MASONRY =

BY OTHERSX '
PERIMETER SEALANT/
BY OTHERS ™

1X WOOD BUCK —g. >
BY OTHERS .~ » °
CAULK BETWEEN__" y ©
WOOD AND
CONCRETE/MASONRY  * * | *
BY OTHERS e S
PERIMETER SEALANT

BY OTHERS\

INTERIOR

)

&
=

<

A

EXTERIOR FINISH
BY OTHERS

EXTERIOR

“H\HORIZONTAL SECTION

\1]/ /AMB - CONCRETE/MASONRY W/ 1X BUCK
STANDARD CONFIGURATION

INTERIOR

=)

CONCRETE/MASONRY g
BY OTHERS %
INTERIOR FINISH_— "I
BY OTHERS .. %'
PERIMETER SEALANT/

BY OTHERS 7

v.

1X WOOD BUCK —g- - > |

BY OTHERS  * . v -

CAULK BETWEEN_ "y ©

WOOD AND

CONCRETE/MASONRY  * " |

BY OTHERS 4
PERIMETER SEALANT

BY OTHERS\

NOTE:

SEE SHEETS 4 & 5 FOR

MULLION REINFORCEMENT
AND LOAD TABLE

—

L=FH-1/4"

X

- @//@

q
N

J/ L=FH-1/4"
I

.

T

30

SEE GLAZING J 33 @% < SEE GLAZING

OPTIONS SHEET 3

~— O.A.FRAME WIDTH —=

EXTERIOR

OPTIONS SHEET 3

/T \HORIZONTAL SECTION

MULLION - CONCRETE/MASONRY W/ 1X BUCK
STANDARD CONFIGURATION

TYPICAL INSTALLATION ANCHOR,

SEE SPECS SHEETS 6 & 7

ANGEWAY

y'

EXTERIOR FINISH
BY OTHERS

INTERIOR

E@/ @ "
Q;g/ L=FH-1/4
#:ﬂ/

7
33 é <SEEGLA2|NG

OPTIONS SHEET 3

g/ L=FH-1/4" i
\--

;'3/ e

Al ™ Z Z H

T -

\ -
N - )
\@D\\@@ SEE GLAZING J
OPTIONS SHEET 3
EXTERIOR EXTERIOR

/K \HORIZONTAL SECTION

\ll/ JAMB - CONCRETE/MASONRY W/ 1X BUCK
STANDARD CONFIGURATION

~~— O.A.FRAME WIDTH —=

/T \HORIZONTAL SECTION

MULLION - CONCRETE/MASONRY W/ 1X BUCK
STANDARD CONFIGURATION
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SEE GLAZING
OPTIONS SHEET 3

FILL VOI
INSULATION
BY OTHERS

WITH

INTERIOR

PERIMETER SEALANT
BY OTHERS

od B

EXTERIOR OPTIONS SHEET 3

O.A. FRAME WIDTH —=

/N\HORIZONTAL SECTION

\12/

SEE GLAZING Z
OPTIONS SHEET ;\>/

135° OUTSIDE CORNER
STANDARD CONFIGURATION

INTERIOR

BY OTHERS

FILL VOID WITH
INSULATION
BY OTHERS

EXTERIOR

O.A. FRAME WIDTH

SEE GLAZING
OPTIONS SHEET 3

/O HORIZONTAL SECTION

\12/

135° INSIDE CORNER
STANDARD CONFIGURATION

OPTIONS SHEET 3 &
NI

0.A.
FRAME @D/
HEIGHT

INTERIOR

L L \L_) @
\é\ L—
FILL VOIDAVITH ™~

BY GTHERS. A~

PERIMETER SEALANT

INTERIOR

CORNER MULLIONS
(+/- PSF)
. . EXT. (+)
MAX. 'Span INT. (-)
120 90
SEE GLAZING

OPTIONS SHEET 3

_
o

5
du

29
6
&

PERIMETER SEALANT
/@3 BY OTHERS

SEE GLAZING
EXTERIOR OPTIONS SHEET 3
0.A. FRAME WIDTH
/N \HORIZONTAL SECTION
\lg/ 90° OUTSIDE CORNER
STANDARD CONFIGURATION
INTERIOR ~ PERIMETER SEALANT —
@ BY OTHERS
] ‘ /
Y x 49
@0 |
FILL VOID WITH INTERIOR
) INSULATION
X/Z/ W BY OTHERS
: @
0.A. FRAME WIDTH (:5 ¢
EXTERIOR \ \
o%

O.A. FRAME WIDTH

L SEE GLAZING

OPTIONS SHEET 3

/P HORIZONTAL SECTION

\12/

90° INSIDE CORNER
STANDARD CONFIGURATION
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SEE GLAZING ——

OPTIONS SHEET 3

@ on@|

~~————— DOOR HEIGHT
o
8
<
4
=
= EXT

|
1 |

|
)

1

@\ VERTICAL SECTION

\l3/ JAMB - CONCRETE/MASONRY W/ 1X BUCK
STANDARD CONFIGURATION

INTERIOR @ L=FH-1/4

DOORS UNDER
/SEPARATE APPROVAL

TYPICAL INSTALLATION
ANCHOR, SEE SPECS
SHEETS 6,7, 8,9 & 10

PERIMETER SEALANT
BY OTHERS \

INTERIOR

DOORS UNDER
/SEPARATE APPROVAL

£6)
_(®

®\\ @) N =
) | M
\_~
e I =
1= H = e u
z ’ K — —=
/‘ U jJ j ,:E,a_:; @\
: 1 D ]
E ) EDGE OF
SUBSTRATE
BY OTHERS
SEE GLAZING — D.OW. ——=
OPTIONS SHEET 3 EXTERIOR 14 PERIMETER SEALANT
BY OTHERS
O.A. FRAME WIDTH ———=

/R \HORIZONTAL SECTION

LY

|

O.A.

FRAME WEEPS TWO PER LITE AT
HEIGHT 8" FROM EACH VERTICAL

|

SEE GLAZING
OPTIONS SHEET 3 \

EXTERIOR

CONCRETE SLAB

BY OTHERS

WEEP HOLES

EXTERIOR

X

\

SEE GLAZING

OPTIONS SHEET 3

(d

c

7z =z /=

L 7

<

INTERIOR

3/8" MAX. SHIM

FOR %" ANCHORS,
1/4" MAX. SHIM

FOR %" ANCHORS

#

-MIN. EMBEDMENT,
SEE SPECS AT RIGHT

44 4
.9 )
% " MIN.EDGE ¢
~———4 . DISTANCE,
: 4 SEESHEETS6&7
q-_ .. . A. N !

1

. TYPICAL INSTALLATION
ANCHOR, SEE SPECS
. SHEETS6,7,8,9& 10

< -

MIN. EMBEDMENT,
SEE SHEETS 6 & 7

&)

=
~
/

- /T HORIZONTAL SECTION

\13/

} |
Ot

@

EXTERIOR

~— O.A. FRAME WIDTH —=

D.O.W.

/S \HORIZONTAL SECTION

\13/

STANDARD CONFIGURATION

JAMB - CONCRETE/MASONRY W/ 1X BUCK

\13/

JAMB - CONCRETE/MASONRY W/ 1X BUCK
STANDARD CONFIGURATION

SLAB EDGE CONFIGURATION

f

TYPICAL INSTALLATION
ANCHOR, SEE SPECS
SHEETS 6,7, 8,9 & 10

NOTE:

THE SLAB EDGE PLATE DETAIL SHOWN
QUALIFIES THE USE OF SMALLER SLAB EDGE

PLATES

\
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BILL OF MATERIALS

BILL OF MATERIALS

YK )

ITEM PART NO. DESCRIPTION MATERIAL MANUFACTURER Eﬁ{l:;;.:}l#gg

46 WW-2500 1/4" FLAT WASHER ZINC PLATED STEEL
47 E2-0095 SETTING BLOCK EPDM (8515) YKK AP America, Inc.

101 MARIETTA STREET NW, SUITE 2100
48 E2-0168 SETTING BLOCK EPDM (8515) ATLANTA, GA 30303
49 £2-0110 SPACER TAPE Polyurethane Foam PH: (478)277-1555 FAX: (678]838-6001
50 BE9-2739 HEAD RECEPTOR 6063-T5 YKK AP E % .
51 £9-8720 RECEPTOR SNAP COVER 6063-T5 YKK AP = - E E
53 #14 X 4" FHSMS TYPE AB ZINC PLATED STEEL § g E 3 § § é‘
54 1/4" X 5" FH TAPCON MIN 2-1/8" EMBEDMENT ZINC PLATED STEEL IF 9 noc g g gi%"
56 AS-0501 DOOR HEAD O/P 6063-T5 YKK AP = % g © 3 ; 2 3 é
58 BE9-2735 SILL FLASHING FOR SLAB EDGE 6063-T5 YKK AP % = E g ; Sf% g
59 £9-8222 ALUMINUM PLATE ADAPTOR 6063-T5 YKK AP % 5 E =8 g
60 E2-0065 WEATHERING GASKET EPDM =3I o g ©
61 E1-9956 END CAP ALUM SHEET 2 < = > @
62 E9-8428 9" ALUMINUM PLATE 6063-T5 YKK AP o a g
63 E2-0097 HEAD RECEPTOR GASKET SILICONE L3 % 5 2
64 E2-0801 DART GASKET EPDM e = E =
67 E2-0802 WEDGE GASKET EPDM - o =
68 E1-1191 STRAP ANCHOR 6063-T5 YKK AP REMARKS BY | DATE
69 BE9-2745 MULLION 6063-T5 YKK AP 2026 FBC UPDATE SH (07.24.26
70 E1-1199 DOOR JAMB ANCHOR 6063-T5 YKK AP
71 PC-1216 #12 X 1" PHSMS TYPE AB ZINC PLATED STEEL

ITEM | PART NO. DESCRIPTION MATERIAL MANUFACTURER
1 BES-2725 JAMB 6063-T5 YKK AP
2 BE9-2738 HEAVY DUTY JAMB MULLION 6063-T5 YKK AP
3 BE9-2723 MALE MULLION 6063-T5 YKK AP
4 BES-2724 FEMALE MULLION 6063-T5 YKK AP
5 BE9-2737 HEAVY DUTY MALE MULLION 6063-T5 YKK AP
6 BE9-2726 HEAD 6063-T5 YKK AP
7 BE9-2727 HORIZONTAL 6063-T5 YKK AP
8 BE9-2728 SILL 6063-T5 YKK AP
9 BE9-2729 SILL FLASHING 6063-T5 YKK AP
10 E3-0023 FLAT FILLER PVC -
11 E9-2293 FLUSH FILLER 6063-T5 YKK AP
12 E3-3664 PVC PERIMETER FILLER PVC -
13 E9-2731 INTERIOR COVER 6063-T5 YKK AP
14 BE9-2734 FLAT FILLER 6063-T5 YKK AP
15 E9-2730 GLASS STOP 6063-T5 YKK AP
16 ES-2732 ANCHOR 6063-T5 YKK AP
17 E9-2744 RECEPTOR ANCHOR 6063-T5 YKK AP
18 ES-2733 STRAP ANCHOR 6063-T5 YKK AP
19 E1-1192 JAMB ANCHOR A36 STEEL -
20 BE9-2736 CORNER MULLION HALF 6063-T5 YKK AP
21 ES-2743 135° CORNER COVER (SMALL) 6063-T5 YKK AP
22 E9-2742 135° CORNER COVER (LARGE) 6063-T5 YKK AP
23 E9-2741 90° CORNER COVER (SMALL) 6063-T5 YKK AP
24 E9-2740 90° CORNER COVER (LARGE) 6063-T6 YKK AP
25 PC-1210 #12 X 5/8" PHSMS TYPE AB ZINC PLATED STEEL ---
26 PM-2508-SS #1/4"-20 X 1/2" PHMS SS STAINLESS STEEL ---
27 PC-1224 #12 X 1-1/2" PHSMS TYPE AB ZINC PLATED STEEL -
28 HF-2516-W1 #1/4"-20 X 1" HWHS TYPE F ZINC PLATED STEEL -
29 FC-1216 #12 X 1" FHSMS TYPE AB ZINC PLATED STEEL -
30 PC-1220 #12 X 1-1/4" PHSMS TYPE AB ZINC PLATED STEEL -
31 PM-1006-SS #10-24 X 3/8" PHMS SS STAINLESS STEEL -
32 E2-0051 AIRTIGHT GASKET SANTOPRENE -
33 E2-7010 WEATHER SEAL GASKET EPDM -
34 E2-9801 DART GASKET EPDM -
35 E2-0359 PUSH-IN SPACER SCR900 -
36 E2-0519 ANTI-WALK BLOCK EPDM -
37 E2-0096 SIDE BLOCK EPDM -
38 - 1/8" X 3-1/2" STEEL REINFORCEMENT BAR A36 STEEL ---
39 E1-0164 1/4" X 3-1/2" STEEL REINFORCEMENT BAR A36 STEEL ---
40 - 3/8" X 3-1/2" STEEL REINFORCEMENT BAR A36 STEEL ---
41 - 1/2" X 3-1/2" STEEL REINFORCEMENT BAR A36 STEEL ---
42 - 5/8" X 3-1/2" STEEL REINFORCEMENT BAR A36 STEEL ---
44 WS-2500 1/4" LOCK WASHER ZINC PLATED STEEL ---
45 HM-2500 1/4"-20 NUT HHMS ZINC PLATED STEEL -

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]

[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI(
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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