MILLENNIUM
METALS, INC.

10200 EASTPORT ROAD JACKSONVILLE, FL 32218
904-358-8366  WATTS 1-877-358-7663 (ROOF)
FAX 904-358-8285

TAS 100(A) -95 INSTALLATION METHOD
Millennium Metals, Inc.
MMI Off Ridge Vent with Detachable Baffle - Attached to Wood Deck

8" WIDE OPENING
(MMI RECOMMENDS A 3"
OPENING, SEE TABLE BELOW)

35" FROM FLANGE
TO OPENING

TYPICAL FASTENER(S)
- 11 GAUGE RING SHANK ROOFING NAIL
OR
- #10 MIN. WOOD SCREWS

VENT TESTED WITH 11 GAUGE 1 4" RING

SHANK NAIL, 8" 0.C. TO PENETRATE DECK BY ¥s" DETACHABLE BAFFLE:

TWO PIECE SYSTEM THAT SLIDES INTO
LOWER FLANGE OF VENT AND SECURED
WITH APPROVED FASTENERS 8" O.C.

T

\0#
= "_ MMI OFF RIDGE VENT RECOMMENDATIONS
¥ a
' ’ LENGTH CUT OuUT NET FREE AREA

| | | | 4 Ft. 3" x 46" 138 Sqg. In.
o T T 6 Ft. 3" x 70" 210 Sq. In.
8 Ft. 3" x 94" 282 Sq. In.

SIDE VIEW 10Ft. | 3"x118" 354 Sq. In.

OFF RIDGE VENT
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