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11.

GENERAL NOTES:

THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED TO COMPLY WITH THE CURRENT
FLORIDA BUILDING CODE EXCLUDING HVHZ.

APPROVED IMPACT PROTECTIVE SYSTEM IS NOT REQUIRED FOR THIS PRODUCT IN WIND BORNE DEBRIS
REGIONS IN WIND ZONE 3 OR LESS . INDIVIDUAL UNITS ATTACHED TO MULLIONS MUST BE IMPACT
RATED .

APPROVED IMPACT PROTECTIVE SYSTEM IS REQUIRED FOR THIS PRODUCT IN WIND BORNE DEBRIS
REGIONS IN WIND ZONE 4 . INDIVIDUAL UNITS ATTACHED TO MULLIONS MUST BE IMPACT RATED.

ADEQUACY OF THE EXISTING STRUCTURAL CONCRETE/MASONRY AND 2X FRAMING AS A MAIN WIND
FORCE RESISTING SYSTEM CAPABLE OF WITHSTANDING AND TRANSFERRING APPLIED PRODUCT LOADS
TO THE FOUNDATION IS THE RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF RECORD FOR THE
PROJECT OF INSTALLATION.

1X AND 2X BUCKS (WHEN USED) SHALL BE DESIGNED AND ANCHORED TO PROPERLY TRANSFER ALL
LOADS TO THE STRUCTURE. BUCK DESIGN AND INSTALLATION IS THE RESPONSIBILITY OF THE ENGINEER
OR ARCHITECT OF RECORD FOR THE PROJECT OF INSTALLATION.

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC AND MAY NOT REFLECT ACTUAL
CONDITIONS FOR A SPECIFIC SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE FROM THE
REQUIREMENTS DETAILED HEREIN, A LICENSED ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT IN NON-HVHZ AREAS.

MULLION & CLIP MATERIAL: ALUMINUM 6005-T5, 6063-T6, MINIMUM A36 STEEL (AS NOTED)

MULLIONS MAY BE USED WITH ANY APPROVED FENESTRATION PRODUCT, UNDER SEPARATE APPROVAL.

SEE SHEETS 5-14 FOR INSTALLATION ANCHOR REQUIREMENTS FOR SPECIFIC ANCHORING
REQUIREMENTS, MULLION CONFIGURATIONS, AND DESIGN LOAD CAPACITIES.

IN ACCORDANCE WITH THE CURRENT FLORIDA BUILDING CODE, DISSIMILAR METALS INCLUDING
FASTENERS THAT MAY COME INTO CONTACT WITH ALUMINUM UNIT FRAMING SHALL BE PROTECTED
AS DEFINED IN CHAPTER 16.

INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE MADE OF CORROSION RESISTANT
MATERIAL OR HAVE A CORROSION RESISTANT COATING.

11.1. FASTENERS USED WITHIN 3,000 FEET OF A SALTWATER COASTLINE AND INSTALLED IN ENCLOSED

SPACES SHALL BE GALVANIZED IN ACCORDANCE WITH SECTION 1711.1.1 (E.G., ASTM A153 CLASS D,
ASTM A641 CLASS 3S, OR EQUIVALENT CORROSION RESISTANCE).

11.2. CONNECTORS AND METAL PLATES USED WITHIN 3,000 FEET OF A SALTWATER COASTLINE SHALL BE

STANDARD GALVANIZED IN ACCORDANCE WITH SECTION 1711.1.2 (E.G., ASTM A653 G90, ASTM
A123, OR PROTECTIVE COATING PER TPI 1).

INSTRUCTIONS:
1. DETERMINE REQUIRED DESIGN PRESSURE FOR OPENING.
2. CHOOSE A MULLION THAT PROPERLY FITS THE FENESTRATION PRODUCT.

3. DETERMINE WHETHER ASSEMBLY REQUIRES ONE-WAY OR TWO-WAY
MULLIONS:
e ASSEMBLIES CONSISTING OF STACKED OR SIDE-BY-SIDE UNITS
REQUIRE USE OF ONE-WAY MULLIONS.
e ASSEMBLIES CONSISTING OF MULTIPLE UNITS MULLED TOGETHER
WITH MULTIPLE MULLIONS REQUIRE USE OF TWO-WAY MULLIONS.
SEE SHEET 15 FOR ASSEMBLY AND LOAD EXAMPLES.
IF ASSEMBLY TYPE CANNOT BE DETERMINED USE TWO-WAY MULLION
CHART.
4. VERIFY THAT MULLION DESIGN PRESSURE MEETS OR EXCEEDS REQUIRED
DESIGN PRESSURE OF OPENING USING CHARTS ON SHEETS 5-14.
5. QUALIFIED CLIP TYPES APPEAR ON SHEETS 2 & 3. MULTIPLE ANCHOR
TYPE/SUBSTRATE/CLIP COMBINATIONS WITHIN AN OPENING ARE ALLOWED.
6. THE LESSER DESIGN PRESSURE OR MULLION OR FENESTRATION PRODUCT
WILL GOVERN OVERALL ASSEMBLY DESIGN PRESSURE RATING.

EURO-WALL, LLC
ALUMINUM TUBE MULLION
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MULLION—

DESIGN PRESSURE LIMITS (PSF) FOR MULLION: 1" x 3" - ONE-WAY MULLIONS

DESIGN PRESSURE LIMITS (PSF) FOR MULLION: 1" x 3" - TWO-WAY MULLIONS

L - Mull W - Tributary Width (in)
Length

(in) 24.0 | 30.0 | 36.0 | 42.0 | 48.0 | 54.0 | 60.0 | 66.0 | 72.0

L - Mull W - Tributary Width (in)
Length

(in) 24.0 | 30.0 | 36.0 | 42.0 | 480 | 54.0 | 60.0 | 66.0 | 72.0

38.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0

38.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 141.8 | 127.6 | 116.0 | 106.3

50.0 | 150.0 | 150.0 | 148.4 | 137.7 | 133.0 | 132.7 | 132.7 | 132.7 | 132.7

50.0 | 150.0 | 147.4 | 1229 | 1053 | 92.1 | 819 | 73.7 | 67.0 | 61.4

58.0 | 150.0 | 150.0 | 135.1 | 124.4 | 119.0 | 118.0 | 118.0 | 118.0 | 118.0

58.0 | 150.0 | 136.3 | 113.6 | 974 | 85.2 | 75.7 | 68.2 | 62.0 | 56.8

63.0 | 107.2 | 88.7 | 77.1 | 69.5 | 647 | 61.7 | 60.4 | 60.2 [ 60.2

63.0 | 101.1 | 80.8 | 67.4 | 57.7 | 50.5 | 449 | 40.4 | 36.7 | 33.7

72.0 | 70.8 [ 58.2 | 50.0 | 445 | 40.8 | 38.2 | 36.5 | 356 | 353

72.0 | 67.7 | 54.2 | 45.1 | 38.7 | 33.9 | 30.1 | 27.1 | 24.6 | 22.6

84.0 | 44.1 | 359 | 306 | 27.0 | 244 | 22.5 | 21.1 | 20.2 | 19.5

84.0 | 426 | 341 | 284 | 244 | 213 | 189 | 17.1 | 155 -

96.0 | 293 | 23.8 | 20.2 | 17.7 | 15.8 - - - -

96.0 | 28.6 | 229 [ 19.0 | 16.3 - - - - -

——IW1—-|-|-—W2|<— i

ONE-WAY MULLION DIAGRAMS

| w
TWO-WAY MULLION DIAGRAMS

TRIBUTARY WIDTH =

W1+ W2

2

108.0 | 20.5 16.6 - - - - - - - 108.0 | 20.1 16.0 - - - - - - -
1200 | - - - - - - - - - 1200 | - - - - - - - - -
1320 | - - - - - - - - - 1320 | - - - - - - - - -
1440 | - - - - - - - - - 1440 | - - - - - - - - -
: Kl
=L = MULLION v | L
L ‘ —
P r MULLION— W2 7 5
MULLION
— W2 T N
: TT 7 P
l 7 T w1 5.
74
w1 i /
6.

——{  |=—1.000"

0.125" —=—{j—= 3.000"

!
0.125" —f

1" X 3" MULLION

TABLE NOTES:

SEE SHEET 1 FOR INSTRUCTIONS ON USING TABLES. SEE SHEETS 3 AND 4
FOR TYPICAL INSTALLATION METHODS & CLIP DETAILS.
LINEAR INTERPOLATION BETWEEN LISTED WIDTHS AND SPANS IS
ALLOWED.
SEE THIS SHEET FOR SPECIFIC MULLION DIMENSIONS.
SEE SHEETS 2 & 3 FOR SPECIFIC CLIP DIMENSIONS.
ANCHOR REQUIREMENTS:
¢ WOOD: #14 WOOD SCREWS
o METAL: 1/4" SELF-DRILLING SCREWS (GRADE 5)
INSTALLATION SUBSTRATES:
¢ WOOD ANCHORS SHALL HAVE A MIN. EMBEDMENT OF 1-1/2" &
EDGE DISTANCE OF 1". WOOD SHALL BE MIN. S.G.=0.55.
¢ METAL ANCHORS SHALL HAVE A MIN. (3) THREADS PENETRATION
BEYOND METAL STRUCTURE. STEEL SHALL BE MIN. 18 GA. (0.045"
THICK) 33 KSI YIELD. ALUMINUM SHALL BE MIN. 1/8" THICK
ALUMINUM 6063-T5.
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DESIGN PRESSURE LIMITS (PSF) FOR MULLION: 1" x 3" - ONE-WAY MULLIONS DESIGN PRESSURE LIMITS (PSF) FOR MULLION: 1" x 3" - TWO-WAY MULLIONS —>| |<_ 1.000"
- Mul ) —— - Mul : —
Length W - Tributary Width (in) Length W - Tributary Width (in) r

(in) | 24.0 | 30.0 | 36.0 | 42.0 | 48.0 | 54.0 | 60.0 | 66.0 | 72.0 (in) | 24.0 | 30.0 | 36.0 | 42.0 | 48.0 | 54.0 | 60.0 | 66.0 | 72.0

38.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 38.0 | 150.0 | 143.2 | 1194 | 102.3 | 89.5 | 79.6 | 716 | 65.1 | 59.7 ) )

50.0 | 150.0 | 150.0 | 141.7 | 134.1 | 130.8 | 130.6 | 130.6 | 130.6 | 130.6 50.0 | 136.1 | 1089 | 90.7 | 77.8 | 68.0 | 60.5 | 54.4 | 495 | 45.4 0.125 3.000

58.0 | 150.0 | 147.1 | 133.4 | 124.4 | 119.0 | 118.0 | 118.0 | 118.0 | 118.0 58.0 | 1308 | 104.7 | 872 | 748 | 654 | 581 | 523 | 47.6 | 43.6

63.0 | 1072 | 887 | 77.1 | 695 | 647 | 61.7 | 60.4 | 60.2 | 60.2 63.0 | 101.1 | 808 | 67.4 | 57.7 | 505 | 449 | 40.4 | 36.7 | 33.7

72.0 70.8 58.2 50.0 44.5 40.8 38.2 36.5 35.6 35.3 72.0 67.7 54.2 45.1 38.7 33.9 30.1 27.1 24.6 22.6

84.0 | 441 | 359 | 30.6 | 270 | 244 | 225 | 21.1 | 202 | 195 84.0 | 42.6 | 341 | 284 | 244 | 213 | 189 | 171 | 155 | - 0.125" —

96.0 | 293 | 238 | 202 | 177 | 158 | - - : : 96.0 | 286 | 229 | 190 | 163 | - - - - - .
108.0 | 20.5 16.6 - - - - - - - 108.0 20.1 16.0 - - - - - - - 1 X 3 MULLION
120.0 - - - - - - - - - 120.0 - - - - - - - - -
1320 | - ; ; 3 - - - : - 1320 | - - - - - - - 3 -
1440 | - ; ; ; - - - : - 1440 | - - - - - - - 5 -

TABLE NOTES:
— N
1. SEE SHEET 1 FOR INSTRUCTIONS ON USING TABLES. SEE SHEETS 3 AND 4
=L = * MULLION— FOR TYPICAL INSTALLATION METHODS & CLIP DETAILS.
MULLION / MULLION— w2 2. LINEAR INTERPOLATION BETWEEN LISTED WIDTHS AND SPANS IS
— ALLOWED.
) MULLION™ w2 :f \ SEE THIS SHEET FOR SPECIFIC MULLION DIMENSIONS.

4

R

ONE-WAY MULLION DIAGRAMS

w1

i

ﬂ

A\

W1

i

— w

TWO-WAY MULLION DIAGRAMS

TRIBUTARY WIDTH =

W1+ W2
2

SEE SHEETS 2 & 3 FOR SPECIFIC CLIP DIMENSIONS.
ANCHOR REQUIREMENTS:
e CMU: 1/4" ITW TAPCONS
e CONCRETE: 1/4" ITW TAPCONS
6. INSTALLATION SUBSTRATES:
¢ HOLLOW CMU ANCHORS SHALL HAVE A MIN. EMBEDMENT OF
1-1/4" & EDGE DISTANCE OF 2-1/2". HOLLOW CMU SHALL
BE MEDIUM WEIGHT CONFORMING TO ASTM C 90.
e CONCRETE ANCHORS SHALL HAVE A MIN. EMBEDMENT OF 1-1/4"
& EDGE DISTANCE OF 2-1/2". CONCRETE SHALL BE MIN. 4000 PSI.
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REMARKS BY | DATE
COMPANY NAME UPD. | SH|09/23
MULL UPDATE MS | 03/24
2026 FBC UPD. JR | 07/26

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(]

AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC|

SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC

DOCUMENTS FOR USE WITH THIS DOCUMENT.
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DESIGN PRESSURE LIMITS (PSF) FOR MULLION: 1" x 4" - ONE-WAY MULLIONS DESIGN PRESSURE LIMITS (PSF) FOR MULLION: 1" x 4" - TWO-WAY MULLIONS
L - Mull W - Tributary Width (in) L - Mull W - Tributary Width (in)
Length Length
(n) | 24.0 ] 30.0 | 36.0 | 42.0 | 48.0 | 54.0 | 60.0 | 66.0 | 72.0 (n) | 24.0 | 30.0 | 36.0 | 42.0 | 48.0 | 54.0 | 60.0 | 66.0 | 72.0
38.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 38.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 144.3 | 129.9 | 118.0 | 108.2
50.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 50.0 | 150.0 | 150.0 | 150.0 | 141.0 | 123.4 | 109.7 | 98.7 | 89.7 | 82.2
58.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 58.0 | 150.0 | 150.0 | 150.0 | 135.6 | 118.6 | 105.4 | 94.9 | 86.3 | 79.1
63.0 | 150.0 | 150.0 | 139.6 | 125.1 | 115.7 | 109.9 | 107.0 | 106.7 | 106.7 63.0 | 150.0 | 149.3 | 124.4 | 106.7 | 93.3 | 83.0 | 747 | 67.9 | 62.2
72.0 | 1484 | 121.3 | 1039 | 92.1 | 83.8 | 78.1 | 744 | 722 | 71.5 72.0 | 1429 | 1143 | 953 | 81.7 | 71.5 | 635 | 57.2 | 52.0 | 47.6
84.0 | 945 | 77.0 | 65.7 | 57.9 | 52.3 | 483 | 453 | 43.3 | 41.9 84.0 | 91.4 | 73.1 | 609 | 522 | 45.7 | 40.6 | 36.6 | 33.2 | 30.5
96.0 | 62.8 | 51.0 | 43.2 | 37.9 | 33.9 | 31.0 | 288 | 27.1 | 259 96.0 | 61.2 | 49.0 | 40.8 | 35.0 | 30.6 | 27.2 | 245 | 22.3 | 204
108.0 | 43.9 | 355 | 300 | 26.1 | 23.3 | 21.2 | 195 | 183 | 17.3 108.0 | 43.0 | 344 | 28.7 | 246 | 215 | 191 | 172 | 156 | -
120.0 | 318 | 25.7 | 21.7 | 188 | 16.7 | 15.1 - - - 120.0 | 314 | 25.1 | 209 | 179 | 157 | - - - -
1320 | 239 | 192 | 162 | - - - - - - 1320 | 236 | 188 | 157 | - - - - - -
1440 | 183 | - - - - - - - - 144.0 | 18.1 - - - - - - - -
| |
| : | .
L MULLION— v I
_— P =t ‘ MULLION— W2 7 Eéi 5
MULLlON\ W2 j: 7 3.
L / L 4,
‘(\/ T j_‘ w1 5.
/
" i 2
6.

B

i

ONE-WAY MULLION DIAGRAMS

A \
— w 2
TWO-WAY MULLION DIAGRAMS

TRIBUTARY WIDTH =

W1+ W2

2

1.000"

4.000"

— |

!
0.125" —f

1" X 4" MULLION

0.125"

TABLE NOTES:

SEE SHEET 1 FOR INSTRUCTIONS ON USING TABLES. SEE SHEETS 3 AND 4
FOR TYPICAL INSTALLATION METHODS & CLIP DETAILS.
LINEAR INTERPOLATION BETWEEN LISTED WIDTHS AND SPANS IS
ALLOWED.
SEE THIS SHEET FOR SPECIFIC MULLION DIMENSIONS.
SEE SHEETS 2 & 3 FOR SPECIFIC CLIP DIMENSIONS.
ANCHOR REQUIREMENTS:
¢ WOOD: #14 WOOD SCREWS
e METAL: 1/4" SELF-DRILLING SCREWS (GRADE 5)
INSTALLATION SUBSTRATES:
¢ WOOD ANCHORS SHALL HAVE A MIN. EMBEDMENT OF 1-1/2" &
EDGE DISTANCE OF 1". WOOD SHALL BE MIN. S.G.=0.55.
e METAL ANCHORS SHALL HAVE A MIN. (3) THREADS PENETRATION
BEYOND METAL STRUCTURE. STEEL SHALL BE MIN. 18 GA. (0.045"
THICK) 33 KSI YIELD. ALUMINUM SHALL BE MIN. 1/8" THICK
ALUMINUM 6063-T5.

\
euro-wall

EURO-WALL, LLC
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REMARKS BY | DATE
COMPANY NAME UPD. | SH |09/23
MULL UPDATE MS | 03/24
2026 FBC UPD. JR 107/26

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(]
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC|
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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MULLION—

DESIGN PRESSURE LIMITS (PSF) FOR MULLION: 1" x 4" - ONE-WAY MULLIONS

DESIGN PRESSURE LIMITS (PSF) FOR MULLION: 1" x 4" - TWO-WAY MULLIONS

L - Mull W - Tributary Width (in)
Length

(in) 24.0 | 30.0 | 36.0 | 42.0 | 48.0 | 54.0 | 60.0 | 66.0 | 72.0

L - Mull W - Tributary Width (in)
Length

(in) 24.0 | 30.0 | 36.0 | 42.0 | 48.0 | 54.0 | 60.0 | 66.0 | 72.0

38.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0

38.0 | 150.0 | 143.2 | 1194 [ 102.3 | 89.5 | 79.6 | 71.6 | 65.1 | 59.7

50.0 | 150.0 | 150.0 | 141.7 | 134.1 | 130.8 | 130.6 | 130.6 | 130.6 | 130.6

50.0 | 136.1 | 108.9 [ 90.7 | 77.8 | 68.0 [ 60.5 | 544 | 49.5 | 45.4

58.0 | 150.0 | 147.1 | 133.4 | 125.4 | 121.5 | 120.8 | 120.8 | 120.8 | 120.8

58.0 | 130.8 | 104.7 | 87.2 | 748 | 654 | 58.1 | 52.3 | 47.6 | 43.6

63.0 | 133.4 | 113.4 | 100.8 | 92.6 | 87.2 | 84.0 | 82.5 | 823 | 823

63.0 | 108.0 | 86.4 | 72.0 | 61.7 | 54.0 | 48.0 | 43.2 | 39.3 | 36.0

72.0 | 1134 | 955 | 84.0 | 76.2 | 709 | 67.2 | 64.8 | 63.4 | 63.0

72.0 94,5 | 756 | 63.0 | 54.0 | 47.2 | 42.0 | 378 | 344 | 315

84.0 945 [ 77.0 | 65.7 | 579 | 52.3 | 48.3 | 453 | 43.3 | 41.9

84.0 81.0 | 648 | 540 | 46.3 | 40.5 | 36.0 | 324 | 29.5 | 27.0

96.0 62.8 | 51.0 | 43.2 | 379 [ 339 | 31.0 | 28.8 [ 27.1 | 25.9

96.0 61.2 | 49.0 | 40.8 | 350 | 30.6 | 27.2 | 245 | 223 | 20.4

——|W1—-|-|-—W2|<— i

ONE-WAY MULLION DIAGRAMS

1.000"

0.125" —={j—= 4.000"

VI
0.125" —f

1" X 4" MULLION

TABLE NOTES:

108.0 | 43.9 35.5 30.0 26.1 23.3 21.2 19.5 18.3 17.3 108.0 | 43.0 34.4 28.7 24.6 21.5 19.1 17.2 15.6 -
120.0 | 31.8 25.7 21.7 18.8 16.7 15.1 - - - 120.0 | 314 25.1 20.9 17.9 15.7 - - - -
132.0 | 23.9 19.2 16.2 - - - - - - 132.0 | 23.6 18.8 15.7 - - - - - -
144.0 18.3 - - - - - - - - 144.0 18.1 - - - - - - - -
]
1.
=L = # MULLION—~_ ¥
P r MULLION— W2 5
MULLION
— W2 T ) 3.
L T % :
l 2 _f 4 w1 5.
7
wi 1 7
6.

—| w

TWO-WAY MULLION DIAGRAMS

TRIBUTARY WIDTH =

W1+ W2

2

SEE SHEET 1 FOR INSTRUCTIONS ON USING TABLES. SEE SHEETS 3 AND 4
FOR TYPICAL INSTALLATION METHODS & CLIP DETAILS.
LINEAR INTERPOLATION BETWEEN LISTED WIDTHS AND SPANS IS
ALLOWED.
SEE THIS SHEET FOR SPECIFIC MULLION DIMENSIONS.
SEE SHEETS 2 & 3 FOR SPECIFIC CLIP DIMENSIONS.
ANCHOR REQUIREMENTS:
e CMU: 1/4" ITW TAPCONS
o CONCRETE: 1/4" ITW TAPCONS
INSTALLATION SUBSTRATES:
¢ HOLLOW CMU ANCHORS SHALL HAVE A MIN. EMBEDMENT OF
1-1/4" & EDGE DISTANCE OF 2-1/2". HOLLOW CMU SHALL
BE MEDIUM WEIGHT CONFORMING TO ASTM C 90.
o CONCRETE ANCHORS SHALL HAVE A MIN. EMBEDMENT OF 1-1/4"
& EDGE DISTANCE OF 2-1/2". CONCRETE SHALL BE MIN. 4000 PSl.
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BUILDING DROPS, INC.

ALUMINUM TUBE MULLION
1" X 4" MULLION TABLES -
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d

BUILDING DROPS

PREPARED BY:

TITLE:

REMARKS BY | DATE

COMPANY NAME UPD. | SH|09/23

MULL UPDATE MS | 03/24

2026 FBC UPD. JR |07/26

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(]
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC|
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

Bl
1900 NE MIAMI CT. SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

" FL26891

pATE:  (03.28.17
DWG. BY: CHK. BY:
AR/EG HEN
SCALE: NTS
owG.#: EWS007
SHEET: REV.

8 C

OF15J




8/26/2026 12:02 PM

c:\users\julianarodriguez\building drops, inc\building drops landing - documents\common\projects\2026 code change projects\euro-wall, lic\cc-26-0118 - 2026 code change\dwgs\fl26891\ews007.dwg

MULLION—

DESIGN PRESSURE LIMITS (PSF) FOR MULLION: 1" x 6" - ONE-WAY MULLIONS

DESIGN PRESSURE LIMITS (PSF) FOR MULLION: 1" x 6" - TWO-WAY MULLIONS

L - Mull W - Tributary Width (in) L - Mull W - Tributary Width (in)
Length Length
(in) | 24.0 | 30.0 | 36.0 | 42.0 [ 48.0 | 54.0 | 60.0 | 66.0 | 72.0 (n) | 240 | 30.0 | 36.0 | 42.0 [ 48.0 | 54.0 | 60.0 | 66.0 | 72.0
38.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 38.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0
50.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 50.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 148.0 | 134.6 | 123.4
58.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 58.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 142.3 | 129.4 | 118.6
63.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 63.0 | 150.0 | 150.0 | 150.0 | 150.0 | 146.9 | 130.5 | 117.5 | 106.8 | 97.9
72.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 148.9 | 144.5 | 143.1 72.0 | 150.0 | 150.0 | 150.0 | 146.9 | 128.5 | 114.2 | 102.8 | 93.5 | 85.7
84.0 | 150.0 | 150.0 | 149.2 | 131.0 | 117.9 | 108.3 | 101.3 | 96.2 | 92.8 84.0 | 150.0 | 150.0 | 140.1 | 120.1 | 105.1 | 93.4 | 84.1 | 76.4 | 70.1
96.0 | 150.0 | 133.1 | 112.6 | 98.2 | 87.8 | 79.9 | 740 | 69.4 | 66.0 96.0 | 150.0 | 128.8 | 107.3 | 92.0 | 80.5 | 71.5 | 64.4 | 585 | 53.6
108.0 | 1293 | 1044 | 88.0 | 76,5 | 68.0 | 61.6 | 56.7 | 52.8 | 49.7 108.0 | 127.2 | 101.7 | 84.8 | 72.7 | 63.6 | 56.5 | 50.9 | 46.2 | 42.4
120.0 | 956 | 77.2 | 65.1 | 56.6 | 50.3 | 45.5 | 41.7 | 38.8 | 36.4 120.0 | 942 | 753 | 62.8 | 53.8 | 47.1 | 41.8 | 37.7 | 342 | 314
132.0 | 716 | 578 | 48.6 | 42.1 | 37.3 | 33.7 | 30.8 | 285 | 26.7 132.0 | 70.7 | 56.6 | 47.2 | 404 | 354 | 31.4 | 283 | 257 | 236
144.0 | 551 | 443 | 37.2 | 32.2 | 285 | 25.7 | 234 | 21.6 | 20.1 144.0 | 545 | 436 | 363 | 31.1 | 27.2 | 242 | 21.8 | 198 | 182

-t

r MULLION—| w2
L

7 1] i
——|W1—-H-—W2|<— i

ONE-WAY MULLION DIAGRAMS

‘ MULLION—

|<— L

—

MULLION—
W2

T

w1

il /.

N\

| w

TWO-WAY MULLION DIAGRAMS
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TABLE NOTES:

SEE SHEET 1 FOR INSTRUCTIONS ON USING TABLES. SEE SHEETS 3 AND 4
FOR TYPICAL INSTALLATION METHODS & CLIP DETAILS.
LINEAR INTERPOLATION BETWEEN LISTED WIDTHS AND SPANS IS
ALLOWED.
SEE THIS SHEET FOR SPECIFIC MULLION DIMENSIONS.
SEE SHEETS 2 & 3 FOR SPECIFIC CLIP DIMENSIONS.
ANCHOR REQUIREMENTS:
¢ WOOD: #14 WOOD SCREWS
o METAL: 1/4" SELF-DRILLING SCREWS (GRADE 5)
INSTALLATION SUBSTRATES:
¢ WOOD ANCHORS SHALL HAVE A MIN. EMBEDMENT OF 1-1/2" &
EDGE DISTANCE OF 1". WOOD SHALL BE MIN. S.G.=0.55.
¢ METAL ANCHORS SHALL HAVE A MIN. (3) THREADS PENETRATION
BEYOND METAL STRUCTURE. STEEL SHALL BE MIN. 18 GA. (0.045"
THICK) 33 KSI YIELD. ALUMINUM SHALL BE MIN. 1/8" THICK
ALUMINUM 6063-T5.
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2200 MURPHY CT,
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PH: (888) 989-3876

1900 NE MIAMI CT. SUITE 2-15
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BUILDING DROPS, INC.

ALUMINUM TUBE MULLION
1" X 6" MULLION TABLES -
WOOD/METAL SUBSTRATE

d

BUILDING DROPS

PREPARED BY:

TITLE:

REMARKS BY | DATE

COMPANY NAME UPD. | SH|09/23

MULL UPDATE MS | 03/24

2026 FBC UPD. JR 107/26

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(]

AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC|

SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC

DOCUMENTS FOR USE WITH THIS DOCUMENT.
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MULLION —

DESIGN PRESSURE LIMITS (PSF) FOR MULLION: 1" x 6" - ONE-WAY MULLIONS

DESIGN PRESSURE LIMITS (PSF) FOR MULLION: 1" x 6" - TWO-WAY MULLIONS

L - Mull W - Tributary Width (in) L - Mull W - Tributary Width (in)
Length Length
(n) | 24.0 [ 30.0 [ 36.0 | 420 [ 48.0 | 54.0 | 60.0 | 66.0 | 72.0 (n) | 24.0 [ 30.0 [ 36.0 | 42.0 [ 48.0 | 54.0 | 60.0 | 66.0 | 72.0
38.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 38.0 | 150.0 | 150.0 | 150.0 | 150.0 | 134.3 | 119.4 | 107.4 | 97.7 | 89.5
50.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 50.0 | 150.0 | 150.0 | 136.1 | 116.6 | 102.1 | 90.7 | 81.6 | 74.2 | 68.0
58.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 58.0 | 150.0 | 150.0 | 130.8 | 112.1 | 98.1 | 87.2 | 785 | 71.4 | 65.4
63.0 | 150.0 | 150.0 | 150.0 | 138.8 | 130.8 | 126.0 | 123.7 | 123.4 | 123.4 63.0 | 150.0 | 129.6 | 108.0 | 92.6 | 81.0 | 72.0 | 64.8 | 58.9 | 54.0
72.0 | 150.0 | 143.2 | 126.0 | 114.3 | 106.3 | 100.8 | 97.2 | 95.2 | 94.5 72.0 | 141.7 | 1134 | 945 | 81.0 | 709 | 63.0 | 56.7 | 51.5 | 47.2
84.0 | 141.7 | 118.3 | 103.1 | 92.6 | 85.0 | 79.6 | 75.6 | 72.8 | 70.9 84.0 | 1215 | 97.2 | 81.0 | 69.4 | 60.7 | 540 | 48.6 | 44.2 | 40.5
96.0 | 121.5 | 100.8 | 87.2 | 77.8 | 709 | 65.7 | 61.8 | 58.9 | 56.7 96.0 | 1063 | 850 | 709 | 60.7 | 53.2 | 47.2 | 425 | 38.7 | 35.4
108.0 | 1063 | 87.8 | 756 | 67.0 | 60.7 | 56.0 | 52.3 | 49.5 | 47.2 108.0 | 94.5 | 756 | 63.0 | 540 | 47.2 | 42.0 | 37.8 | 344 | 315
120.0 | 94.5 | 77.2 | 651 | 56.6 | 50.3 | 45.5 | 41.7 | 38.8 | 36.4 120.0 | 85.0 | 68.0 | 56.7 | 48.6 | 42.5 | 37.8 | 340 | 30.9 | 283
132.0 | 716 | 578 | 48.6 | 42.1 | 37.3 | 33.7 | 30.8 | 285 | 26.7 132.0 | 70.7 | 56.6 | 47.2 | 404 | 354 | 31.4 | 283 | 25.7 | 23.6
144.0 | 551 | 443 | 37.2 | 32.2 | 285 | 257 | 234 | 21.6 | 20.1 144.0 | 545 | 436 | 363 | 31.1 | 27.2 | 242 | 21.8 | 198 | 182
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TABLE NOTES:

SEE SHEET 1 FOR INSTRUCTIONS ON USING TABLES. SEE SHEETS 3 AND 4
FOR TYPICAL INSTALLATION METHODS & CLIP DETAILS.
LINEAR INTERPOLATION BETWEEN LISTED WIDTHS AND SPANS IS
ALLOWED.
SEE THIS SHEET FOR SPECIFIC MULLION DIMENSIONS.
SEE SHEETS 2 & 3 FOR SPECIFIC CLIP DIMENSIONS.
ANCHOR REQUIREMENTS:
e CMU: 1/4" ITW TAPCONS
e CONCRETE: 1/4" ITW TAPCONS
INSTALLATION SUBSTRATES:
¢ HOLLOW CMU ANCHORS SHALL HAVE A MIN. EMBEDMENT OF
1-1/4" & EDGE DISTANCE OF 2-1/2". HOLLOW CMU SHALL
BE MEDIUM WEIGHT CONFORMING TO ASTM C 90.
e CONCRETE ANCHORS SHALL HAVE A MIN. EMBEDMENT OF 1-1/4"
& EDGE DISTANCE OF 2-1/2". CONCRETE SHALL BE MIN. 4000 PSI.
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EURO-WALL, LLC
P.O. BOX 8007
2200 MURPHY CT,
NORTH PORT, FL 34290
PH: (888) 989-3876

1900 NE MIAMI CT. SUITE 2-15
MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

BUILDING DROPS, INC.

ALUMINUM TUBE MULLION
1" X 6" MULLION TABLES -
CONCRETE/MASONRY SUBSTRATE

d

BUILDING DROPS

PREPARED BY:

TITLE:

REMARKS BY | DATE

COMPANY NAME UPD. | SH|09/23

MULL UPDATE MS | 03/24

2026 FBC UPD. JR 107/26

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(]
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC|
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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MULLION —

DESIGN PRESSURE LIMITS (PSF) FOR MULLION: 2" x 6" - ONE-WAY MULLIONS DESIGN PRESSURE LIMITS (PSF) FOR MULLION: 2" x 6" - TWO-WAY MULLIONS
'Ler']\gn']' W - Tributary Width (in) LLer']\gi‘t']' W - Tributary Width (in)
(in) | 24.0 | 30.0 | 36.0 | 420 | 48.0 | 54.0 | 60.0 | 66.0 | 72.0 (in) | 24.0 | 30.0 | 36.0 | 420 | 48.0 | 54.0 | 60.0 | 66.0 | 72.0
38.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 38.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0
50.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 50.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 148.0 | 134.6 | 123.4
58.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 58.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 142.3 | 129.4 | 118.6
63.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 63.0 | 150.0 | 150.0 | 150.0 | 150.0 | 146.9 | 130.5 | 117.5 | 106.8 | 97.9
72.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 72.0 | 150.0 | 150.0 | 150.0 | 146.9 | 128.5 | 114.2 | 102.8 | 93.5 | 85.7
84.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 144.3 | 137.1 | 131.9 | 1285 84.0 | 150.0 | 150.0 | 146.9 | 125.9 | 110.1 | 97.9 | 88.1 | 80.1 | 73.4
96.0 | 150.0 | 150.0 | 150.0 | 141.0 | 1285 | 119.2 | 112.1 | 106.8 | 102.8 96.0 | 150.0 | 150.0 | 1285 | 110.1 | 96.4 | 85.7 | 77.1 | 70.1 | 64.3
108.0 | 150.0 | 150.0 | 137.1 | 121.5 | 110.1 | 101.5 | 949 | 89.7 | 85.7 108.0 | 150.0 | 137.1 | 114.2 | 97.9 | 85.7 | 76.1 | 685 | 62.3 | 57.1
120.0 | 150.0 | 141.0 | 120.9 | 106.8 | 96.4 | 884 | 82.2 | 77.3 | 734 120.0 | 150.0 | 123.4 | 102.8 | 88.1 | 77.1 | 685 | 61.7 | 56.1 | 51.4
132.0 | 150.0 | 126.5 | 108.2 | 953 | 85.7 | 783 | 72.6 | 68.0 | 64.3 132.0 | 140.2 | 112.1 | 935 | 80.1 | 70.1 | 623 | 56.1 | 51.0 | 46.7
144.0 | 136.8 | 1102 | 92.6 | 80.1 | 70.8 | 63.7 | 58.2 | 53.7 | 50.0 144.0 | 1285 | 102.8 | 857 | 73.4 | 643 | 57.1 | 514 | 46.7 | 428
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TABLE NOTES:

SEE SHEET 1 FOR INSTRUCTIONS ON USING TABLES. SEE SHEETS 3 AND 4
FOR TYPICAL INSTALLATION METHODS & CLIP DETAILS.
LINEAR INTERPOLATION BETWEEN LISTED WIDTHS AND SPANS IS
ALLOWED.
SEE THIS SHEET FOR SPECIFIC MULLION DIMENSIONS.
SEE SHEETS 2 & 3 FOR SPECIFIC CLIP DIMENSIONS.
ANCHOR REQUIREMENTS:
¢ WOOD: #14 WOOD SCREWS
e METAL: 1/4" SELF-DRILLING SCREWS (GRADE 5)
INSTALLATION SUBSTRATES:
¢ WOOD ANCHORS SHALL HAVE A MIN. EMBEDMENT OF 1-1/2" &
EDGE DISTANCE OF 1". WOOD SHALL BE MIN. S.G.=0.55.
e METAL ANCHORS SHALL HAVE A MIN. (3) THREADS PENETRATION
BEYOND METAL STRUCTURE. STEEL SHALL BE MIN. 18 GA. (0.045"
THICK) 33 KSI YIELD. ALUMINUM SHALL BE MIN. 1/8" THICK
ALUMINUM 6063-T5.
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EURO-WALL, LLC
P.O. BOX 8007
2200 MURPHY CT,
NORTH PORT, FL 34290
PH: (888) 989-3876
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REMARKS BY | DATE
COMPANY NAME UPD. | SH [09/23
MULL UPDATE MS | 03/24
2026 FBC UPD. JR [ 07/26
[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIQ

AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC|
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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MULLION—

DESIGN PRESSURE LIMITS (PSF) FOR MULLION: 2" x 6" - ONE-WAY MULLIONS

DESIGN PRESSURE LIMITS (PSF) FOR MULLION: 2" x 6" - TWO-WAY MULLIONS

L - Mull : . : L - Mull ; : :
Length W - Tributary Width (in) Length W - Tributary Width (in)

(in) 24.0 | 30.0 | 36.0 | 42.0 | 48.0 | 54.0 | 60.0 | 66.0 | 72.0 (in) 24.0 | 30.0 | 36.0 | 42.0 | 48.0 | 54.0 | 60.0 | 66.0 | 72.0
38.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 38.0 | 150.0 | 150.0 | 150.0 | 150.0 | 134.3 | 119.4 | 107.4 | 97.7 | 89.5
50.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 50.0 | 150.0 [ 150.0 | 136.1 | 116.6 | 102.1 | 90.7 | 81.6 | 74.2 | 68.0
58.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 58.0 | 150.0 [ 150.0 | 130.8 | 112.1 | 98.1 | 87.2 | 785 | 714 | 654
63.0 | 150.0 | 150.0 | 150.0 | 138.8 | 130.8 | 126.0 | 123.7 | 123.4 | 123.4 63.0 | 150.0 | 129.6 | 108.0 | 92.6 | 81.0 | 72.0 [ 64.8 | 589 | 54.0
72.0 | 150.0 | 143.2 | 126.0 | 114.3 | 106.3 | 100.8 | 97.2 | 95.2 | 94.5 72.0 | 1417 | 113.4 | 945 | 81.0 | 709 | 63.0 [ 56.7 | 51.5 | 47.2
84.0 | 1417 | 1183 | 103.1 | 92.6 | 85.0 | 79.6 | 75.6 | 72.8 | 70.9 84.0 | 1215 97.2 | 81.0 | 69.4 | 60.7 | 54.0 | 48.6 | 44.2 | 40.5
96.0 | 121.5 | 100.8 | 87.2 | 77.8 | 70.9 | 65.7 | 61.8 | 58.9 | 56.7 96.0 | 106.3 | 85.0 | 70.9 | 60.7 | 53.2 | 47.2 | 425 | 38.7 | 354
108.0 | 106.3 | 87.8 | 75.6 | 67.0 | 60.7 | 56.0 | 52.3 | 49.5 | 47.2 108.0 | 94.5 | 75.6 | 63.0 | 54.0 | 47.2 | 42.0 | 37.8 | 344 | 315
120.0 | 945 | 77.8 | 66.7 | 58.9 | 53.2 | 48.8 | 45.4 | 42.7 | 40.5 120.0 | 85.0 | 68.0 | 56.7 | 48.6 | 42.5 [ 378 | 34.0 [ 309 | 28.3
132.0 | 85.0 | 69.8 | 59.7 | 52.5 | 47.2 | 43.2 | 40.0 | 375 | 354 132.0 | 773 | 61.8 | 51.5 | 44.2 | 38.7 | 344 | 309 | 28.1 | 25.8
144.0 | 77.3 | 63.3 | 540 | 474 | 425 | 388 | 358 | 33.4 | 315 144.0 | 709 | 56.7 | 47.2 | 40.5 | 354 | 31.5 | 283 | 25.8 | 23.6
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TABLE NOTES:

SEE SHEET 1 FOR INSTRUCTIONS ON USING TABLES. SEE SHEETS 3 AND 4
FOR TYPICAL INSTALLATION METHODS & CLIP DETAILS.
LINEAR INTERPOLATION BETWEEN LISTED WIDTHS AND SPANS IS
ALLOWED.
SEE THIS SHEET FOR SPECIFIC MULLION DIMENSIONS.
SEE SHEETS 2 & 3 FOR SPECIFIC CLIP DIMENSIONS.
ANCHOR REQUIREMENTS:
e CMU: 1/4" ITW TAPCONS
e CONCRETE: 1/4" ITW TAPCONS
INSTALLATION SUBSTRATES:
¢ HOLLOW CMU ANCHORS SHALL HAVE A MIN. EMBEDMENT OF
1-1/4" & EDGE DISTANCE OF 2-1/2". HOLLOW CMU SHALL
BE MEDIUM WEIGHT CONFORMING TO ASTM C 90.
e CONCRETE ANCHORS SHALL HAVE A MIN. EMBEDMENT OF 1-1/4"
& EDGE DISTANCE OF 2-1/2". CONCRETE SHALL BE MIN. 4000 PSI.
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EURO-WALL, LLC
P.O. BOX 8007
2200 MURPHY CT,
NORTH PORT, FL 34290
PH: (888) 989-3876

1900 NE MIAMI CT. SUITE 2-15
MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

BUILDING DROPS, INC.

ALUMINUM TUBE MULLION
2" X 6" MULLION TABLES -
CONCRETE/MASONRY SUBSTRATE

d

BUILDING DROPS

PREPARED BY:

TITLE:

REMARKS BY | DATE

COMPANY NAME UPD. [ SH [09/23

MULL UPDATE MS | 03/24

2026 FBC UPD. JR 107/26

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(]
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC|
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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MULLION—

DESIGN PRESSURE LIMITS (PSF) FOR MULLION: 2" x 8" - ONE-WAY MULLIONS

L - Mull W - Tributary Width (in)

Length

(in) 24.0 | 30.0 | 36.0 | 42.0 | 48.0 | 54.0 | 60.0 | 66.0 | 72.0

38.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0

50.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0

58.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0

63.0 | 150.0 [ 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0

72.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0

84.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 144.3 | 137.1 | 131.9 | 128.5

96.0 | 150.0 | 150.0 | 150.0 | 141.0 | 128.5 | 119.2 | 112.1 | 106.8 | 102.8

108.0 | 150.0 | 150.0 | 137.1 | 121.,5 | 110.1 | 101.5 | 949 [ 89.7 | 85.7

120.0 | 150.0 | 141.0 | 120.9 | 106.8 | 96.4 | 88.4 | 82.2 | 77.3 | 73.4

132.0 | 150.0 | 126.5 | 108.2 | 95.3 | 85.7 | 783 | 72.6 | 68.0 | 64.3

144.0 | 140.2 | 1148 | 979 | 86.0 | 77.1 | 70.3 | 649 | 59.8 | 55.6
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DESIGN PRESSURE LIMITS (PSF) FOR MULLION: 2" x 8" - TWO-WAY MULLIONS

'-Ler']\gt‘r']' W - Tributary Width (in)

(in) | 24.0 | 30.0 | 36.0 | 42.0 | 48.0 | 54.0 | 60.0 | 66.0 | 72.0
38.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0
50.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 148.0 | 134.6 | 123.4
58.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 142.3 | 129.4 | 118.6
63.0 | 150.0 | 150.0 | 150.0 | 150.0 | 146.9 | 130.5 | 117.5 | 106.8 | 97.9
72.0 | 150.0 | 150.0 | 150.0 | 146.9 | 128.5 | 114.2 | 102.8 | 935 | 85.7
84.0 | 150.0 | 150.0 | 146.9 | 125.9 | 110.1 | 97.9 | 88.1 | 80.1 | 734
96.0 | 150.0 | 150.0 | 128.5 | 110.1 | 96.4 | 85.7 | 77.1 | 70.1 | 64.3
108.0 | 150.0 | 137.1 | 114.2 | 97.9 | 857 | 76.1 | 685 | 623 | 57.1
120.0 | 150.0 | 123.4 | 102.8 | 88.1 | 77.1 | 685 | 61.7 | 56.1 | 51.4
132.0 | 140.2 | 112.1 | 935 | 80.1 | 70.1 | 62.3 | 56.1 | 51.0 | 46.7
144.0 | 1285 | 1028 | 85.7 | 734 | 643 | 57.1 | 514 | 46.7 | 428
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TABLE NOTES:

SEE SHEET 1 FOR INSTRUCTIONS ON USING TABLES. SEE SHEETS 3 AND 4
FOR TYPICAL INSTALLATION METHODS & CLIP DETAILS.
LINEAR INTERPOLATION BETWEEN LISTED WIDTHS AND SPANS IS
ALLOWED.
SEE THIS SHEET FOR SPECIFIC MULLION DIMENSIONS.
SEE SHEETS 2 & 3 FOR SPECIFIC CLIP DIMENSIONS.
ANCHOR REQUIREMENTS:
¢ WOOD: #14 WOOD SCREWS
o METAL: 1/4" SELF-DRILLING SCREWS (GRADE 5)
INSTALLATION SUBSTRATES:
¢ WOOD ANCHORS SHALL HAVE A MIN. EMBEDMENT OF 1-1/2" &
EDGE DISTANCE OF 1". WOOD SHALL BE MIN. S.G.=0.55.
o METAL ANCHORS SHALL HAVE A MIN. (3) THREADS PENETRATION
BEYOND METAL STRUCTURE. STEEL SHALL BE MIN. 18 GA. (0.045"
THICK) 33 KSI YIELD. ALUMINUM SHALL BE MIN. 1/8" THICK
ALUMINUM 6063-T5.
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EURO-WALL, LLC
P.O. BOX 8007
2200 MURPHY CT,
NORTH PORT, FL 34290
PH: (888) 989-3876
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REMARKS BY | DATE
COMPANY NAME UPD. | SH [09/23
MULL UPDATE MS | 03/24
2026 FBC UPD. JR | 07/26
[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIQ

AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC|
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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MULLION —

DESIGN PRESSURE LIMITS (PSF) FOR MULLION: 2" x 8" - ONE-WAY MULLIONS

L - Mull W - Tributary Width (in)
Length
(n) | 24.0 [ 30.0 [ 36.0 | 420 [ 48.0 | 54.0 | 60.0 | 66.0 | 72.0
38.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0
50.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0
58.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 150.0
63.0 | 150.0 | 150.0 | 150.0 | 138.8 | 130.8 | 126.0 | 123.7 | 123.4 | 123.4
72.0 | 150.0 | 143.2 | 126.0 | 114.3 | 106.3 | 100.8 | 97.2 | 95.2 | 94.5
84.0 | 1417 | 1183 | 103.1 | 92.6 | 85.0 | 79.6 | 75.6 | 72.8 | 70.9
96.0 | 121.5 | 100.8 | 87.2 | 77.8 | 709 | 65.7 | 61.8 | 58.9 | 56.7
108.0 | 1063 | 87.8 | 756 | 67.0 | 60.7 | 56.0 | 52.3 | 49.5 | 47.2
120.0 | 94.5 | 778 | 66.7 | 58.9 | 53.2 | 48.8 | 45.4 | 42.7 | 40.5
132.0 | 85.0 | 69.8 | 59.7 | 52.5 | 47.2 | 43.2 | 40.0 | 37.5 | 354
144.0 | 773 | 63.3 | 540 | 47.4 | 425 | 38.8 | 35.8 | 33.4 | 315

P =Lt * MULLION—
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ONE-WAY MULLION DIAGRAMS

DESIGN PRESSURE LIMITS (PSF) FOR MULLION: 2" x 8" - TWO-WAY MULLIONS

LLén'\gltJ,Ll W - Tributary Width (in)

(in) 24.0 | 30.0 | 36.0 | 42.0 | 48.0 | 54.0 | 60.0 | 66.0 | 72.0

38.0 | 150.0 | 150.0 | 150.0 | 150.0 | 134.3 | 1194 | 107.4 | 97.7 | 89.5
50.0 | 150.0 | 150.0 | 136.1 | 116.6 | 102.1 | 90.7 | 81.6 | 74.2 | 68.0
58.0 | 150.0 | 150.0 | 130.8 | 112.1 | 98.1 | 87.2 | 78,5 | 71.4 | 65.4
63.0 | 150.0 | 129.6 [ 108.0 | 92.6 | 81.0 [ 72.0 | 64.8 | 58.9 | 54.0
72.0 | 141.7 | 1134 | 945 | 81.0 | 70.9 | 63.0 | 56.7 | 51.5 | 47.2

84.0 | 1215 | 97.2 | 81.0 | 694 | 60.7 | 54.0 | 48.6 | 44.2 | 40.5

96.0 | 106.3 | 85.0 [ 709 | 60.7 | 53.2 | 47.2 | 42,5 | 38.7 | 354

108.0 | 94.5 | 75.6 | 63.0 | 54.0 | 47.2 | 42.0 | 378 | 344 | 315

120.0 | 85.0 | 68.0 | 56.7 | 48.6 | 425 | 37.8 | 34.0 | 30.9 | 28.3

132.0 [ 77.3 | 61.8 | 51.5 | 442 | 38.7 | 344 | 309 | 28.1 | 258

144.0 | 709 | 56.7 | 47.2 | 40.5 | 354 | 31.5 | 28.3 | 25.8 | 23.6
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TABLE NOTES:

SEE SHEET 1 FOR INSTRUCTIONS ON USING TABLES. SEE SHEETS 3 AND 4
FOR TYPICAL INSTALLATION METHODS & CLIP DETAILS.
LINEAR INTERPOLATION BETWEEN LISTED WIDTHS AND SPANS IS
ALLOWED.
SEE THIS SHEET FOR SPECIFIC MULLION DIMENSIONS.
SEE SHEETS 2 & 3 FOR SPECIFIC CLIP DIMENSIONS.
ANCHOR REQUIREMENTS:
e CMU: 1/4" ITW TAPCONS
e CONCRETE: 1/4" ITW TAPCONS
INSTALLATION SUBSTRATES:
e HOLLOW CMU ANCHORS SHALL HAVE A MIN. EMBEDMENT OF
1-1/4" & EDGE DISTANCE OF 2-1/2". HOLLOW CMU SHALL
BE MEDIUM WEIGHT CONFORMING TO ASTM C 90.
e CONCRETE ANCHORS SHALL HAVE A MIN. EMBEDMENT OF 1-1/4"
& EDGE DISTANCE OF 2-1/2". CONCRETE SHALL BE MIN. 4000 PSI.
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T TNGTALLATION DETATLS DESCRIBED NEREIN ARE GENERT]

AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC|
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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NOTES:

1. DRAWINGS ARE DIAGRAMMATIC IN NATURE AND CONFIGURATIONS NOT
SPECIFICALLY SHOWN MAY BE EXTRAPOLATED FROM THOSE SHOWN.

2. IF THE LOADING TYPE CANNOT BE DETERMINED, USE TWO-WAY ASSEMBLY
CONFIGURATION VALUES.

3. FENESTRATION PRODUCTS SHALL BE ANCHORED AS PER SEPARATE APPROVAL.
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[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(]
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC|
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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