


24.00 30.00 36.00 42.00 48.125 54.00 60.00
30.00 120.0 120.0 120.0 120.0 120.0 120.0 120.0
36.00 120.0 120.0 120.0 120.0 120.0 120.0 120.0
42.00 120.0 115.2 108.0 105.8 105.8 105.8 105.8

48.125 107.6 93.9 86.0 81.9 80.6 80.6 80.6
54.00 92.6 79.8 72.0 67.3 64.8 64.0 64.0
60.00 81.0 69.1 61.7 57.0 54.0 52.4 51.8
66.00 72.0 61.0 54.0 49.4 46.2 44.3 43.2
72.00 64.8 54.6 48.0 43.6 40.4 38.4 37.0
78.00 58.9 49.4 43.2 39.0 35.7 33.1 31.2
84.00 54.0 44.7 38.1 33.6 30.2 27.8 26.0
90.00 44.4 36.1 30.7 26.9 24.2 22.3 20.8
96.00 36.4 29.6 25.1 21.9 19.6 18.0 16.7

102.00 30.3 24.5 20.8 18.1 16.2 - -
108.00 25.5 20.6 17.4 - - - -
114.00 21.6 17.5 - - - - -
120.00 18.5 - - - - - -

positive and negative
Design pressure rating (psf)

Tributary width (in)

Large and Missile Impact Rated Up to Wind Zone 3

Unit height 
(in)
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