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NAILING FIN INSTALLATION

WEATHER SHIELD

WINDOWS & DOORS

8312 DIRECT SET 

HEAD, SILL AND SIDE ANCHORAGE TYPICAL

NOTE(S):

1. THESE UNITS HAVE BEEN TESTED, ANALYZED, HALLMARK CERTIFIED AND FBC APPROVED.

2. THIS SCHEDULE ADDRESSES ONLY THE FASTENERS REQUIRED TO ANCHOR THE

WINDOW(S) TO ACHIEVE THE RATED DESIGN PRESSURE.  THOROUGHLY READ 

AND FOLLOW MANUFACTURERS INSTALLATION INSTRUCTIONS RECEIVED WITH

UNIT.  THIS GUIDE DOES NOT ADDRESS THE SEALING CONSIDERATIONS THAT 

MAY ARISE IN DIFFERENT WALL CONDITIONS.

#6 X (1-5/8") NON-CORROSIVE SCREW(S) 1-1/2" MINIMUM PENETRATION 
INTO SUBSTRATE TYP
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  WOOD BUCK BY OTHERS TYP

AROUND ENTIRE PERIMETER

BETWEEN NAILING FIN & 

USE SILICONE SEALANT
WOOD BUCK 

BY OTHERS TYP

WIDTH 

(IN.)

HEIGHT 

(IN.)

WIDTH 

(IN.)

HEIGHT 

(IN.)

8312 DS 72 106 68.19 102.19 +40/-40 WOOD, ALUMINUM

8312 DS 84.75 125.63 80.94 121.82 +50/-50 WOOD, ALUMINUM

MAX FRAME SIZE
MAX DAYLIGHT 

OPENING  
  FRAME MATERIALDESC.

DESIGN 

PRESSURE 

(psf)
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