HEAD, SILL & SIDE ANCHORAGE TYPICAL

#6 X (1-5/8") NON-CORROSIVE SCREW(S)

1-1/2" MINIMUM PENETRATION
INTO SUBSTRATE TYP

WOOD BUCK
/ BY OTHERS TYP

1| USE SILICONE SEALANT
£ oo AROUND ENTIRE PERIMETER
o I BETWEEN NAILING FIN &
w9 WOOD BUCK BY OTHERS TYP
E T 1
I w
o =
S 3 750 MIN EDGE |
z & DISTANCE TYP
S %

8-10"0.C. z =

TYPICAL } =
\ Weather Shield
1 Windows & Doors
3" FROM
CSYF;"I‘CEEE 1210 Casement
MmD?_hO_. NAILING FIN INSTALLATION
MAX FRAME
~ WIDTH
MAX FRAME SIZE MA)((DEEA'\I;‘_&GH DESIGN
DESC. PRESSURE FRAME MATERIAL
WDTH | HEGHT | WIDTH | HEGHT (psf)
(N, (IN.) N) | (N
1210 CSMT ROUNDTOP 1 WIDE 35.5 83.5 29.75 77.75 +55/-70 WOOQOD, VINYL, ALUMINUM EXT GLAZING MATERIAL

NOVA-GUARD BEADED SILICONE

GENERAL NOTE(S):

oN -~

REV

DATE

THESE UNITS HAVE BEEN TESTED, ANALYZED, HALLMARK CERTIFIED AND FBC APPROVED.

GLASS MEETS THE REQUIREMENTS OF ASTM E1300.

SETTING BLOCK SHOULD BE 70-90 DUROMETER AS PER 2411.3.3.1 OF THE CURRENT FBC.

GLASS LITES THAT EXCEED 36” IN WIDTH SHALL USE SETTING BLOCKS AT 2 SPAN FROM CORNERS AS PER
2411.3.3.1 OF THE CURRENT FBC.

LARGE AND SMALL MISSILE IMPACT RESISTANT. WINDOW AND DOOR UNITS REQUIRED TO MEET SMALL
MISSILE IMPACT WIND-BORNE DEBRIS PROTECTION REQUIRE THE EXTERIOR LITE OF AN INSULATED UNIT
TO BE TEMPERED PER FBC, SECTION 2411.3.3.7.

FASTENERS, ANCHORS, AND CONNECTORS SHALL COMPLY WITH THE CORROSION RESISTANCE
REQUIREMENTS OF THE 2026 FLORIDA BUILDING CODE, SECTION 1711, BASED ON EXPOSURE CONDITIONS

AND PROXIMITY TO A SALTWATER SHORELINE AND NOT ALL THE ONES SHOWN HERE NECESSARILY APPLY.

TYP. WALL THICKNESS:

WT/FT: AREA:

MAT: FINISH:

DESCRIPTION PCRNO. ENG  PDR #: 15790 PROFILE #:

1/4" (6mm) MAX
SHIM SPACE TYP

GLASS
3/16" - .090" PVB - 3/16" CL

BACK FILL MATERIAL
GE SCS 2000

TOLERANCES UNLESS SPECIFIED:

Iees [ ANGLE WEATHER SHIELD.
x £ 1" xx + 1°

ot P | oo 35 {1144 WINDOWS & DOORS
PRODUCTS:

1210 HCEL
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