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MAX DAY LIGHT
MAX FRAME SIZE OPENlNGG DESIGN
DESC. PRESSURE FRAME MATERIAL
WIDTH [ HEIGHT |WIDTH [ HEIGHT | o
(N (N) (N) | (N)
8205 CSMT PIC 83.5 835 | 7839 | 7839 | +45-45 WOOD, VINYL, ALUMNUM
8219 AW 59.5 475 | 5443 | 4243 | +50/-50 WOOD, VINYL, ALUMNUM
8219 AW MULL 59.5 475 | 5443 | 4243 | +50/-50 WOOD, VINYL, ALUMNUM
8219 CA MULL 355 835 | 3043 | 7843 | +50/-50 WOOD, VINYL, ALUMNUM
8219 CA/ 355 835 | 3043 | 7843 50050 WOOD, VINYL, ALUMNUM
+50/-
PIC MULL 715 835 | 66.43 [ 78.43 WOOD, VINYL, ALUMNUM
8219 CA MULL 355 715 | 3043 | 66.43 50050 WOOD, VINYL, ALUMNUM
+50/-
8306 DS STACK 7113 | 355 | 67.32 | 31.69 WOOD, VINYL, ALUMNUM
8219 AW MULL 59.5 475 | 54.43 | 4243 50050 WOOD, VINYL, ALUMNUM
+50/-
8219 PIC STACK 59.5 595 | 54.43 | 54.43 WOOD, VINYL, ALUMNUM
8219 CA MULL 355 835 | 3043 | 78.43 2510 WOOD, VINYL, ALUMNUM
+25/-25
8306 DS MULL STACK | 355 415 | 3169 | 37.69 WOOD, VINYL, ALUMNUM
8211 CA 415 835 | 3575 [ 77.75 | +50/-50 WOOD, VINYL, ALUMNUM
NOTE(S):

1. THESE UNITS HAVE BEEN TESTED, ANALYZED, HALLMARK CERTIFIED AND FBC APPROVED.
2. THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED TO COMPLY WITH THE

CURRENT EDITION FLORIDA BUILDING CODE (FBC), EXCLUDING HVHZ. THE PRODUCT HAS BEEN

EVALUATED TO THE FOLLOWING.
. AAMA/WDMA/CSA 101/1.S.2/A440-11

3. THIS SCHEDULE ADDRESSES ONLY THE FASTENERS REQUIRED TO ANCHOR THE

WINDOW(S) TO ACHIEVE THE RATED DESIGN PRESSURE. THOROUGHLY READ

AND FOLLOW MANUFACTURERS INSTALLATION INSTRUCTIONS RECEIVED WITH

UNIT. THIS GUIDE DOES NOT ADDRESS THE SEALING CONSIDERATIONS THAT

MAY ARISE IN DIFFERENT WALL CONDITIONS.
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Casement, Awning, Picture Twin
w/8306 Direct Set Stack

NAILING FIN INSTALLATION

TOLERANCES UNLESS SPECIFIED:

INCHES ANGLE

x o+ .1" xx *1°

xx * .03" xxx + .5° (1/2°)
Xxx £ .015" | xx.xx +£.25° (1/4°)
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