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1. TESTED PER TAS 201, TAS 202 & TAS 203. 5. DOOR MAY BE RIGHT HAND OR LEFT HAND DRIVEN. 32233 - |NEWDRAWING 114/2020] RO
2. PROFESSIONAL ENGINEER'S SEAL PROVIDED ONLY FOR VERIFICATION OF WIND LOAD CONSTRUCTION DETAILS. 6. ROLLER ASSEMBLIES ON TOP SLAT AND BOTTOM BAR MAY FEATURE ADDITIONAL ALIGNMENT SPACERS.
3. CURTAIN MAY BE INSULATED OR NON-INSULATED, WITH OR WITHOUT CENTER SUPPORT HINGES, WITH NO VISION SLATS. 7. DOOR MAY BE MILL FINISHED, ANODIZED, PAINTED, OR POWDERCOATED.
4. GUIDE PROFILE MAY BE 'STANDARD' WIDTH OR 'SLIM' WIDTH. GUIDE BOTTOM BRACKETS TO BE FASTENED TO FLOOR THROUGH
SLOTS. FOLLOW INSTALLATION MANUAL FOR INSTALLATION INSTRUCTIONS. F
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JAMB DESIGN & CONSTRUCTION SPECIFICATIONS.

—

5/8" DIA, 4-3/8" EMB
HILTI KB3

OR EQUIVALENT
16" O.C.

11. THE LISTED JAMB PROPERTIES ARE THE MINIMUM ASSUMED PROPERTIES FOR FASTENER HOLDING STRENGTH
CALCULATIONS, AND ARE LISTED FOR REFERENCE ONLY. CONSULT WITH YOUR LICENSED ENGINEER OF RECORD FOR
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8. +WI/L AND -WI/L INDICATE POSITIVE WIND LOAD AND NEGATIVE WIND LOAD, RESPECTIVELY. 'PARALLEL' AND
'NORMAL' FORCES ARE WIND-INDUCED FORCES ON THE STRUCTURE. FASTENER SHEER AND TENSION ARE
PROVIDED TO ENSURE JAMB CONSTRUCTION PROVIDES SUFFICIENT FASTENER HOLDING STRENGTH.

9. GUIDES MAY BE WELDED TO STEEL JAMBS BY PLUG WELDING L-ANGLE SLOTS AT 16" O.C. WITH MIN E60XX
ELECTRODE.
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