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Co.Me.P Infissi SRL

EBE 65,75 & 85 SERIES CASEMENT WINDOW

GENERAL NOTES:

1.

THE PRODUCT SHOWN HEREIN IS DESIGNED AND
MANUFACTURED TO COMPLY WITH THE CURRENT FLORIDA
BUILDING CODE (FBC), INCLUDING HVHZ AND HAS BEEN
EVALUATED ACCORDING TO THE FOLLOWING:

e TAS201-94

e TAS 202-94

e TAS 203-94

ADEQUACY OF THE EXISTING STRUCTURAL
CONCRETE/MASONRY, 2X FRAMING, AND METAL FRAMING
AS A MAIN WIND FORCE RESISTING SYSTEM CAPABLE OF
WITHSTANDING AND TRANSFERRING APPLIED PRODUCT
LOADS TO THE FOUNDATION IS THE RESPONSIBILITY OF THE
ENGINEER OR ARCHITECT OF RECORD FOR THE PROJECT OF
INSTALLATION.

1X AND 2X BUCKS (WHEN USED) SHALL BE DESIGNED AND
ANCHORED TO PROPERLY TRANSFER ALL LOADS TO THE
STRUCTURE. BUCK DESIGN AND INSTALLATION IS THE
RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF
RECORD FOR THE PROJECT OF INSTALLATION.

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE
GENERIC AND MAY NOT REFLECT ACTUAL CONDITIONS FOR
A SPECIFIC SITE. IF SITE CONDITIONS CAUSE INSTALLATION
TO DEVIATE FROM THE REQUIREMENTS DETAILED HEREIN,
A LICENSED ENGINEER OR ARCHITECT SHALL PREPARE SITE
SPECIFIC DOCUMENTS FOR USE WITH THIS DOCUMENT IN
NON-HVHZ AREAS. IN HVHZ AREAS, ONE TIME PRODUCT
APPROVAL TO BE OBTAINED FROM MIAMI-DADE RER OR
AHJ.

APPROVED IMPACT PROTECTIVE SYSTEM IS NOT REQUIRED
ON THIS PRODUCT IN AREAS REQUIRING IMPACT
RESISTANCE.

FRAME MATERIAL: GALVANIZED STEEL, CORTEN STEEL,
STAINLESS STEEL OR OT/67 (BRASS)

GLASS MEETS THE REQUIREMENTS OF ASTM E 1300
GLASS CHARTS. SEE SHEET 1 FOR GLAZING DETAILS.

GLAZING NOTES:

GLASS THICKNESS AND TYPE COMPLY WITH ASTM E-1300 GLASS
CHART REQUIREMENTS.

GLASS TYPE COMPLIES WITH FBC SAFETY GLAZING
REQUIREMENTS.

USE SETTING BLOCKS WITH 70 TO 90 SHORE A DUROMETER
HARDNESS AT SILL FOR UNITS OVER 3 FEET IN WIDTH

SEE SHEET 8 FOR DETAILS OF ALTERNATE GLAZING BEAD

OPTIONS

ALL CONFIGURATIONS APPROVED AS INSIDE OR OUTSIDE

GLAZED

(HVHZ)(IMPACT)
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SHEET REVISION SHEET DESCRIPTION
1 - GENERAL NOTES & GLAZING DETAIL
2 - ELEVATION & ANCHOR LAYOUT
3 - VERTICAL SECTIONS
4 - VERTICAL SECTIONS
5 - HORIZONTAL SECTIONS
6 - HORIZONTAL SECTIONS
7 ) INSTALLATION NOTES, ANCHOR DETAILS &
SCHEDULE
8 - APPROVED FRAME & GLAZING BEAD PROFILES
15/16" O.A. GLASS
1/4" TEMPERED
1/2" ALU-PRO ALUMINUM SPACER
1/4" HEAT STRENGTHENED
0.090" SENTRYGLAS INTERLAYER
1/4" HEAT STRENGTHENED
EXTERIOR INTERIOR

DOW CORNING 796
STRUCTURAL DC795

3.9 X 13 MM SCREWS AT 4.92"
FROM CORNERS AND
9.84" ON CENTER

MIN. GLASS

DOW CORNING 796

BITE 5/16"

GLAZING DETAIL1
INSIDE GLAZED

15/16" O.A. GLASS
1/4" TEMPERED
1/2" ALU-PRO ALUMINUM SPACER

1/4" HEAT STRENGTHENED
0.090" SENTRYGLAS INTERLAYER
1/4" HEAT STRENGTHENED
EXTERIOR INTERIOR

DOW CORNING 796

GLAZING DETAIL 2
OUTSIDE GLAZED

DOW CORNING 796
STRUCTURAL DC795
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BITE 5/16"

3.9 X 13 MM SCREWS AT 4.92"
FROM CORNERS AND
9.84" ON CENTER

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

Digitally signed by Hermes F Norero
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CASEMENT WINDOW
(HVHZ)(IMPACT)
ELEVATION & ANCHOR LAYOUT

TITLE: EBE 65, 75 & 85 SERIES
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THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(]
JAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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SEE GLAZING
DETAIL, SHEET 1

FRAME D.LO

HEIGHT  HEIGHT EXTERIOR INTERIOR

SEE GLAZING
DETAIL, SHEET 1
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R\ VERTICAL SECTION

\\3/ INSIDE GLAZED
SERIES 65 LARGE SASH

FRAME
HEIGHT

A

D.L.O.
HEIGHT

EXTERIOR

B\ VERTICAL SECTION

SEE GLAZING
DETAIL, SHEET 1

INTERIOR

SEE GLAZING
DETAIL, SHEET 1

\3/

NOTE:
SEE SHEET 7 FOR ALLOWABLE

INSTALLATION METHODS AND SHEET

8 FOR QUALIFIED FRAME PROFILES

OUTSIDE GLAZED
SERIES 65 LARGE SASH
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CASEMENT WINDOW
(HVHZ)(IMPACT)
VERTICAL SECTIONS

TITLE: EBE 65, 75 & 85 SERIES
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THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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SEE GLAZING
DETAIL, SHEET 1

FRAME D.L.O

HEIGHT  HEIGHT EXTERIOR INTERIOR

SEE GLAZING
DETAIL, SHEET 1

/R VERTICAL SECTION

\\4/ INSIDE GLAZED
SERIES 65 SMALL SASH

FRAME
HEIGHT

D.L.O.
HEIGHT

SEE GLAZING
DETAIL, SHEET 1

EXTERIOR

INTERIOR

/— SEE GLAZING

N2l
)\

! W/}}?/ZE] Ve

/ DETAIL, SHEET 1

/B VERTICAL SECTION

\4/

NOTE:

SEE SHEET 7 FOR ALLOWABLE
INSTALLATION METHODS AND SHEET

8 FOR QUALIFIED FRAME PROFILES

OUTSIDE GLAZED
SERIES 65 SMALL SASH
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CASEMENT WINDOW
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VERTICAL SECTIONS

TITLE: EBE 65, 75 & 85 SERIES
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THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(
JAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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INTERIOR
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,\“\%E
L,

EXTERIOR
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SERIES 65 LARGE SASH
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CASEMENT WINDOW
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VERTICAL SECTIONS
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THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(
JAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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7 e
//?g
sdinINGDRAPY, WNC
398 E. DANIA BEACH BLVD. # 338
DANIA BEACH, FL 33004
FBPE CERT. OF AUTHORIZATION No. 29578

DAP.E.No73%78 % *

FL

" FL32500

pate: 09.16.20

DWG. BY: CHK. BY:
ER HFN

SCALE: NTS

owG. #: COMOO6

SHEET:

S

OFSJ




12/21/2020 1:20 PM

c:\users\ycruz\onedrive - building drops, inc\fbc-19-0234.4 - fbc submittal - ebe 65 fixed window and ebe 65 4 sided frame option\dwgs\casement window ebe 65\com006 series 65 casement window 2020-12-17.dwg

\
COMER

Co.Me.P Infissi SRL
VIALE EUROPA, 440
51039 SANTONUOVO PT

DANIA BEACH, FL 33004
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

o
=
v
[a
)
o
a
O]
=
a
=
)
o

0
o0
o
ui
=
%2
a
=
@
T
=}
<<
o
o
<
=
<<
o
ui
0
I
o

(HVHZ)(IMPACT)

CASEMENT WINDOW
HORIZONTAL SECTIONS

TITLE: EBE 65, 75 & 85 SERIES
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THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(]
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

INTERIOR INTERIOR
SEE GLAZING SEE GLAZING SEE GLAZING SEE GLAZING
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EXTERIOR < Y
EXTERIOR
| D.L.O. WIDTH | D.L.O. WIDTH |
FRAME WIDTH
EXTERIOR
/AN HORIZONTAL SECTION /B HORIZONTAL SECTION /C\ HORIZONTAL SECTION
JAMB -INSIDE GLAZED CENTER STILES - INSIDE GLAZED JAMB - INSIDE GLAZED
\6) SERIES 65 SMAL SASH \GJ SERIES 65 SMALL SASH \GJ SERIES 65 SMALL SASH
INTERIOR INTERIOR
SEE GLAZING SEE GLAZING SEE GLAZING SEE GLAZING
DETAIL, SHEET 1 DETAIL, SHEET 1 /7 DETAIL SHEET 1 DETAIL, SHEET 1 \
i o
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| D.L.O. WIDTH | | D.L.O. WIDTH |
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4 )
%SHOWN, COMEP

JAMBS & SILL HAVE
SUBSTRATE SIMILAR DETAILS
SUBSTRATE Co.Me.P Infissi SRL
0.lVie.P Infissi
/ BY OTHERS VIALE EUROPA, 440
51039 SANTONUOVO PT

BY OTHERS MIN. EDGE | MIN. EDGE SUBSTRATE MIN.
SHIM 500HD DISTANCE DISTANCE BY OTHERS EMBEDMENT
POLYETHYLENE _\ MIN.
ADJACENT TO { EMBEDMENT MIN. MIN. EDGE
BRACKETS - EMBEDMENT DISTANCE 1

O o
Za
—_ €
EXTERIOR L INTERIOR EXTERIOR i INTERIOR EXTERIOR i INTERIOR x s :
ZAERTIR n T o S3rR38
IC| T v Oy O0z"35%g
S = PERIMETER EQF%s X Ry
= N|# : 1/n 2] O ~N0 2 2 3 g ]
0.827" MAX. éi)RTSQEEIfElTOéE/E PSL'/if\l SEALANT 1/4" MAX. \E{ L 0.827" MAX. n g SO °r 2387
SHIM SPACE BY OTHERS SSA SHIM SPACE = SHIM SPACE F> 223 Zz2z38:
VIEW BELOW) SES2g SEERE
J 5 NG NZ o =u z
.= IO =]
= >k < ..o ™
O W T < >
(A ANCHOR DETAIL B ANCHOR DETAIL C ANCHOR DETAIL wd=38 |3
25 2° |2
W BRACKET W THROUGH FRAME W NAIL FIN . 2 o«
= - &
) 2.317" E &
0.671 —>| |—— = o
REMARKS BY | DATE
o R
0.984"
4.016" o| 3.305"
° \] [THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(Q
1.024" B [AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
0_472" SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
— |<— ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
0 622" DOCUMENTS FOR USE WITH THIS DOCUMENT.
BRACKET DETAIL
14 GAUGE STEEL
INSTALLATION NOTES:
1. ONE (1) INSTALLATION ANCHOR IS REQUIRED AT EACH ANCHOR LOCATION SHOWN ON SHEET 2, UNLESS OTHERWISE STATED ANCHOR SCHEDULE
(SEE TABLE). MIN. EDGE | QUANTITY PER
METHOD SUBSTRATE ANCHOR TYPE MIN EMBEDMENT DISTANGE L OCATION
2. THE NUMBER OF INSTALLATION ANCHORS DEPICTED IS THE MINIMUM NUMBER OF ANCHORS TO BE USED FOR PRODUCT WOOD: MIN. SG = 0.55 #14 WOOD SCREW 1.5" 0.75" 2
INSTALLATION OF THE MAXIMUM SIZE LISTED. S THREADS MIN
METAL: 18 GA. STEEL, MIN. Fy = 33KS| | /4" GR. 5 SELF-DRILLING PENETRATION 0.75" 2
3. INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A TOLERANCE OF +1/2 INCH THE DEPICTED LOCATION & SPACING IN THE BRACKET OR SELF-TAPPING SCREW|  peo o me 20
ANCHOR LAYOUT DETAILS (I.E., WITHOUT CONSIDERATION OF TOLERANCES). TOLERANCES ARE NOT CUMULATIVE FROM ONE CONGRETE M o = 3000 P51 OR
INSTALLATION ANCHOR TO THE NEXT. : c= : " " 7y pERMESNRARERTPE, o
MASONRY: MIN F'c = 2000 PSI 14" ITW TAPCON 15 25 2 R e R
4. SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD BEARING SHIM(S). SEE ABOVE FOR MAXIMUM ALLOWABLE WOOD: MIN. SG = 0.55 414 WOOD SCREW 15" 075" 1 208 NN BEACH T 33008 0
SHIM STACK PER INSTALLATION METHOD. SHIM WHERE SPACE OF 1/16 INCH OR GREATER OCCURS. SHIM(S) SHALL BE S TIREADS TN FBPE CERT. OF AUTHORIZATION No. 29578
CONSTRUCTED OF HIGH DENSITY PLASTIC OR BETTER. THROUGH| METAL: 18 GA. STEEL, MIN. Fy = 33KS| oﬁnsci‘;_'FSTsA%;lﬁgg_éggw PENETRATION 0.75" ; FL#:
5. FOR MASONRY OR CONCRETE OPENINGS, 1X WOOD BUCK MAY BE USED (OPTIONAL) AS LONG AS THE MINIMUM EMBEDMENT FRAME BEYOND METAL F I_3 2 5 OO
AND EDGE DISTANCE REQUIREMENTS ARE STILL MET WITHIN THE CORRESPONDING HOST SUBSTRATE. SEE GENERAL NOTE #3 CONCRETE: MIN F'c = 3000 PSI OR 14" ITW TAPCON 15 - ]
ON SHEET 1 FOR MORE INFORMATION. MASONRY: MIN F'c = 2000 PSI ' ' DATE:
: 09.16.20
6. MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE WALL FINISHES, INCLUDING BUT NOT LIMITED TO STUCCO, FOAM, WOOD: MIN. SG = 0.55 #12 WOOD SCREW 1.5 0.75 1 DWG. BY: CHK. BY:
BRICK VENEER, AND SIDING. NAIL FIN 3 THREADS MIN
METAL: 18 GA. STEEL, MIN. Fy = 33ks| | #12 5% 5 SELEORILING | peNgTRATION 0.75" 1 ER HEN
7. INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE MADE OF CORROSION RESISTANT MATERIAL OR HAVE A i BEYOND METAL SCALE: NTS
CORROSION RESISTANT COATING.
owa.#: COMOO6
8. FOR HOLLOW BLOCK AND GROUT FILLED BLOCK, DO NOT INSTALL INSTALLATION ANCHORS INTO MORTAR JOINTS. EDGE
DISTANCE IS MEASURED FROM FREE EDGE OF BLOCK OR EDGE OF MORTAR JOINT INTO FACE SHELL OF BLOCK. SHEET:
9. INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH ANCHOR MANUFACTURER'S INSTALLATION 7
INSTRUCTIONS, AND ANCHORS SHALL NOT BE USED IN SUBSTRATES WITH STRENGTHS LESS THAN THE MINIMUM STRENGTH

SPECIFIED BY THE ANCHOR MANUFACTURER.
\_ OF 8 ./
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THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(]
JAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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