PLY GEM SIDING GROUP

MASTIC ALUMINUM, PLASTIC & VINYL SIDING

SIDING DESIGN PRESSURE TABLE:

DOUBLE B

EXPOSURE

DESIGN

PRODUCT NAME CONFIGURATION w o L o NAILSPACING THICKNESS ~.001 | PRESSURE
(IN) (PSF)
DOUBLE 5" 10 s |12 16°hx 10"y 0.040" Ta24
DOUBLE 5" DUTCHLAP 10 s |12 16°h x 10" 0.040" 1424
TRIPLE 3" 9 3 |2 16" x 9" 0.040" 471
MILL CREEK VINYL SIDING DOUBLE 4.5" DUTCHLAP 9 45 | 1 16" x 9" 0.040" 471
DOUBLE 4" 8 4 |12 16" x 8" 0.040" £53.0
DOUBLE 4" DUTCHLAP 8 4 | 12 16" x 8" 0.040" £53.0
DOUBLE 5" 10 s |12 16°hx 10"y 0.040" Ta24
ECLIPSE VINYL SIDING DOUBLE 4.5" DUTCHLAP 9 45 | 1 16" x 9" 0.040" 471
DOUBLE 4" 8 4 |12 16"h x 8" 0.040" £53.0
DOUBLE 5" 10 s |12 16°hx 10"V 0.040" ta24
PGPC EVOLUTIONS VINYL DOUBLE 4.5" DUTCHLAP 9 45 | 1 16" x 9'v 0.040" 471
SIDING DOUBLE 4" 8 4 | 12 16"h x 8" 0.040" £53.0
DOUBLE 5" 10 5 1/2 16"h x 10"v 0.042" 1445
TRIPLE 3" 9 3 | 12 16"h x 9" 0.042" +495
PGPC PROGRESSIONS VINYL
SIDING
DOUBLE 4.5" DUTCHLAP 9 45 | 12 16"h x 9" 0.042" 295
DOUBLE 4" 8 4 | 12 16"h x 8" 0.042" £55.7
DOUBLE 5" 0 8 2 6"h x 10" 0.044" +467
WESTERN EXTREME VINYL . ! v 16%hx 10" 0% 4
SIDING
DOUBLE 4.5" DUTCHLAP 9 4.5 3/4 16"h x 9"v 0.044" +51.9
DOUBLE 4" 8 4 3/4 16"h x 8"v 0.044" +58.3
DOUBLE 5" 10 s | 12 16"hx 10" 0.048" £50.9
LIBERTY ELITE VINYL SIDING
DOUBLE 5" DUTCHLAP 10 5 1/2 16"h x 10"v 0.048" +50.9
DOUBLE 4" 8 4 | 34 16'h x 8'v 0.048" 1636
DOUBLE 5" 10 s |12 16°hx 10"V 0.048" 1509
DOUBLE 5" DUTCHLAP 10 s | 12 16" x 10"V 0.048" £50.9
BARKWOOD VINYLSIDING TRIPLE 22/3" 8 22/3 1/2 16"h x 8"v 0.048" 163.6
DOUBLE 4" 8 4 |12 16'h x 8'v 0.048" 1636
SINGLE 8" 8 s | 34 8"hx 8"V 0.048" £63.6
Al Al VINYI
CHARLESTON BEARED VINYG DOUBLE 6.5" 7 65 | 34 16" x 65" 0.044" 80.046 78
SIDING
DOUBLE 5" 10 s | 12 16h x 10" 0.042" £60.0
DOUBLE 4.5" DUTCHLAP 9 45 | 34 16" x 9" 0.042" £66.7
OVATION VINYLSIDING TRIPLE 3" 9 3 |12 16" x 9" 0.042" 66.7
DOUBLE 4" 8 4 |12 16" x 8" 0.042" 75.0
6.5" BEADED 65 4 |12 16" x 65" 0.042" 685
DOUBLE 5" 10 s |12 16°hx 10"V 0.044" 635
CARVEDWOOD 44 VINYL DOUBLE 4.5" DUTCHLAP 9 45 | 34 16" x 9" 0.044 705
P TRIPLE 3" 9 3 12 16" x 9" 0.044" 705
DOUBLE 4" 8 4 |12 16" x 8"V 0.044" £79.3
SINGLE 8" 8 s | 34 8'hx 8" 0.044" +79.3

NOTE:

1) A FACTOR OF SAFETY OF 1.5 HAS BEEN UTILIZED IN DETERMINING ALLOWABLE DESIGN PRESSURE.
2) THE PRESSURE EQUALIZATION FACTOR HAS BEEN USED IN THE DETERMINATION OF ALLOWABLE DESIGN PRESSURE IN ACCORDANCE WITH ASTM D 3679-09,
APPENDIX A.
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VERTICAL

BxposuRe| [ DESIGN
PRODUCT NAME CONFIGURATION A NAILSPACING THICKNESS ~.001 | PRESSURE
Ny | (N
) (PSF)
PGPC DIMENSIONS VINYL DOUBLE 4.5" DUTCHLAP 9 45 | 3/a 16" x 9"V 0.044" 1160
SIDING DOUBLE 4" 8 4 1 16" x8'v 0.044" 1306
DOUBLE 5" 10 5 | 12 16"h x 10"V 0.046" £1002
UEST SIGNATURE VINYL
@ s DOUBLE 4.5" DUTCHLAP 9 45 | 34 16" x 9"V 0.046" £1213
DOUBLE 4" 8 4 1 16" x8'v 0.046" £1365
BOARD & BATTEN VERTICAL 55" BOARD
7 4| 3y 7'h x 16" 0.048" +69.
VINYLSIDING 1.5" BATTEN / X6 04 9.6
SRD6 1 6 | 916 8'hx 12'v 0.048" 168.9
SRD6 2 6 | 12 16"h x 12'v 0.040" 1444
STRUCTURE VINYLSIDING SRD45 9 45 | 3/a 16" x 9"V 0.040" 1503
SRD4 8 PRV 16" x 8"V 0.040" 166.7
SRS7 7 7 |12 16" x 7"V 0.040" 1762
PGPC CEDAR DIMENSIONS DOUBLE 6.25" 125 |62 34 8'hx 125" 0.080" £749
ROUND CUT PLASTIC SIDING
PGPE CEDARDIMENSIONS DOUBLE 7" 14 7 1/2 8"hx 14"v 0.100" +83.6
SHINGLE PLASTIC SIDING
CEDAR DISCOVER HAND
SPLIT AHARE PLASTIC SIDING DOUBLE 9 18 9 | 12 8"hx 18" 0.090" +49.4
CEDAR DISCOVERY
PERFECTION AND CEDAR
™ 4 7 1, "h x 14" 0. " +63.5
DISCOVERY HALF ROUND POUGLE X /2 Bhxisy 0
SHINGLES PLASTIC SIDING
ENDURANCE DUTCH OAK
" DUTCHLAP 6"h x 10" 0.019" +378
ALUVINGMSIDING DOUBLE 5" DUTCHLA 10 5 | 12 16"hx 10" 019 3
ENVOY HORIZON
COLLECTION D5 ALUMINUM DOUBLE 5" 10 5 | 12 16"h x 10" 0.024" +47.7
SIDING
RUSTIC D4 ALUMINUM DOUBLE 4" 8 4 |12 16" x 8"V 0.019" 1472
SIDING DOUBLE 4" 8 PRV 16" x8'v 0.024" £506
ENVOY&" SMOOTH SINGLE 8" 8 8 | 12 16'h x 8" 0.024" £506
ALUMINUMSIDING
ENDURANCE 8" SMOOTH SINGLE 8" 8 8 | 12 16" x 8"V 0.019" 1472

1.

10.

11.

GENERAL NOTES

THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED
TO COMPLY WITH THE CURRENT FLORIDA BUILDING CODE (FBC),
EXCLUDING HVHZ AND HAS BEEN EVALUATED ACCORDING TO THE
FOLLOWING:

e ASTM D3679-17
ASTM G155-13
ASTM D638-03
ASTM D7254-17
AAMA 1402-09

ADEQUACY OF THE EXISTING STRUCTURAL CONCRETE/MASONRY
AND 2X FRAMING AS A MAIN WIND FORCE RESISTING SYSTEM
CAPABLE OF WITHSTANDING AND TRANSFERRING APPLIED PRODUCT
LOADS TO THE FOUNDATION IS THE RESPONSIBILITY OF THE
ENGINEER OR ARCHITECT OF RECORD FOR THE PROJECT OF
INSTALLATION.

VINYL SIDING MEETS THE REQUIREMENTS OF CHAPTER 14 (SECTION
1404.9 & 1405.14) OF THE FLORIDA BUILDING CODE AND CHAPTER 7
(SECTION 703.11)OF THE FLORIDA RESIDENTIAL CODE. PLASTIC
SIDING MEETS THE REQUIREMENTS OF CHAPTER 14 (SECTION
1404.8) AND CHAPTER 26 (SECTION 2605) OF THE FLORIDA BUILDING
CODE. ALUMINUM SIDING MEETS THE REQUIREMENTS OF CHAPTER
14 (SECTION 1404.5.1) OF THE FLORIDA BUILDING CODE.

VINYL SIDING SPECIFICATIONS:
e SIDING MATERIAL: PVC (PER ASTM D 3679)
e MINIMUM WALL THICKNESS: 0.040"
e REFER TO DESIGN PRESSURE TABLE, SHEET 1 FOR ALLOWABLE
DESIGN PRESSURES.

PLASTIC SIDING SPECIFICATIONS:
e SIDING MATERIAL: POLYPROPOLENE (PER ASTM D7254)
e MINIMUM WALL THICKNESS: 0.080"
e REFER TO DESIGN PRESSURE TABLE, SHEET 1 FOR ALLOWABLE
DESIGN PRESSURES.

ALUMINUM SIDING SPECIFICATIONS:
e SIDING MATERIAL: ALUMINUM (PER AAMA 1402)
e MINIMUM WALL THICKNESS: 0.019"
e REFER TO DESIGN PRESSURE TABLE, SHEET 1 FOR ALLOWABLE
DESIGN PRESSURES.

MASTIC VINYL SIDING PRODUCTS ARE MFG. FROM A FORMULATED
PVC COMPOUND MEETING OR EXCEEDING THE REQUIREMENTS OF
ASTM D 3679 STD. FOR PVC SIDING AND COMPOUNDS.

WALLS TO RECEIVE VINYL SIDING SHALL BE CHECKED FOR
STRUCTURAL ADEQUACY, CRACKS AND DEFECTS THAT SHALL BE
ELIMINATED.

WALLS WHERE THE SIDING ARE TO BE INSTALLED SHALL BE
DESIGNED BY A REGISTERED ARCHITECT OR ENGINEER BY A
REGISTERED ARCHITECT OR ENGINEER ACCODING TO THE FBC AND
THE MINIMUM REQUIREMENTS OF THIS DRAWING.

INSTALLATION OF THE SIDING AND ACCESSORY PRODUCTS SHALL BE
DONE IN ACCORDANCE WITH THE MANUFACTURER'S INSTRUCTIONS
AND THE APPLICABLE SECTIONS OF THE FBC.

WALLS SHALL BE WATERPROOFED WITH ASPHALT SATURATED FELT
OF NOT LESS THAN 15 100 SQ. FT AS DESCRIBED IN SECTION 2121.6.2
OR 1404.2 OF THE FBC.
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REMARKS BY | DATE

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

igitally signed by Hermes F. Norero, P.E.
Reason: | am approving this document
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7/16" MIN. SHEATHING BY

omE SEECHEL
’ EMBEDMENT
WATER RESISTANT BARRIER
PER CURRENT FBC
EXTERIOR I\I}/ INTERIOR
GALVINIZED ROOFING NAIL OR i

GALVANIZED STAPLE. FOR
SPACING, SEE TABLE. FOR/H
SPACING AT 8", 1/2 OF

ANCHORS MUST PENETRATE
STUDS

SIDING

SEE SHEETS 1\

SIDING INSTALLATION DETAIL
7/16" SHEATHING OVER 2X WOOD FRAMING

1.

INSTALLATION NOTES:

ONE (1) INSTALLATION FASTENER IS REQUIRED AT EACH
ANCHOR LOCATION SHOWN.

INSTALLATION FASTENERS ARE 1 1/2" LONG WITH 1/8"
DIAMETER SHANKS AND 3/8" DIAMETER HEADS GALVANIZED
STEEL ROOFING NAILS OR 16 GA. (0.064") x 7/16" CROWN x
1-1/2" LONG MIN SIZED STAPLES.

INSTALLATION FASTENERS SHALL BE LISTED AND SPACED AS
SHOWN ON DETAILS. FASTNERS EMBEDMENT TO BASE
MATERIAL SHALL BE BYOND WALL DRESSING.

INSTALLATION FASTENERS AND ASSOCIATED HARDWARE
MUST BE MADE OF CORROSION RESISTANT MATERIAL OR
HAVE A CORROSION RESISTANT COATING.

INSTALLATION FASTENERS SHALL BE INSTALLED IN
ACCORDANCE WITH ANCHOR MANUFACTURER'S
INSTALLATION INSTRUCTIONS, AND FASTENERS SHALL NOT
BE USED IN SUBSTRATES WITH STRENGTHS LESS THAN THE
MINIMUM STRENGTH SPECIFIED BY THE ANCHOR
MANUFACTURER.

INSTALLATION ANCHOR CAPACITIES FOR PRODUCTS HEREIN
ARE BASED ON SUBSTRATE MATERIALS WITH THE
FOLLOWING PROPERTIES:

e WOOD - MINIMUM SPECIFIC GRAVITY OF 0.55.

FURRING INSTALLATION NOTES:

1.

1 X2 WOOD FURRING STRIPS NO. 2 MIXED SOUTHERN PINE
OR BETTER. PLACE VERTICALLY. SPACING TO MATCH
HORIZONTAL SPACING IN TABLE.

INSTALL FURRING STRIPS INTO MASONRY WALL USING 3/16"
ITW TAPCONS WITH MINIMUM 1-1/4" EMBEDMENT.

TAPCON SPACING 8" MAX WHEN FURRING IS AT 12" AND
TAPCON SPACING 6" MAX WHEN FURRING IS AT 8".

2X FRAMING AT 16" O0.C. MAX
BY OTHERS

GALVANIZED ROOFING NAIL OR

11/4" MIN.

EMBEDMENT

GALVINIZED STAPLE. FOR
SPACING, SEE TABLE. FOR

SPACINGS AT 8", 1/2 OF :
ANCHORS MUST PENETRATE__— (j—emesss, —-

STUDS

FURRING STRIP
SEE FURRING INSTALL NOTES

SIDING
SEE SHEETS 1

FURRING STRIP ANCHOR
3/16" ITW TAPCON

SEE FURRING INSTALL NOTES,
SHEET 2

EXTERIOR

MASONRY/CONCRETE BY
OTHERS

SEE GENERAL NOTE 2,
SHEET 1

FURRING
SPACING
SEE
NOTE 1
SHEET 2

INTERIOR

SIDING INSTALLATION DETAIL

1X FURRING STRIP OVER MASONRY/CONCRETE WALL

~
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MASTIC
& VINYL SIDING
BUILDING DROPS, INC.
398 E. DANIA BEACH BLVD., STE. 338
DANIA BEACH, FL 33004
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

INSTALLATION NOTES

ALUMINUM, PLASTIC

PREPARED BY:
BUILDING DROPS

TITLE:

o
>
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m

REMARKS BY

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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( 2X FRAMING AT 16" O.C. MAX \
BY OTHERS PI
INTERIOR 1-1/4" MIN. y
EMBEDMENT
PLY GEM SIDING GROUP
2405 CAMPBELL ROAD
SIDNEY, OH 45365
- - e o )
A A A A Z s
= T
o %
QO &sEepd
N - VERTICAL SIDING INSTALLATION NOTES: > 0z235%
N N "1:: S\E mIf&ﬁ%
E ? 1. ONE (1) INSTALLATION FASTENER IS REQUIRED AT EACH oa Qg SEFE 33 3
ANCHOR LOCATION SHOWN. E®Rhz Oens23
“©S 0 Z2:%%
2. INSTALLATION FASTENERS ARE 1 1/2" LONG WITH 1/8" ) : = 038 Y4
SIDING EXTERIOR WATER RESISTANT BARRIER DIAMETER SHANKS AND 3/8" DIAMETER HEADS GALVANIZED S>> =2 = u 5
SEE SHEETS 1 _— PER CURRENT FBC STEEL ROOFING NAILS OR 16 GA. (0.064" THICK) x 7/16" -~ S '<_( .. g &
GALVANIZED ROOFING NAILOR CROWN X 1-1/2" LONG MIN GALVANIZED STAPLE. E 2 > -
GALVANIZED STAPLE. FOR - S
7/16" MIN. SHEATHING BY 3. INSTALLATION FASTENERS SHALL BE LISTED AND SPACED AS 3 3 2 =
SPACING, SEE TABLE. OTHERS. SEE GENERAL SHOWN ON DETAILS. FASTENERS EMBEDMENT TO BASE L < < s
, MATERIAL SHALL BE BEYOND WALL DRESSING. i a =
NOTE 2, SHEET 1 [ P -
4. INSTALLATION FASTENERS AND ASSOCIATED HARDWARE [ a =
MUST BE MADE OF CORROSION RESISTANT MATERIAL OR
SI DI NG I NSTALLATI ON DETAI L HAVE A CORROSION RESISTANT COATING. REMARKS BY | DATE
5. INSTALLATION FASTENERS SHALL BE INSTALLED IN
" ACCORDANCE WITH ANCHOR MANUFACTURER'S
7/16 SHEATHING OVER 2X WOOD FRAMING MASONRY/CONCRETE BY INSTALLATION INSTRUCTIONS, AND FASTENERS SHALL NOT
OTHERS BE USED IN SUBSTRATES WITH STRENGTHS LESS THAN THE
SEE GENERAL NOTE 2, MINIMUM STRENGTH SPECIFIED BY THE ANCHOR
FURRING SPACING SHEET 1 MANUFACTURER.
INTERIOR SEENOTE 1 - 6. INSTALLATION ANCHOR CAPACITIES FOR PRODUCTS HEREIN THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC
_— SHEET 2 ARE BASED ON SUBSTRATE MATERIALS WITH THE SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FOLLOWING PROPERTIES: A RS DD T LD
e WOOD - MINIMUM SPECIFIC GRAVITY OF 0.55. DOCUMENTS FOR USE WITH THIS DOCUMENT.
7. SHEATHING MUST BE NAILABLE WITH A MIN. THICKNESS OF
FURRING STRIP 7/16".
—
SEE FURRING INSTALL NOTES 8. STUDS ARE NOT REQUIRED TO HAVE NAILS IN THEM. NAILS
MUST PENETRATE THE SHEATHING OR PLYWOOD ONLY.
N
_ FURRING INSTALLATION NOTES: \\
~
11/4" MIN. 1. 1 X2 WOOD FURRING STRIPS NO. 2 MIXED SOUTHERN PINE _— x
OR BETTER. PLACE VERTICALLY. SPACING TO MATCH -
r EMBEDMENT HORIZONTAL SPACING IN TABLE. i
— 9
2. INSTALL FURRING STRIPS INTO MASONRY WALL USING 3/16" =
ITW TAPCONS WITH MINIMUM 1-1/4" EMBEDMENT. 2
7,

EXTERIOR

SIDING 7/16" MIN. SHEATHING BY
3/16" ITW TAPCON SEE SHEETS 1 OTHERS, SEE GENERAL

SEE FURRING INSTALL NOTES, NOTE 2, SHEET 1 GALVANIZED ROOFING NAIL OR
SHEET 2 GALVANIZED STAPLE. FOR

SPACING, SEE TABLE.
SIDING INSTALLATION DETAIL
\_ 7/16" SHEATHING OVER MASONRY/CONCRETE WALL

FURRING STRIP ANCHOR

TAPCON SPACING 8" MAX WHEN FURRING IS AT 12" AND
TAPCON SPACING 6" MAX WHEN FURRING IS AT 8".
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