
Width Height (+) psf (-) psf

36" 75" Composite Standard 35 35 LC-PG35

40" 84" Composite Heavy-Duty 35 35 LC-PG35

Reinf. 
Level

Design Pressure Product    
Rating

Window Buck Size
Hinge Type



2-1/2" x .131" Common Nail Southern Pine (SG=0.55) 3/8" 2-7/16"
2-1/2" x .135" Ring-Shank Nail Southern Pine (SG=0.55) 3/8" 2-7/16"

2-1/2" x .145" Roofing Nail Southern Pine (SG=0.55) 3/8" 2-7/16"
Southern Pine (SG=0.55) 1/2" 1-3/8"

Steel, A36 5/16" 0.0346" (20 Ga.)
Steel Stud, A653 Gr. 33 5/16" 0.0346" (20 Ga.)

 Aluminum, 6063-T5 3/8" 0.0346" (20 Ga.)

Anchor Substrate
Min. Edge 
Distance

Min. Embedment

#10 SMS                  
(steel, 18-8 S.S.             

or 410 S.S.) 

Southern Pine (SG=0.55) 1/2" 1-3/8"
Steel, A36 5/16" 0.0346" (20 Ga.)

Steel Stud, A653 Gr. 33 5/16" 0.0346" (20 Ga.)
 Aluminum, 6063-T5 5/16" 0.0346" (20 Ga.)

Southern Pine (SG=0.55) 9/16" 1-3/8"
Steel, A36 3/8" 0.0346" (20 Ga.)

Steel Stud, A653 Gr. 33 3/8" 0.0346" (20 Ga.)
 Aluminum, 6063-T5 3/8" 0.0346" (20 Ga.)

Southern Pine (SG=0.55) 1/2" 1-3/8"
Concrete (min. 3.00 ksi) 1" 1-3/4"

Ungrouted CMU, (ASTM C-90) 1" 1-1/4"
Southern Pine (SG=0.55) 1" 1-3/8"
Concrete (min. 3.00 ksi) 1" 1-3/8"

Ungrouted CMU, (ASTM C-90) 1" 1-1/4"
Southern Pine (SG=0.55) 1" 1-3/8"
Concrete (min. 3.35 ksi) 1" 1"

Ungrouted CMU, (ASTM C-90) 1" 1-1/4"
Concrete (min. 2.22 ksi) 1-1/2" 1-3/8"
Southern Pine (SG=0.55) 1" 1-3/8"

Ungrouted CMU, (ASTM C-90) 2" 1-1/4"

1/4" Crete-Flex        
(410 S.S.)

1/4" Aggre-Gator       
(18-8 S.S.)

#10 SMS            
(steel, 18-8 S.S.       

or 410 S.S.) 

1/4" Ultracon+      
(steel)

Min. 
Embedment

Min. Edge 
Distance

Anchor Substrate

#12 SMS            
(steel, 18-8 S.S.       

or 410 S.S.)

3/16" Ultracon+    
(steel)






