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PLY GEM SIDING GROUP

GEORGIA PACIFIC ALUMINUM &
VINYL SOFFIT PRODUCTS

LEGEND:

e DOUBLE 6 HAS "V" GROOVES EVERY 6" ACROSS WIDTH, AND EACH PANEL

IS 12" WIDE.

e  TRIPLE 4 OR T4 HAS "V" GROOVES EVERY 4" ACROSS WIDTH, AND EACH

PANEL IS 12" WIDE.

e QUAD 4 HAS "V" GROOVES EVERY 4" ACROSS WIDTH, AND EACH PANEL IS

16" WIDE.

e  TRIPLE 2-2/3 HAS "V" GROOVES EVERY 2-2/3" ACROSS WIDTH, AND EACH

PANEL IS 8" WIDE.

e DOUBLE 5 HAS "V" GROOVES EVERY 5" ACROSS WIDTH, AND EACH PANEL

IS 10" WIDE.

e  SINGLE 6 OR S6 HAS "V" GROOVES EVERY 6" ACROSS WIDTH, AND EACH

PANEL IS 6" WIDE.

e  WRIPLE 3-1/3 HAS "V" GROOVES EVERY 3-1/3" ACROSS WIDTH, AND EACH

PANEL IS 10" WIDE.
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GENERAL NOTES

1. THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED TO COMPLY WITH THE
CURRENT EDITION FLORIDA BUILDING CODE (FBC), EXCLUDING HVHZ AND HAS BEEN
EVALUATED ACCORDING TO THE FOLLOWING:

e ASTM D3679-21
e AAMA 1402-09

2. ADEQUACY OF THE EXISTING STRUCTURAL CONCRETE/MASONRY AND 2X FRAMING AS A
MAIN WIND FORCE RESISTING SYSTEM CAPABLE OF WITHSTANDING AND TRANSFERRING
APPLIED PRODUCT LOADS TO THE FOUNDATION IS THE RESPONSIBILITY OF THE ENGINEER
OR ARCHITECT OF RECORD FOR THE PROJECT OF INSTALLATION.

3. ALUMINUM AND VINYL SOFFITS MEETS THE REQUIREMENTS OF THE CURRENT FBC.

4. VINYL SOFFIT SPECIFICATIONS:
e SIDING MATERIAL: PVC (PER ASTM D3679)
e MINIMUM WALL THICKNESS: 0.038"
e SEE SHEET 3 FOR ALLOWABLE DESIGN PRESSURES.

5.  ALUMINUM SOFFIT SPECIFICATIONS:
e ALUMINUM MATERIAL: 3105 (PER AAMA 1402)
e MINIMUM WALL THICKNESS: 0.013"
e SEE SHEET 3 FOR ALLOWABLE DESIGN PRESSURES.

6. VINYL SOFFIT PRODUCTS ARE MFG. FROM A FORMULATED PVC COMPOUND MEETING OR
EXCEEDING THE REQUIREMENTS OF ASTM D3679 STD. FOR PVC SIDING AND
COMPOUNDS.

7. WALLS AND FRAMING TO RECEIVE ALUMINUM AND VINYL SOFFIT SHALL BE CHECKED FOR
STRUCTURAL ADEQUACY, CRACKS AND DEFECTS THAT SHALL BE ELIMINATED.

8.  WALLS AND FRAMING WHERE THE SOFFITS ARE TO BE INSTALLED SHALL BE DESIGNED BY
A REGISTERED ARCHITECT OR ENGINEER BY A REGISTERED ARCHITECT OR ENGINEER
ACCODING TO THE FBC AND THE MINIMUM REQUIREMENTS OF THIS DRAWING.

9. INSTALLATION OF THE SOFFIT AND ACCESSORY PRODUCTS SHALL BE DONE IN
ACCORDANCE WITH THE MANUFACTURER'S INSTRUCTIONS AND THE APPLICABLE
SECTIONS OF THE FBC.

10. EXTERIOR WALLS SHALL BE PROVIDED WITH A CONTINUOUS WATER-RESISTIVE BARRIER
AND REQUIRED FLASHING IN ACCORDANCE WITH THE MANUFACTURER'S INSTALLATION
INSTRUCTIONS AND THE CURRENT FBC.

11. OPTIONAL FASCIA MAY BE PROVIDED AND INSTALLED IN COMPLIANCE WITH THE
CURRENT FBC AND MANUFACTURER'S INSTALLATION REQUIREMENTS.

12. INSTALLATION FASTENERS AND ASSOCIATED HARDWARE MUST BE MADE OF CORROSION
RESISTANT MATERIAL OR HAVE A CORROSION RESISTANT COATING.

12.1. FASTENERS USED WITHIN 3,000 FEET OF A SALTWATER COASTLINE AND INSTALLED IN
ENCLOSED SPACES SHALL BE GALVANIZED IN ACCORDANCE WITH SECTION 1711.1.1
(E.G., ASTM A153 CLASS D, ASTM A641 CLASS 3S, OR EQUIVALENT CORROSION
RESISTANCE).

12.2. CONNECTORS AND METAL PLATES USED WITHIN 3,000 FEET OF A SALTWATER
COASTLINE SHALL BE STANDARD GALVANIZED IN ACCORDANCE WITH SECTION
1711.1.2 (E.G., ASTM A653 G90, ASTM A123, OR PROTECTIVE COATING PER TPI 1).

12.3. FASTENERS USED WITHIN 300 FEET OF A SALTWATER COASTLINE MUST BE
STAINLESS-STEEL RING-SHANK NAILS IN ACCORDANCE WITH SECTION 1711.1.1 (E.G.,
ASTM A240 TYPE 304, TYPE A305, OR TYPE 316 STAINLESS STEEL).
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FASCIA

BOARD ‘\

FASCIATRIM
BY OTHERS

TIMBER FRAMING

3/16" DIA. X 2 3/4"
ITW TAPCONS OR
" DEWALT CRETE-FLEX

GALVANIZED ROOFING NAIL OR
STAINLESS-STEEL RING-SHANK
ROOFING NAIL WITH 1/8" SHANK
DIAMETER, 3/8" HEAD DIAMETER,

7
—

1-1/2" LONG OR STAPLES WITH 1"
LONG LEGS AND 1/16" (16 GA) DIA.
THROUGH EACH NAIL HEM HOLE,
SEE TABLES ON SHEET 3.

FASCIA

BOARD ‘\

FASCIA TRIM
BY OTHERS

¥ VINYL SOFFIT OR ALUMINUM
SOFFIT, SEE TABLES

EAVE WIDTH, SEE TABLE

EXTERIOR

INTERIOR

. MASONRY BLOCK

WALL

/A\ VERTICAL SECTION

\2/

TIMBER FRAMING
AT 24" O.C. MAX.

SOFFIT INSTALLATION DETAIL
MASONRY BLOCK WALLS

—

1x2\

GALVANIZED ROOFING NAIL OR
STAINLESS-STEEL RING-SHANK
ROOFING NAIL WITH 1/8" SHANK
DIAMETER, 3/8" HEAD DIAMETER,
1-1/2" LONG OR STAPLES WITH 1"
LONG LEGS AND 1/16" (16 GA) DIA.
THROUGH EACH NAIL HEM HOLE,
SEE TABLES ON SHEET 3.

¥ VINYL SOFFIT OR ALUMINUM
SOFFIT, SEE TABLES

EXTERIOR

EAVE WIDTH, SEE TABLE

[E——

INTERIOR

\WALL

/C\ VERTICAL SECTION

\2/

SOFFIT INSTALLATION DETAIL
INTO ROOF FRAMING

ANCHORS AT 36" O.C.

/lod X2 1/2" BOX NAIL

<——40d X 2 1/2" COM. NAIL

FASCIA
BOARD

WOOD OR
METAL TRIM

GALVANIZED ROOFING NAIL OR
STAINLESS-STEEL RING-SHANK
ROOFING NAIL WITH 1/8" SHANK
DIAMETER, 3/8" HEAD DIAMETER,
1-1/2" LONG OR STAPLES WITH 1"
LONG LEGS AND 1/16" (16 GA) DIA.
THROUGH EACH NAIL HEM HOLE,
SEE TABLES ON SHEET 3.

ROOF SHEATHING
BY OTHERS

FASCIA BOARD
BY OTHERS

MAX SPACING
1 X2 BATTEN ——
/
L L —
FASCIA TRIM
BY OTHERS i
\ A A A /

3/16" DIA. X 2 3/4"
ITW TAPCONS OR
¢~ DEWALT CRETE-FLEX

¥ VINYL SOFFIT OR ALUMINUM
SOFFIT, SEE TABLES

EAVE WIDTH, SEE TABLE

INTERIOR

EXTERIOR

T

™. MASONRY BLOCK

WALL

/B\ VERTICAL SECTION

\2/

TRUSS/RAFTER
BY OTHERS
AT 24" MAX. O.C.

SOFFIT INSTALLATION DETAIL
MASONRY BLOCK WALLS

#8 X 2" WOOD
SCREW, BATTEN TO
ROOF FRAMING, 24"

J-CHANNEL
ROOF
FRAMING

GALVANIZED ROOFING NAIL OR
STAINLESS-STEEL RING-SHANK
ROOFING NAIL WITH 1/8" SHANK

DIAMETER, 3/8" HEAD DIAMETER, —
1-1/2" LONG OR STAPLES WITH 1"
LONG LEGS AND 1/16" (16 GA) DIA.
THROUGH NAIL HEM HOLES AND
BATTEN AT INTERLOCKS

VINYL SOFFIT OR ALUMINUM

SOFFIT, SEE TABLES

UNLIMITED EAVE WIDTH

N 1
L 12" MAX. *j

[ ——

EXTERIOR

INTERIOR

/D\ VERTICAL SECTION

\2/

SOFFIT INSTALLATION DETAIL
WIDE EAVES AND EXTERIOR CEILINGS

ANCHORS AT 36" O.C.
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[NOTE:

A FACTOR OF SAFETY OF 1.5 HAS
BEEN UTILIZED IN DETERMINING
ALLOWABLE DESIGN PRESSURE.

ALLOWABLE DESIGN WIND PRESSURE (PSF)

GEORGIA PACIFIC SOFFIT TYPE

EAVE WIDTH (IN)

ALLOWABLE DESIGN WIND PRESSUES IN PSF

MULTI-SPAN TABLE (EXTERIOR CEILINGS)

GEORGIA PACIFIC
SOFFIT TYPE

BEADED (VINYL) 7", NAILS

+/-62.9
SOLID - 157 VENTED - 158
BEADED (VINYL) 7", STAPLES -
SOLID - 157 VENTED - 158
DOUBLE 5STANDARD (VINYL) 10", NAILS .
SOLID - 144 VENTED - 145
DOUBLE 5STANDARD (VINYL) 10", STAPLES A
SOLID - 144 VENTED - 145
DOUBLE 5 PREMIUM (VINYL) 10", NAILS i
SOLID - 140 VENTED - 140
DOUBLE 5 PREMIUM (VINYL) 10", STAPLES .
SOLID - 140 VENTED - 140
TRIVENT TRIPLE 3 1/3 (VINYL) 10", NAILS +/-40.0
SOLID - 133 HIDDEN VENT - 134
TRIVENT TRIPLE 3 1/3 (VINYL) 10", STAPLES A
SOLID - 133 HIDDEN VENT - 134
TRIPLE 4 (VINYL) 12", NAILS SOLID - 230 .
CENTER VENT - 231 FULL VENT - 232
TRIPLE 4 (VINYL) 12", STAPLES SOLID - 230 "

CENTER VENT - 231 FULLVENT - 232

SEE DETAIL D2

10" 12" 16" 18" 21" 2"
ENVOY (ALUMINUM) 12", NAILS 11691 | +93.0 | +66.4 | +1125 | +798 | +59.5
SVG12N20, SVG12V20 1691 | -1353 | -96.6 | -1076 | -763 | -56.9
ENVOY (ALUMINUM) 12", STAPLES 41601 | +93.0 | +66.4 | +1125 | +798 | +59.5
SVG12N20, SVG12V20 1770 | -1416 | -1011 | -1076 | 763 | -56.9
ENVOY (ALUMINUM) 12", NAILS

SAS12219, LFAS12219, SAS12319, LCAS12319, | TL09-1 | #93.0 1 +66.4 ) 41125 | +79.8 | 4595
1691 | -1353 | -966 | -1076 | -763 | -56.9

LFAS21319, SAX12219T, LFAX12219T

ENVOY (ALUMINUM) 12", STAPLES
SAS12219, LFAS12219, SAS12319, LCAS12319, Bl B T B B ol el
1770 | -1416 | -1011 | -1076 | 763 | -56.9

LFAS21319, SAX12219T, LFAX12219T
ENVOY QUAD (ALUMINUM) 16", NAILS 11268 | 493.0 | +66.4 | +84.4 | +508 | +446
SAS16419, LCAS16419 1268 | -1015 | 725 | 807 | 572 | -427
ENVOY QUAD (ALUMINUM) 16", STAPLES 41268 | +93.0 | +66.4 | +84.4 | +508 | +446
SAS16419, LCAS16419 1328 | -1062 | -759 | 807 | 572 | -427
ECONOMY (ALUMINUM) SOFFIT 12", NAILS A1157 | +63.6 | +454 | +77.0 | +546 | +407
SAS12313, LFAS12313, LCAS12313 1157 | 926 | -661 | 736 | 522 | -389
ECONOMY (ALUMINUM) SOFFIT 12", STAPLES | +115.7 | +63.6 | +454 | +77.0 | +54.6 | +407
SAS12313, LFAS12313, LCAS12313 1770 | -1416 | -1001 | 736 | 522 | -389
BEADED (VINYL) 7", NAILS 42066 | +1653 | +118.1 | +167.0 | +118.4 | +88.3
SOLID - 157 VENTED - 158 1040 | -832 | -59.4 | -509 | -505 | -436
BEADED (VINYL) 7", STAPLES 12066 | +1653 | +118.1 | +167.0 | +118.4 | +88.3
SOLID - 157 VENTED - 158 1239 | -99.2 | -708 | -620 | -522 | -45.1
DOUBLE 5 STANDARD (VINYL) 10", NAILS 12066 | +1653 | +118.1 | +116.9 | +829 | +61.8
SOLID - 144 VENTED - 145 728 | 583 | -a16 | -a1.9 | -353 | -305
DOUBLE 5 STANDARD (VINYL) 10", STAPLES 12066 | +1653 | +118.1 | +116.9 | +829 | +61.8
SOLID - 144 VENTED - 145 868 | -69.4 | -496 | -434 | -365 | -315
DOUBLE 5 PREMIUM (VINYL) 10", NAILS 42273 | +181.8 | +129.9 | +128.6 | +91.2 | +68.0
SOLID - 140 VENTED - 140 801 | -641 | -458 | -a61 | -388 | -336
DOUBLE 5 PREMIUM (VINYL) 10", STAPLES 42273 | +181.8 | +129.9 | +128.6 | +91.2 | +68.0
SOLID - 140 VENTED - 140 954 | 763 | -sa5 | -a7.7 | -a02 | -3a7
TRIPLE 4 (VINYL) 12", NAILS SOLID - 230 41963 | +157.0 | +112.2 | +92.6 | +656 | +49.0
CENTER VENT - 231 FULL VENT - 232 577 | -461 | -329 | -332 | -280 | -241
TRIPLE 4 (VINYL) 12", STAPLES SOLID - 230 41963 | +157.0 | +112.2 | +92.6 | +65.6 | +49.0
CENTER VENT - 231 FULL VENT - 232 687 | -549 | -392 | -3a3 | -289 | -250
TRIVENT TRIPLE 3 1/3 (VINYL) 10", NAILS 42273 | +181.8 | +129.0 | +128.6 | +91.2 | +68.0
SOLID - 133 HIDDEN VENT - 134 801 | -641 | -458 | -a61 | -388 | -336
TRIVENT TRIPLE 3 1/3 (VINYL) 10", STAPLES 42273 | +181.8 | +129.9 | +128.6 | +91.2 | +68.0
SOLID - 133 HIDDEN VENT - 134 954 | 763 | 545 | -a7.7 | -a02 | -3a7

SEE DETAILS A2, B2, & C2
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