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1

INSTALLATION NOTES:

1. INSTALL ONE (1) ANCHOR AS INDICATED IN THE SECTION DETAILS ON SHEET 3  AT EACH
LOCATION SHOWN IN THE ELEVATION ON SHEET 2.

1.1. LOCATION TOLERANCE IS +/- 1".

1.2. FOR WINDOWS SMALLER THAN THAT SHOWN IN SHEET 2 ELEVATION, ANCHOR QUANTITIES CAN
BE REDUCED WHILE MAINTAINING THE ANCHOR SPACING AND EDGE DISTANCE SHOWN.

2. SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH A LOAD BEARING SHIM. SHIM WHERE
SPACE OF 1/16" OR GREATER OCCURS. MAXIMUM ALLOWABLE SHIM STACK TO BE 1/4".

3. SEE INSTALLATION ANCHOR SCHEDULE ON SHEET 3 FOR ANCHOR TYPE, EMBEDMENT AND EDGE
DISTANCE REQUIREMENTS.

3.1. INSTALLATION ANCHORS SHALL BE CORROSION RESISTANT OR HAVE CORROSION RESISTANT
COATING.

3.2. SEE INSTALLATION NOTE 4 FOR MINIMUM SUBSTRATE PROPERTIES.

4. INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH ANCHOR
MANUFACTURER'S INSTALLATION INSTRUCTIONS AND ANCHORS SHALL NOT BE USED IN
SUBSTRATES WITH STRENGTHS LESS THAN THE MINIMUM STRENGTH SPECIFIED BELOW:

4.1. WOOD - MINIMUM SPECIFIC GRAVITY OF 0.55.

4.2. CONCRETE - MINIMUM COMPRESSIVE STRENGTH OF 2500 PSI.

4.3. MASONRY - STRENGTH CONFORMANCE TO ASTM C-90 MEDIUM WEIGHT WITH COMPRESSIVE
STRENGTH OF 1900 psi (DENSITY > 117 PCF).

4.4. STEEL STUD - STRENGTH CONFORMING TO MIN. Fty = 33 KSI AND Ftu = 45 KSI. MINIMUM
THICKNESS 20 GA.

GENERAL NOTES:

1. THIS PRODUCT HAS BEEN EVALUATED TO COMPLY WITH THE CURRENT PROVISIONS OF THE 8TH EDITION
(2023) FLORIDA BUILDING CODE (FBC) INCLUDING THE HIGH VELOCITY HURRICANE ZONES (HVHZ) AND IS
BASED ON TESTING CONDUCTED TO TAS 201-94, TAS202-94 AND TAS 203-94 DOCUMENTED IN PROJECT NO.
1924T0007, DATED 02/14/2025 TEST REPORT BY PRI CONSTRUCTION MATERIALS TECHNOLOGIES LLC.

2. 2X WOOD FRAMING, 1X OR 2X WOOD BUCK, METAL FRAMING AND CONCRETE/MASONRY OPENING TO BE
DESIGNED AND ANCHORED TO PROPERLY TRANSFER ALL LOADS TO STRUCTURE. FRAMING AND
CONCRETE/MASONRY OPENING IS THE RESPONSIBILITY OF THE ARCHITECT OR ENGINEER OF RECORD.

3. 1X BUCK OVER CONCRETE/MASONRY OR OTHER SUBSTRATE MATERIALS IS OPTIONAL. WHEN 1X BUCK IS
USED, INSTALLATION ANCHORS WILL PASS THROUGH WINDOW FRAME AND 1X BUCK INTO SUPPORTING
SUBSTRATE. WHEN USED, 1X BUCKS SHALL BE DESIGNED AND ANCHORED TO PROPERLY TRANSFER ALL
LOADS TO STRUCTURE AND IS THE RESPONSIBILITY OF THE ARCHITECT OR ENGINEER OF RECORD.
DISSIMILAR MATERIALS MUST BE SEPARATED WITH APPROVED COATING OR MEMBRANE. SELECTION OF
COATING OR MEMBRANE IS THE RESPONSIBILITY OF THE ARCHITECT OR ENGINEER OF RECORD.

4. THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC AND MAY NOT REFLECT ACTUAL
CONDITIONS FOR A SPECIFIC SITE. IF THE INSTALLATION METHODS DEVIATE FROM THESE APPROVED
DETAILS THIS WOULD REQUIRE FURTHER INVESTIGATION BY A LICENSED OR REGISTERED DESIGN
PROFESSIONAL.

5. THIS PRODUCT HAS BEEN DESIGNED AND TESTED FOR IMPACT PROTECTION. THEREFORE, IN AREAS
WHERE WINDBORNE DEBRIS PROTECTION REQUIREMENTS EXIST, USE OF AN IMPACT PROTECTIVE
SYSTEM IS NOT REQUIRED:

6. MATERIALS:
6.1. FRAME: EXTRUDED RIGID PVC BY PH TECH, INC. PER CURRENT MIAMI-DADE NOA.
6.2. LAMINATE GLASS INTERLAYER: SAFLEX PVB INTERLAYER BY EASTMAN CHEMICAL CO. PER CURRENT

MIAMI-DADE NOA.

7. GLAZING:
7.1. INSULATING GLASS UNIT 22 MM (7/8") O.A. THICKNESS
7.2. SASH AND FIXED GLAZING CONFIGURATION

7.2.1.1. GLASS THICKNESS:
7.2.1.1.1. EXTERIOR: 5MM (3/16") ANNEALED X 2.3MM (0.090") SAFLEX PVB X 5MM (3/16") ANNEALED
7.2.1.1.2. INTERIOR: 5MM (3/16") ANNEALED

7.2.1.2. AIR GAP 8 MM (0.3125")
7.2.1.3. GLAZING BITE 1/2"
7.2.1.4. IGU SPACER: RAMAPO LP BEND ALUMINUM SPACER

7.2.1. GLAZING METHOD
7.2.2. THE IGU WAS SET FROM THE INTERIOR, ONTO A BED SIKAFLEX 552, BACKFILLED, AND SECURED

WITH RIGID PVC GLAZING .
7.3. ALL SETTING BLOCKS SHALL BE IN COMPLIANCE WITH THE 8TH EDITION (2023) FLORIDA BUILDING

CODE. SETTING BLOCKS SHALL BE NEOPRENE WITH A 70 TO 90 SHORE A DUROMETER.
7.4. GLASS MEETS THE REQUIREMENTS OF ASTM E1300-16.

8. PANEL OPERABILITY DESIGNATIONS:  O = FIXED

9. PERIMETER AND JOINT SEALANT BY OTHERS TO BE DETAILED IN ACCORDANCE WITH THE FBC,
RESIDENTIAL AND BUILDING VOLUMES AND WITH FMA/AAMA/WDMA PROTOCOLS. PERIMETER AND JOINT
SEALANT IS SHOWN FOR ILLUSTRATIVE PURPOSES ONLY AND IS NOT PART OF THIS PRODUCT APPROVAL
DOCUMENT.

This item has been digitally
signed and sealed by Robert
J. Amoruso, PE on the date

adjacent to the seal.
Signature must be verified on

any electronic copies.



R
JA

4/
1/

20
25

EC
O

G
LA

SS
01

9-
H

VH
Z

SE
R

IE
S 

S-
34

00
 P

VC
 F

IX
ED

 W
IN

D
O

W
, I

M
PA

C
T,

 H
VH

Z

BY
D

AT
E

ROBERT J. AMORUSO, P.E. #49752
AMORUSO CONSULTING ENG., LLC

 FBPE REGISTRATION NO. 38327
226 N NOVA RD, NO. 142

ORMOND BEACH, FL 32174
RJAENGPE@GMAIL.COM

D
ES

C
R

IP
TI

O
N

R
EV

TI
TL

E:

D
R

AW
N

 B
Y:

SC
AL

E:

R
EV

:

D
AT

E:

D
R

AW
IN

G
 N

O
:

SH
EE

T:

EC
O

 G
LA

SS
14

4 
H

O
PE

 S
TR

EE
T

LO
N

G
W

O
O

D
, F

L 
32

75
0

PR
O

JE
C

T 
N

O
. A

C
E-

20
25

-3
03

N
.T

.S
.

---
32

1-
20

7-
05

07
 | 

in
fo

@
vk

-e
co

gl
as

s.
co

m
O

F 
6

BLOCK/EQUAL LEG THROUGH
FRAME INSTALLATION

EXTERIOR VIEW

ANCHOR/FASTENER

SEE SHEET 3 FOR
SECTION A. SAME

AT HEAD, SILL
AND JAMBS
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T
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6" MAX.6" MAX.

6" MAX. 6" MAX.

8" MAX.

85
8" MAX.

SERIES S-3200 PVC VINYL
FIXED WINDOW

EXTERIOR VIEW

SEE SHEET 4 FOR
SECTIONS 1 & 2
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PERFORMANCE RATING
MAXIMUM

WINDOW SIZE (IN)

DESIGN
PRESSURE

RATING (PSF)
IMPACT RATING

60 x 72 50 HVHZ - LARGE MISSILE IMPACT
WIND ZONE 4, MISSILE LEVEL D
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INSTALLATION ANCHORAGE SCHEDULE
SUBSTRATE TYPE ANCHOR TYPE MIN. EMBED. (IN) MIN. EDGE DIST.

(IN) MIN. SPACING (IN)

WOOD (SG = 0.55 MIN.)
NO. 10 PAN HEAD WOOD

SCREW, GR. 2
STRENGTH

1 3/8 3/4 1

CONCRETE (2.5 KSI MIN.) 3/16" PAN HEAD OR HEX
HEAD ITW TAPCON 1 1/2 1 1/8 3 1/4

MASONRY (ASTM C-90
MEDIUM WEIGHT WITH

COMPRESSIVE STRENGTH OF
1900 psi (DENSITY > 117 PCF)

3/16" PAN HEAD OR HEX
HEAD ITW TAPCON 1 2 3 1/4

STEEL STUD, 20 GA OR
GREATER THICKNESS, MIN.
Fty = 33 ksi AND Ftu = 45 ksi

NO. 10 PAN HEAD
SELF-DRILLING SHEET

METAL SCREW, GRADE 5

FULL THICKNESS
OF MEMBER PLUS

3 FULL THREAD
LENGTHS PAST

INTERIOR

1/2 1/2

AutoCAD SHX Text
1/4" MAX. SHIM

AutoCAD SHX Text
METAL SUBSTRATE BY OTHERS (SEE GENERAL NOTE 2, SHT. 1)

AutoCAD SHX Text
3 THREADS MIN.  EMBEDMENT BEYOND INTERIOR WALL

AutoCAD SHX Text
MIN. EDGE DISTANCE. SEE ANCHOR SCHEDULE ON SHEET 3.

AutoCAD SHX Text
ANCHOR-TO-SUBSTRATE EDGE DISTANCES ARE TYPICAL AND MEASURED TO BOTH SIDES OF SUBSTRATE

AutoCAD SHX Text
1/4" MAX. SHIM

AutoCAD SHX Text
2X WOOD BUCK OR WOOD STRUCTURE BY OTHERS (SEE GENERAL NOTE 2, SHT. 1)

AutoCAD SHX Text
1/4" MAX. SHIM

AutoCAD SHX Text
MIN. EDGE DISTANCE. SEE ANCHOR SCHEDULE ON SHEET 3.

AutoCAD SHX Text
MIN. EMBEDMENT, SEE ANCHOR SCHEDULE ON SHEET 3.

AutoCAD SHX Text
CONCRETE SUBSTRATE BY OTHERS (SEE GENERAL NOTE 2, SHT. 1)

AutoCAD SHX Text
CONCRETE, CMU, WOOD BUCKS AND METAL STRUCTURE BY OTHERS MUST SUSTAIN LOADS IMPOSED BY THE FENESTRATION SYSTEM AND TRANSFER THEM TO THE BUILDING STRUCTURE.

AutoCAD SHX Text
1X WOOD BUCK  BY OTHERS (SEE GENERAL NOTE 3, SHT. 1)

AutoCAD SHX Text
INTERIOR/EXTERIOR FINISHING AND PERIMETER SEALANT DETAILING NOT SHOWN. SEE GENERAL NOTE 9 ON SHEET 1.

AutoCAD SHX Text
A

AutoCAD SHX Text
1/4" MAX. SHIM

AutoCAD SHX Text
1X WOOD BUCK OR WOOD STRUCTURE BY OTHERS (SEE GENERAL NOTE 3, SHT. 1)

AutoCAD SHX Text
MIN. EMBEDMENT, SEE ANCHOR SCHEDULE ON SHEET 3.

AutoCAD SHX Text
MASONRY (CMU) BY OTHERS (SEE GENERAL NOTE 2, SHT. 1)

AutoCAD SHX Text
INSTALLATION ANCHOR. SEE SHEET 4 FOR ANCHOR SCHEDULE.

AutoCAD SHX Text
INSTALLATION ANCHOR. SEE SHEET 4 FOR ANCHOR SCHEDULE.

AutoCAD SHX Text
INSTALLATION ANCHOR. SEE SHEET 4 FOR ANCHOR SCHEDULE.

AutoCAD SHX Text
INSTALLATION ANCHOR. SEE SHEET 4 FOR ANCHOR SCHEDULE.

AutoCAD SHX Text
MIN. EDGE DISTANCE. SEE ANCHOR SCHEDULE ON SHEET 3.

AutoCAD SHX Text
MIN. EMBEDMENT, SEE ANCHOR SCHEDULE ON SHEET 3.

AutoCAD SHX Text
A

AutoCAD SHX Text
A

AutoCAD SHX Text
A

AutoCAD SHX Text
MIN. EDGE DISTANCE. SEE ANCHOR SCHEDULE ON SHEET 3.

AutoCAD SHX Text
SECTION VIEWS SHOWN ARE APPLICABLE AT HEAD, SILL AND JAMBS BASED ON SUBSTRATE TYPE.
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GLAZING DETAIL 1

1/2"
GLASS
BITE

INTERIOR

7/8" O.A LAMINATED IGU:
EXTERIOR LAMINATED GLASS -
(2) NOMINAL 3/16" ANNEALED
GLASS W/ 0.090" EASTMAN
CHEMICAL SAFLEX PVB
INTERLAYER, 5/16" AIRSPACE W/
SPACER (RAMAPO LP BEND
ALUMINUM SPACER), INTERIOR
3/16" ANNEALED GLASS

SEE DESCRIPTION
BELOW
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EXTRUDED PVC MITERED AND THERMALLY WELDED AT EACH CORNER.
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MAIN FRAME (3224)
RIGID PVC

TYP. WALL THICKNESS 0.070"

SETTING BLOCK (8873)
NEOPRENE

DURO 85 +/- 5

SETTING BLOCK (8851)
NEOPRENE

DURO 85 +/- 5

GLAZING BEAD (5801)
RIGID PVC

TYP. WALL THICKNESS 0.060"

C
O

M
PO

N
EN

TS
 - 

PV
C

 E
XT

R
U

SI
O

N
S

6

AutoCAD SHX Text
1

AutoCAD SHX Text
3.250"

AutoCAD SHX Text
1.010"

AutoCAD SHX Text
1.701" 

AutoCAD SHX Text
0.675"

AutoCAD SHX Text
0.365"

AutoCAD SHX Text
0.070"

AutoCAD SHX Text
0.200"

AutoCAD SHX Text
1.500"

AutoCAD SHX Text
3

AutoCAD SHX Text
1.093"

AutoCAD SHX Text
1.500"

AutoCAD SHX Text
0.093"

AutoCAD SHX Text
SELF-ADHESIVE ON THIS SIDE

AutoCAD SHX Text
6

AutoCAD SHX Text
SELF-ADHESIVE ON THIS SIDE

AutoCAD SHX Text
0.205"

AutoCAD SHX Text
0.938"

AutoCAD SHX Text
2

AutoCAD SHX Text
0.060"


		2025-05-09T12:51:23-0400
	Robert J Amoruso


		2025-05-09T12:51:38-0400
	Robert J Amoruso


		2025-05-09T12:51:54-0400
	Robert J Amoruso


		2025-05-09T12:52:07-0400
	Robert J Amoruso


		2025-05-09T12:52:25-0400
	Robert J Amoruso


		2025-05-09T12:52:38-0400
	Robert J Amoruso




