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JELD-WEN, inc.

AURORA® CUSTOM FIBERGLASS DOOR, SIDELITE &
WOOD DIRECT SET TRANSOM BACK TO BACK MULLION

INSTALLATION NOTES:

1.

10.

11.

ONE (1) INSTALLATION ANCHOR IS REQUIRED AT EACH ANCHOR
LOCATION SHOWN.

THE NUMBER OF INSTALLATION ANCHORS DEPICTED IS THE MINIMUM
NUMBER OF ANCHORS TO BE USED FOR PRODUCT INSTALLATION.

INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A TOLERANCE OF
+1/2 INCH OF THE DEPICTED LOCATION IN THE ANCHOR LAYOUT DETAIL
(I.E., WITHOUT CONSIDERATION OF TOLERANCES). TOLERANCES ARE
NOT CUMULATIVE FROM ONE INSTALLATION ANCHOR TO THE NEXT.

FOR UNCLIPPED MULLIONS: USE FOUR (6) #10 WOOD SCREWS, PER
MULLION END, OF SUFFICIENT LENGTH TO ACHIEVE MINIMUM

EMBEDMENT OF 1-%" INTO WOOD FRAMING. (SEE INSTALLATION
DETAILS ON SHEET 2).

FOR UNCLIPPED MULLIONS: USE FOUR (6) ¥,"@ TAPCONS, PER
MULLION END, OF SUFFICIENT LENGTH TO ACHIEVE MINIMUM
EMBEDMENT OF 1-%" INTO CONCRETE OR MASONRY. (SEE
INSTALLATION DETAILS ON SHEET 2).

FOR UNCLIPPED MULLIONS: USE FOUR (6) #14-14 HWH SELF-DRILLING
OR SELF-TAPPING SCREWS, PER MULLION END, OF SUFFICIENT LENGTH
TO ACHIEVE A MINIMUM 3 THREADS PENETRATION BEYOND METAL
SUBSTRATE. (SEE INSTALLATION DETAILS ON SHEET 2).

MINIMUM EDGE DISTANCES ARE BASED ON ;" FOR #10 WOOD

SCREWS, 2-%" FOR %" TAPCONS, & %" FOR #14-14 HWH SELF-TAPPING
OR SELF-DRILLING SCREWS.

MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE WALL FINISHES
INCLUDING BUT NOT LIMITED TO STUCCO, FOAM, BRICK, VENEER, AND
SIDING.

INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE
MADE OF CORROSION RESISTANT MATERIAL OR HAVE A CORROSION
RESISTANT COATING.

INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH
ANCHOR MANUFACTURER'S INSTALLATION INSTRUCTIONS, AND
ANCHORS SHALL NOT BE USED IN SUBSTRATES WITH STRENGTHS LESS
THAN THE MINIMUM STRENGTH SPECIFIED BY THE ANCHOR
MANUFACTURER.

INSTALLATION ANCHOR CAPACITIES FOR PRODUCTS

HEREIN ARE BASED ON SUBSTRATE MATERIALS WITH THE

FOLLOWING PROPERTIES:

A.  WOOD - MINIMUM SPECIFIC GRAVITY OF 0.55.

B. CONCRETE - MINIMUM COMPRESSIVE STRENGTH OF 3000 PSI.

C. CMU - SHALL CONFORM TO MIN. REQUIREMENTS OF ASTM C90

D. STEEL - MINIMUM YIELD STRENGTH OF 33 KSI. MINIMUM 18 GA.
(0.0478") WALL THICKNESS.

E. ALUMINUM - ALLOY SHALL BE 6063-T5 OR EQUIVALENT.
MINIMUM (0.090") WALL THICKNESS.

1.

GENERAL NOTES:

THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED
TO COMPLY WITH THE 8TH FLORIDA BUILDING CODE (FBC),
SECTION 1709.8, EXCLUDING HVHZ.

APPROVED IMPACT PROTECTIVE SYSTEM IS NOT REQUIRED ON
THESE PRODUCTS IN WIND BORNE DEBRIS REGIONS ZONE 3 OR
LESS SUCH THAT ADJOINING WINDOWS ARE EQUALLY IMPACT
RATED.

APPROVED IMPACT PROTECTIVE SYSTEM IS REQUIRED FOR THIS
PRODUCT IN WIND BORNE DEBRIS REGION ZONE 4.

ADEQUACY OF THE EXISTING STRUCTURAL CONCRETE/MASONRY,
2X FRAMING AND METAL STUD FRAMING AS A MAIN WIND FORCE
RESISTING SYSTEM CAPABLE OF WITHSTANDING AND
TRANSFERRING APPLIED PRODUCT LOADS TO THE FOUNDATION IS
THE RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF RECORD
FOR THE PROJECT OF INSTALLATION.

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC AND
MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC SITE. IF
SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE FROM THE
REQUIREMENTS DETAILED HEREIN, A LICENSED ENGINEER OR
ARCHITECT SHALL PREPARE SITE SPECIFIC DOCUMENTS FOR USE
WITH THIS DOCUMENT IN NON-HVHZ AREAS.

THIS MULLION IS ONLY VALID WHEN USED IN CONJUNCTION WITH
APPLICABLE JELD-WEN PRODUCTS. QUALIFIED CONFIGURATIONS
INCLUDE DOOR, SIDELITE & TRANSOM WINDOW PRODUCTS.

ALL WINDOWS USED WITH THIS MULLION SHALL BE QUALIFIED
UNDER SEPARATE APPROVAL. THE LESSER DESIGN PRESSURE
RATING OF THE WINDOW OR THE MULLION OF INSTALLATION
SHALL GOVERN THE OVERALL DESIGN PRESSURE OF THE
ASSEMBLY.

DOOR FRAME/MULLION MATERIAL:
MAHOGANY WOOD
RED GRANDIS WOOD

IN ACCORDANCE WITH THE 8TH EDITION FLORIDA BUILDING CODE
(FBC), DISSIMILAR METALS INCLUDING FASTENERS THAT MAY
COME INTO CONTACT WITH ALUMINUM UNIT FRAMING SHALL BE
PROTECTED.

(NON-HVHZ)(NON-IMPACT)
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FASTEN MULLION WITH #10 X
3/4" MIN. EMBEDMENT
WOOD SCREWS AT 2" FROM
ENDS & ALTERNATING. 6" O.C.
MAX

|<— 0.750"

L —
% N —= i
J =1
== = = 4.563"
SEE NOTE 1, SHEET
3
—] |l=— 1.250"
AN SIDELITE
\Z/ BACK TO BACK MULLION
T T FASTEN MULLION WITH #10 X

SEE NOTE 1, SHEET 3/4" MIN. EMBEDMENT
3 I I WOOD SCREWS AT 2" FROM

ENDS & ALTERNATING. 6" O.C.
H_L__,J MAX

1.250" _5/
=
L ]

_”_ e JL 0.750" —

~—— 4.563" ——

/BN TRANSOM
\Z/ BACK TO BACK MULLION

EDGE DISTANCE

SUBSTRATE BY OTHERS

PERIMETER
SEALANT
BY OTHERS

>

FRAME OVERALL
HEIGHT

PERIMETER
SEALANT
BY OTHERS

SUBSTRATE BY OTHERS

EDGE DISTANCE

EXTERIOR

INSTALLATION SCREW PER
"FRAME ANCHOR
REQUIREMENTS" TABLE,
SEE SHEET 3

EMBEDMENT

1/4" MAX.
SHIM SPACE

INTERIOR

(2) #8 WOOD SCREWS
THROUGH THE JAMBS INTO
THE MULLION

(2) #8 WOOD SCREWS

THROUGH THE JAMBS INTO
/THE MULLION

1/4" MAX.
SHIM SPACE

—— EMBEDMENT

INSTALLATION SCREW PER
"FRAME ANCHOR
REQUIREMENTS" TABLE,
SEE SHEET 3

/C\HORIZONTAL SECTION

\2/

VERTICAL MULLION

~
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EDGE DISTANCE INSTALLATION SCREW PER
"FRAME ANCHOR

REQUIREMENTS" TABLE

SUBSTRATE BY OTHERS

< y EMBEDMENT
4‘ 4 4 ) a (
PERIMETER
SEALANT
BY OTHERS

L 1/4" MAX.

AN RNNRY

ALY

A SHIM SPACE
SEE NOTE 1
FRAME DIMENSION
f EXTERIOR ) INTERIOR
\3/ THROUGH FRAME INSTALLATION
(SILL & SIDES ARE INSTALLED THE SAME)
INSTALLATION SCREW PER
"FRAME ANCHOR \ — EDGE DISTANCE
REQUIREMENTS" TABLE
P S — EMBEDMENT
SUBSTRATE BY OTHERS —— i« © N o e “o o 70
S Nah e |
4 . NE 4 L .
T e .4 . 4 ;
. P «.
EXTERIOR FINISH —_ .- !
BY OTHERS
1/4" MAX.
5 SHIM SPACE

PERIMETER SEALANT
BY OTHERS

FRAME DIMENSION

INTERIOR

EXTERIOR

A
v

/C\ HEAD SECTION
3/

THROUGH FRAME INSTALLATION
(SILL & SIDES ARE INSTALLED THE SAME)

INSTALLATION SCREW PER
"FRAME ANCHOR
REQUIREMENTS" TABLE

EDGE DISTANCE

SUBSTRATE
BY OTHERS L

PERIMETER
SEALANT
BY OTHERS

FRAME DIMENSION

$
(B

3 THREADS MIN.
PENETRATION BEYOND —
METAL STRUCTURE

SEENOTE 1

EXTERIOR

———

INTERIOR

A

v

HEAD SECTION

S

THROUGH FRAME INSTALLATION
(SILL & SIDES ARE INSTALLED THE SAME)

1/4" MAX.
SHIM SPACE

MULLION NOTES:

1. WINDOW UNIT SHOWN ON THIS SHEET IS TYPICAL AND SHALL BE USED
FOR DIAGRAMMATIC PURPOSES ONLY. ALL WINDOW AND DOOR
PRODUCTS TO BE MULLED SHALL BE UNDER SEPARATE FL APPROVAL.

2.  MULLION SHOWN HEREIN MAY BE USED WITH APPROVED WINDOW OR
DOOR PRODUCTS WHICH ARE COMPATIBLE WITH THE DIRECT SET
TRANSOM MULLIONS.

3. INSTALLATION SHALL FOLLOW MANUFACTURER'S RECOMMENDATIONS
FOR SEALING & ASSEMBLY. SHOULD MANUFACTURER'S INSTALLATION
INSTRUCTION AND THOSE SHOWN HEREIN DEVIATE, THE DRAWINGS
HEREIN SHALL GOVERN.

4. THREE ANCHORS CLUSTERED TO EACH SIDE OF MULLION, SPACED 3", 6" &
9" AWAY FROM MULLION AT BOTH ENDS.

FRAME ANCHOR REQUIREMENTS

ANCHOR SUMMARY TABLE
EDGE
ANCHOR SUBSTRATE EMBEDMENT DISTANCE
#10 WOOD WOOD 1-1/4" 3/4"
3 PITCHES OF "
#14-14 TEKS SDS METAL STUD THREAD 1/2
1/4" TAPCON | CONCRETE/MASONRY 1-1/4" 2-1/2"

~
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AURORA® CUSTOM FIBERGLASS DOOR, SIDELITE &

WOOD DIRECT SET TRANSOM BACK TO BACK MULLION

ONE-WAY CONFIGURATION (THROUGH FRAME INSTALLATION)

WINDOW OR DOOR UNITS AND CAN BE USED FOR UNLIMITED NUMBER OF
PANELS.

MULL LENGTH
ILI
|
A B C
3 3 3

A

s
AN

Maximum design pressure capacity chart (psf):
L - Mull W - Tributary Width (in)
Length (in)|  18.0 21.0 240 27.0 30.0 33.0 36.0 39.0 42,0 45.0 48.0 51.0 54.0 57.0 60.0
48.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0
54.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0
60.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 146.9 142.6 139.3 136.8 135.1 134.0 133.7
66.0 150.0 150.0 150.0 150.0 150.0 147.3 139.3 132.7 127.3 122.9 119.4 116.5 114.3 1125 111.1
72.0 150.0 150.0 150.0 140.2 127.9 118.0 110.0 103.4 97.9 93.4 89.6 86.5 84.0 81.9 80.3
76.0 150.0 149.2 131.8 118.5 107.9 99.5 92.5 86.8 82.0 78.1 74.7 71.9 69.6 67.6 66.1
78.0 150.0 137.8 121.7 109.3 99.5 916 85.2 79.9 75.4 71.7 68.5 65.9 63.6 61.8 60.2
84.0 1273 109.9 96.9 86.9 79.0 72.6 67.4 63.0 59.4 56.3 53.6 51.4 49.5 47.9 46.5
90.0 103.2 89.0 784 70.3 63.8 58.6 54.3 50.7 47.6 45.1 428 41.0 39.3 37.9 36.7
96.0 84.9 73.1 64.4 57.6 52.3 47.9 44.4 414 38.8 36.7 34.8 33.2 31.8 30.6 29.5
102.0 70.6 60.8 53.5 47.9 43.4 39.7 36.7 34.2 32.1 30.2 28.7 273 26.1 25.1 24.2
108.0 59.4 51.2 450 40.2 36.4 33.3 30.8 28.6 26.8 253 23.9 22.7 .7 20.8 20.0
114.0 50.5 434 38.2 34.1 30.9 28.2 26.0 242 227 213 20.2 19.2 18.3 17,5 16.8
7 7 =
120.0 43.2 37.2 32.7 29.2 26.4 24.1 222 207 193 182 17.2 163 ss |
TRIBUTARY WIDTH 'W'= (A+B)/2 |

NOTES:

1. 'ONE-WAY' MULLIONS REFER TO EITHER VERTICAL SINGLE SPAN OR OPENING DIMENSION
HORIZONTAL STACKED ASSEMBLIES SIMILAR TO THOSE DIAGRAMMED ON D
THIS SHEET.

2. THE POSITIVE AND NEGATIVE DESIGN PRESSURE CHARTS ABOVE ARE TRIBUTARY WIDTH
APPLICABLE FOR 'STANDARD INSTALLATION' PROCEDURES, SEE DETAILS NN - W -
A/3, B/3 & C/3. \2A2/

3. WINDOW OR DOORS SHALL BE UNDER SEPARATE APPROVAL.

4. DESIGN PRESSURES SHALL BE GOVERNED BY THE LESSER OF THE MULLION |
ASSEMBLY (LISTED IN TABLE) OR INDIVIDUAL WINDOW OR DOOR UNIT ‘ Y
UNDER SEPARATE APPROVAL. MULLION _ | i

5. MULLIONS MAY BE USED IN ASSEMBLIES UTILIZING MORE THAN TWO ASSEMBLY, TYP. \ VA4 " /

A e e e e e e e e e e ez

UNIT WIDTH UNIT

A ! WIDTH 'B'

— ]

~
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AURORA® CUSTOM FIBERGLASS DOOR, SIDELITE &
WOOD DIRECT SET TRANSOM BACK TO BACK MULLION
TWO-WAY CONFIGURATION (THROUGH FRAME INSTALLATION)

Maximum design pressure capacity chart (psf):

JELD'WEN

WWWWWW S & DO

JELD-WEN, inc.

~

ORS

3737 LAKEPORT BOULEVARD
KLAMATH FALLS, OR 97601

PH: (541) 882-3451 FX: (541) 850-2609

S oF

) o
Q=54s ~Es &
2O | &55ers
<\|Q“'__l O>M§QE
KaSwa S
CI3E| Seziis
ES=za0 S2323
AV ES B R
PE3xa ZSs:%3
SgsSes| 3::°°;
DaNzI| 2:° ¢

xoTzE| 53
SEgz|so w
q:;<:,t>_gm &
xO=2<cp]o =
OO0z Y M B
Q:QZIISE ==}
|_|_|: \_Nl—o_ =
E< “4 =
F & =
ja=)
REMARKS BY [ DATE

7TH FBC CODE CHANGH

LL [11/20

8TH FBC CODE CHANGH

MG|02/23

L - Mull W - Tributary Width (in)
Length (in) | 18.0 21.0 24.0 27.0 30.0 33.0 36.0 39.0 42.0 45.0 48.0 51.0 54.0 57.0 60.0

48.0 1500 | 1500 | 1500 | 150.0 | 150.0 | 150.0 139.3 1286 | 1194 | 1114 | 1045 | 983 92.9 88.0 83.6

54.0 1500 | 1500 | 150.0 | 150.0 | 1486 | 135.1 123.8 1143 | 106.1 99.0 92.9 87.4 82.5 78.2 74.3

60.0 150.0 | 150.0 | 150.0 | 148.6 | 133.7 | 121.6 111.4 1029 | 955 89.1 83.6 78.7 74.3 70.4 66.9

66.0 1500 | 1500 | 1500 | 1351 | 1216 | 1105 101.3 93.5 86.8 81.0 76.0 71.5 67.5 64.0 60.8

72.0 1500 | 150.0 | 1393 | 1238 | 1114 | 1013 92.9 85.7 79.6 74.3 69.6 65.5 61.9 58.6 55.7

76.0 150.0 | 1447 | 1266 | 1125 | 101.3 | 921 84.4 77.9 72.3 67.5 63.3 59.6 56.3 53.3 50.6

78.0 1500 | 1338 | 1171 [ 104.1 93.7 85.2 78.1 72.1 66.9 62.5 58.6 55.1 52.0 49.3 46.8

84.0 1250 | 1072 | 938 83.3 75.0 68.2 62.5 57.7 53.6 50.0 46.9 44.1 4.7 39.5 37.5

90.0 1016 | 87.1 76.2 67.8 61.0 55.4 50.8 46.9 43.6 40.7 38.1 35.9 33.9 32.1 30.5

96.0 83.7 71.8 62.8 55.8 50.2 45.7 41.9 38.7 35.9 33.5 31.4 29.6 27.9 26.4 25.1

102.0 69.8 59.8 52.4 46.5 41.9 38.1 34.9 32.2 29.9 27.9 26.2 24.6 23.3 22.0 20.9

108.0 58.8 50.4 44.1 39.2 35.3 32.1 29.4 27.1 25.2 23.5 22.1 20.8 19.6 18.6 17.6

114.0 50.0 42.9 37.5 33.3 30.0 27.3 25.0 23.1 21.4 20.0 18.8 17.7 16.7 15.8 15.0

120.0 42.9 36.8 32.2 28.6 25.7 23.4 214 | 108 | 184 | 172 | 161 | 151 f////////////%j////////////%f//////////%

132.0 32.2 27.6 24.2 215 | 193 | 176 | 161 %//////%%/////%%//////%%//////%{//////%%//////%%//////%{//////%

a0 | 248 | 213 | 16 | w5 .

wo | s | o 0 . 0 0 0 ¢ 0 ¢ 0 e s [TRIBUTARY WIDTH W= (AvB)/2__|
NOTES: MULLION OPENING DIMENSION

1. 'TWO-WAY' MULLIONS REFER TO EITHER VERTICAL OR HORIZONTAL WITH INTERMEDIATE
MEMBERS SIMILAR TO THOSE DIAGRAMMED ON THIS SHEET.
THE POSITIVE AND NEGATIVE DESIGN PRESSURE CHARTS ABOVE ARE APPLICABLE FOR
'STANDARD INSTALLATION' PROCEDURES, SEE DETAIL A/3, B/3 & C/3.

2.  WINDOW OR DOORS SHALL BE UNDER SEPARATE APPROVAL.

3. DESIGN PRESSURES SHALL BE GOVERNED BY THE LESSER OF THE MULLION ASSEMBLY
(LISTED IN TABLE) OR INDIVIDUAL WINDOW OR DOOR UNIT UNDER SEPARATE APPROVAL.

4. MULLIONS MAY BE USED IN ASSEMBLIES UTILIZING MORE THAN TWO WINDOW OR DOOR
UNITS AND CAN BE USED FOR UNLIMITED NUMBER OF PANELS.

ASSEMBLY, TYP. - MULL LENGTH
|L|
(A B
A2/

TRIBUTARY WIDTH \\\
IWI

398 E. DANIA BEACH BLVD. # 338
N 0
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