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|sussecT: Elevate PVC, Elevate PVC KEE and Elevate Max PVC Roof Systems |

SCOPE: This NEMO Evaluation Report (henceforth ‘NER’) is issued under F.A.C. Rule 61G20-3 and the applicable rules
and regulations governing Product Approval of construction materials in the State of Florida and ISO/IEC 17065
via NEmMO|cert. NEmoO Evaluations has evaluated the product described herein for compliance with the Code
sections noted herein.

CODE: 2024 and 2021 International Building Code TDI Third-Party Evaluation Report acceptance

FBC JURISDICTION:
CATEGORY:
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CERTIFICATION OF
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LINK TO TOP OF ATTACHMENT REQUIREMENTS

2024 and 2021 International Residential Code
2025 California Building Code

2025 California Residential Code

2023 Florida Building Code, 8t Edition

2023 Florida Building Code, Residential, 8t Edition

Non-HVHZ and HVHZ

FBC: Roofing Nemo: Single Ply
FBC: Single Ply Roof Systems

07 00 00 Thermal and Moisture Protection

07 54 00 Thermoplastic Membrane Roofing

075419 Polyvinyl-Chloride Roofing

Method 1, Option C — Codified Material, Evaluation by Evaluation Entity

Elevate PVC, Elevate PVC KEE and Elevate Max PVC Roof Systems, as produced by Amrize Building Envelope
LLC (Elevate), have demonstrated compliance with the Code sections noted herein through testing in accordance
with the referenced Standards, rational analysis and an ongoing quality assurance program. Compliance is
subject to the Installation Requirements and Limitations of Use set forth herein.

Evidence of current quality assurance shall be listing and/or labeling in accordance with the requirements of
NEmO] cert.

This NER is valid until such time the named product(s) change, the referenced Quality Assurance changes, or the
evaluated Code provisions change. NEmMo Evaluations requires, at minimum, a complete review of this NER with
each 3-year Code Cycle.

As required by the Building Official or Authority Having Jurisdiction to evaluate the installation of this product.

“NemMo Evaluated” may be displayed in advertising literature. If any portion of the NER is displayed, it shall be

displayed in its entirety.

v" NEMO CERT, LLC has not, nor does it intend to acquire or will it acquire, a financial interest in any company
manufacturing or distributing products it evaluates.

v NEMO CERT, LLC is not owned, operated or controlled by any company manufacturing or distributing
products it evaluates.

v’ This is a building code evaluation. NEMO CERT, LLC is not, in any way, the Designer of Record for any project
on which this NER, or previous versions thereof, is/was used for permitting or design guidance.
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1. CODES, PROPERTIES AND STANDARDS:

CoDE
2024 International Building Code

2024 International Residential Code

2021 International Building Code

2021 International Residential Code

2025 California Building Code

2025 California Residential Code

2023 Florida Building Code, 8t Edition

2023 Florida Building Code, Residential
8th Edition

BACKTO TOP
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FL35402-R8

SECTION
1504.4.1
1504.7
1505.1
1507.10.2, 1507.11.2.1
1507.11.2
1507.12.2

R902.1

R905.9.2, R905.11.2.1
R905.11.2

R905.12

1504.4.1

1504.7

1504.8

1505.1

1507.10.2, 1507.11.2.1
1507.11.2

1507.12.2

R902.1

R905.9.2, R905.11.2.1
R905.11.2

R905.13.2

1504.4.1

1504.7

1505.1
1507.10.2,1507.11.2.1
1507.11.2

1507.12.2

R902.1

R905.9.2, R905.11.2.1
R905.11.2

R905.12

1504.3.1

1504.6

1504.7

1505.1

1507.10.2, TAS 110
1507.11.2, TAS 110
1507.12.2, TAS 110
TAS 110

TAS 110

TAS 110

TAS 110

R902.1
R905.9.2
R905.11.2
R905.13.2

PROPERTY
Wind resistance
Impact resistance
Fire Classification
Material standard
Material standard
Material standard

Fire Classification
Material standard
Material standard
Material standard

Wind resistance
Physical properties
Impact resistance
Fire Classification
Material standard
Material standard
Material standard

Fire Classification
Material standard
Material standard
Material standard

Wind resistance

Impact resistance
Fire Classification
Material standard
Material standard
Material standard

Fire Classification
Material standard
Material standard
Material standard

Wind resistance

Physical properties
Impact resistance

Fire Classification
Material standard
Material standard
Material standard
Resistance to Foot Traffic
Wind resistance
Susceptibility Hail Damage
Susceptibility to Leakage
Fire Classification
Material standard
Material standard
Material standard

LINK TO TOP OF ATTACHMENT REQUIREMENTS

ISO/IEC 17065

STANDARD
FM 4474 or UL1897
FM 4470
UL 790
ASTM D2178, D4601, D4897
ASTM D6163, D6164, D6222
ASTM D4434

UL 790

ASTM D2178, D4601, D4897
ASTM D6163, D6164, D6222
ASTM D4434

FM 4474 or UL1897

ASTM G155

FM 4470

UL 790

ASTM D2178, D4601, D4897
ASTM D6163, D6164, D6222
ASTM D4434

UL 790

ASTM D2178, D4601, D4897
ASTM D6163, D6164, D6222
ASTM D4434

FM 4474

FM 4470

UL 790

ASTM D2178, D4601, D4897
ASTM D6163, D6164, D6222
ASTM D4434

UL 790

ASTM D2178, D4601, D4897
ASTM D6163, D6164, D6222
ASTM D4434

FM 4474

ASTM G154

FM 4470

UL 790

ASTM D2178, D4601, D4897
ASTM D6163, D6164, D6222
ASTM D4434

TAS 114, Section 8.9

TAS 114, Appendix C, D orJ
TAS 114, Appendix F

TAS 114, Appendix G

UL 790

ASTM D2178, D4601, D4897
ASTM D6163, D6164, D6222
ASTM D4434

©ONEMO. All rights reserved.
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2. PRODUCTS:
TABLE 1A: EVALUATED ELEVATE COMPONENTS
(Nemo Certified. Consult Directory of Certified Products for production location(s))
Propuct MATERIAL STANDARD
TyPE NAME REFERENCE TYPE GRADE
Elevate PVC 50, 60, 80-mil ASTM D4434 1l N/A
Elevate PVC XR 60, 80-mil ASTM D4434 1l N/A
Elevate PVC KEE 50, 60, 80-mil ASTM D4434 1l N/A
Roor Cover OR CAP PLY Elevate PVC KEE XR 50, 60, 80-mil ASTM D4434 1l N/A
Elevate PVC KEE XRT 50, 60, 80-mil ASTM D4434 1l N/A
Elevate Max PVC 50, 60, 80-mil ASTM D4434 1l N/A
Elevate Max PVC XR 50, 60, 80-mil ASTM D4434 1l N/A
MB Base ASTM D4601 1l N/A
BASE SHEETS
SBS Base ASTM D6163 | S
Ply IV ASTM D2178 v N/A
Ply VI ASTM D2178 VI N/A
MB Base ASTM D4601 1l N/A
SBS Base ASTM D6163 | S
SBS Premium Base ASTM D6163 | S
SBS Glass Torch Base ASTM D6163 | S
SBS Glass Torch Base 1.5 ASTM D6163 | S
g’;i:::laih\:::ms SBS PolyBase ASTM D6164 | s
SBS Poly Torch Base ASTM D6164 | S
SBS Smooth ASTM D6164 | S
SBS Premium Poly Base ASTM D6164 1l S
APP 160 ASTM D6222 | S
APP 170 ASTM D6222 | S
APP 160 COOL ASTM D6222 | S
APP 170 COOL ASTM D6222 | S
TABLE 2: ACCESSORY COMPONENTS (4.1.4)
(Refer to NOA if listed version was superseded to ensure use of latest version)
TYPE ELEVATE PRODUCT ACCEPTABLE ALTERNATE FBC NOA
Elevate All-Purpose Fastener N/A N/A N/A
Elevate All-Purpose S Fastener N/A N/A N/A
Elevate Heavy Duty Fastener N/A N/A N/A
Elevate Heavy-Duty Plus Fastener N/A N/A N/A
ROOFING FASTENERS: Elevate #12 Fastener N/A N/A N/A
Elevate Concrete Drive Fastener N/A N/A N/A
Elevate Purlin Fastener N/A N/A N/A
Elevate HD HailGard Fastener N/A N/A N/A
Two Piece Impact Nail N/A N/A N/A

BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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NEMO [cert® P8¢ 4 0f 120 FL35402-R8 ISO/IEC 17065 PCA-145
TABLE 2 (CONTINUED): ACCESSORY COMPONENTS (4.1.4)
(Refer to NOA if listed version was superseded to ensure use of latest version)
TyYPE ELEVATE PRODUCT ACCEPTABLE ALTERNATE EBC NOA
Elevate 1.7 in. Assembled LWC Base N/A N/A N/A
Ply Fastener
Elevate Retro Driller N/A N/A N/A
Elevate HD Plus Seam Plate N/A N/A N/A
ROOFING FASTENERS: Elevate HD Seam Plate N/A N/A N/A
Elevate Insulation Fastening Plate N/A N/A N/A
Elevate PVC InvisiWeld Plate N/A N/A N/A
Versa-Fast Fastener V19 N/A N/A N/A
Versa-Fast Metal Plate V19 N/A N/A N/A
ISOGARD GL ISO 95+ GL FL35402 25-1023.17
ISOGARD CG RESISTA FL35402 25-1023.17
ISOGARD HD N/A FL35402 25-1023.17
ISOGARD HD Composite N/A N/A N/A
ISOGARD HG HailGard N/A N/A
N/A DensDeck FL1250 22-1223.04
N/A DensDeck Prime FL1250 22-1223.04
N/A DensDeck StormX Prime Roof Board N/A N/A
INSULATIONS: N/A DEXcell FA Glass Mat Roof Board FL17840 25-0722.11
N/A DEXcell Cement Roof Board FL17840 25-0722.11
N/A Insulfoam | N/A 24-1015.10
N/A SECUROCK Gypsum-Fiber Roof Board FLA264 25-1017.02
N/A Structodek High Density Fiberboard FL13792 23-0623.03
Roof Insulation FL13792 23-0623.03
N/A Styrofoam Brand Roofmate FL38732 23-1121.01
N/A Styrofoam Brand Highload 60 FL38732 23-1121.01
N/A Celcore Cellular Concrete FL2037 24-0906.02
N/A Celcore MF Cellular Concrete FL2037 24-0906.02
1.S.0. Stick N/A N/A N/A
1.5.0. Twin Pack N/A N/A N/A
Jet Bond PVC Spray Adhesive N/A N/A N/A
I.S.0. Spray R N/A N/A 25-0505.05
PVC LVOC Bonding Adhesive N/A N/A 25-0505.05
ADHESIVES: PVC Water Based Bonding Adhesive N/A N/A 25-0505.05
Twin Jet N/A N/A 25-0505.05
Twin Jet Y N/A N/A 25-0505.05
Multi-Purpose MB Cold Adhesive N/A N/A 25-0505.05
XR Stick Membrane Adhesive N/A N/A 25-0505.05
LiquiGard N/A N/A N/A
PRIMERS: V-Force SB Primer N/A N/A N/A
V-Force N/A N/A N/A
BASE PLY OR VAPOR V-Force FR N/A N/A N/A
BARRIER MEMBRANES: V-Force P N/A N/A N/A
Venting Base Sheet N/A N/A N/A

BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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3. INSTALLATION:

3.1 Elevate PVC, Elevate PVC KEE and Elevate Max PVC Roof Systems shall be installed in accordance with Amrize Building
Envelope LLC (Elevate) published installation instructions, subject to the Limitations of Use noted herein.

3.1.1 Fasteners: Unless otherwise noted, fasteners and stress plates shall be as follows. Recessed plates are not for use with
hardboard (e.g., gypsum-based or cement) insulations. Fasteners shall be of sufficient length for the following

engagements.
TABLE 3: FASTENER REFERENCES
RooF DEeck PARTS FASTENER ENGAGEMENT
WooD, ENGINEERED |Elevate #12 Fastener, Elevate All-Purpose Fastener or Heavy-Duty Min. 0.75-inch penetration (engineered
SHEATHING OR PLANK | Fastener with Elevate Insulation Fastening Plate sheathing) or min. 1-inch embedment (plank)
Elevate #12 Fastener, All-Purpose Fastener, All-Purpose S Fastener or . . .
STEEL . P . p Min. 0.75-inch penetration
Heavy-Duty Fastener with Elevate Insulation Fastening Plate
STRUCTURAL Elevate Heavy-Duty Fastener or Concrete Drive Fastener with Elevate Non-HVHZ: Min. 1-inch embedment
CONCRETE Insulation Fastening Plate HVHZ: Min. 1.25-inch embedment

3.1.2 Insulation:

(a) Unless otherwise noted, insulation may be any one layer or combination of Approved board(s) that meet IBC 1505, IBC R902,
CBC 1505, CRC R902, FBC 1505, FBC R902 or FBC HVHZ 1516 and, for foam plastic, IBC, CBC, FBC Chapter 26, when installed
with the roof cover.

(b) For Structural Concrete Deck or Recover Applications using System Type C-1 the base insulation layer is optional and using
System Type C-2 or D-1, the insulation is optional. Alternatively, an Approved slip sheet or an Approved insulation board or
coverboard may be used as a separation layer. Board products shall be preliminarily attached prior to roof cover installation,
see Section 3.1.2(f). The separator component shall be documented as meeting IBC 1505, IBC R902, CBC 1505, CRC R902, FBC
1505, FBC R902 or FBC HVHZ 1516 and, for foam plastic, IBC, CBC, FBC Chapter 26, when installed with the roof cover in
Recover applications.

(c) Minimum 200 psi, minimum 2-inch thick Approved lightweight insulating concrete may be substituted for, or installed below,
rigid insulation board for System Types B-1, C-1, C-2 or D-1, whereby fasteners are installed through the lightweight insulating
concrete to engage the structural deck. The structural deck shall be of equal or greater type, thickness and strength to the
steel and structural concrete deck listings. Roof decks and structural members shall be in accordance with applicable Code
requirements to the satisfaction of the Authority Having Jurisdiction. This is a wind uplift resistance allowance and does not
purport to address non-wind-uplift-related issues, such as deck venting or moisture levels within the LWIC and the potential
effect on overlying components.

(d) Florida Specific: Lightweight insulating concrete (LWIC) shall be cast in accordance with FBC Section 1917 to the satisfaction
of the Authority Having Jurisdiction. For systems where specific LWIC is referenced, refer to current LWIC Florida Product
Approval or NOA for specific deck construction and limitations. Unless otherwise noted, for systems where specific LWIC is
not referenced, the minimum design mix shall be 300 psi. In all cases, the minimum top-coat thickness is 2-inches. For LWIC
over structural concrete, reference is made to FBC Section 1917.4.1, Point 1. For “pre-existent” LWIC references, listings were
established through testing over lightweight concrete cast using only foaming agent (ASTM C896), water and Portland cement
(ASTM C150), with no proprietary additives, in accordance with procedures adopted by Miami-Dade BCCO (FBC CER1592).
Use of these listings in new construction or re-roof (tear-off) applications is at the discretion of the Designer or Record and
Authority Having Jurisdiction.

(e) Unless otherwise noted, insulation or coverboard attachment patterns for Type B-1, Type B-2 and Type C-1 systems are as
outlined below:

BACKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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TABLE 4A: INSULATION ATTACHMENT PATTERNS — 4x4 FT BOARDS
1 per 4.0 ft? (4 per board) 1 per 3.2 ft2 (5 per board) 1 per 2.7 ft2 (6 per board)
-12-in.~24-in. | 6-in.—--18-in. - 6-in. 6-in. =+ 18-in. - 6-in.
{ + T T T ]
12-in i 6-in.
| 18-in
. i 24-in.
24-in |
| 18-in Bin.
12-in 6-in. |
1 T 6-in.-
1 per 2.0 ft? (8 per board) 1 per 1.8 ft? (9 per board) 1 per 1.6 ft2 (10 per board)
6-in.-—+18-in. = 6-in. 6-in.~—~-18-in. - 6-in. 6-in.-—-18-in. 6-in.
| | i I i i ™ T T i
6-in. i 12-in. | © | > i
f . i 12-in
12-in. 18-in |
’ : 24-in. 12-in
12-in. !
1 1
6-in. 18,In : 12-in
f t 12-in. !
| i 6-in. ' 6-in.
=12-in.- 6-in. i !
1 per 1.3 ft2 (12 per board) 1 per 1.0 ft2 (16 per board)
6-in. = -~ 18-in. - 6-in. 6-in. ~ -12-in.~ 6-in.
] [}
! i
12-in. 12-in.
12-in. 12-in.
! t
12-in. 12-in.
6-in. 6-in.
} T T I i
--18-in. - 6-in. =12-in.~—6-in.
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TABLE 48B: INSULATION ATTACHMENT PATTERNS — 4X8 FT BOARDS
1 per 5.30 ft2 (6 per board) 1 per 4.0 ft2 (8 per board) 1 per 3.2 ft2 (10 per board) 1 per 2.7 ft2 (12 per board)
“12-in - -12-in.F - -{6-in. i ——-n.
12-in. 12-in 12;in. 12-in
24-in 247in 24-in
36-in. !
: 24-in 24,1 24-in
36-in.
24-in -
24-in 24;in
i ’ 12-in
12-in. 12-in. | 127in
' : - 24in— - 24-in—
1 per 2.3 ft? (14 per board) 1 per 2.1 ft2 (15 per board) 1 per 2.0 ft2 (16 per board) 1 per 1.8 ft? (18 per board)
--16-in. - 6-in. 6-in. - =~ 18-in. - - 6-in.
t -in. T | ' -in. ' 6-in.
12n Ein 12-in. 12-in. &in .
‘ 18-in. ' I 18-in. 18-in.
. 18-in.
24-in. 2 + 24-in, i {
. ' | 18-in 18-in
24-in 18-in. ¥ | ‘
24-in. ) 2 + ; 24-in 12-in 12-in
\ Sah 18-in. | ‘ ‘
" | ‘ 18-in 18-in
i C o—1 L) i t !
24-in. C C i 18-in. 24-in. i i
18-in | | 18-in 18-in
| i |
12-in. : 12-in. -in. —t !
lm 6-in. ‘ | 12'"1 | 6-in. 6-in.
-—24-in.—! -—24-in.— -12-in.~ 24-in. - - 24-in. -
1 per 1.6 ft? (20 per board) 1 per 1.45 ft? (22 per board) 1 per 1.3 ft2 (24 per board) 1 per 1.0 ft? (32 per board)
6-in. - 12-in.- 6-in. -~ 6-in. = -- 18-in. - 6-in. - -12-in.-- .
[ T 6-in. T ‘ ‘ " 6-in.
12-in. : ) 6 !n. !
! 12-in. | 18N 12-in.
' \ 18-in. !
18:in. 12-in. | 12-in. I 12-in.
) 12-in. 18-in 12-in.
18-in. | '
: 12-in. 12-in 12-in.
18:in. 12-in. I 12-in.
: 1 18-in !
18uin. 12:|n. : 12'-|n.
{ 12-in. 18-in 12-in.
12-in. L | |
| | 6-in. 6-in. 6-in.
-12-in.-~ 6-in. ~——24-in— --18-in.-12-in.~ ' -12-in.- -6-in.
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(f) Preliminary insulation attachment:
» IBC, CBC, FBC Non-HVHZ: Unless otherwise noted, use Approved roofing fasteners and plates and refer to Section
2.2.10.1.3 of FM Loss Prevention Data Sheet 1-29.
» FBC HVHZ: Unless otherwise noted, use FBC HVHZ Approved roofing fasteners and plates; minimum four fasteners per
4 x 8 ft board or minimum two fasteners per 4 x 4 ft board.

(g) In addition to Table 2, the following products are interchangeable within the scope of this NER:

TABLE 4C: ACCEPTABLE ALTERNATES

TyYPE LisTeD PRODUCT ALTERNATE PRODUCT
ISOGARD GL ISO 95+ GL, RESISTA or ISOGARD CG
ROOFING INSULATION: ISOGARD CG RESISTA
ISOGARD HG HailGard
DensDeck Prime DensDeck StormX Prime Roof Board

3.1.3 Insulation Adhesives:

(a) Unless otherwise noted, insulation adhesive application rate is continuous ribbons, maximum 12-inch o.c. Ribbons shall be
applied and insulation boards shall be set in accordance with the manufacturer’s published instructions. When multiple
layers(s) of insulation and/or coverboard are installed in ribbon-applied adhesive, boards shall be staggered from layer-to-
layer. The maximum edge distance from the adhesive ribbon to the edge of the insulation board shall be not less than one-
half the specified ribbons spacing. Concrete deck shall be primed with ASTM D41 primer prior to asphalt-application.

TABLE 5A: INSULATION ADHESIVE REFERENCES

ADHESIVE RATE
1.S.0. Spray R Continuous 0.5 to 0.75-inch ribbons, 12-inch o.c.
1.S.0. Stick Continuous 0.75 to 1-inch ribbons, 12-inch o.c.
1.5.0. Twin Pack Continuous 0.5 to 0.75-inch ribbons, 12-inch o.c.
Twin Jet Continuous 1.0 to 1.5-inch ribbons, 12-inch o.c.
Twin Jet Y RIBBON: Continuous 1.0-inch to 2.5-inch ribbons, 12-inch o.c.
SPATTER: 2.85 lbs/square
Hot asphalt Full coverage at 25-30 lbs/square

(b) The following insulation adhesives may be ‘spatter-applied’ in lieu of ribbon applied, with the following Maximum Design
Pressure (MDP) limitations. In no case shall these values be used to add/amend insulation options or ‘increase’ the MDP
listings in the tables; rather, if a board-stock option is listed in both your selected system and in the summary below, and if
the MDP listing in the summary below meets or exceeds that of your selected system, then the ‘spatter-application’ is
permissible in lieu of the ribbon-application.

TABLE 5B: INSULATION ADHESIVE REFERENCES, SPATTER-APPLIED, RATES
ADHESIVE SPATTER-RATE
1.5.0. Spray R | 0.55 to 0.75 gal/sq
Twin Jet | 0.318 gal/sq
Twin JetY | 2.85 lbs/sq
SPATTER-APPLIED, SUBSTRATES AND MIDP LIMITATIONS

DECK BOARD STOCK OPTIONS MDP (psF)

Structodek High Density Fiberboard Roof Insulation and/or DensDeck -45.0

Steel ISOGARD GL, ISOGARD CG, ISOGARD HD, ISOGARD HD Composite,
ISOGARD HG, DensDeck Prime and/or SECUROCK Gypsum-Fiber Roof -127.5
Board
Structodek High Density Fiberboard Roof Insulation and/or DensDeck -142.5
ISOGARD GL, ISOGARD CG, ISOGARD HD, ISOGARD HD Composite,

Structural Concrete 5 X
ISOGARD HG, DensDeck Prime and/or SECUROCK Gypsum-Fiber Roof -495.0
Board

Wood. Cementitious Wood ISOGARD GL, ISOGARD CG, ISOGARD HD, ISOGARD HD Composite,

! ISOGARD HG, DensDeck, DensDeck Prime, SECUROCK Gypsum-Fiber Roof -45.0

Fiber or Existing Gypsum

Board and/or Structodek High Density Fiberboard Roof Insulation
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(c) Unless otherwise noted, all insulations are flat-stock or taper board of the minimum thickness noted. Tapered
polyisocyanurate at the following thickness limitations may be substituted with the following Maximum Design Pressure
(MDP) limitations. In no case shall these values be used to ‘increase’ the MDP listings in the tables; rather if MDP listing below
meets or exceeds that listed for a particular system in the tables, then the thinner board listed below may be used as a drop-
in for the equivalent thicker material listed in the table.

TABLE 6: MDP LIMITATIONS FOR TAPERED POLYISOCYANURATE INSULATIONS
ADHESIVE INSULATION MIN. TAPERED THICKNESS (IN.) | MDP (psF)
1.S.0. Spray R 0.5 -157.5
1.5.0. Stick, Twin Jet or Twin Jet Y 0.5 -187.5
1.5.0. Twin Pack ISOGARD GL 0.5 -157.5
Twin JetY 1.0 -117.5
Hot asphalt 0.5 -120.0
1.5.0. Spray R, 1.5.0. Stick, Twin Jet or I.5.0. Twin Pack, 12-inch o.c. 0.5 -165.0
Twin Jet Y ISOGARD CG 0.5 -217.5
1.S.0. Spray R, 1.S.0. Stick, Twin Jet or .5.0. Twin Pack, 6-inch o.c. 0.5 -405.0

(d) Adhered Insulation, Board Size:
» IBC, CBC, FBC Non-HVHZ: Unless otherwise noted, refer to Section 2.2.10.6.2 of FM Loss Prevention Data Sheet 1-29.
» FBC HVHZ: Bonded polyisocyanurate insulation boards shall be maximum 4 x 4 ft.

3.1.4 Roof Covers:

(a) For bonded membrane applications, unless otherwise noted, refer to the following.

TABLE 7: MEMBRANE / ADHESIVE COMBINATIONS
REFERENCE LAYER MEMBRANE ADHESIVE APPLICATION RATE
Roof Jet Bond PVC Spray Contact |4.1to 5.8 Ibs/square with a
BBI1-JBSA Cover: Elevate PVC Adhesive (both sides) |50% overlap
Roof Jet Bond PVC Spray Contact |4.1to 5.8 Ibs/square with a
BB2-JBSA Cover: Elevate Max PVC Adhesive (both sides) [50% overlap
. 0.84-1.0 gal/square per
BB1-LVOC Egs;. Elevate PVC or Elevate PVC KEE z\éﬁ::\zc Bonding (bss:ts?;::s) surface [1.67-2.0 gal/square
’ (50-60 ft2/gal) finish]
. 0.84-1.0 gal/square per
BB2-LVOC Egs’; Elevate Max PVC ZZE:S\:\ZC Bonding (bsfr:’?;;s) surface [1.67-2.0 gal/square
’ (50-60 ft2/gal) finish]
Roof PVC Water Based Wet lay |0.56-0.71 gal/square (140-180
BB-WBBA Cover: Elevate PVC or Elevate Max PVC Bonding Adhesive (substrate) |ft2/gal)
Roof
Wet lay
XR-HA Cover or |Elevate PVC KEE XRT Hot asphalt 20-40 lbs/square
(substrate)
Cap Ply:
RIBBONS: Continuous
ribbons, spaced as noted
XR1-1sosR |R0°" Elevate PVC XR or Elevate PVC KEE XR 1.5.0. Spray R Wetlay 1y ein
Cover: (substrate) )
FULL: Spray applied to 1/8 —%4”
thick
RIBBONS: Continuous
ribbons, spaced as noted
xR2-1sosr | Ro°f Elevate Max PVC XR 1.5.0. Spray R Wetlay -y ein
Cover: (substrate) ) .
FULL: Spray appliedto 1/8 —%
thick
RIBBONS: Continuous
ibb d ted
Roof Elevate PVC XR, Elevate PVC KEE XR or Elevate Max . . Wet lay " C?ns' spaced as hote
XR-TJ Cover or PVC XR Twin Jet or Twin Jet Y (substrate) herein or
Cap Ply: SPATTER: Spatter-pattern at
0.32 gal/square.
Roof PVC Water Based Wet lay |0.83-1.0 gal/square (100-120
XR1-WBBA Cover: Elevate PVC XR or Elevate PVC KEE XR Bonding Adhesive (substrate) |ft2/gal)
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TABLE 7: MEMBRANE / ADHESIVE COMBINATIONS
REFERENCE LAYER IMEMBRANE ADHESIVE APPLICATION RATE
Roof PVC Water Based Wet lay |0.83-1.0 gal/square (100-120
XR2-WBBA Elevate Max PVC XR
Cover: evate Viax Bonding Adhesive (substrate) |ft%/gal)
Roof . RIBBONS: Continuous
odifs Cover or |Elevate PVC XR or Elevate PVC KEE XR XR Stlc.k Membrane Wet lay ribbons, spaced as noted
XRSMA Adhesive (substrate) .
Cap Ply: herein
XR2- EZ\?; or |[Elevate Max PVC XR XR Stick Membrane Wet lay ELBbBo?:Ss: g:z:zlsj?wli)sted
XRSMA Adhesive (substrate) o P
Cap Ply: herein
. |SBS Base, SBS PolyBase, SBS Premium Base, SBS Wet lay
S Base Ply: Premium Poly Base, SBS Smooth Hot asphalt (substrate) 20-40 Ibs/square
SBS Poly Torch B SBS Glass Torch B SBS Gl
SBS-TA Base Ply: o'y forch Base, ass forch Base, ass Torch-applied Torch  |Torch, full-bond
Torch Base 1.5

(b) For single-ply membranes in System Type D-1 steel deck applications, the roof membrane shall be run with its length
perpendicular to the steel deck flutes. For membrane attachment using batten-strips, batten-strip end laps shall be spliced
with sufficient dimension to allow for minimum 2-fasteners at each batten-strip lap.

(c) For System Type C-2 (induction weld), care shall be taken to ensure that the plates do not line-up with membrane seams. This
condition may preclude proper induction welding of the membrane to the plates.
3.1.5 Vapor barrier:
(a) For System Types B-1, B-2, C-1, C-2 or D-1, an optional thermal barrier and/or V-Force, V-Force FR or V-Force P, self-adhered,

vapor barrier membranes may be installed atop the steel roof deck prior to installation of subsequent insulation components.
Refer to FM Loss Prevention Data Sheet 1-29 for design and installation limitations.

(b) Refer to Section 4.3 herein for options where the vapor barrier forms part of the load path

4. LIMITATIONS OF USE:

4.1 General:

4.1.1 This is a building code evaluation. NEMO CERT, LLC is not, in any way, the Designer of Record for any project on which this
NER, or previous versions thereof, is/was used for permitting or design guidance. NERs are not to be construed as
representing any attributes not specifically listed, nor are NERs to be construed as an endorsement of the subject of the report
or a recommendation for its use. There is no warranty by NEMO CERT, LLC, express or implied, as to any finding or other
matter in this report, or as to any product covered by the report.

4.1.2 Roof Decks:

(a) This NER pertains to above-deck roof components. Roof decks and structural members shall be in accordance with applicable
Code requirements to the satisfaction of the Authority Having Jurisdiction.

(b) OSB sheathing is not permitted in FBC HVHZ jurisdictions.

(c) Unless otherwise noted, reference to ‘structural concrete’ pertains to min. 2,500 psi structural concrete, and excludes
‘structural lightweight concrete’.

(d) EBC HVHZ Specific: The table below lists various ‘as-tested’ deck conditions in accordance with Testing Application Standard
TAS 114(J). In no case shall these values be used to ‘increase’ the MDP listings for the selected systems; the lesser MDP

applies.
TABLE 8: As-TESTED DECK ATTACHMENT DETAILS (TAS 114, APPENDIX J)
TypE As TESTED SUB-ASSEMBLY
SPAN (INCH 0.c.) FASTENER SPACING (INCH 0.C.) MDP (psF)
15/32-i DX 4- 02
5/32-inch APA rated CDX 4-ply Spa.n 4 48 wood screws 6 1125
plywood Blocking: 48
15/32-inch APA rated CDX 24 0.113” x 2-3/8” ring shank nails 6 67.5
plywood
19/32-inch APA rated CDX 24 8d ring shank nails 6 -75.0
plywood 24 #8 wood screws 6 -82.5
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TABLE 8: As-TESTED DECK ATTACHMENT DETAILS (TAS 114, APPENDIX J)
T As TESTED SUB-ASSEMBLY
YPE SPAN (INCH 0.C.) FASTENER SPACING (INCH 0.C.) MDP (psF)
72 #12 HWH Teks 5 with 3/4" steel washers 6 -60.0
72 5/8" puddle welds 6 -60.0
22 ga., Type B, Grade 33 steel 72 #12 HWH Teks 5 6 75.0
72 Two (2) #12 HWH Teks 5 6 -105.0
22 ga., Type BV, Grade 40 steel 72 #12 HWH Teks 5 6 -52.5
22 ga., Type B, 50 ksi steel 72 #12-24 x 1-1/4” HWH screw 6 -60.0
! ’ 72 5/8" puddle welds 6 -67.5
22 ga., Type B, 56 ksi steel 72 5/8" puddle welds 6 -67.5
22 ga., Type B, 60 ksi steel 72 5/8" puddle welds 6 -82.5
. 72 Two (2) #12 HWH Teks 5 6 -135.0
22 ga., Type B, 80 ksi steel 72 #12 HWH Teks 5 with 3/4" steel washers 6 -142.5
Note: | Steel deck stress analysis is the responsibility of others to the satisfaction of the Authority Having Jurisdiction

Fire Classification:

Refer to IBC, CBC, FBC 1505, FBC HVHZ 1516 and UL TGFU.R9516 and the fire classification certificate for the roof cover
manufacturer for requirements and limitations regarding roof assembly fire classification.

(b) Refer to IBC, CBC or FBC 2603 for requirements and limitations concerning the use of foam plastic insulation.

4.1.4

4.2

4.2.1

4.2.2

(a)

(b)

(c)

BACKTO

Quality Assurance:

All components in the roof assembly shall have quality assurance surveillance. For Florida Product Approval, this shall be in

accordance with F.A.C. Rule 61G20-3. For components listed

herein that are produced by a manufacturer other than the

report holder on Page 1 of this NER, refer to the Florida Product Approval or NOA of the component manufacturer.

Jurisdiction Specific:

IBC, CBC, FBC Non-HVHZ ‘

This NER does not include evaluation of roof edge termination.
Refer to IBC, CBC 1504.6 or FBC 1504.5 for requirements and
limitations regarding edge securement for low-slope roofs.

Refer to IBC, CBC 1512 or FBC 1511 for requirements and
limitations regarding recover installations.

For mechanical attachment to existing roof decks, fasteners
shall be tested for withdrawal resistance. A qualified design
professional shall review the data for comparison to the
minimum requirements for the system. Testing shall be in
accordance with ANSI/SPRI FX-1 or TAS 105.

For adhered re-roof (tear off) installation, the existing substrate
shall be examined for compatibility with the adhesive. If any
surface conditions exist that bring system performance into
question, field uplift testing in accordance with ANSI/SPRI IA-1,
FM Loss Prevention Data Sheet 1-52 or TAS 124 shall be
conducted on mock-ups of the proposed interface.

For adhered recover installation, the existing roof system shall
meet project design pressure requirements on its own merit to
the satisfaction of the Authority Having Jurisdiction, as
documented through field uplift testing in accordance with FM
Loss Prevention Data Sheet 1-52 or TAS 124.

TOP

LINK TO TOP OF ATTACHMENT REQUIREMENTS

FBC HVHZ

This NER does not include evaluation of roof edge
termination. Refer to RAS 111 for requirements and
limitations regarding edge securement for low-slope roofs.

Refer to FBC HVHZ 1521 for requirements and limitations
regarding recover installations.

For mechanical attachment to existing roof decks, fasteners
shall be tested for withdrawal resistance. A qualified design
professional shall review the data for comparison to the
minimum requirements for the system. Testing shall be in
accordance with TAS 105.

For adhered re-roof (tear off) installation, the existing
substrate shall be examined for compatibility with the
adhesive to be installed. If any surface conditions exist that
bring system performance into question, field uplift testing
in accordance with TAS 124 shall be conducted on mock-
ups of the proposed interface.

For adhered recover installation, the existing roof system
shall meet project design pressure requirements on its own
merit to the satisfaction of the Authority Having
Jurisdiction, as documented through field uplift testing in
accordance with TAS 124.

©ONEMO. All rights reserved.
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FBC HVHZ

IBC, CBC, FBC Non-HVHZ ‘

4.2.3 Wind Load Resistance:
(a) Refer to Section 4.3 for a tabulated summary of assembly listings and maximum allowable design pressures.

(b) “MDP” = Maximum Design Pressure is the result of testing for “MDP” = Maximum Design Pressure is the result of testing

BACKTO TOP

wind load resistance based on allowable wind loads, and reflects
the ultimate passing pressure divided by 2 (the 2 to 1 margin of
safety per FBC 1504.9 has already been applied). Refer to IBC,
CBC, FBC 1609 for determination of design wind loads.

(c) The MDP for the selected assembly shall meet or exceed at least

the Zone 1 PRIME design pressure determined in accordance
with IBC, CBC, FBC Chapter 16. Elevated pressure zones shall
employ an attachment density designed by a qualified design
professional to resist the elevated pressure criteria. Commonly
used methods are ANSI/SPRI WD1, FM Loss Prevention Data
Sheet 1-29, RAS 117 and RAS 137. Assemblies marked with an
asterisk* carry the limitations set forth in Section 2.2.10.1 of FM
Loss Prevention Data Sheet 1-29 for Zone 2/3 enhancements.

(d) For fully-adhered installations, the maximum design pressure

for the selected assembly shall meet or exceed the critical
design pressure. Rational analysis is not permitted.

LINK TO TOP OF ATTACHMENT REQUIREMENTS

for wind load resistance based on allowable wind loads, and
reflects the ultimate passing pressure divided by 2 (the 2 to
1 margin of safety per TAS 114 has already been applied).
Refer to FBC HVHZ 1620 or RAS 128 for determination of
design wind loads.

The MDP for the selected assembly shall meet or exceed at
least the Zone 1 PRIME design pressure determined in
accordance with FBC HVHZ 1620 or RAS 128. Elevated
pressure zones shall employ an attachment density
designed by a qualified design professional to resist the
elevated pressure criteria. Analysis shall be in accordance
with RAS 117 or RAS 137.

For assemblies marked with an asterisk*, the maximum
design pressure (MDP) limitation shall be applicable to all
roof pressure zones. Rational analysis is not permitted.

©ONEMO. All rights reserved.
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4.3 System Listings and Allowable Design Pressures: See Section 4.2.3
4.3.1 Thermal Barriers / Vapor Barriers: The lesser of the MDP listings below vs. that for the selected roof assembly from Section 4.3.2 applies.
TABLE VB-1: STRUCTURAL CONCRETE DECK
VAPOR BARRIER FOLLOWED BY ADHERED INSULATION
VAPOR BARRIER ADHESIVE (3.1.3)
OrpTION # PRIMER MDP (pSF)
TYPE APPLICATION PER TABLE 11A
MB Base, SBS Base, SBS PolyBase, SBS Premium
C-VB-1. |ASTM D41 Base, SBS Premium Poly Base, APP 160 COOL, APP Multi-Purpose MB Cold Adhesive, 1.5-2.0 gal/sq. Multi-Purpose MB Cold Adhesive -67.5
170 COOL
BS B BS PolyB BS P i B B
C-VB-2. [None SBS Base, SBS PolyBase, SBS Premium Base, SBS LiquiGard, 1.5-2.0 gal/sq. 1.5.0. Spray R -240.0
Premium Poly Base
C-VB-3. |None SBS Base, SBS PolyBase, SBS Premium Base, SBS LiquiGard, 1.5-2.0 gal/sq. 1.5.0. Twin Pack -240.0
Premium Poly Base
C-VB-4. |ASTM D41 MB Base 1.5.0. Twin Pack, 4” o.c. 1.5.0. Twin Pack -232.5
1 or 2 plies Ply IV or Ply VIl or 1 ply MB Base, SBS
C-VB-5. |ASTM D41 Base, SBS Polybase or SBS Premium Base Hot asphalt Hot asphalt 120.0
1 or 2 plies Ply IV or Ply VI or 1 ply MB Base, SBS .
-VB-6. |ASTM D41 H hal 1.S.0. RorlS.0.T Pack -495.
¢ 6 S Base, SBS Polybase or SBS Premium Base otasphalt 5-0. Spray R or 1.5.0. Twin Pac 950
SBS Poly Torch Base, SBS Glass Torch Base, SBS Glass . .
C-VB-7. |ASTM D41 Torch Base 1.5, SBS Smooth Torch-applied 1.5.0. Spray R or I.5.0. Twin Pack -495.0
C-VB-8. |V-Force SB Primer  |V-Force Vapor Barrier Self-adhering Twin JetY -217.5
C-VB-9. |V-Force SB Primer  |V-Force Vapor Barrier Self-adhering 1.5.0. Spray R -255.0
C-VB-10. |V-Force SB Primer  |V-Force Vapor Barrier Self-adhering 1.S.0. Stick or Twin Jet -262.5
C-VB-11. |V-Force SB Primer  |V-Force Vapor Barrier Self-adhering 1.5.0. Twin Pack -255.0
C-VB-12. [None V-Force P Self-adhering 1.5.0. Spray R or I.5.0. Twin Pack -135.0
Millennium
Sprayable Asphaltic . .
C-VB-13. & SA Vapor Barrier V-Force P Self-adhering 1.5.0. Spray R or I.5.0. Twin Pack -222.5
Primer
C-VB-14. |None V-Force FR Self-adhering 1.5.0. Spray R, I.5.0. Twin Pack, 1.5.0. Stick, | ;¢
Twin Jet or Twin Jet Y
C-VB-15. |None V-Force FR Self-adhering 1.5.0. Spray R, I.5.0. Twin Pack or Twin Jet, |, ¢
6-inch o.c.
Millennium
Sprayable Asphaltic . .
C-VB-16. & SA Vapor Barrier V-Force FR Self-adhering 1.5.0. Spray R or I.5.0. Twin Pack 250.0
Primer
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4.3.2 Roof Assemblies:
APPENDIX 1: ATTACHMENT REQUIREMENTS FOR WIND UPLIFT RESISTANCE
TABLE DECK APPLICATION TYPE DESCRIPTION PAGE
9A Wood New, Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 15
98 Wood New, Reroof (Tear-Off) A-2 Bonded Vapor Barrier, Bonded Insulation(s), Bonded Roof Cover 16
9c Wood New, Reroof (Tear-Off), Recover C-1 Mechanically Attached Insulation, Bonded Roof Cover 20
90 Wood New, Reroof (Tear-Off) B-2 Mechanically Attached Thermal Barrier, Bonded Vapor/Air Barrier, Bonded Insulation, Bonded Roof Cover 25
9E Wood New, Reroof (Tear-Off), Recover C-2 Mechanically Attached Insulation, Induction Welded Roof Cover 34
9F Wood New, Reroof (Tear-Off), Recover D-1 Insulated, Mechanically Attached Roof Cover 37
10A Steel New or Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 37
108 Steel New or Reroof (Tear-Off) A-2 Bonded Vapor Barrier, Bonded Insulation(s), Bonded Roof Cover 38
10c Steel New, Reroof (Tear-Off) A-3 Bonded Thermal Barrier, Bonded Vapor/Air Barrier, Bonded Insulation(s), Bonded Roof Cover 42
10D Steel or Structural concrete New, Reroof (Tear-Off) or Recover B-1 Mech. Attached Base Insulation, Bonded Top Insulation, Bonded Roof Cover 45
10e Steel New, Reroof (Tear-Off) B-1 Mech. Attached Base Insulation, Bonded Top Insulation, Bonded Multi-Ply Roof Cover 53
10F Steel New, Reroof (Tear-Off) B-2 Mechanically Attached Thermal Barrier, Bonded Vapor/Air Barrier, Bonded Insulation(s), Bonded Roof Cover 53
106 Steel or Structural concrete New, Reroof (Tear-Off), Recover Cc-1 Mechanically Attached Insulation, Bonded Roof Cover 59
10H Steel New, Reroof (Tear-Off) C-1 Mechanically Attached Insulation, Bonded Multi-Ply Roof Cover 66
101 Steel New, Reroof (Tear-Off) or Recover C-2 Mechanically Attached Insulation, Induction Welded Roof Cover 67
10 Steel or Structural concrete New, Reroof (Tear-Off), Recover D-1 Insulated, Mechanically Attached Roof Cover 68
11A Structural concrete New, Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 69
118 Structural concrete New, Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Multi-Ply Roof Cover 83
1lic Structural concrete New, Reroof (Tear-Off) or Recover C-2 Mechanically Attached Insulation, Induction Welded Roof Cover 84
11p Structural concrete New, Reroof (Tear-Off) F Non-Insulated, Bonded Roof Cover 84
12A Lightweight concrete New or Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 85
128 Lightweight concrete New or Reroof (Tear-Off) B-1 Mech. Attached Base Insulation, Bonded Top Insulation, Bonded Roof Cover 99
12c Lightweight concrete New or Reroof (Tear-Off) B-3 Mechanically Attached Anchor Sheet, Bonded Insulation, Bonded Roof Cover 100
12D Lightweight concrete New or Reroof (Tear-Off) E-2 Non-Insulated, Mechanically Attached Base Sheet, Bonded Multi-Ply Roof Cover 101
12 Lightweight concrete New, Reroof (Tear Off) F Non-Insulated, Bonded Roof Cover 101
13A Cementitious wood fiber Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 102
138 Cementitious wood fiber Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Multi-Ply Roof Cover 104
13c Cementitious wood fiber Reroof (Tear-Off) or Recover B-3 Mechanically Attached Anchor Sheet, Bonded Insulation, Bonded Roof Cover 104
14A Existing gypsum Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 105
148 Existing gypsum Reroof (Tear-Off) or Recover B-3 Mechanically Attached Anchor Sheet, Bonded Insulation, Bonded Roof Cover 108
15A Various Recover A-1 Bonded Insulation, Bonded Roof Cover 110
158 Steel Recover C-2 Mechanically Attached Insulation, Induction Welded Roof Cover 119
15c Various Recover F Non-insulated, Bonded Roof Cover 120
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TABLE 9A: WOOD DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

ACCREDITED
P G

PCA-145

BASE INSULATION LAYER TOP INSULATION LAYER(S
SYSTEM DEck (s) ROOF COVER (3.1.4) Mpe
No. (4.1.2) TYPE ATTACH (3.1.3) TYPE | ATTACH (3.1.3) PSF
ELEVATE PVC, PVC KEE, OR MAX PVC APPLICATIONS:
. . 1.5.0. Spray R, 1.5.0. Spray R,
O e s, | M50 tote | 1S0.500 | o otimrgimse | 1505000 | 80185 s
w-1 ywood, 13 5P g 22> P AT " | I1SOGARD GL or 1.5.0. Twin 1ptiona onal Layeris} base 1.5.0. Twin BB1-LVOC, BB2-LVOC | -45.0
4-ply at 24-in. span, fastened with #8 wood screws, 6-in. o.c. . insulation .
R . . ISOGARD CG Pack, Twin Jet Pack, Twin Jet or BB-WBBA
to nominal 2x10 SYP lumber at 24-in. o.c., two (2) per joist. ) .
or Twin Jet Y or Twin Jet Y
0SB, APA rated, 7/16 CAT, 0.418-in. thick, £ 1 15.0.5 R Insulation: (Optional) Additional layer(s) 15.0. S R
Plywood ;?s./zzl-in span ratin ?:I2n/.16 Ifir’adxepg;l;(reAPerated (Optional) Min. 1.5- 15.0. SELT(V " | baseinsulation 5.0, sz::iy " | BBLJBSA, BB2-JBSA,
W-2 ywood, 13 5P g 22> el " | inch Elevate ISOGARD | > 2H¢% Coverboard: Min. 0.25-inch DensDeck =k U BB1-LVOC, BB2-LVOC | -67.5
4-ply at 24-in. span, fastened with #8 wood screws, 6-in. o.c. 1.5.0. Twin Pack R . 1.5.0. Twin Pack
to nominal 2x10 SYP lumber at 24-in. o.c., two (2) per joist GL or ISOGARD CG or Twin Jet Prime or SECUROCK Gypsum-Fiber Roof or Twin Jet or BB-WBBA
"0Cy PerJoist. Board or 0.5-inch Elevate ISOGARD HD
W-3 ywood, 13 5P g 52> b ' - heone D None N/A BB1-LVOC, BB2-LVOC | -105.0
4-ply at 24-in. span, fastened with #8 wood screws, 6-in. o.c. DensDeck Prime 1.5.0. Twin Pack or BB-WBBA
to nominal 2x10 SYP lumber at 24-in. o.c., two (2) per joist. or Twin Jet
0SB, APA rated, 7/16 CAT, 0.418-in. thick, Exposure 1 at 24-in. | Min. 0.25-inch ::8 :ELT(V R BB1-JBSA, BB2-JBSA,
W-4 span, fastened with #8 wood screws, 6-in. o.c. to nominal 2x10 | SECUROCK Gypsum- DA None N/A BB1-LVOC or BB2- -105.0
. L X 1.5.0. Twin Pack
SYP lumber at 24-in. o.c., two (2) per joist. Fiber Roof Board . LvoC
or Twin Jet
. . . . 1.S.0. Spray R,
Plywood, 15/32-in., span rating 32/16, Grade CDX, APA rated, Min. 0.25-inch 15.0. Stick BB1-JBSA, BB2-JBSA,
W-5. 4-ply at 24-in. span, fastened with #8 wood screws, 6-in. o.c. SECUROCK Gypsum- I.S.O. Twin,Pack None N/A BB1-LVOC or BB2- -157.5
to nominal 2x10 SYP lumber at 24-in. o.c., two (2) per joist. Fiber Roof Board T LvocC
or Twin Jet
ELEVATE PVC XR, PVC KEE XR, OR MAX PVC XR APPLICATIONS:
OSB, APA rated, 7/16 CAT, 0.418-in. thick, Exposure 1 or Min. 1.5-inch Elevate ::8 :ELT(V R ::8 :flf;‘(y R | XR1-Is0sR (FULL),
Plywood, 15/32-in., span rating 32/16, Grade CDX, APA rated, o DA (Optional) Additional Layer(s) base DA XR-TJ (SPATTER),
W-6 K . R ISOGARD GL or 1.5.0. Twin . R 1.5.0. Twin -45.0
4-ply at 24-in. span, fastened with #8 wood screws, 6-in. o.c. . insulation . XR1-WBBA or XR2-
K . . ISOGARD CG Pack, Twin Jet Pack, Twin Jet
to nominal 2x10 SYP lumber at 24-in. o.c., two (2) per joist. ) . WBBA
or Twin JetY or Twin JetY
. . Insulation: (Optional) Additional layer(s)
0SB, APA rated, 7/16 CAT, 0.418-in. thick, Exposure 1 or (Optional) Min. 1.5- 1.5.0. Spray R, base insulation 1.5.0. Spray R, XR1-ISOSR (FULL),
Plywood, 15/32-in., span rating 32/16, Grade CDX, APA rated, ! P o 1.5.0. Stick, . . 1.S.0. Stick, XR-TJ (SPATTER),
W-7 K . : inch Elevate ISOGARD ) Coverboard: Min. 0.25-inch DensDeck . -67.5
4-ply at 24-in. span, fastened with #8 wood screws, 6-in. o.c. 1.5.0. Twin Pack R . 1.5.0. Twin Pack | XR1-WBBA or XR2-
to nominal 2x10 SYP lumber at 24-in. o.c., two (2) per joist GL or ISOGARD CG or Twin Jet Prime or SECUROCK Gypsum-Fiber Roof or Twin Jet WBBA
-0Cy perjoist. Board or 0.5-inch Elevate ISOGARD HD
0SB, APA rated, 7/16 CAT, 0.418-in. thick, Exposure 1 at 24-in. | M- 0-25-inch 1.5.0. Spray R, XRL-ISOSR (FULL),
W-8 span, fastened with #8 wood screws, 6-in. o.c. to nominal 2x10 DensDeck Prime or 1.5.0. Stick, None N/A XR-TJ (SPATTER), -105.0
S:)(P I'umber at 24-in. 0.c., two (2) er’ 'oist. o SECUROCK Gypsum- 1.5.0. Twin Pack XR1-WBBA or XR2- ’
T per joist. Fiber Roof Board or Twin Jet WBBA
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TABLE 9A: WOOD DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

SYSTEM BASE INSULATION LAYER TOP INSULATION LAYER(S MDP
ek (s) ROOF COVER (3.1.4) —
No. (4.1.2) TYPE ATTACH (3.1.3) TYPE ATTACH (3.1.3) PSF
1.S.0. Spray R XR1-I R (FULL
Plywood, 15/32-in., span rating 32/16, Grade CDX, APA rated, Min. 0.25-inch 50 SP. ay s SOSR (FULL),
K . R 1.S.0. Stick, XR-TJ (SPATTER),
W-9. 4-ply at 24-in. span, fastened with #8 wood screws, 6-in. o.c. SECUROCK Gypsum- . None N/A -157.5
R ) - . 1.5.0. Twin Pack XR1-WBBA or XR2-
to nominal 2x10 SYP lumber at 24-in. o.c., two (2) per joist. Fiber Roof Board .
or Twin Jet WBBA

TABLE 98: Woob DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-2: BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

BASE INSULATION LAYER TOP INSULATION LAYER(S)
SYSTEM DECK VAPOR OR AIR Roof Cover (3.1.4) MbP
No. (4.1.2) BARRIER PRODUCT ADHESIVE PrRODUCT ADHESIVE = PSF
(3.1.3) (3.1.3)
ELEVATE PVC OR MAX PVC APPLICATIONS:
Min. 15/32-inch |V-Force FR or One or more layers, min. 1-inch Elevate ISOGARD GL, 1.5.0. Twin Min. 0.25-inch DensDeck Prime or 1-5.0. Twin BB1-JBSA, BB2-IBSA,
W-10. APA rated CDX |V-Force P, Elevate ISOGARD CG Pack or I.S.0. SECUROCK Gvbsum-Fiber Roof Board Pack or 1.5.0. [BB1-LVOC, BB2-LVOC or -52.5
4-ply plywood  |self-adhering Spray R yp Spray R BB-WBBA
Min. 15/32-inch |V-Force FRor | e ayers, min. 1-inch Elevate ISOGARD GL, LS.0.Twin 1y 0.25-inch DEXcell FA Glass Mat Roof |0 W' 1gg1_1voc, BB2-LVOC oF
W-11. APA rated CDX |V-Force P, Pack or I.S.0. Pack or I.S.0. -52.5
. Elevate ISOGARD CG Board BB-WBBA
4-ply plywood  |self-adhering Spray R Spray R
Min. 15/32-inch |V-Force FR or . . 1.5.0. Twin 1.5.0. Twin
W-12.  |APArated CDX |V-Forcep,  |OneOr morelayers, min. 1-inch Elevate ISOGARD GL, Pack or 15.0. | Min. 7/16-inch DEXcell Cement Roof Board |Pack or 1.5.0.  |ob2BSA, BBL-LVOC, 52.5
. Elevate ISOGARD CG BB2-LVOC or BB-WBBA
4-ply plywood  |self-adhering Spray R Spray R
Min. 15/32-inch |V-Force FR or R . 1.5.0. Twin 1.5.0. Twin
W-13.  |APAratedCDX |V-Forcep, ~|OnOrmore lavers, min. 1-inch Elevate ISOGARD GL, Pack or 1.5.0.  |Min. 0.5-inch Elevate ISOGARD HD packor1.5.0. |SCLJBSA, BBL-LVOC, 525
. Elevate ISOGARD CG BB2-LVOC or BB-WBBA
4-ply plywood  |self-adhering Spray R Spray R
W-14 ZAPIZ rlaiézzc_g;h V-Force P, One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Twin JetY Min. 0.5-inch DensDeck Prime or Twin JetY ::11‘\3/56% BBBBZZ-JESS’C or 675
’ self-adhering |Elevate ISOGARD CG (SPATTER) SECUROCK Gypsum-Fiber Roof Board (SPATTER) ! ’
4-ply plywood BB-WBBA
Min. 15/32-inch ) . ) . . )
W-15 APA rated CDX V-Force P, One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Twin JetY Min. 0.5-inch DEXcell FA Glass Mat Roof Twin JetY BB1-LVOC, BB2-LVOC or 675
’ self-adhering |Elevate ISOGARD CG (SPATTER) Board (SPATTER) BB-WBBA ’
4-ply plywood
Min. 15/32-inch . . . .
V-Force P, One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Twin JetY . . Twin JetY BB2-JBSA, BB1-LVOC,
W16 |APArated CDX 1 o1 - ihering |Elevate ISOGARD CG (spATTER)  |Min- 7/16-inch DEXcell Cement Roof Board | cpyrreg) |pgy 1voc orBB-weBA | 07
4-ply plywood
Min. 15/32-inch . . . .
V-Force P, One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Twin JetY . . Twin JetY BB1-JBSA, BB1-LVOC,
W-17. Q_F:yrzs\:f:dx self-adhering |Elevate ISOGARD CG (SPATTER) Min. 0.5-inch Elevate ISOGARD HD (SPATTER) BB2-LVOC or BB-WBBA 67.5
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TABLE 98: WoobD DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-2: BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

BASE INSULATION LAYER

ToP INSULATION LAYER(S)

SYSTEM DECK VAPOR OR AIR MbDP
No. (4.1.2) BARRIER PRODUCT ADHESIVE PRODUCT ADHESIVE Roof Cover (3.1.4) —
(3.1.3) (3.1.3)
. . 1.5.0. Twin 1.5.0. Twin
Min. 15/32-inch V-Force P, One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Pack or 1.S.0.  [Min. 0.5-inch SECUROCK Gypsum-Fiber Pack or I.S.0. BB1-JBSA, BB2-JBSA,
W-18. APA rated CDX . . R BB1-LVOC, BB2-LVOC or -75.0
self-adhering |Elevate ISOGARD CG Spray R, 6-inch |Roof Board Spray R, 6-inch
4-ply plywood BB-WBBA
o.C. o.c.
Min. 15/32-inch |\ .o p | One or more layer(s), Min. 2-inch Elevate ISOGARD GL. :BZcokoTrmlng o) LZ;?’;VY'Q 0. |BB2-JBSA, BB1-LVOC
W-19. APA rated CDX self-adhering |Elevate ISOGARD CG Spray R, 6-inch Min. 7/16-inch DEXcell Cement Roof Board Spray R, 6-inch |BB2-LVOC or BB-WBBA 750
4-ply plywood
o.C. o.c.
Min. 15/32-inch |\ e p. |one or more layer(s), Min. 2-inch Elevate ISOGARD GL :BZcokoTrmlng o LZ;?’;VY'Q 0. |BB1-JBSA, BB1-LVOC
W-20. APA rated CDX self-adhering |Elevate ISOGARD CG Spray R, 6-inch Min. 0.5-inch Elevate ISOGARD HD Spray R, 6-inch |BB2-LVOC or BB-WBBA 750
4-ply plywood
o.C. o.C.
W-21 ZAPIZ riiézzc-ltr)])((:h V-Force FR, One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Twin JetY Min. 0.5-inch DensDeck Prime or Twin JetY g:i:ﬁ/?c' BBBBZ;II_BSS’C or -90.0
’ self-adhering |Elevate ISOGARD CG (SPATTER) SECUROCK Gypsum-Fiber Roof Board (SPATTER) ! ’
4-ply plywood BB-WBBA
Min. 15/32-inch ) . ) . . .
W-22 APA rated CDX V-Force FR, One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Twin JetY Min. 0.5-inch DEXcell FA Glass Mat Roof Twin JetY BB1-LVOC, BB2-LVOC or -90.0
’ self-adhering |Elevate ISOGARD CG (SPATTER) Board (SPATTER) BB-WBBA ’
4-ply plywood
Min. 15/32-inch ) ! ) )
V-Force FR, One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Twin JetY . . Twin JetY BB2-JBSA, BB1-LVOC,
W23, APArated CDX e ihering |Elevate ISOGARD CG (spaTTER)  |Min- 7/16-inch DEXcell Cement Roof Board | cpxrreg)  |ggy 1voC or Be-weBa | 00
4-ply plywood
Min. 15/32-inch . . . :
V-Force FR, One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Twin JetY . . Twin JetY BB1-JBSA, BB1-LVOC,
-24. D . 0.5 -90.
w-24 APArated CDX | ¢ - ihering |Elevate ISOGARD CG (sPATTER)  |Min- 0:-5-inch Elevate ISOGARD HD (SPATTER)  |BB2-LVOCorBB-WBBA | 00
4-ply plywood
. . 1.5.0. Twin 1.5.0. Twin
Min. 15/32-inch |\ o kR |One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Pack or 15.0. | Min. 0.5-inch SECUROCK Gypsum-Fiber  |Packor 1.5.0. |obL/BSA, BB2-IBSA,
W-25. APA rated CDX . . R BB1-LVOC, BB2-LVOC or -112.5
self-adhering |Elevate ISOGARD CG Spray R, 6-inch |Roof Board Spray R, 6-inch
4-ply plywood BB-WBBA
o.C. o.c.
Min. 15/32-inch V-Force FR One or more layer(s), Min. 2-inch Elevate ISOGARD GL, :’Zcok;ml”go LZC?(;V\I,ISO BB2-JBSA, BB1-LVOC,
W-26. |APArated CDX |0 i ering |Elevate ISOGARD CG Spray R, 6-inch |in- 7/16-inch DEXcell Cement Roof Board | o e 1 |8gy 1voc or BB-wBBA | 1120
4-ply plywood
o.C. o.c.
Min. 15/32-inch V-Force FR One or more layer(s), Min. 2-inch Elevate ISOGARD GL, :’Zcokt;l;'ml”go lPZc?((;I;'MIIISO BB1-JBSA, BB1-LVOC,
W-27. |APArated CDX | 0™ i ering |Elevate ISOGARD CG Spray R, 6-inch |Vin- 0-5-inch Elevate ISOGARD HD Spray R, 6-inch |BB2-LVOC or BB-WBBA | 112
4-ply plywood
o.C. o.c.
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TABLE 98: WoobD DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-2: BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

BASE INSULATION LAYER

ToP INSULATION LAYER(S)

ISO/IEC 17065

Pt Cerlialiar
fgeney.

PCA-145

SYSTEM DECK VAPOR OR AIR MDP
No. (412 BARRIER PRODUCT ADHESIVE PRODUCT ADHESIVE Roof Cover (3.1.4) =
ELEVATE PVC KEE APPLICATIONS:
Min. 0.25-inch DensDeck Prime, SECUROCK
Min. 15/32-inch |V-Force FR or . . 1.5.0. Twin Gypsum-Fiber Roof Board or DEXcell FA 1.5.0. Twin
W-28.  |APArated CDX |V-Force P, SIZS;:E%E :\aRy; réc’sm'"' L-inch Elevate ISOGARD GL, Packor 1.5.0. |Glass Mat Roof Board or min. 7/16-inch  |Pack or 1.5.0. |BB1-LVOC 52.5
4-ply plywood  |self-adhering Spray R DEXcell Cement Roof Board or min. 0.5- Spray R
inch Elevate ISOGARD HD
Min. 15/32-inch . . . Min. 0.5-ir.1ch DensDeck Prime, SECUROCK ‘
W-29. APA rated CDX V-Force FR,  [One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Twin JetY Gypsum-Fiber Roof Board, DEXcell FA Glass [Twin Jet Y BB1-LVOC -90.0
4-ply plywood self-adhering |Elevate ISOGARD CG (SPATTER) Mat Roof Board or Elevate ISOGARD HD or |(SPATTER)
min. 7/16-inch DEXcell Cement Roof Board
. . 1.5.0. Twin . . . 1.5.0. Twin
W-30. ZAPIZ riiézzc-ltr)])((:h V-Force FB, One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Pack or I.S..O. ’r\qﬂolgf gfa;chzrséggaﬁgfsoiy:;;ﬂ-;sz:’nin. Pack or I.S.p. BB1-LVOC 1125
4-ply plywood self-adhering |Elevate ISOGARD CG chray R, 6-inch 7/16-inch DEXcell Cement Roof Board chray R, 6-inch
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (FULL BOND):
Min. 0.25-inch DensDeck Prime, SECUROCK ))Eil_rjsg:;{:;;sz'\-/:ioﬂ’
Min. 15/32-inch |V-Force FR or One or more layers, min. 1-inch Elevate ISOGARD GL 1.5.0. Twin Gypsum-Fiber Roof Board or DEXcell FA 1.5.0. Twin XR2-)€RSMA in ribbons 4-
W-31. APA rated CDX |V-Force P, ! ' ! Pack or I.5.0. [Glass Mat Roof Board or min. 7/16-inch Packor 1.5.0. | -52.5
. Elevate ISOGARD CG . inch o.c. or XR-TJ
4-ply plywood  |self-adhering Spray R DEXcell Cement Roof Board or min. 0.5- Spray R
inch Elevate ISOGARD HD (SPATTER) or XR1-WBBA
or XR2-WBBA
XR1-ISOSR, XR2-ISOSR,
. . Min. 0.5-inch DensDeck Prime, SECUROCK XR-TJ, XR1-XRSMA or
Min. 15/32-inch ) . ) . ) -
W-32. APA rated CDX V-Force P, One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Twin JetY Gypsum-Fiber Roof Board, DEXcell FA Glass [Twin Jet Y ?(RZ—XRSMA in ribbons 4- 675
4-ply plywood self-adhering |Elevate ISOGARD CG (SPATTER) Mat Roof Board or Elevate ISOGARD HD or |(SPATTER) inch o.c. or XR-TJ
min. 7/16-inch DEXcell Cement Roof Board (SPATTER) or XR1-WBBA
or XR2-WBBA
XR1-ISOSR, XR2-ISOSR,
. . 1.5.0. Twin . . . 1.S.0. Twin XR-TJ, XR1-XRSMA or
Min. 15/32-inch V-Force P, One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Pack or I.S.0. Min. 0.5-inch SECUROCK Gypsum-Fiber . |Packor.5.0. [XR2-XRSMA in ribbons 4-
W-33. APA rated CDX . ) Roof Board or Elevate ISOGARD HD or min. ) . -75.0
4-ply plywood self-adhering |Elevate ISOGARD CG Spray R, 6-inch 7/16-inch DEXcell Cement Roof Board Spray R, 6-inch |inch o.c. or XR-TJ
o.c. o.c. (SPATTER) or XR1-WBBA
or XR2-WBBA
XR1-ISOSR, XR2-ISOSR,
Min. 15/32-inch . ' . Min. 0.5-ir?ch DensDeck Prime, SECUROCK . XR-TJ, XR1—XBSMA or
W-34. APA rated CDX V-Force FR, One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Twin JetY Gypsum-Fiber Roof Board, DEXcell FA Glass [Twin Jet Y XR2-XRSMA in ribbons 4- -90.0
4-ply plywood self-adhering |Elevate ISOGARD CG (SPATTER) Mat Roof Board or Elevate ISOGARD HD or |(SPATTER) inch o.c. or XR-TJ
min. 7/16-inch DEXcell Cement Roof Board (SPATTER) or XR1-WBBA
or XR2-WBBA
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TABLE 98: WoobD DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-2: BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

BASE INSULATION LAYER

ToP INSULATION LAYER(S)

SYSTEM DECK VAPOR OR AIR MDP
No. (4.1.2) BARRIER PRODUCT ADHESIVE PRODUCT ADHESIVE Roof Cover (3.1.4) —
(3.1.3) (3.1.3)
XR1-ISOSR, XR2-ISOSR,
. . 1.5.0. Twin . . . 1.5.0. Twin XR-TJ, XR1-XRSMA or
Min. 15/32-inch V-Force FR,  [One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Pack or I.S.0. Min. 0.5-inch SECUROCK Gypsum-Fiber . |Packor.5.0. [XR2-XRSMA in ribbons 4-
W-35. APA rated CDX X ) Roof Board or Elevate ISOGARD HD or min. R . -112.5
4-oly ol d self-adhering |Elevate ISOGARD CG Spray R, 6-inch 7/16-inch DEXcell C t Roof Board Spray R, 6-inch |inch o.c. or XR-TJ
Ply plywoo o.c. inch DEAcell Lement Root Boar o.c. (SPATTER) or XR1-WBBA
or XR2-WBBA
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (PARTIAL BOND):
. . . . XR1-ISOSR, XR-TJ, XR1-
W36 /':/'P':' ijé ZZC"[’)‘;h ﬁg:ﬁ: ER °" |one or more layers, min. 1-inch Elevate ISOGARD GL, chok;"‘l"g o, |Min.0:25-inch DensDeck Prime or chok;"‘l”g o, |¥RSMA, xR2-1sOSR,0r |
’ ! Elevate ISOGARD CG 7" |SECUROCK Gypsum-Fiber Roof Board 7" |XR2-XRSMA in ribbons 6- '
4-ply plywood  |self-adhering Spray R Spray R inch o.c
Min. 15/32-inch |V-Force FR or . . 1.5.0. Twin . . 1.5.0. Twin XR1-ISOSR, XR-TJ or XR1-
W-37. APA rated CDX  |V-Force P, One or more layers, min. 1-inch Elevate ISOGARD GL, Pack or 1.S.0. Min. 0.25-inch DEXcell FA Glass Mat Roof Pack or 15.0.  |XRSMA in ribbons 6-inch 525
. Elevate ISOGARD CG Board
4-ply plywood  |self-adhering Spray R Spray R o.c.
Min. 15/32-inch |V-Force FR or R . 1.5.0. Twin 1.5.0. Twin
W-38.  |APAratedCDX |V-Forcep, |OnOrmore lavers, min. l-inch Elevate ISOGARD GL, Pack or 1.5.0. | Min. 7-16-inch DEXcell Cement Roof Board [Pack or 1.5.0. |- XRSMA (RIBBONS, | o) o
. Elevate ISOGARD CG 6” o.c.)
4-ply plywood  |self-adhering Spray R Spray R
Min. 15/32-inch |V-Force FR or One or more layers, min. 1-inch Elevate ISOGARD GL, 1.5.0. Twin 1-5.0. Twin ))EE;S()?FS{EZ)?QSZI\-/IISAOOSrR’
W-39. APA rated CDX |V-Force P, Vers, ’ ! Pack or I.S.0.  [Min. 0.5-inch Elevate ISOGARD HD Pack or I.S.0. ! T -52.5
. Elevate ISOGARD CG XR2-XRSMA in ribbons 6-
4-ply plywood  |self-adhering Spray R Spray R .
inch o.c.
. . XR1-ISOSR, XR-TJ, XR1-
W40 Z"F:Z' :-jé ‘ch"lg’;h ﬁg:ﬁ: ER °" |0ne or more layer(s), Min. 2-inch Elevate ISOGARD GL, Twin Jet Y Min. 0.5-inch DensDeck Prime or Twin Jet Y XRSMA, XR2-ISOSR, or 600
’ . Elevate ISOGARD CG (SPATTER) SECUROCK Gypsum-Fiber Roof Board (SPATTER) XR2-XRSMA in ribbons 6- ’
4-ply plywood  |self-adhering .
inch o.c.
W-a1 Z/IF:Z rlaiézz(;g];h &EZ:E: ER or One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Twin JetY Min. 0.5-inch DEXcell FA Glass Mat Roof Twin Jet Y igg&sfisnR;i);E;:sog—?chlh- -60.0
’ ! Elevate ISOGARD CG (SPATTER) Board (SPATTER) ’
4-ply plywood  |self-adhering o.c.
Min. 15/32-inch |V-Force FR or
One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Twin JetY . . Twin JetY XR1-XRSMA (RIBBONS,
W-42. APA rated CDX |V-Force P,. Elevate ISOGARD CG (SPATTER) Min. 7/16-inch DEXcell Cement Roof Board (SPATTER) 6 o.c) 60.0
4-ply plywood  |self-adhering
Min. 15/32-inch V-Force P One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Twin JetY Twin Jet Y ing;S()?FS{;{:;(I?SZI\-/IISAOoSrR’
W43, APArated CDX (1 - dhering |Elevate ISOGARD CG (spaTTER) | Vin- 0-3-inch Elevate ISOGARD HD (SPATTER)  |XR2-XRSMA in ribbons 6- | 7~
4-ply plywood .
inch o.c.
Min. 15/32-inch |\ o £r |One or more layer(s), Min. 2-inch Elevate ISOGARD GL. Twin Jet Y Twin Jet Y iﬁ}{;sg:;{:;?szl\-/:i(fr&
W-ad. | APArated CDX 1 - dhering |Elevate ISOGARD CG (spaTTER) | Vin- 0-3-inch Elevate ISOGARD HD (SPATTER)  |[XR2-XRSMA in ribbons 6- | 52
4-ply plywood .
inch o.c.
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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TABLE 98: WoobD DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-2: BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

BASE INSULATION LAYER

ToP INSULATION LAYER(S)

SYSTEM DECK VAPOR OR AIR MDP
No. (4.1.2) BARRIER PRODUCT ADHESIVE PRODUCT ADHESIVE Roof Cover (3.1.4) —
(3.1.3) (3.1.3)
Min. 15/32-inch 1.5.0. Twin 1.5.0. Twin XR1-ISOSR, XR-TJ, XR1-
W-45 APA. rated CDX V-Force FR, One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Pack or 1.S.0.  [Min. 0.5-inch SECUROCK Gypsum-Fiber Pack or 1.5.0. [XRSMA, XR2-ISOSR, or -60.0
’ self-adhering |Elevate ISOGARD CG Spray R, 6-inch |Roof Board Spray R, 6-inch |[XR2-XRSMA in ribbons 6- ’
4-ply plywood .
o.c. o.C. inch o.c.
Min. 15/32-inch |\ o er |One or more layer(s), Min. 2-inch Elevate ISOGARD GL. :BZcokoTrmlng o) :D.Z.cclzlgrv}”g 0. |XR1-XRSMA (RIBBONS
W-46. APA rated CDX N yensl, ’ ’ 7" |Min. 7/16-inch DEXcell Cement Roof Board o ” ’ -60.0
self-adhering |Elevate ISOGARD CG Spray R, 6-inch Spray R, 6-inch [6” o.c.)
4-ply plywood
o.c. o.C.
Min. 15/32-inch 1.5.0. Twin 1.5.0. Twin XR1-ISOSR, XR2-ISOSR,
: _ V-Force P, One or more layer(s), Min. 2-inch Elevate ISOGARD GL, Pack or I.S.0. . . Pack or 1.5.0.  [XR-TJ, XR1-XRSMA or
W-47. APA rated CDX self-adhering |Elevate ISOGARD CG Spray R, 6-inch Min. 0.5-inch Elevate ISOGARD HD Spray R, 6-inch |[XR2-XRSMA in ribbons 6- 750
4-ply plywood .
o.c. o.C. inch o.c.
Min. 15/32-inch 1.5.0. Twin 1.5.0. Twin XR1-ISOSR, XR2-ISOSR,
’ - - in. 2-i Pack or I.S.0. Pack or I.S.0.  [XR-TJ, XR1-XRSMA
W-48. APA rated CDX V-Force FR,  [One or more layer(s), Min. 2-inch Elevate ISOGARD GL, ack or 1.S.0 Min. 0.5-inch Elevate ISOGARD HD ack or 1.S.0 J SMA or 825

4-ply plywood

self-adhering

Elevate ISOGARD CG

Spray R, 6-inch
o.C.

Spray R, 6-inch
o.c.

XR2-XRSMA in ribbons 6-
inch o.c.

TABLE 9c: WOOD DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) orR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

. Top Insulation Layer
System Deck Base Insulation Layer Fast e Roof Cover (3.1.4 MDP
No. (8.1.2) 3.1.1,4.2.2 EEEL ac (3.14) (psf)
( : Type (4.2.2) (3.1.2¢)
ELEVATE PVC OR MAX PVC APPLICATIONS:
-30.0*
Plywood, APA, 15/32”, (Optional) One or more layers, any . . ) BB1-JBSA, BB2-JBSA, BB1-LVOC,
W-49. | [ating 32/16, Grade CDX | combination, loose laid Min. 1-inch ISOGARD CG 3.1 1per4Oft BB2-LVOC or BB-WBBA H(\'/\‘F?Z)
Plywood, APA, 19/32”, (Optional) One or more layers, any . . ) BB1-JBSA, BB2-JBSA, BB1-LVOC,
W-50. rating 32/16, Grade CDX combination, loose laid Min. 2-inch ISOGARD GL or ISOGARD CG 311 Lper1.8ft BB2-LVOC or BB-WBBA 45.0
Plywood, APA, 15/32”, (Optional) One or more layers, any . . ) BB1-JBSA, BB2-JBSA, BB1-LVOC, N
W-51 rating 32/16, Grade CDX combination, loose laid Min. 1-inch ISOGARD CG 3.1.1 Lper2.7ft BB2-LVOC or BB-WBBA 45.0
Plywood, APA, 15/32”, (Optional) One or more layers, any . . ) BB1-JBSA, BB2-JBSA, BB1-LVOC,
W=52. | | ating 32/16, Grade CDX | combination, loose laid Min. 1-inch ISOGARD CG 311 Lper1.6ft BB2-LVOC or BB-WBBA 450
Plywood, APA, 15/32”, (Optional) One or more layers, any . . ) BB1-JBSA, BB2-JBSA, BB1-LVOC, "
W53 | | ating 32/16, Grade CDX | combination, loose laid Min. 0.5-inch ISOGARD HD 311 Lper2.7ft BB2-LVOC or BB-WBBA 450
Plywood, APA, 15/32”, (Optional) One or more layers, any . . . ) BB1-JBSA, BB2-JBSA, BB1-LVOC, N
W-54. rating 32/16, Grade CDX combination, loose laid Min. 0.5-inch SECUROCK Gypsum-Fiber Roof Board 1.1 1 per4.0ft BB2-LVOC or BB-WBBA 45.0
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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TABLE 9c: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

Amrize Building Envelope LLC (Elevate)
FL35402-R8

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

ACCREDITED
P G

PCA-145

e ey R Top Insulation Layer s
ystem ec ase Insulation Layer
No. (4.1.2) (3.1.1,4.2.2) Type F;::tze:)er l;t;azch Roof Cover (3.1.4) (osf)
Plywood, APA, 15/32”,
rating 32/16, Grade CDX .
W-55. or OSB (NO-HVHZ), APA, (Optu?nal? One or more layers, any Min. 0.25-inch DensDeck Prime 3.1.1 1 per 2.7 ft? BB1-JBSA, BB2-JBSA, BB1-LVOC, -45.0*
7/16” (0.418 in.) combination, loose laid I BB2-LVOC or BB-WBBA
Exposure 1
:mocﬂ /I?éffézzcsx Min. 0.25-inch DensDeck Prime or SECUROCK heavy-Duty
W-56 or OSgB (NO-I’-IVHZ) APA (Optional) One or more layers, any Gypsum-Fiber Roof Board, min. 1-inch ISOGARD GL | Fastener with 1 per 2.7 fi2 BB1-JBSA, BB2-JBSA, BB1-LVOC, -45.0*
' 7/16” (0.418 in.) ’77 7" | combination, loose laid or ISOGARD CG or min. 1.5-inch ISOGARD HD Elevate Insulation pers. BB2-LVOC or BB-WBBA ’
Exposuré 1 <D Composite Fastening Plate
Plywood, APA, 15/32”,
i Heavy-Duty
s ;artg]sng(zr\{é(-iI’-lslr-lazd)e:;X (Optional) One or more layers, any Min. 0.5-inch DEXcell FA Glass Mat Roof Board or Fastener with 1 per 2.7 &2 BB1-LVOC, BB2-LVOC or BB- 45.0*
" ) ! ’ combination, loose laid 7/16-inch DEXcell Cement Roof Board Elevate Insulation per <. WBBA ’
7/16” (0.418 in.), Fastening Plate
Exposure 1
Plywood, APA, 15/32”,
rating 32/16, Grade CDX (Optional) One or more layers, an e
W-58 or OSB (NO-HVHZ), APA, ptional) relayers, any Min. 7/16-inch DEXcell Cement Roof Board Fastener with 1 per 2.7 ft2 BB2-JBSA -45.0%
" . combination, loose laid Elevate Insulation
7/16 (0.418 |n.), Fastening Plate
Exposure 1
Plywood, APA, 23/32” ) . .
) ! ! ! (Optional for Recover) Min. 1.5-inch
rating 48/24, Grade CDX . . . . BB1-JBSA, BB2-JBSA, BB1-LVOC,
W-59. . . thick, one or more layers, any Min. 0.25-inch DensDeck Prime 3.1.1 1 per 2.7 ft? 4 ! ! -45.0*
g:’;c;mmal 1-inch wood combination, loose laid — BB2-LVOC or BB-WBBA
Plywood, APA, 23/32”, . . .
Weeo. | rating 48/24, Grade CDX iﬁfc’f(mg:g::r:icr‘;"lir)e'!”;‘nl‘s"”d‘ Min. 0.5-inch DEXcell FA Glass Mat Roof Board or i1 Loeragfe | BBLLVOC, BB2-LVOC or BB- 4s0*
" | or nominal 1-inch wood $one vers, any 7/16-inch DEXcell Cement Roof Board Seln per & WBBA :
plank combination, loose laid
r;z;’:oii/ng(’;f:ézzcbx (Optional for Recover) Min. 1.5-inch
W-61. or nogminal 1’—inch wood thick, one or more layers, any Min. 7/16-inch DEXcell Cement Roof Board 3.1.1 1 per2.7ft2 BB2-JBSA -45.0*
plank combination, loose laid
Plywood, APA, 19/32”,
W-62 E:tgsng(zl\l/éi’-ISIr-laZd)e:PD/:( (Optional) One or more layers, any Min. 0.25-inch DensDeck Prime or SECUROCK 311 1 per 2.1 f2 BB1-JBSA, BB2-JBSA, BB1-LVOC, _45.0*
: 7/16” (0.418 in.) ! ! combination, loose laid Gypsum-Fiber Roof Board I per 2. BB2-LVOC or BB-WBBA '
Exposure 1
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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TABLE 9c: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

e ey R Top Insulation Layer s
ystem ec ase Insulation Layer
No. (a.1.2) (3.1.1,4.2.2) Type Fastener Attach Roof Cover (3.1.4) (osf]
(4.2.2) (3.1.2¢)
Plywood, APA, 19/32”,
rating 32/16, Grade CDX (Optional) One or more layers, any Min. 0.5-inch DEXcell FA Glass Mat Roof Board or BB1-LVOC, BB2-LVOC or BB-
W-63. or OSB (NO-HVHZ), APA, L. X . 3.1.1 1 per2.1ft? -45.0*
" . combination, loose laid 7/16-inch DEXcell Cement Roof Board I WBBA
7/16” (0.418 in.),
Exposure 1
Plywood, APA, 19/32”,
rating 32/16, Grade CDX (Optional) One or more layers, an
W-64. or OSB (NO-HVHZ), APA, P I X Yers, any Min. 7/16-inch DEXcell Cement Roof Board 31.1 1 per 2.1 ft? BB2-JBSA -45.0*
" . combination, loose laid ===
7/16” (0.418 in.),
Exposure 1
W-65 Plywood, APA, 15/32”, One or more layers, min. 1.5-inch, Min. 0.25-inch DensDeck Prime or SECUROCK 311 1 per 1.8 ft2 BB1-JBSA, BB2-JBSA, BB1-LVOC, 450
’ rating 32/16, Grade CDX any combination, loose laid Gypsum-Fiber Roof Board — per . BB2-LVOC or BB-WBBA ’
W-66 Plywood, APA, 15/32”, One or more layers, min. 1.5-inch, Min. 0.5-inch DEXcell FA Glass Mat Roof Board or 311 1 per 1.8 ft2 BB1-LVOC, BB2-LVOC or BB- -45.0
: rating 32/16, Grade CDX any combination, loose laid 7/16-inch DEXcell Cement Roof Board — per L. WBBA :
Plywood, APA, 15/32”, One or more layers, min. 1.5-inch, . . )
W-67. rating 32/16, Grade CDX any combination, loose laid Min. 7/16-inch DEXcell Cement Roof Board 3.1.1 1 per 1.8 ft BB2-JBSA 45.0
Plywood, APA, 15/32”, (Optional) One or more layers, any . . . ) BB1-JBSA, BB2-JBSA, BB1-LVOC,
W-68. rating 32/16, Grade CDX combination, loose laid Min. 0.5-inch SECUROCK Gypsum-Fiber Roof Board 3.1.1 1 per 1.8 ft BB2-LVOC or BB-WBBA -45.0
W-69 Plywood, APA, 15/32”, (Optional) One or more layers, any Min. 0.25-inch SECUROCK Gypsum-Fiber Roof 311 1 ver 1.6 fi2 BB1-JBSA, BB2-JBSA, BB1-LVOC, -45.0
: rating 32/16, Grade CDX combination, loose laid Board — per L. BB2-LVOC or BB-WBBA :
W-70 Plywood, APA, 19/32”, (Optional) One or more layers, any Min. 0.5-inch DensDeck, DensDeck Prime or 311 1 ver 1.6 fi2 BB1-JBSA, BB2-JBSA, BB1-LVOC, -45.0
: rating 32/16, Grade CDX combination, loose laid SECUROCK Gypsum-Fiber Roof Board — per L. BB2-LVOC or BB-WBBA :
W-71 Plywood, APA, 19/32”, (Optional) One or more layers, any Min. 0.5-inch DEXcell FA Glass Mat Roof Board or 311 1 per 1.6 fi2 BB1-LVOC, BB2-LVOC or BB- _45.0
’ rating 32/16, Grade CDX combination, loose laid 7/16-inch DEXcell Cement Roof Board I per L. WBBA '
Plywood, APA, 19/32”, (Optional) One or more layers, any . . )
W-72. rating 32/16, Grade CDX combination, loose laid Min. 7/16-inch DEXcell Cement Roof Board 3.1.1 1 per 1.6 ft BB2-JBSA 45.0
Plywood, APA, 15/32”, (Optional) One or more layers, any . . . ) BB1-JBSA, BB2-JBSA, BB1-LVOC,
W-73. rating 32/16, Grade CDX combination, loose laid Min. 0.5-inch SECUROCK Gypsum-Fiber Roof Board 3.1.1 1 per2.13ft BB2-LVOC or BB-WBBA 52.5
Plywood, APA, 15/32”, (Optional) One or more layers, any . . . ) BB1-JBSA, BB2-JBSA, BB1-LVOC,
W-74. rating 32/16, Grade CDX combination, loose laid Min. 0.5-inch SECUROCK Gypsum-Fiber Roof Board 31.1 1 per1.8ft BB2-LVOC or BB-WBBA 67.5
ELEVATE PVC KEE APPLICATIONS:
Plywood, APA, 15/32” (Optional) One or more layers, any -300*
% E ' , ] Sa ) B
W-75. rating 32/16, Grade CDX combination, loose laid Min. 1-inch ISOGARD CG 3.11 1 per 4.0 ft BB1-LVOC (NO
HVHZ)
Plywood, APA, 19/32”, (Optional) One or more layers, any . . )
W-76. rating 32/16, Grade CDX combination, loose laid Min. 2-inch ISOGARD GL or ISOGARD CG 3.11 1 per 1.8 ft BB1-LVOC 45.0
Plywood, APA, 15/32”, (Optional) One or more layers, any . . ) «
W-77. rating 32/16, Grade CDX combination, loose laid Min. 1-inch ISOGARD CG 3.11 1 per 2.7 ft BB1-LVOC 45.0

LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 9c: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

Amrize Building Envelope LLC (Elevate)

FL35402-R8

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

ACCREDITED
Prhel Ceifclin

PCA-145

Top Insulation Layer

System Deck Base Insulation Layer MDP
No. (4.1.2) (3.11,4.2.2) Type Fastener Attach Roof Cover (3.1.4) (psf)
(4.2.2) (3.1.2¢)
Plywood, APA, 15/32”, (Optional) One or more layers, any . . )
W-78. | | ting 32/16, Grade COX | combination, loose laid Min. 1-inch ISOGARD CG 3.1.1 1 per 1.6 ft BB1-LVOC -45.0
Plywood, APA, 15/32”, (Optional) One or more layers, any . . ) N
W79, | | ting 32/16, Grade COX | combination, loose laid Min. 0.5-inch ISOGARD HD A1 1 per 2.7 ft BB1-LVOC -45.0
Plywood, APA, 15/32”, (Optional) One or more layers, any . . . 5 «
W-80. rating 32/16, Grade CDX combination, loose laid Min. 0.5-inch SECUROCK Gypsum-Fiber Roof Board 1.1 1 per4.0ft BB1-LVOC -45.0
Plywood, APA, 15/32”,
rating 32/16, Grade CDX (Optional) One or more layers, an Min. 0.25-inch DensDeck Prime, min. 0.5-inch
W-81. or OSB (NO-HVHZ), APA, copmbination loose laid Yers, any DEXcell FA Glass Mat Roof Board or 7/16-inch 3.11 1 per 2.7 ft? BB1-LVOC -45.0*
7/16” (0.418 in.), ! DEXcell Cement Roof Board
Exposure 1
Plywood, APA, 15/32”, Min. 0.25-inch DensDeck Prime or SECUROCK
rating 32/16, Grade CDX (Optional) One or more layers, an Gypsum-Fiber Roof Board, min. 0.5-inch DEXcell FA | Heavy-Duty
W-82. | or OSB (NO-HVHZ), APA, | Pona . % 07 O iVErs 3 Glass Mat Roof Board, 7/16-inch DEXcell Cement | ger vl 1per2.7ft2 | BBL-LVOC -45.0*
7/16” (0.418 in.), ! Roof Board, min. 1-inch ISOGARD GL or ISOGARD Fastening Plate
Exposure 1 CG or min. 1.5-inch ISOGARD HD Composite
f;\t/ivr\wloii’/gzﬁ\éf:é:zcbx (Optional for Recover) Min. 1.5-inch Min. 0.25-inch DensDeck Prime, min. 0.5-inch
W-83. or nogminal 1,-inch wood thick, one or more layers, any DEXcell FA Glass Mat Roof Board or 7/16-inch 3.1.1 1 per 2.7 ft? BB1-LVOC -45.0*
plank combination, loose laid DEXcell Cement Roof Board
Plywood, APA, 15/32, Min. 0.25-inch DensDeck Prime or SECUROCK
rating 32/16, Grade CDX (Optional) One or more layers, an Gypsum-Fiber Roof Board, min. 0.5-inch DEXcell FA
W-84. | or 0SB (NO-HVHZ), APA, ptiona) re layers, any P » in. 5 3.1.1 lper2.1ft2 | BB1-LVOC -45.0*
” . combination, loose laid Glass Mat Roof Board or 7/16-inch DEXcell Cement
7/16” (0.418 in.),
Roof Board
Exposure 1
Min. 0.25-inch DensDeck Prime or SECUROCK
Plywood, APA, 15/32”, One or more layers, min. 1.5-inch, Gypsum-Fiber Roof Board, min. 0.5-inch DEXcell FA )
W-85. rating 32/16, Grade CDX | any combination, loose laid Glass Mat Roof Board or 7/16-inch DEXcell Cement 3.11 1per18ft BB1-LVOC 450
Roof Board
Plywood, APA, 15/32”, (Optional) One or more layers, any Min. 0.25-inch SECUROCK Gypsum-Fiber Roof )
W-86. rating 32/16, Grade CDX combination, loose laid Board 3.1.1 1per1.6ft BB1-LVOC 45.0
Min. 0.5-inch DensDeck, DEXcell FA Glass Mat Roof
Plywood, APA, 19/32”, (Optional) One or more layers, any Board or DensDeck Prime or SECUROCK Gypsum- )
LLETE rating 32/16, Grade CDX | combination, loose laid Fiber Roof Board or 7/16-inch DEXcell Cement 311 Lperl6ft BB1-LVOC 450
Roof Board
Plywood, APA, 15/32”, (Optional) One or more layers, any . . . )
W-88. rating 32/16, Grade CDX combination, loose laid Min. 0.5-inch SECUROCK Gypsum-Fiber Roof Board 3.1.1 1 per2.13ft BB1-LVOC 52.5
Plywood, APA, 15/32”, (Optional) One or more layers, any . . . )
W-89. rating 32/16, Grade CDX combination, loose laid Min. 0.5-inch SECUROCK Gypsum-Fiber Roof Board 3.1.1 1 per 1.8 ft BB1-LVOC 67.5
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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TABLE 9c: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

Amrize Building Envelope LLC (Elevate)

FL35402-R8

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

ACCREDITED
P G

PCA-145

Top Insulation Layer

System Deck Base Insulation Layer MDP
yN° (4.1.2) (3.1.1, 4.2.2) Y T Fastener Attach Roof Cover (3.1.4) -
! ol .1.1,4.2.2] ype (4.2.2) (3.1.2¢) )
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS:
) N Min. 0.25-inch DensDeck Prime or SECUROCK XRLISOSR, XRT) orXRLXROMA | 375
W-90 Plywood, APA, 15/32”, One or more layers, min. 1.5-inch, Gyosum-Fiber Roof Board or min. 0.5-inch DEXcell 311 1 per 1.8 ft2 in ribbons 12-inch o.c. or XR-TJ N
rating 32/16, Grade CDX | any combination, loose laid P e 2:2.2 per 2. (SPATTER) or XR1-WBBA or XR2- (NO
FA Glass Mat Roof Board HVHZ)
WBBA
w-91 Plywood, APA, 15/32”, One or more layers, min. 1.5-inch, Min. 0.25-inch DensDeck Prime or SECUROCK 311 1 per 1.8 fi2 XR2-ISOSR, XR2-XRSMA or XR2- -3'\17('35
rating 32/16, Grade CDX any combination, loose laid Gypsum-Fiber Roof Board — per L. WBBA H(VHZ)
. ) ) XR1-XRSMA (RIBBONS, 12” 0.c.), 375
W-92 fal:iv:o;(;’/qu’G:asézzcl’Jx aor?ec(;rmn;i)r::tliifrIZoTtlenI.a;l(f inch, 7/16-inch DEXcell Cement Roof Board 3.1.1 1 per 1.8 ft? XR-TJ (SPATTER) or XR1-WBBA or (NO
J g v g XR2-WBBA HVHZ)
Plywood, APA, 15/32”,
rating 32/16, Grade CDX _ _ . . o XRLISOSR, XR-T) or XR1-XRSMA
W-93 or 0SB (NO-HVHZ), APA (Optional) One or more layers, any Min. 0.25-inch DensDeck Prime or min. 0.5-inch 311 1 per 2.7 fi2 in ribbons 12-inch o.c. or XR-TJ _45.0*
’ 7/16” (0.418 in.) ! ’ combination, loose laid DEXcell FA Glass Mat Roof Board — per 2. (SPATTER) or XR1-WBBA or XR2- '
Exposuré 1 v WBBA
Plywood, APA, 15/32”,
rating 32/16, Grade CDX . .
W-94. | or 0SB (NO-HVHZ), Apa, | (OPtional) One ormore layers,any |\ 6 55 in ch pensDeck Prime 3.1.1 lper2.7f | XR2ISOSROrXR2-XRSMA in -45.0*
7/16” (0.418 in.) combination, loose laid ribbons 12-inch o.c. or XR2-WBBA
Exposure 1
Plywood, APA, 15/32”,
rating 32/16, Grade CDX (Optional) One or more layers, an XR1-XRSMA (RIBBONS, 12" o.c.),
W-95. | or OSB (NO-HVHZ), APA, coﬁqbination e Yers; 31 7/16-inch DEXcell Cement Roof Board 3.1.1 1per2.7f2 | XR-TJ(SPATTER) or XR1-WBBA or | -45.0%
7/16” (0.418 in.), ! XR2-WBBA
Exposure 1
Plywood, APA, 15/32”, Min. 0.25-inch DensDeck Prime or SECUROCK
rating 32/16, Grade CDX (Optional) One or more layers, an Gypsum-Fiber Roof Board, min. 0.5-inch DEXcell FA | Heavy-Duty
W-96. | or OSB (NO-HVHZ), APA, Co:qbination loose laid YErs- A1 Glass Mat Roof Board, 7/16-inch DEXCell Cement | poererh - 1per2.7f | XR-TJ (SPATTER) or XR1-WBBA -45.0*
7/16” (0.418 in.), ! Roof Board, min. 1-inch ISOGARD GL or ISOGARD Fastening Plate
Exposure 1 CG or min. 1.5-inch ISOGARD HD Composite
Plyyvood, APA, 15/32", Min. 0.25-inch DensDeck Prime or SECUROCK
rating 32/16, Grade CDX (Optional) One or more layers, any Gypsum-Fiber Roof Board, min. 0.5-inch DEXcell FA reavy{)my h
¥ ~ ) - ) . U.o- astener wit| 2 K ~ *
Lz g;liili(()NﬁgHi\;l-)IZ), APA, combination, loose laid Glass Mat Roof Board, 7/16-inch DEXCell Cement Elevate Insulation 1per2.7ft XR2-WBBA 45.0
Exposuré ) BA Roof Board Fastening Plate
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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TABLE 9c: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

e ey R Top Insulation Layer s
ystem ec ase Insulation Layer
No. (4.1.2) (3.11,4.2.2) Type Fastener Attach Roof Cover (3.1.4) (psf)
(4.2.2) (3.1.2¢)

Plywood, APA, 19/32”,

rating 32/16, Grade CDX (Optional) One or more layers, an Min. 0.25-inch DensDeck Prime or SECUROCK ?:1Rr1|;§00:§'1)2(ﬁ-n12h0c: )éR;;);I;S_%A
W-98. or OSB (NO-HVHZ), APA, ptiona) re layers, any Gypsum-Fiber Roof Board or min. 0.5-inch DEXcell 3.1.1 1 per 2.13 ft? - -45.0*

) . combination, loose laid (SPATTER) or XR1-WBBA or XR2-

7/16” (0.418 in.), FA Glass Mat Roof Board WBBA

Exposure 1

Plywood, APA, 19/32”,

rating 32/16, Grade CDX |y .0 66 or more layers, any Min. 0.25-inch DensDeck Prime or SECUROCK .| XR2-1SOSR or XR2-XRSMA in .
W-99. or OSB (NO-HVHZ), APA, L . X 3.11 1 per2.13 ft . . -45.0

7/16” (0.418 in.) combination, loose laid Gypsum-Fiber Roof Board — ribbons 12-inch o.c. or XR2-WBBA

Exposure 1

XR1-ISOSR, XR2-ISOSR, XR-TJ,

Plywood, APA, 15/32”, (Optional) One or more layers, any Min. 0.25-inch SECUROCK Gypsum-Fiber Roof X.Rl_XRSMA. or XR2-XRSMA in

LU rating 32/16, Grade CDX combination, loose laid Board 3.1.1 Lper16ft ribbons 12-inch o.c. or XR-TJ -45.0
J ’ ’ (SPATTER) or XR1-WBBA or XR2-
WBBA

TABLE 9p: Woob DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION, BONDED ROOF COVER

THERMAL BARRIER BASE INSULATION LAYER TOP INSULATION LAYER(S)
SYSTEM DECK VAPOR OR AIR MDP
FASTEN ATTACH ADHESIVE ADHESIVE Roof Cover (3.1.4)
No. (4.1.2) TYPE BARRIER PRODUCT PRODUCT PSF
(4.2.2) (3.1.2¢) (3.1.3) (3.1.3)
ELEVATE PVC OR MAX PVC APPLICATIONS:
Versa-Fast Metal
m‘;:ﬁfz I'\:LE 0.25- :?:iemvulr: \:Iv:/t: 1 per V-Force FRor |[One or more layers, min. 1-inch  |1.5.0. Twin Min. 0.25-inch DensDeck Prime or :;Z'c?(';wm BB1-JBSA, BB2-JBSA,
'W-101. P V-Force P, self- |Elevate ISOGARD GL, Elevate Pack or I.S.0. [SECUROCK Gypsum-Fiber Roof BB1-LVOC, BB2-LVOC -52.5
rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft? ; 1.5.0. Spray
. adhering ISOGARD CG Spray R Board or BB-WBBA
ply plywood |Prime Fastener V19 per R
plate
Versa-Fast Metal
Min. 19/32- [Min. 0.25- Plate V19 with . . . 1.5.0. Twin
inch APA inch minimum two 1 per V-Force FRor |One or more layers, min. 1-inch I.5.0. Twin Min. 0.25-inch DEXcell FA Glass Mat |Pack or BB1-LVOC, BB2-LVOC
\W-102. V-Force P, self- |Elevate ISOGARD GL, Elevate Pack or I.S.0. -52.5
rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft? . Roof Board 1.5.0. Spray |or BB-WBBA
) adhering ISOGARD CG Spray R
ply plywood |Prime Fastener V19 per R
plate
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TABLE 9p: Woob DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

ISO/IEC 17065

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION, BONDED ROOF COVER

Pt Cerlialiar
fgeney.

PCA-145

THERMAL BARRIER BASE INSULATION LAYER ToP INSULATION LAYER(S)
SYSTEM Deck FASTEN ATTACH VAPOR OR AR ADHESIVE ADHESIVE Roof Cover (3.1.4) MDP
No. (4.1.2) TYPE BARRIER PRODUCT PRODUCT = PSF
(4.2.2) (3.1.2¢) (3.1.3) (3.1.3)
Versa-Fast Metal
.Mm' 19/32- Mm' 0.25- Pl?t.e V19 with V-Force FRor |One or more layers, min. 1-inch  |1.5.0. Twin : . 1-5.0. Twin BB2-JBSA, BB1-LVOC,
inch APA inch minimum two 1 per Min. 7/16-inch DEXcell Cement Roof |Pack or
\W-103. V-Force P, self- |Elevate ISOGARD GL, Elevate Pack or I.S.0. BB2-LVOC or BB- -52.5
rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft? . Board 1.5.0. Spray
. adhering ISOGARD CG Spray R WBBA
ply plywood |Prime Fastener V19 per R
plate
Versa-Fast Metal
Min. 19/32- |Min. 0.25-  |Plate V19 with V-Force FRor  |One or more layers, min. 1-inch |1.5.0. Twin LS.0.Twin | a01 18sa, BB1-LVOC,
inch APA inch minimum two 1 per . . Pack or
\W-104. V-Force P, self- |Elevate ISOGARD GL, Elevate Pack or 1.5.0. [Min. 0.5-inch Elevate ISOGARD HD BB2-LVOC or BB- -52.5
rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft? adherin ISOGARD CG Sorav R 1.5.0. Spray WBBA
ply plywood |Prime Fastener V19 per g pray R
plate
Versa-Fast Metal
Min. 19/32- |Min. 0.25- |Plate V19 with V-Force FRor  |One or more layer(s), Min. 2-inch | >0 TWin o LS.0.TWin 1551 18sA, BB2-1BSA,
inch APA inch minimum two 1 per Pack or 1.5.0. [Min 0.5-inch SECUROCK Gypsum- Pack or
'W-105. V-Force P, self- |Elevate ISOGARD GL, Elevate R BB1-LVOC, BB2-LVOC -60.0
rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft? ; Spray R, 6- Fiber Roof Board 1.5.0. Spray
. adhering ISOGARD CG . . or BB-WBBA
ply plywood |Prime Fastener V19 per inch o.c. R, 6-inch o.c.
plate
Versa-Fast Metal
.Mm' 19/32- !\/Im. 0.25- Pl?t.e V19 with V-Force FR or |One or more layer(s), Min. 2-inch 1-5.0. Twin . . 1.5.0. Twin BB2-JBSA, BB1-LVOC,
inch APA inch minimum two 1 per Pack or 1.S.0. |Min. 7/16-inch DEXcell Cement Roof |Pack or
\W-106. V-Force P, self- |Elevate ISOGARD GL, Elevate BB2-LVOC or BB- -60.0
rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft2 . Spray R, 6- Board 1.5.0. Spray
. adhering ISOGARD CG . . WBBA
ply plywood |Prime Fastener V19 per inch o.c. R, 6-inch o.c.
plate
Versa-Fast Metal
M- :sf,z- Min. 025 :?rf?mvulr: ‘;Vv:lt: Loer |V-Force FRor |One or more layer(s), Min. 2-inch PN L0 ™I 181 4BsA, BB1-LVOC,
\W-107. P V-Force P, self- |Elevate ISOGARD GL, Elevate 7" |Min. 0.5-inch Elevate ISOGARD HD BB2-LVOC or BB- -60.0
rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft? . Spray R, 6- 1.5.0. Spray
. adhering ISOGARD CG . . WBBA
ply plywood |Prime Fastener V19 per inch o.c. R, 6-inch o.c.
plate
Versa-Fast Metal
:\:;:':3'232 :\::; 0.25- :?:iem\(jlr: \th:/t: 1 per V-Force FRor |One or more layer(s), Min. 2-inch Twin Jet Y Min. 0.5-inch DensDeck Prime or Twin Jet Y BB1-JBSA, BB2-JBSA,
'W-108. rated CDX 4- | DensDeck (2) Versa-Fast 1.45 2 V—Forc'e P, self- [Elevate ISOGARD GL, Elevate (SPATTER) SECUROCK Gypsum-Fiber Roof (SPATTER) BB1-LVOC, BB2-LVOC -60.0
. adhering ISOGARD CG Board or BB-WBBA
ply plywood |Prime Fastener V19 per
plate
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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FL35402-R8

TABLE 9p: Woob DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

ISO/IEC 17065

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION, BONDED ROOF COVER

ACCREDITED

Pt Cerlialiar
fgeney.

PCA-145

THERMAL BARRIER BASE INSULATION LAYER ToP INSULATION LAYER(S)
SYSTEM Deck FASTEN ATTACH VAPOR OR AR ADHESIVE ADHESIVE Roof Cover (3.1.4) MDP
No. (4.1.2) TYPE BARRIER PRODUCT PRODUCT = PSF
(4.2.2) (3.1.2¢) (3.1.3) (3.1.3)
Versa-Fast Metal
Min. 19/32- [Min. 0.25- Plate V19 with . .
w0, |nchAPA finch minimum two | 1per |1 T RO gzs;:l’;gg /LzyDegsL)’E'\Qc;;”Ch TwinJetY | Min. 0.5-inch DEXcell FA Glass Mat |TwinJetY |BBI-LVOC, BB2-LVOC | . o
’ rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft? Y ! (SPATTER) Roof Board (SPATTER) |or BB-WBBA ’
. adhering ISOGARD CG
ply plywood |Prime Fastener V19 per
plate
Versa-Fast Metal
Min. 19/32- |Min. 0.25- |Plate V19 with V-Force FRor  |One or more layer(s), Min. 2-inch | . . . . BB2-JBSA, BB1-LVOC,
inch APA inch minimum two 1 per Twin JetY Min. 7/16-inch DEXcell Cement Roof |Twin Jet Y
\W-110. V-Force P, self- |Elevate ISOGARD GL, Elevate BB2-LVOC or BB- -60.0
rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft? . (SPATTER) Board (SPATTER)
I adhering ISOGARD CG WBBA
ply plywood |Prime Fastener V19 per
plate
Versa-Fast Metal
:\::r:':gfz- :\:er]w 0.25- :?r:iem\(}r: \:I\/:/t: 1 per V-Force FR or |One or more layer(s), Min. 2-inch Twin Jet Y Twin Jet Y BB1-JBSA, BB1-LVOC,
W-111. rated CDX 4- | DensDeck (2) Versa-Fast 1.45 f2 V-Forc.e P, self- |Elevate ISOGARD GL, Elevate (SPATTER) Min. 0.5-inch Elevate ISOGARD HD (SPATTER) BB2-LVOC or BB- -60.0
. adhering ISOGARD CG WBBA
ply plywood |Prime Fastener V19 per
plate
Versa-Fast Metal
anlé:]:sf,Z Min. 0.5-inch :?r:iem\(Jlri \':Iv:/t: 1per |V-Force P. self- One or more layer(s), Min. 2-inch Twin Jet Y Min. 0.5-inch DensDeck Prime or Twin Jet Y BB1-JBSA, BB2-JBSA,
W-112. DensDeck P Y Elevate ISOGARD GL, Elevate SECUROCK Gypsum-Fiber Roof BB1-LVOC, BB2-LVOC -67.5
rated CDX 4-|_ . (2) Versa-Fast 1.45 ft? |adhering (SPATTER) (SPATTER)
Prime ISOGARD CG Board or BB-WBBA
ply plywood Fastener V19 per
plate
Versa-Fast Metal
Min. 19/32- | . . Plate V19 with . .
w13, |InchAPA g”;:;gfc'l'("d' minimumtwo | 1per |V-Force P, self- gzs;:ggg ;{y;gi)' Ixa'c;;‘i'mh TwinJetY  |Min. 0.5-inch DEXcell FA Glass Mat ~|TwinJetY |BB1-LVOC, BB2-VOC |
: rated CDX 4- | _ (2) Versa-Fast 1.45 ft? |adhering ! (SPATTER) Roof Board (SPATTER) |or BB-WBBA '
Prime ISOGARD CG
ply plywood Fastener V19 per
plate
Versa-Fast Metal
Min. 19/32- | . . Plate V19 with . .
inch APA Min. 0.5-inch minimum two 1 per |V-Force P, self- One or more layer(s), Min. 2-inch Twin Jet Y Min. 7/16-inch DEXcell Cement Roof |Twin Jet Y BB2-JBSA, BBL-LVOC,
W-114. DensDeck . Elevate ISOGARD GL, Elevate BB2-LVOC or BB- -67.5
rated CDX 4-|_ . (2) Versa-Fast 1.45 ft? |adhering (SPATTER) Board (SPATTER)
Prime ISOGARD CG WBBA
ply plywood Fastener V19 per
plate
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TABLE 9p: Woob DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

ISO/IEC 17065

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION, BONDED ROOF COVER

ACCREDITED

Pt Cerlialiar
fgeney.

PCA-145

THERMAL BARRIER BASE INSULATION LAYER ToP INSULATION LAYER(S)
SYSTEM Deck FASTEN ATTACH VAPOR OR AR ADHESIVE ADHESIVE Roof Cover (3.1.4) MDP
No. (4.1.2) TYPE BARRIER PRODUCT PRODUCT = PSF
(4.2.2) (3.1.2¢) (3.1.3) (3.1.3)
Versa-Fast Metal
i’\r:l:;.:sfz- Min. 0.5-inch :?r:?m\tlr: \th:/t: 1 per |V-Force P, self- One or more layer(s), Min. 2-inch Twin Jet Y Twin JetY BB1-JBSA, BB1-LVOC,
\W-115. DensDeck P o Elevate ISOGARD GL, Elevate Min. 0.5-inch Elevate ISOGARD HD BB2-LVOC or BB- -67.5
rated CDX 4-|_ . (2) Versa-Fast 1.45 ft? |adhering (SPATTER) (SPATTER)
Prime ISOGARD CG WBBA
ply plywood Fastener V19 per
plate
Versa-Fast Metal
Min. 19/32- |\ 1 0 5inch |P12te V19 with V-Force FRor |One or more layer(s), Min. 2-inch | >0 TWin o 15.0.TWin 1551 18sA, BB2-1BSA,
inch APA minimum two 1 per Pack or I.5.0. |Min 0.5-inch SECUROCK Gypsum-  |Pack or
\W-116. DensDeck V-Force P, self- |Elevate ISOGARD GL, Elevate R BB1-LVOC, BB2-LVOC -75.0
rated CDX 4-|_ (2) Versa-Fast 1.45 ft? . Spray R, 6- Fiber Roof Board 1.5.0. Spray
Prime adhering ISOGARD CG . . or BB-WBBA
ply plywood Fastener V19 per inch o.c. R, 6-inch o.c.
plate
Versa-Fast Metal
Min. 19/32- | i 0 5.inch |P1ate V19 with V-Force FRor  |One or more layer(s), Min. 2-inch | >0 TWin . . LS.0.Twin 155, 18sA, BB1-LVOC,
inch APA minimum two 1 per Pack or 1.5.0. [Min. 7/16-inch DEXcell Cement Roof |Pack or
W-117. DensDeck V-Force P, self- |Elevate ISOGARD GL, Elevate BB2-LVOC or BB- -75.0
rated CDX 4-|_ (2) Versa-Fast 1.45 ft2 . Spray R, 6- Board 1.5.0. Spray
Prime adhering ISOGARD CG . . WBBA
ply plywood Fastener V19 per inch o.c. R, 6-inch o.c.
plate
Versa-Fast Metal
anlé:]:sf,Z Min. 0.5-inch :?r:iem\(Jlri \':Iv:/t: 1 per V-Force FRor |One or more layer(s), Min. 2-inch :ch(ljulv‘lllgo IP.Z.COk.(;I'rwm BB1-JBSA, BB1-LVOC,
\W-118. DensDeck P V-Force P, self- |Elevate ISOGARD GL, Elevate 7" [Min. 0.5-inch Elevate ISOGARD HD BB2-LVOC or BB- -75.0
rated CDX 4- | _ (2) Versa-Fast 1.45 ft2 . Spray R, 6- 1.5.0. Spray
Prime adhering ISOGARD CG . . WBBA
ply plywood Fastener V19 per inch o.c. R, 6-inch o.c.
plate
Versa-Fast Metal
l“:é'; :sf,z- Min. 0.5-inch :?rf?mvulr: ‘;Vv:lt: Loer [V-Forcefr  |Oneormorelaver(s), Min. 2-inch | .\ |Min. 0.5-inch DensDeck Primeor | . .~ (BBI-JBSA, BB2-JBSA,
W-119. DensDeck P ) ! Elevate ISOGARD GL, Elevate SECUROCK Gypsum-Fiber Roof BB1-LVOC, BB2-LVOC -75.0
rated CDX 4- | _ (2) Versa-Fast 1.45 ft? |self-adhering (SPATTER) (SPATTER)
Prime ISOGARD CG Board or BB-WBBA
ply plywood Fastener V19 per
plate
Versa-Fast Metal
Min. 19/32- | . . Plate V19 with . .
w120, [nchAPA m:gg'esc'l'("‘:h minimumtwo | 1per |V-ForceFR,  [On°°r MO Li{yggi)'mc;i N \rwinJetY | Min. 0.5-inch DEXcell FA Glass Mat |TwinJetY  |BB1-LVOC, BB2-LVOC 750
’ rated CDX 4-|_ . (2) Versa-Fast 1.45 ft? |self-adhering ! (SPATTER) Roof Board (SPATTER) |or BB-WBBA ’
Prime ISOGARD CG
ply plywood Fastener V19 per
plate
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TABLE 9p: Woob DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

ISO/IEC 17065

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION, BONDED ROOF COVER

Pt Cerlialiar
fgeney.

PCA-145

THERMAL BARRIER BASE INSULATION LAYER ToP INSULATION LAYER(S)
SYSTEM Deck FASTEN ATTACH VAPOR OR AR ADHESIVE ADHESIVE Roof Cover (3.1.4) MDP
No. (4.1.2) TYPE BARRIER PRODUCT PRODUCT = PSF
(4.2.2) (3.1.2¢) (3.1.3) (3.1.3)
Versa-Fast Metal
Min. 19/32- | . . Plate V19 with . .
inch APA Min. 0.5-inch minimum two 1 per |V-ForceFR, One or more layer(s), Min. 2-inch Twin Jet Y Min. 7/16-inch DEXcell Cement Roof |Twin Jet Y BB2-JBSA, BBI-LVOC,
W-121. DensDeck X Elevate ISOGARD GL, Elevate BB2-LVOC or BB- -75.0
rated CDX 4-|_ . (2) Versa-Fast 1.45 ft? |self-adhering (SPATTER) Board (SPATTER)
Prime ISOGARD CG WBBA
ply plywood Fastener V19 per
plate
Versa-Fast Metal
:\:; :sfz- Min. 0.5-inch Pm'?;?mvulr: ‘t"’v:lt: Loer IV-Force . |Omeormorelaver(s), Min. 2-inch | Twinjety |BBLIBSA, BBL-LVOC,
W-122. DensDeck P .’ Elevate ISOGARD GL, Elevate Min. 0.5-inch Elevate ISOGARD HD BB2-LVOC or BB- -75.0
rated CDX 4-|_ (2) Versa-Fast 1.45 ft? |self-adhering (SPATTER) (SPATTER)
Prime ISOGARD CG WBBA
ply plywood Fastener V19 per
plate
ELEVATE PVC KEE APPLICATIONS:
Versa-Fast Metal Min. 0.25-inch DensDeck Prime,
Min. 19/32- |Min. 0.25- Plate V19 with ) . . DEXcell FA Glass Mat Roof Board, or [I.S.0. Twin
inch APA inch minimum two 1 per V-Force FRor - |One or more layers, min. 1-inch I.5.0. Twin SECUROCK Gypsum-Fiber Roof Pack or
W-123. P V-Force P, self- |Elevate ISOGARD GL, Elevate Pack or I.S.0. R i X BB1-LVOC -52.5
rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft2 adherin ISOGARD CG Sorav R Board, min. 7/16-inch DEXcell 1.5.0. Spray
ply plywood |Prime Fastener V19 per J pray Cement Roof Board or min. 0.5-inch |R
plate Elevate ISOGARD HD
Versa-Fast Metal
Min. 19/32- [Min. 0.25- Plate V19 with . . 1.5.0. Twin Min. 7/16-inch DEXcell Cement Roof|l.S.0. Twin
. . . V-Force FR or |One or more layer(s), Min. 2-inch ) )
inch APA inch minimum two 1 per Pack or I.S.0. [Board or min 0.5-inch SECUROCK Pack or
W-124. , |V-Force P, self- |Elevate ISOGARD GL, Elevate . BB1-LVOC -60.0
rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft adherin ISOGARD CG Spray R, 6- Gypsum-Fiber Roof Board or 1.5.0. Spray
ply plywood |Prime Fastener V19 per g inch o.c. ISOGARD HD R, 6-inch o.c.
plate
Versa-Fast Metal Min. 7/16-inch DEXcell Cement
Min. 19/32- [Min. 0.25- Plate V19 with . . Roof Board or min. 0.5-inch
. ) - V-Force FR or  |One or more layer(s), Min. 2-inch ) ; .
W-125 inch APA inch minimum two 1 per V-Force P. self- |Elevate ISOGARD GL. Elevate Twin JetY DensDeck Prime, DEXcell FA Glass  |[Twin JetY BB1-LVOC -60.0
’ rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft? Y ! (SPATTER) Mat Roof Board, SECUROCK (SPATTER) '
. adhering ISOGARD CG .
ply plywood |Prime Fastener V19 per Gypsum-Fiber Roof Board, or
plate Elevate ISOGARD HD
Versa-Fast Metal . .
. . Min. 7/16-inch DEXcell Cement Roof
Min. 19/32- | . . Plate V19 with . . . .
inch APA Min. 0.5-inch minimum two 1per |V-Force P, self- One or more layer(s), Min. 2-inch Twin Jet Y Board or min. 0.5-inch DensDeck Twin Jet Y
W-126. rated CDX 4- DensDeck (2) Versa-Fast 1.45 2 |adherin ! Elevate ISOGARD GL, Elevate (SPATTER) Prime, DEXcell FA Glass Mat Roof (SPATTER) BB1-LVOC -67.5
v plvwood Prime Fastener V19 per ’ g ISOGARD CG Board, SECUROCK Gypsum-Fiber
ply ply P Roof Board, or Elevate ISOGARD HD
plate
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TABLE 9p: Woob DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION, BONDED ROOF COVER

THERMAL BARRIER BASE INSULATION LAYER ToP INSULATION LAYER(S)
SYSTEM Deck FASTEN ATTACH VAPOR OR AIR ADHESIVE ADHESIVE Roof Cover (3.1.4) MDP
No. (4.1.2) TYPE BARRIER PRODUCT PRODUCT = PSF
(4.2.2) (3.1.2¢) (3.1.3) (3.1.3)
Versa-Fast Metal
T i 05 PHEVIOME | s moroneormor it o 2[S9 71 e ool Comet 5. i
W-127. DensDeck P V-Force P, self- |Elevate ISOGARD GL, Elevate P . ’ BB1-LvVOC -75.0
rated CDX 4- Prime (2) Versa-Fast 1.45 ft? adherin ISOGARD CG Spray R, 6- Gypsum-Fiber Roof Board or 1.5.0. Spray
ply plywood Fastener V19 per J inch o.c. ISOGARD HD R, 6-inch o.c.
plate
. versa-Fast Metal Min. 7/16-inch DEXcell Cement Roof
Min. 19/32- | . . Plate V19 with . . . .
inch APA Min. 0.5-inch minimum two 1per |V-Force FR One or more layer(s), Min. 2-inch Twin Jet Y Board or min. 0.5-inch DensDeck Twin Jet Y
\W-128. rated CDX 4- DensDeck (2) Versa-Fast 1 42 2 self—adheri; Elevate ISOGARD GL, Elevate (SPATTER) Prime, DEXcell FA Glass Mat Roof (SPATTER) BB1-LVOC -75.0
v ol d Prime Fastener V19 per ’ g ISOGARD CG Board, SECUROCK Gypsum-Fiber
Ply plywoo P Roof Board, or Elevate ISOGARD HD
plate
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (FULL BOND):
Versa-Fast Metal Min. 0.25-inch DensDeck Prime, i(sFé)ls_;{S?(SRFf:rJXF;(ZRl
Min. 19/32- |Min. 0.25- Plate V19 with . . . DEXcell FA Glass Mat Roof Board, or |1.5.0. Twin ! !
. . L V-Force FRor [One or more layers, min. 1-inch  |1.5.0. Twin . XRSMA or XR2-XRSMA
inch APA inch minimum two 1 per SECUROCK Gypsum-Fiber Roof Pack or L .
W-129. , |V-Force P, self- |Elevate ISOGARD GL, Elevate Pack or I.S.0. R X in ribbons 4-inch o.c. -52.5
rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft . Board, min. 7/16-inch DEXcell 1.5.0. Spray
. adhering ISOGARD CG Spray R K . or XR-TJ (SPATTER) or
ply plywood |Prime Fastener V19 per Cement Roof Board or min. 0.5-inch |R
late Elevate ISOGARD HD XRL-WBBA or XR2-
P WBBA
Versa-Fast Metal T(SF:):LS_E?(S’:%JXF;(ZF;:I_
Min. 19/32- [Min. 0.25- Plate V19 with . . 1.5.0. Twin Min. 7/16-inch DEXcell Cement Roof|l.S.0. Twin ! !
. . - V-Force FRor |One or more layer(s), Min. 2-inch ) . XRSMA or XR2-XRSMA
inch APA inch minimum two 1 per Pack or I.S.0. [Board or min 0.5-inch SECUROCK Pack or L .
'W-130. , |V-Force P, self- |Elevate ISOGARD GL, Elevate . in ribbons 4-inch o.c. -60.0
rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft . Spray R, 6- Gypsum-Fiber Roof Board or 1.5.0. Spray
ly plywood |Prime Fastener V19 per adhering ISOGARD CG inch o.c ISOGARD HD R, 6-inch o.c.| o7 XR°TJ (SPATTER) or
ply ply e p e ’ " IXR1-WBBA or XR2-
P WBBA
Versa-Fast Metal Min. 7/16-inch DEXcell Cement TSF:):LS_LS?(S,:’TJXF;?,;L
!\/Im. 19/32- Mm' 0.25- Pl?t? V19 with V-Force FRor |One or more layer(s), Min. 2-inch . Roof Board o.r min. 0.5-inch ) XRSMA or XR2-XRSMA
W-131 inch APA inch minimum two 1 per V-Force P. self- |Elevate ISOGARD GL. Elevate Twin JetY DensDeck Prime, DEXcell FA Glass  |Twin JetY in ribbons 4-inch o.c -60.0
’ rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft? . ! (SPATTER) Mat Roof Board, SECUROCK (SPATTER) .- '
. adhering ISOGARD CG . or XR-TJ (SPATTER) or
ply plywood |Prime Fastener V19 per Gypsum-Fiber Roof Board, or
late Elevate ISOGARD HD XR1-WBBA or XR2-
P WBBA
XR1-ISOSR, XR2-
Min. 18/32- zgtf;ff;tw'\i’lﬁta' Min. 7/16-inch DEXcell Cement Roof ISOSR, XR-TJ, XR1-
inch'APA Min. 0.5-inch minimum two 1oer |V-Force P. self- One or more layer(s), Min. 2-inch Twin Jet Y Board or min. 0.5-inch DensDeck Twin Jet Y XRSMA or XR2-XRSMA
W-132. rated CDX 4- DensDeck (2) Versa-Fast 1 42 ¢ |adherin ! Elevate ISOGARD GL, Elevate (SPATTER) Prime, DEXcell FA Glass Mat Roof (SPATTER) in ribbons 4-inch o.c. -67.5
v blvwood Prime Fastener V19 per ’ ine ISOGARD CG Board, SECUROCK Gypsum-Fiber or XR-TJ (SPATTER) or
PV Pl olate P Roof Board, or Elevate ISOGARD HD XR1-WBBA or XR2-

WBBA
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TABLE 9p: Woob DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION, BONDED ROOF COVER

THERMAL BARRIER BASE INSULATION LAYER ToP INSULATION LAYER(S)
SYSTEM DECK : A VAPOR OR AIR a a e MDP
ASTEN TTACH DHESIVE DHESIVE (3.1.4)
No. (8.1.2) Type BARRIER PRODUCT PRODUCT PSF
(4.2.2) (3.1.2¢) (3.1.3) (3.1.3)

XR1-ISOSR, XR2-

Versa-Fast Metal ISOSR, XR-TJ, XR1-

.Mm' 19/32- Min. 0.5-inch Plét? V19 with V-Force FR or |One or more layer(s), Min. 2-inch 1-5.0. Twin Min. 7/16—|.nch DE.XCEH Cement Roof 1.5.0. Twin XRSMA or XR2-XRSMA
inch APA minimum two 1 per Pack or I.S.0. [Board or min 0.5-inch SECUROCK Pack or L .
\W-133. DensDeck , |V-Force P, self- |Elevate ISOGARD GL, Elevate . in ribbons 4-inch o.c. -75.0
rated CDX 4- | (2) Versa-Fast 1.45 ft . Spray R, 6- Gypsum-Fiber Roof Board, or 1.5.0. Spray
v ol d Prime Fastener V19 per adhering ISOGARD CG inch ISOGARD HD R 6-inch or XR-TJ (SPATTER) or
ply plywoo e p inch o.c. » 6-inch 0.c. |y o WBBA or XR2-
P WBBA
XR1-ISOSR, XR2-
Min. 18/32- thf;ff;tw'\ﬁta' Min. 7/16-inch DEXcell Cement Roof ISOSR, XR-TJ, XR1-
inch.APA Min. 0.5-inch minimum two 1per |V-Force FR One or more layer(s), Min. 2-inch Twin Jet Y Board or min. 0.5-inch DensDeck Twin Jet Y XRSMA or XR2-XRSMA
\W-134. rated CDX 4- DensDeck (2) Versa-Fast 1 42 2 self—adheri; Elevate ISOGARD GL, Elevate (SPATTER) Prime, DEXcell FA Glass Mat Roof (SPATTER) in ribbons 4-inch o.c. -75.0
v blvwood Prime Fastener V19 per ’ s ISOGARD CG Board, SECUROCK Gypsum-Fiber or XR-TJ (SPATTER) or
Py Py late P Roof Board, or Elevate ISOGARD HD XR1-WBBA or XR2-

WBBA

ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (PARTIAL BOND):

Versa-Fast Metal

Min. 19/32- \Min. 0.25- Plate V19 with V-Force FR or |One or more layers, min. 1-inch |1.5.0. Twin Min. 0.25-inch DensDeck Prime or 1.5.0. Twin - XR1-ISOSR, XR-T,

inch APA inch minimum two 1 per . Pack or XR1-XRSMA, XR2-
W-135. | ated CDX 4- DensDeck  |(2) Versa-Fast | 1.45 ft2 Zdic:rf: P, self- Eg‘g";gggARD GL, Elevate :a:: °F: 1.5.0. SBEE:J dROCK Gypsum-Fiber Roof 15.0. Spray |ISOSR, or XRZXRSMA | >
ply plywood |Prime Fastener V19 per g pray R in ribbons 6-inch o.c.
plate
Versa-Fast Metal
.Mm' 19/32- .Mm' 0.25- Plét? V19 with V-Force FR or |One or more layers, min. 1-inch |1.S.0. Twin . . 1.5.0. Twin XR1-ISOSR, XR-TJ or
inch APA inch minimum two 1 per Min. 0.25-inch DEXcell FA Glass Mat |Pack or I
\W-136. V-Force P, self- |Elevate ISOGARD GL, Elevate Pack or I.S.0. XR1-XRSMA in ribbons| -52.5
rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft? . Roof Board 1.5.0. Spray .
. adhering ISOGARD CG Spray R 6-inch o.c.
ply plywood |Prime Fastener V19 per R
plate
Versa-Fast Metal
Min. 19/32- [Min. 0.25- Plate V19 with . . . 1.5.0. Twin
inch APA |inch minimum two | 1per | For¢eFRor - |One ormore layers, min. 1-inch |1.S.0.Twin |\ o o pexcoll Cement Roof | Pack or XR1-XRSMA
\W-137. V-Force P, self- |Elevate ISOGARD GL, Elevate Pack or I.S.0. ” -52.5
rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft? . Board 1.5.0. Spray |(RIBBONS, 6” o.c.)
. adhering ISOGARD CG Spray R
ply plywood |Prime Fastener V19 per R
plate
Versa-Fast Metal
iNnI(I:E':z?Z_ :\:LE 0.25- :?r:?mvulri \;vv:lt: 1 per V-Force FRor [One or more layers, min. 1-inch  |1.5.0. Twin lF;Z'cok.(;I;'wm i(S'ng_;{S?(SR'T’zjz(ZR_l-
\W-138. rated CDX 4- | DensDeck (2) Versa-Fast 1.45 f2 ;/(—jl;c;rrcis P, self- F;gg;igggARD GL, Elevate :a:: o'; 1.5.0. |Min. 0.5-inch Elevate ISOGARD HD 15.0. Spray |XRSMA or XR2-XRSMA -52.5
ply plywood |Prime Fastener V19 per g pray R in ribbons 6-inch o.c.
plate
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TABLE 9p: Woob DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

ISO/IEC 17065

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION, BONDED ROOF COVER

Pt Cerlialiar
fgeney.

PCA-145

THERMAL BARRIER BASE INSULATION LAYER TOP INSULATION LAYER(S)
SYSTEM Deck FASTEN ATTACH VAPOR OR AR ADHESIVE ADHESIVE Roof Cover (3.1.4) MDP
No. (4.1.2) TYPE BARRIER PRODUCT PRODUCT = PSF
(4.2.2) (3.1.2e) (3.1.3) (3.1.3)
Versa-Fast Metal
Min. 19/32- [Min. 0.25- Plate V19 with V-Force FRor |One or more layer(s), Min. 2-inch 1.5.0. Twin 1.5.0. Twin |XR1-ISOSR, XR-TJ,
W-139 inch APA inch minimum two 1 per V-Force P. self- |Elevate ISOGARyD GL’EIeve.zte Pack or 1.S.0. |Min. 0.5-inch SECUROCK Gypsum- |Pack or XR1-XRSMA, XR2- -60.0
’ rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft? adherin ! ISOGARD CG ! Spray R, 6- Fiber Roof Board 1.5.0. Spray |ISOSR, or XR2-XRSMA ’
ply plywood |Prime Fastener V19 per J inch o.c. R, 6-inch o.c.|in ribbons 6-inch o.c.
plate
Versa-Fast Metal
Min. 19/32- |Min. 0.25- Plate V19 with V-Force FRor |One or more layer(s), Min. 2-inch 1.5.0. Twin 1.5.0. Twin
W-140 inch APA inch minimum two 1 per V-Force P. self- |Elevate ISOGARyD GL,EIev:;ute Pack or I.S.0. |Min. 7-16-inch DEXcell Cement Roof |Pack or XR1-XRSMA -60.0
! rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft? Y ! Spray R, 6- Board 1.5.0. Spray |[(RIBBONS, 6” o.c.) '
I adhering ISOGARD CG . .
ply plywood |Prime Fastener V19 per inch o.c. R, 6-inch o.c.
plate
Versa-Fast Metal
Min. 19/32- |Min. 0.25- Plate V19 with . . 1.5.0. Twin 1.5.0. Twin  |XR1-ISOSR, XR2-
inch APA inch minimum two 1 per V-Force FR or |One or more layer(s), Min. 2-inch Pack or I.S.0 Pack or ISOSR, XR-TJ, XR1-
W-141. | ated CDX 4- |DensDeck  |(2) Versa-Fast | 1.45 ft2 Zth(:rC.E P, self- Eg‘g‘;g‘ggARD GL Elevate o VR 6- |Mim0->inchElevateISOGARDHD |, ¢ ¢ . |xrsMA or xR2-xRsma| 600
ply plywood |Prime Fastener V19 per g inch o.c. R, 6-inch o.c. |in ribbons 6-inch o.c.
plate
Versa-Fast Metal
.Mm' 19/32- !\/Im. 0.25- Pl?t.e V19 with V-Force FR or |One or more layer(s), Min. 2-inch ) Min. 0.5-inch DensDeck Prime or . XR1-ISOSR, XR-TJ,
w-142.  |MENAPA | jinch minimum two | 1 Per 1y orce p, self- |Elevate ISOGARD GL, Elevate | "' |SECUROCK Gypsum-Fiber Roof | 1nJet Y |XRLXRSMA, XR2- -60.0
’ rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft? Y ! (SPATTER) P (SPATTER)  |ISOSR, or XR2-XRSMA ’
. adhering ISOGARD CG Board L .
ply plywood |Prime Fastener V19 per in ribbons 6-inch o.c.
plate
Versa-Fast Metal
.Mm' 19/32- !Vlm. 0.25- Plét? V19 with V-Force FR or |One or more layer(s), Min. 2-inch ) . . ) XR1-ISOSR, XR-TJ or
W-143 inch APA inch minimum two 1 per V-Force P. self- |Elevate ISOGARD GL. Elevate Twin Jet Y Min. 0.5-inch DEXcell FA Glass Mat |Twin JetY XR1-XRSMA in ribbons |  -60.0
: rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft? Y ! (SPATTER) Roof Board (SPATTER) X '
. adhering ISOGARD CG 6-inch o.c.
ply plywood |Prime Fastener V19 per
plate
Versa-Fast Metal
Min. 19/32- [Min. 0.25- Plate V19 with . .
wo1ga  |nchAPA finch minimumtwo | 1per | 1T TR OT - |one or more Li{yggi)'mc;i e \rwinJetY | Min. 7/16-inch DEXcell Cement Roof [ Twin Jet Y [XRL-XRSMA 600
’ rated CDX 4- |DensDeck (2) Versa-Fast 1.45 ft? Y ! (SPATTER) Board (SPATTER) |(RIBBONS, 6” o.c.) ’
. adhering ISOGARD CG
ply plywood |Prime Fastener V19 per
plate
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.



https://www.iasonline.org/?post_type=ias_certificate&orderby=org&order=ASC&s=&global=&service=13573&keyword=&number=PCA-145&org=&city=&state=&country=&zip=&status=
https://nemoetc.sharepoint.com/sites/NEMOCERT/Shared%20Documents/General/CLIENTS/AMRIZE%20BLD.%20ENV.%20(ELEVATE)%20(ex%20HSP,%20FBP)/2a-AMZ-NER/001_SINGLE%20PLY/08%20EVALUATIONS,%20APPROVALS/08B%20FINAL/NER-AMZ-001.A_PVC,%20KEE/NER-AMZ-001.A.R5%20FOR%20FL35402-R8/HYPERLINK#S422_RECOVER

NEMO EVALUATIONS REPORT Amrize Building Envelope LLC (Elevate)

NER-AMZ-001.A.R5
2026-05-28

Report No.: FL35402-R8
Revision 5:

Page 33 of 120

ACCREDITED
P G

PCA-145

ISO/IEC 17065

NEMO |cert.

TABLE 9p: Woob DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION, BONDED ROOF COVER

THERMAL BARRIER BASE INSULATION LAYER ToP INSULATION LAYER(S)
SYSTEM Deck FASTEN ATTACH VAPOR OR AR ADHESIVE ADHESIVE Roof Cover (3.1.4) MDP
No. (4.1.2) TYPE BARRIER PRODUCT PRODUCT = PSF
(4.2.2) (3.1.2¢) (3.1.3) (3.1.3)
Versa-Fast Metal
Min. 19/32- [Min. 0.25- Plate V19 with XR1-ISOSR, XR2-
. . L V-Force FR or |One or more layer(s), Min. 2-inch . . 4
inch APA inch minimum two 1 per Twin JetY . . TwinJetY |ISOSR, XR-TJ, XR1-
\W-145. rated CDX 4- |DensDeck (2) Versa-Fast 1.45 2 V-Forc.e P, self- |Elevate ISOGARD GL, Elevate (SPATTER) Min. 0.5-inch Elevate ISOGARD HD (SPATTER) |XRSMA or XR2-XRSMA -60.0
. adhering ISOGARD CG L .
ply plywood |Prime Fastener V19 per in ribbons 6-inch o.c.
plate
Versa-Fast Metal
Min. 19/32- . . Plate V19 with . . 1.5.0. Twin 1.5.0. Twin  |XR1-ISOSR, XR-TJ,
W-146 inch APA gﬂé:'sgfc-;(n(:h minimum two 1 per x:ig:z: ERs:f— gzs;;rgoorg;{y;gi)' E'\I/I;\r/]éz;mh Pack or I.S.0. |Min. 0.5-inch SECUROCK Gypsum-  |Pack or XR1-XRSMA, XR2- -60.0
’ rated CDX 4- Prime (2) Versa-Fast 1.45 ft? adherin ! ISOGARD CG ! Spray R, 6- Fiber Roof Board 1.5.0. Spray |ISOSR, or XR2-XRSMA '
ply plywood Fastener V19 per g inch o.c. R, 6-inch o.c. |in ribbons 6-inch o.c.
plate
Versa-Fast Metal
Min. 19/32- | . ) Plate V19 with . ) 1.5.0. Twin 1.5.0. Twin
inch APA Min. 0.5-inch minimum two 1 per V-Force FR or |One or more layer(s), Min. 2-inch Pack or I.5.0. [Min. 7-16-inch DEXcell Cement Roof |Pack or XR1-XRSMA
\W-147. DensDeck V-Force P, self- |Elevate ISOGARD GL, Elevate ” -60.0
rated CDX 4- | _ (2) Versa-Fast 1.45 ft? . Spray R, 6- Board 1.5.0. Spray |[(RIBBONS, 6” o.c.)
Prime adhering ISOGARD CG . .
ply plywood Fastener V19 per inch o.c. R, 6-inch o.c.
plate
Versa-Fast Metal
5 o VS| o o onearmoretaerty a2 (590 il
\W-148. rated CDX 4- F[));ei:nsEeCk (2) Versa-Fast 1.45 f2 ;/(—jl;(;rrci: P, self- FSIS\S;TQESSARD GL, Elevate Spray R, 6- Min. 0.5-inch Elevate ISOGARD HD 15.0. Spray |XRSMA or XR2-XRSMA -75.0
ply plywood Fastener V19 per g inch o.c. R, 6-inch o.c. |in ribbons 6-inch o.c.
plate
Versa-Fast Metal
_Mm' 19/32- Min. 0.5-inch Plét? V19 with V-Force FR or  |One or more layer(s), Min. 2-inch . Min. 0.5-inch DensDeck Prime or . XR1-ISOSR, XR-T),
w-149.  |MNAPA | lpenspeck  [MInIMUMIWO | 1Per y corcep self. |Elevate ISOGARD GL, Elevate | 'Y ISECUROCK Gypsum-Fiber Roof | |1WANJetY | XRIXRSMA, XR2- -60.0
’ rated CDX 4-|_ (2) Versa-Fast 1.45 ft2 7 ! (SPATTER) s (SPATTER) |ISOSR, or XR2-XRSMA '
Prime adhering ISOGARD CG Board L K
ply plywood Fastener V19 per in ribbons 6-inch o.c.
plate
Versa-Fast Metal
Min. 19/32- | i, 0.5-inc |7/2te V29 with V-Force FRor  |One or more layer(s), Min. 2-inch | o : XRL-ISOSR, XR-TJ or
inch APA minimum two 1 per Twin Jet Y Min. 0.5-inch DEXcell FA Glass Mat |Twin JetY L
\W-150. DensDeck V-Force P, self- |Elevate ISOGARD GL, Elevate XR1-XRSMA in ribbons| -60.0
rated CDX 4-|_ . (2) Versa-Fast 1.45 ft? ; (SPATTER) Roof Board (SPATTER) .
Prime adhering ISOGARD CG 6-inch o.c.
ply plywood Fastener V19 per
plate
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TABLE 9p: Woob DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION, BONDED ROOF COVER

THERMAL BARRIER BASE INSULATION LAYER TOP INSULATION LAYER(S)
SYSTEM DECK - I VAPOR OR AIR - 2 Roof Cover (3.1.4 MDP
No. (a.1.2) T ASTEN TTACH DD P DHESIVE P DHESIVE (3.1.4) =
(4.2.2) (3.1.2¢) (3.1.3) (3.1.3)
Versa-Fast Metal
Min. 19/32- | . . Plate V19 with . .
a5y [nchAPA '[\)"e':'sgic'l'(mh minimum two | 1per |1 T RO E:i;:ggg L?ﬁ'éi"&%fé'"m TwinJetY  |Min. 7/16-inch DEXcell Cement Roof [Twin JetY |XR1-XRSMA 600
’ rated CDX 4-|_ . (2) Versa-Fast 1.45 ft? Y ! (SPATTER) Board (SPATTER) |(RIBBONS, 6” o.c.) ’
Prime adhering ISOGARD CG
ply plywood Fastener V19 per
plate
Versa-Fast Metal
Min. 19/32- . . Plate V19 with . . XR1-ISOSR, XR2-
. Min. 0.5-inch | . One or more layer(s), Min. 2-inch h ) 4
inch APA minimum two 1 per |V-Force P, self- Twin JetY . . TwinJetY |ISOSR, XR-TJ, XR1-
W-152. rated CDX 4- De.nsDeck (2) Versa-Fast 1.45 ft2 |adhering Elevate ISOGARD GL, Elevate (SPATTER) Min. 0.5-inch Elevate ISOGARD HD (SPATTER) |XRSMA or XR2-XRSMA -67.5
Prime ISOGARD CG . .
ply plywood Fastener V19 per in ribbons 6-inch o.c.
plate
Versa-Fast Metal
Min. 19/32- | . . Plate V19 with . ) XR1-ISOSR, XR2-
. Min. 0.5-inch L One or more layer(s), Min. 2-inch . . 4
inch APA minimum two 1 per |V-ForceFR, Twin JetY . . Twin JetY ISOSR, XR-TJ, XR1-
\W-153. rated CDX 4- DgnsDeck (2) Versa-Fast 1.45 2 |self-adhering Elevate ISOGARD GL, Elevate (SPATTER) Min. 0.5-inch Elevate ISOGARD HD (SPATTER) |XRSMA or XR2-XRSMA -75.0
Prime ISOGARD CG L .
ply plywood Fastener V19 per in ribbons 6-inch o.c.
plate

TABLE 9e: WOOD DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION WELDED ROOF COVER

System Deck Insulation Layer Attachment MDP
Roof Cover (3.1.4c)
No. (4.1.2) (3.1.1, 4.2.2) Fastener (4.2.2) Density / Pattern (psf)
i i i = *
PIywo’?d, A‘PA, Any approved .thermal barrier | Elevate Heavy Duty .F'c.lstener 6 parts per 4 x 8 ft board Elevate M?X PVC. induction 30.0
W-154. 19/32”, rating 32/16, and/or insulation, any and Elevate PVC InvisiWeld 1 530 welded using RhinoBond (NO
Grade CDX or OSB combination Plate per>. Installation Tool HVHZ)
E -
Plywood, APA, (Optional) One or more layers, levate All-Purpose Fastener Fastener 12-inch o.c. in rows spaced 72-inch o.c. positioned atop 80-mil Elevate Max PVC induction -37.5
o . or Elevate Heavy Duty L . . . .
W-155. 19/32”, rating 32/16, any combination; wood trusses; minimum 0.9-inch fastener embedment into welded using RhinoBond (NO
- Fastener and Elevate PVC -
Grade CDX preliminarily attached L trusses Installation Tool HVHZ)
InvisiWeld Plate
Plywood, APA, (Optional) One or more layers, Elevate All-Purpose Fastener Fastener 18-inch o.c. in rows spaced 48-inch o.c. positioned atop 80-mil Elevate Max PVC induction -37.5
o . or Elevate Heavy Duty L . . . .
W-156. 19/32”, rating 32/16, any combination; wood trusses; minimum 0.9-inch fastener embedment into welded using RhinoBond (NO
A Fastener and Elevate PVC X
Grade CDX preliminarily attached Invisiweld Plate trusses Installation Tool HVHZ)
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TABLE 9e: WOOD DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION WELDED ROOF COVER

i Attachment
System Deck Insulation Layer : Roof Cover (3.1.4¢) MDP
No. (4.1.2) (3.1.1,4.2.2) Fastener (4.2.2) Density / Pattern (psf)
Plywood, APA,
19/32”, rati 2/1
Ggrfje (,:[r)a;( Igrggsé & Any approved thermal barrier | Elevate Heavy Duty Fastener 6 parts per 4 x 8 ft board Elevate PVC, Elevate Max PVC or
W-157. and/or insulation, any and Elevate PVC InvisiWeld Elevate PVC KEE induction welded -45.0*
(NO-HVHZ), APA, combination Plate 1per5.3ft? using RhinoBond Installation Tool
19/32” (0.578in.), g
Exposure 1
Plywood, APA,
19/32”, rating 32/16, .
/32", rating 32/16, Any approved thermal barrier | Elevate Heavy Duty Fastener Elevate PVC, Elevate Max PVC or
Grade CDX or OSB ) . . 8 parts per 4 x 8 ft board . :
W-158. and/or insulation, any and Elevate PVC InvisiWeld Elevate PVC KEE induction welded -45.0*
(NO-HVHZ), APA, combination Plate 1per4.0ft using RhinoBond Installation Tool
19/32” (0.578 in.), g
Exposure 1
Plywood, APA, ig::gglatl))aé:;/ra;:c;%fd Elevate Heavy Duty Fastener Elevate Max PVC induction
W-159. 19/32”, rating 32/16, X K L and Elevate PVC InvisiWeld Max. 6-inch o.c. in rows max. 72-inch o.c. welded using RhinoBond -45.0
insulation, any combination, X
Grade CDX L Plate Installation Tool
preliminarily attached
PIywo?d, A.PA, Any approved _thermal barrier | Elevate Heavy Duty .F;f\stener 12 parts per 4 x 8 ft board Elevate M:.;\x PV; induction
W-160. 15/32”, rating 32/16, and/or insulation, any and Elevate PVC InvisiWeld 1 2702 welded using RhinoBond -45.0
Grade CDX combination Plate per 2. Installation Tool
0SB (NO-HVHZ), APA, '(c(r?srtr::glatl))aérri]:ra::;)gfd Elevate Heavy Duty Fastener Fastener 6-inch o.c. in rows spaced 96-inch o.c. positioned atop Elevate Max PVC induction
W-161. 19/32” (0.578 in.), X X . and Elevate PVC InvisiWeld wood trusses; minimum 1.0-inch fastener embedment into welded using RhinoBond -45.0
insulation, any combination, X
Exposure 1 R Plate trusses Installation Tool
preliminarily attached
(Optional) Any approved
Plywood, APA, thermal barrier and/or Elevate Heavy Duty Fastener Elevate PVC, Elevate Max PVC or
W-162. 19/32”, rating 32/16, X X - and Elevate PVC InvisiWeld Max. 6-inch o.c. in rows max. 72-inch o.c. Elevate PVC KEE induction welded -52.5
insulation, any combination, R . .
Grade CDX R Plate using RhinoBond Installation Tool
preliminarily attached
) Elevate All-P Fast ) ) ) . . . .
Plywood, APA, (Optional) One or more layers, oreI\EIIZ:a:ate H:;\Fl)olsjeutas ener Fastener 12-inch o.c. in rows spaced 48-inch o.c. positioned atop 80-mil Elevate Max PVC induction
W-163. 19/32”, rating 32/16, any combination; ¥ ¥ wood trusses; minimum 0.9-inch fastener embedment into welded using RhinoBond -52.5
- Fastener and Elevate PVC .
Grade CDX preliminarily attached . trusses Installation Tool
InvisiWeld Plate
Plywood, APA, Any approved thermal barrier | Elevate Heavy Duty Fastener 12 parts per 4 x 8 ft board Elevate PVC, Elevate Max PVC or
W-164. 15/32”, rating 32/16, and/or insulation, any and Elevate PVC InvisiWeld 1 27 f02 Elevate PVC KEE induction welded -52.5
Grade CDX combination Plate per 2. using RhinoBond Installation Tool
Plywood, APA, i:::;::la:))a?;;aap:c;;)gfd Elevate Heavy Duty Fastener Elevate Max PVC induction
W-165. 19/32”, rating 32/16, X R - and Elevate PVC InvisiWeld Max. 6-inch o.c. in rows max. 60-inch o.c. welded using RhinoBond -60.0
insulation, any combination, X
Grade CDX T Plate Installation Tool
preliminarily attached
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.



https://www.iasonline.org/?post_type=ias_certificate&orderby=org&order=ASC&s=&global=&service=13573&keyword=&number=PCA-145&org=&city=&state=&country=&zip=&status=

NEMO EVALUATIONS REPORT

Report No.:
Revision 5:
Page 36 of 120

NEMO |cert.

NER-AMZ-001.A.R5
2026-05-28

TABLE 9e: WOOD DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

Amrize Building Envelope LLC (Elevate)

FL35402-R8
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MbDP

System Deck Insulation Layer
Roof Cover (3.1.4c)
No. (4.1.2) (3.1.1,4.2.2) Fastener (4.2.2) Density / Pattern (psf)
) Elevate All-P Fast ) ) ) . . . .
Plywood, APA, (Optional) One or more layers, oregl?eiate H:;'\;/)ols)eUtas ener Fastener 6-inch o.c. in rows spaced 96-inch o.c. positioned atop 80-mil Elevate Max PVC induction
W-166. 19/32”, rating 32/16, any combination; ¥ ¥ wood trusses; minimum 0.9-inch fastener embedment into welded using RhinoBond -60.0
P Fastener and Elevate PVC X
Grade CDX preliminarily attached .. trusses Installation Tool
InvisiWeld Plate
1 per 2.7 ft?(12 parts per 4 x 8 ft bird; Fastener engage wood
trusses, minimum 0.9-inch embedment)
£ = £ £ £
AT e T e T e &
i ~ ~ o~ -
El All-P F
Plywood, APA, One or more layers, any orel\illzt:ate H:;solsjemastener Elevate Max PVC induction
W-167. 19/32”, rating 32/16, combination; min. 1.5-inch, ¥ ¥ welded using RhinoBond -60.0
Grade CDX min. 16 psi Fastener and Elevate PVC Installation Tool
-iep InvisiWeld Plate
5 £
i T
Plywood, APA,
19/32", rating 32/16, (Optional) Ar.1y approved Elevate Heavy Duty Fastener . . : Elevate PVC, Max PVC,or PVC KEE
Grade CDX or OSB thermal barrier and/or - Max. 6-inch o.c. in rows spaced max. 96-inch o.c. along wood X X .
W-168. X X - and Elevate PVC InvisiWeld induction welded using -75.0
(NO-HVHZ), APA, insulation, any combination, Plate structural members RhinoBond Installation Tool
19/32” (0.578 in.), preliminarily attached
Exposure 1
Optional) A d
Plywood, APA, '(ch:rgglab)arrri];/ra;:c;?:f Elevate Heavy Duty Fastener Elevate PVC, Elevate Max PVC or
W-169. 19/32”, rating 32/16, X X L and Elevate PVC InvisiWeld Max. 6-inch o.c. in rows max. 60-inch o.c. Elevate PVC KEE induction welded -82.5
insulation, any combination, R . .
Grade CDX R Plate using RhinoBond Installation Tool
preliminarily attached
1 per 2.0 ft? (16 parts per 4 x 8 ft board; Fastener engage wood
trusses, minimum 0.9-inch embedment)
£ £ £ £
o & & = £
Elevate All-P Fast O] ® j
Plywood, APA, One or more layers, any oreI\EIIZ:ate H:arsolsjemas ener £ Elevate Max PVC induction
W-170. 19/32”, rating 32/16, combination; min. 1.5-inch, Fastener and EIZvateyPVC . . N welded using RhinoBond -90.0
Grade CDX min. 16 psi - - T Installation Tool

InvisiWeld Plate

6-in.{-—{12-in.;-
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TABLE 9r: WOOD DECKS — NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER

Insulation Layer (4.2.2 Roof Cover (3.1.4)
System Deck LR )Att : — B MbP
No. f65] ac 1142, astener . ow of
(4.1.2) Type 215 Membrane Fastener (3.1.1,4.2.2) spacing Lap Width spacing Seam Weld (psf)
” Any approved thermal . Elevate PVC, . -30.0
W-171. Ply.wood, APA, 15/32", barrier and/or insulation, Prelim. Elevate Max PVC Elevate Heavy-Duty Fastener with 5-inch o.c. 6-inch 114-inch 1.5-inch (NO
rating 32/16, Grade CDX L attach Elevate HD Seam Plate
any combination or Elevate PVC KEE HVHZ)
Plywood, APA, 19/32”, . . -37.5
W-172. | rating 40/20, 4-ply One or morelayers, min. |\ o oiq | Elevate Max pvc | Devate Heavy-DutyFastenerwith | o o\ o 6-inch 114-inch 1.5-inch (NO
0.5-inch, any combination Elevate HD Seam Plate
plywood, Grade CDX HVHZ)
Plywood, APA, 19/32”, ) )
W-173. rating 40/20, 4-ply One-or more Iayers., min. Loose laid | Elevate Max PVC Elevate Heavy-Duty Fastener with 6-inch o.c. 6-inch 54-inch 1.5-inch -60.0
0.5-inch, any combination Elevate HD Seam Plate
plywood, Grade CDX
Plywood, APA, 19/32”, . .
W-174. | rating 40/20, 4-ply One or morelayers, min. |\ o 1oig | Elevate Max pvc | Clevate Heavy-DutyFastenerwith |, ) 6-inch 114-inch 1.5-inch -75.0
0.5-inch, any combination Elevate HD Seam Plate
plywood, Grade CDX
Plywood, APA, 19/32", One or more layers, min E:::::Z PM\:\(;)I()R\'/'C Elevate Heavy-Duty Fastener with 375
W-175. | rating 40/20, 4-ply . YErs, miN- 1) o ose laid y-buty 12-inch o.c. 6-inch 114-inch 1.5-inch (NO
0.5-inch, any combination XR or Elevate PVC Elevate HD Seam Plate
plywood, Grade CDX HVHZ)
KEE XR
Plywood, APA, 19/32", One or more layers, min E:::::Z PM\:E()I()R\'/'C Elevate Heavy-Duty Fastener with
W-176. | rating 40/20, 4-ply . VErs, min. ) oose laid y-buty 6-inch o.c. 6-inch 54-inch 1.5-inch -60.0
0.5-inch, any combination XR or Elevate PVC Elevate HD Seam Plate
plywood, Grade CDX
KEE XR
Plywood, APA, 19/32", One or more layers, min E:::::Z PMVa\f()I()R\'/'C Elevate Heavy-Duty Fastener with
W-177. | rating 40/20, 4-ply : YErs, MiN- 1) ose laid y-ouy 6-inch o.c. 6-inch 114-inch 1.5-inch -75.0
0.5-inch, any combination XR or Elevate PVC Elevate HD Seam Plate
plywood, Grade CDX
KEE XR
TABLE 10A: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER
Base Insulation Layer Top Insulation Layer
System Deck Y Attach ; - Attach Roof Cover (3.1.4) —
No. (8.1.2) ac ac — sf)*
Type (3.1.3) Type (3.1.3) (psf)

ELEVATE PVC OR MAX PVC APPLICATIONS:

1.5.0. Stick, Twin Jet, Twin Jet Y or .S.0.

sc1 Min. 22 ga., type B, Min. 1.5-inch ISOGARD Twin Pack. 12-inch o.c. alone to (Optional) Additional 1.5.0. Stick, Twin Jet, Twin Jet Y or BB1-JBSA, BB2-JBSA, BB1-LVOC, 45.0
’ Grade 33 steel GL or ISOGARD CG ! - gtop layers base insulation | 1.5.0. Twin Pack BB2-LVOC or BB-WBBA ’
flanges of steel deck
sCc-2 Min. 22 ga., type B, Min. 2-inch ISOGARD GL 1.5.0. Twin Pack or Twin Jet Y, 6-inch (Optional) Additional 1.5.0. Twin Pack or Twin Jet Y, 6- BB-WBBA 675
’ Grade 33 steel or ISOGARD CG o.c. along top flanges of steel deck layers base insulation | inch o.c. ’

LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.
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TABLE 10A: STEEL DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER
Base Insulation Layer Top Insulation Layer
System 2523 — : Attach — : Attach Roof Cover (3.1.4) ——
No. (8.1.2) ac ac — £)*
Type (3.1.3) Type (3.1.3) (psf)
sc-3 Min. 22 ga., type B, Min. 2-inch ISOGARD GL 1.5.0. Twin Pack or Twin Jet Y, 6-inch (Optional) Additional | I.S.0. Twin Pack or Twin Jet Y, 6- BB1-JBSA, BB2-JBSA, BB1-LVOC or 75.0
’ Grade 33 steel or ISOGARD CG o.c. along top flanges of steel deck layers base insulation | inch o.c. BB2-LVOC ’

ELEVATE PVC KEE APPLICATIONS:

1.S.0. Stick, Twin Jet, Twin Jet Y or .S.0.

Min. 22 ga., type B, Min. 1.5-inch ISOGARD X . (Optional) Additional 1.5.0. Stick, Twin Jet, Twin Jet Y or
4. Twin Pack, 12-inch o.c. al . ) - - -45.
Sc-4 Grade 33 steel GL or ISOGARD CG win Pac inch o.c. along top layers base insulation | 1.5.0. Twin Pack BB1-LVOC 45.0
flanges of steel deck
scs Min. 22 ga., type B, Min. 2-inch ISOGARD GL 1.5.0. Twin Pack or Twin Jet Y, 6-inch (Optional) Additional | I.S.0. Twin Pack or Twin Jet Y, 6- BB1-LVOC 75.0
’ Grade 33 steel or ISOGARD CG o.c. along top flanges of steel deck layers base insulation | inch o.c. ’

TABLE 108: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-2: BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

System Deck i Base Insulation Layer Top Insulation Layer MDP
Vapor Barrier Roof Cover (3.1.4) T
No. (4.1.2) Type Attach (3.1.3) Type I Attach (3.1.3) (psf)
ELEVATE PVC OR MAX PVC APPLICATIONS:
Min. 22 ga., type B, V-Force or V-Force FR, Min. 1.5-inch 1-5.0. Sprjay Rorl.5.0. Twin (Optional) Additional layers | 1.S.0. Spray R or I.S.0. BB1-JBSA, BB2-JBSA, BB1-LVOC, 375
SC-6. Grade 33 steel self-adhered to top ISOGARD GL or Pack, 12-inch o.c. along top base insulation Twin Pack BB2-LVOC or BB-WBBA (NO
flanges of steel deck ISOGARD CG flanges of steel deck HVHZ)
V-Force or V-Force FR Min. 1.5-inch jfég.()srt:cglgvélnr;Etkzv:ln 1.5.0. Stick, Twin Jet,
Min. 22 ga., type B, ! o T pray ) (Optional) Additional layers | Twin JetY or1.S.0. BB1-JBSA, BB2-JBSA, BB1-LVOC, «
SC-7. self-adhered to top ISOGARD GL or 1.5.0. Twin Pack, 12-inch X ) . -45.0
Grade 33 steel base insulation Spray R or I.5.0. Twin BB2-LVOC or BB-WBBA
flanges of steel deck ISOGARD CG o.c. along top flanges of Pack
steel deck
Min. 22 ga, type B, | v -orce self-adhered | Min. 2-inch 1.5.0. Twin Pack, 6-inch 0-C. | ior1) Additional layers | 1.5.0. Twin Pack, 6-inch | BB1-JBSA, BB2-JBSA, BB1-LVOC, .
SC-8. Grade 33 steel to top flanges of steel ISOGARD GL or along top flanges of steel base insulation oc BB2-LVOC or BB-WBBA -60.0
deck ISOGARD CG deck -
Min. 22 ga., type B, | Vrorce FR, self- Min. 2-inch 1.5.0. Twin Pack, 6-inch 0.c. | o1y Additional layers | 1.5.0. Twin Pack, 6-inch | BBI1-JBSA, BB2-JBSA, BB1-LVOC,
SC-9. Grade 33 steel adhered to top flanges | ISOGARD GL or along top flanges of steel base insulation oc BB2-LVOC or BB-WBBA -45.0
of steel deck ISOGARD CG deck -
One or more
layer(s), Min. 2-
SC-10 Min. 22 ga., Type B, V-Force FR, self- inch Elevate 1.5.0. Twin Pack, I.S.0. Min 0.5-inch SECUROCK 1.5.0. Twin Pack, 1.5.0. BB1-JBSA, BB2-JBSA, BB1-LVOC, 900
’ Grade 40 steel adhering ISOGARD GL, Spray R, 6-inch o.c. Gypsum-Fiber Roof Board Spray R, 6-inch o.c. BB2-LVOC or BB-WBBA ’
Elevate
ISOGARD CG

LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.
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TABLE 108: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-2: BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

ISO/IEC 17065

PCA-145

Base Insulation Layer Top Insulation Layer
System 2523 Vapor Barrier y P y Roof Cover (3.1.4) MDP
No. (4.1.2) Type Attach (3.1.3) Type Attach (3.1.3) sf
One or more
layer(s), Min. 2-
sc11 Min. 22 ga., Type B, V-Force FR, self- inch Elevate 1.5.0. Twin Pack, 1.S.0. Min. 7/16-inch DEXcell 1.5.0. Twin Pack, 6-inch BB1-LVOC, BB2-LVOC or BB- -90.0
’ Grade 40 steel adhering ISOGARD GL, Spray R, 6-inch o.c. Cement Roof Board o.c. WBBA ’
Elevate
ISOGARD CG
One or more
layer(s), Min. 2-
sc12 Min. 22 ga., Type B, V-Force FR, self- inch Elevate 1.5.0. Twin Pack, 1.S.0. Min. 0.5-inch Elevate 1.5.0. Twin Pack, 1.S.0. BB1-JBSA, BB1-LVOC, BB2-LVOC -90.0
’ Grade 40 steel adhering ISOGARD GL, Spray R, 6-inch o.c. ISOGARD HD Spray R, 6-inch o.c. or BB-WBBA ’
Elevate
ISOGARD CG
One or more
layer(s), Min. 2- . .
Min. 0.5-inch DensDeck
Min. 22 ga., Type B, | V-Force FR, self- inch Elevate ) . ) BB1-JBSA, BB2-JBSA, BB1-LVOC,
SC-13. Grade 40 steel adhering ISOGARD GL, Twin Jet Y (SPATTER) Prime or S.ECUROCK Twin Jet Y (SPATTER) BB2-LVOC or BB-WBBA 90.0
Gypsum-Fiber Roof Board
Elevate
ISOGARD CG
One or more
layer(s), Min. 2-
Min. 22 ga., Type B, V-Force FR, self- inch Elevate . Min. 0.5-inch DEXcell FA . BB1-LVOC, BB2-LVOC or BB-
SC14- 1 Grade 40 steel adhering ISOGARD GL, Twin Jet Y (SPATTER) Glass Mat Roof Board Twin Jet Y (SPATTER) WBBA 900
Elevate
ISOGARD CG
One or more
layer(s), Min. 2-
Min. 22 ga., Type B, V-Force FR, self- inch Elevate . Min. 7/16-inch DEXcell . BB2-JBSA, BB1-LVOC, BB2-LVOC
1% Grade 40 steel adhering ISOGARD GL, Twin Jet Y (SPATTER) Cement Roof Board Twin Jet Y (SPATTER) or BB-WBBA 90.0
Elevate
ISOGARD CG
One or more
layer(s), Min. 2-
Min. 22 ga., Type B, V-Force FR, self- inch Elevate . Min. 0.5-inch Elevate . BB1-JBSA, BB1-LVOC, BB2-LVOC
SC16. | Grade 40 steel adhering ISOGARD GL, Twin Jet Y (SPATTER) ISOGARD HD Twin Jet ¥ (SPATTER) or BB-WBBA 0.0
Elevate
ISOGARD CG
ELEVATE PVC KEE APPLICATIONS:
. V-Force or V-Force FR, Min. 1.5-inch 1.5.0. Spray R or I.5.0. Twin . - -37.5
SC-17. g::c.jjésas;c’ezpe B, self-adhered to top ISOGARD GL or Pack, 12-inch o.c. along top Lozas:?nnsﬂl)aﬁdoiltlonal layers 'Irjva Ps:crlfy Rorl.S.0. BB1-LVOC (NO
flanges of steel deck ISOGARD CG flanges of steel deck HVHZ)
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 108: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-2: BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

System Deck . Base Insulation Layer Top Insulation Layer MDP
Vapor Barrier Roof Cover (3.1.4) o
No. (4.1.2) Type Attach (3.1.3) Type Attach (3.1.3) (psf)
1.S.0. Stick, Twin Jet, Twin
’ , 1.S.0. Stick, Twin Jet
) V-Force or V-Force FR, Min. 1.5-inch JetYor1.5.0. Spray R or ! . . ! !
SC-18. g/'r':d jgsi't'ezpe B | self-adhered to top ISOGARD GLor | 1.5.0. Twin Pack, 12-inch gzz’:‘i’n"saull)a’:i:'t'°“a' layers ;Wr': JstoYrcl’;I'Os'?\.Nin BB1-LVOC -45.0*
flanges of steel deck ISOGARD CG o.c. along top flanges of chky "'
steel deck
. V-Force, self-adhered Min. 2-inch 1.5.0. Twin Pack, 6-inch o.c. . . . .
SC-19. z::&jéfasi'ezpe B, to top flanges of steel ISOGARD GL or along top flanges of steel Lzszlfnzzﬂl)a/:iiltlonal layers I(;SC.O. Twin Pack, 6-inch BB1-LVOC -60.0*
deck ISOGARD CG deck o
. V-Force FR, self- Min. 2-inch 1.5.0. Twin Pack, 6-inch o.c. . - . R
SC-20. g::&jéfi‘t’etglpe B, adhered to top flanges | ISOGARD GL or along top flanges of steel ng;l?nnsﬂ?aﬁi?nonal layers L'Sc'o' Twin Pack, 6-inch BB1-LVOC -45.0
of steel deck ISOGARD CG deck -
One or more Min. 7/16-inch DEXcell
layer(s), Min. 2- Cement Roof Board or min
Min. 22 ga., Type B, V-Force FR, self- inch Elevate 1.5.0. Twin Pack, 1.S.0. . 1.5.0. Twin Pack, I.S.0.
SC-21. R . 0.5-inch SECUROCK . BB1-LVOC -90.0
Grade 40 steel adhering ISOGARD GL, Spray R, 6-inch o.c. . Spray R, 6-inch o.c.
Elevate Gypsum-Fiber Roof Board
ISOGARD CG or ISOGARD HD
Min. 7/16-inch DEXcell
One or more .
. Cement Roof Board or min.
layer(s), Min. 2- . )
Min. 22 ga., Type B V-Force FR, self- inch Elevate 0.5-inch DensDeck Prime,
sC-22. - £2 83, TYPE B, e Twin Jet Y (SPATTER) DEXcell FA Glass Mat Roof | Twin Jet Y (SPATTER) BB1-LVOC -90.0
Grade 40 steel adhering ISOGARD GL,
Board, SECUROCK Gypsum-
Elevate .
ISOGARD CG Fiber Roof Board or Elevate
ISOGARD HD
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (FULL BOND):
g;:rc(’sr)mhjif . Min. 7/16-inch DEXcell XR1-ISOSR, XR2-ISOSR, XR-TJ,
Min. 22 ga., Type B, | V-Force FR, self- inch Elevate 1.5.0. Twin Pack, 1.5.0. cement Roof Board or min | | s 6 Tyin pack, 15.0. | - XRMA or XRZXRSMAn
Sc-23. Grade 40 steel adherin ISOGARD GL, Spray R, 6-inch o.c 0.5-inch SECUROCK Spray R, 6-inch o.c ribbons 4-inch o.c. or XR-TJ -90.0
J Elevate ! pray &, o Gypsum-Fiber Roof Board pray R, e (SPATTER) or XR1-WBBA or XR2-
ISOGARD CG or ISOGARD HD WBBA
One or more Min. 7/16-inch DEXcell
layer(s), Min. 2- Cement Roof Board or min. XR1-ISOSR, XR2-ISOSR, XR-TJ,
Min. 22 ga.. Tvoe B V-Force FR. self- inZh Ele’vate. 0.5-inch DensDeck Prime, XR1-XRSMA or XR2-XRSMA in
sc24. | o 45 S't’ee‘l’p S COGARD OL Twin Jet Y (SPATTER) DEXcell FA Glass Mat Roof | Twin Jet Y (SPATTER) ribbons 4-inch o.c. or XR-TJ -90.0
J ! Board, SECUROCK Gypsum- (SPATTER) or XR1-WBBA or XR2-
Elevate .
ISOGARD CG Fiber Roof Board or Elevate WBBA
ISOGARD HD
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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TABLE 108: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-2: BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

ISO/IEC 17065

ACCREDITED
P G

PCA-145

System Deck
No. (4.1.2)

Vapor Barrier

Base Insulation Layer

Top Insulation Layer

Type

| Attach (3.1.3)

Type

| Attach (3.1.3)

Roof Cover (3.1.4)

ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (PARTIAL BOND):

Min. 22 ga., Type B,

SC-25. Grade 40 steel

V-Force FR, self-
adhering

One or more
layer(s), Min.
inch Elevate
ISOGARD GL,
Elevate
ISOGARD CG

2-

Spray R, 6-inch o.c.

1.5.0. Twin Pack, 1.S.0.

Min 0.5-inch SECUROCK
Gypsum-Fiber Roof Board

Spray R, 6-inch o.c.

1.5.0. Twin Pack, 1.S.0.

XR1-ISOSR, XR-TJ, XR1-XRSMA,
XR2-ISOSR, or XR2-XRSMA in
ribbons 6-inch o.c.

Min. 22 ga., Type B,

SC-26. Grade 40 steel

V-Force FR, self-
adhering

One or more
layer(s), Min.
inch Elevate
ISOGARD GL,
Elevate
ISOGARD CG

2-

Spray R, 6-inch o.c.

1.5.0. Twin Pack, 1.S.0.

Min. 7/16-inch DEXcell
Cement Roof Board

Spray R, 6-inch o.c.

1.5.0. Twin Pack, I.S.0.

XR1-XRSMA (RIBBONS, 6” o.c.)

Min. 22 ga., Type B,

s¢-27. Grade 40 steel

V-Force FR, self-
adhering

One or more
layer(s), Min.
inch Elevate
ISOGARD GL,
Elevate
ISOGARD CG

Spray R, 6-inch o.c.

1.5.0. Twin Pack, 1.S.0.

Min. 0.5-inch Elevate
ISOGARD HD

Spray R, 6-inch o.c.

1.5.0. Twin Pack, 1.S.0.

XR1-ISOSR, XR2-ISOSR, XR-TJ,
XR1-XRSMA or XR2-XRSMA in
ribbons 6-inch o.c.

-82.5

Min. 22 ga., Type B,

SC-28. Grade 40 steel

V-Force FR, self-
adhering

One or more
layer(s), Min.
inch Elevate
ISOGARD GL,
Elevate
ISOGARD CG

2-
Twin Jet Y (SPATTER)

Min. 0.5-inch DensDeck
Prime or SECUROCK
Gypsum-Fiber Roof Board

Twin Jet Y (SPATTER)

XR1-ISOSR, XR2-ISOSR, XR-TJ,
XR1-XRSMA or XR2-XRSMA in
ribbons 6-inch o.c.

-60.0

Min. 22 ga., Type B,

SC-29. Grade 40 steel

V-Force FR, self-
adhering

One or more
layer(s), Min.
inch Elevate
ISOGARD GL,
Elevate
ISOGARD CG

2-
Twin Jet Y (SPATTER)

Min. 0.5-inch DEXcell FA
Glass Mat Roof Board

Twin Jet Y (SPATTER)

XR1-ISOSR, XR-TJ or XR1-XRSMA
in ribbons 6-inch o.c.

-60.0

Min. 22 ga., Type B,

SC-30. Grade 40 steel

V-Force FR, self-
adhering

One or more
layer(s), Min.
inch Elevate
ISOGARD GL,
Elevate
ISOGARD CG

2-
Twin Jet Y (SPATTER)

Min. 7/16-inch DEXcell
Cement Roof Board

Twin Jet Y (SPATTER)

XR1-XRSMA (RIBBONS, 6” o.c.)

-60.0
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TABLE 108: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-2: BONDED VAPOR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System 2523 Vapor Barrier y P y Roof Cover (3.1.4) MDP
No. (4.1.2) Type Attach (3.1.3) Type Attach (3.1.3) sf
One or more
layer(s), Min. 2-

XR1-ISOSR, XR2-ISOSR, XR-TJ,

Min. 22 ga., Type B, V-Force FR, self- inch Elevate . Min. 0.5-inch Elevate ) )
SC-31. Grade 40 steel adhering ISOGARD GL, Twin Jet Y (SPATTER) ISOGARD HD Twin Jet Y (SPATTER) X.Rl XRSM.A or XR2-XRSMA in 82.5
ribbons 6-inch o.c.
Elevate
ISOGARD CG

TABLE 10c: STEEL DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE A-3: BONDED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

THERMAL BARRIER INSULATION BASE LAYER ToP INSULATION LAYER(S)
SysTEm No. 4051(:: ADHESIVE VA:;OR OR AIR ADHESIVE ADHESIVE ROC::IC ZVER Mpe
(4.1.2) TypE e ARRIER PRODUCT 3.1.3) PRODUCT 3..3) (3.1.4) PSF
ELEVATE PVC OR MAX PVC APPLICATIONS:
Min. 7/16-inch
DEXcell Cement Roof |1.5.0. Twin
Min. 22 ga., Board or min. 0.5- chok or V-Force FR or |One or more layers, min. 1-inch 1.5.0. Twin Min. 0.25-inch DensDeck Pri SECUROCK 1.5.0. Twin f:sll:isl?ﬁ f\?é_c
SC32.  |TypeB, inch DensDeck Prime [1.5.0. Spray [V-Force P, self- |Elevate ISOGARD GL, Elevate Pack, 15.0. | n. > _F'_'EC N e"fSB ec ’ rime or Pack, 15.0. |5 Corng.| 525
Grade 40 steel |or SECUROCK R(every |adhering ISOGARD CG Spray R ypsum-riber Root Boar Spray R or
R WBBA
Gypsum-Fiber Roof |other flute)
Board
Min. 7/16-inch
DEXcell Cement Roof |1.5.0. Twin
Min. 22 ga., Board or min. 0.5- Pack or V-Force FR or |One or more layers, min. 1-inch 1.5.0. Twin 1.5.0. Twin [BB1-LVOC, BB2-
SC-33. Type B, inch DensDeck Prime|1.S.0. Spray [V-Force P, self- |Elevate ISOGARD GL, Elevate Pack, 1.5.0. |Min. 0.25-inch DEXcell FA Glass Mat Roof Board  |Pack, I.5.0. |LVOC or BB- -52.5
Grade 40 steel |or SECUROCK R (every adhering ISOGARD CG Spray R Spray R WBBA
Gypsum-Fiber Roof |other flute)
Board
Min. 7/16-inch
DEXcell Cement Roof |1.5.0. Twin
Min. 22 ga., Board or min. 0.5- Pack or V-Force FR or |One or more layers, min. 1-inch 1.5.0. Twin 1.5.0. Twin [BB2-JBSA, BB1-
SC-34. Type B, inch DensDeck Prime|1.S.0. Spray [V-Force P, self- |Elevate ISOGARD GL, Elevate Pack, 1.S.0. [Min. 7/16-inch DEXcell Cement Roof Board Pack, 1.5.0. [LVOC, BB2-LVOC| -52.5
Grade 40 steel |or SECUROCK R (every adhering ISOGARD CG Spray R Spray R or BB-WBBA
Gypsum-Fiber Roof |other flute)
Board
Min. 7/16-inch
DEXcell Cement Roof |1.5.0. Twin
Min. 22 ga., Board or min. 0.5- Pack or V-Force FR or |One or more layers, min. 1-inch 1.5.0. Twin I.5.0. Twin [BB1-JBSA, BB1-
SC-35. Type B, inch DensDeck Prime|1.S.0. Spray [V-Force P, self- |Elevate ISOGARD GL, Elevate Pack, 1.S.0. [Min. 0.5-inch Elevate ISOGARD HD Pack, 1.5.0. [LVOC, BB2-LVOC| -52.5
Grade 40 steel |or SECUROCK R (every adhering ISOGARD CG Spray R Spray R or BB-WBBA
Gypsum-Fiber Roof |other flute)
Board

LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.
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TABLE 10c: STEEL DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE A-3: BONDED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

ISO/IEC 17065

ACCREDITED
P G

PCA-145

THERMAL BARRIER INSULATION BASE LAYER ToP INSULATION LAYER(S)
SYSTEM No DECK e VAPOR OR AIR A A ROOF COVER MDP
. DHESIVE DHESIVE
(4.1.2) BARRIER 3.1.4
TYPE e PRODUCT BeE PRODUCT Sy ( ) PSF
1.5.0. Twin
. BB1-JBSA, BB2-
in.22ga., |Min. 0.5-inch DEXcell \Packor |\, ¢ g~ |Oneormore layers, min. L-inch — |LS.0.TWin \\ o 56 i penspeck prime or SecUrock |70 ™M | jgsa BB1-LvOC,
SC-36. Type B, FA Glass Mat Roof  |I.5.0. Spray X Elevate ISOGARD GL, Elevate Pack, I.S.0. . Pack, I.S.0. -52.5
self-adhering Gypsum-Fiber Roof Board BB2-LVOC or BB-
Grade 40 steel |Board R (every ISOGARD CG Spray R Spray R
WBBA
other flute)
1.5.0. Twin
Min. 22 ga., Min. 0.5-inch DEXcell |Pack or V-Force FR One or more layers, min. 1-inch 1.5.0. Twin 1.5.0. Twin [BB1-LVOC, BB2-
SC-37. Type B, FA Glass Mat Roof  [1.5.0. Spray seIf—adheri; Elevate ISOGARD GL, Elevate Pack, 1.5.0. |Min. 0.25-inch DEXcell FA Glass Mat Roof Board  |Pack, I.5.0. |LVOC or BB- -52.5
Grade 40 steel |Board R (every g ISOGARD CG Spray R Spray R WBBA
other flute)
1.5.0. Twin
Min. 22 ga., Min. 0.5-inch DEXcell |Pack or V-Force FR One or more layers, min. 1-inch 1.5.0. Twin 1.5.0. Twin [BB2-JBSA, BB1-
SC-38. Type B, FA Glass Mat Roof 1.5.0. Spray self-adheri; Elevate ISOGARD GL, Elevate Pack, 1.S.0. [Min. 7/16-inch DEXcell Cement Roof Board Pack, 1.S.0. |LVOC, BB2-LVOC -52.5
Grade 40 steel |Board R (every € |ISOGARD CG Spray R Spray R or BB-WBBA
other flute)
1.5.0. Twin
Min. 22 ga., Min. 0.5-inch DEXcell |Pack or V-Force FR One or more layers, min. 1-inch 1.5.0. Twin 1.5.0. Twin [BB1-JBSA, BB1-
SC-39. Type B, FA Glass Mat Roof  |I.5.0. Spray seIf-adheri'n Elevate ISOGARD GL, Elevate Pack, I.S.0. [Min. 0.5-inch Elevate ISOGARD HD Pack, I.S.0. |LVOC, BB2-LVOC | -52.5
Grade 40 steel |Board R (every & ISOGARD CG Spray R Spray R or BB-WBBA
other flute)
ELEVATE PVC KEE APPLICATIONS:
Min. 7/16-inch
DEXcell Cement Roof |1.5.0. Twin i i i
Min. 22 ga., Board or min. 0.5- Pack or V-Force FRor |One or more layers, min. 1-inch 1.5.0. Twin m;nt ;)c')i?_g:::dDeS:SCDj;gg;rge' ZE;(fsiILngzis 1.5.0. Twin
SC-40. Type B, inch DensDeck Prime |1.5.0. Spray|V-Force P, self- |Elevate ISOGARD GL, Elevate Pack, 1.S.0. . T vp Pack, I.S.0. |BB1-LVOC -52.5
Grade 40 steel |or SECUROCK R adherin ISOGARD CG SprayR  |203rd min. 7/16-inch DEXcell Cement Roof Board | | ' o
race a0 stee . (every & pray or min. 0.5-inch Elevate ISOGARD HD pray
Gypsum-Fiber Roof |other flute)
Board
1.5.0. Twin . . .
Min. 22 ga., Min. 0.5-inch DEXcell |Pack or V-Force FR or |One or more layers, min. 1-inch 1.5.0. Twin m'ant'S;?g;g’:fi‘;?i;gg;ge' zﬁ])q(f;légfgz:s 1.5.0. Twin
SC-41. Type B, FA Glass Mat Roof  [1.5.0. Spray |V-Force P, self- |Elevate ISOGARD GL, Elevate Pack, I.S.0. . L vp Pack, 1.5.0. [BB1-LVOC -52.5
Grade 40 steel |Board R adherin ISOGARD CG Sorav R Board, min. 7/16-inch DEXcell Cement Roof Board Sorav R
race 40 stee (every 8 pray or min. 0.5-inch Elevate ISOGARD HD pray
other flute)
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TABLE 10c: STEEL DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE A-3: BONDED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

THERMAL BARRIER INSULATION BASE LAYER TOP INSULATION LAYER(S)
SysTEm No DEcK A VAPOR OR AIR A A RoOF COVER MbDP
. DHESIVE DHESIVE DHESIVE
(4.1.2) Type BARRIER Probuct Probuct (3.1.4) PSF
(3.1.3) (3.1.3) (3.1.3)

ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (FULL BOND):

XR1-ISOSR, XR2-

Min. 7/16-inch ISOSR, XR-TJ,
DEXcell Cement Roof |1.5.0. Twin . . . XR1-XRSMA or
Min. 22 ga., Board or min. 0.5- Pack or V-Force FR or |One or more layers, min. 1-inch 1.5.0. Twin m'arl’S('i?é?;tji;?ﬁggg;ge‘ iiﬁf:::)z‘gz:s 1.5.0. Twin |XR2-XRSMA in
SC-42. Type B, inch DensDeck Prime |1.5.0. Spray|V-Force P, self- |Elevate ISOGARD GL, Elevate Pack, I.S.0. . L vp Pack, I.S.0. |ribbons 4-inch -52.5
- Board, min. 7/16-inch DEXcell Cement Roof Board
Grade 40 steel |or SECUROCK R (every adhering ISOGARD CG Spray R or min. 0.5-inch Elevate ISOGARD HD Spray R o.c. or XR-TJ
Gypsum-Fiber Roof |other flute) o (SPATTER) or
Board XR1-WBBA or
XR2-WBBA
XR1-ISOSR, XR2-
ISOSR, XR-TJ,
1.5.0. Twin . . . XR1-XRSMA or
Min. 22 ga., Min. 0.5-inch DEXcell |Pack or V-Force FR or |One or more layers, min. 1-inch 1.5.0. Twin m;nt :c.,i?-g:::dDesr;ScDj;gg;rge' iE;(fsiILZfFS)IS:S 1.5.0. Twin [XR2-XRSMA in
SC-43. Type B, FA Glass Mat Roof  [1.5.0. Spray |V-Force P, self- |Elevate ISOGARD GL, Elevate Pack, 1.5.0. . ' P Pack, 1.S.0. [ribbons 4-inch -52.5
. Board, min. 7/16-inch DEXcell Cement Roof Board
Grade 40 steel |Board R (every adhering ISOGARD CG Spray R X . Spray R o.c. or XR-TJ
or min. 0.5-inch Elevate ISOGARD HD
other flute) (SPATTER) or
XR1-WBBA or
XR2-WBBA
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (PARTIAL BOND):
Min. 7/16-inch . XR1-ISOSR, XR-
DEXcell Cement Roof |1.5.0. Twin TJ, XR1-XRSMA
Min. 22 ga., Board or min. 0.5- Pack or V-Force FR or |One or more layers, min. 1-inch 1.5.0. Twin |Min. 0.25-inch DensDeck Prime or SECUROCK 1.5.0. Twin XF;Z-ISOSR or !
SC-44. Type B, inch DensDeck Prime|1.S.0. Spray [V-Force P, self- |Elevate ISOGARD GL, Elevate Pack, I.S.0. |Gypsum-Fiber Roof Board or 0.5-inch Elevate Pack, 1.5.0. XR2-XRSM;A in -52.5
Grade 40 steel |or SECUROCK R (every adhering ISOGARD CG Spray R ISOGARD HD Spray R . K
. ribbons 6-inch
Gypsum-Fiber Roof |other flute)
o.c.
Board
Min. 7/16-inch
DEXcell Cement Roof |1.5.0. Twin
Min. 22 ga., Board or min. 0.5- Pack or V-Force FR or |One or more layers, min. 1-inch 1.5.0. Twin 1.5.0. Twin ﬁf;;i&ig;;‘:m
SC-45. Type B, inch DensDeck Prime|1.S.0. Spray [V-Force P, self- |Elevate ISOGARD GL, Elevate Pack, 1.S.0. [Min. 0.25-inch DEXcell FA Glass Mat Roof Board  |Pack, I.S.0. ribbons 6-inch -52.5
Grade 40 steel |or SECUROCK R (every adhering ISOGARD CG Spray R Spray R
- o.c.
Gypsum-Fiber Roof |other flute)
Board
Min. 7/16-inch
DEXcell Cement Roof |1.5.0. Twin
Min. 22 ga., Board or min. 0.5- Pack or V-Force FR or |One or more layers, min. 1-inch 1.5.0. Twin I.5.0. Twin [XR1-XRSMA
SC-46. Type B, inch DensDeck Prime|1.S.0. Spray [V-Force P, self- |Elevate ISOGARD GL, Elevate Pack, 1.S.0. [Min. 7/16-inch DEXcell Cement Roof Board Pack, I.S.0. |(RIBBONS, 6” -52.5
Grade 40 steel |or SECUROCK R (every adhering ISOGARD CG Spray R Spray R o.c.)
Gypsum-Fiber Roof |other flute)
Board

LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.



https://www.iasonline.org/?post_type=ias_certificate&orderby=org&order=ASC&s=&global=&service=13573&keyword=&number=PCA-145&org=&city=&state=&country=&zip=&status=

NEMO EVALUATIONS REPORT Amrize Building Envelope LLC (Elevate)

IAS

Report No.:  NER-AMZ-001.A.R5 FL35402-R8

Revision 5: 2026-05-28 ACCREDITED
Pruduct Cerlif calior

Page 45 of 120 feomy

NEMO |cert ISO/IEC 17065  PCA-145

TABLE 10c: STEEL DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE A-3: BONDED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION(S), BONDED ROOF COVER

THERMAL BARRIER INSULATION BASE LAYER ToP INSULATION LAYER(S)
SysTEM NoO DECK e VAPOR OR AIR A A ROOF COVER MDP
’ (8.1.2) Tyepe 1 BARRIER PRODUCT Z“:S;VE PRODUCT "3”:5;"5 (3.1.4) PSF
1S.0. Twi XR1-ISOSR, XR-
, o > TWin L e . . _ [TJ, XR1-XRSMA,
Min. 22 ga., Min. 0.5-inch DEXcell |Pack or V-Force FR One or more layers, min. 1-inch 1.5.0. Twin |Min. 0.25-inch DensDeck Prime or SECUROCK 1.5.0. Twin XR2-ISOSR. or
SC-47. Type B, FA Glass Mat Roof  |I.5.0. Spray J Elevate ISOGARD GL, Elevate Pack, 1.S.0. |Gypsum-Fiber Roof Board or 0.5-inch Elevate Pack, I.S.0. ’. -52.5
self-adhering XR2-XRSMA in
Grade 40 steel |Board R (every ISOGARD CG Spray R ISOGARD HD Spray R R K
ribbons 6-inch
other flute)
o.c.
1.5.0. Twin
Min. 22 ga., Min. 0.5-inch DEXcell |Pack or V-Force FR One or more layers, min. 1-inch 1.S.0. Twin 1.5.0. Twin );f)l(;i(_)xs;{s"\);i]r:
SC-48. Type B, FA Glass Mat Roof  [1.5.0. Spray seIf—adheri; Elevate ISOGARD GL, Elevate Pack, 1.5.0. |Min. 0.25-inch DEXcell FA Glass Mat Roof Board  |Pack, I.S.0. ribbons 6-inch -52.5
Grade 40 steel |Board R (every g ISOGARD CG Spray R Spray R o
other flute) o
1.5.0. Twin
Min. 22 ga., Min. 0.5-inch DEXcell |Pack or V-Force FR One or more layers, min. 1-inch 1.5.0. Twin 1.5.0. Twin [XR1-XRSMA
SC-49. Type B, FA Glass Mat Roof  |I.5.0. Spray self-adheri; Elevate ISOGARD GL, Elevate Pack, 1.5.0. |Min. 7/16-inch DEXcell Cement Roof Board Pack, .S.0. |(RIBBONS, 6” -52.5
Grade 40 steel |Board R (every € |ISOGARD CG Spray R Spray R o.c.)
other flute)

TABLE 10p: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck MDP
Fastener Attach Attach Roof Cover (3.1.4) —
No. (4.1.2) Type Type (psf)
(4.2.2) (3.1.2¢) (3.1.3)
ELEVATE PVC OR MAX PVC APPLICATIONS:
Min. 22 ga., type B, . . 1.5.0. Spray R, 1.S.0. Stick, -37.5*%
Min. 2-inch ISOGARD GL or N . . . . BB1-JBSA, BB2-JBSA, BB1-LVOC,
SC-50. Grade 33 steel or ISOGARD CG 3.1.1 1 per4.0ft> | Min. 0.5-inch ISOGARD HD Tw!nJet, Twin Jet Y or 1.S.0. BB2-LVOC or BB-WBBA (NO
structural concrete Twin Pack HVHZ)
Min. 22 ea. tvpe B Optional min. 1.5-inch ISOGARD GL
sC-51 Gra(;le 3§s.t’eglpor ! Min. 1.5-inch ISOGARD GL or 311 1 per 2.0 22 or ISOGARD CG followed by min. 1.5.0. Spray R, Twin Jet or BB1-JBSA, BB2-JBSA, BB1-LVOC, 45.0*
’ structural concrete ISOGARD CG — per <. 0.5-inch Tapered ISOGARD GL or Twin JetY BB2-LVOC or BB-WBBA ’
ISOGARD CG
Min. 22 ga., type B, Optional min. 1.5-inch ISOGARD CG 1.5.0. Spray R, I.S.0. Stick,
SC-52. Grade 33 steel or Min. 1.5-inch ISOGARD CG 3.1.1 1 per2.7 ft? | followed by min. 0.5-inch Tapered Twin Jet, Twin Jet Y or I.S.0. BB1-JBSA, BB2-JBSA, BB1-LVOC, -45.0*
. BB2-LVOC or BB-WBBA
structural concrete ISOGARD CG Twin Pack
Min. 22 ga., type B, Optional min. 1.5-inch ISOGARD CG 1.5.0. Spray R, 1.S.0. Stick,
SC-53. Grade 33 steel or Min. 2-inch ISOGARD CG 3.1.1 1 per4.0ft2 | followed by min. 0.5-inch Tapered Twin Jet, Twin Jet Y or I.S.0. gg;_f/?c’ (B)fZB;?VSVAB’BiBl Lvoc, -45.0*
structural concrete ISOGARD CG Twin Pack
s | o géfas't’ezp;& Min. 2-inch ISOGARD GL or 211 | 1oeranfe | Min. 15inch ISOGARD HD 'Ti“?‘ Jsezr?\//v?r'\ 'Jzt?/j:'lcg o | BBLJBSA, BB2BSA BBI-LVOC, | .
’ ISOGARD CG — P ' Composite . ! R BB2-LVOC or BB-WBBA ’
structural concrete Twin Pack
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ISO/IEC 17065

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

PCA-145

Base Insulation Layer Top Insulation Layer
System Deck MDP
Fastener Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(4.2.2) (3.1.2¢) (3.1.3)
sess i :éi't’ezp;& Min. 1.5-inch ISOGARD GL or 211 | 1perazfe | Min. L5-inch ISOGARD HD 'leﬁ Jz’zr?\’,v?r" 'Jzt?/j:'lcg o | BBLBSA BB2BSA BBL-LVOC, | .
’ ISOGARD CG — P ' Composite . ! R BB2-LVOC or BB-WBBA ’
structural concrete Twin Pack
Min. 22 ga., type B, . . .
Min. 1.5-inch ISOGARD GL or N . . 1.S.0. Spray R, 1.S.0. Twin BB1-JBSA, BB2-JBSA, BB1-LVOC, «
SC-56. Grade 33 steel or ISOGARD CG 3.11 1 per 2.0 ft Min. 0.5-inch ISOGARD HD pack or Twin Jet Y BB2-LVOC or BB-WBBA -45.0
structural concrete
Min. 22 ga., type B, | i 5 i ch ISOGARD GL or 1.5.0. Stick, Twin Jet or Twin | BB1-JBSA, BB2-JBSA, BB1-LVOC
- N - 2 . i . . y - y - y - " _ *
SC-57. Grade 33 steel or ISOGARD CG 3.1.1 1 per2.0ft Min. 0.5-inch ISOGARD HD ety BB2-LVOC or BB-WEBA 45.0
structural concrete
Min. 22 ga., type B, . . 1.5.0. Spray R, 1.S.0. Stick,
Min. 2-inch ISOGARD GL or N . . . R BB1-JBSA, BB2-JBSA, BB1-LVOC,
SC-58. Grade 33 steel or ISOGARD CG 3.1.1 1 per 1.0 ft Min. 0.5-inch ISOGARD HD Tw!nJet, Twin Jet Y or I.S.0. BB2-LVOC or BB-WBBA -45.0
structural concrete Twin Pack
oo | ot [ ssimnsommvoior || oo | e e [ 1o iso e | s s mrivor, |
: ISOGARD CG Sees per & vP in et > | BB2-LVOC or BB-WBBA :
structural concrete Roof Board Twin Pack
Min. 22 ga., type B, . . Min. 0.25-inch DEXcell FA Glass Mat 1.5.0. Spray R, I.S.0. Stick,
SC-60. | Grade 33 steel or Min. 1.5-inch ISOGARD GL or 3.1 | 1per2.0ft | Roof Board or 7/16-inch DEXcell Twin Jet, Twin Jet Yor 15.0. | CoL-tVOC, BB2-LVOC or B8 -45.0%
ISOGARD CG I . WBBA
structural concrete Cement Roof Board Twin Pack
Min. 22 ga., type B, . . . . 1.5.0. Spray R, 1.S.0. Stick,
SC-61. Grade 33 steel or Min. 1.5-inch ISOGARD GL or 311 | 1per20f | Min 7/16-inch DEXcell Cement Roof | 1.0t rwvin Jet v or 1.5.0. | BB2-JBSA -45.0*
ISOGARD CG Board .
structural concrete Twin Pack
Optional min. 1.5-inch ISOGARD GL
Min. 22 ga., type B, . . or ISOGARD CG or min. 0.5-inch
Min. 1.5-inch ISOGARD GL or ) BB1-JBSA, BB2-JBSA, BB1-LVOC, "
SC-62. Grade 33 steel or ISOGARD CG 3.1.1 1 per 2.0 ft Tapered ISOGARQ GLor !SOGARD 1.5.0. Spray R BB2-LVOC or BB-WBBA 45.0
structural concrete CG followed by min. 0.5-inch
ISOGARD HD
Min. 22 ga., type B, Min. 0.5-inch DensDeck Prime Optional min. 1.5-inch ISOGARD CG 1.5.0. Spray R, I.S.0. Stick, BB1-JBSA, BB2-JBSA,
SC-63. Grade 33 steel or or SECUROCK Gypsum-Fiber 3.1.1 1per4.0ft? | followed by min. 0.5-inch Tapered Twin Jet, Twin Jet Y or I.S.0. BB1-LVOC, BB2-LVOC or BB- -45.0*
structural concrete Roof Board ISOGARD CG Twin Pack WBBA
Min. 1.5-inch ISOGARD GL or
Min. 22 ga., type B, Min. 0.5-inch DensDeck, . 1.5.0. Spray R, 1.S.0. Stick,
SC-64. | Grade 33 steel or DensDeck Prime or SECUROCK | 3.1 | 1per2.0f | SOCARD CG followed bymin. 0.5- ) oo rvid ety or 150, | BBLBSA BB2-JBSA, BBI-LVOCor | ¢ o
. — inch Structodek High Density . BB2-LVOC
structural concrete Gypsum-Fiber Roof Board . ; Twin Pack
Fiberboard Roof Insulation
Min. 1.5-inch ISOGARD GL or
Min. 22 ga., type B, Min. 0.5-inch DensDeck, . 1.5.0. Spray R, 1.S.0. Stick,
SC-65. | Grade 33 steel or DensDeck Prime or SECUROCK | 3.1.1 | 1per2.0f | SOGARD CGfollowedby Min. 0.25- ) /o i ety or 150, | BB1BSA BB2-JBSA, BBI-LVOC, -45.0%
. — inch DensDeck Prime or SECUROCK . BB2-LVOC or BB-WBBA
structural concrete Gypsum-Fiber Roof Board . Twin Pack
Gypsum-Fiber Roof Board
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SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck MDP
Fastener Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(4.2.2) (3.1.2¢) (3.1.3)
Scos. | Oratessaicaer | Min15inchISOGARDGLOr |1 |y Lo o | SECURGEK oypaumiber Roof | Twinien Tuin et for.60, | BELBSA BB2UBSA BBLLVOC, | (o
: ISOGARD CG = per L. vp inSet, wir =% | BB2-LVOC or BB-WBBA :
structural concrete Board Twin Pack, 6-inch o.c.
Min. 22 ga., type B, . . Min. 0.5-inch DEXcell FA Glass Mat 1.5.0. Spray R, I.S.0. Stick,
SC-67. Grade 33 steel or Min. 1.5-inch ISOGARD GL or 3.1.1 1per 1.6 ft* | Roof Board or 7/16-inch DEXcell Twin Jet, Twin Jet Y or 1.5.0. BB1-LVOC, BB2-LVOC or BB -60.0
ISOGARD CG . . WBBA
structural concrete Cement Roof Board Twin Pack, 6-inch o.c.
Min. 22 ga., type B, . . . . 1.5.0. Spray R, I.S.0. Stick,
SC-68. Grade 33 steel or Min. 1.5-inch ISOGARD GL or 311 | 1per16fz | Min 7/16-inch DEXcell Cement Roof | o'y ot Twvin Jetvor 15.0. | BB2-JBSA 60.0
ISOGARD CG Board . .
structural concrete Twin Pack, 6-inch o.c.
s E'\’/(')'rl'('sizsztgzl";ype B | Min. 1.5-inch ISOGARD GL or 311 | 1oer1gfe | Min- 1.5-inch ISOGARD HD 1.5.0. Stick, Twin Jet or Twin | BB1-JBSA, BB2-JBSA, BB1-LVOC, 60,0
’ ISOGARD CG — P ' Composite JetY, 12-inch o.c. BB2-LVOC or BB-WBBA ’
structural concrete
70 5'\”(')":(5 izsztgzl";:’pe B | Min. 2-inch ISOGARD GL or 211 | 1oerigse | Min.0.25inch SECUROCK Gypsum- | 1.5.0. Stick, Twin Jetor Twin | BB1-JBSA, BB2-JBSA, BB1-LVOC, 75
’ ISOGARD CG — per L. Fiber Roof Board JetY, 6-inch o.c. BB2-LVOC or BB-WBBA ’
structural concrete
Min. 22 ga., type B, |\t 4 5 inch ISOGARD GL or Min. 1.5-inch ISOGARD GL or 1.5.0. Spray R or 1.5.0. Twin
_ . I o 2 . I b e . e . R -
SC-71. Grade 33 steel or ISOGARD CG 3.1.1 1perl.6ft ISOGARD CG pack BB-WBBA 67.5
structural concrete
Min. 22 ga., type B, . . . . .
Min. 1.5-inch ISOGARD GL or , | Min. 1.5-inch ISOGARD GL or 1.S.0. Spray R or I.5.0. Twin BB1-JBSA, BB2-JBSA, BB1-LVOC or
SC-72. Grade 33 steel or ISOGARD CG 3.1.1 1 per 1.6 ft ISOGARD CG pack BB2-LVOC -75.0
structural concrete
Min. 22 ga., type B, S 1.5.0. Spray R, 1.S.0. Stick, ) : )
SC-73. | Grade 33 steel or Min. 2-inch ISOGARD GL or 3.1 | 1per1.6ft | Min.0.5-inch ISOGARD HD Twin Jet, Twin Jet Y or 15.0. | CoLJBSA, BB2-IBSA, BBL-LVOCor | o) o
ISOGARD CG . . BB2-LVOC
structural concrete Twin Pack, 6-inch o.c.
ELEVATE PVC KEE APPLICATIONS:
Min. 22 ga., type B, . ) 1.5.0. Spray R, 1.S.0. Stick, -37.5%
SC-74. Grade 33 steel or Min. 2-inch ISOGARD GL or 3.1.1 | 1per4.0f | Min.0.5-inch ISOGARD HD Twin Jet, Twin Jet Y or 1.5.0. | BB1-LVOC (NO
ISOGARD CG .
structural concrete Twin Pack HVHZ)
Min. 22 ga., type B Optional min. 1.5-inch ISOGARD GL
) ’ ! Min. 1.5-inch ISOGARD GL or , | orISOGARD CG followed by min. "
SC-75. SGt:i(itteu‘a;:lscts:Icgte ISOGARD CG 3.1.1 1 per2.0ft 0.5-inch Tapered ISOGARD GL or 1.5.0. Spray R BB1-LVOC -45.0
ISOGARD CG
Min. 22 ga., type B, Optional min. 1.5-inch ISOGARD CG 1.5.0. Spray R, 1.S.0. Stick,
SC-76. Grade 33 steel or Min. 1.5-inch ISOGARD CG 3.1.1 1 per2.7 ft? | followed by min. 0.5-inch Tapered Twin Jet, Twin Jet Y or I.S.0. BB1-LVOC -45.0*
structural concrete ISOGARD CG Twin Pack
Min. 22 ga., type B, Optional min. 1.5-inch ISOGARD CG 1.5.0. Spray R, 1.S.0. Stick,
SC-77. Grade 33 steel or Min. 2-inch ISOGARD CG 3.1.1 1 per4.0ft2 | followed by min. 0.5-inch Tapered Twin Jet, Twin Jet Y or I.S.0. BB1-LVOC -45.0*
structural concrete ISOGARD CG Twin Pack
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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TABLE 10p: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck MDP
Fastener Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(4.2.2) (3.1.2¢) (3.1.3)
Min. 22 ga., type B, . . . . 1.5.0. Spray R, 1.S.0. Stick,
SC-78. | Grade 33 steel or Min. 2-inch ISOGARD GL or 311 | 1peraofe | M- 15inchISOGARD HD Twin Jet, Twin Jet Y or 15.0. | BB1-LVOC -45.0*
ISOGARD CG Composite .
structural concrete Twin Pack
Min. 22 ga., type B, . . . . 1.5.0. Spray R, 1.S.0. Stick,
SC-79. | Grade 33 steel or Min. 1.5-inch ISOGARD GL or 311 | 1per2.7fe | Min 1:5-inch ISOGARD HD Twin Jet, Twin Jet Y or 1.5.0. | BB1-LVOC -45.0*
ISOGARD CG — Composite .
structural concrete Twin Pack
Min. 22 ga., type B, . . .
Min. 1.5-inch ISOGARD GL or ) . . 1.5.0. Spray R, 1.5.0. Twin «
SC-80. Grade 33 steel or ISOGARD CG 3.1.1 1 per2.0ft Min. 0.5-inch ISOGARD HD pack or Twin Jet Y BB1-LVOC -45.0
structural concrete
Min. 22 ga., type B, . . . . .
SC-81. | Grade 33 steel or Min. 2-inch ISOGARD GL or 311 | 1per2.0ft | Min.0.5-inch ISOGARD HD 1:5.0. Stick, Twin JetorTwin | g, 1yoc -45.0*
ISOGARD CG JetyY
structural concrete
Min. 22 ga., type B, . ) 1.5.0. Spray R, 1.S.0. Stick,
SC-82. | Grade 33 steel or Min. Z1inch ISOGARD GL or 311 | 1per1.0ft® | Min.0.5-inch ISOGARD HD Twin Jet, Twin Jet Y or 15.0. | BB1-LVOC -45.0
ISOGARD CG .
structural concrete Twin Pack
Min. 0.25-inch DensDeck, DensDeck
Min. 22 ga., type B, ) ) Prime, DEXcell FA Glass Mat Roof 1.5.0. Spray R, 1.S.0. Stick,
SC-83. | Grade 33 steel or II\SAg]G.i.RSD”(]:g] ISOGARD GL or 311 | 1per2.0f | Board or SECUROCK Gypsum-Fiber | Twin Jet, TwinJetYor1.5.0. | BB1-LVOC -45.0*
structural concrete Roof Board or 7/16-inch DEXcell Twin Pack
Cement Roof Board
Min. 22 ga., type B Optional min. 1.5-inch ISOGARD GL
: v ’ Min. 1.5-inch ISOGARD GL or , | ormin. 0.5-inch Tapered ISOGARD . "
SC-84. iitrri(i:us;zlsctsslcferte ISOGARD CG 3.1.1 1 per 2.0 ft GL followed by min. 0.5-inch 1.5.0. Spray R or Twin Jet Y BB1-LVOC -45.0
ISOGARD HD
Min. 22 ga., type B, Min. 0.5-inch DensDeck Prime Optional min. 1.5-inch ISOGARD CG 1.5.0. Spray R, I.S.0. Stick,
SC-85. Grade 33 steel or or SECUROCK Gypsum-Fiber 3.1.1 1per4.0ft? | followed by min. 0.5-inch Tapered Twin Jet, Twin Jet Y or I.S.0. BB1-LVOC -45.0*
structural concrete Roof Board ISOGARD CG Twin Pack
Min. 22 ga., type B, Min. 0.5-inch DensDeck, :\S/I(I';]G./i.F{SI;ECthEI(IDOGVVZF:ijGI;:i; 05- 1.5.0. Spray R, I.S.0. Stick,
SC-86. Grade 33 steel or DensDeck Prime or SECUROCK 3.1.1 1per2.0ft? | . . v o Twin Jet, Twin JetY or I.S.0. BB1-LVOC -45.0*
. — inch Structodek High Density .
structural concrete Gypsum-Fiber Roof Board . ; Twin Pack
Fiberboard Roof Insulation
Min. 22 ga., type B, Min. 0.5-inch DensDeck, :\S/IgG.AI:I;E(:thEIIOcSVAeF::IDbGl;\/IOi:\ 0.25- 1.5.0. Spray R, I.S.0. Stick,
SC-87. Grade 33 steel or DensDeck Prime or SECUROCK 3.11 1per2.0ft? | . R Y “ Twin Jet, Twin Jet Y or I.S.0. BB1-LVOC -45.0*
. — inch DensDeck Prime or SECUROCK .
structural concrete Gypsum-Fiber Roof Board . Twin Pack
Gypsum-Fiber Roof Board
Min. 22 ga., type B, . . Min. 0.5-inch DensDeck Prime or 1.5.0. Spray R, I.S.0. Stick,
sC-88. | Grade 33 steel or Min. 1.5-inch ISOGARD GL or 3.1 | 1per1.6ft2 | SECUROCK Gypsum-Fiber Roof Twin Jet, Twin Jet Yor 1.5.0. | BB1-LVOC -60.0
ISOGARD CG . .
structural concrete Board Twin Pack, 6-inch o.c.
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TABLE 10p: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

ISO/IEC 17065

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

PCA-145

Base Insulation Layer

Top Insulation Layer

System Deck MDP
Y Fastener Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(4.2.2) (3.1.2¢) (3.1.3)
Min. 22 ga., type B, . . Min. 0.5-inch DEXcell FA Glass Mat 1.5.0. Spray R, I.S.0. Stick,
SC-89. Grade 33 steel or Min. 1.5-inch ISOGARD GL or 3.1.1 | 1per1.6f2 | Roof Board or 7/16-inch DEXcell Twin Jet, Twin Jet Y or 1.5.0. | BB1-LVOC -60.0
ISOGARD CG . .
structural concrete Cement Roof Board Twin Pack, 6-inch o.c.
Min. 22 ga., type B, . . . . . . .
Min. 1.5-inch ISOGARD GL or Min. 1.5-inch ISOGARD HD 1.S.0. Stick, Twin Jet or Twin
-90. ksi | 1. .8 ft? ! - -60.
SC-90 50 ksi steel or ISOGARD CG 3.11 1 per 1.8 ft Composite JetY, 12-inch o.c. BB1-LVOC 60.0
structural concrete
Min. 22 ga., type B, |\ 5 inch ISOGARD GL or Min. 0.25-inch SECUROCK Gypsum- | 1.5.0. Stick, Twin Jet or Twin
¥ . . L P L U.4O- - 2.0, ) _ _
SC-91. 50 ksi steel or ISOGARD CG 3.1.1 1 per1.8ft Fiber Roof Board JetY, 6-inch o.c. BB1-LVOC 67.5
structural concrete
Min. 22 ga., type B, |\ 4 5 inch ISOGARD GL or Min. 1.5-inch ISOGARD GL or 1.5.0. Spray R or 1.5.0. Twin
o | N 2 ) s,
SC-92 Grade 33 steel or ISOGARD CG 3.11 1 per 1.6 ft ISOGARD CG Pack BB1-LVOC 75.0
structural concrete
Min. 22 ga., type B, . . 1.5.0. Spray R, I.S.0. Stick,
SC-93. Grade 33 steel or Min. 2-inch ISOGARD GL or 3.1.1 | 1per1.6f | Min.0.5-inch ISOGARD HD Twin Jet, Twin Jet Y or 1.5.0. | BB1-LVOC 825
ISOGARD CG . .
structural concrete Twin Pack, 6-inch o.c.
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (FULL BOND):
- - PP
ccon | o 2283, WPEB | \Min. 1.5-inch ISOGARD GL or 211 | 1oera7fe | Min. 15inch ISOGARD GL or L5015 j:'lcg o, | XR-T(SPATTER) or XR1-WBBA or 33‘3
’ ISOGARD CG — P ' ISOGARD CG . ! T XR2-WBBA (
structural concrete Twin Pack HVHZ)
i 1 _ *
o5 g"r':d :gfas't'et;p:f’ Min. 2-inch ISOGARD GL or 311 | 10eranfe | Min- 15inch ISOGARD GL or 'Tiwa JZT";“’NT;‘ 'J:tc:,s:'fg o, | XR-T(SPATTER) or XR1-WBBA or 3;3
’ ISOGARD CG — P ' ISOGARD CG . ! e XR2-WBBA (
structural concrete Twin Pack HVHZ)
Optional additional layer(s) base
. insulation followed by min. 0.5-inch .
ccos | o 2283, WPEB | \in. 1.5inch 1SOGARD GL or 211 | 1oeraqse | DensDeckPrime, DEXcell FA Glass | >0 SPravh L5.0. j:'lcg o, | XR-T(SPATTER) or XR1-WBBA or '3N7'5
’ structural concrete ISOGARD CG — per 2. Mat Roof Board or SECUROCK Twin Paék T XR2-WBBA H(VI-?Z)
Gypsum-Fiber Roof Board or 7/16-
inch DEXcell Cement Roof Board
Min. 22 ga., type B, Min. 0.5-inch DensDeck, . . 1.5.0. Spray R, 1.S.0. Stick,
SC-97. | Grade 33 steel or DensDeck Prime or SECUROCK 311 | 1per2.0fe | Min-1:5-inchISOGARD GL or Twin Jet, Twin Jet Yor 1.5.0. | XR-TJ (SPATTER) -45.0*
. ISOGARD CG .
structural concrete Gypsum-Fiber Roof Board Twin Pack
Min. 22 ga., type B, | Min. 0.5-inch DensDeck, :\;'g‘éis[;"ézhf':ﬁewgt)beﬁg o5 | 150-SprayR,15.0. Stick, XR2-ISOSR, XR-TJ or XR2-XRSMA
SC-98. Grade 33 steel or DensDeck Prime or SECUROCK 3.1.1 1per2.0ft? | . . v min. 9. Twin Jet, Twin Jet Y or I.S.0. in ribbons 4-inch o.c. or XR-TJ -45.0*
) inch Structodek High Density )
structural concrete Gypsum-Fiber Roof Board . A Twin Pack (SPATTER)
Fiberboard Roof Insulation
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ISO/IEC 17065

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

PCA-145

Base Insulation Layer Top Insulation Layer
System Deck MDP
Fastener Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type jpsf[
(4.2.2) (3.1.2¢) (3.1.3)
Min. 1.5-inch ISOGARD GL or
Min. 22 ga., type B, Min. 0.5-inch DensDeck, ISOGARD CG followed by min. 0.25- 1.5.0. Spray R, I.S.0. Stick,
SC-99. Grade 33 steel or DensDeck Prime or SECUROCK 3.1.1 1 per2.0ft? | inch DensDeck Prime or SECUROCK Twin Jet, Twin Jet Y or |.S.0. iEzTi/\(/éF;AATTER) or XR1-WBBA or -45.0*
structural concrete Gypsum-Fiber Roof Board Gypsum-Fiber Roof Board or min. Twin Pack
19/32-inch plywood
XR1-ISOSR, XR2-ISOSR, XR-TJ,
Min. 22 ga., type B, Min. 0.5-inch DensDeck, Min. 1.5-inch ISOGARD GL or 1.5.0. Spray R, 1.S.0. Stick, XR1-XRSMA or XR2-XRSMA in
SC-100. Grade 33 steel or DensDeck Prime or SECUROCK 3.1.1 1 per2.0ft? | ISOGARD CG followed by min. 0.5- Twin Jet, Twin Jet Y or I.S.0. ribbons 4-inch o.c. or XR-TJ -45.0*
structural concrete Gypsum-Fiber Roof Board inch ISOGARD HD Twin Pack (SPATTER) or XR1-WBBA or XR2-
WBBA
101 z\sﬂ::&jzagzezpjr& Min. 2.25-inch ISOGARD GL or 511 | 1oeraose | Min: L5-inch ISOGARD GLor ITa/S\ ;‘;r%ﬁ 'J:t?/j:'lcg o | XRTI(SPATTER) or xR1-WBBAOF | o
’ RESISTAISOGARD CG — P ' ISOGARD CG . ! R XR2-WBBA ’
structural concrete Twin Pack
Min. 22 ga., type B, N Min. Liinch ISOGARD GL or ISOGARD | | ¢ 5 5y ,1.5.0. stick, XR2-ISOSR, XR-TJ or XR2-XRSMA
Min. 1.5-inch ISOGARD GL or CG followed by min. 0.5-inch . A L R
SC-102. Grade 33 steel or 3.1.1 1 per 2.0 ft2 . P Twin Jet, Twin Jet Y or |.S.0. in ribbons 4-inch o.c. or XR-TJ -45.0*
ISOGARD CG Structodek High Density Fiberboard .
structural concrete . Twin Pack (SPATTER)
Roof Insulation
. Min. 1-inch ISOGARD GL or ISOGARD .
103 g/'r':d jéagas‘t'etglp;& Min. 1.5-inch ISOGARD GL or 211 | 1oerao0e | €6 followed by min. 0.25-inch 'Tjw?] ;‘t"%?r“ IJ:t?/S:IrE o | XRTI(SPATTER) or xR1-WBBAOF | o
’ ISOGARD CG — P ' DensDeck Prime or SECUROCK . ! R XR2-WBBA ’
structural concrete . Twin Pack
Gypsum-Fiber Roof Board
Min. 1-inch ISOGARD GL or ISOGARD
Min. 22 ga., type B, . . CG followed by min. 0.25-inch 1.5.0. Spray R, I.S.0. Stick,
SC-104. | Grade 33 steel or :\:géisolgc(? ISOGARD GL or 3.1 | 1per2.0ft? | DEXcell FA Glass Mat Roof Board or | Twin Jet, Twin Jet Y or I.S.0. iEZT_wZPBfTER) OrXR1-WBBAOr | 45 o«
structural concrete 7/16-inch DEXcell Cement Roof Twin Pack
Board
XR1-ISOSR, XR2-ISOSR, XR-T},
Min. 22 ga., type B, Min. 1.5-inch ISOGARD GL or Optional min. 1-inch ISOGARD GL or 1.5.0. Spray R, I.S.0. Stick, XR1-XRSMA or XR2-XRSMA in
SC-105. Grade 33 steel or ISO(.EA.RD G 3.1.1 1 per2.0ft2 | ISOGARD CG followed by min. 0.5- Twin Jet, Twin Jet Y or I.S.0. ribbons 4-inch o.c. or XR-TJ -45.0*
structural concrete inch ISOGARD HD Twin Pack (SPATTER) or XR1-WBBA or
ISOGARD CG
Min. 22 ga., type B, . . Min. 0.5-inch DensDeck Prime or 1.5.0. Spray R, I.S.0. Stick,
SC-106. | Grade 33 steel or Min. 1.5-inch ISOGARD GL or 3.1 | 1perl.6ft2 | SECUROCK Gypsum-Fiber Roof Twin Jet, Twin Jet Y or 15.0. | <1 (SPATTER) or XR1-WBBAor | ¢
ISOGARD CG . . XR2-WBBA
structural concrete Board Twin Pack, 6-inch o.c.
Min. 22 ga., type B, . . Min. 0.5-inch DEXcell FA Glass Mat 1.5.0. Spray R, 1.S.0. Stick,
SC-107. Grade 33 steel or Min. 1.5-inch ISOGARD GL or 3.1.1 1 per 1.6 ft> | Roof Board or 7/16-inch DEXcell Twin Jet, Twin Jet Y or I.S.0. XR-TJ (SPATTER) or XR1-WBBA or -60.0
ISOGARD CG I . . XR2-WBBA
structural concrete Cement Roof Board Twin Pack, 6-inch o.c.
Min. 22 ga., type B, . S 1.5.0. Spray R, 1.S.0. Stick,
SC-108. | Grade 33 steel or Min. 2-inch ISOGARD GL or 311 | 1per1gfz | Min-1inchISOGARD GLorISOGARD | 1 iyt Tivin Jet Y or 15.0. | XR1-WBBA or XR2-WBBA 67.5
ISOGARD CG CG . .
structural concrete Twin Pack, 6-inch o.c.
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TABLE 10p: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck MDP
Fastener Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(4.2.2) (3.1.2¢) (3.1.3)
Min. 22 ga., type B, . . . . . 1.5.0. Spray R, 1.S.0. Stick,
SC-109. Grade 33 steel or Min. 2-inch ISOGARD GL or 3.1.1 1 per 1.6 ft? Min. 0.5-inch DensDeck Prime or Twin Jet, Twin Jet Y or I.S.0. XR1-WBBA or XR2-WBBA -67.5
ISOGARD CG — ISOGARD HD . .
structural concrete Twin Pack, 6-inch o.c.
Min. 22 ga., type B, . ) Min. 0.5-inch DEXcell FA Glass Mat 1.5.0. Spray R, I.S.0. Stick,
SC-110. | Grade 33 steel or Min. 2-inch ISOGARD GL or 3.1.1 | 1per1.6ft | Roof Board or 7/16-inch DEXcell Twin Jet, Twin Jet Yor 1.5.0. | XR1-WBBA or XR2-WBBA 67.5
ISOGARD CG ; ;
structural concrete Cement Roof Board Twin Pack, 6-inch o.c.
Min. 22 ga., type B, . . . . 1.5.0. Spray R, I.S.0. Stick,
SC-111. | Grade 33 steel or Min. Z1inch ISOGARD GL or 301 | 1pertefe | VN 1nchISOGARD GLOTISOGARD | 3.y jot Twin Jet Y or 15.0. | XR-TJ (SPATTER) -82.5
ISOGARD CG CG . .
structural concrete Twin Pack, 6-inch o.c.
Min. 22 ga., type B, Lo 1.5.0. Spray R, 1.S.0. Stick,
SC-112. | Grade 33 steel or Min. 2-inch ISOGARD GL or 3.1 | 1per1.6ft2 | Min.0.5-inch ISOGARD HD Twin Jet, Twin Jet Yor 1.5.0. | XR-TJ (SPATTER) 825
ISOGARD CG ; ;
structural concrete Twin Pack, 6-inch o.c.
Min. 22 ga., type B, . ) Min. 0.5-inch DensDeck Prime or .
SC-113. | Grade 33 steel or Min. Z1inch ISOGARD GL or 311 | 1per1.0ft? | 7/16-inch DEXcell Cement Roof 1:>:0. Spray R, Twin Jet or XR-TJ (SPATTER) -82.5
ISOGARD CG Twin JetY
structural concrete Board
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (PARTIAL BOND):
Min. 22 ga., type B, e e 1.5.0. Spray R, 1.5.0. Stick, XR1-ISOSR, XR2-ISOSR, XR-TJ, -30.0*
SC-114. | Grade 33 steel or :\:géisolgc(? ISOGARD GL or 3.1 | 1per2.7f rgéisolgzh ISOGARD GL or Twin Jet, Twin Jet Yor 1.5.0. | XR1-XRSMA or XR2-XRSMA in (NO
structural concrete Twin Pack ribbons 12-inch o.c. HVHZ)
Min. 22 ga., type B, S . r 1.5.0. Spray R, I.S.0. Stick, XR1-ISOSR, XR2-ISOSR, XR-TJ, -37.5%
SC-115. | Grade 33 steel or Min. 2-inch ISOGARD GL or 311 | 1peraofe | Min 1.5-inch ISOGARD GL or Twin Jet, Twin Jet Y or 1.5.0. | XR1-XRSMA or XR2-XRSMA in (NO
ISOGARD CG ISOGARD CG . . .
structural concrete Twin Pack ribbons 12-inch o.c. HVHZ)
Optional additional layer(s) base
Min. 22 ga., type B, . . insulation followed by min. 0.5-inch 1.5.0. Spray R, 1.S.0. Stick, -37.5
SC-116. | Grade 40 steel or :\;'g’éiiD'gg' ISOGARD GL or 3.1.1 | 1per2.7ft | DensDeck Prime, DEXcell FA Glass Twin Jet, Twin Jet Y or 1.5.0. ﬁ}erithOO::’l)z(:Eh% >C(R1 XRSMA (NO
structural concrete Mat Roof Board or SECUROCK Twin Pack - HVHZ)
Gypsum-Fiber Roof Board
. Optional additional layer(s) base .
11y Z'r':d :igas;c'ezp;& Min. 1.5-inch ISOGARD GL or 211 | 1oeragse | insulation followed by min. 0.5-inch 'ijﬁ JZFt’raT‘\'N?I; 'J:t?(j:'lc: o, | XR2-ISOSRor XR2-XRSMA in '3'365
’ ISOGARD CG == per 2. DensDeck Prime or SECUROCK ) ! o ribbons 12-inch o.c. (
structural concrete . Twin Pack HVHZ)
Gypsum-Fiber Roof Board
Min. 22 ga., type B, ) . Optional additional layer(s) base 1.5.0. Spray R, 1.S.0. Stick, -37.5
SC-118. Grade 40 steel or :\S/IgGi:D”(chh ISOGARD GL or 3.1.1 1 per2.7 ft? | insulation followed by 7/16-inch Twin Jet, Twin Jet Y or .S.O. XR1-XRSMA (RIBBONS, 12” o.c.) (NO
structural concrete DEXcell Cement Roof Board Twin Pack HVHZ)
Min. 22 ga., type B, Min. 0.5—|nch. DensDeck, Min. 1.5-inch ISOGARD GL or I.S.p. Spray B, 1.5.0. Stick, XR1-ISOSR, XR2-ISOSR, XR-T.J,
SC-119. Grade 33 steel or DensDeck Prime or SECUROCK 3.1.1 1 per 2.0 ft? Twin Jet, Twin Jet Y or I.S.0. XR1-XRSMA or XR2-XRSMA in -45.0*
. — ISOGARD CG . . .
structural concrete Gypsum-Fiber Roof Board Twin Pack ribbons 12-inch o.c.
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ISO/IEC 17065

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

PCA-145

Base Insulation Layer Top Insulation Layer
System Deck MDP
Fastener Attach Attach Roof Cover (3.1.4)
No. (a.1.2) Type Type (psf)
(4.2.2) (3.1.2¢) (3.1.3)
Min. 22 ga., type B, | Min. 0.5-inch DensDeck, :\:géi;;g?ffﬁfwzzobc.;ﬁ; 05 | 150-SprayR,15.0. Stick, XR1-ISOSR, XR2-ISOSR, XR-TJ,
SC-120. Grade 33 steel or DensDeck Prime or SECUROCK 3.1.1 lper2.0ft? | . . v min. 5. Twin Jet, Twin Jet Y or 1.5.0. XR1-XRSMA or XR2-XRSMA in -45.0*
. inch Structodek High Density . . X
structural concrete Gypsum-Fiber Roof Board . R Twin Pack ribbons 12-inch o.c.
Fiberboard Roof Insulation
Min. 1.5-inch ISOGARD GL or
Min. 22 ga., type B, Min. 0.5-inch DensDeck, ISOGARD CG followed by min. 0.25- 1.5.0. Spray R, I.S.0. Stick, XR1-ISOSR, XR2-ISOSR, XR-TJ,
SC-121. Grade 33 steel or DensDeck Prime or SECUROCK 3.1.1 1 per2.0ft? | inch DensDeck Prime or SECUROCK Twin Jet, Twin Jet Y or I.S.0. XR1-XRSMA or XR2-XRSMA in -45.0*
structural concrete Gypsum-Fiber Roof Board Gypsum-Fiber Roof Board or min. Twin Pack ribbons 12-inch o.c.
19/32-inch plywood
Min. 22 ga., type B, . . . P 1.5.0. Spray R, I.S.0. Stick, XR1-ISOSR, XR2-ISOSR, XR-TJ,
$C-122. | Grade 33 steel or Min. 2.25-Inch ISOGARD GLor | 5 1 1 | 4 oy g gy | Min- 1.5-inch ISOGARD GL or Twin Jet, Twin Jet Y or 1.5.0. | XR1-XRSMA or XR2-XRSMA in -45.0*
ISOGARD CG ISOGARD CG . . .
structural concrete Twin Pack ribbons 12-inch o.c.
Min. 22 ga., type B, | |\l oo o gﬂé"folll;nwc: dlio?np;rF:DoGsL-ic:\ rc'hSOGARD 1.5.0. Spray R, 1.5.0. Stick, XR1-ISOSR, XR2-ISOSR, XR-TJ,
SC-123. Grade 33 steel or o 3.1.1 1per2.0ft? oy min. .>n Twin Jet, Twin Jet Y or 1.S.0. XR1-XRSMA or XR2-XRSMA in -45.0%
ISOGARD CG Structodek High Density Fiberboard . R X
structural concrete ) Twin Pack ribbons 12-inch o.c.
Roof Insulation
Min.22 ga, type B, | |\l cooon gﬂé”folllénwc: d'iofnpi‘:DOGZL;_’i:csr? GARD 1| 5.0. spray R, 1.5.0. Stick, XR1-ISOSR, XR2-ISOSR, XR-T,
SC-124. Grade 33 steel or o 3.1.1 1 per 2.0 ft? . v s Twin Jet, Twin Jet Y or I.S.0. XR1-XRSMA or XR2-XRSMA in -45.0*
ISOGARD CG I DensDeck Prime or SECUROCK . . .
structural concrete A Twin Pack ribbons 12-inch o.c.
Gypsum-Fiber Roof Board
Min. 22 ga., type B, . . Min. 1-inch ISOGARD GL or ISOGARD | 1.S.0. Spray R, 1.5.0. Stick,
SC-125. Grade 33 steel or II\SAg]Gﬁl\RSD”(]Zg] ISOGARD GL or 3.1.1 1per2.0ft? | CG followed by min. 0.25-inch Twin Jet, Twin Jet Y or I.S.0. ﬁlRtEllbIS(?:sRll)Z(f{lr;chhoor )éRl XRSMA -45.0*
structural concrete DEXcell FA Glass Mat Roof Board Twin Pack o
Min. 22 ga., type B, . . Min. 1-inch ISOGARD GL or ISOGARD | I.S.0. Spray R, 1.S.0. Stick,
SC-126. | Grade 33 steel or Min. 1.5-inch ISOGARD GL or 311 | 1per2.0ft | CGfollowed by 7/16-inch DEXcell | Twin Jet, Twin Jet Y or 1.5.0. | XR1-XRSMA (RIBBONS, 12" 0.c.) | -45.0*
ISOGARD CG .
structural concrete Cement Roof Board Twin Pack
Min. 22 ga., type B, Min. 1.5-inch ISOGARD GL or Min. 0.5-inch DensDeck Prime or 1.5.0. Spray R, 1.S.0. Stick, XR1-ISOSR, XR2-ISOSR, XR-TJ,
SC-127. Grade 33 steel or o 311 1per1.6ft? | SECUROCK Gypsum-Fiber Roof Twin Jet, Twin Jet Y or 1.S.0. XR1-XRSMA or XR2-XRSMA in -60.0
ISOGARD CG . . . K
structural concrete Board Twin Pack, 6-inch o.c. ribbons 6-inch o.c.
Min. 22 ga, type B, | \ v 1 5 inch ISOGARD GLor Min. 0.5-inch DEXcell FA Glass Mat | >0 SPray R, 15.0. Stick, XR1-ISOSR, XR-TJ or XR1-XRSMA
SC-128. Grade 33 steel or 3.11 1 per 1.6 ft? Twin Jet, Twin Jet Y or I.S.0. o R -60.0
ISOGARD CG — Roof Board . ) in ribbons 6-inch o.c.
structural concrete Twin Pack, 6-inch o.c.
Min. 22 ga., type B, . r r 1.5.0. Spray R, 1.S.0. Stick,
5129, | Grade33steelor | M- LSINChISOGARDGLor | 5y ;| g o o | 7/26-inch DEXcell Cement Roof Twin Jet, Twin Jet Y or1.5.0. | XR1-XRSMA (RIBBONS, 6” o.c.) -60.0
ISOGARD CG Board . .
structural concrete Twin Pack, 6-inch o.c.
Min. 22 ga., type B, S S 1.5.0. Spray R, I.S.0. Stick, XR1-ISOSR, XR2-ISOSR, XR-TJ,
SC-130. | Grade 33 steel or Min. 2-inch ISOGARD GL or 311 | 1per1gfz | Min-1inchISOGARD GLorISOGARD | 1 iyt Tivin Jet Y or 15.0. | XR1-XRSMA or XR2-XRSMA in 825
ISOGARD CG CG . . . K
structural concrete Twin Pack, 6-inch o.c. ribbons 6-inch o.c.
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TABLE 10p: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck MDP
Fastener Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(4.2.2) (3.1.2¢) (3.1.3)
Min. 22 ga., type B, . . 1.5.0. Spray R, I.S.0. Stick, XR1-ISOSR, XR2-ISOSR, XR-TJ,
SC-131. | Grade 33 steel or Min. 2-inch ISOGARD GL or 3.1.1 | 1per1.6f2 | Min.0.5-inch ISOGARD HD Twin Jet, Twin Jet Yor 1.5.0. | XR1-XRSMA or XR2-XRSMA in 825
ISOGARD CG . . . K
structural concrete Twin Pack, 6-inch o.c. ribbons 6-inch o.c.

TABLE 10e: STEEL DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF)

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED MULTI-PLY ROOF COVER

Base Insulation Layer Top Insulation Layer Roof Cover (3.1.4)
System Deck Fast e p— MDP
No. (4.1.2) T S ener ac T ac Base Pl PI PI (psf)
U (4.2.2) (3.1.2) ype 3.13) ase Ply y Cap Ply
ELEVATE PVC KEE XRT APPLICATIONS:
Min. 22 ga., Type B, Min. 1.5-inch ISOGARD GL or ) Min. 0.25-inch SECUROCK Gypsum- «
SC-132. Grade 40 steel ISOGARD CG 311 Lper4ft Fiber Roof Board or DensDeck Prime Hot asphalt SBS-AA None XR-HA 450
Min. 22 ga., Type B, | Min. 1.5-inch ISOGARD GL or Min. 0.25-inch SECUROCK Gypsum- | VinJet¥
133 22ga, : 1 2 " | (riBBON - - -45.0*
SC-133 Grade 40 steel ISOGARD CG 311 Lper4ft Fiber Roof Board or DensDeck Prime (SPAT'I(')ER)or SBS-AA None XR-HA 450

TABLE 10r: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION, BONDED ROOF COVER

THERMAL BARRIER BASE INSULATION LAYER ToP INSULATION LAYER(S)
DECK VAPOR OR AIR MDP
SYsTEM No. FASTEN ATTACH ADHESIVE ADHESIVE Roof Cover (3.1.4)
(4.1.2) TYPE BARRIER PrRODUCT PrRODUCT PSF
(4.2.2) (3.1.2¢) (3.1.3) (3.1.3)
ELEVATE PVC OR MAX PVC APPLICATIONS:
. Min. 0.625-inch 1.5.0. Twin 1.5.0. Twin
Min. 22 ga., V-Force FR or |One or more layer(s), Min. 2-inch . . BB1-JBSA, BB2-JBSA, -37.5
SC-134.  |Type B, ZECLSTn?_CFfber 3.1.1 21(‘;:2 V-Force P, self- |Elevate ISOGARD GL, Elevate :a:: °|; "g'_'o' g’“":ﬁr‘: _'Eicbhefii%?gg:r § :a:: °F: "g'_'o' BB1-LVOC, BB2-LVOCor | (NO
Grade 40 steel | " : adhering ISOGARD CG >pray i vp >pray i, BB-WBBA HVHZ)
Roof Board inch o.c. inch o.c.
. Min. 0.625-inch 1.5.0. Twin 1.5.0. Twin
Min. 22 ga. - in. 2-i -37.
- 22832 |sEcuROCK 1per |VForceFRor Oneormorelayer(s), Min. 2-inch |- ') ¢ 5 |\in. 7/16-inch DEXcell Pack or .5.0. |BB2-JBSA, BB1-LVOC, 375
SCA35. | TypeB, Gypsum-Fiber | =L | pofe |V ForeePself|Flevate SOGARD GL, Elevate SprayR,6- |Cement Roof Board SprayR,6-  [BB2-LVOCorBB-wBBA | (O
Grade 40 steel | 7P : adhering ISOGARD CG >pray &, >pray &, HVHZ)
Roof Board inch o.c. inch o.c.
. Min. 0.625-inch 1.5.0. Twin 1.5.0. Twin
Min. 22 ga. - in. 2-i -37.
- 22832 \sEcuROCK 1per |VForceFRor Oneormore layer(s), Min. 2-inch 1o ') < 5 |Min. 0.5-inch Elevate Pack or .5.0. |BB1-JBSA, BB1-LVOC, 375
SC-136. Type B, Gvpsum-Fiber 311 20 V-Force P, self- |Elevate ISOGARD GL, Elevate Sorav R, 6 ISOGARD HD Sorav R, 6- BB2-LVOC or BB-WBBA (NO
Grade 40 steel | 7P : adhering ISOGARD CG >pray i, >pray &, HVHZ)
Roof Board inch o.c. inch o.c.
. Min. 0.625-inch
Min. 22 ga. in. 2-i ) ] 37,
m-“283Ispcurock lper |V-Forcefr, ~|Oneormorelaver(s) Min. 2-nch ooty \Min, 0.5.inch SECUROCK  [Twinlety  |BLIBSA, BB2JBSA, 373
SC-137. Type B, Gypsum-Fiber 311 2.0ft2 [self-adherin Elevate ISOGARD GL, Elevate (SPATTER) Gypsum-Fiber Roof Board  [(SPATTER) BB1-LVOC, BB2-LVOC or (NO
Grade 40 steel | 7P : € |IsoGARD cG P BB-WBBA HVHZ)
Roof Board
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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TABLE 10r: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

ISO/IEC 17065

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION, BONDED ROOF COVER

ACCREDITED
Prhel Ceifclin

PCA-145

THERMAL BARRIER BASE INSULATION LAYER TOP INSULATION LAYER(S)
SysTEM No pEck F A VAPOR OR AR Al Al Roof Cover (3.1.4 MoP
. ASTEN TTACH DHESIVE DHESIVE (3.1.4)
4.1.2 TypE BARRIER PRODUCT PRODUCT PSF
(8.1.2) (4.2.2) (3.1.2¢) (3.1.3) (3.1.3)
Min. 0.5-inch
Min. 22 ga DensDeck Prime V-Force S8 0.25-inch DensDeck Prime BB1-JBSA, BB2-JBSA
SC-138.  |TypeB, Grade |orSECUROCK | 3.1 | LPer20 |Primer V- |Min. 1.5-inch ISOGARD Gl or 1.5.0. Spray R |or SECUROCK Gypsum-Fiber [1.5.0. Spray R |BB1-LVOC, BB2-LVOCor | -45.0
; ft2 Force, self- ISOGARD CG
33 steel Gypsum-Fiber Roof Board BB-WBBA
adhered
Roof Board
Min. 0.25-inch
Min. 22 ga., a?:sgicfntL Loer 40 grrrg:reSB One or more lavers min. 1.5.inch |5:0-Stick,  |(Optional) Min. 0.5-inch  [15.0. Stick, ~(BB1-JBSA, BB2-JBSA,
SC-139.  |typeB, Grade |Tn7 7Y 3.1.1 pftz o I OGARD oL oryISOGARb o TwinJetor  |Tapered ISOGARD GLor  |TwinJetor  |BB1-LVOC, BB2-LVOCor | -45.0*
33 steel X ! Twin JetY ISOGARD CG Twin Jet Y BB-WBBA
Gypsum-Fiber adhered
Roof Board
Min. 0.25-inch
. DensDeck or V-Force SB One or more layers min. 1.5-inch . . . .
sc.140 - 22824 |min. 0 5-inch L1, | 1perao |Primer; V- [ISOGARD GLor ISOGARD CG, optional | > Jztt'ifr il g'esr;'sr;:thig::Jg:sjk e Jitt'ﬂ(r BB1-JBSA, BB2-JBSA, 4s0*
: 3épste<,=.l SECUROCK — ft? Force, self- min. 0.5-inch Tapered ISOGARD GL or Twin Jet Y Rogof Insula:;on Twin Jet Y BB1-LVOC or BB2-LVOC '
Gypsum-Fiber adhered ISOGARD CG
Roof Board
gﬂel::sg;azci-:rch V-Force SB One or more layers min. 1.5-inch Min. 0.25-inch DensDeck
Min. 22 ga., R . . v - . 1.S.0. Stick, Prime or SECUROCK 1.5.0. Stick, BB1-JBSA, BB2-JBSA,
min. 0.5-inch 1per4.0 |Primer; V- ISOGARD GL or ISOGARD CG, optional |~ . .
SC-141. type B, Grade 3.1.1 ) . Twin Jet or Gypsum-Fiber Roof Board, |Twin Jet or BB1-LVOC, BB2-LVOC or | -45.0*
SECUROCK — ft? Force, self- min. 0.5-inch Tapered ISOGARD GL or . . X .
33 steel X Twin Jet Y min. 0.5-inch ISOGARD HD |Twin JetY BB-WBBA
Gypsum-Fiber adhered ISOGARD CG; or min. 19/32-inch plywood
Roof Board ' ply
Min. 0.5-inch V-Force SB
Min. 22 ga., DensDeck Prime . . . . 1.S.0. Stick, Min. 0.25-inch DensDeck 1.S.0. Stick, BB1-JBSA, BB2-JBSA,
SC-142.  |TypeB, Grade |orSECUROCK | 3.1 | * pftrzz‘o :'rr::r's;f_ rgéisolgzh ISOGARD GL or TwinJetor  |Prime or SECUROCK TwinJetor  |BB1-LVOC, BB2-LVOCor | -45.0
33 steel Gypsum-Fiber ! Twin Jet Y Gypsum-Fiber Roof Board |Twin JetY BB-WBBA
adhered
Roof Board
Min. 0.5-inch
Min. 22 ga DensDeck Prime V-Force SB Min. 0.25-inch DensDeck BB1-JBSA, BB2-JBSA
SC-143.  |TypeB, Grade |or SECUROCK 311 | 1Per20 \Primer; V- Min. 1.5-inch ISOGARD GL or LS.0.Twin- 15 e or SECUROCK 1S.0.Twin | ge1 1voC, BB2-LVOC or | -45.0
. ft2 Force, self- ISOGARD CG Pack . Pack
33 steel Gypsum-Fiber Gypsum-Fiber Roof Board BB-WBBA
adhered
Roof Board
. Min. 0.625-inch 1.5.0. Twin 1.5.0. Twin
Min. 22 ga., One or more layer(s), Min. 2-inch . . BB1-JBSA, BB2-JBSA,
sC-144.  |TypeB, SeUROCK | 3aa 11 ol oree > el |Elevate ISOGARD GL, Elevate :a:: ol i 9.5 _'Eicbhefii%?gg:r ’ :a:: o >0 ls1.LvoC, BB2-LVOCor | 750
Grade 40 steel |- " : & ISOGARD CG >pray |, VP >Pray i, BB-WBBA
Roof Board inch o.c. inch o.c.
. Min. 0.625-inch 1.S.0. Twin 1.S.0. Twin
Min. 22 ga., in. 2-i
145, |Tvens 7 |SECUROCK s1q | lper |v-ForceP,self E:sa‘irerlns‘gg ;{ysréi)' I?I/I(;Catze MM pack or 15.0. |Min. 7/16-inch DEXcell  |Pack or 1.5.0. |BB2-JBSA, BB1-LVOC, 50
’ ype b, Gypsum-Fiber B 1.0ft2 |adhering ! Spray R, 6- Cement Roof Board Spray R, 6- BB2-LVOC or BB-WBBA ’
Grade 40 steel ISOGARD CG . ,
Roof Board inch o.c. inch o.c.
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https://www.iasonline.org/?post_type=ias_certificate&orderby=org&order=ASC&s=&global=&service=13573&keyword=&number=PCA-145&org=&city=&state=&country=&zip=&status=

NEMO EVALUATIONS REPORT Amrize Building Envelope LLC (Elevate)
Report No.: NER-AMZ-001.A.R5 FL35402-R8

Revision 5: 2026-05-28 ACCREDITED
Pruduct Cerlif calior

Page 55 of 120 feomy
ISO/IEC 17065 PCA-145

NEMO |cert.
TABLE 10F: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION, BONDED ROOF COVER

THERMAL BARRIER BASE INSULATION LAYER ToP INSULATION LAYER(S)
SysTEM No pEck F A VAPOR OR AR Al Al Roof Cover (3.1.4 MoP
. ASTEN TTACH DHESIVE DHESIVE (3.1.4)
4.1.2 TYPE BARRIER PRODUCT PRODUCT PSF
(8.1.2) (4.2.2) (3.1.2¢) (3.1.3) (3.1.3)
. Min. 0.625-inch 1.5.0. Twin 1.5.0. Twin
Min. 22 ga., , Min. 2-i . .
146, |Tvenn o7 |SECUROCK L1, | Lper |vForceP,self- [O°OT MO /'\"’;{y;gi) E'\I/!catze'mh Pack or 1.5.0. |Min. 0.5-inch Elevate Pack or 1.5.0. |BB1-JBSA, BB1-LVOC, 750
' pe s Gypsum-Fiber — 1.0ft2 |adhering ’ Spray R, 6-  |ISOGARD HD Spray R, 6-  |BB2-LVOC or BB-WBBA ’
Grade 40 steel ISOGARD CG . )
Roof Board inch o.c. inch o.c.
. Min. 0.625-inch 1.5.0. Twin 1.5.0. Twin
Min. 22 ga., One or more layer(s), Min. 2-inch . . BB1-JBSA, BB2-JBSA,
SC-147.  |Type B, ZECLSTgFF'?ber 3.1.1 11(';’::2 ZelFfoa:Zi;FTn Elevate ISOGARD GL, Elevate :a:: °F: "65_'0' g/“"sc:rsn'_'?icbhefii%?gg; g :a:: 0; ":_'O' BB1-LVOC, BB2-LVOC or | -135.0
Grade 40 steel | /" : & |Is0GARD CG >Pray vP oPray BB-WBBA
Roof Board inch o.c. inch o.c.
. Min. 0.625-inch 1.5.0. Twin 1.5.0. Twin
Min. 22 ga. in. 2-i
s |Tvean 7 |SECUROCK L1y | ieer |vForcerr, - [Oneormere :’;{y;gi)'xa'cai'mh Packor 15.0. |Min. 7/16-inch DEXcell  |Packor 1.5.0. |BB2-JBSA, BBI-LVOC, | .
’ ype s, Gypsum-Fiber — 1.0ft2 |self-adhering ! Spray R, 6- Cement Roof Board Spray R, 6- BB2-LVOC or BB-WBBA ’
Grade 40 steel ISOGARD CG . .
Roof Board inch o.c. inch o.c.
. Min. 0.625-inch 1.5.0. Twin 1.5.0. Twin
Min. 22 ga. i
s, |Tveag 7 |SECUROCK L1y | ieer |vForcerr, - [Oneormere :’;{y;gi)'xa'cai'mh Pack or 1.5.0. |Min. 0.5-inch Elevate Packor |.5.0. |BBL-JBSA, BBL-LVOC, | ..
’ ype s, Gypsum-Fiber — 1.0ft2 |self-adhering ! Spray R, 6- ISOGARD HD Spray R, 6- BB2-LVOC or BB-WBBA ’
Grade 40 steel ISOGARD CG . )
Roof Board inch o.c. inch o.c.
ELEVATE PVC KEE APPLICATIONS:
. . . Min. 7/16-inch DEXcell .
Min. 22 ga., x'guﬂgéith 1 per V-Force FR or  |One or more layer(s), Min. 2-inch :)zc?(;\'}”:o Cement Roof Board or min chic;rrmlngo -37.5
SC-150. Type B, Gvosum-Fiber 3.1.1 5 gftz V-Force P, self- |Elevate ISOGARD GL, Elevate Sorav R 6 " 10.5-inch SECUROCK Sorav R 6 " |BB1-LVOC (NO
Grade 40 steel Rzzf o : adhering ISOGARD CG inpch‘; v Gypsum-Fiber Roof Board inF::h\c/) ’ HVHZ)
e or ISOGARD HD e
. Min. 0.625-inch
Min. 22 ga., , Min. 2-i . . . . -3/,
N 2283 IsEcuROCK lper |V-Forcefr,  |One€ormorelaver(s) Min. 2-inch o ooty \tin. 0.5-inch SECUROCK  [Twin Jet Y 37.5
G151 |TypeB, Gypsum-Fiber 311 20 |self-adhering |C c3te ISOGARD GL, Elevate (SPATTER)  |Gypsum-Fiber Roof Board  |(SPATTER) | Po1HVOC (NO
Grade 40 steel |>'P : €& |IsoGARD CG P HVHZ)
Roof Board
Min. 0.5-inch
V-Force SB
Min. 22 ga., DensDeck Prime Lo A ) Min. 0.25-inch DensDeck
SC-152.  |Type B, Grade |or SECUROCK 311 | TPerz0 \Primer; v Min. 1.5-inch ISOGARD GL or 1.5.0. Spray R |Prime or SECUROCK 1.5.0. Spray R |BB1-LVOC -45.0
X ft Force, self- ISOGARD CG .
33 steel Gypsum-Fiber Gypsum-Fiber Roof Board
adhered
Roof Board
Min. 0.25-inch
Min. 22 ga., r?:rr:sgesd:niL 1 per4.0 grl:z:re\iB One or more layers min. 1.5-inch 1.5.0. Stick, |(Optional) Min. 0.5-inch 1-5.0. Stick,
g .0. . 5 .1.5- ) ) i e %
SC-153. type B, Grade SECUROCK 3.11 02 Force, self- ISOGARD GL or ISOGARD CG Tw!n Jetor Tapered ISOGARD GL or Tw!n Jetor BB1-LVOC 45.0
33 steel X Twin JetY ISOGARD CG Twin JetY
Gypsum-Fiber adhered
Roof Board

LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©ONEMO. All rights reserved.
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TABLE 10r: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

ISO/IEC 17065

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION, BONDED ROOF COVER

ACCREDITED
Prhel Ceifclin

PCA-145

THERMAL BARRIER BASE INSULATION LAYER TOP INSULATION LAYER(S)
SysTEM No pEck F A VAPOR OR AR Al Al Roof Cover (3.1.4 MoP
. ASTEN TTACH DHESIVE DHESIVE (3.1.4)
4.1.2 TyPE BARRIER PRODUCT PRODUCT PSF
(a.12) (4.2.2) (3.1.2¢) (3.1.3) (3.1.3)
Min. 0.25-inch
. DensDeck or V-Force SB One or more layers min. 1.5-inch . . . .
Min. 2282, | in 0.5-inch 1pera0 |Primer; V- |ISOGARD GL or ISOGARD CG, optional||->-- Sticks | Min. 0.5-inch Structodek 1.5.0. Stick,
SC-154. type B, Grade 3.1.1 . R Twin Jet or High Density Fiberboard Twin Jet or BB1-LVOC -45.0*
33 steel SECUROCK ft? Force, self- min. 0.5-inch Tapered ISOGARD GL or Twin Jet Y Roof Insulation Twin Jet Y
Gypsum-Fiber adhered ISOGARD CG;
Roof Board
gﬂel:.sg;azci-g]rch V-Force SB One or more layers min. 1.5-inch Min. 0.25-inch DensDeck
Min. 2282 | in 0.5-inch 1perd.0 |Primer; V- |ISOGARD GL or ISOGARD CG, optional |->0- Sticks | Prime or SECUROCK 15.0. Stick, .
SC-155. type B, Grade 3.1.1 ) ) R Twin Jet or Gypsum-Fiber Roof Board, |Twin Jet or BB1-LVOC -45.0
SECUROCK — ft Force, self- min. 0.5-inch Tapered ISOGARD GL or X A X X
33 steel . Twin JetY min. 0.5-inch ISOGARD HD |Twin JetY
Gypsum-Fiber adhered ISOGARD CG or min. 19/32-inch plywood
Roof Board ' ply
Min. 0.5-inch V-Force SB
Min. 22 ga., DensDeck Prime . . . . 1.S.0. Stick, Min. 0.25-inch DensDeck 1.S.0. Stick,
SC-156.  |Type B, Grade |or SECUROCK 311 | 1per20 PrimerV Min. 1.5-inch ISOGARD GL or TwinJetor  |Prime or SECUROCK TwinJetor  |BB1-LVOC -45.0
. — ft Force, self- ISOGARD CG X . .
33 steel Gypsum-Fiber Twin Jet Y Gypsum-Fiber Roof Board  [Twin JetY
adhered
Roof Board
Min. 0.5-inch
V-Force SB
Min. 22 ga., DensDeck Prime . . . . ) Min. 0.25-inch DensDeck )
SC-157.  |TypeB, Grade [orSECUROCK | 3.1 | Per20 |PrimenV Min. 1.5-inch ISOGARD GL or +3:0-TWINJprime or SECUROCK 15.0-TWin1gp1.1voC -45.0
X ft2 Force, self- ISOGARD CG Pack . Pack
33 steel Gypsum-Fiber Gypsum-Fiber Roof Board
adhered
Roof Board
. Min. 0.625-inch o 15.0.Twin | Min-7/16-inch DEXcell ) ¢ 7 in
Min. 22 ga., SECUROCK 1oer  |V-Force P, self- One or more layer(s), Min. 2-inch Pack or 1.5.0 Cement Roof Board or min Pack or 1.5.0
SC-158. Type B, X 3.11 p Y Elevate ISOGARD GL, Elevate 7" 10.5-inch SECUROCK ~7" |BB1-LVOC -75.0
Gypsum-Fiber — 1.0ft2 |adhering Spray R, 6- ) Spray R, 6-
Grade 40 steel Roof Board ISOGARD CG inch o.c Gypsum-Fiber Roof Board inch o.c
e or ISOGARD HD e
. Min. 0.625-inch o 15.0.Twin  |Min-7/16-inch DEXcell ¢ oy
Min. 22 ga., SECURGCK 1per  |V-Force FR One or more layer(s), Min. 2-inch pack or 1.5.0 Cement Roof Board or min pack or 1.S.0
SC-159. Type B, Gvpsum-Fiber 3.11 1 [‘))ftz self—adherillw Elevate ISOGARD GL, Elevate Sorav R 6- " 10.5-inch SECUROCK Sorav R 6- " |BB1-LVOC -135.0
Grade 40 steel | Y22 : & |ISOGARD CG b Gypsum-Fiber Roof Board | P2/
e or ISOGARD HD -
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (FULL BOND):
. . XR1-ISOSR, XR2-ISOSR,
. Min. 0.625-inch o 15.0. Twin  |Min-7/16-nch DEXeell ), ¢ ) i [XR-TJ, XR1-XRSMA or
Min. 22 ga., SECUROCK 1 per V-Force FR or |One or more layer(s), Min. 2-inch pack or 1.5.0 Cement Roof Board or min Pack or 1.5.0. |XR2-XRSMA in ribbons 4- -37.5
SC-160. Type B, X 3.1.1 p V-Force P, self- |Elevate ISOGARD GL, Elevate 7" 10.5-inch SECUROCK PO (NO
Grade 40 steel Gypsum-Fiber — 2.0 ft? adherin ISOGARD CG Spray R, 6- Gyosum-Fiber Roof Board Spray R, 6- inch o.c. or XR-TJ HVH2)
rade 2Usteel | Roof Board & inch o.c. o:’f’s SOARD HD inch o.c. (SPATTER) or XR1-WBBA
or XR2-WBBA
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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Prhel Ceifclin

PCA-145

THERMAL BARRIER BASE INSULATION LAYER TOP INSULATION LAYER(S)
SysTEM No pEck F A VAPOR OR AR Al Al Roof Cover (3.1.4 MoP
. ASTEN TTACH DHESIVE DHESIVE (3.1.4)
(4.1.2) TypE BARRIER PRODUCT PRODUCT PSF
(4.2.2) (3.1.2¢) (3.1.3) (3.1.3)
XR1-ISOSR, XR2-ISOSR,
. Min. 0.625-inch XR-TJ, XR1-XRSMA or
Min. 22 ga., in. 2-i ! L -37.
n-~283.Isecurock lper |V-Forcefr,  |Oneormorelayer(s) Min. 2-inch | ooty |Min. 0.5-inch SECUROCK  |TwinJetY  |XR2-XRSMA in ribbons 4-| >’
SC-161. Type B, X 3.1.1 X Elevate ISOGARD GL, Elevate . . (NO
Grade 40 steel Gypsum-Fiber 2.0ft? |[self-adhering ISOGARD CG (SPATTER) Gypsum-Fiber Roof Board  [(SPATTER) inch o.c. or XR-TJ HVH2)
rade 40 steel |o oo ord (SPATTER) or XR1-WBBA
or XR2-WBBA
. . XR1-ISOSR, XR2-ISOSR,
Min. 22 ga Min. 0.625-inch One or more layer(s), Min. 2-inch 1-5.0. Twin g&;ﬁis;ziiﬁcsymin 1.5.0. Twin XR-T, XR1-XRSMA or
’ v 1 - - ’ o .S.0. S.0. - inri -
SC-162.  |Type B, SECUROCK 3.1.1 per  |V-Force P, self- | - te ISOGARD GL, Elevate Pack orI.S.0. |5 ¢ inch SECUROCK Pack or|.5.0. |XR2-XRSMA inribbons 4|,
Grade 40 steel Gypsum-Fiber 1.0ft> |adhering ISOGARD CG Spray R, 6- Gvosum-Fiber Roof Board Spray R, 6- inch o.c. or XR-TJ
rade 29 steel | poof Board inch o.c. onYFSOGARD HD inch o.c. (SPATTER) or XR1-WBBA
or XR2-WBBA
R . XR1-ISOSR, XR2-ISOSR,
Min. 22 ga Min. 0.625-inch One or more layer(s), Min. 2-inch .5.0. Twin g;;@sz;:ziiﬁcsymin 1.5.0. Twin XR-TJ, XR1-XRSMA or
) v 1 - ’ o .S.0. .S.0. - inri -
SC-163.  |TypeB, SECUROCK 3.1.1 per |V-Force PR, 1¢|ovate ISOGARD GL, Elevate Pack orI..0. |5 ¢ inch SECUROCK Pack or1.5.0. |XR2-XRSMA inribbons 4-| - ;¢
Gypsum-Fiber 1.0ft?2 |self-adhering Spray R, 6- . Spray R, 6- inch o.c. or XR-TJ
Grade 40 steel ISOGARD CG ) Gypsum-Fiber Roof Board |
Roof Board inch o.c. or ISOGARD HD inch o.c. (SPATTER) or XR1-WBBA
or XR2-WBBA
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (PARTIAL BOND):
. Min. 0.625-inch 1.5.0. Twin 1.5.0. Twin XR1-ISOSR, XR-TJ, XR1-
Min. 22 ga. - in. 2-i ! ! -37.
N 2283 IsEcurocK 1per |V-ForceFRor jOneormore layer(s), Min. 2-inch |-\ "0\ ¢ 3 I\jin 0.5-inch SECUROCK  |Pack or 15.0. |XRSMA, XR2-ISOSR, or 37.5
sc16d. [Type8, Gypsum-Fiber | 2L | pqpe  |VForce P self |Elevate ISOGARD GL, Elevate SprayR, 6 |Gypsum-Fiber Roof Board  [Spray R, 6 [XR2-XRSMA in ribbons 6- | ("°
Grade 40 steel |>'° : adhering ISOGARD CG >pray i, VP >pray |, ’ HVHZ)
Roof Board inch o.c. inch o.c. inch o.c.
. Min. 0.625-inch 1.5.0. Twin 1.5.0. Twin
Min. 22 ga. in. 2-i -37.
N 2283 IsEcurocK lper |V-Forcefr,  |Oneormorelayer(s) Min. 2tinch \po "0 ¢ o Itin. 7/16-inch DEXcell Pack or .5.0. |XR1-XRSMA (RIBBONS, 37.5
S Type B, Gypsum-Fiber 3.1 2.0ft2 [self-adherin Elevate ISOGARD G, Elevate Spray R, 6- Cement Roof Board Spray R, 6- 6” o.c.) (NO
Grade 40 steel |>'° : &  |ISOGARD CG >pray i, >pray i, < HVHZ)
Roof Board inch o.c. inch o.c.
. Min. 0.625-inch 1.5.0. Twin 1.5.0. Twin XR1-ISOSR, XR-TJ, XR1-
Min. 22 ga. - in. 2-i ! ! -37.
- ~283.Isecurock 1per |V-ForceFRor -jOneormore layer(s), Min. 2-inch oo\ "0\ ¢ 5 I\gin 0.5-inch Elevate Pack or .5.0. |XRSMA, XR2-ISOSR, or 37.5
sc-166. TypeB, Gypsum-Fiber | 2L | pqpe  |VForce P, self- |Elevate ISOGARD GL, Elevate SprayR, 6= |ISOGARD HD SprayR,6-  |[XR2-XRSMA in ribbons 6- | ("°
Grade 40 steel |>'° : adhering ISOGARD CG >pray |, >Pray i, . HVHZ)
Roof Board inch o.c. inch o.c. inch o.c.
. Min. 0.625-inch XR1-ISOSR, XR-TJ, XR1-
Min. 22 ga., , Min. 2-i ) . . . ! 4 -37.5
S 82+ |securock s1q | lper |V-ForcefR, E’;i;rerlns‘gg /L"Rysre(i) E“l’i_fcatze'"Ch TwinJetY  |Min.0.5-inch SECUROCK  |TwinJetY | XRSMA, XR2-ISOSR, or | " ("
Grade 40 steel Gypsum-Fiber 2.0 ft self-adhering ISOGARD CG (SPATTER) Gypsum-Fiber Roof Board  [(SPATTER) ?(RZ XRSMA in ribbons 6 HVHZ)
Roof Board inch o.c.
XR1-ISOSR, XR2-ISOSR
Min. 0.5-inch ! ’
Min. 22 ga,, ~DensDeck Prime L per20 [primenve | Min. 15inch 506ARD GLor Min. 0.25-inch DensDeck ig-zT-J)érz(sT\;Z(i:S'r\iﬂbtg;s
SC-168. Type B, Grade |or SECUROCK 1.1 per . ! o 1.5.0. Spray R |Prime or SECUROCK 1.5.0. Spray R ) -45.0
33 steel Gvosum-Fiber — ft2 Force, self- ISOGARD CG Gvosum-Fiber Roof Board 12-inch o.c. or XR-TJ
R(‘)’gf o adhered P (SPATTER) or XR1-WBBA
or XR2-WBBA
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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TABLE 10r: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

ISO/IEC 17065

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION, BONDED ROOF COVER

ACCREDITED
Prhel Ceifclin

PCA-145

THERMAL BARRIER BASE INSULATION LAYER ToP INSULATION LAYER(S)
SysTEM No pEck F A VAPOR OR AR Al Al Roof Cover (3.1.4 MoP
. ASTEN TTACH DHESIVE DHESIVE (3.1.4)
(4.1.2) TYPE BARRIER PRODUCT PRODUCT PSF
(4.2.2) (3.1.2¢) (3.1.3) (3.1.3)
Min. 0.25-inch XR1-ISOSR, XR2-ISOSR,
Min.22ga, |Densbeckor V-Force SB . . 15.0. Stick,  |(Optional) Min. 0.5-inch  [1.5.0. Stick, | 1%, XRL-XRSMA or
SC-160 tvoe B. Grade |MIN: 0.5-inch 311 1per4.0 |Primer; V- One or more layers min. 1.5-inch TwinJetor  |Tapered ISOGARD GL or Twin Jet or XR2-XRSMA in ribbons -45.0*
: 3épste(,el SECUROCK Sesed ft2  |Force, self-  |ISOGARD GL or ISOGARD CG VI b g ARD Ca T ey |12-inch o.c. or XR-T) :
Gypsum-Fiber adhered (SPATTER) or XR1-WBBA
Roof Board or XR2-WBBA
gﬂel:.sg;azci-g]rch V-Force SB One or more layers min. 1.5-inch XR1-ISOSR, XR2-ISOSR,
Min. 22 ga., - ) ) v T ) 1.5.0. Stick,  |Min. 0.5-inch Structodek 1.5.0. Stick,  [XR-TJ, XR1-XRSMA or
min. 0.5-inch 1per4.0 |Primer; V- ISOGARD GL or ISOGARD CG, optional |~ . P . -
SC-170. type B, Grade 3.11 ) K Twin Jet or High Density Fiberboard Twin Jet or XR2-XRSMA in ribbons -45.0*
SECUROCK — ft? Force, self- min. 0.5-inch Tapered ISOGARD GL or X . X R
33 steel X Twin Jet Y Roof Insulation Twin JetY 12-inch o.c. or XR-TJ
Gypsum-Fiber adhered ISOGARD CG
(SPATTER)
Roof Board
Min. 0.25-inch XR1-ISOSR, XR2-ISOSR
. . Min. 0.25-inch DensDeck ’ ’
Min. 22 ga., DgnsDecl.( or V-Force SB One or more layers min. 1.5-|nch. 1.5.0. Stick, Prime or SECUROCK 1.5.0. Stick, XR-TJ, XR1—XBSMA or
min. 0.5-inch 1per4.0 |Primer; V- ISOGARD GL or ISOGARD CG, optional |..~". . . XR2-XRSMA in ribbons
SC-171. type B, Grade 3.1.1 ) . Twin Jet or Gypsum-Fiber Roof Board, |Twin Jet or X -45.0*
33 steal SECUROCK — ft? Force, self- min. 0.5-inch Tapered ISOGARD GL or Twin Jet Y min. 0.5-inch ISOGARD HD | Twin Jet Y 12-inch o.c. or XR-TJ
Gypsum-Fiber adhered ISOGARD CG or nr'win' 19/32-inch plywood (SPATTER) or XR1-WBBA
Roof Board ' i or XR2-WBBA
XR1-ISOSR, XR2-ISOSR
Min. 0.5-inch ! ’
Min. 22 ga., DensDeck Prime V—Force SB . . 1.5.0. Stick, Min. 0.25-inch DensDeck 1.5.0. Stick, XRT), XRl_X.RSMA or
1per 2.0 |Primer; V- Min. 1.5-inch ISOGARD GL or . . . XR2-XRSMA in ribbons
SC-172. Type B, Grade [or SECUROCK 3.11 Twin Jet or Prime or SECUROCK Twin Jet or R -45.0
33 steel Gypsum-Fiber fe Force, self- ISOGARD €6 Twin Jet Y Gypsum-Fiber Roof Board  [Twin Jet Y 12-inch o.c. or XR-TJ
stf o adhered ! ypsu (SPATTER) or XR1-WBBA
or XR2-WBBA
XR1-ISOSR, XR2-ISOSR
Min. 0.5-inch ! ’
V-Force SB XR-TJ, XR1-XRSMA or
Min. 22 ga., DensDeck Prime N . } . Min. 0.25-inch DensDeck ) ’ -
SC-173. Type B, Grade |or SECUROCK 311 1 per 2.0 |Primer; V. Min. 1.5-inch ISOGARD GL or 1.5.0. Twin Prime or SECUROCK 1.5.0. Twin XRZ. XRSMA in ribbons 450
33 steel Gvosum-Fiber — ft2 Force, self- ISOGARD CG Pack Gypsum-Fiber Roof Board Pack 12-inch o.c. or XR-TJ
Rzzf o adhered s (SPATTER) or XR1-WBBA
or XR2-WBBA
. Min. 0.625-inch 1.5.0. Twin 1.5.0. Twin
Min. 22 ga. - in. 2-i
- 22832 |sEcuROCK 1per |VForceFRor Oneormorelayer(s), Min. 2-inch 1o '\ < 5 |Min 0.5-inch SECUROCK  |Pack or 1.5.0. |[XR1-XRSMA (RIBBONS,
SC-174. Type B, Gvpsum-Fiber 311 1.0 22 V-Force P, self- |Elevate ISOGARD GL, Elevate Sorav R, 6- Gvosum-Fiber Roof Board  |Sorav R, 6- 6" 0.c) -60.0
Grade 40 steel | /" : adhering ISOGARD CG >pray i, vp >pray &, <
Roof Board inch o.c. inch o.c.
. Min. 0.625-inch 1.5.0. Twin 1.5.0. Twin
Min. 22 ga., V-Force FR or  [One or more layer(s), Min. 2-inch . .
sc175.  [TypeB, RO o | 311 | LD |V-Force,self- [elevate ISOGARD GL, Elevate Pack or .50, |Min. 7/16-inch DEXcell - Pack or 150 X i')c(F;SMA (RIBBONS, | 60,0
Grade 40 steel | /" : adhering ISOGARD CG >pray i, >pray &, <
Roof Board inch o.c. inch o.c.
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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TABLE 10r: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR/AIR BARRIER, BONDED INSULATION, BONDED ROOF COVER

THERMAL BARRIER BASE INSULATION LAYER ToP INSULATION LAYER(S)
SyYsTEM NO e F A VAPOR OR AIR A A Roof Cover (3.1.4, MDE
. ASTEN TTACH DHESIVE DHESIVE (3.1.4)
(4.1.2) TYPE BARRIER PRODUCT PRODUCT PSF
(4.2.2) (3.1.2¢) (3.1.3) (3.1.3)
Min. 22 ga Min. 0.625-inch One or more layer(s), Min. 2-inch 1.5.0. Twin 1.5.0. Twin XR1-ISOSR, XR-TJ, XR1-
SC-176 T é B ga. SECUROCK 311 1 per V-Force P, self- Elevate ISOGARyD GL’EIevellte Pack or I.5.0. [Min. 0.5-inch Elevate Pack or 1.S.0. |XRSMA, XR2-ISOSR, or 75.0
' ype s Gypsum-Fiber === 1.0ft2 |adhering ’ SprayR,6-  |ISOGARD HD Spray R, 6-  [XR2-XRSMA in ribbons 6- )
Grade 40 steel ISOGARD CG . . .
Roof Board inch o.c. inch o.c. inch o.c.
Min. 22 ga Min. 0.625-inch One or more layer(s), Min. 2-inch 1.5.0. Twin 1.5.0. Twin XR1-ISOSR, XR-TJ, XR1-
SC177 T é B ga- SECUROCK 311 1 per V-Force FR, Elevate ISOGARyD GL'EIevé\te Pack or I.5.0. [Min. 0.5-inch Elevate Pack or I.5.0. |XRSMA, XR2-ISOSR, or 825
oo |ypes Gypsum-Fiber Se2 1.0f2 |self-adhering ’ SprayR, 6-  |ISOGARD HD SprayR,6-  |XR2-XRSMA in ribbons 6- :
Grade 40 steel ISOGARD CG . . .
Roof Board inch o.c. inch o.c. inch o.c.

TABLE 10G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) orR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Deck Base Insulation Layer Top Insulation Layer MDP
Roof Cover (3.1.4) P
No. (4.1.2) (4.2.2) Type Fastener (4.2.2) I Attach (3.1.2¢) (psf)
ELEVATE PVC OR MAX PVC APPLICATIONS:
Min. 22 ga., type B, . -30.0*
SC-178. | Grade 33 steel or (c?,rfiff:ifoc;"fo?s?ﬁﬁ 1aYers, anY | \in, 1-inch ISOGARD CG 3.1 1per3.2 ft gf;é?;/’;’BiBz 1854, BBL-LVOC, BB2LVOC | o
structural concrete ! HVHZ)
f - *
179 g::&:igit’ezp:rs’ (Optional) One or more layers, any | Min. 1-inch ISOGARD GL or ISOGARD - Loeraf | BBL-BSA BB2-JBSA, BBL-LVOC, BB2-LVOC 3;5’
’ combination, loose laid CcG — per s or BB-WBBA (
structural concrete HVHZ)
Min. 22 ga., type B, . -37.5*%
SC-180. | Grade 33 steel or (c?,rfiff:ifoc;"fo?s?ﬁﬁ 1aYers, any | \in, 2-inch ISOGARD CG 3.1 1per5.3 f2 gf;é?;/’;’BiBz 1854, BBL-LVOC, BB2LVOC | o
structural concrete ’ HVHZ)
181 g::&:igit’ezp:rs’ (Optional) One or more layers, any | Min. 2-inch ISOGARD GL or ISOGARD - Loeraofz | BBL-BSA BB2-JBSA, BBL-LVOC, BB2-LVOC | o
’ combination, loose laid CcG — pers. or BB-WBBA :
structural concrete
Min. 22 ga., type B, . . .
(Optional) One or more layers, any Min. 1.25-inch ISOGARD GL or ) BB1-JBSA, BB2-JBSA, BB1-LVOC, BB2-LVOC N
Eegl )| Grade 33 steel or combination, loose laid ISOGARD CG 3.1.1 Lper2.7ft or BB-WBBA 45.0
structural concrete
Min. 22 ga., type B, . . .
(Optional) One or more layers, any Min. 1.5-inch ISOGARD GL or ) BB1-JBSA, BB2-JBSA, BB1-LVOC, BB2-LVOC "
SC-183. | Grade 33 steel or combination, loose laid ISOGARD CG 311 1per2.0ft or BB-WBBA 45.0
structural concrete
Min. 22 ga., type B, 50 . . .
. (Optional) One or more layers, any Min. 2-inch ISOGARD GL or ISOGARD ) BB1-JBSA, BB2-JBSA, BB1-LVOC, BB2-LVOC
SC-184. Iézlnsctr(iileor structural combination, loose laid G 311 1 per 2.7 ft or BB-WBBA 45.0
Min. 22 ga., type B, .
SC-185. | Grade 33 steel or (Cgr‘:;:l’::l?oc;"fozg::s layers, any Min. 1.5-inch ISOGARD CG 3.1.1 1 per 2.7 ft2 2?;3@?&32 JBSA, BBI-LVOC, BB2-LVOC |5 s
structural concrete !

LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.
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TABLE 10G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Deck Base Insulation Layer Top Insulation Layer RoofCoveriBi e MDP
No. (41.2) (4.2.2) Type Fastener (4.2.2) Attach (3.1.2¢) = (psf)
Min. 22 ga., type B, .
SC-186. | Grade 33 steel or (Optional) One or more layers, any Min. 1-inch ISOGARD CG 3.1.1 1 per 2.0 ft2 BB1-JBSA, BB2-JBSA, BBI-LVOC, BB2-LVOC | ¢
combination, loose laid — or BB-WBBA
structural concrete
Min. 22 ga., type B, . . .
sc-187. | Grade 33 steel or (Optional) One or more layers, any Min. 1.5-inch ISOGARD HD 311 1per4.0ft BB1-JBSA, BB2-JBSA, BB1-LVOC, BB2-LVOC -45.0%
combination, loose laid Composite I or BB-WBBA
structural concrete
Min. 22 ga., type B, . . . . .
Min. 1.5-inch ISOGARD GL or Min. 0.5-inch Structodek High ) BB1-JBSA BB2-JBSA, BB1-LVOC or BB2- N
sei ) Grade 33 steel or ISOGARD CG Density Fiberboard Roof Insulation 311 lper2.0ft LvVOC -45.0
structural concrete
Min. 22 ga., type B, L
SC-189. | Grade 33 steel or One or more layers, any combination, | . o ¢ i ISOGARD HD 3.1.1 1per2.7 fi2 BB1-JBSA, BB2-JBSA, BB1-LVOC, BB2-LVOC |5 s
loose laid I or BB-WBBA
structural concrete
Min. 22 ga., type B, (Optional for Recover) Min. 0.5-inch
SC-190. | Grade 33 steel or thick, one or more layers, any Min. 0.25-inch DensDeck Prime 3.1.1 1 per 2.7 ft2 grB;;_B\zAl;’BiBZ JBSA, BB1-LVOC, BB2-LVOC -45.0*
structural concrete combination, loose laid
Min. 22 ga., type B, (Optional for Recover) Min. 0.5-inch Min. 0.5-inch DEXcell FA Glass Mat
SC-191. | Grade 33 steel or thick, one or more layers, any Roof Board or 7/16-inch DEXcell 31.1 1 per 2.7 ft? BB1-LVOC, BB2-LVOC or BB-WBBA -45.0*
structural concrete combination, loose laid Cement Roof Board
Min. 22 ga., type B, (Optional for Recover) Min. 0.5-inch . .
SC-192. | Grade 33 steel or thick, one or more layers, any g/lolgég/m inch DEXcell Cement Roof 3.1.1 1 per 2.7 ft2 BB2-JBSA -45.0*
structural concrete combination, loose laid
SC-193. grlgt‘ieZZSSgi't’etglp:rB, One or more layers, any combination, | Min. 0.25-inch SECUROCK Gypsum- 311 1 per 2.0 2 BB1-JBSA, BB2-JBSA, BB1-LVOC, BB2-LVOC -45.0*
loose laid Fiber Roof Board — or BB-WBBA
structural concrete
Min. 22 ga., type B, (Optional for Recover) Min. 0.5-inch | o 6 i1 SECUROCK Gypsum- , BB1-JBSA, BB2-JBSA, BB1-LVOC, BB2-LVOC
SC-194. | Grade 33 steel or thick, one or more layers, any A 3.1.1 1 per 4.0 ft -45.0*
S . Fiber Roof Board — or BB-WBBA
structural concrete combination, loose laid
Min. 22 ga., type B, . . . Elevate HD ) ) . .
SC-195. | Grade 33 steel or Min. 1.5-inch thl?k' qne or more. Min. 19/32-inch plywood HailGard Fastener 1 per 2.7 ft? BB1-JBSA, BB2-JBSA, BB1-LVOC, BB2-LVOC -45.0
layers, any combination, loose laid or BB-WBBA
structural concrete (steel only)
Min. 22 ga., type B, 50 .
SC-196. | ksi steel or structural (Optional) One or more layers, any Min. 1-inch ISOGARD CG 3.1.1 1per 1.6 ft2 BB1-JBSA, BB2-JBSA, BB1-LVOC, BB2-LVOC | o ¢
concrete combination, loose laid or BB-WBBA
Min. 22 ga., type B, . . . Elevate HD ) ) } )
SC-197. | Grade 33 steel or Min. 1.5-inch thl?k' qne or more. Min. 19/32-inch plywood HailGard Fastener 1 per 1.6 ft? BB1-JBSA, BB2-JBSA, BB1-LVOC, BB2-LVOC -52.5
layers, any combination, loose laid or BB-WBBA
structural concrete (steel only)
Min. 22 ga., type B, . . .
(Optional) One or more layers, any Min. 1.5-inch ISOGARD GL or ) BB1-JBSA, BB2-JBSA, BB1-LVOC, BB2-LVOC
Seiell Grade 33 steel or combination, loose laid ISOGARD CG 311 Lper18ft or BB-WBBA 600
structural concrete
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TABLE 10G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Deck Base Insulation Layer Top Insulation Layer RoofCoveriBi e MDP
No. (a.1.2) (4.2.2) Type Fastener (4.2.2) Attach (3.1.2¢) - (psf)
Min. 22 ga., type B, 56 - . .
$C-199. | ksi steel or structural One or rnore layers, any combination, Mln. 0.5-inch SECUROCK Gypsum- 311 1per2.1f BB1-JBSA, BB2-JBSA, BB1-LVOC, BB2-LVOC 600
concrete loose laid Fiber Roof Board — or BB-WBBA
Min. 22 ga., type B, . | | . inch
5C-200. | Grade 33 steel or (Optional) One or more layers, any Min. 1.5-inch ISOGARD HD 311 1per13ft BB1-JBSA, BB2-JBSA, BB1-LVOC, BB2-LVOC 600
combination, loose laid Composite I or BB-WBBA
structural concrete
Min. 22 ga., type B, 56 N . .
sC-201. | ksi steel or structural One or more layers, any combination, Mln. 0.5-inch SECUROCK Gypsum- 311 1per 1.6 ft2 BB1-JBSA, BB2-JBSA, BB1-LVOC, BB2-LVOC 675
concrete loose laid Fiber Roof Board — or BB-WBBA
Min. 22 ga., type B, . . .
SC-202. | Grade 33 steel or Min. 1.5-inch thick, one or more Min. 0.5-inch ISOGARD HD 3.1.1 1per 1.3 ft2 BB1-JBSA, BB2-JBSA, BBI-LVOC, BB2-LVOC | ¢; 5
layers, any combination, loose laid or BB-WBBA
structural concrete
Min. 22 ga., Type B, (Optional) Any thickness or Min. 1.5-inch ISOGARD GL or )
SC203- 1 G ade 80 steel combination ISOGARD CG 311 Lper LOft BB-WBBA 67.5
Min. 22 ga., Type B, (Optional) Any thickness or Min. 2.0-inch ISOGARD GL or )
SC-204. Grade 80 steel combination ISOGARD CG 3.11 1per1.0ft BB1-JBSA, BB2-JBSA or BB2-LVOC 67.5
) Min. 0.5-inch DensDeck Prime or
Min. 22 ga., type B, Min. 1.5-inch thick, one or more SECUROCK Gypsum-Fiber Roof BB1-JBSA, BB2-JBSA, BB1-LVOC or BB2-
. .1 ) 2 4 4 _
el Grade 33 steel or layers, any combination, loose laid Board or 7/16-inch DEXcell Cement 311 per13ft LvOC 750
structural concrete
Roof Board
Min. 22 ga., type B, Min. 1.5-inch thick. one or more Min. 0.5-inch DEXcell FA Glass Mat
SC-206. | Grade 33 steel or T o . Roof Board or 7/16-inch DEXcell 3.1.1 1 per 1.3 ft2 BB1-LVOC, BB2-LVOC -75.0
layers, any combination, loose laid —
structural concrete Cement Roof Board
Min. 22 ga., type B, . . .
$c-207. | Grade 33 steel or Min. 1.5-inch thl(?k, qne or more. Min. 19/32-inch plywood 3.1.1 (Heavy Duty 1 per 2.0 2 BB1-JBSA, BB2-JBSA, BB1-LVOC or BB2 75.0
layers, any combination, loose laid only for steel) LvVOC
structural concrete
Min. 22 ga., type B, (Optional) One or more layers, an 3.1.1 (Heavy Dut BB1-JBSA, BB2-JBSA, BB1-LVOC or BB2-
SC-208. | Grade 33 steel or pionay relayers, any Min. 1.5-inch ISOGARD HG =22 Heavy buty 1per2.0ft ' g -75.0
combination, loose laid only for steel) LvVOC
structural concrete
Min. 22 ga., type B, . . .
$C-209. | Grade 33 steel or (Optlc.mal? One or mo!’e layers, any Min. 2-inch ISOGARD GL or ISOGARD 311 1 per 1.6 2 BB1-JBSA, BB2-JBSA, BB1-LVOC or BB2 75.0
combination, loose laid CG I LvVOC
structural concrete
Min. 22 ga., type B, .
$C-210. | Grade 33 steel or (Optional) One or more layers, any Min. 1.5-inch ISOGARD CG 3.1.1 1 per 1.6 ft2 BB1-JBSA, BB2-JBSA, BB1-LVOC or BB2 -75.0
combination, loose laid LvVOC
structural concrete
Min. 22 ga., type B, .
SC-211. | Grade 33 steel or (Optional) One or more layers, any |\, 5 jnch 150GARD CG 3.11 lperiefiz | DOLIBSA BB2-IBSA, BBI-LVOCorBa2 825
combination, loose laid LvVOC
structural concrete
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TABLE 10G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

i Top Insulation Layer
System Deck Base Insulation Layer P Yy Roof Cover (3.1.4 MbDP
No. (4.1.2) (4.2.2) Type Fastener (4.2.2) Attach (3.1.2¢) (psf)
Min. 22 ga., type B, 60 - . .
sc-212. | ksisteel or structural One or rnore layers, any combination, Mln. 0.5-inch SECUROCK Gypsum 311 1per 1.8 ft2 BB1-JBSA, BB2-JBSA, BB1-LVOC or BB2 825
loose laid Fiber Roof Board — LvoC
concrete
ELEVATE PVC KEE APPLICATIONS:
Min. 22 ga., type B, ) -30.0*
SC-213. | Grade 33 steel or (Optional) One or more layers, any Min. 1-inch ISOGARD CG 3.1.1 1per3.2ft BB1-LVOC (NO
combination, loose laid
structural concrete HVHZ)
Min. 22 ga., type B, . . . -37.5*%
sc-214. | Grade 33 steel or (Optlc?nal? One or more layers, any Min. 1-inch ISOGARD GL or ISOGARD 311 1per2.7 2 BB1-LVOC (NO
combination, loose laid CG —
structural concrete HVHZ)
Min. 22 ga., type B, ) -37.5*
SC-215. | Grade 33 steel or (Optional) One or more layers, any Min. 2-inch ISOGARD CG 3.1.1 1per5.3ft BB1-LVOC (NO
combination, loose laid
structural concrete HVHZ)
Min. 22 ga., type B, . . . . . -37.5*%
$C-216. | Grade 33 steel or Min. 1.5-inch ISOGARD GL or Min. F).S |.nch Structodek High . 311 1 per 2.0 2 BB1-LVOC (NO
ISOGARD CG Density Fiberboard Roof Insulation —
structural concrete HVHZ)
Min. 22 ga., type B, . . .
sC-217. | Grade 33 steel or (Optl(?nal? One or mo.re layers, any Min. 2-inch ISOGARD GL or ISOGARD 311 1 per 4.0 ft2 BB1-LVOC _45.0*
combination, loose laid CG I
structural concrete
Min. 22 ga., type B, . . .
SC-218. | Grade 33 steel or (Optional) One or more layers, any | Min. 1.25-inch ISOGARD GL. or 311 lper2.7f2 | BBL-LVOC -45.0%
combination, loose laid ISOGARD CG
structural concrete
Min. 22 ga., type B, . . .
SC-219. | Grade 33 steel or (Optional) One or more layers, any Min. 1.5-inch ISOGARD GL or 3.1.1 1 per 2.0 ft2 BB1-LVOC 45,0
combination, loose laid ISOGARD CG
structural concrete
Min. 22 ga., type B, 50 . . .
5C-220. | ksisteel or structural | (OPtional) One or more layers, any | Min. 2-inch ISOGARD GL or ISOGARD 3.1 lper2.7f2 | BBL-LVOC -45.0
combination, loose laid CG
concrete
Min. 22 ga., type B, .
SC-221. | Grade 33 steel or (Optional) One or more layers, any Min. 1.5-inch ISOGARD CG 3.1.1 1 per2.7 ft2 BB1-LVOC -45.0*
combination, loose laid
structural concrete
Min. 22 ga., type B, .
$C-222. | Grade 33 steel or (Optional) One or more layers, any Min. 1-inch ISOGARD CG 3.1.1 1per 2.0 ft2 BB1-LVOC 45,0
combination, loose laid
structural concrete
Min. 22 ga., type B, . . .
$C-223. | Grade 33 steel or (Optional) One or more layers, any Min. 1.5-inch ISOGARD HD 3.1.1 1 per 4.0 ft2 BB1-LVOC -45.0*
combination, loose laid Composite
structural concrete
Min. 22 ga., type B, One or more layers, any combination
SC-224. | Grade 33 steel or loose laid yers, any ! Min. 0.5-inch ISOGARD HD 3.11 1 per 2.7 ft? BB1-LVOC -45.0*
structural concrete

LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.



https://www.iasonline.org/?post_type=ias_certificate&orderby=org&order=ASC&s=&global=&service=13573&keyword=&number=PCA-145&org=&city=&state=&country=&zip=&status=

NEMO EVALUATIONS REPORT Amrize Building Envelope LLC (Elevate)

Report No.:  NER-AMZ-001.A.R5 FL35402-R8
ACCREDITED

Revision 5: 2026-05-28
Pruduct Cerlif calior

Page 63 of 120 feomy
ISO/IEC 17065 PCA-145

NEMO |cert.

TABLE 10G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

i Top Insulation Layer
System Deck Base Insulation Layer P Y Roof Cover (3.1.4 MDP
No. (4.1.2) (4.2.2) Type Fastener (4.2.2) Attach (3.1.2¢) (psf)
Min. 22 ga., type B, (Optional for Recover) Min. 0.5-inch m:: ggi;:}fgg)?:::lji;kéggi}lat
SC-225. | Grade 33 steel or thick, one or more layers, any s ) 3.1.1 1 per 2.7 ft? BB1-LVOC -45.0*
o . Roof Board or 7/16-inch DEXcell
structural concrete combination, loose laid
Cement Roof Board
Min. 22 ga., type B, - . .
$C-226. | Grade 33 steel or One or more layers, any combination, Mln. 0.25-inch SECUROCK Gypsum 311 1 per 2.0 2 BB1-LVOC -45.0*
loose laid Fiber Roof Board —
structural concrete
Min. 22 ga., type B, (Optional for Recover) Min. 0.5-inch . .
SC-227. | Grade 33 steel or thick, one or more layers, any Mm' 0.5-inch SECUROCK Gypsum 31.1 1 per 4.0 ft? BB1-LVOC -45.0*
S ; Fiber Roof Board
structural concrete combination, loose laid
Min. 22 ga., type B, . . . Elevate HD
5C-228. | Grade 33 steel or Min. 1.5-inch thick, one or more Min. 19/32-inch plywood HailGard Fastener 1per2.7 &2 BB1-LVOC -45.0
layers, any combination, loose laid
structural concrete (steel only)
Min. 22 ga., type B, 50 .
SC-229. | ksi steel or structural (Optional) One or more layers, any Min. 1-inch ISOGARD CG 3.1.1 1 per 1.6 ft2 BB1-LVOC 525
combination, loose laid
concrete
Min. 22 ga., type B, . . . Elevate HD
5C-230. | Grade 33 steel or Min. 1.5-inch thick, one or more Min. 19/32-inch plywood HailGard Fastener 1 per 1.6 ft2 BB1-LVOC 525
layers, any combination, loose laid
structural concrete (steel only)
Min. 22 ga., type B, . . .
(Optional) One or more layers, any Min. 1.5-inch ISOGARD GL or )
SC-231. | Grade 33 steel or combination, loose laid ISOGARD CG 311 1 per 1.8 ft BB1-LVOC 60.0
structural concrete
Min. 22 ga., type B, 56 N . .
5C-232. | ksisteel or structural One or more layers, any combination, | Min. 0.5-inch SECUROCK Gypsum 3.1.1 1per2.1fe BB1-LVOC -60.0
loose laid Fiber Roof Board
concrete
Min. 22 ga., type B, . . .
SC-233. | Grade 33 steel or (Optional) One or more layers, any Min. 1.5-inch ISOGARD HD 3.1.1 1per 1.3 ft2 BB1-LVOC -60.0
combination, loose laid Composite
structural concrete
Min. 22 ga., type B, 56 N . .
SC-234. | ksi steel or structural One or more layers, any combination, | Min. 0.5-inch SECUROCK Gypsum 3.1.1 1per 1.6 ft2 BB1-LVOC -67.5
loose laid Fiber Roof Board
concrete
Min. 22 ga., type B, . . .
SC-235. | Grade 33 steel or Min. 1.5-inch thick, one or more. Min. 0.5-inch ISOGARD HD 3.1.1 1 per 1.3 ft2 BB1-LVOC 67.5
layers, any combination, loose laid
structural concrete
Min. 0.5-inch DensDeck Prime,
Min. 22 ga., type B, . . ) DEXcell FA Glass Mat Roof Board or
SC-236. | Grade 33 steel or :\:'erli r:”cc:::t'fl:a :’;‘; OIL(TS?EI ’ SECUROCK Gypsum-Fiber Roof 3.1.1 1per1.3ft BB1-LVOC 75.0
structural concrete yers, any ! Board or 7/16-inch DEXcell Cement
Roof Board
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TABLE 10G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Deck Base Insulation Layer Top Insulation Layer MDP
Roof Cover (3.1.4)
No. (a.1.2) (4.2.2) Type Fastener (4.2.2) Attach (3.1.2¢) (psf)
Min. 22 ga., type B, . . .
5C-237. | Grade 33 steel or Min. 1.5-inch thick, one or more. Min. 19/32-inch plywood 3.1.1 (Heavy Duty 1per 2.0 ft2 BB1-LVOC -75.0
layers, any combination, loose laid only for steel)
structural concrete
Min. 22 ga., type B, .
SC-238. | Grade 33 steel or (Optional) One or more layers, any Min. 1.5-inch ISOGARD HG 3.L1 (Heavy Duty 1 per 2.0 ft2 BB1-LVOC 75.0
combination, loose laid only for steel)
structural concrete
Min. 22 ga., type B, . . .
$C-239. | Grade 33 steel or (Optlc?nal? One or more layers, any Min. 2-inch ISOGARD GL or ISOGARD 311 1 per 1.6 2 BB1-LVOC 75.0
combination, loose laid CG —
structural concrete
Min. 22 ga., type B, .
SC-240. | Grade 33 steel or (Optional) One or more layers, any Min. 1.5-inch ISOGARD CG 3.1.1 1 per 1.6 ft2 BB1-LVOC 75.0
combination, loose laid
structural concrete
Min. 22 ga., type B, .
SC-241. | Grade 33 steel or (Optional) One or more layers, any Min. 2-inch ISOGARD CG 3.1.1 1 per 1.6 ft2 BB1-LVOC 825
combination, loose laid —_
structural concrete
Min. 22 ga., type B, 60 L . F )
5C-242. | ksi steel or structural One or more layers, any combination, | Min. 0.5-inch SECUROCK Gypsum 3.1.1 1per1.8ft BB1-LVOC -82.5
loose laid Fiber Roof Board
concrete
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (FULL BOND):
R _ *
$C.-243 'C\iﬂrlgc.i:ggi.t’ezpoer& One or more layers, any combination, | Min. 0.5-inch Structodek High 311 1 per 2.0 2 XR2-ISOSR, XR-TJ or XR2-XRSMA in 32'00
’ loose laid Density Fiberboard Roof Insulation — per <. ribbons 4-inch o.c. or XR-TJ (SPATTER) (
structural concrete HVHZ)
Min. 22 ga., type B, . . . -37.5*%
sc-244. | Grade 33 steel or (Optl(?nal? One or more layers, any Min. 1-inch ISOGARD GL or ISOGARD 311 1per2.7 2 XR-TJ (SPATTER) or XR1-WBBA or XR2 (NO
combination, loose laid CG I WBBA
structural concrete HVHZ)
Min. 22 ga., type B, . . .
(Optional) One or more layers, any Min. 1.5-inch ISOGARD GL or ) XR-TJ (SPATTER) or XR1-WBBA or XR2- "
SC-245. | Grade 33 steel or combination, loose laid ISOGARD CG 311 1per2.0ft WBBA 45.0
structural concrete
Min. 22 ga., type B, . . .
(Optional) One or more layers, any Min. 2.25-inch ISOGARD GL or ) XR-TJ (SPATTER) or XR1-WBBA or XR2- N
Ee )| Grade 33 steel or combination, loose laid ISOGARD CG 3.1.1 Lpera.0ft WBBA 45.0
structural concrete
Min. 22 ga., type B, One or more layers, any combination Min. 0.5-inch Structodek High XR2-ISOSR, XR-TJ or XR2-XRSMA in
. 3 s .0. ) ) _ac %
S el Grode 33 steel or loose laid Density Fiberboard Roof Insulation 311 Llper2.0ft ribbons 4-inch o.c. or XR-TJ (SPATTER) 45.0
structural concrete
Min. 0.25-inch DensDeck Prime or
Min. 22 ga., type B, L min. 0.5-inch DEXcell FA Glass Mat
SC-248. | Grade 33 steel or g’;‘z:lra:zme layers, any combination, | ¢ 6 ard or SECUROCK Gypsum- 3.1.1 1 per 2.7 ft2 XWRBEA(SPATTER)' XR1-WBBA or XR2 -45.0%
structural concrete Fiber Roof Board or 7/16-inch
DEXcell Cement Roof Board
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TABLE 10G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Deck Base Insulation Layer Top Insulation Layer RoofCoveriBi e MDP
No. (a.1.2) (4.2.2) Type Fastener (4.2.2) Attach (3.1.2¢) - (psf)
Min. 0.25-inch DensDeck Prime or
Min. 22 ga., type B, One or more layers, any combination ;tEaglrJdR?nciﬁ (i)ygsll:\:‘hgi‘)e(rc:;?;
SC-249. | Grade 33 steel or . yers, any ! ’ S R 3.11 1 per 2.0 ft? XR-TJ (SPATTER) or XR1-WBBA -45.0*
structural concrete loose laid Glass Mat Roof Board, 7/16-inch —
DEXcell Cement Roof Board or min.
19/32-inch plywood
Min. 0.25-inch DensDeck Prime or
Min. 22 ga., type B, One or more lavers. any combination SECUROCK Gypsum-Fiber Roof
SC-250. | Grade 33 steel or loose laid YErs, any ! Board, min. 0.5-inch DEXcell FA 3.1.1 1 per 2.0 ft? XR2-WBBA -45.0*
structural concrete Glass Mat Roof Board or 7/16-inch
DEXcell Cement Roof Board
Min. 22 ga., type B, One or more layers, any combination XR-TJ (SPATTER) or XR1-WBBA or XR2-
SC-251. | Grade 33 steel or . .y » Aty " | Min. 0.5-inch ISOGARD HD 31.1 1 per 2.1 ft? -45.0*
loose laid (optional for recover) WBBA
structural concrete
Min. 22 ga., type B, . . .
SC-252. | Grade 33 steel or (Optional) One or more layers, any Min. 2-inch ISOGARD GL or ISOGARD 3.1.1 1 per 1.6 ft2 XR1-WBBA or XR2-WBBA 67.5
combination, loose laid CG
structural concrete
Min. 22 ga., type B XR1-ISOSR, XR2-ISOSR, XR-TJ, XR1-XRSMA
) N ! Min. 1.5-inch thick, one or more . ) ) or XR2-XRSMA in ribbons 4-inch o.c. or
5C-253. Z:i‘i:j:f:g:'czte layers, any combination, loose laid Min. 0.5-inch ISOGARD HD 311 per13ft XR-TJ (SPATTER) or XR1-WBBA or XR2- -67:5
WBBA
Min. 22 ga., Type B, (Optional) Any thickness or Min. 1.5-inch ISOGARD GL or ) XR-TJ (SPATTER) or XR1-WBBA or XR2-
SC254 | Grade 80 steel combination ISOGARD CG 311 1per 1Ot WBBA 67.5
. . . . . XR1-ISOSR, XR2-ISOSR, XR-TJ, XR2-WBBA,
SC-255. g;;&:fsgas't'egpe B gm‘i’:i?o’?’"y thickness or :\é'(')”G if;’écGh ISOGARD GL or 3.1.1 1 per 1.0 ft2 XR1-XRSMA, XR2-XRSMA in ribbons 4-inch | -67.5
o.c. or XR-TJ (SPATTER)
Min. 22 ga., type B, . . .
$C-256. | Grade 33 steel or (Optl(?nal? One or mo.re layers, any Min. 2-inch ISOGARD GL or ISOGARD 311 1 per 1.6 ft2 XR-TJ (SPATTER) 825
combination, loose laid CG I
structural concrete
Min. 22 ga., type B, ) o XR1-ISOSR, XR2-ISOSR, XR-TJ, XR1-XRSMA
SC-257. | Grade 80 steel or gs::::poinfoz;z:rs layers, any EAGm 2-inch ISOGARD GL or ISOGARD 31.1 1 per 1.0 ft? or XR2-XRSMA in ribbons 4-inch o.c. or -135.0
structural concrete tnation, : XR-TJ (SPATTER)
Min. 22 ga., type B, (Optional) One or more layers, an Min. 2-inch ISOGARD GL or ISOGARD
SC-258. | Grade 80 steel or prional relayers, any : 3.1.1 1per 1.0 ft2 XR-TJ (SPATTER) -1425
combination, loose laid CG
structural concrete
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (PARTIAL BOND):
Min. 22 ga., type B, L . . . -30.0*
One or more layers, any combination, Min. 0.5-inch Structodek High XR1-ISOSR, XR2-ISOSR, XR-TJ, XR1-XRSMA
SC-259. | Grade 33 steel or 3.11 1 per 2.0 ft? (NO
loose laid Density Fiberboard Roof Insulation — or XR2-XRSMA in ribbons 12-inch o.c.
structural concrete HVHZ)
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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TABLE 10G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

PCA-145

System Deck Base Insulation Layer Top Insulation Layer MDP
Roof Cover (3.1.4)
No. (a.1.2) (4.2.2) Type Fastener (4.2.2) Attach (3.1.2¢) (psf)
Min. 22 ga., type B, . . . -37.5*%
(Optional) One or more layers, any Min. 1-inch ISOGARD GL or ISOGARD ) XR1-ISOSR, XR2-ISOSR, XR-TJ, XR1-XRSMA
SC-260. | Grade 33 steel or o ) 3.1.1 1 per2.7ft - . (NO
combination, loose laid CG or XR2-XRSMA in ribbons 12-inch o.c.
structural concrete HVHZ)
Min. 22 ga., type B, . . .
(Optional) One or more layers, any Min. 1.5-inch ISOGARD GL or ) XR1-ISOSR, XR2-ISOSR, XR-TJ, XR1-XRSMA «
SC-261. | Grade 33 steel or combination, loose laid ISOGARD CG 311 1per2.0ft or XR2-XRSMA in ribbons 12-inch o.c. 45.0
structural concrete
Min. 22 ga., type B, . . .
(Optional) One or more layers, any Min. 2.25-inch ISOGARD GL or ) XR1-ISOSR, XR2-ISOSR, XR-TJ, XR1-XRSMA N
)| Grade 33 steel or combination, loose laid ISOGARD CG 311 Lperd.0ft or XR2-XRSMA in ribbons 12-inch o.c. -45.0
structural concrete
Min. 22 ga., type B, . . . . .
Min. 1.5-inch ISOGARD GL or Min. 0.5-inch Structodek High ) XR1-ISOSR, XR2-ISOSR, XR-TJ, XR1-XRSMA «
SRl Grade 33 steel or ISOGARD CG Density Fiberboard Roof Insulation 311 lper15ft or XR2-XRSMA in ribbons 12-inch o.c. 45.0
structural concrete
Min. 0.25-inch DensDeck Prime or
Min. 22 ga., type B, N SECUROCK Gypsum-Fiber Roof .
SC-264. | Grade 33 steel or ggi:lrarizore layers, any combination, Board, min. 0.5-inch DEXcell FA 3.1.1 1 per 2.0 ft? ﬁﬁi;igig’-iiih-rizr XR1-XRSMA in -45.0*
structural concrete Glass Mat Roof Board or min. 19/32- o
inch plywood
Min. 22 ga., type B, L Min. 0.25-inch DensDeck Prime or L
SC-265. | Grade 33 steel or One or more layers, any combination, | ¢ ;e0ck Gypsum-Fiber Roof 3.1.1 1per2.0ft XR2-ISOSR or XR2-XRSMA in ribbons 12 -45.0*
loose laid . R inch o.c.
structural concrete Board or min. 19/32-inch plywood
Min. 22 ga., type B, L r
SC-266. | Grade 33 steel or One or more layers, any combination, | 7/16-inch DEXcell Cement Roof 3.1.1 1 per 2.0 ft2 XR1-XRSMA (RIBBONS, 12” o.c.) -45.0*
loose laid Board
structural concrete
Min. 22 ga., type B, One or more layers, any combination XR1-ISOSR, XR2-ISOSR, XR-TJ, XR1-XRSMA
SC-267. | Grade 33 steel or more ‘ayers, any * | Min. 0.5-inch ISOGARD HD 3.1.1 1per2.1ft o ARETISTOR, AR -45.0*
loose laid (optional for recover) or XR2-XRSMA in ribbons 12-inch o.c.
structural concrete
Min. 22 ga., Type B, (Optional) Any thickness or Min. 1.5-inch ISOGARD GL or ) XR1-ISOSR, XR2-ISOSR, XR-TJ, XR1-XRSMA
SC268. | Grade 80 steel combination ISOGARD CG 311 Lper LOft or XR2-XRSMA in ribbons 12-inch o.c. 67.5
Min. 22 ga., type B, . . .
5C-269. | Grade 33 steel or (Optlc.mal? One or mo.re layers, any Min. 2-inch ISOGARD GL or ISOGARD 311 1 per 1.6 2 XR1-ISOSR, XR2. ISQSR, XR T.J, XR1-XRSMA 825
combination, loose laid CG I or XR2-XRSMA in ribbons 6-inch o.c.
structural concrete

TABLE 10H: STEEL DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF)

TEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED MULTI-PLY ROOF COVER

X Top Insulation Layer Roof Cover (3.1.4)
System Deck Base Insulation Layer Fast N MDP
No. 4.1.2 3.1.2 3 enel ac sf
(4.1.2) (3.1.2) Type Lo 2196 Base Ply Ply Cap Ply (psf)
SC-270. Min. 22 ga., Type B, One qr m.ore layers, apy Min. 0.25-inch SECURQCK Gypsum-Fiber Roof 311 1per3.2 SBS-AA None XR-HA 1350
Grade 40 steel combination, loose laid Board or DensDeck Prime I
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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TABLE 10H: STEEL DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF)

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED MULTI-PLY ROOF COVER

X Top Insulation Layer Roof Cover (3.1.4)
System Deck Base Insulation Layer e e MDP
No. 4.1.2 3.1.2 astency ac sf
(4.1.2) (3.1.2) Type 4.2.2) . Base Ply Ply Cap Ply
XR-TJin
Min. 22 ga., type B, . . ribbons 12-
SC-271. | Grade 33 steel or (Optional) One or more lavers, |\ 6 55 inch pensbeck Prime 3.1.1 lper4.0ft2 | SBS-TA (Optional) inch o.c. or -45.0
any combination, loose laid — SBS-TA
structural concrete XR-TJ
(SPATTER)

TABLE 101: STEEL DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION WELDED ROOF COVER

System Deck . Insulation Layer Attachment MDP
Vapor Barrier Roof Cover (3.1.4c)
No. (4.1.2) 5 (3.1.2) Fastener (3.1.1,4.2.2) Density (psf)
Min. 22 ga., type B, One o.r m9re layers, any Elevate Heavy Duty Fastener and Max. 18-inch o.c. in rows max. Elevate P.VC' EIe;vate Max PV(.: or Elgvate -30.0
SC-272. None combination, . . PVC KEE induction welded using RhinoBond (NO
Grade 33 steel N Elevate PVC InvisiWeld Plate 60-inch o.c. A
preliminarily attached Installation Tool HVHZ)
Elevate PVC, Elevate Max PVC or Elevate
Min. 22 ga., type B, One or more layers, any Elevate Heavy Duty Fastener and 1 per 6.0 ft? o X X
-273. L. L. PVC KEE induct Ided RhinoBond -45.0*
Sc273 Grade 33 steel None combination Elevate PVC InvisiWeld Plate 2 x 3-ft grid .|n uction welded using Fhino=on 4.0
Installation Tool
Elevate PVC, Elevate Max PVC or Elevate
Min. 22 ga., type B, One or more layers, any Elevate Heavy Duty Fastener and 1 per 5.3 ft2 (6 parts per 4x8 ft S K K
SC-274. N A L. PVC KEE induct Ided RhinoBond -45.0*
Grade 33 steel one combination Elevate PVC InvisiWeld Plate board) Per FM LPDS 1-29 .m uction welded using Rninoton
Installation Tool
Min. 22 ga., type B, One o.r mf:Jre layers, any Elevate Heavy Duty Fastener and Max. 12-inch o.c. in rows max. Elevate P.VC’ Elt.evate Max PV(.: or EI(.evate
SC-275. None combination, L . PVC KEE induction welded using RhinoBond -45.0
Grade 33 steel L Elevate PVC InvisiWeld Plate 60-inch o.c. R
preliminarily attached Installation Tool
) Min. 2.5-inch ISOGARD 2 Elevate PVC, Elevate Max PVC or Elevate
SC-276. E':/(')"Ls |252t§:I e, | ViForce,self GL, ISOGARD CG or E::X:EZ ;'32"":13:;‘(/2?;23'23 and 1bpo‘:r3')°i:ta (284’13;25_5&;4? dft PVC KEE induction welded using RhinoBond |  -52.5
ISOGARD HD Composite g Installation Tool
Min. 0.25-inch
. SECUROCK Gypsum- | Min. 2.5-inch ISOGARD ) Elevate PVC, Elevate Max PVC or Elevate
SC-277. 2"0";(5 |252t§:I tYPeB, | Liber Roof Board GL, ISOGARD CG or E::::Ez E@gﬁﬁ&:&;?jﬁzg and lbpo‘:rz')(z:ta (28&3;25 51‘14": dft PVC KEE induction welded using RhinoBond | -52.5
followed by V-Force, | |SOGARD HD Composite g Installation Tool
self-adhered
Elevate PVC, Elevate Max PVC or Elevate
Min. 22 ga., type B, One or more layers, any Elevate Heavy Duty Fastener and 1 per 4.0 ft? (8 parts per 4x8 ft S . .
SC-278. N PVC KEE induct Ided RhinoBond -60.0
Grade 33 steel one combination Elevate PVC InvisiWeld Plate board) Per FM LPDS 1-29 .|n uction welded using Rhinoton
Installation Tool
Elevate Heavy Duty Fastener with Elevate PVC. Elevate Max PVC or Elevat
$C-279 Min. 22 ga., type B, None One or more layers, any alternating rows of: 1 per 2.0 ft? (16 parts per 4x8 P\(/e(\:IaKsE indljct?:s :/elda:d usinorRhei!r:IgBe;nd 675
’ Grade 33 steel combination 1.) Elevate PVC InvisiWeld Plate ft board) in a 12 x 24-inch grid i e ’
. . Installation Tool
2.) Elevate Insulation Fastening Plate

LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.



https://www.iasonline.org/?post_type=ias_certificate&orderby=org&order=ASC&s=&global=&service=13573&keyword=&number=PCA-145&org=&city=&state=&country=&zip=&status=

NEMO EVALUATIONS REPORT Amrize Building Envelope LLC (Elevate)

IAS

Report No.:  NER-AMZ-001.A.R5 FL35402-R8

Revision 5: 2026-05-28 ACCREDITED
Pruduct Cerlif calior

Page 68 of 120 feomy

NEMO |cert ISO/IEC 17065  PCA-145

TABLE 101: STEEL DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) orR RECOVER

SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION WELDED ROOF COVER

System Deck . Insulation Layer Attachment MDP
Vapor Barrier Roof Cover (3.1.4c) o
No. (4.1.2) P (3.1.2) Fastener (3.1.1,4.2.2) Density (psf)
) Elevate PVC, Elevate Max PVC or Elevat
$C-280 Min. 22 ga., type B, None One or more layers, any Elevate Heavy Duty Fastener and 1 per 2.7 ft2 (12 parts per 4x8 P\?&IaKEE induct?:: :/elda:d usinorRh?r\:gBeond 75.0
’ Grade 33 steel combination Elevate PVC InvisiWeld Plate ft board) Per FM LPDS 1-29 . g ’
Installation Tool
Elevate PVC, Elevate Max PVC or Elevate
Min. 22 ga., type B, One or more layers, any Elevate Heavy Duty Fastener and 1 per 4.0 ft? o X X
-281. N N L PVC KEE induct Ided RhinoBond -75.
SC-28 Grade 33 steel one combination Elevate PVC InvisiWeld Plate 2 x 2-ft grid - [ncuction welded using Fhino=on >0
Installation Tool
Min. 22 ga., type B, One o.r mf)re layers, any Elevate Heavy Duty Fastener and Max. 6-inch o.c. in rows max. Elevate P.VC’ EIe;vate Max PV(.: or Elgvate
SC-282. None combination, - . PVC KEE induction welded using RhinoBond -82.5
Grade 33 steel L Elevate PVC InvisiWeld Plate 60-inch o.c. )
preliminarily attached Installation Tool
El PVC, El Max PV El
5C-283 Min. 22 ga., type B, None One or more layers, any Elevate Heavy Duty Fastener and 1 per 2.0 ft? (16 parts per 4x8 P\?gaIIEE inzljct?:st:/elda:d us?norRh?r\:zgeond -105.0
’ Grade 33 steel combination Elevate PVC InvisiWeld Plate ft board) Per FM LPDS 1-29 Installation Tool J ’

TABLE 10s: STEEL oR STRUCTURAL CONCRETE DECKS —NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER

Insulation Layer Roof Cover (3.1.4)
System Deck v A F B e MDP
No. f65] ac astener . ow eam of
(4.1.2) Type 210 Membrane Fastener (3.1.1, 4.2.2) spacing Lap Width spacing R (psf)
. . . . Elevate PVC, Elevate -30.0
Min. 22 ga., Type B, Min. 1.5-inch ISOGARD GL Prelim. ! Elevate Heavy-Duty Plus Fastener . . . .
SC-284. Grade 33 steel or ISOGARD CG attach Max PVC or Elevate PVC with Elevate HD Plus Seam Plate 12-inch o.c. 6-inch 114-inch 1.5-inch (NO
KEE HVHZ)
-37.5
Min. 22 ga., Type B, Min. 1.5-inch ISOGARD GL Prelim. Min. 60-mil Elevate PVC | Elevate Heavy-Duty Plus Fastener . . . R
SC-285. Grade 33 steel or ISOGARD CG attach or Elevate PVC KEE with Elevate HD Plus Seam Plate 12-inch o.c. 6-inch 114-inch 1.5-inch H(\'/\ll_‘oz)
. . . . Elevate PVC XR, Elevate -37.5
SC-286. GMr';’djg fi;ez‘l’pe K x'lns Olé'r;;';hchGARD ot :trf;'cr:: Max PVC XR or Elevate Svlftféfes:;"ﬁg ETZ:;:ZE:?I::? 12-incho.c. | 6-inch 114-inch | 15inch | (NO
PVC KEE XR HVHZ)
Elevate PVC, Elevate
Min. 22 ga., Type B, Min. 1.5-inch ISOGARD GL Prelim. ! Elevate Heavy-Duty Fastener with . . . .
SC-287. Grade 33 steel or ISOGARD CG attach KMEaEx PVC or Elevate PVC Elevate HD Seam Plate 6-inch o.c. 6-inch 114-inch 1.5-inch 45.0
Elevate PVC, Elevate
Min. 22 ga., Type B, Min. 1.5-inch ISOGARD GL Prelim. ! Elevate Heavy-Duty Fastener with . . . .
SC-288. Grade 33 steel or ISOGARD CG attach KMEaEx PVC or Elevate PVC Elevate HD Seam Plate 12-inch o.c. 6-inch 54-inch 1.5-inch 52.5
Min. 22 ga., Type B, Min. 1.5-inch ISOGARD GL Prelim. Min. 60-mil Elevate PVC | Elevate Heavy-Duty Fastener with ) . . .
SC-289. Grade 33 steel or ISOGARD CG attach or Elevate PVC KEE Elevate HD Seam Plate G-inch o.c. 6-inch 114-inch 1.5-inch 525
. . . . Elevate PVC XR, Elevate X
$C-290. Min. 22 ga., Type B, Min. 1.5-inch ISOGARD GL Prelim. Max PVC XR or Elevate Elevate Heavy-Duty Fastener with 6-inch o.c. 6-inch 114-inch 1.5-inch 525
Grade 33 steel or ISOGARD CG attach Elevate HD Seam Plate
PVC KEE XR
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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TABLE 10s: STEEL oR STRUCTURAL CONCRETE DECKS —NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER

Insulation Layer Roof Cover (3.1.4)

System Deck R E-— 5 S MDP
No. 4.1.2 ac astener . ow eam Sf
(4.1.2) Type 319 Membrane Fastener (3.1.1, 4.2.2) spacing Lap Width spacing B (psf)

Min. 22 ga., Type B, Min. 1.5-inch ISOGARD GL Prelim. Min. 60-mil Elevate PVC | Elevate Heavy-Duty Plus Fastener . . . .
5C-291. Grade 33 steel or ISOGARD CG attach or Elevate PVC KEE with Elevate HD Plus Seam Plate 12-inch o.c. 6-inch S4-inch 1.5-inch 60.0

Elevate PVC XR, Elevate

Min. 22 ga., Type B, Min. 1.5-inch ISOGARD GL Prelim. ! Elevate Heavy-Duty Plus Fastener . . . .

SC-292. Grade 33 steel or ISOGARD CG attach ’p\a/l\f(;( |<P|;/ECXXRR or Elevate with Elevate HD Plus Seam Plate 12-inch o.c. G-inch S4-inch 1.5-inch 60.0

TABLE 11A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4) P
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
ELEVATE PVC OR MAX PVC APPLICATIONS:
Structural Min. 1.5-inch ISOGARD GL or (Optional) Additional layers of base BB1-JBSA, BB1-LVOC, BB2-LVOC
¢l concrete None ISOGARD CG 1.5.0. Spray R insulation 1.5.0. Spray R or BB-WBBA -1650
c2 Structural None Min. 1.5-inch ISOGARD GL or 1.5.0. Spray R, 8- (Optional) Additional layers of base 1.5.0. Spray R, 8- BB1-JBSA, BB1-LVOC, BB2-LVOC 2400
concrete ISOGARD CG inch o.c. insulation inch o.c. or BB-WBBA ’
Structural Min. 1.5-inch ISOGARD GL or 1.5.0. Spray R, 4- (Optional) Additional layers of base 1.5.0. Spray R, 4-
3 concrete None ISOGARD CG inch o.c. insulation inch o.c. BB1-JBSA 2550
ca Structural None Min. 1.5-inch ISOGARD GL or 1.5.0. Spray R, 4- (Optional) Additional layers of base 1.5.0. Spray R, 4- BB1-LVOC, BB2-LVOC or BB- 285.0
concrete ISOGARD CG inch o.c. insulation inch o.c. WBBA ’
5 Structural None Min. 1.5-inch ISOGARD CG !.S.O. Spray R, 6- §Opt|or.1a|) Additional layers of base !.S.O. Spray R, 6- BB1-JBSA 2550
concrete inch o.c. insulation inch o.c.
c6 Structural None Min. 1.5-inch ISOGARD CG !.S.O. Spray R, 6- §Opt|or.1a|) Additional layers of base !.S.O. Spray R, 6- BB1-LVOC, BB2-LVOC or BB- 3375
concrete inch o.c. insulation inch o.c. WBBA
Structural . . . .
c-7 concrete None Min. 1-inch ISOGARD CG 1.5.0. Spray R Min. 1-inch ISOGARD CG 1.5.0. Spray R BB1-JBSA -255.0
c-8 structural None Min. 1-inch ISOGARD CG 1.5.0. Spray R Min. 1-inch ISOGARD CG 1.5.0. Spray R BB1-LVOC, BB2-LVOC or BB- 3375
concrete WBBA
Structural Min. 2-inch Styrofoam Brand Min. 0.25-inch DensDeck Prime or BB1-JBSA, BB2-JBSA, BB1-LVOC,
9 concrete None Roofmate or Highload 60 I.5.0. Spray R SECUROCK Gypsum-Fiber Roof Board 1.5.0. Spray R BB2-LVOC or BB-WBBA 750
. . Min. 0.25-inch DEXcell FA Glass Mat
C-10 structural None Min. 2-inch Sty.rofoam Brand 1.5.0. Spray R Roof Board or 7/16-inch DEXcell Cement | I.S.0. Spray R BB1-LVOC, BB2-LVOC or BB- -75.0
concrete Roofmate or Highload 60 WBBA
Roof Board
Structural Min. 2-inch Styrofoam Brand Min. 7/16-inch DEXcell Cement Roof
C-11 concrete None Roofmate or Highload 60 1.5.0. Spray R Board 1.5.0. Spray R BB2-JBSA -75.0

LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.
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SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER
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REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
Structural Min. 1.5-inch ISOGARD GL or Min. 7/16-inch DEXcell Cement Roof
C-12 concrete None ISOGARD CG 1.5.0. Spray R Board 1.5.0. Spray R BB2-JBSA -150.0
Structural Min. two (2) layers min. 1.5-inch Min. 7/16-inch DEXcell Cement Roof
C-13 concrete None ISOGARD GL or ISOGARD CG 1.5.0. Spray R Board 1.5.0. Spray R BB2-JBSA -150.0
Structural Min. 1.5-inch ISOGARD GL or Min. 0.25-inch SECUROCK Gypsum-Fiber
C-14 concrete None ISOGARD CG 1.5.0. Spray R Roof Board 1.5.0. Spray R BB2-JBSA -157.5
Structural Min. 1.5-inch ISOGARD GL or Min. 0.25-inch DensDeck or SECUROCK BB1-JBSA, BB1-LVOC, BB2-LVOC
c15 concrete None ISOGARD CG 1.5.0. Spray R Gypsum-Fiber Roof Board 1.5.0. Spray R or BB-WBBA 1575
Min. 0.25-inch DEXcell FA Glass Mat
Structural Min. 1.5-inch ISOGARD GL or R BB1-LVOC, BB2-LVOC or BB-
C-16 concrete None ISOGARD CG 1.5.0. Spray R Roof Board or 7/16-inch DEXcell Cement | 1.S.0. Spray R WBBA -157.5
Roof Board
c17 Structural None Min. 1.5-inch ISOGARD GL or 1.S.0. Spray R, 8- Min. 0.25-inch DensDeck Prime or 1.S.0. Spray R, 8- BB1-JBSA, BB2-JBSA, BB1-LVOC, 1875
concrete ISOGARD CG inch o.c. SECUROCK Gypsum-Fiber Roof Board inch o.c. BB2-LVOC or BB-WBBA ’
Structural Min. 1.5-inch ISOGARD GL or 15.0. Spray R, 8- | Min- 0-25-inch DEXcell FA Glass Mat 1.5.0. Spray R, 8- | BB1-LVOC, BB2-LVOC or BB-
C-18 None . Roof Board or 7/16-inch DEXcell Cement | . -187.5
concrete ISOGARD CG inch o.c. inch o.c. WBBA
Roof Board
Structural Min. 1.5-inch ISOGARD GL or 1.5.0. Spray R, 4- Min. 0.25-inch SECUROCK Gypsum-Fiber | 1.S.0. SprayR, 4-
19 concrete None ISOGARD CG inch o.c. Roof Board inch o.c. BB2-1BSA 2325
Structural Min. two (2) layers min. 1.5-inch Min. 0.25-inch SECUROCK Gypsum-Fiber
C-20 concrete None ISOGARD GL or ISOGARD CG 1.5.0. Spray R Roof Board 1.5.0. Spray R BB2-JBSA -232.5
Structural Min. 1.5-inch ISOGARD GL or 1.S.0. Spray R, 4- . . . 1.S.0. Spray R, 4-
C-21 concrete None ISOGARD CG inch o.c. Min. 0.25-inch DensDeck Prime inch o.C. BB2-JBSA -240.0
Structural Min. two (2) layers min. 1.5-inch . . )
C-22 concrete None ISOGARD GL or ISOGARD CG 1.S.0. Spray R Min. 0.25-inch DensDeck Prime 1.S.0. Spray R BB2-JBSA -240.0
c-23 Structural None Min. 1.5-inch ISOGARD GL or 1.S.0. Spray R, 4- Min. 0.25-inch DensDeck Prime or 1.S.0. Spray R, 4- BB1-JBSA, BB1-LVOC, BB2-LVOC 2475
concrete ISOGARD CG inch o.c. SECUROCK Gypsum-Fiber Roof Board inch o.c. or BB-WBBA ’
Structural Min. 1.5-inch ISOGARD GL or 15.0. Spray R, 4- | Min: 0-25-inch DEXcell FA Glass Mat .5.0. Spray R, 4- | BB1-LVOC, BB2-LVOC or BB-
C-24 None . Roof Board or 7/16-inch DEXcell Cement | . -247.5
concrete ISOGARD CG inch o.c. inch o.c. WBBA
Roof Board
Structural Min. two (2) layers min. 1.5-inch Min. 0.25-inch DensDeck Prime or
¢25 concrete None ISOGARD GL or ISOGARD CG 1.5.0. Spray R SECUROCK Gypsum-Fiber Roof Board 1.5.0. Spray R BB1-JBSA 255.0
Min. 0.25-inch DensDeck Prime, DEXcell
Structural Min. two (2) layers min. 1.5-inch FA Glass Mat Roof Board or SECUROCK BB1-LVOC, BB2-LVOC or BB-
c26 concrete None ISOGARD GL or ISOGARD CG 1.5.0. Spray R Gypsum-Fiber Roof Board or 7/16-inch | >0 SPravR WBBA 262.5
DEXcell Cement Roof Board
Structural One or more layers, min. 1.5-inch . . BB1-JBSA, BB1-LVOC, BB2-LVOC
C-27 concrete None ISOGARD GL or ISOGARD CG 1.5.0. Spray R Min. 0.5-inch ISOGARD HD 1.5.0. Spray R or BB-WBBA -247.5
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TABLE 11A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

ACCREDITED
P G

PCA-145

REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
c-28 structural None Min. 0.5-inch ISOGARD HD 1.5.0. Spray R None N/A BB1-JBSA 255.0
concrete
c-29 structural None Min. 0.5-inch ISOGARD HD 1.5.0. Spray R None N/A BB1-LVOC, BB2-LVOC or BB- -300.0
concrete WBBA
c-30 Structural None Min. 1.5-inch ISOGARD GL or 1.5.0. Stick, Twin (Optional) Additional layers of base 1.5.0. Stick, Twin BB1-JBSA, BB1-LVOC, BB2-LVOC -150.0
concrete ISOGARD CG Jet or Twin JetY insulation Jet or Twin JetY or BB-WBBA ’
1.S.0. Stick, Twin . " 1.S.0. Stick, Twin
c-31 Structural None Min. 1.5-inch ISOGARD CG Jetor Twin Jety, | (OPtional) Additional layers of base Jetor Twin JetY, | BB1-JBSA -255.0
concrete ) insulation .
6-inch o.c. 6-inch o.c.
1.5.0. Stick, Twin . - 1.5.0. Stick, Twin
c-32 structural None Min. 1.5-inch ISOGARD CG Jetor Twin Jety, | (OPtional) Additional layers of base Jet or Twin Jety, | BB1LVOC, BB2-LVOC or BB- 3375
concrete X insulation . WBBA
6-inch o.c. 6-inch o.c.
c-33 Structural None Min. 1-inch ISOGARD CG 1.S.0. Stick, TWin i 1 i ch ISOGARD CG 1.5.0. Stick, Twin | gy 1pcp -255.0
concrete Jet or Twin Jet Y Jet or Twin JetY
Structural . . 1.S.0. Stick, Twin . . 1.S.0. Stick, Twin BB1-LVOC, BB2-LVOC or BB-
C-34 concrete None Min. 1-inch ISOGARD CG Jet or Twin Jet Y Min. 1-inch ISOGARD CG Jet or Twin Jet Y WBBA -337.5
c-35 Structural None Min. 2-inch Styrofoam Brand 1.S.0. Stick or Min. 0.25-inch DensDeck Prime or 1.5.0. Stick or BB1-JBSA, BB2-JBSA, BB1-LVOC, 75.0
concrete Roofmate or Highload 60 Twin Jet SECUROCK Gypsum-Fiber Roof Board Twin Jet BB2-LVOC or BB-WBBA ’
Structural Min. 2-inch Styrofoam Brand 1.5.0. Stick or Min. 0.25-inch DEXcell FA Glass Mat 1.5.0. Stick or BB1-LVOC, BB2-LVOC or BB-
C-36 None X X Roof Board or 7/16-inch DEXcell Cement . -75.0
concrete Roofmate or Highload 60 Twin Jet Twin Jet WBBA
Roof Board
Structural Min. 2-inch Styrofoam Brand 1.S.0. Stick or Min. 7/16-inch DEXcell Cement Roof 1.S.0. Stick or
37 concrete None Roofmate or Highload 60 Twin Jet Board Twin Jet BB2-JBSA 750
c-38 Structural None Min. 1.5-inch ISOGARD GL or 1.5.0. Stick, Twin Min. 0.25-inch DensDeck Prime or 1.5.0. Stick, Twin BB1-JBSA, BB2-JBSA, BB1-LVOC, -150.0
concrete ISOGARD CG Jet or Twin Jet Y SECUROCK Gypsum-Fiber Roof Board Jet or Twin JetY BB2-LVOC or BB-WBBA ’
a9 | Structural None Min. 1.5-inch ISOGARD GL or 15.0. Stick, Twin | o g'j:r‘('j”;:‘7'3/i)éf§'cm)g':’czI'\g::nent 1.5.0. Stick, Twin | BB1-LVOC, BB2-LVOC or BB- 1500
concrete ISOGARD CG Jet or Twin Jet Y Jet or Twin JetY WBBA ’
Roof Board
Structural One or two layers of min. 1.5-inch 1.S.0. Stick, Twin Min. 7/16-inch DEXcell Cement Roof 1.5.0. Stick, Twin
c-40 concrete None ISOGARD GL or ISOGARD CG Jet or Twin Jet Y Board Jet or Twin JetY BB2-JBSA -150.0
Structural Min. two (2) layers min. 1.5-inch . . . . . BB1-JBSA, BB2-JBSA, BB1-LVOC,
C-41 concrete None ISOGARD GL or ISOGARD CG Twin JetY Min. 0.25-inch DensDeck Prime Twin JetY BB2-LVOC or BB-WBBA -225.0
Structural Min. two (2) layers min. 1.5-inch 1.S.0. Stick, Twin Min. 0.25-inch SECUROCK Gypsum-Fiber | 1.S.0. Stick, Twin
42 concrete None ISOGARD GL or ISOGARD CG Jetor Twin JetY | Roof Board Jetor Twin Jety | BB2BSA 2325
Structural Min. two (2) layers min. 1.5-inch 1.5.0. Stick, Twin . . . 1.S.0. Stick, Twin
43 concrete None ISOGARD GL or ISOGARD CG Jet, or Twin Jety | Min- 0-25-inch DensDeck Prime Jetor Twin Jety | BB2BSA -240.0
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TABLE 11A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

REFER TO

Base Insulation Layer

FOR VAPOR BARRIER OPTIONS
Top Insulation Layer

ISO/IEC 17065

ACCREDITED
P G

PCA-145

System 2523 Primer Attach Attach Roof Cover (3.1.4) MoP
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
Min. 0.25-inch DEXcell FA Glass Mat
Structural Min. two (2) layers min. 1.5-inch . R . BB1-LVOC, BB2-LVOC or BB-
C-44 concrete None ISOGARD GL or ISOGARD CG Twin JetY Roof Board or 7/16-inch DEXcell Cement | Twin JetY WBBA -240.0
Roof Board
Structural Min. two (2) layers min. 1.5-inch 1.S.0. Stick, Twin Min. 0.25-inch DensDeck Prime or 1.S.0. Stick, Twin
c45 concrete None ISOGARD GL or ISOGARD CG Jet or Twin Jet Y SECUROCK Gypsum-Fiber Roof Board Jet or Twin JetY BB1-JBSA 255.0
Min. 0.25-inch DensDeck Prime, DEXcell
C-46 Structural None Min. two (2) layers min. 1.5-inch 1.5.0. Stick or FA Glass Mat Roof Board or SECUROCK 1.5.0. Stick or BB1-LVOC, BB2-LVOC or BB- 2625
concrete ISOGARD GL or ISOGARD CG Twin Jet Gypsum-Fiber Roof Board or 7/16-inch Twin Jet WBBA ’
DEXcell Cement Roof Board
Structural One or more layers, min. 1.5-inch 1.S.0. Stick, Twin . . 1.S.0. Stick, Twin
47| concrete None ISOGARD GL or ISOGARD CG et or Twin Jety | M- 0-5-inch ISOGARD HD Jet or Twin Jety | BB1B9A 2550
Structural One or more layers, min. 1.5-inch 1.5.0. Stick, Twin . . 1.S.0. Stick, Twin BB1-LVOC, BB2-LVOC or BB-
48 concrete None ISOGARD GL or ISOGARD CG Jetor Twin Jety | Min- 0:5-inch ISOGARD HD Jetor TwinJetY | WBBA -3000
Structural 1.5.0. Stick, Twin 1.5.0. Stick, Twin
Cc-49 None Min. 1.5-inch ISOGARD CG Jet or Twin Jet Y, Min. 0.5-inch ISOGARD HD Jet or Twin Jet Y, BB1-JBSA -255.0
concrete . .
6-inch o.c. 6-inch o.c.
1.S.0. Stick, Twin 1.5.0. Stick, Twin
C-50 Structural None Min. 1.5-inch ISOGARD CG Jetor Twin JetY, | Min. 0.5-inch ISOGARD HD Jetor Twin Jety, | Soi-tVOC, BB2-LVOCor BB- 3375
concrete X . WBBA
6-inch o.c. 6-inch o.c.
c-51 Structural None Min. 0.5-inch ISOGARD HD 1.5.0. Stick, Twin | o N/A BB1-JBSA -255.0
concrete Jet or Twin JetY
c-52 Structural None Min. 0.5-inch ISOGARD HD 1.5.0. StIC.k, Twin None N/A BB1-LVOC, BB2-LVOC or BB- 3375
concrete Jet or Twin JetY WBBA
Structural Min. 1.5-inch ISOGARD GL or . (Optional) Additional layers of base . BB1-JBSA, BB1-LVOC, BB2-LVOC
C-53 concrete None ISOGARD CG 1.5.0. Twin Pack insulation 1.5.0. Twin Pack or BB-WBBA -165.0
c-54 Structural None Min. 1.5-inch ISOGARD GL or 1.5.0. Twin Pack, (Optional) Additional layers of base 1.5.0. Twin Pack, BB1-JBSA, BB1-LVOC, BB2-LVOC 2400
concrete ISOGARD CG 8-inch o.c. insulation 8-inch o.c. or BB-WBBA ’
Structural Min. 1.5-inch ISOGARD GL or 1.5.0. Twin Pack, (Optional) Additional layers of base 1.5.0. Twin Pack,
€35 concrete None ISOGARD CG 4-inch o.c. insulation 4-inch o.c. BB1-JBSA 2550
C-56 Structural None Min. 1.5-inch ISOGARD GL or 1.5.0. Twin Pack, (Optional) Additional layers of base 1.5.0. Twin Pack, BB1-LVOC, BB2-LVOC or BB- 285.0
concrete ISOGARD CG 4-inch o.c. insulation 4-inch o.c. WBBA ’
c-57 Structural None Min. 1.5-inch ISOGARD CG I,S',O. Twin Pack, $Opt|or'13|) Additional layers of base I.S..O. Twin Pack, BB1-JBSA 2550
concrete 6-inch o.c. insulation 6-inch o.c.
c-58 Structural None Min. 1.5-inch ISOGARD CG I,S',O. Twin Pack, $Opt|or'13|) Additional layers of base I.S..O. Twin Pack, | BB1-LVOC, BB2-LVOC or BB- 3375
concrete 6-inch o.c. insulation 6-inch o.c. WBBA
Structural . . . . . .
C-59 concrete None Min. 1-inch ISOGARD CG 1.5.0. Twin Pack Min. 1-inch ISOGARD CG 1.5.0. Twin Pack BB1-JBSA -255.0
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TABLE 11A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

ACCREDITED
P G

PCA-145

REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
C-60 Structural None Min. 1-inch ISOGARD CG 1.5.0. Twin Pack | Min. 1-inch ISOGARD CG 15.0. Twin Pack | BB1LVOC, BB2Z-LVOC or BE- 3375
concrete WBBA
Structural Min. 2-inch Styrofoam Brand ) Min. 0.25-inch DensDeck Prime or .
C-61 concrete None Roofmate or Highload 60 1.5.0. Twin Pack SECUROCK Gypsum-Fiber Roof Board 1.5.0. Twin Pack BB1-JBSA, BB1-LVOC or BB2-LVOC -75.0
. . Min. 0.25-inch DensDeck Prime or
c-62 ig:ccrt:tf' None %foq;?:r;fﬁy.“iﬂiiﬁ :(;a”d 1.5.0. Twin Pack | SECUROCK Gypsum-Fiber Roof Board or | 1.5.0. Twin Pack | BB2-JBSA 75.0
3 7/16-inch DEXcell Cement Roof Board
. . Min. 0.25-inch DEXcell FA Glass Mat
c-63 Structural None Min. 2-inch Styrofoam Brand 1.5.0. Twin Pack | Roof Board or 7/16-inch DEXcell Cement | 1.5.0. Twin Pack | BB1-LVOC or BB2-LVOC -75.0
concrete Roofmate or Highload 60
Roof Board
Structural One or two layers of min. 1.5-inch ) Min. 7/16-inch DEXcell Cement Roof X
C-64 concrete None ISOGARD GL or ISOGARD CG 1.5.0. Twin Pack Board 1.5.0. Twin Pack BB2-JBSA -150.0
Structural Min. 1.5-inch ISOGARD GL or . Min. 0.25-inch DensDeck or SECUROCK . BB1-JBSA, BB2-JBSA, BB1-LVOC,
c65 concrete None ISOGARD CG 15.0. Twin Pack | o cum-Fiber Roof Board 1.5.0. Twin Pack | o) 1VOC or BB-WBBA 157.5
. . Min. 0.25-inch DEXcell FA Glass Mat
C-66 Structural None Min. 1.5-inch ISOGARD GL or 15.0. Twin Pack | Roof Board or 7/16-inch DEXcell Cement | 1.5.0. Twin ack | CBL-LVOC, BB2-LVOC or BB- -157.5
concrete ISOGARD CG WBBA
Roof Board
c-67 Structural None Min. 1.5-inch ISOGARD GL or 1.5.0. Twin Pack, Min. 0.25-inch DensDeck Prime or 1.5.0. Twin Pack, BB1-JBSA, BB2-JBSA, BB1-LVOC, 1875
concrete ISOGARD CG 8-inch o.c. SECUROCK Gypsum-Fiber Roof Board 8-inch o.c. BB2-LVOC or BB-WBBA ’
Structural Min. 1.5-inch ISOGARD GL or 1.5.0. Twin Pack, | Min: 0-25-inch DEXcell FA Glass Mat 1.5.0. Twin Pack, | BB1-LVOC, BB2-LVOC or BB-
C-68 None R Roof Board or 7/16-inch DEXcell Cement . -187.5
concrete ISOGARD CG 8-inch o.c. 8-inch o.c. WBBA
Roof Board
Structural Min. 1.5-inch ISOGARD GL or 1.5.0. Twin Pack, Min. 0.25-inch SECUROCK Gypsum-Fiber | 1.S.0. Twin Pack,
69 concrete None ISOGARD CG 4-inch o.c. Roof Board 4-inch o.c. BB2-1BSA 2325
Structural Min. two (2) layers min. 1.5-inch . Min. 0.25-inch SECUROCK Gypsum-Fiber .
C-70 concrete None ISOGARD GL or ISOGARD CG 1.5.0. Twin Pack Roof Board 1.5.0. Twin Pack BB2-JBSA -232.5
Structural Min. 1.5-inch ISOGARD GL or 1.5.0. Twin Pack, . . . 1.5.0. Twin Pack,
C-71 concrete None ISOGARD CG a-inch o.c. Min. 0.25-inch DensDeck Prime a-inch o.c. BB2-JBSA -240.0
Structural Min. two (2) layers min. 1.5-inch . . . . .
C-72 concrete None ISOGARD GL or ISOGARD CG 1.5.0. Twin Pack Min. 0.25-inch DensDeck Prime 1.5.0. Twin Pack BB2-JBSA -240.0
Structural Min. 1.5-inch ISOGARD GL or 1.5.0. Twin Pack, Min. 0.25-inch DensDeck Prime or 1.5.0. Twin Pack,
c73 concrete None ISOGARD CG 4-inch o.c. SECUROCK Gypsum-Fiber Roof Board 4-inch o.c. BB1-JBSA 2550
Min. 0.25-inch DensDeck Prime, DEXcell
c-74 Structural None Min. 1.5-inch ISOGARD GL or 1.5.0. Twin Pack, FA Glass Mat Roof Board or SECUROCK 1.5.0. Twin Pack, BB1-LVOC, BB2-LVOC or BB- 2475
concrete ISOGARD CG 4-inch o.c. Gypsum-Fiber Roof Board or 7/16-inch 4-inch o.c. WBBA ’
DEXcell Cement Roof Board
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Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
Structural Min. two (2) layers min. 1.5-inch . Min. 0.25-inch DensDeck Prime or .
c75 concrete None ISOGARD GL or ISOGARD CG 5.0 Twin Pack | ¢ )rock Gypsum-Fiber Roof Board 1.5.0. Twin Pack | BBI1-JBSA 2550
Min. 0.25-inch DensDeck Prime, DEXcell
Structural Min. two (2) layers min. 1.5-inch . FA Glass Mat Roof Board or SECUROCK . BB1-LVOC, BB2-LVOC or BB-
c76 concrete None ISOGARD GL or ISOGARD CG 15.0. TwinPack | ¢ . im-Fiber Roof Board or 7/16-inch | >0 TWinPack 1 \ygga 262.5
DEXcell Cement Roof Board
Structural One or more layers, min. 1.5-inch ) ) . . BB1-JBSA, BB1-LVOC, BB2-LVOC
C-77 concrete None ISOGARD GL or ISOGARD CG 1.5.0. Twin Pack Min. 0.5-inch ISOGARD HD 1.5.0. Twin Pack or BB-WBBA -247.5
c7g | Structural None Min. 0.5-inch ISOGARD HD 15.0. Twin Pack | None N/A BB1-JBSA -255.0
concrete
79 | Structural None Min. 0.5-inch ISOGARD HD 15.0. Twin Pack | None N/A BBLLVOC, BB2-LVOC or 8- -300.0
concrete WBBA
C-80 Structural None (Optional) Min. 1.5-inch ISOGARD Twin Jet or Twin Min. 0.5-inch Structodek High Density Twin Jet or Twin BB1-JBSA, BB2-JBSA, BB1-LVOC or 675
concrete GL or ISOGARD CG JetY, 4-inch o.c. Fiberboard Roof Insulation JetY, 4-inch o.c. BB2-LVOC ’
Structural (Optional) Min. 1.5-inch ISOGARD Twin Jet or Twin Min. 0.5-inch Structodek High Density Twin Jet or Twin
cel concrete None GL or ISOGARD CG JetY, 4-inch o.c. Fiberboard Roof Insulation JetY, 4-inch o.c. BB-WBBA 975
Min. 0.25-inch DensDeck Prime or
Structural Min. 0.5-inch ISOGARD GL or . SECUROCK Gypsum-Fiber Roof Board, . BB1-JBSA, BB1-LVOC, BB2-LVOC
c82 concrete None ISOGARD CG Twin Jet Y min. 1-inch ISOGARD GL or ISOGARD CG | T WinJetY or BB-WBBA 2175
or min. 1.5-inch ISOGARD HD Composite
Structural Min. 0.5-inch ISOGARD GL or Twin Jet or Twin Min. 0.25-inch SECUROCK Gypsum-Fiber | Twin Jet or Twin
¢ concrete None ISOGARD CG JetY Roof Board Jety BB2-JBSA 2325
Structural Min. 0.5-inch ISOGARD GL or . . . . . BB1-JBSA, BB2-JBSA, BB1-LVOC,
Cc-84 concrete None ISOGARD CG Twin Jet Y Min. 0.25-inch DensDeck Prime Twin JetY BB2-LVOC or BB-WBBA -225.0
cgs | Structural None Min. 0.5-inch ISOGARD GL or Twin Jet Min. 0.25-inch DensDeck Prime Twin Jet BB2-JBSA -240.0
concrete ISOGARD CG
Min. 0.25-inch DensDeck Prime or
Structural Min. 0.5-inch ISOGARD GL or . SECUROCK Gypsum-Fiber Roof Board, . BB1-JBSA, BB1-LVOC, BB2-LVOC
86 concrete None ISOGARD CG Twin Jet min. 1-inch ISOGARD GL or ISOGARD CG | ' Wi Jet or BB-WBBA -2400
or min. 1.5-inch ISOGARD HD Composite
Structural Min. 1.5-inch ISOGARD GL or Twin Jet or Twin (Optional) Additional layer(s) base Twin Jet or Twin
Sl concrete None ISOGARD CG JetY, 4-inch o.c. insulation JetY, 4-inch o.c. BB1-JBSA 2550
c-88 Structural None Min. 1.5-inch ISOGARD GL or Twin Jet or Twin (Optional) Additional layer(s) base Twin Jet or Twin BB1-LVOC, BB2-LVOC or BB- 3375
concrete ISOGARD CG JetY, 4-inch o.c. insulation JetY, 4-inch o.c. WBBA '
ELEVATE PVC KEE APPLICATIONS:
Structural Min. 1.5-inch ISOGARD GL or (Optional) Additional layers of base
C-89 concrete None ISOGARD CG 1.5.0. Spray R insulation 1.5.0. Spray R BB1-LVOC -165.0
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P G
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REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
€-90 Structural None Min. 1.5-inch ISOGARD GL or !.S.O. Spray R, 8- §0ptlorfal) Additional layers of base !.S.O. Spray R, 8- BB1-LVOC 2400
concrete ISOGARD CG inch o.c. insulation inch o.c.
c-91 Structural None Min. 1.5-inch ISOGARD GL or !.S.O. Spray R, 4- @Optlorfal) Additional layers of base !.S.O. Spray R, 4- BB1-LVOC 285.0
concrete ISOGARD CG inch o.c. insulation inch o.c.
c-92 Structural None Min. 1.5-inch ISOGARD CG !.S.O. Spray R, 6- @Optlorfal) Additional layers of base !.S.O. Spray R, 6- BB1-LVOC 3375
concrete inch o.c. insulation inch o.c.
Structural . . . .
C-93 concrete None Min. 1-inch ISOGARD CG 1.5.0. Spray R Min. 1-inch ISOGARD CG 1.5.0. Spray R BB1-LVOC -337.5
Min. 0.25-inch DensDeck Prime, DEXcell
Structural Min. 2-inch Styrofoam Brand FA Glass Mat Roof Board or SECUROCK
c-o4 concrete None Roofmate or Highload 60 I.5.0. Spray R Gypsum-Fiber Roof Board or 7/16-inch 1.5.0. Spray R BB1-LVOC 750
DEXcell Cement Roof Board
Min. 0.25-inch DensDeck, DEXcell FA
Structural Min. 1.5-inch ISOGARD GL or Glass Mat Roof Board or SECUROCK
€95 concrete None ISOGARD CG 1.5.0. Spray R Gypsum-Fiber Roof Board or 7/16-inch | >0 SPrYR BB1-LVOC 1575
DEXcell Cement Roof Board
Min. 0.25-inch DensDeck Prime, DEXcell
Structural Min. 1.5-inch ISOGARD GL or 1.S.0. Spray R, 8- FA Glass Mat Roof Board or SECUROCK 1.S.0. Spray R, 8-
96 concrete None ISOGARD CG inch o.c. Gypsum-Fiber Roof Board or 7/16-inch | inch o.c. BBI-LVOC -187.5
DEXcell Cement Roof Board
Min. 0.25-inch DensDeck Prime, DEXcell
Structural Min. 1.5-inch ISOGARD GL or 1.5.0. Spray R, 4- FA Glass Mat Roof Board or SECUROCK 1.5.0. Spray R, 4-
c97 concrete None ISOGARD CG inch o.c. Gypsum-Fiber Roof Board or 7/16-inch | inch o.c. BBI-LVOC 2475
DEXcell Cement Roof Board
Min. 0.25-inch DensDeck Prime, DEXcell
Structural Min. two (2) layers min. 1.5-inch FA Glass Mat Roof Board or SECUROCK
co8 concrete None ISOGARD GL or ISOGARD CG 1.5.0. Spray R Gypsum-Fiber Roof Board or 7/16-inch | >0 SPravR BBI-LVOC 262.5
DEXcell Cement Roof Board
C-99 Structural None One or more layers, min. 1.5-inch |\ ¢ oo g Min. 0.5-inch ISOGARD HD 1.5.0. Spray R BB1-LVOC 2475
concrete ISOGARD GL or ISOGARD CG -0 opray e -0 opray :
c100 | Structural None Min. 0.5-inch ISOGARD HD 1.5.0. Spray R None N/A BB1-LVOC -300.0
concrete
Structural Min. 1.5-inch ISOGARD GL or Min. 0.5-inch Structodek High Density 1.5.0. Spray R, 4-
¢-101 concrete None ISOGARD CG I.5.0. Spray R Fiberboard Roof Insulation inch o.c. BB1-LVOC 165.0
Structural (Optional) Min. 1.5-inch ISOGARD 1.5.0. Spray R, 8- Min. 0.5-inch Structodek High Density 1.5.0. Spray R, 4-
c102 concrete None GL or ISOGARD CG inch o.c. Fiberboard Roof Insulation inch o.c. BB1-LVOC 195.0
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TABLE 11A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

ACCREDITED
P G

PCA-145

REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
Structural Min. 1.5-inch ISOGARD GL or 1.5.0. Stick, Twin (Optional) Additional layers of base 1.5.0. Stick, Twin
103 concrete None ISOGARD CG Jet or Twin JetY insulation Jet or Twin JetY BB1-LVOC 150.0
1.5.0. Stick, Twin . " 1.5.0. Stick, Twin
C-104 | Structural None Min. 1.5-inch ISOGARD CG Jetor Twin Jet y, | (OPtional) Additionallayers of base Jetor Twin JetY, | BB1-LVOC -337.5
concrete ) insulation )
6-inch o.c. 6-inch o.c.
c-105 | Structural None Min. L-inch ISOGARD CG 15.0. Stick, TWin | i 1. inch 1S0GARD CG 1:5.0. Stick, Twin | g5 1voc -337.5
concrete Jet or Twin Jet Y Jet or Twin JetY
Min. 0.25-inch DensDeck Prime, DEXcell
Structural Min. 2-inch Styrofoam Brand 1.S.0. Stick or FA Glass Mat Roof Board or SECUROCK 1.S.0. Stick or
¢-106 concrete None Roofmate or Highload 60 Twin Jet Gypsum-Fiber Roof Board or 7/16-inch Twin Jet BB1-LVOC 75:0
DEXcell Cement Roof Board
Min. 0.25-inch DensDeck Prime, DEXcell
Structural Min. 1.5-inch ISOGARD GL or 1.5.0. Stick, Twin FA Glass Mat Roof Board or SECUROCK 1.5.0. Stick, Twin
107 concrete None ISOGARD CG Jetor TwinlJetY | Gypsum-Fiber Roof Board or 7/16-inch Jetor Twin Jety | BBLLVOC -150.0
DEXcell Cement Roof Board
Structural Min. two (2) layers min. 1.5-inch ) . .
C-108 concrete None ISOGARD GL or ISOGARD CG Twin JetY Min. DEXcell FA Glass Mat Roof Board Twin JetY BB1-LVOC -240.0
Structural Min. two (2) layers min. 1.5-inch Min. 0.25-inch DensDeck Prime or
C-109 concrete None ISOéARD Gl 0|YISOGAR‘D i:G Twin Jet Y SECUROCK Gypsum-Fiber Roof Board or | Twin JetY BB1-LVOC -262.5
7/16-inch DEXcell Cement Roof Board
Min. 0.25-inch DensDeck Prime, DEXcell
Structural Min. two (2) layers min. 1.5-inch 1.S.0. Stick or FA Glass Mat Roof Board or SECUROCK 1.S.0. Stick or
10| concrete None ISOGARD GL or ISOGARD CG Twin Jet Gypsum-Fiber Roof Board or 7/16-inch | Twin Jet BBI-LVOC -262.5
DEXcell Cement Roof Board
cayg | Structural None One or more layers, min. 1.5-inch | o oy Min. 0.5-inch ISOGARD HD Twin Jet Y BB1-LVOC 2175
concrete ISOGARD GL or ISOGARD CG T ’
ca1p | Structural None Min. 1.5-inch ISOGARD CG TwinJetY, 6-inch |\ .. 6 5-inch ISOGARD HD TwinJetY, 6-inch | ga) 1 voc 2175
concrete o.C. o.C.
Structural One or more layers, min. 1.5-inch 1.S.0. Stick or . . 1.S.0. Stick or
G131 concrete None ISOGARD GL or ISOGARD CG Twin Jet Min. 0.5-inch ISOGARD HD Twin Jet BBI-LVOC -300.0
Structural 1.S.0. Stick or 1.S.0. Stick or
C-114 concrete None Min. 1.5-inch ISOGARD CG Twin Jet, 6-inch Min. 0.5-inch ISOGARD HD Twin Jet, 6-inch BB1-LVOC -337.5
o.c. o.C.
c1s | Structural None Min. 0.5-inch ISOGARD HD 1.5.0. Stick, Twin | o N/A BB1-LVOC 3375
concrete Jet or Twin JetY
c-116 Structural None Min. 1.5-inch ISOGARD GL or 15.0. Twin Pack ‘Optlor}al) Additional layers of base 15.0. Twin Pack BB1-LVOC 165.0
concrete ISOGARD CG insulation
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TABLE 11A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

Pt Cerlialiar
fgeney.

PCA-145

REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
Structural Min. 1.5-inch ISOGARD GL or 1.5.0. Twin Pack, (Optional) Additional layers of base 1.5.0. Twin Pack,
117 concrete None ISOGARD CG 8-inch o.c. insulation 8-inch o.c. BB1-LVOC -2400
Structural Min. 1.5-inch ISOGARD GL or 1.5.0. Twin Pack, (Optional) Additional layers of base 1.5.0. Twin Pack,
8| concrete None ISOGARD CG 4-inch o.c. insulation 4-inch o.c. BBL-LVOC 2830
c-119 Structural None Min. 1.5-inch ISOGARD CG I.S..O. Twin Pack, @Optlorfal) Additional layers of base I.S..O. Twin Pack, BB1-LVOC 3375
concrete 6-inch o.c. insulation 6-inch o.c.
Structural . . . . . .
C-120 concrete None Min. 1-inch ISOGARD CG 1.5.0. Twin Pack Min. 1-inch ISOGARD CG 1.5.0. Twin Pack BB1-LVOC -337.5
Min. 0.25-inch DensDeck Prime, DEXcell
Structural Min. 2-inch Styrofoam Brand . FA Glass Mat Roof Board or SECUROCK .
¢121 concrete None Roofmate or Highload 60 1.5.0. Twin Pack Gypsum-Fiber Roof Board or 7/16-inch 1.5.0. Twin Pack | BB1-LVOC 750
DEXcell Cement Roof Board
Min. 0.25-inch DensDeck, DEXcell FA
Structural Min. 1.5-inch ISOGARD GL or . Glass Mat Roof Board or SECUROCK .
C-122 concrete None ISOGARD CG 1.5.0. Twin Pack Gypsum-Fiber Roof Board or 7/16-inch 1.5.0. Twin Pack BB1-LVOC -157.5
DEXcell Cement Roof Board
Min. 0.25-inch DensDeck Prime, DEXcell
Structural Min. 1.5-inch ISOGARD GL or 1.5.0. Twin Pack, FA Glass Mat Roof Board or SECUROCK 1.5.0. Twin Pack,
CIB | concrete None ISOGARD CG 8-inch o.c. Gypsum-Fiber Roof Board or 7/16-inch | 8-inch o.c. BBI-LVOC -187.5
DEXcell Cement Roof Board
Min. 0.25-inch DensDeck Prime, DEXcell
Structural Min. 1.5-inch ISOGARD GL or 1.5.0. Twin Pack, FA Glass Mat Roof Board or SECUROCK 1.5.0. Twin Pack,
C124 1 concrete None ISOGARD CG 4-inch o.c. Gypsum-Fiber Roof Board or 7/16-inch | 4-inch o.c. BBI-LVOC 2475
DEXcell Cement Roof Board
Min. 0.25-inch DensDeck Prime, DEXcell
Structural Min. two (2) layers min. 1.5-inch . FA Glass Mat Roof Board or SECUROCK .
€125 | concrete None ISOGARD GL or ISOGARD CG 1S.0.TwinPack | o cum-Fiber Roof Board or 7/16-inch | >0 TWin Pack | BB1-LVOC 262.5
DEXcell Cement Roof Board
Structural One or more layers, min. 1.5-inch . . . .
C-126 concrete None ISOGARD GL or ISOGARD CG 1.5.0. Twin Pack Min. 0.5-inch ISOGARD HD 1.5.0. Twin Pack BB1-LVOC -247.5
cap7 | Structural None Min. 0.5-inch ISOGARD HD .5.0. Twin Pack | None N/A BB1-LVOC -300.0
concrete
Structural Min. 1.5-inch ISOGARD GL or ) Min. 0.5-inch Structodek High Density 1.5.0. Twin Pack,
128 concrete None ISOGARD CG 1.5.0. Twin Pack Fiberboard Roof Insulation 4-inch o.c. BB1-LVOC -1650
Structural (Optional) Min. 1.5-inch ISOGARD 1.5.0. Twin Pack, Min. 0.5-inch Structodek High Density 1.5.0. Twin Pack,
¢129 concrete None GL or ISOGARD CG 8-inch o.c. Fiberboard Roof Insulation 4-inch o.c. BB1-LVOC 195.0
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TABLE 11A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

REFER TO
Base Insulation Layer

FOR VAPOR BARRIER OPTIONS

Top Insulation Layer

ISO/IEC 17065

IAS

ACCREDITED
P G

PCA-145

System Deck PrmeT Attach Attach Roof Cover (3.1.4) Mbe
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
Structural (Optional) Min. 1.5-inch ISOGARD Twin Jet or Twin Min. 0.5-inch Structodek High Density Twin Jet or Twin
¢-130 concrete None GL or ISOGARD CG JetY, 4-inch o.c. Fiberboard Roof Insulation JetY, 4-inch o.c. BB1-LVOC 67.5
Min. 0.25-inch DensDeck Prime or
Structural Min. 0.5-inch ISOGARD GL or . SECUROCK Gypsum-Fiber Roof Board, .
B concrete None ISOGARD CG Twin et min. 1-inch ISOGARD GL or ISOGARD CG | ' " ¢tY BBI-LVOC 27
or min. 1.5-inch ISOGARD HD Composite
Min. 0.25-inch DensDeck Prime or
Structural Min. 0.5-inch ISOGARD GL or . SECUROCK Gypsum-Fiber Roof Board, .
G132 oncrete None ISOGARD CG Twin Jet min. 1-inch ISOGARD GL or ISOGARD CG | T WinJet BB1-LVOC -2400
or min. 1.5-inch ISOGARD HD Composite
Structural Min. 1.5-inch ISOGARD GL or Twin Jet or Twin (Optional) Additional layer(s) base Twin Jet or Twin
c133 concrete None ISOGARD CG JetY, 4-inch o.c. insulation JetY, 4-inch o.c. BB1-LVOC 3375
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (FULL BOND):
XR1-ISOSR, XR2-ISOSR, XR-TJ,
. . . . . . XR1-XRSMA or XR2-XRSMA in
C-134 i::cc::tf' ASTM D41 (GoLpt'°"a') Min. 1.5-inch ISOGARD |\ Asphalt SME'guﬁgz;rgh '23::‘_[F)ﬁ)c:rr:g;’f3cgar ’ Hot Asphalt ribbons 4-inch o.c. or XR-TJ -300.0
VP (SPATTER) or XR1-WBBA or XR2-
WBBA
XR1-ISOSR, XR2-ISOSR, XR-TJ,
. ) (Optional) Additional layer of base XR1-XRSMA or XR2-XRSMA in
C-135 iz:jcc::tfl None :\:géiégcgéSOGARD Glor 1.5.0. Spray R insulation or min. 0.5-inch Tapered 1.5.0. Spray R ribbons 4-inch o.c. or XR-TJ -172.5
ISOGARD GL or ISOGARD CG (SPATTER) or XR1-WBBA or XR2-
WBBA
Optional additional layers of base
. ) insulation or min. 0.5-inch Tapered
C-136 i:;:‘ccrt:t?' None ggéi;BCE$SOGARD GLor 1.5.0. Spray R ISOGARD GL or ISOGARD CG followed by | 1.5.0. Spray R XR2-WBBA -180.0
Min. 0.25-inch DEXcell FA Glass Mat
Roof Board
Optional additional layers of base
insulation or min. 0.5-inch Tapered
Structural Min. 1-inch ISOGARD GL or ISOGARD GL or ISOGARD CG followed by
C137 | concrete None ISOGARD CG 1.5.0. Spray R Min. 0.25-inch DensDeck Prime or 1.5.0. Spray R XR2-WBBA -300.0

SECUROCK Gypsum-Fiber Roof Board or
7/16-inch DEXcell Cement Roof Board
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TABLE 11A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

IAS

ACCREDITED
P G

PCA-145

REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
Optional additional layers of base
. . insulation or min. 0.5-inch Tapered .
c13g | Structural None Min. 1-inch ISOGARD GL or 1.5.0. Spray R ISOGARD GL or ISOGARD CG followed by | 1.5.0. Spray R XR2-ISOSR or XR2-XRSMA in -300.0
concrete ISOGARD CG ) ) ; ribbons 4-inch o.c.
Min. 0.25-inch DensDeck Prime or
SECUROCK Gypsum-Fiber Roof Board
Optional additional layers of base
insulation or min. 0.5-inch Tapered
. . ISOGARD GL or ISOGARD CG followed by XR1-ISOSR, XR-TJ or XR1-XRSMA
C-139 i:)rr:‘cc::t? None P:g‘éi;gcgéSOGARD GLor 1.5.0. Spray R Min. 0.25-inch DensDeck Prime, DEXcell 1.5.0. Spray R in ribbons 4-inch o.c. or XR-TJ -300.0
FA Glass Mat Roof Board or SECUROCK (SPATTER) or XR1-WBBA
Gypsum-Fiber Roof Board or 7/16-inch
DEXcell Cement Roof Board
Optional additional layers of base
Structural Min. 1-inch ISOGARD GL or insulation or min. 0.5-inch Tapered
C-140 concrete None ISOGARD CG 1.5.0. Spray R ISOGARD GL or ISOGARD CG followed by 1.5.0. Spray R XR1-WBBA or XR2-WBBA -337.5
min. 0.5-inch ISOGARD HD
XR1-ISOSR, XR2-ISOSR, XR-TJ,
Structural (Optional) Min. 1.5-inch ISOGARD 1.5.0. Spray R, 4- Min. 0.5-inch Structodek High Density 1.5.0. Spray R, 4- XR1-XRSMA or XR2-XRSMA in
C-141 None . A . . . K -382.5
concrete GL inch o.c. Fiberboard Roof Insulation inch o.c. ribbons 4-inch o.c. or XR-TJ
(SPATTER)
Optional additional layers of base XR1-ISOSR, XR2-ISOSR, XR-TJ,
Structural Min. 1-inch ISOGARD GL or insulation or min. 0.5-inch Tapered XR1-XRSMA or XR2-XRSMA in
G142 oncrete None ISOGARD CG 1.5.0. Spray R ISOGARD GL or ISOGARD CG followed by | >0 SPaY R ribbons 4-inch o.c. or XR-TJ -390.0
min. 0.5-inch ISOGARD HD (SPATTER)
XR1-ISOSR, XR2-ISOSR, XR-TJ,
c-143 Structural None Min. 1.5-inch ISOGARD GL or 1.5.0. Spray R, 4- (Optional) Additional layer(s) base 1.5.0. Spray R, 4- | XR1-XRSMA or XR2-XRSMA in 4950
concrete ISOGARD CG inch o.c. insulation inch o.c. ribbons 4-inch o.c. or XR-TJ ’
(SPATTER)
XR1-ISOSR, XR2-ISOSR, XR-T},
Structural Min. L-inch ISOGARD GL or 15.0. Stick, Twin | (OPtional) Additional layer of base 15.0. Stick, Twin | “R-XRSMA or XR2-XRSMA in
C-144 concrete None ISOGARD CG Jet or Twin Jet Y insulation or min. 0.5-inch Tapered Jet or Twin Jet Y ribbons 4-inch o.c. or XR-TJ -172.5
ISOGARD GL or ISOGARD CG (SPATTER) or XR1-WBBA or XR2-
WBBA
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TABLE 11A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

IAS

ACCREDITED
P G

PCA-145

REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
Optional additional layers of base
. . . . insulation or min. 0.5-inch Tapered . .
C-145 ig:’cc::tf' None :\S/'g’éﬁl\;{'gcgéSOGARD Glor ;:t(zrsTtxli JTE‘Q": ISOGARD GL or ISOGARD CG followed by j:tgr?l't\:vcll:\ JT:'; XR2-WBBA -180.0
Min. 0.25-inch DEXcell FA Glass Mat
Roof Board
Optional additional layers of base
insulation or min. 0.5-inch Tapered
Structural Min. 1-inch ISOGARD GL or 1.5.0. Stick, Twin ISOGARD GL or ISOGARD CG followed by | 1.S.0. Stick, Twin
146 concrete None ISOGARD CG Jet or Twin Jet Y Min. 0.25-inch DensDeck Prime or Jet or Twin JetY XR2-WBBA -187.5
SECUROCK Gypsum-Fiber Roof Board or
7/16-inch DEXcell Cement Roof Board
Optional additional layers of base
SOGARD Lot S0GARD GG folowed b XRL-SOSR, XR2-ISOSR, XR-T,
Structural Min. 1-inch ISOGARD GL or 1.5.0. Stick, Twin . . . Y 1.5.0. Stick, Twin XR1-XRSMA or XR2-XRSMA in
C-147 None R Min. 0.25-inch DensDeck Prime, DEXcell A . X -187.5
concrete ISOGARD CG Jet or Twin JetY Jet or Twin JetY ribbons 4-inch o.c. or XR-TJ
FA Glass Mat Roof Board or SECUROCK (SPATTER) or XR1-WBBA
Gypsum-Fiber Roof Board or 7/16-inch
DEXcell Cement Roof Board
Optional additional layers of base
Structural Min. 1-inch ISOGARD GL or 1.5.0. Stick, Twin insulation or min. 0.5-inch Tapered 1.5.0. Stick, Twin
CU8 | oncrete None ISOGARD CG Jetor Twin JetY | ISOGARD GL or ISOGARD CG followed by | Jetor TwinJety | *1r WBBA or XR2-WBBA 3375
min. 0.5-inch ISOGARD HD
Optional additional layers of base XR1-ISOSR, XR2-ISOSR, XR-TJ,
C-149 Structural None Min. 1-inch ISOGARD GL or 1.S.0. Stick, Twin insulation or min. 0.5-inch Tapered 1.5.0. Stick, Twin XR1-XRSMA or XR2-XRSMA in 390.0
concrete ISOGARD CG Jet or Twin Jet Y ISOGARD GL or ISOGARD CG followed by | Jet or Twin JetY ribbons 4-inch o.c. or XR-TJ ’
min. 0.5-inch ISOGARD HD (SPATTER)
XR1-ISOSR, XR2-ISOSR, XR-TJ,
. . (Optional) Additional layer of base XR1-XRSMA or XR2-XRSMA in
C-150 iz:frt:t?l None :\;IgéiégcgelSOGARD Glor 1.5.0. Twin Pack insulation or min. 0.5-inch Tapered 1.5.0. Twin Pack ribbons 4-inch o.c. or XR-TJ -172.5
ISOGARD GL or ISOGARD CG (SPATTER) or XR1-WBBA or XR2-
WBBA
Optional additional layers of base
Structural Min. 1-inch ISOGARD GL or insulation or min. 0.5-inch Tapered
C-151 concrete None ISOéARD G 1.5.0. Twin Pack ISOGARD GL or ISOGARD CG followed by | I.S.0. Twin Pack XR2-WBBA -180.0
Min. 0.25-inch DEXcell FA Glass Mat
Roof Board
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TABLE 11A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

@b"“ OF MULTILy,,

ISO/IEC 17065

2,

IAS

ACCREDITED
P G
fgeney

PCA-145

REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
Optional additional layers of base
insulation or min. 0.5-inch Tapered
Structural Min. 1-inch ISOGARD GL or . ISOGARD GL or ISOGARD CG followed by .
C-152 concrete None ISOGARD CG 1.5.0. Twin Pack Min. 0.25-inch DensDeck Prime or 1.5.0. Twin Pack XR2-WBBA -300.0
SECUROCK Gypsum-Fiber Roof Board or
7/16-inch DEXcell Cement Roof Board
Optional additional layers of base
. . insulation or min. 0.5-inch Tapered .
cis3 | Structural None Min. L-inch ISOGARD GL or 1.5.0. Twin Pack | ISOGARD GL or ISOGARD CG followed by | 1.5.0. Twin Pack | <12 >OSR or XRZ-XRSMA in -300.0
concrete ISOGARD CG ) ) ) ribbons 4-inch o.c.
Min. 0.25-inch DensDeck Prime or
SECUROCK Gypsum-Fiber Roof Board
Optional additional layers of base
insulation or min. 0.5-inch Tapered
. . ISOGARD GL or ISOGARD CG followed by XR1-ISOSR, XR-TJ or XR1-XRSMA
c-154 i::cc::tf' None .“;'3};;;{?2 éSOGARD GLor 1.5.0. Twin Pack | Min. 0.25-inch DensDeck Prime, DEXcell | 1.5.0. Twin Pack | in ribbons 4-inch o.c. or XR-TJ -300.0
FA Glass Mat Roof Board or SECUROCK (SPATTER) or XR1-WBBA
Gypsum-Fiber Roof Board or 7/16-inch
DEXcell Cement Roof Board
Optional additional layers of base
Structural Min. 1-inch ISOGARD GL or . insulation or min. 0.5-inch Tapered .
C-155 concrete None ISOGARD CG 1.5.0. Twin Pack ISOGARD GL or ISOGARD CG followed by 1.5.0. Twin Pack XR1-WBBA or XR2-WBBA -337.5
min. 0.5-inch ISOGARD HD
XR1-ISOSR, XR2-ISOSR, XR-TJ,
C-156 Structural None (Optional) Min. 1.5-inch ISOGARD 1.5.0. Twin Pack, Min. 0.5-inch Structodek High Density 1.5.0. Twin Pack, XR1-XRSMA or XR2-XRSMA in 3825
concrete GL or ISOGARD CG 4-inch o.c. Fiberboard Roof Insulation 4-inch o.c. ribbons 4-inch o.c. or XR-TJ ’
(SPATTER)
Optional additional layers of base XR1-ISOSR, XR2-ISOSR, XR-TJ,
Structural Min. 1-inch ISOGARD GL or . insulation or min. 0.5-inch Tapered . XR1-XRSMA or XR2-XRSMA in
CI57 1 oncrete None ISOGARD CG 15.0. Twin Pack | s0GARD GL or ISOGARD CG followed by | 5O TWINPack | i ons a-inch o.c. or XR-TJ -390.0
min. 0.5-inch ISOGARD HD (SPATTER)
XR1-ISOSR, XR2-ISOSR, XR-TJ,
C-158 Structural None Min. 1.5-inch ISOGARD GL or 1.5.0. Twin Pack, (Optional) Additional layer(s) base 1.5.0. Twin Pack, XR1-XRSMA or XR2-XRSMA in 4950
concrete ISOGARD CG 4-inch o.c. insulation 4-inch o.c. ribbons 4-inch o.c. or XR-TJ ’
(SPATTER)
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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TABLE 11A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

REFER TO
Base Insulation Layer

FOR VAPOR BARRIER OPTIONS

Top Insulation Layer

F MUL
WS,
- %

ISO/IEC 17065

IAS

ACCREDITED

Pt Cerlialiar
fgeney.

PCA-145

System 2523 Primer Attach Attach Roof Cover (3.1.4) MoP
No. (4.1.2) Type Type (psf)
(3.1.3) (3.1.3)
Min. 0.25-inch DensDeck Prime or izi:g&ﬁxﬁigﬁi&sﬁ;ﬁ
Structural Min. 0.5-inch ISOGARD GL or . SECUROCK Gypsum-Fiber Roof Board, . R K
C-159 None Twin JetY R . Twin JetY ribbons 4-inch o.c. or XR-TJ -217.5
concrete ISOGARD CG min. 1-inch ISOGARD GL or ISOGARD CG
. . . (SPATTER) or XR1-WBBA or XR2-
or min. 1.5-inch ISOGARD HD Composite
WBBA
Min. 0.25-inch DensDeck Prime or izi:g&ﬁﬁ;ﬁgﬁi‘%ﬁ;ﬁ
Structural Min. 0.5-inch ISOGARD GL or . SECUROCK Gypsum-Fiber Roof Board, . R K
C-160 None Twin Jet R . Twin Jet ribbons 4-inch o.c. or XR-TJ -240.0
concrete ISOGARD CG min. 1-inch ISOGARD GL or ISOGARD CG
. . . (SPATTER) or XR1-WBBA or XR2-
or min. 1.5-inch ISOGARD HD Composite
WBBA
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (PARTIAL BOND):
Optional additional layers of base
insulation or min. 0.5-inch Tapered
1.5.0. Spray R, ISOGARD GL or ISOGARD CG followed by | I.S.0. Spray R,
c-161 Structural None Min. 1-inch ISOGARD GL or 1.5.0. Stick, Twin min. 0.25-inch DensDeck Prime, DEXcell 1.5.0. Stick, Twin XR1-ISOSR, XR-TJ or XR1-XRSMA -45.0
concrete ISOGARD CG Jet, Twin JetY or FA Glass Mat Roof Board or SECUROCK Jet, Twin Jet Y or in ribbons 12-inch o.c. !
1.5.0. Twin Pack Gypsum-Fiber Roof Board or min. 0.5- 1.5.0. Twin Pack
inch ISOGARD HD or min. 7/16-inch APA
or TECO rated OSB
Optional additional layers of base
insulation or min. 0.5-inch Tapered
1.S.0. Spray R, 1.S.0. Spray R,
Structural Min. 1-inch ISOGARD GL or 1.5.0. Stick, Twin | SOGARD GLor ISOGARD CG followed by | | ¢y ¢iice Twin | XR1-ISOSR or XR2-XRSMA in
C-162 None X min. 0.25-inch DensDeck Prime or . R K -45.0
concrete ISOGARD CG Jet, Twin JetY or ) Jet, Twin JetY or ribbons 12-inch o.c.
15.0. Twin Pack SECUROCK Gypsum-Fiber Roof Board or 15.0. Twin Pack
e min. 0.5-inch ISOGARD HD or min. 7/16- e
inch APA or TECO rated OSB
1.5.0. Spray R, Optional additional layers of base 1.5.0. Spray R,
Structural Min. 1-inch ISOGARD GL or 1.S.0. Stick, Twin insulation or min. 0.5-inch Tapered 1.S.0. Stick, Twin "
G163 1 oncrete None ISOGARD CG Jet, Twin Jet Y or | ISOGARD GL or ISOGARD CG followed by | Jet, Twin Jet Y or | R+ XRSMA (RIBBONS, 12" o.c) -45.0
1.5.0. Twin Pack 7/16-inch DEXcell Cement Roof Board 1.5.0. Twin Pack
Optional additional layers of base
1.5.0. Spray R, insulation or min. 0.5-inch Tapered 1.5.0. Spray R,
C-164 Structural None Min. 1-inch ISOGARD GL or 1.S.0. Stick, Twin ISOGARD GL or ISOGARD CG followed by | 1.S.0. Stick, Twin XR1-ISOSR, XR-TJ or XR1-XRSMA 60.0
concrete ISOGARD CG Jet, Twin Jet Y or | Min. 0.25-inch DensDeck Prime, DEXcell Jet, Twin Jet Y or | in ribbons 6-inch o.c. ’
1.5.0. Twin Pack FA Glass Mat Roof Board or SECUROCK 1.5.0. Twin Pack
Gypsum-Fiber Roof Board
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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TABLE 11A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

ISO/IEC 17065

Pt Cerlialiar
fgenry.

PCA-145

REFER TO FOR VAPOR BARRIER OPTIONS
Base Insulation Layer Top Insulation Layer
System Deck . MDP
Primer Attach Attach Roof Cover (3.1.4)
No. (4.1.2) Type Type ol
(3.1.3) (3.1.3)
1.5.0. Spray R, ppt|on_al addltu_)nal Ia\{ers of base 1.5.0. Spray R,
. . R . insulation or min. 0.5-inch Tapered . . .
Structural Min. 1-inch ISOGARD GL or 1.S.0. Stick, Twin 1.S.0. Stick, Twin XR2-ISOSR or XR2-XRSMA in
C-165 None ) ISOGARD GL or ISOGARD CG followed by . . . -60.0
concrete ISOGARD CG Jet, Twin JetY or . . . Jet, Twin JetY or ribbons 6-inch o.c.
15.0. Twin Pack Min. 0.25-inch DensDeck Prime or 15.0. Twin Pack
T SECUROCK Gypsum-Fiber Roof Board T
1.5.0. Spray R, Optional additional layers of base 1.5.0. Spray R,
Structural Min. 1-inch ISOGARD GL or 1.S.0. Stick, Twin insulation or min. 0.5-inch Tapered 1.S.0. Stick, Twin ”
€166 | oncrete None ISOGARD CG Jet, Twin Jet Y or | ISOGARD GL or ISOGARD CG followed by | Jet, Twin Jet Y or | XR-XRSMA (RIBBONS, 6 o.c.) -60.0
1.5.0. Twin Pack 7/16-inch DEXcell Cement Roof Board 1.5.0. Twin Pack
1.5.0. Spray R, Optional additional layers of base 1.5.0. Spray R,
_ Structural None Min. 1-inch ISOGARD GL or 1.5.0. Stick, Twin | insulation or min. 0.5-inch Tapered 1.5.0. Stick, Twin i:if&ﬁxgﬁgﬁiﬁsﬁ;ﬁ 825
concrete ISOGARD CG Jet, Twin JetY or ISOGARD GL or ISOGARD CG followed by | Jet, Twin JetY or ribbons 6-inch o.c :
1.5.0. Twin Pack min. 0.5-inch ISOGARD HD 1.5.0. Twin Pack o
1.S.0. Spray R, . - 1.5.0. Spray R,
Structural Min. 1-inch ISOGARD GL or 1.5.0. Stick, Twin | (OPtional) Additional layer of base 15.0. Stick, Twin | R1-ISOSR, XR2-ISOSR, XRT,
C-168 None X insulation or min. 0.5-inch Tapered . XR1-XRSMA or XR2-XRSMA in -142.5
concrete ISOGARD CG Jet, Twin JetY or Jet, Twin JetY or . .
. ISOGARD GL or ISOGARD CG . ribbons 6-inch o.c.
1.5.0. Twin Pack 1.5.0. Twin Pack

TABLE 118: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED MULTI-PLY ROOF COVER

REFER TO

FOR VAPOR BARRIER OPTIONS

Base Insulation Layer Top Insulation Layer
System Deck y P Y orimer Roof Cover (3.1.4) MDP
No. (8.1.2) Attach Attach B (psf)
Type s Type s ase Ply Ply Cap Ply
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (FULL BOND):
Twin Jet XR-TJ, in
C-169 Structural | Min. 0.5-inch ISOGARD GL or ISOGARD or Twin Min. 0.25-inch DensDeck Prime or Twin Jet or None SBS-TA (Optional) ribbons 4-inch 1275
concrete CG Jety SECUROCK Gypsum-Fiber Roof Board Twin JetY SBS-TA o.c. or XR-TJ ’
(SPATTER)
LINKTO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.



https://www.iasonline.org/?post_type=ias_certificate&orderby=org&order=ASC&s=&global=&service=13573&keyword=&number=PCA-145&org=&city=&state=&country=&zip=&status=

NEMO EVALUATIONS REPORT Amrize Building Envelope LLC (Elevate)

Report No.:  NER-AMZ-001.A.R5 FL35402-R8
Revision 5: 2026-05-28 ACCREDITED
Pruduct Cerlif calior
Page 84 of 120 feomy
ISO/IEC 17065 PCA-145

NEMO |cert.

TABLE 11c: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) orR RECOVER

SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION WELDED ROOF COVER

System Deck Insulation Layer Attachment MDP
Roof Cover (3.1.4c)
No. (4.1.2) (3.1.2) Fastener (4.2.2) Density (psf)
-30.0
Structural One O.r mf)re |ayer.s, .any. Elevate Heavy Duty Fastener or Elevate Concrete Max. 18-inch o.c. in rows max. 60- Elevéte PV.C' Elevate Ma>.< PVC (.)r Elevate PVC
C-170 combination, preliminarily ) L . KEE induction welded using RhinoBond (NO
concrete Drive and Elevate PVC InvisiWeld Plate inch o.c. .
attached Installation Tool HVHZ)
Structural One or more layers, any Elevate Heavy Duty Fastener or Elevate Concrete 1 per 6.0 ft? Elevgte PV.C’ Elevate Ma>.( pvc (.)r Elevate PVC «
C-171 L . . . KEE induction welded using RhinoBond -45.0
concrete combination Drive and Elevate PVC InvisiWeld Plate 2 x 3-ft grid .
Installation Tool
El PVC, El Max PV El PV
c172 Structural One or more layers, any Elevate Heavy Duty Fastener or Elevate Concrete 1 per 5.3 ft? (6 parts per 4x8 ft board) Klieg?r::uctﬁ;n \I?/chfsd uas)i(n Rchci)r:oBf)\:]adte ¢ -45.0%
concrete combination Drive and Elevate PVC InvisiWeld Plate Per FM LPDS 1-29 . J ’
Installation Tool
Structural One o.r mf)re Iayer.s, .any. Elevate Heavy Duty Fastener or Elevate Concrete Max. 12-inch o.c. in rows max. 60- Elevéte PV.C’ Elevate Ma>.( pvc (.)r Elevate PVC
C-173 combination, preliminarily . L . KEE induction welded using RhinoBond -45.0
concrete Drive and Elevate PVC InvisiWeld Plate inch o.c. .
attached Installation Tool
El PVC, El Max PV El PV
c-174 Structural One or more layers, any Elevate Heavy Duty Fastener or Elevate Concrete 1 per 4.0 ft? (8 parts per 4x8 ft board) Klieg?r::uctﬁ;n \I?/chfsd uas)i(n Rchci)r:oBf)\:]adte ¢ -60.0
concrete combination Drive and Elevate PVC InvisiWeld Plate Per FM LPDS 1-29 . J ’
Installation Tool
Elevate Heavy Duty Fastener or Elevate Concrete Elevate PVC. Elevate Max PVC or Elevate PVC
Citn Structural One or more layers, any Drive with alternating rows of: 1 per 2.0 ft? (16 parts per 4x8 ft KEeI;/?nZucti(;n vi!?dsd ua:i(n Rhci)r:oBitlade 675
concrete combination 1.) Elevate PVC InvisiWeld Plate board) in a 12 x 24-inch grid . & ’
. . Installation Tool
2.) Elevate Insulation Fastening Plate
E E E
c-176 Structural One or more layers, any Elevate Heavy Duty Fastener or Elevate Concrete 1 per 2.7 ft? (12 parts per 4x8 ft KIEeg?r:Zlchci%n :Z?dtsd'vlljz)i(npvé:hci)r:oéiﬁa;e pvC 75.0
concrete combination Drive and Elevate PVC InvisiWeld Plate board) Per FM LPDS 1-29 . & ’
Installation Tool
Elevate PVC, Elevate Max PVC or Elevate PVC
Structural One or more layers, any Elevate Heavy Duty Fastener or Elevate Concrete 1 per 4.0 ft? evate P, tievate Max orrevate
C-177 - . - . KEE induction welded using RhinoBond -75.0
concrete combination Drive and Elevate PVC InvisiWeld Plate 2 x 2-ft grid ;
Installation Tool
E E E
Structural One o.r mf:Jre Iayer.s, -any. Elevate Heavy Duty Fastener or Elevate Concrete Max. 6-inch o.c. in rows max. 60-inch Iev?te PV.C’ levate Ma>.< PVC 9r levate PVC
C-178 combination, preliminarily . L KEE induction welded using RhinoBond -82.5
concrete Drive and Elevate PVC InvisiWeld Plate o.c. .
attached Installation Tool
Elevate PVC, Elevate Max PVC or Elevate PVC
c-179 Structural One or more layers, any Elevate Heavy Duty Fastener or Elevate Concrete 1 per 2.0 ft? (16 parts per 4x8 ft K:I;I?nZuctic;n vs:?d:d ua:i(n Rh(i)r:oBi\:\ade 105.0
concrete combination Drive and Elevate PVC InvisiWeld Plate board) Per FM LPDS 1-29 Installation Tool e ’

TABLE 11p: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER

System Deck . q
No. e Primer Vapor Barrier Roof Cover (3.1.4) MDP (psf)
C-180 Structural concrete None None XR2-WBBA -673.0
C-181 Structural concrete None None Elevate Max PVC XR adhered with Twin Jet Y (SPLATTER) -1,025.0
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

- Deck P . Base Insulation Layer Coverboard s
y! ec ightweight Concrete
Attach Attach Roof Cover (3.1.4)
No. (4.1.2) (3.1.2) (psf)
Type (3.1.3) Type (3.1.3)
CELCORE (FL2037):
ELEVATE PVC OR MAX PVC APPLICATIONS:
Structural . . Min. 1.5-inch ISOGARD Min. 7/16-inch DEXcell Cement
LWC-1 concrete Min. 350 psi Celcore Cellular Concrete GL or ISOGARD CG 1.5.0. Spray R Roof Board 1.5.0. Spray R | BB2-JBSA -150.0
Structural . . Min. 1.5-inch ISOGARD (Optional) Additional layers BB1-JBSA, BB1-LVOC, BB2-LVOC
LWC-2 concrete Min. 350 psi Celcore Cellular Concrete GL or ISOGARD CG 1.5.0. Spray R base insulation 1.5.0. Spray R or BB-WBBA -165.0
Min. 0.25-inch DensDeck
Structural . . Min. 1.5-inch ISOGARD . BB1-JBSA, BB2-JBSA, BB1-LVOC,
LWC-3 concrete Min. 350 psi Celcore Cellular Concrete GL or ISOGARD CG 1.5.0. Spray R P.rlme or SECUROCK Gypsum- 1.5.0. Spray R BB2-LVOC or BB-WBBA -210.0
Fiber Roof Board
. . Min. 0.25-inch DEXcell FA Glass
LWC-4 structural Min. 350 psi Celcore Cellular Concrete Min. 1.5-inch ISOGARD 1.5.0. Spray R | Mat Roof Board or 7/16-inch 1.5.0. Spray R BB1-LVOC, BB2-LVOC or BB- -210.0
concrete GL or ISOGARD CG WBBA
DEXcell Cement Roof Board
Min. 350 psi, min. 2-inch thick Celcore MF g:s,t:)i:zLTa:jt(ittr:Oc?rarl‘nI?nyeOrSS(-)f
Structural | Celular Conerete with Celcore HS Rheology |y, 4 o0 isogarn | 150 Sk | jnch Tapered 1s0GARD GLor | :3:0- Stick
LWC-5 Modifying Admixture, with optional 1-inch Twin Jet or R Twin Jet or BB2-JBSA -150.0
concrete . . GL or ISOGARD CG . ISOGARD CG followed by min. .
thick, 1.0 pcf EPS holey board and surfacing of Twin Jet Y R Twin JetY
X 7/16-inch DEXcell Cement Roof
Celcore PVA Curing Compound.
Board
Structural ) . Min. 1.5-inch ISOGARD I’S’.O' stick, (Optional) Additional layers I.S.F). Stick, BB1-JBSA, BB1-LVOC, BB2-LVOC
LWC-6 Min. 350 psi Celcore Cellular Concrete Twin Jet or X . Twin Jet or -165.0
concrete GL or ISOGARD CG . base insulation . or BB-WBBA
Twin JetY Twin JetY
Min. 350 psi, min. 2-inch thick Celcore MF . .
! A . (Optional) Additional layer of .
Structural | Cellular Concrete with Celcore HS Rheology Min. 1-inch 1SOGARD GL | 50 Stk 1y e insulation or min. 0.5- .5.0.Stick, | gpy 1psa BBI-LVOC, BB2-LVOC
LWC-7 Modifying Admixture, with optional 1-inch Twin Jet or . Twin Jet or -187.5
concrete X . or ISOGARD CG X inch Tapered ISOGARD GL or . or BB-WBBA
thick, 1.0 pcf EPS holey board and surfacing of Twin Jet Y Twin JetY
X Tapered ISOGARD CG
Celcore PVA Curing Compound.
Min. 350 psi, min. 2-inch thick Celcore MF
Cellular Concrete with Celcore HS Rheology (Optional) Min. 0.5-inch 1.5.0. Stick, . ) 1.S.0. Stick,
LWC-8 i:)rr:f::tr:l Modifying Admixture, with optional 1-inch Tapered ISOGARD GL or Twin Jet or g/lolrr; 20-:;:: ISOGARD HD Twin Jet or 5?;;}3\,5\//;’8181-LV0C’ BB2-LVOC -187.5
thick, 1.0 pcf EPS holey board and surfacing of | Tapered ISOGARD CG Twin JetY P Twin JetY
Celcore PVA Curing Compound.
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER
. a— Lightwelght G t Base Insulation Layer Coverboard s
ystem ec ightweight Concrete
Attach Attach Roof Cover (3.1.4)
No. (4.1.2) (3.1.2) (psf)
Type (3.1.3) Type (3.1.3)
Optional additional layers of
base insulation or min. 0.5-
Min. 350 psi, min. 2-inch thick Celcore MF inch Tapered ISOGARD GL or
Structural CeIIu.Iar. Concret.e with Cglcore !—IS Rheglogy Min. 1.5-inch ISOGARD I.S.Q. Stick, ISOG.ARD CG followed !oy min. I.S.Q. Stick, BB1-JBSA, BB1-LVOC, BB2-LVOC
LWC-9 concrete Modifying Admixture, with optional 1-inch GL or ISOGARD CG Twin Jet or 0.25-inch DensDeck Prime or Twin Jet or or BB-WBBA -187.5
thick, 1.0 pcf EPS holey board and surfacing of Twin Jet Y SECUROCK Gypsum-Fiber Roof | TwinJetY
Celcore PVA Curing Compound. Board, min. 0.5-inch ISOGARD
HD or min. 7/16-inch APA or
TECO rated OSB
Optional additional layers of
Min. 350 psi, min. 2-inch thick Celcore MF base insulation or min. 0.5-
Cellular Concrete with Celcore HS Rheology . . 1.5.0. Stick, inch Tapered ISOGARD GL or 1.5.0. Stick,
LWC-10 i:;:f::;:l Modifying Admixture, with optional 1-inch gﬁr;rllssc;gzglljstggARD Twin Jet or ISOGARD CG followed by min. Twin Jet or BB2-JBSA -187.5
thick, 1.0 pcf EPS holey board and surfacing of Twin Jet Y 0.25-inch DensDeck Prime or Twin JetY
Celcore PVA Curing Compound. SECUROCK Gypsum-Fiber Roof
Board
Optional additional layers of
Min. 350 psi, min. 2-inch thick Celcore MF base insulation or min. 0.5-
Structural Cellu.lar. Concret.e with C<.-:'Icore !-|S Rhet?logy Min. 1.5-inch ISOGARD I.S.F). Stick, inch Tapered ISOGARD GL or I.S.Q. Stick, BB1-LVOC, BB2-LVOC or BB-
LWC-11 concrete Modifying Admixture, with optional 1-inch GL or ISOGARD CG Twin Jet or ISOGARD CG followed by min. Twin Jet or WBBA -187.5
thick, 1.0 pcf EPS holey board and surfacing of Twin Jet Y 0.25-inch DEXcell FA Glass Mat | TwinJetY
Celcore PVA Curing Compound. Roof Board or 7/16-inch
DEXcell Cement Roof Board
Structural . _ Min. 1.5-inch 1s0GARD | ->:O- Stick, | Min. 0.25-inch DensDeck 1.5.0. Stick, | 551 1Bsa, BB2-1BSA, BBI-LVOC,
LWC-12 Min. 350 psi Celcore Cellular Concrete Twin Jet or Prime or SECUROCK Gypsum- Twin Jet or -210.0
concrete GL . . . BB2-LVOC or BB-WBBA
Twin Jet Y Fiber Roof Board Twin JetY
. . 1.S.0. Stick, Min. 0.25-inch DEXcell FA Glass | 1.S.0. Stick,
LWC-13 i::cc::tf' Min. 350 psi Celcore Cellular Concrete Z'L'” 1.5nchISOGARD | 1 Vjetor | Mat Roof Board o 7/16-inch | Twin Jet or SSQB;VOC' BB2-LVOC or B8 2100
Twin Jet Y DEXcell Cement Roof Board Twin Jet Y
LWC-14 Structural Min. 350 psi Celcore Cellular Concrete Min. 1.5-inch ISOGARD 1.5.0. Twin Min. 7/16-inch DEXcell Cement | 1.5.0. Twin BB2-JBSA 150.0
concrete GL Pack Roof Board Pack
Min. 350 psi, min. 2-inch thick Celcore MF Opthnal ad(.jltlonal Ifayers of
Cellular Concrete with Celcore HS Rheolo, base insulation or min. 0.5-
Structural . R ) . K gy Min. 1.5-inch ISOGARD 1.5.0. Twin inch Tapered ISOGARD GL or 1.5.0. Twin
LWC-15 Modifying Admixture, with optional 1-inch : BB2-JBSA -150.0
concrete . . GL or ISOGARD CG Pack ISOGARD CG followed by min. Pack
thick, 1.0 pcf EPS holey board and surfacing of .
R 7/16-inch DEXcell Cement Roof
Celcore PVA Curing Compound.
Board
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Amrize Building Envelope LLC (Elevate)

FL35402-R8

ISO/IEC 17065

ACCREDITED
P G

PCA-145

. a— Lightwelght G t Base Insulation Layer Coverboard s
ystem ec ightweight Concrete
Attach Attach Roof Cover (3.1.4)
No. (4.1.2) (3.1.2) (psf)
Type (3.1.3) Type (3.1.3)
Structural . . Min. 1.5-inch ISOGARD 1.5.0. Twin (Optional) Additional layers 1.5.0. Twin BB1-JBSA, BB1-LVOC, BB2-LVOC
Lwe-16 concrete Min. 350 psi Celcore Cellular Concrete GL or ISOGARD CG Pack base insulation Pack or BB-WBBA -165.0
Min. 0.25-inch DensDeck
Structural . . Min. 1.5-inch ISOGARD 1.5.0. Twin . 1.5.0. Twin BB1-JBSA, BB2-JBSA, BB1-LVOC,
LWC-17 concrete Min. 350 psi Celcore Cellular Concrete GL or ISOGARD CG Pack P.rlme or SECUROCK Gypsum- pack BB2-LVOC or BB-WBBA -210.0
Fiber Roof Board
. . . Min. 0.25-inch DEXcell FA Glass .
LWC-18 Structural Min. 350 psi Celcore Cellular Concrete Min. 1.5-inch ISOGARD 1.S.0. Twin Mat Roof Board or 7/16-inch 1.S.0. Twin BB1-LVOC, BB2-LVOC or BB- 210.0
concrete GL or ISOGARD CG Pack Pack WBBA
DEXcell Cement Roof Board
e e optor e
LWC-19 Structural Modifving Admixture. with optional 1-inc§\y Min. 1-inch ISOGARD GL 1.5.0. Twin base insulation or min. 0.5- 1.5.0. Twin BB1-JBSA, BB1-LVOC, BB2-LVOC 2175
concrete oditying ' P ) or ISOGARD CG Pack inch Tapered ISOGARD GLor | Pack or BB-WBBA :
thick, 1.0 pcf EPS holey board and surfacing of Tapered ISOGARD CG
Celcore PVA Curing Compound. P
Min. 350 psi, min. 2-inch thick Celcore MF
Structural | Cellular Conerete with Celcore HS Rheology | (Optional) Min. 0.3-inch | s 6 7iyin | in, 2-inch ISOGARD HD 15.0.Twin | BB1-JBSA, BB1-LVOC, BB2-LVOC
LWC-20 concrete Modifying Admixture, with optional 1-inch Tapered ISOGARD GL or Pack Composite Pack or BB-WBBA -217.5
thick, 1.0 pcf EPS holey board and surfacing of | Tapered ISOGARD CG P
Celcore PVA Curing Compound.
Optional additional layers of
base insulation or min. 0.5-
Min. 350 psi, min. 2-inch thick Celcore MF inch Tapered ISOGARD GL or
Structural | CSlUlar Conerete with Celcore HS Rheology )\ i 4 o iy 1s06ARD | 15.0.Twin | SOGARD CG followed by min. | ¢ o 10| ga1.jpsa, BB1-LVOC, BB2-LVOC
LWC-21 concrete Modifying Admixture, with optional 1-inch GL or ISOGARD CG Pack 0.25-inch DensDeck Prime or pack or BB-WBBA -217.5
thick, 1.0 pcf EPS holey board and surfacing of SECUROCK Gypsum-Fiber Roof
Celcore PVA Curing Compound. Board, min. 0.5-inch ISOGARD
HD or min. 7/16-inch APA or
TECO rated OSB
Optional additional layers of
Min. 350 psi, min. 2-inch thick Celcore MF base insulation or min. 0.5-
Cellular Concrete with Celcore HS Rheology . . ) inch Tapered ISOGARD GL or ’
LWC-22 i:):f::tr:l Modifying Admixture, with optional 1-inch gﬂ:r;rIISS(;gzl;IIJSggARD ch?( Twin ISOGARD CG followed by min. IP:cok Twin BB2-JBSA -217.5
thick, 1.0 pcf EPS holey board and surfacing of 0.25-inch DensDeck Prime or
Celcore PVA Curing Compound. SECUROCK Gypsum-Fiber Roof
Board
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

. a— Lightwelght G t Base Insulation Layer Coverboard s
ystem ec ightweight Concrete
Attach Attach Roof Cover (3.1.4)
No. (4.1.2) (3.1.2) (psf)
Type (3.1.3) Type (3.1.3)
Optional additional layers of
Min. 350 psi, min. 2-inch thick Celcore MF base insulation or min. 0.5-
Structural | Cellular Concrete with Celcore HS Rheology | i 4 oo 1s06ARD | 1.5.0. Twin | INeh Tapered ISOGARD GLor -1, ¢ o i | gy voc, BB2-LVOC or BB-
LWC-23 concrete Modifying Admixture, with optional 1-inch GL or ISOGARD CG pack ISOGARD CG followed by min. pack WBBA -217.5
thick, 1.0 pcf EPS holey board and surfacing of 0.25-inch DEXcell FA Glass Mat
Celcore PVA Curing Compound. Roof Board or 7/16-inch
DEXcell Cement Roof Board
ELEVATE PVC XR OR MAX PVC XR APPLICATIONS (FULL BOND):
XR1-ISOSR, XR2-ISOSR, XR-T},
) ) ) " XR1-XRSMA or XR2-XRSMA in
LWC-24 Structutral Min. 350 psi Celcore Cellular Concrete ng ﬁsso'é];::)sggARD 1.5.0. Spray R :)Opt|9nall) ?fidlt|onal layers 1.5.0. Spray R | ribbons 4-inch o.c. or XR-TJ -165.0
concrete or ase insulation (SPATTER) or XR1-WBBA or XR2-
WBBA
Structural . . Min. 1.5-inch ISOGARD Min. 0.25-inch DEXcell FA Glass
LWC-25 concrete Min. 350 psi Celcore Cellular Concrete GL or ISOGARD CG 1.5.0. Spray R Mat Roof Board 1.5.0. Spray R | XR2-WBBA -150.0
Min. 0.25-inch DensDeck
Structural . . Min. 1.5-inch ISOGARD Prime or SECUROCK Gypsum-
LWC-26 concrete Min. 350 psi Celcore Cellular Concrete GL or ISOGARD CG 1.5.0. Spray R Fiber Roof Board or 7/16-inch 1.5.0. Spray R | XR2-WBBA -210.0
DEXcell Cement Roof Board
Min. 0.25-inch DensDeck
Structural . . Min. 1.5-inch ISOGARD . XR2-ISOSR or XR2-XRSMA in
LWC-27 concrete Min. 350 psi Celcore Cellular Concrete GL or ISOGARD CG 1.5.0. Spray R P‘rlme or SECUROCK Gypsum- 1.5.0. Spray R fibbons 4-inch o.c. -210.0
Fiber Roof Board
Min. 0.25-inch DensDeck
Prime, DEXcell FA Glass Mat
Structural . _ Min. 1.5-inch ISOGARD Roof Board or SECUROCK XRI-ISOSR, XR-T) or XR1-XRSMA
LWC-28 Min. 350 psi Celcore Cellular Concrete 1.5.0. Spray R . 1.5.0. Spray R | in ribbons 4-inch o.c. or XR-TJ -210.0
concrete GL or ISOGARD CG Gypsum-Fiber Roof Board or (SPATTER) or XR1-WBBA
7/16-inch DEXcell Cement Roof
Board
XR1-ISOSR, XR2-ISOSR, XR-TJ,
) ) 1.5.0. Stick, ) - 1.5.0. Stick, | XR1-XRSMA or XR2-XRSMA in
LWC-29 i:):f::tr:l Min. 350 psi Celcore Cellular Concrete Z:r;rIISS(;EZ';IIJSggARD Twin Jet or gs:ionnil)aﬁdoimonal layers Twin Jet or ribbons 4-inch o.c. or XR-TJ -165.0
Twin JetY Twin JetY (SPATTER) or XR1-WBBA or XR2-
WBBA
Min. 350 psi, min. 2-inch thick Celcore MF g:st:eoi:iL?zi?(l)tr:ograrlnl?nye(;ss?f
Structural Cellu.lar' Concret‘e with Ct'elcore HS Rhec.)logy Min. 1.5-inch ISOGARD I,S,F). stick, inch Tapered ISOGARD GL or I.S.F). stick,
LWC-30 Modifying Admixture, with optional 1-inch Twin Jet or R Twin Jet or XR2-WBBA -180.0
concrete . . GL or ISOGARD CG ) ISOGARD CG followed by min. )
thick, 1.0 pcf EPS holey board and surfacing of Twin Jet Y . Twin JetY
R 0.25-inch DEXcell FA Glass Mat
Celcore PVA Curing Compound.
Roof Board
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER
. a— Lightwelght G t Base Insulation Layer Coverboard s
ystem ec ightweight Concrete
Attach Attach Roof Cover (3.1.4)
No. (4.1.2) (3.1.2) (psf)
Type (3.1.3) Type (3.1.3)
: . 1.S.0. Stick, . . 1.S.0. Stick,
LWC-31 structural Min. 350 psi Celcore Cellular Concrete Min. 1.5-inch ISOGARD Twin Jet or Min. 0.25-inch DEXcell FA Glass Twin Jet or XR2-WBBA -180.0
concrete GL or ISOGARD CG . Mat Roof Board .
Twin JetY Twin JetY
Min. 350 psi, min. 2-inch thick Celcore MF (Optional) Additional layer of XR1-ISOSR, XR2-ISOSR, XR-TJ,
Cellular Concrete with Celcore HS Rheology . . 1.S.0. Stick, P K . . Y 1.5.0. Stick, XR1-XRSMA or XR2-XRSMA in
Structural P . . . K Min. 1-inch ISOGARD GL . base insulation or min. 0.5- . R K
LWC-32 ncret Modifying Admixture, with optional 1-inch r ISOGARD CG Twin Jet or inch Tapered ISOGARD GL or Twin Jet or ribbons 4-inch o.c. or XR-TJ -187.5
concrete thick, 1.0 pcf EPS holey board and surfacing of ° Twin Jet Y Ta ereg ISOGARD CG Twin JetY (SPATTER) or XR1-WBBA or XR2-
Celcore PVA Curing Compound. P WBBA
Min. 350 psi, min. 2-inch thick Celcore MF XR1-ISOSR, XR2-ISOSR, XR-TJ,
Cellular Concrete with Celcore HS Rheology (Optional) Min. 0.5-inch 1.S.0. Stick, . . 1.S.0. Stick, XR1-XRSMA or XR2-XRSMA in
LWC-33 i:;:f::;:l Modifying Admixture, with optional 1-inch Tapered ISOGARD GL or Twin Jet or ?:/Iomm 2;?:: ISOGARD HD Twin Jet or ribbons 4-inch o.c. or XR-TJ -187.5
thick, 1.0 pcf EPS holey board and surfacing of | Tapered ISOGARD CG Twin Jet Y P Twin JetY (SPATTER) or XR1-WBBA or XR2-
Celcore PVA Curing Compound. WBBA
Optional additional layers of
base insulation or min. 0.5-
inch Tapered ISOGARD GL or
Min. 350 psi, min. 2.-|nch thick Celcore MF . ISOG{-\RD CG followed FJy min. . XR1-ISOSR, XR-T) o XR1-XRSMA
Cellular Concrete with Celcore HS Rheology . . 1.S.0. Stick, 0.25-inch DensDeck Prime, 1.S.0. Stick, L R
Structural . . . . K Min. 1.5-inch ISOGARD . . in ribbons 4-inch o.c. or XR-TJ
LWC-34 concrete Modifying Admixture, with optional 1-inch GL or ISOGARD CG Twin Jet or DEXcell FA Glass Mat Roof Twin Jet or (SPATTER) or XR1-WBBA or XR2- -187.5
thick, 1.0 pcf EPS holey board and surfacing of Twin Jet Y Board or SECUROCK Gypsum- Twin JetY WBBA
Celcore PVA Curing Compound. Fiber Roof Board, min. 0.5-inch
ISOGARD HD or min. 7/16-inch
DEXcell Cement Roof Board or
APA or TECO rated OSB
Optional additional layers of
Min. 350 psi, min. 2-inch thick Celcore MF base insulation or min. 0.5-
Structural Celluhlar. Concret-e with C(I-:'Icore !-|S Rhet?logy Min. 1.5-inch ISOGARD I.S.p. Stick, inch Tapered ISOGARD GL 0.r I.S.F). Stick, XR2-ISOSR or XR2-XRSMA in
LWC-35 concrete Modifying Admixture, with optional 1-inch GL or ISOGARD CG Twin Jet or ISOGARD CG followed by min. Twin Jet or fibbons 4-inch o.c -187.50
thick, 1.0 pcf EPS holey board and surfacing of Twin Jet Y 0.25-inch DensDeck Prime or Twin Jet Y -
Celcore PVA Curing Compound. SECUROCK Gypsum-Fiber Roof
Board
Min. 0.25-inch DensDeck
. . 1.5.0. Stick, . 1.S.0. Stick,
twe-3e | Stuetural i 350 psi Celcore Cellular Concrete Min. 1.5-inch ISOGARD | i/ o o | Prime or SECUROCK Gypsum- | oo 00 | xRo-wBBA -210.0
concrete GL or ISOGARD CG X Fiber Roof Board or 7/16-inch .
Twin JetY Twin JetY
DEXcell Cement Roof Board
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER
. a— Lightwelght G t Base Insulation Layer Coverboard s
ystem ec ightweight Concrete
Attach Attach Roof Cover (3.1.4)
No. (4.1.2) (3.1.2) (psf)
Type (3.1.3) Type (3.1.3)
Min. 0.25-inch DensDeck
. Prime, DEXcell FA Glass Mat .
Structural . . Min. 1.5-inch 150GARD | >0 SHK | poof Board or SECUROCK 1.5.0.Stick, | XR1-ISOSR, XR-TJ or XR1-XRSMA
LWC-37 Min. 350 psi Celcore Cellular Concrete Twin Jet or . Twin Jet or in ribbons 4-inch o.c. or XR-TJ -210.0
concrete GL or ISOGARD CG Twin Jet Y Gypsum-Fiber Roof Board or Twin Jet Y (SPATTER) or XR1-WBBA
7/16-inch DEXcell Cement Roof
Board
Structural _ _ Min. 1.5-inch 1s0GARD | ->O- Stick, | Min. 0.25-inch DensDeck 1:5.:0. Stick, |y 25 1SOSR or XR2-XRSMA in
LWC-38 Min. 350 psi Celcore Cellular Concrete Twin Jet or Prime or SECUROCK Gypsum- Twin Jet or R X -210.0
concrete GL or ISOGARD CG . ) ) ribbons 4-inch o.c.
Twin Jet Y Fiber Roof Board Twin JetY
XR1-ISOSR, XR2-ISOSR, XR-TJ,
Structural . . Min. 1.5-inch ISOGARD | 1.5.0.Twin | (Optional) Additional layers 15.0. Twin | *RI-XRSMA orXR2-XRSMA in
LWC-39 X Min. 350 psi Celcore Cellular Concrete GL or ISOGARD CG Pack base insulati Pack ribbons 4-inch o.c. or XR-TJ -165.0
concrete or ac ase insulation ac (SPATTER) or XR1-WBBA or XR2-
WBBA
Structural . . Min. 1.5-inch ISOGARD 1.5.0. Twin Min. 0.25-inch DEXcell FA Glass | 1.5.0. Twin
LWC-40 concrete Min. 350 psi Celcore Cellular Concrete GL or ISOGARD CG Pack Mat Roof Board pack XR2-WBBA -180.0
Min. 350 psi, min. 2-inch thick Celcore MF Opthnal ad(.:lltlonal I?yers of
Cellular Concrete with Celcore HS Rheolo base insulation or min. 0.5-
Structural . . . . K gy Min. 1.5-inch ISOGARD 1.5.0. Twin inch Tapered ISOGARD GL or 1.5.0. Twin
LWC-41 Modifying Admixture, with optional 1-inch R XR2-WBBA -180.0
concrete X . GL or ISOGARD CG Pack ISOGARD CG followed by min. Pack
thick, 1.0 pcf EPS holey board and surfacing of .
X 0.25-inch DEXcell FA Glass Mat
Celcore PVA Curing Compound.
Roof Board
Min. 0.25-inch DensDeck
Structural . . Min. 1.5-inch ISOGARD 1.5.0. Twin Prime or SECUROCK Gypsum- 1.5.0. Twin
LWC42 | ncrete | Min- 350 psi Celcore Cellular Concrete GL or ISOGARD CG Pack Fiber Roof Board or 7/16-inch | Pack XR2-WBBA -2100
DEXcell Cement Roof Board
. . . Min. 0.25-inch DensDeck . .
LWC-43 Structural Min. 350 psi Celcore Cellular Concrete Min. 1.5-inch ISOGARD 1.5.0. Twin Prime or SECUROCK Gypsum- 1.5.0. Twin X.Rl—ISOSR. or XR2-XRSMA in 2100
concrete GL or ISOGARD CG Pack . Pack ribbons 4-inch o.c.
Fiber Roof Board
Min. 0.25-inch DensDeck
Prime, DEXcell FA Glass Mat
Structural , , Min. 1.5-inch ISOGARD | 1.5.0.Twin | Roof Board or SECUROCK 15.0.Twin | (RLI1SOSR, XRT) or XR1I-XRSMA
LWC-44 Min. 350 psi Celcore Cellular Concrete . in ribbons 4-inch o.c. or XR-TJ -210.0
concrete GL or ISOGARD CG Pack Gypsum-Fiber Roof Board or Pack (SPATTER) or XR1-WBBA
7/16-inch DEXcell Cement Roof
Board
Min. 350 psi, min. 2-inch thick Celcore MF (Optional) Additional layer of XR1-ISOSR, XR2-ISOSR, XR-TJ,
Structural | Cellular Concrete with Celcore HS Rheology | o ) (o 1s0GARD GL | 1.5.0. Twin | base insulation or min. 0.5- 15.0.Twin | <RA-XRSMA or XR2-XRSMA n
LWC-45 concrete Modifying Admixture, with optional 1-inch or ISOGARD CG pack inch Tapered ISOGARD GL or pack ribbons 4-inch o.c. or XR-TJ -217.5
thick, 1.0 pcf EPS holey board and surfacing of Ta ereg ISOGARD CG (SPATTER) or XR1-WBBA or XR2-
Celcore PVA Curing Compound. P WBBA
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER
. a— Lightwelght G t Base Insulation Layer Coverboard s
ystem ec ightweight Concrete
Attach Attach Roof Cover (3.1.4)
No. (4.1.2) (3.1.2) (psf)
s (3.13) Wi (3.13)
Min. 350 psi, min. 2-inch thick Celcore MF XR1-ISOSR, XR2-ISOSR, XR-TJ,
Cellular Concrete with Celcore HS Rheology (Optional) Min. 0.5-inch . . . . XR1-XRSMA or XR2-XRSMA in
LWC-46 ig:cc::treal Modifying Admixture, with optional 1-inch Tapered ISOGARD GL or lecclz Twin g)mm 2;?:: ISOGARD HD IP:cok Twin ribbons 4-inch o.c. or XR-TJ -217.5
thick, 1.0 pcf EPS holey board and surfacing of | Tapered ISOGARD CG P (SPATTER) or XR1-WBBA or XR2-
Celcore PVA Curing Compound. WBBA
Optional additional layers of
base insulation or min. 0.5-
inch Tapered ISOGARD GL or
Min. 350 psi, min. 2.—|nch thick Celcore MF ISOGARD CG followed .by min. XR1-ISOSR, XR-T) or XR1-XRSMA
Cellular Concrete with Celcore HS Rheology . . . 0.25-inch DensDeck Prime, . Lo R
Structural o . . . K Min. 1.5-inch ISOGARD 1.5.0. Twin 1.5.0. Twin in ribbons 4-inch o.c. or XR-TJ
LWC-47 concrete Modifying Admixture, with optional 1-inch GL or ISOGARD CG Pack DEXcell FA Glass Mat Roof pack (SPATTER) or XR1-WBBA or XR2- -217.5
thick, 1.0 pcf EPS holey board and surfacing of Board or SECUROCK Gypsum- WBBA
Celcore PVA Curing Compound. Fiber Roof Board, min. 0.5-inch
ISOGARD HD or min. 7/16-inch
DEXcell Cement Roof Board or
APA or TECO rated OSB
Optional additional layers of
base insulation or min. 0.5-
Min. 350 psi, min. 2-inch thick Celcore MF inch Tapered ISOGARD GL or
Structural | Cellular Conerete with Celcore HS Rheology | \y,y 4 g0 is0gaRD | 15.0.Twin | SOSARD CGfollowed by min. 1 s o 7y | yo.1505R or XR2-XRSMA in
LWC-48 concrete Modifying Admixture, with optional 1-inch GL or ISOGARD CG Pack 0.25-inch DensDeck Prime or Pack ribbons 4-inch o.c -217.5
thick, 1.0 pcf EPS holey board and surfacing of SECUROCK Gypsum-Fiber Roof o
Celcore PVA Curing Compound. Board or min. 0.5-inch
ISOGARD HD or min. 7/16-inch
APA or TECO rated OSB
ELEVATE PVC XR OR MAX PVC XR APPLICATIONS (PARTIAL BOND):
Optional additional layers of
base insulation or min. 0.5-
inch Tapered ISOGARD GL or
ISOGARD CG followed by min.
Structural . . Min. 1-inch ISOGARD GL 0.25-inch DensDeck Prime, XR1-ISOSR, XR-TJ or XR1-XRSMA
LWC-49 concrete Min. 350 psi Celcore Cellular Concrete or ISOGARD CG 1.5.0. Spray R DEXcell FA Glass Mat Roof 1.5.0. Spray R in ribbons 12-inch o.c. -45.0
Board or SECUROCK Gypsum-
Fiber Roof Board or min. 0.5-
inch ISOGARD HD or min. 7/16-
inch APA or TECO rated OSB
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER
Syst Deck Lichtweight C t Base Insulation Layer Coverboard ibp
ystem ec ightweight Concrete
Attach Attach Roof Cover (3.1.4)
No. (4.1.2) (3.1.2) sf;
Type (3.1.3) Type (3.1.3) (psf)

Optional additional layers of
base insulation or min. 0.5-
inch Tapered ISOGARD GL or
ISOGARD CG followed by min. .
1.5.0. Spray R | 0.25-inch DensDeck Prime or 1.5.0. Spray R ﬁEﬁ:ﬁ?ig?g;\Rj?RSMA n -45.0
SECUROCK Gypsum-Fiber Roof o
Board or min. 0.5-inch
ISOGARD HD or min. 7/16-inch
APA or TECO rated OSB

Optional additional layers of
base insulation or min. 0.5-
Structural . Min. 1-inch ISOGARD GL inch Tapered ISOGARD GL or
LWC-51 concrete Min. 350 psi Celcore Cellular Concrete or ISOGARD CG 1.5.0. Spray R ISOGARD CG followed by 7/16-

inch DEXcell Cement Roof
Board

Optional additional layers of
base insulation or min. 0.5-
inch Tapered ISOGARD GL or
Structural . . Min. 1-inch ISOGARD GL ISOGARD CG followed by Min. XR1-ISOSR, XR-TJ or XR1-XRSMA
LWES2 | oncrete | Min- 350 psi Celcore Cellular Concrete or ISOGARD CG 1.5:0.5pray R | 4 35.inch DensDeck Prime, 1.5.0.5pray R | 1 ibbons 6-inch o.c.
DEXcell FA Glass Mat Roof

Board or SECUROCK Gypsum-
Fiber Roof Board

Optional additional layers of

base insulation or min. 0.5-

inch Tapered ISOGARD GL or .

1.5.0. Spray R | ISOGARD CG followed by Min. | 1.5.0. Spray R | *R21SOSR or XR2-XRSMA in -60.0
) . ribbons 6-inch o.c.

0.25-inch DensDeck Prime or

SECUROCK Gypsum-Fiber Roof

Board

Optional additional layers of

base insulation or min. 0.5-
Structural . Min. 1-inch ISOGARD GL inch Tapered ISOGARD GL or

Structural . Min. 1-inch ISOGARD GL
LWC-50 concrete Min. 350 psi Celcore Cellular Concrete or ISOGARD CG

1.5.0. Spray R | XR1-XRSMA (RIBBONS, 12” o.c.) -45.0

-60.0

Structural . . Min. 1-inch ISOGARD GL
LWC-53 concrete Min. 350 psi Celcore Cellular Concrete or ISOGARD CG

LWC-54 concrete Min. 350 psi Celcore Cellular Concrete or ISOGARD CG 1.5.0. Spray R ISOGARD CG followed by 7/16- 1.5.0. Spray R | XR1-XRSMA (RIBBONS, 6” o.c.) -60.0
inch DEXcell Cement Roof
Board
Optional additional layers of
X . base insulation or min. 0.5- XR1-ISOSR, XR2-ISOSR, XR-TJ,
LWC-55 ig:ccrt:t:" Min. 350 psi Celcore Cellular Concrete 2/:'|ns SSREE'ZEGARD 6L | |5.0.5prayR | inch Tapered ISOGARD GLor | 1.5.0.SprayR | XR1-XRSMA or XR2-XRSMA in 825
ISOGARD CG followed by min. ribbons 6-inch o.c.

0.5-inch ISOGARD HD
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

System Deck
No. (4.1.2)

Lightweight Concrete
(3.1.2)

Base Insulation Layer

Coverboard

Type

Attach
(3.1.3)

Type

Attach
(3.1.3)

Roof Cover (3.1.4)

B

Structural

LWC-56
concrete

Min. 350 psi Celcore Cellular Concrete

Min. 1-inch ISOGARD GL
or ISOGARD CG

1.5.0. Spray R

(Optional) Additional layer of
base insulation or min. 0.5-
inch Tapered ISOGARD GL or
ISOGARD CG

1.5.0. Spray R

XR1-ISOSR, XR2-ISOSR, XR-TJ,
XR1-XRSMA or XR2-XRSMA in
ribbons 6-inch o.c.

-142.5

Structural

LWC-57
concrete

Min. 350 psi Celcore Cellular Concrete

Min. 1-inch ISOGARD GL
or ISOGARD CG

1.S.0. Stick,
Twin Jet or
Twin JetY

Optional additional layers of
base insulation or min. 0.5-
inch Tapered ISOGARD GL or
ISOGARD CG followed by min.
0.25-inch DensDeck Prime,
DEXcell FA Glass Mat Roof
Board or SECUROCK Gypsum-
Fiber Roof Board or min. 0.5-
inch ISOGARD HD or min. 7/16-
inch APA or TECO rated OSB

1.S.0. Stick,
Twin Jet or
Twin JetY

XR1-ISOSR, XR-TJ or XR1-XRSMA
in ribbons 12-inch o.c.

Structural
concrete

LWC-58

Min. 350 psi Celcore Cellular Concrete

Min. 1-inch ISOGARD GL
or ISOGARD CG

1.S.0. Stick,
Twin Jet or
Twin JetY

Optional additional layers of
base insulation or min. 0.5-
inch Tapered ISOGARD GL or
ISOGARD CG followed by min.
0.25-inch DensDeck Prime or
SECUROCK Gypsum-Fiber Roof
Board or min. 0.5-inch
ISOGARD HD or min. 7/16-inch
APA or TECO rated OSB

1.S.0. Stick,
Twin Jet or
Twin JetY

XR2-ISOSR or XR2-XRSMA in
ribbons 12-inch o.c.

-45.0

Structural

LWC-59
concrete

Min. 350 psi Celcore Cellular Concrete

Min. 1-inch ISOGARD GL
or ISOGARD CG

1.5.0. Stick,
Twin Jet or
Twin Jet Y

Optional additional layers of
base insulation or min. 0.5-
inch Tapered ISOGARD GL or
ISOGARD CG followed by 7/16-
inch DEXcell Cement Roof
Board

1.5.0. Stick,
Twin Jet or
Twin JetY

XR1-XRSMA (RIBBONS, 12” o.c.)

-45.0

Structural

LWC-60
concrete

Min. 350 psi, min. 2-inch thick Celcore MF
Cellular Concrete with Celcore HS Rheology
Modifying Admixture, with optional 1-inch
thick, 1.0 pcf EPS holey board and surfacing of
Celcore PVA Curing Compound.

1.S.
Tw
Tw

Min. 1-inch ISOGARD GL
or ISOGARD CG

O. Stick,
inJet or
inJetY

Optional additional layers of
base insulation or min. 0.5-
inch Tapered ISOGARD GL or
ISOGARD CG followed by min.
0.25-inch DensDeck Prime,
DEXcell FA Glass Mat Roof
Board or SECUROCK Gypsum-
Fiber Roof Board or min. 0.5-
inch ISOGARD HD or min. 7/16-
inch APA or TECO rated OSB

1.S.0. Stick,
Twin Jet or
Twin JetY

XR1-ISOSR, XR-TJ or XR1-XRSMA
in ribbons 12-inch o.c.

-45.0
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Amrize Building Envelope LLC (Elevate)

FL35402-R8

ISO/IEC 17065

ACCREDITED
P G

PCA-145

. a— Lightwelght G t Base Insulation Layer Coverboard s
ystem ec ightweight Concrete
Attach Attach Roof Cover (3.1.4)
No. (4.1.2) (3.1.2) (psf)
Type (3.1.3) Type (3.1.3)
Optional additional layers of
base insulation or min. 0.5-
Min. 350 psi, min. 2-inch thick Celcore MF inch Tapered ISOGARD GL or
Structural CeIIu.Iar. Concret.e with Cglcore !—IS Rheglogy Min. 1-inch ISOGARD GL I.S.Q. Stick, ISOG.ARD CG followed !oy min. I.S.Q. Stick, XR2-ISOSR of XR2-XRSMA in
LWC-61 concrete Modifying Admixture, with optional 1-inch or ISOGARD CG Twin Jet or 0.25-inch DensDeck Prime or Twin Jet or ribbons 12-inch o.c -45.0
thick, 1.0 pcf EPS holey board and surfacing of Twin Jet Y SECUROCK Gypsum-Fiber Roof | TwinJetY o
Celcore PVA Curing Compound. Board or min. 0.5-inch
ISOGARD HD or min. 7/16-inch
APA or TECO rated OSB
Min. 350 psi, min. 2-inch thick Celcore MF g::;:iL?:t?:r:o;rarlr:?nye(;?)f
Cellular Concrete with Celcore HS Rheology ) ) 1.S.0. Stick, . S 1.S.0. Stick,
tweez | SRl o gifying Admixture, with optional 1-inch Min. 1inch ISOGARD GL | ryin jetor | Inch Tapered ISOGARD GLOT 1 i ot o | XR1-XRSMA (RIBBONS, 12" 0.c) | -45.0
concrete X . or ISOGARD CG X ISOGARD CG followed by 7/16- .
thick, 1.0 pcf EPS holey board and surfacing of Twin JetY ) Twin JetY
X inch DEXcell Cement Roof
Celcore PVA Curing Compound.
Board
Optional additional layers of
base insulation or min. 0.5-
o 15.0. Stick, | nch Tapered ISOGARD GLor | ¢ ) gy
Structural . . Min. 1-inch ISOGARD GL . ISOGARD CG followed by Min. . XR1-ISOSR, XR-TJ or XR1-XRSMA
LWC-63 Min. 350 psi Celcore Cellular Concrete Twin Jet or . . Twin Jet or o R -60.0
concrete or ISOGARD CG Twin Jet Y 0.25-inch DensDeck Prime, Twin Jet Y in ribbons 6-inch o.c.
! DEXcell FA Glass Mat Roof
Board or SECUROCK Gypsum-
Fiber Roof Board
Optional additional layers of
base insulation or min. 0.5-
. . 1.S.0. Stick, inch Tapered ISOGARD GL or 1.S.0. Stick, .
LWC-64 i::cc::tf' Min. 350 psi Celcore Cellular Concrete 2’:':’5 SSREE'EZGARD 6L | TwinJetor | ISOGARD CG followed by Min. | Twin Jet or )r(iﬁzcli?za:crhxzzc XRSMA in -60.0
Twin Jet Y 0.25-inch DensDeck Prime or Twin JetY h
SECUROCK Gypsum-Fiber Roof
Board
Optional additional layers of
base insulation or min. 0.5-
1.5.0. Stick 1.S.0. Stick
Structural . . Min. 1-inch ISOGARD GL . ! inch Tapered ISOGARD GL or ) ! ”
LWC-65 concrete Min. 350 psi Celcore Cellular Concrete or ISOGARD CG Tw!n Jetor ISOGARD CG followed by 7/16- Tw!n Jetor XR1-XRSMA (RIBBONS, 6” o.c.) -60.0
Twin JetY . Twin JetY
inch DEXcell Cement Roof
Board
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER
. a— Lightwelght G t Base Insulation Layer Coverboard s
ystem ec ightweight Concrete
Attach Attach Roof Cover (3.1.4)
No. 4.1.2 3.1.2 sf
(.12 .12) Type (3.1.3) Type (3.1.3) {psf)
Optional additional layers of
Min. 350 psi, min. 2-inch thick Celcore MF F)ase insulation or min. 0.5-
Cellular Concrete with Celcore HS Rheolo, 1.S.0. Stick inch Tapered ISOGARD GL or 1.S.0. Stick
Structural . . . . K gy Min. 1-inch ISOGARD GL T ! ISOGARD CG followed by Min. T ! XR1-ISOSR, XR-TJ or XR1-XRSMA
LWC-66 Modifying Admixture, with optional 1-inch Twin Jet or . . Twin Jet or o R -60.0
concrete X . or ISOGARD CG X 0.25-inch DensDeck Prime, . in ribbons 6-inch o.c.
thick, 1.0 pcf EPS holey board and surfacing of Twin JetY Twin JetY
Celcore PVA Curing Compound DEXcell FA Glass Mat Roof
g P : Board or SECUROCK Gypsum-
Fiber Roof Board
Optional additional layers of
Min. 350 psi, min. 2-inch thick Celcore MF base insulation or min. 0.5-
Structural Cellu.lar. Concret.e with C.elcore !-|S Rhe<?|ogy Min. 1-inch ISOGARD GL I.S.Q. Stick, inch Tapered ISOGARD GL olr I.S.Q. Stick, XR2-ISOSR o XR2-XRSMA in
LWC-67 concrete Modifying Admixture, with optional 1-inch or ISOGARD CG Twin Jet or ISOGARD CG followed by Min. Twin Jet or ribbons 6-inch o.c -60.0
thick, 1.0 pcf EPS holey board and surfacing of Twin JetY 0.25-inch DensDeck Primed or | Twin JetY -
Celcore PVA Curing Compound. SECUROCK Gypsum-Fiber Roof
Board
Min. 350 psi, min. 2-inch thick Celcore MF g:::)i:zLfi?gﬂogra!?nyeorss?f
Cellular Concrete with Celcore HS Rheology ) ) 1.5.0. Stick, ) Y 1.S.0. Stick,
Lweeg | STl viogifying Admixture, with optional 1-inch Min. Linch ISOGARD GL | 1in et or | Inch Tapered ISOGARD GLOT | i o or | XR1-XRSMA (RIBBONS, 6 o.c) -60.0
concrete . . or ISOGARD CG . ISOGARD CG followed by 7/16- .
thick, 1.0 pcf EPS holey board and surfacing of Twin Jet Y . Twin JetY
. inch DEXcell Cement Roof
Celcore PVA Curing Compound.
Board
Optional additional layers of
. . 1.S.0. Stick, base insulation or min. 0.5- 1.S.0. Stick, XR1-ISOSR, XR2-ISOSR, XR-TJ,
LWC-69 i:;’cc::tf' Min. 350 psi Celcore Cellular Concrete 2’:':’5 SSREE'EZGARD 6L | twinletor | inch Tapered ISOGARD GLor | TwinJetor | XR1-XRSMA or XR2-XRSMA in 825
Twin Jet Y ISOGARD CG followed by min. Twin JetY ribbons 6-inch o.c.
0.5-inch ISOGARD HD
Min. 350 psi, min. 2-inch thick Celcore MF Optional additional layers of
Structural Cellular Concrete with Celcore HS Rheology Min. 1-inch ISOGARD GL 1.S.0. Stick, base insulation or min. 0.5- 1.5.0. Stick, XR1-ISOSR, XR2-ISOSR, XR-TJ,
LWC-70 concrete Modifying Admixture, with optional 1-inch or I§OGARD G Twin Jet or inch Tapered ISOGARD GL or Twin Jet or XR1-XRSMA or XR2-XRSMA in -82.5
thick, 1.0 pcf EPS holey board and surfacing of Twin JetY ISOGARD CG followed by min. Twin JetY ribbons 6-inch o.c.
Celcore PVA Curing Compound. 0.5-inch ISOGARD HD
Structural Min. 1-inch 1s06ARD 6L | 1:0- Stick, gil?nnsﬂ?ai\s):|2?r::r:aée;-0f 15.0. Stick, | XRI-ISOSR, XR2-1SOSR, XR T,
LWC-71 Min. 350 psi Celcore Cellular Concrete : Twin Jet or . Y Twin Jet or XR1-XRSMA or XR2-XRSMA in -142.5
concrete or ISOGARD CG Twin Jet Y inch Tapered ISOGARD GL or Twin Jet Y fibbons 6-inch o.c
ISOGARD CG o
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Coverboard

System Deck Lightweight Concrete e Attach Roof Cover (3.1.4)
No. (4.1.2) (3.1.2) Type 343 Type aag

B

Min. 350 psi, min. 2-inch thick Celcore MF (Optional) Additional layer of

Structural Cellular Concrete with Celcore HS Rheology Min. 1-inch ISOGARD GL 1.S.0. Stick, ba’:e insulation or min Z) 5. 1.5.0. Stick, XR1-ISOSR, XR2-ISOSR, XR-TJ,

LWC-72 Modifying Admixture, with optional 1-inch . Twin Jet or . N Twin Jet or XR1-XRSMA or XR2-XRSMA in -142.5
concrete X . or ISOGARD CG X inch Tapered ISOGARD GL or . R K

thick, 1.0 pcf EPS holey board and surfacing of Twin JetY ISOGARD CG Twin JetY ribbons 6-inch o.c.

Celcore PVA Curing Compound.

Optional additional layers of
base insulation or min. 0.5-
inch Tapered ISOGARD GL or
ISOGARD CG followed by min.
Structural . . Min. 1-inch ISOGARD GL 1.5.0. Twin 0.25-inch DensDeck Prime, 1.S.0. Twin XR1-ISOSR, XR-TJ or XR1-XRSMA
LWET3 | oncrete | Min- 350 psi Celcore Cellular Concrete or ISOGARD CG Pack DEXcell FA Glass Mat Roof Pack in ribbons 12-inch o.c.

Board or SECUROCK Gypsum-
Fiber Roof Board or min. 0.5-
inch ISOGARD HD or min. 7/16-
inch APA or TECO rated OSB

Optional additional layers of
base insulation or min. 0.5-
inch Tapered ISOGARD GL or
Structural _ : Min. 1-inch ISOGARD GL | 15.0. Twin | SOCARD CG followed by min. 1, s o iy | yR2-1505R or XR2-XRSMA in
LWC-74 concrete Min. 350 psi Celcore Cellular Concrete or ISOGARD CG pack 0.25-inch DensDeck Prime or pack ribbons 12-inch o.c -45.0
SECUROCK Gypsum-Fiber Roof -
Board or min. 0.5-inch
ISOGARD HD or min. 7/16-inch
APA or TECO rated OSB

Optional additional layers of
base insulation or min. 0.5-
Structural . . Min. 1-inch ISOGARD GL 1.5.0. Twin inch Tapered ISOGARD GL or 1.5.0. Twin
LWET5 | oncrete | Min- 350 psi Celcore Cellular Concrete or ISOGARD CG Pack ISOGARD CG followed by 7/16- | Pack

inch DEXcell Cement Roof
Board

XR1-XRSMA (RIBBONS, 12” o.c.) -45.0
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER
. a— Lightwelght G t Base Insulation Layer Coverboard s
ystem ec ightweight Concrete
Attach Attach Roof Cover (3.1.4)
No. (4.1.2) (3.1.2) (psf)
Type (3.1.3) Type (3.1.3)
Optional additional layers of
base insulation or min. 0.5-
Min. 350 psi, min. 2-inch thick Celcore MF inch Tapered ISOGARD GL O.r
Cellular Concrete with Celcore HS Rheolo, ISOGARD CG followed by min.
Structural P . . . K gy Min. 1-inch ISOGARD GL 1.5.0. Twin 0.25-inch DensDeck Prime, 1.5.0. Twin XR1-ISOSR, XR-TJ or XR1-XRSMA
LWC-76 Modifying Admixture, with optional 1-inch L . -45.0
concrete . . or ISOGARD CG Pack DEXcell FA Glass Mat Roof Pack in ribbons 12-inch o.c.
thick, 1.0 pcf EPS holey board and surfacing of
Celcore PVA Curing Compound Board or SECUROCK Gypsum-
g P : Fiber Roof Board or min. 0.5-
inch ISOGARD HD or min. 7/16-
inch APA or TECO rated OSB
Optional additional layers of
base insulation or min. 0.5-
Min. 350 psi, min. 2-inch thick Celcore MF inch Tapered ISOGARD GL or
Structural | CSllular Conerete with Celcore HS Rheology | i 4 o 1506ARD 6L | 15.0. Twin | SOSARD CG followed by min. 1, ¢ 6 rr | xRo 1505R or XR2-XRSMA in
LWC-77 concrete Modifying Admixture, with optional 1-inch or ISOGARD CG Pack 0.25-inch DensDeck Prime or Pack ribbons 12-inch o.c -45.0
thick, 1.0 pcf EPS holey board and surfacing of SECUROCK Gypsum-Fiber Roof o
Celcore PVA Curing Compound. Board or min. 0.5-inch
ISOGARD HD or min. 7/16-inch
APA or TECO rated OSB
Min. 350 psi, min. 2-inch thick Celcore MF Opt|9nal adt.jmonal I.ayers of
Cellular Concrete with Celcore HS Rheology base insulation or min. 0.5-
LWC-78 Structural Modifying Admixture, with optional 1-inch Min. 1-inch ISOGARD GL 1.5.0. Twin inch Tapered ISOGARD GL or 1.5.0. Twin XR1-XRSMA (RIBBONS, 12” 0.c.) -45.0
concrete X ) or ISOGARD CG Pack ISOGARD CG followed by 7/16- | Pack
thick, 1.0 pcf EPS holey board and surfacing of .
. inch DEXcell Cement Roof
Celcore PVA Curing Compound.
Board
Optional additional layers of
base insulation or min. 0.5-
inch Tapered ISOGARD GL or
Structural . . Min. 1-inch ISOGARD GL 1.5.0. Twin ISOGARD CG followed by Min. 1.5.0. Twin XR1-ISOSR, XR-TJ or XR1-XRSMA
SEEN oncrete Min. 350 psi Celcore Cellular Concrete or ISOGARD CG Pack 0.25-inch DensDeck Prime, Pack in ribbons 6-inch o.c. -60.0
DEXcell FA Glass Mat Roof
Board or SECUROCK Gypsum-
Fiber Roof Board
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ISO/IEC 17065

ACCREDITED

Pt Cerlialiar
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PCA-145

. a— Lightwelght G t Base Insulation Layer Coverboard s
ystem ec ightweight Concrete o e T
No. (8.1.2) (3.1.2) Type Type sf
(3.1.3) (3.1.3)
Optional additional layers of
base insulation or min. 0.5-
. . . inch Tapered ISOGARD GL or . .
LWC-80 Structural Min. 350 psi Celcore Cellular Concrete Min. 1-inch ISOGARD GL 1.S.0. Twin ISOGARD CG followed by Min. 1.S.0. Twin )§R2—ISOSF{. or XR2-XRSMA in 60.0
concrete or ISOGARD CG Pack ; . Pack ribbons 6-inch o.c.
0.25-inch DensDeck Prime or
SECUROCK Gypsum-Fiber Roof
Board
Optional additional layers of
base insulation or min. 0.5-
Structural . . Min. 1-inch ISOGARD GL 1.5.0. Twin inch Tapered ISOGARD GL or 1.5.0. Twin ”
LWC-81 concrete Min. 350 psi Celcore Cellular Concrete or ISOGARD CG pack ISOGARD CG followed by 7/16- | Pack XR1-XRSMA (RIBBONS, 6” o.c.) 60.0
inch DEXcell Cement Roof
Board
Optional additional layers of
Min. 350 psi, min. 2-inch thick Celcore MF Pase insulation or min. 0.5-
Cellular Concrete with Celcore HS Rheolo, inch Tapered ISOGARD G or
Structural e R ) . K gy Min. 1-inch ISOGARD GL 1.5.0. Twin ISOGARD CG followed by Min. 1.5.0. Twin XR1-ISOSR, XR-TJ or XR1-XRSMA
LWC-82 Modifying Admixture, with optional 1-inch . . L R -60.0
concrete X . or ISOGARD CG Pack 0.25-inch DensDeck Prime, Pack in ribbons 6-inch o.c.
thick, 1.0 pcf EPS holey board and surfacing of
Celcore PVA Curing Compound DEXcell FA Glass Mat Roof
J P ’ Board or SECUROCK Gypsum-
Fiber Roof Board
Optional additional layers of
Min. 350 psi, min. 2-inch thick Celcore MF base insulation or min. 0.5-
Structural | Cellular Conerete with Celcore HS Rheology | \y,) 4 jnch 1506ARD 6L | 15.0.Twin | Inch Tapered ISOGARD GLor ¢ o 7y | yo.1S0SR or XR2-XRSMA in
LWC-83 concrete Modifying Admixture, with optional 1-inch or ISOGARD CG Pack ISOGARD CG followed by Min. Pack ribbons 6-inch o.c -60.0
thick, 1.0 pcf EPS holey board and surfacing of 0.25-inch DensDeck Prime or o
Celcore PVA Curing Compound. SECUROCK Gypsum-Fiber Roof
Board
Min. 350 psi, min. 2-inch thick Celcore MF Opthnal ad(.jltlonal Ifayers of
Cellular Concrete with Celcore HS Rheology base insulation or min. 0.5-
LWC-84 Structural Modifying Admixture, with optional 1-inch Min. 1-inch ISOGARD GL 1.5.0. Twin inch Tapered ISOGARD GL or 1.5.0. Twin XR1-XRSMA (RIBBONS, 6” 0.c.) -60.0
concrete X . or ISOGARD CG Pack ISOGARD CG followed by 7/16- | Pack
thick, 1.0 pcf EPS holey board and surfacing of )
. inch DEXcell Cement Roof
Celcore PVA Curing Compound.
Board
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TABLE 12A: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Amrize Building Envelope LLC (Elevate)

FL35402-R8

*4

ISO/IEC 17065

W OF MULTYy ;-

IAS

ACCREDITED"

Pt Cerlialiar

fgeney.

PCA-145

. a— Lightwelght G t Base Insulation Layer Coverboard s
ystem ec ightweight Concrete o pren T
No. (8.1.2) (3.1.2) Type Type sf
(3.1.3) (3.1.3)
Optional additional layers of
. . . base insulation or min. 0.5- . XR1-ISOSR, XR2-ISOSR, XR-TJ,
LWC-85 i::ccrt:trea' Min. 350 psi Celcore Cellular Concrete 2/:||ns g;z;g'ngARD 6L ch?( Twin 1 inch Tapered ISOGARD GL or 'PZ Cok TWIn | YR1-XRSMA or XR2-XRSMA in -82.5
ISOGARD CG followed by min. ribbons 6-inch o.c.
0.5-inch ISOGARD HD
Min. 350 psi, min. 2-inch thick Celcore MF Optional additional layers of
Cellular Concrete with Celcore HS Rheology ) ) ) base insulation or min. 0.5- . XR1-ISOSR, XR2-ISOSR, XR-TJ,
LWC-86 Z‘)"r:‘cc::t':' Modifying Admixture, with optional 1-inch ('Y:'I”S g;z;g'igGARD 6L ch?( Twin inch Tapered ISOGARD GL or 'PZ Cok TWIn' | YR1-XRSMA or XR2-XRSMA in 825
thick, 1.0 pcf EPS holey board and surfacing of ISOGARD CG followed by min. ribbons 6-inch o.c.
Celcore PVA Curing Compound. 0.5-inch ISOGARD HD
(Optional) Additional layer of
XR1-ISOSR, XR2-ISOSR, XR-TJ
Structural ) . Min. 1-inch ISOGARD GL 1.5.0. Twin base insulation or min. 0.5- 1.5.0. Twin y ! o
LWC-87 concrete Min. 350 psi Celcore Cellular Concrete or ISOGARD CG Pack inch Tapered ISOGARD GL or Pack )r(ilz:tl);;isgfli/;;rg(lzz-XRSMA in -142.5
ISOGARD CG -
Min. 350 psi, min. 2-inch thick Celcore MF . .
! . (Optional) Additional layer of
Structural | Cellular Concrete with Celcore HS Rheology Min. 1-inch ISOGARD GL | 1.5.0.Twin | base insulation or min. 0.5- 15.0.Twin | XRLISOSR, XR2-ISOSR, XR-T),
LWC-88 Modifying Admixture, with optional 1-inch . XR1-XRSMA or XR2-XRSMA in -142.5
concrete X . or ISOGARD CG Pack inch Tapered ISOGARD GL or Pack R K
thick, 1.0 pcf EPS holey board and surfacing of ribbons 6-inch o.c.
. ISOGARD CG
Celcore PVA Curing Compound.

TABLE 128: LIGHTWEIGHT CONCRETE DECKS —NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION(S), BONDED ROOF COVER

. X Base Insulation Top Insulation Roof Cover (3.1.4)
System Deck Lightweight e e MDP
No. (4.1.2) Concrete (3.1.2) Type (:.sz;? Attach (3.1.2¢) Type 3.:': Base Ply Cap Ply (psf)
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS:
Min. 400 psi, min. 2- )
_ inch thick pre- Twin Jet,
LV'": ;\2/ g2, | existent cellular Vi 1.5-nch ISOGARD Optional min. 1.5-inch ISOGARD lT‘;Vg‘ ’:‘r’;' o | (Optional) | XRL-SOSR, XR-TS or XR1-
Lwcgg | YPeBY. lightweight concrete, - 3.1.1 1per1.78ft2 | GLor ISOGARD CG followed by DRIV R | sps A or XRSMA in ribbons 12-inch 525
Grade 40 with optional 1-inch | GL or ISOGARD CG X : _ 1.5.0. Twin
R min. 0.5-inch DensDeck Prime SBS-TA o0.c. or XR-TJ (SPATTER)
steel thick, 1.0 pcf EPS Pack or Hot
holey board Asphalt
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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TABLE 128: LIGHTWEIGHT CONCRETE DECKS — NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION(S), BONDED ROOF COVER

. . Base Insulation Top Insulation Roof Cover (3.1.4)
System Deck Lightweight - e MDP
No. 4.1.2 Concrete (3.1.2) Type asten Attach (3.1.2¢) Type ac Base PI Cap PI sf
a12 P (4.2.2) 2 P (3.1.3) Y A
Min. 400 psi, min. 2-
inch thick pre- Twin Jet,
Min. 22 ga., existent cellular : : : Twin Jet,
- ; . . Optional min. 1.5-inch ISOGARD
Lwc-g0 | YPeBV, lightweight concrete, | Min. 1.5-inch ISOGARD 3.1.1 1per1.78f | GLorISOGARD CG followed by | >0 SPRYR | \one XRZ-ISOSR or XR2-XRSMA 525
Grade 40 with optional 1-inch GL or ISOGARD CG D in. 0.5-inch D Deck Pri 1.5.0. Twin in ribbons 12-inch o.c.
steel thick, 1.0 pcf EPS min. 0.5-inch DensDeck Prime pack or Hot
holey board Asphalt
ELEVATE PVC KEE XRT APPLICATIONS:
Mln. 490 psi, min. 2- Twin Jet,
Min. 22 inch thick pre- Twin Jet Y
hpligey 83+ | existent cellular Min. 1.5-inch ISOGARD Optional min. 1.5-inch ISOGARD | | '/ Se | (optional
Lwcoy | YPeBY lightweight concrete, o 3.1.1 1per1.78f2 | GLorISOGARD CG followed by | > 2P™ R | cpsanor | XRHA 525
Grade 40 8 I . GL or ISOGARD CG D . R R 1.5.0. Twin
with optional 1-inch min. 0.5-inch DensDeck Prime SBS-TA
steel . Pack or Hot
thick, 1.0 pcf EPS Asphalt
holey board p

TABLE 12c: LIGHTWEIGHT CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE B-3: MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER

. X Anchor Sheet Base Insulation Top Insulation Roof Cover (3.1.4)
System Deck Lightweight - e e MDP
No. (4.1.2) Concrete (3.1.2) Tvype asten Attach Tvpe ac Tvpe ac Base PI Cap PI _(stl
yp (4.2.2) P (3.1.3) yp (3.1.3) v PFY
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS:
Min. 390 psi, min. 2- X X Twin Jet, X
. . 9-inch o.c. in . Twin Jet,
Min. 22 inch thick pre- the min. 3-inch Twin JetY, Twin Jet Y
in.22ga, | ool _ e min. 3-inc _ _ 1.5.0.Spray R, | Min.0.5-inch | - m-eth (Optional) | XR1-ISOSR, XR-TJ or XR1-
type BV, . . SBS Base or Two Piece lap and 9-inch Min. 1.5-inch . 1.5.0. Spray R, 7 .
Grade 40 lightweight concrete, | /g e Impact Nail | o.c.in two Is0GARD GL | L>:O-TWin | DensDeck 15.0.Twin | SBS-AAor | XRSMAinribbons 12-inch |~ -52.5
LWC-92 - with optional 1-inch P oy onced Pack or Hot Prime back or Hot SBS-TA 0.c. or XR-TJ (SPATTER)
stee thick, 1.0 pcf EPS qually sp Asphalt
holey board center rows Asphalt
NOTE: | To qualify the LWIC under this assembly, an Elevate Two Piece Impact Nail (1.8”) shall achieve an average withdrawal of 80 Ibf when tested per 4.2.2.
Min. 390 psi, min. 2- X X Twin Jet, X
. . 9-inch o.c. in . Twin Jet,
X inch thick pre- i . Twin JetY, .
Min. 22 ga., existent cellular the min. 3-inch 1.5.0. Spray R Min. 0.5-inch Twin JetY,
type BV, lightweight concrete SBS Base or | Two Piece lap and 9-inch Min. 1.5-inch I‘S.O‘ Twin ’ Den.sD.eck 1.5.0. Spray R, None XR2-ISOSR or XR2-XRSMA 525
LWC-93 | Grade 40 th ontional Linch | MB Base Impact Nail | o.c.in two, ISOGARD GL pack or Hot ) 1.5.0. Twin in ribbons 12-inch o.c. :
teel with optional L-In¢ equally spaced ackortio Prime Pack or Hot
s thick, 1.0 pcf EPS Asphalt
holey board center rows Asphalt
NOTE: | To qualify the LWIC under this assembly, an Elevate Two Piece Impact Nail (1.8”) shall achieve an average withdrawal of 80 Ibf when tested per 4.2.2.
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TABLE 12c: LIGHTWEIGHT CONCRETE DECKS —NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE B-3: MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER

. . Anchor Sheet Base Insulation Top Insulation Roof Cover (3.1.4)
System Deck Lightweight o S e MDP
No. (4.1.2) Concrete (3.1.2) Type asen Attach Type ac Type ac Base PI Cap PI sf
yp (4.2.2) yp (3.1.3) yp (3.1.3) Y PFlY
ELEVATE PVC KEE XRT APPLICATIONS:
Min. 390 psi, min. 2- . . Twin Jet, .
. inch thick pre- 9—|nch' o.C. !n Twin JetY, TW!" Jet,
Min. 22 ga., existent cellular . lthe m';' 3:'"‘:‘ . inch 1.5.0.Spray R, | Min. 0.5-inch Twin JetY, (Optional)
’g/p(; BV,0 lightweight concrete, SBS Base or Two PlecevI ap a‘n 9-inc! Min. 1.5-inc 1.5.0. Twin DensDeck I:g Sp(ay R, SBS-AA oF XR-HA 525
LWC-94 ra Ie 4 with optional 1-inch MB Base Impact Nai o.c. |r|1I two, g ISOGARD GL Pack or Hot Prime :) B k. TM:.:n SBS-TA
steel thick, 1.0 pcf EPS equally space Asphalt ack or Hot
holey board center rows Asphalt
NOTE: | To qualify the LWIC under this assembly, an Elevate Two Piece Impact Nail (1.8”) shall achieve an average withdrawal of 80 Ibf when tested per 4.2.2.

TABLE 12p: LIGHTWEIGHT CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE E-2: NON-INSULATED, MECHANICALLY ATTACHED BASE SHEET, BONDED ROOF COVER

Base Sheet Roof Cover (3.1.4)
System TR Lightweight Concrete Fast MbDP
No. = (3.1.2) Type a(: ::)er Attach Base Ply Cap Ply sf]
CELCORE (FL2037):
Min. 22 ga., type BV, Grade Min. 450 psi, min. 2- MB Base or Elevate 1.7 in. 12-inch o.c. at the 4-inch side lap and 12- SBS-AA or XR1-ISOSR, XR-TJ or XR1-XRSMA in
LWC-95 | 40 steel or structural inch thick Celcore SBS Base Assembled LWC inch o.c. at two, equally spaced, SBS-TA ribbons 12-inch o.c. or XR-TJ -45.0
concrete Cellular Concrete Base Ply Fastener staggered rows in the center of the sheet (SPATTER)

TABLE 12e: LIGHTWEIGHT CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE F: LWC-TO-DECK, BONDED ROOF COVER

System Deck (4.1.2) Lightweight Concrete (3.1.2) Roof Cover (3.1.4) MDP
No. (psf)
CELCORE (FL2037):
LWC-96 Min. 22 ga, type BV, Grade 40 steel Min. 350 psi, min. 2” thick Celcore Cellular Concrete XR-TJ (SPATTER) -52.5
LWC-97 Structural concrete. Min. 350 psi, min. 2” thick Celcore Cellular Concrete XR-TJ (SPATTER) -386.0

LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ©NEMO. All rights reserved.
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TABLE 13A: CEMENTITIOUS WOOD FIBER DECKS - REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck P - Roof Cover (3.1.4) MDP
No. (4.1.2, 4.2.2) Type ttac Type ttac = (psf)
(3.1.3) (3.1.3)
ELEVATE PVC OR MAX PVC APPLICATIONS:
Min. 0.5-inch
CWF-1. Existing Tectum | ISOGARD GL or 1.5.0. Spray R (Optional) Min. 0.5-inch ISOGARD GL or ISOGARD CG 1.5.0. Spray R BB-WBBA -67.5
ISOGARD CG
Min. 1-inch
CWE-2. Existing Tectum | ISOGARD GL or 1.5.0. Spray R None N/A BB1-JBSA, BB1-LVOC or BB2-LVOC -75.0
ISOGARD CG
Min. 0.5-inch
CWE-3. Existing Tectum | ISOGARD GL or 1.5.0. Spray R Min. 0.5-inch ISOGARD GL or ISOGARD CG 1.5.0. Spray R BB1-JBSA, BB1-LVOC or BB2-LVOC -82.5
ISOGARD CG
- Min. 1.5-inch 1.5.0. Stick, (Optional) Min. 0.25-inch DensDeck, DensDeck Prime or | > Sticks BB1-JBSA, BB2-JBSA, BB1-LVOC, BB2-LVOC or BB-
CWF-4. Existing Tectum ISOGARD GL or Twin Jet or SECUROCK Gypsum-Fiber Roof Board Twin Jet or WBBA -45.0
ISOGARD CG Twin Jet Y s Twin Jet Y
Min. 1.5-inch 1.5.0. Stick, 1.5.0. Stick,
CWEF-5. Existing Tectum ISOGARD GL or Twin Jet or Min. 7/16-inch DEXcell Cement Roof Board Twin Jet or BB2-JBSA -45.0
ISOGARD CG Twin Jet Y Twin JetY
Min. 1.5-inch 1.S.0. Stick, . . 1.S.0. Stick,
CWF-6. | Existing Tectum ISOGARD GL or Twin Jet or gﬂ/Tﬁ?niigchzﬁ)éier:::tiEZi I';"c:j“f Board or Twin Jet or BB1-LVOC, BB2-LVOC or BB-WBBA -45.0
ISOGARD CG Twin JetY Twin JetY
Min. 0.5-inch
CWF-7. Existing Tectum | ISOGARD GL or 1.5.0. Twin Pack | (Optional) Min. 0.5-inch ISOGARD GL or ISOGARD CG 1.5.0. Twin Pack | BB-WBBA -67.5
ISOGARD CG
Min. 1-inch
CWE-8. Existing Tectum | ISOGARD GL or 1.5.0. Twin Pack | None N/A BB1-JBSA, BB1-LVOC or BB2-LVOC -75.0
ISOGARD CG
Min. 0.5-inch
CWF-9. Existing Tectum | | ISOGARD GL or 1.5.0. Twin Pack | Min. 0.5-inch ISOGARD GL or ISOGARD CG 1.5.0. Twin Pack | BB1-JBSA, BB1-LVOC or BB2-LVOC -82.5
ISOGARD CG
ELEVATE PVC XR OR MAX PVC XR APPLICATIONS (FULL BOND):
Min. 1-inch
CWEF-10. Existing Tectum | ISOGARD GL or 1.5.0. Spray R None N/A XR1-WBBA or XR2-WBBA -67.5
ISOGARD CG
Min. 0.5-inch
CWEF-11. Existing Tectum | ISOGARD GL or 1.5.0. Spray R Min. 0.5-inch ISOGARD GL or ISOGARD CG 1.5.0. Spray R XR1-WBBA or XR2-WBBA -67.5
ISOGARD CG
Min. 1-inch
. XR1-ISOSR, XR2-ISOSR, XR-TJ, XR1-XRSMA or XR2-
CWEF-12. Existing Tectum | ISOGARD GL or 1.5.0. Spray R None N/A XRSMA in ribbons 4-inch o.c. or XR-T) (SPATTER) 75.0
ISOGARD CG
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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TABLE 13A: CEMENTITIOUS WOOD FIBER DECKS - REROOF (TeAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System 220 Attach Attach Roof Cover (3.1.4) MoP
No. (.12, 4.2.2) Type ttac Type ttac 1. (os)
Min. 0.5-inch XR1-ISOSR, XR2-ISOSR, XR-TJ, or XR1-XRSMA or
CWF-13. Existing Tectum | ISOGARD GL or 1.5.0. Spray R Min. 0.5-inch ISOGARD GL or ISOGARD CG 1.5.0. Spray R XR2-XRSMA in ribbons 4-inch o.c. or XR-TJ -82.5
ISOGARD CG (SPATTER)
) . ) (Optional) Min. 0.25-inch DensDeck, DensDeck Prime, )
. Min. 1.5-inch 1:5.0. Stick, DEXcell FA Glass Mat Roof Board or SECUROCK 1.5.0. Stick, XR1-ISOSR, XR-TJ or XR1-XRSMA in ribbons 4-inch
CWF-14. | Existing Tectum ISOGARD GL or Twin Jet or Gypsum-Fiber Roof Board or 7/16-inch DEXcell Cement | 1 WinJetor XR-TJ (SPATTER) or XR1-WBBA -45.0
ISOGARD CG Twin Jet Y vp Twin Jet Y o.c.or or
Roof Board
Min. 1.5-inch 1.S.0. Stick, (Optional) Min. 0.25-inch DensDeck Prime, DEXcell FA 1.S.0. Stick,
CWEF-15. Existing Tectum ISOGARD GL or Twin Jet or Glass Mat Roof Board or SECUROCK Gypsum-Fiber Roof | Twin Jet or XR2-WBBA -45.0
ISOGARD CG Twin JetY Board or 7/16-inch DEXcell Cement Roof Board Twin JetY
Min. 1.5-inch 1.5.0. Stick, . . . . 1.S.0. Stick,
CWF-16. | Existing Tectum ISOGARD GL or Twin Jet or gigﬁ‘;?épé'“iﬁ;gehr azg;%zzkr dDe"SDeCk Prime or | 1yin Jet or XR2-ISOSR or XR2-XRSMA in ribbons 4-inch o.c. -45.0
ISOGARD CG Twin Jet Y P Twin Jet Y
Min. 1-inch
CWEF-17. Existing Tectum | ISOGARD GL or 1.5.0. Twin Pack | None N/A XR1-WBBA or XR2-WBBA -67.5
ISOGARD CG
Min. 0.5-inch
CWE-18. Existing Tectum | ISOGARD GL or 1.5.0. Twin Pack | Min. 0.5-inch ISOGARD GL or ISOGARD CG 1.5.0. Twin Pack | XR1-WBBA or XR2-WBBA -67.5
ISOGARD CG
Min. L-inch XR1-ISOSR, XR2-ISOSR, XR-TJ, XR1-XRSMA or XR2-
CWEF-19. Existing Tectum | ISOGARD GL or 1.5.0. Twin Pack | None N/A XRSMA in ribbons 4-inch .. or XR-TJ (SPATTER) -75.0
ISOGARD CG
Min. 0.5-inch
CWEF-20. Existing Tectum | ISOGARD GL or 1.5.0. Twin Pack | Min. 0.5-inch ISOGARD GL or ISOGARD CG 1.5.0. Twin Pack XRl-ISO.SR’.XRZ_ISOS.R' XR-TJ, XR1-XRSMA or XR2- -82.5
XRSMA in ribbons 4-inch o.c. or XR-TJ (SPATTER)
ISOGARD CG
ELEVATE PVC XR OR MAX PVC XR APPLICATIONS (PARTIAL BOND):
Min. 1-inch
CWF-21. | Existing Tectum | | ISOGARD GL or 1.5.0.SprayR | None N/A iﬁ;&fi’?égi::gi& ::'Z'TCJ’ XR1-XRSMA or XR2- 75.0
ISOGARD CG -
Min. 0.5-inch
CWF-22. | Existing Tectum| | ISOGARD GL or 1.5.0. Spray R Min. 0.5-inch ISOGARD GL or ISOGARD CG 1.5.0. Spray R XR1-ISOSR, XR2-1SOSR, XR-TJ, XR1-XRSMA or XR2- -82.5
XRSMA in ribbons 6-inch o.c.
ISOGARD CG
Min. 1-inch XR1-ISOSR, XR2-ISOSR, XR-TJ, XR1-XRSMA or XR2-
CWEF-23. Existing Tectum | ISOGARD GL or 1.5.0. Twin Pack | None N/A XRSMIA in ;ibbons 6—in;:h oc ! -75.0
ISOGARD CG o
Min. 0.5-inch
CWE-24. Existing Tectum | ISOGARD GL or 1.5.0. Twin Pack | Min. 0.5-inch ISOGARD GL or ISOGARD CG 1.5.0. Twin Pack XRl-ISO.SR'.XRZ-ISOS.R' XR-TJ, XR1-XRSMA or XR2- -82.5
XRSMA in ribbons 6-inch o.c.
ISOGARD CG
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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TABLE 138: CEMENTITIOUS WOOD FIBER DECKS - REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED MULTI-PLY ROOF COVER
Base Insulation Layer Top Insulation Layer Roof 3.1.4
System Deck 4 g Y orimer oof Cover (3.1.4) MDP
No. (4.1.2, 4.2.2) Type GREL Type aaack Base Ply Ply Cap Ply (psf)
(3.1.3) (3.1.3)
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (FULL BOND):
XR-TJ, in
Min. 1.5-inch 1.S.0. Stick, : : : 1.5.0. Stick, ) o
CWF-25. | Existing Tectum | ISOGARD GL or Twin Jet or Min. 0.25-inch DensDeck Prime or Twin Jet or Twin | None SBS-TA (Optional) | ribbons 4-inch 45.0
. SECUROCK Gypsum-Fiber Roof Board SBS-TA o.c. or XR-TJ
ISOGARD CG Twin JetY JetY
(SPATTER)
TABLE 13c: CEMENTITOUS WOOD FIBER DECKS - REROOF (TEAR-OFF)
SYSTEM TYPE B-3: MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER
Anchor Sheet Base Insulation Top Insulation
System Deck - o o Roof Cover MDP
No. (4.1.2) T asen Attach T ac T ac (3.1.4) (psf)
ype (4.2.2) ac ype (3.1.3) ype (3.1.3)
SBS Base. SBS Two Piece 9-inch o.c. in the min. Min. 1.5-inch (Optional) Min. 0.25-inch
CWE-26 Existing Premium’ Base. MB Impact 2-inch lap and 18-inch ISOGARD GL 1.5.0. Stick DensDeck, DensDeck Prime 1.5.0. Stick BB1-JBSA, BB2-JBSA, BB1-LVOC, -45.0%
* | Tectum 4 p o.c. in two, equally or ISOGARD or Twin Jet or SECUROCK Gypsum-Fiber or Twin Jet BB2-LVOC or BB-WBBA ’
Base or APP 160 Nail
spaced center rows CcG Roof Board
SBS Base, SBS Two Piece 9-inch o.c. in the min. Min. 1.5-inch Min. 0.25-inch DEXcell FA
CWE-27 Existing Premium’ Base MB | Impact 2-inch lap and 18-inch ISOGARD GL 1.5.0. Stick Glass Mat Roof Board or 1.5.0. Stick BB1-LVOC, BB2-LVOC or BB- -45.0*
" | Tectum ! p o.c. in two, equally or ISOGARD or Twin Jet 7/16-inch DEXcell Cement or Twin Jet WBBA !
Base or APP 160 Nail
spaced center rows CcG Roof Board
) 9-inch o.c. in the min. Min. 1.5-inch
- SBS Base, SBS Two Piece . . . . . .
CWEF-28. Existing Premium Base, MB | Impact 2-|th lap and 18-inch ISOGARD GL 1.5.0. -StICk Min. 7/16-inch DEXcell 1.5.0. .StICk BB2-JBSA _45.0*
Tectum . o.c. in two, equally or ISOGARD or Twin Jet Cement Roof Board or Twin Jet
Base or APP 160 Nail
spaced center rows CG
(Optional) Min. 0.25-inch
DensDeck, DensDeck Prime
) 9-inch o.c. in the min. Min. 1.5-inch ! ’
Existing | S0 02s€ 563 TwoPiece | inchlap and 18-inch | ISOGARD GL | 15.0.stick | Doxcell FAGlass MatRoof 1 ¢ 5 i | XRL-ISOSR, XR-TJ or XR1XRSMA
CWF-29. Tectum Premium Base, MB | Impact o.c.in two, equall or ISOGARD or Twin Jet Board or SECUROCK or Twin Jet in ribbons 4-inch o.c. or XR-TJ -45.0*
Base or APP 160 Nail . ) a'ced cer;teqr rom\//s G Gypsum-Fiber Roof Board or (SPATTER) or XR1-WBBA
P 7/16-inch DEXcell Cement
Roof Board
(Optional) Min. 0.25-inch
SBS Base. SBS Two Piece 9-inch o.c. in the min. Min. 1.5-inch DensDeck Prime, DEXcell FA
CWE-30. Existing Premium Base, MB | Impact 2—|m.:h lap and 18-inch ISOGARD GL 1.5.0. .Stlck Glass Mat Roof Board.or 1.5.0. §t|ck XR2-WBBA _45.0*
Tectum Base or APP 160 Nail o.c. in two, equally or ISOGARD or Twin Jet SECUROCK Gypsum-Fiber or Twin Jet
spaced center rows CG Roof Board or 7/16-inch
DEXcell Cement Roof Board
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TABLE 13c: CEMENTITOUS WOOD FIBER DECKS - REROOF (TEAR-OFF)

SYSTEM TYPE B-3: MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER

Anchor Sheet Base Insulation Top Insulation
System Deck o e v Roof Cover MDP
No. 4.1.2 GELLZY ac ac 3.1.4 sf
(4.1.2) Type 422) Attach Type 213 Type 213 (3.1.4) (psf)
SBS Base. SBS Two Piece 9-inch o.c. in the min. Min. 1.5-inch (Optional) Min. 0.25-inch
Existing o 2-inch lap and 18-inch ISOGARD GL 1.S.0. Stick DensDeck, DensDeck Prime 1.S.0. Stick XR2-ISOSR or XR2-XRSMA in
CWF-31. Premium Base, MB | Impact . X . . . K -45.0*
Tectum X o.c. in two, equally or ISOGARD or Twin Jet or SECUROCK Gypsum-Fiber or Twin Jet ribbons 4-inch o.c.
Base or APP 160 Nail
spaced center rows CG Roof Board
SBS Base, SBS Two Piece | 2inchoc.inthemin. | Min. 1.5-inch (Dif,ts'gzlk) ’\[/nlg;s%:f;::i;e
Existing A 2-inch lap and 18-inch ISOGARD GL 1.S.0. Stick ’ ! 1.S.0. Stick XR1-ISOSR, XR-TJ or XR1-XRSMA
CWF-32. | roctum | Premium Base, MB | Impact o.c. in two, equall or ISOGARD or Twin Jet DEXcell FA Glass Mat Roof or Twin Jet in ribbons 12-inch o.c 4507
Base or APP 160 Nail . ) a.ced cel;te(: rovx\//s G Board or SECUROCK -
P Gypsum-Fiber Roof Board
) 9-inch o.c. in the min. Min. 1.5-inch (Optional) Min. 0.25-inch
Existing | o> base, SBS TwoPiece | 5 inchlap and 18-inch | ISOGARDGL | 15.0.Stick | DensDeck, DensDeck Prime | 1.5.0. Stick | XR2-ISOSR or XR2-XRSMA in
CWEF-33. Premium Base, MB | Impact . X . . . K -45.0*
Tectum X o.c. in two, equally or ISOGARD or Twin Jet or SECUROCK Gypsum-Fiber or Twin Jet ribbons 12-inch o.c.
Base or APP 160 Nail
spaced center rows CG Roof Board
9-inch o.c. in the min. Min. 1.5-inch
e SBS Base, SBS Two Piece . . . . .
CWE-34. Existing Premium Base, MB | Impact 2 |th lap and 18-inch ISOGARD GL 1.5.0. .StICk 7/16-inch DEXcell Cement 1.5.0. .StICk XR1-XRSMA (RIBBONS, 12” 0.c.) 45.0%
Tectum . o.c. in two, equally or ISOGARD or Twin Jet Roof Board or Twin Jet
Base or APP 160 Nail
spaced center rows CG

TABLE 14A: GYPSUM DECKS - REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System LS Attach Attach Roof Cover (3.1.4) Mbe
No. (8.1.2, 4.2.2 e ac = (psf)
) Type (3.1.3) Type (3.1.3)
ELEVATE PVC OR MAX PVC APPLICATIONS:
L Min. 0.5-inch (Optional) Min. 0.25-inch DensDeck, DensDeck Prime
G-1. E’:'St'”sgu’::”:::kgyps”m ISOGARD GL or :28 i’mypzz’kr or SECUROCK Gypsum-Fiber Roof Board or min. 0.5- :28 ;‘/’vriiypzskr Sf;BJ:SA' BB1-LVOC, BB2-LVOC or BB -150.0
gypsum p ISOGARD CG = inch ISOGARD HD >
Existing poured sum Min. 0.5-inch 1.5.0. Spray R or Min. 0.25-inch DEXcell FA Glass Mat Roof Board or 1.5.0. Spray R or
G-2. § poured gyp ISOGARD GL or >0 opray - >0 opray BB1-LVOC, BB2-LVOC or BB-WBBA -150.0
or gypsum plank 1.5.0. Twin Pack 7/16-inch DEXcell Cement Roof Board 1.5.0. Twin Pack
ISOGARD CG
Existing poured gvpsum Min. 0.5-inch 15.0. Sorav R or Min. 0.25-inch DensDeck Prime or SECUROCK 15.0. Sorav R or
63 | f ’:n Iankgyp ISOGARD GL or oo Tp 'nyPack Gypsum-Fiber Roof Board or min. 7/16-inch DEXcell | 7' Tp 'nyPack BB2-JBSA -150.0
gypsump ISOGARD CG >0 Wt Cement Roof Board =0l
G- Existing poured gypsum | Min. 1.5-inch 1.5.0. Stick, Twin | (Optional) Min. 0.25-inch DensDeck, DensDeck Prime | 1.S.0. Stick, Twin Jet BB1-JBSA, BB1-LVOC, BB2-LVOC or BB- 1125
’ or gypsum plank ISOGARD GL Jet or Twin Jet Y or SECUROCK Gypsum-Fiber Roof Board or Twin Jet Y WBBA ’
_— Min. 1.5-inch . . . . . .
G-5. Existing poured gypsum ISOGARD GL or 1.5.0. Stlc'k, Twin | Min. 9.25—|nch DEXcell FA Glass Mat Roof Board or 1.5.0. §t|ck, Twin Jet BB1-LVOC, BB2-LVOC or BB-WBBA 1125
or gypsum plank ISOGARD CG Jet or Twin Jet Y 7/16-inch DEXcell Cement Roof Board or Twin Jet Y
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TABLE 14A: GYPSUM DECKS - REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer

Top Insulation Layer

System Deck MDP
Roof Cover (3.1.4
No. (4.1.2, 4.2.2) Type Attach Type Attach (3.1.4) of
- Min. 1.5-inch . . Min. 0.25-inch DensDeck Prime or SECUROCK . .
G-6. E’:'St'”sgu':’”:::kgyps”m ISOGARD GL or j:toorsTtvlvil; JTe":';‘ Gypsum-Fiber Roof Board or min. 7/16-inch DEXcell :)‘:' Tow:'fekt :W'” Jet | g2-1BsA 1125
gypsump ISOGARD CG Cement Roof Board
ELEVATE PVC XR OR MAX PVC XR APPLICATIONS (FULL BOND):
(Optional) Min. 0.25-inch DensDeck, DensDeck
Existing poured sum Min. 0.5-inch 15.0. Sorav R or Prime, DEXcell FA Glass Mat Roof Board or 15.0. Sorav R or XR1-ISOSR, XR-TJ or XR1-XRSMA in
67 | sgu’in Iankgyp ISOGARD GL or oo T\’Lmypack SECUROCK Gypsum-Fiber Roof Board, min. 0.5-inch | | 7' T\F/)vinyPack ribbons 4-inch o.c. or XR-TJ (SPATTER) or | -150.0
gypsump ISOGARD CG >0 ISOGARD HD or 7/16-inch DEXcell Cement Roof =0 XR1-WBBA
Board
L Min. 0.5-inch (Optional) Min. 0.25-inch DensDeck Prime, DEXcell
G-8 E’r"s“”fu’i:“:z:kgyps”m ISOGARD GL or :zg i\’mypzz’l: FA Glass Mat Roof Board or SECUROCK Gypsum-Fiber :28 iar;yngkr XR2-WBBA -150.0
gypsum p ISOGARD CG >0 Roof Board or 7/16-inch DEXcell Cement Roof Board | ="~
- Min. 0.5-inch (Optional) Min. 0.25-inch DensDeck, DensDeck Prime N
G-9. E’:'St'"sgu'::”:::kgypsum ISOGARD GL or ::8 i\‘;;iyng(r or SECUROCK Gypsum-Fiber Roof Board, min. 0.5- :28 i\’jvr;ypzz)kr i’:ii’fgs R or XR2-XRSMA in ribbons 4- -150.0
gypsump ISOGARD CG = inch ISOGARD HD = <«
i, Min. 1.5-inch | (Optional) Min. 0.25-inch DensDeck, DensDeck o XR1-ISOSR, XR-TJ or XR1-XRSMA in
Existing poured gypsum 1.5.0. Stick, Twin | Prime, DEXcell FA Glass Mat Roof Board or 1.5.0. Stick, Twin Jet . .
G-10. ISOGARD GL or A - ) : ribbons 4-inch o.c. or XR-TJ (SPATTER) or -112.5
or gypsum plank Jet or Twin JetY SECUROCK Gypsum-Fiber Roof Board or 7/16-inch or Twin JetY
ISOGARD CG XR1-WBBA
DEXcell Cement Roof Board
L Min. 1.5-inch . . (Optional) Min. 0.25-inch DensDeck Prime, DEXcell . .
G-11. E’r"s“”sgu’::”:::kgypsum ISOGARD GL or j:toorsTtv'vﬁ'; L"tv'\'(’ FA Glass Mat Roof Board or SECUROCK Gypsum-Fiber Lf:w:fekt :W'” et | xr2-wBBA 1125
gypsum p ISOGARD CG Roof Board or 7/16-inch DEXcell Cement Roof Board
Existing poured gypsum | Mn- 1.5-inch 1.5.0. Stick, Twin | (Optional) Min. 0.25-inch DensDeck, DensDeck Prime | 1.5.0. Stick, Twin Jet | XR2-ISOSR or XR2-XRSMA in ribbons 4-
G-12. ISOGARD GL or : . . . 1125
or gypsum plank Jet or Twin Jet Y or SECUROCK Gypsum-Fiber Roof Board or Twin Jet Y inch o.c.
ISOGARD CG
ELEVATE PVC XR OR MAX PVC XR APPLICATIONS (PARTlAl. BOND):
. Min. 0.5-inch (Optional) Min. 0.25-inch DensDeck Prime, DEXcell .
G-13. | Eristine p°“r|edkgyp5“m ISOGARD GL or 1.5.0. Spray R FA Glass Mat Roof Board or SECUROCK Gypsum-Fiber | 1.5.0. Spray R X.E:)"Soig’_ .XR;TJ or XR1-XRSMA in 45.0
or gypsum pian ISOGARD CG Roof Board or min. 0.5-inch ISOGARD HD ribbons 2-inch o.c.
. Min. 0.5-inch (Optional) Min. 0.25-inch DensDeck Prime or A
G-14. E’:'St'”fu’::”:::kgyps”m ISOGARD GL or 1.5.0. Spray R SECUROCK Gypsum-Fiber Roof Board or min. 0.5-inch | 1.5.0. Spray R ﬁi f‘?s R or XR2-XRSMA in ribbons 12 -45.0
gypsum p ISOGARD CG ISOGARD HD <
Existing poured gypsum | M- 0.5-inch
G-15. ep gyp ISOGARD GL or 1.5.0. Spray R 7/16-inch DEXcell Cement Roof Board 1.5.0. Spray R XR1-XRSMA (RIBBONS, 12” 0.c.) -45.0
or gypsum plank
ISOGARD CG
- Min. 0.5-inch Min. 0.25-inch DensDeck Prime, DEXcell FA Glass .
G-16. (E)’:'St'nfui‘:”rlzgkgypsum ISOGARD GL or 1.5.0. Spray R Mat Roof Board or SECUROCK Gypsum-Fiber Roof 1.5.0. Spray R ﬁfg:};igﬁ’nﬁ chm XR1-XRSMA in -60.0
gypsum p ISOGARD CG Board <
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TABLE 14A: GYPSUM DECKS - REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System 220 Attach Attach Roof Cover (3.1.4) MoP
No. (4.1.2, 4.2.2) Type ttac Type tac = (psf)
(3.1.3) (3.1.3)
Existing poured sum Min. 0.5-inch Min. 0.25-inch DensDeck Prime or SECUROCK XR2-ISOSR or XR2-XRSMA in ribbons 6-
G17. | Sgu':n Iankgyp ISOGARD GL or 1.5.0. Spray R e e B 1.5.0. Spray R oo -60.0
gypsum p ISOGARD CG vP -
Existing poured gypsum | M- 0.5-inch
G-18. ep gyp ISOGARD GL or 1.5.0. Spray R 7/16-inch DEXcell Cement Roof Board 1.5.0. Spray R XR1-XRSMA (RIBBONS, 6” 0.c.) -60.0
or gypsum plank
ISOGARD CG
Existing poured avosum | Min- 0-5-inch XR1-ISOSR, XR2-ISOSR, XR-TJ, or XR1-
c19. | Sgu’:n Iankgyp ISOGARD GL or 1.5.0. Spray R Min. 0.5-inch ISOGARD HD 1.5.0. Spray R XRSMA or XR2-XRSMA in ribbons 6-inch 825
gypsump ISOGARD CG o.c.
- Min. 0.5-inch
G20, | EXisting poured gypsum | \ch i en Gl or 1.5.0. Spray R (Optional) Additional layer of base insulation 1.5.0. Spray R XRL-ISOSR, XR2-ISOSR, XR-T), XRIXRSMA | 145 5
or gypsum plank or XR2-XRSMA in ribbons 6-inch o.c.
ISOGARD CG
- Min. 1.5-inch . . (Optional) Min. 0.25-inch DensDeck Prime, DEXcell . . .
G-21. E’:'St'"sgu'::”:::kgypsum ISOGARD GL or j:t?)ritv'vcl'; JTe":';‘ FA Glass Mat Roof Board or SECUROCK Gypsum-Fiber 'Of SWIS:'JC; :W'" Jet ﬁi:}:ig’ig’_ :\E;‘Ti ‘Zr XR1-XRSMA in -45.0
gypsump ISOGARD CG Roof Board e
Existing poured gypsum Min. 1.5-inch 1.5.0. Stick, Twin | (Optional) Min. 0.25-inch DensDeck Prime or 1.5.0. Stick, Twin Jet XR2-ISOSR or XR2-XRSMA in ribbons 12-
G-22. ISOGARD GL or : X ; ; -45.0
or gypsum plank Jet or Twin JetY SECUROCK Gypsum-Fiber Roof Board or Twin Jet Y inch o.c.
ISOGARD CG
L Min. 1.5-inch ) . . .
G-23. | EXisting poured gypsum | \ch o eh Gl or 1.5.0. Stick, Twin | 1 0 & DEXcell Cement Roof Board 1.5.0. Stick, Twin Jet |y 01 yeSMA (RIBBONS, 12” o.c.) -45.0
or gypsum plank Jet or Twin Jet Y or Twin Jet Y
ISOGARD CG
- Min. 1.5-inch . . Min. 0.25-inch DensDeck Prime, DEXcell FA Glass . . .
G-24. E’r"s“”fu’::”:::kgyps“m ISOGARD GL or j:toorsTtv'vﬁ'; L"tv'\'(’ Mat Roof Board or SECUROCK Gypsum-Fiber Roof Lf?w:f:t :W'” fet ﬁii:iggi'nﬁ'ljcm XRIXRSMA Iin -60.0
gypsump ISOGARD CG Board ©
625 Existing poured gypsum | Min. 1.5-inch 1.5.0. Stick, Twin | Min. 0.25-inch DensDeck Prime or SECUROCK 1.5.0. Stick, Twin Jet XR2-ISOSR or XR2-XRSMA in ribbons 6- -60.0
’ or gypsum plank ISOGARD GL Jet or Twin JetY Gypsum-Fiber Roof Board or Twin Jet Y inch o.c. ’
. Min. 1.5-inch ) . . .
G-26. | EXisting poured gypsum | \chceh GLor 1.5.0. Stick, Twin | )1 0 & DEXcell Cement Roof Board 1.5.0. Stick, Twin Jet | o) yRSMA (RIBBONS, 6” o.c.) -60.0
or gypsum plank Jet or Twin Jet Y or Twin Jet Y
ISOGARD CG
Existing poured gypsum | Vi L:3-inch 1.5.0. Stick, Twin 1.5.0. Stick, Twin Jet | XR1-ISOSR, XR2-ISOSR, XR-TJ, XR1-XRSMA
G-27. gp gyp ISOGARD GL or >0 S (Optional) Additional layer of base insulation -2 SHEG » AREASUSE, AR-15 1125
or gypsum plank Jet or Twin Jet Y or Twin JetY or XR2-XRSMA in ribbons 6-inch o.c.
ISOGARD CG
. Min. 0.5-inch (Optional) Min. 0.25-inch DensDeck Prime, DEXcell .
G-28. E’:'St'”fu’::”:::kgyps”m ISOGARD GL or 1.5.0. Twin Pack | FA Glass Mat Roof Board or SECUROCK Gypsum-Fiber | 1.5.0. Twin Pack i(i';ll)c:i?ﬁ’_ i);'thi ‘;r XRI-XRSMA in -45.0
gypsump ISOGARD CG Roof Board or min. 0.5-inch ISOGARD HD ©
i Min. 0.5-inch (Optional) Min. 0.25-inch DensDeck Prime, DEXcell A
G-29. (E)’:'St'nfuz:”rlzgkgypsum ISOGARD GL or 1.5.0. Twin Pack | FA Glass Mat Roof Board or SECUROCK Gypsum-Fiber | 1.5.0. Twin Pack I):ii 'OSSS R or XR2-XRSMA in ribbons 12 -45.0
gypsump ISOGARD CG Roof Board or min. 0.5-inch ISOGARD HD <
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TABLE 14A: GYPSUM DECKS - REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System 220 Attach Attach Roof Cover (3.1.4) MoP
No. (4.1.2, 4.2.2) Type ttac Type ttac ik o
(3.1.3) (3.1.3)
Existing poured sum Min. 0.5-inch
G-30. ep Evp ISOGARD GL or .5.0. Twin Pack | 7/16-inch DEXcell Cement Roof Board 1.5.0. Twin Pack XR1-XRSMA (RIBBONS, 12” o.c.) -45.0
or gypsum plank
ISOGARD CG
- Min. 0.5-inch Min. 0.25-inch DensDeck Prime, DEXcell FA Glass .
G-31. CE::'St'”sgu’;?“'I::kgypS“m ISOGARD GL or 1.5.0. Twin Pack | Mat Roof Board or SECUROCK Gypsum-Fiber Roof 1.5.0. Twin Pack ﬁgizigzi'n)éﬁ'?cm XRI-XRSMA in -60.0
gypsump ISOGARD CG Board ©
e Min. 0.5-inch Min. 0.25-inch DensDeck Prime, DEXcell FA Glass L
G-32. E):lstlnsgu;r):u::skgypsum ISOGARD GL or 1.5.0. Twin Pack Mat Roof Board or SECUROCK Gypsum-Fiber Roof 1.5.0. Twin Pack i);ii-loscc)SR or XR2-XRSMA in ribbons 6- -60.0
gypsump ISOGARD CG Board <«
Existing poured gypsum | M- 0.5-inch
G-33. ep gyp ISOGARD GL or 1.5.0. Twin Pack | 7/16-inch DEXcell Cement Roof Board 1.5.0. Twin Pack XR1-XRSMA (RIBBONS, 6” 0.c.) 60.0
or gypsum plank
ISOGARD CG
Eristi g Min. 0.5-inch XR1-ISOSR, XR2-ISOSR, XR-T), or XR1-
G-34. o’r"s '”Sgu‘r’:“rlznkgypsum ISOGARD GL or .5.0. Twin Pack | Min. 0.5-inch ISOGARD HD 1.5.0. Twin Pack XRSMA or XR2-XRSMA in ribbons 6-inch 825
gypsump ISOGARD CG o.c.
- Min. 0.5-inch
G-35. | EXisting poured gypsum | \ch i h Gl or .5.0. Twin Pack | (Optional) Additional layer of base insulation 1.5.0. Twin Pack XRL-ISOSR, XR2-ISOSR, XR-T), XRIXRSMA | 145 5
or gypsum plank ISOGARD CG or XR2-XRSMA in ribbons 6-inch o.c.

TABLE 148: GYP.

SYSTEM TYPE B-3: MECHANICALLY

M DECKS - NEW CONSTUCTION or REROOF (TEAR-OFF)
ACHED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER

Anchor Sheet Base Insulation Top Insulation
System Deck — T . Roof Cover MDP
No. 4.1.2 - ac cld 3.1.4 sf
(4.1.2) Type o Attach Type 313 Type 313 (3.1.4) (psf)
L . 9-inch o.c. in the min. 2- | Min. 1.5-inch (Optional) Min. 0.25-inch
e Ems;c:Jnni i?:nfi;: éaBSse B ITr‘r’:"’a';ece inch lap and 18-inch o.c. | ISOGARDGL | 15.0.Stick | DensDeck, DensDeck Primeor | 15.0.Stick | BB1-JBSA, BB2-JBSA, BBL-LVOC, | o
©| 8P ' " in two, equally spaced | or ISOGARD | or TwinJet | SECUROCK Gypsum-Fiber Roof | or Twinlet | BB2-LVOC or BB-WBBA :
deck Base or APP 160 Nail
center rows CG Board
- ) 9-inch o.c. in the min. 2- | Min. 1.5-inch . .
Existing | 5BS Base, 5B5 Two Piece | ;. hlap and 18-inch o.c. | ISOGARDGL | 1.5.0. stick | Min- 0-25-Inch DEXcell FAGlass 1 ¢ (oot | BB1-LvOC, BB2-LVOC o7 BB- .
G-37. gypsum Premium Base, MB Impact in two. equally spaced or ISOGARD or Twin Jet Mat Roof Board or 7/16-inch or Twin Jet WBBA -45.0
deck Base or APP 160 Nail » equatly sp DEXcell Cement Roof Board
center rows CG
- ) 9-inch o.c. in the min. 2- | Min. 1.5-inch
Existing SBS Base, SB5 TwoPiece | . 4 lap and 18-inch o.c. | ISOGARD GL | 1.5.0. Stick | Min. 7/16-inch DEXcell Cement | 1.5.0. Stick
G-38. gypsum Premium Base, MB Impact . . . BB2-JBSA -45.0*
X in two, equally spaced or ISOGARD or Twin Jet Roof Board or Twin Jet
deck Base or APP 160 Nail
center rows CG
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SYSTEM TYPE B-3: MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER

Amrize Building Envelope LLC (Elevate)

FL35402-R8

TABLE 148: GYPSUM DECKS - NEW CONSTUCTION orR REROOF (TEAR-OFF)

ISO/IEC 17065

ACCREDITED
P G

PCA-145

Anchor Sheet Base Insulation Top Insulation
System Deck - Feah v Roof Cover MDP
No. 4.1.2 L ac ac 3.1.4 sf
(4.1.2) Type 422) Attach Type 213 Type 213 (3.1.4) (psf)
(Optional) Min. 0.25-inch
. . 9-inch o.c. in the min. 2- | Min. 1.5-inch DensDeck, DensDeck Prime,
Existing SBS Base, SBS TwoPiece | 4 1 lap and 18-inch o.c. | ISOGARD GL | 1.5.0. Stick | DEXcell FA Glass Mat Roof Board | 1.5.0. Stick | Ri-/SOSR, XR-TJ or XR1-XRSMA .
G-39. gypsum Premium Base, MB Impact X X . : in ribbons 4-inch o.c. or XR-TJ -45.0
: in two, equally spaced or ISOGARD or Twin Jet or SECUROCK Gypsum-Fiber Roof | or Twin Jet
deck Base or APP 160 Nail ) (SPATTER) or XR1-WBBA
center rows CG Board or 7/16-inch DEXcell
Cement Roof Board
(Optional) Min. 0.25-inch
- . 9-inch o.c. in the min. 2- | Min. 1.5-inch DensDeck Prime, DEXcell FA
Existing | SB5 Base, 365 TwoPlece |\ h lap and 18-inch o.c. | ISOGARDGL | 1.5.0. Stick | Glass Mat Roof Board or 1.5.0. Stick X
G-40. gypsum Premium Base, MB Impact . . . . XR2-WBBA -45.0
deck Base or APP 160 Nail in two, equally spaced or ISOGARD or Twin Jet SECUROCK Gypsum-Fiber Roof or Twin Jet
center rows CG Board or 7/16-inch DEXcell
Cement Roof Board
. . 9-inch o.c. in the min. 2- | Min. 1.5-inch (Optional) Min. 0.25-inch
ca1 EX'S:Lnni i?jnff;’ ;‘aBsse B ITr:]"Oai'tece inch lap and 18-inch o.c. | ISOGARD GL | 1.5.0.Stick | DensDeck, DensDeck Prime or 1.5.0. Stick | XR2-ISOSR or XR2-XRSMA in 4s0*
’ gyp : p in two, equally spaced or ISOGARD or Twin Jet SECUROCK Gypsum-Fiber Roof or Twin Jet ribbons 4-inch o.c. ’
deck Base or APP 160 Nail
center rows CG Board
Existin SBS Base, SBS Two Piece | 2-inch o.c.in the min. 2- | Min. 1.5-inch fizt;gr;::z '\Sg:{s%:cslzlgfi:we
g o inch lap and 18-inch o.c. | ISOGARD GL 1.S.0. Stick ’ ! 1.S.0. Stick XR1-ISOSR, XR-TJ or XR1-XRSMA
G-42. gypsum Premium Base, MB Impact in two, equally spaced or ISOGARD or Twin Jet DEXcell FA Glass Mat Roof Board or Twin Jet in ribbons 12-inch o.c -45.07
deck Base or APP 160 Nail » equally sp or SECUROCK Gypsum-Fiber Roof <
center rows CG
Board
- . 9-inch o.c. in the min. 2- | Min. 1.5-inch (Optional) Min. 0.25-inch
043 EX'S:L”nf i?:r:if; ;aBsse B ITr‘n”OaFc"tece inch lap and 18-inch o.c. | ISOGARD GL | 1S.0.Stick | DensDeck, DensDeck Prime or | 1.5.0.Stick | XR2-ISOSR or XR2-XRSMA in 4s.0F
’ Eyp ; p in two, equally spaced or ISOGARD or Twin Jet | SECUROCK Gypsum-Fiber Roof or Twin Jet ribbons 12-inch o.c. ’
deck Base or APP 160 Nail
center rows CG Board
9-inch o.c. in the min. 2- | Min. 1.5-inch
Existing SBS Base, SBS Two Piece | | . . . .
G-a4. gypsum Premium Base, MB Impact !nch lap and 18-inch o.c. | ISOGARD GL 1.5.0. §t|ck 7/16-inch DEXcell Cement Roof 1.5.0. .StICk XR1-XRSMA (RIBBONS, 12” 0.c.) 45.0%
. in two, equally spaced or ISOGARD or Twin Jet Board or Twin Jet
deck Base or APP 160 Nail
center rows CG
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TABLE 15A: RECOVER APPLICATIONS

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate
(See 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.

Base Insulation Layer Top Insulation Layer
System Substrate Roof Cover (3.1.4) Mbe
No. (4.1.2, 4.2.2) Type Attach Type Attach = ]psf[“
(3.1.3) (3.1.3)
ELEVATE PVC OR MAX PVC APPLICATIONS:
- . (Optional) One or more
Existing smooth-surface built-up roof (BUR), gravel- X . . .
R-1 | surface built-up roof (BUR) with loose gravel layers, min. 1.5-in 15.0.5prayR | Min: 7/16-inch DEXcell Cement Roof |\ ¢ ¢ . p | BB2-1BsA -150.0
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Board
& GL or ISOGARD CG
Existing smooth-surface built-up roof (BUR), gravel- | One or more layers, . "
R-2 surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | 1.5.0. Spray R fr?sTll:tri];L) Additional layers of base 1.5.0. Spray R g?;;?\:g’BiBl LVOC, BB2-LVOC -157.5
removed or granule-surface SBS modified bitumen or ISOGARD CG
. . (Optional) One or more
Existing smooth-surface built-up roof (BUR), gravel- K . . .
R-3 | surface built-up roof (BUR) with loose gravel layers, min. 1.5-in 15.0.5prayR | Min: 0:25-inch SECUROCK Gypsum- |\ ¢ oo p | BB2-1BSA 2325
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Fiber Roof Board
& GL or ISOGARD CG
Existing smooth-surface built-up roof (BUR), gravel- I(:)F:rlsn:wliLO:esf)ir: more
R-4 surface built-up roof (BUR) with loose gravel InZqué)am I. IS.OGARD 1.5.0. Spray R Min. 0.25-inch DensDeck Prime 1.5.0. Spray R BB2-JBSA -237.5
removed or granule-surface SBS modified bitumen GL or ISOGARD CG
Existing smooth-surface built-up roof (BUR), gravel- (Optlonal‘) One gr more Min. 0.25-inch DensDeck Prime or
. . layers, min. 1.5-in . BB1-JBSA, BB1-LVOC, BB2-LVOC
R-5 surface built-up roof (BUR) with loose gravel 1.5.0. Spray R SECUROCK Gypsum-Fiber Roof 1.5.0. Spray R -237.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Board, min. 0.5-inch ISOGARD HD or BB-WBBA
& GL or ISOGARD CG - min- 2.
Existing smooth-surface built-up roof (BUR), gravel- (Optlonalh) One c?r more Min. 0.25-inch DEXcell FA Glass Mat
. . layers, min. 1.5-in R BB1-LVOC, BB2-LVOC or BB-
R-6 surface built-up roof (BUR) with loose gravel 1.5.0. Spray R Roof Board or 7/16-inch DEXcell 1.5.0. Spray R -237.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Cement Roof Board WBBA
& GL or ISOGARD CG
. . (Optional) One or more . .
Existing sm.ooth surface bU|It.up roof (BUR), gravel layers, min. 1.5-in I.S.Q. Stick, Min. 7/16-inch DEXcell Cement Roof I.Sp. Stick,
R-7 surface built-up roof (BUR) with loose gravel Twin Jet or Twin Jet or BB2-JBSA -150.0
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Twin Jet Y Board Twin Jet Y
g GL or ISOGARD CG
Existing smooth-surface built-up roof (BUR), gravel- | One or more layers, 1.S.0. Stick, . - 1.S.0. Stick,
R-8 | surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | Twin Jet or fr?sttlf:;? Additional layers of base | ¢ . "o o 5?;;?@’;’;31 LVOC, BB2-LVOC 157.5
removed or granule-surface SBS modified bitumen or ISOGARD CG Twin JetY Twin JetY
Existing smooth-surface built-up roof (BUR), gravel- (Opt|ona|.) One c?r more Min. 0.25-inch DEXcell FA Glass Mat
. . layers, min. 1.5-in . R . BB1-LVOC, BB2-LVOC or BB-
R-9 surface built-up roof (BUR) with loose gravel Twin Jet Y Roof Board or 7/16-inch DEXcell Twin Jet Y -217.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Cement Roof Board WBBA
g GL or ISOGARD CG
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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TABLE 15A: RECOVER APPLICATIONS

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate
(See 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.

Base Insulation Layer Top Insulation Layer
System Substrate e e Roof Cover (3.1.4) MDP
No. (4.1.2, 4.2.2 T ac T ac = (psf)A
: ype (3.1.3) ype (3.1.3)
- . (Optional) One or more ) .
Existing smpoth surface bU|It.up roof (BUR), gravel layers, min. 1.5-in I.S.Q. Stick, Min. 0.25-inch SECUROCK Gypsum- I.S.F). Stick,
R-10 surface built-up roof (BUR) with loose gravel Twin Jet or ) Twin Jet or BB2-JBSA -232.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Twin JetY Fiber Roof Board Twin JetY
& GL or ISOGARD CG
Existing smooth-surface built-up roof (BUR), gravel- I(;)Zt:nrili)no;ii; more 1.S.0. Stick, 1.S.0. Stick,
R-11 surface built-up roof (BUR) with loose gravel Vers, e Twin Jet or Min. 0.25-inch DensDeck Prime Twin Jet or BB2-JBSA -237.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Twin Jet Y Twin Jet Y
& GL or ISOGARD CG
Existing smooth-surface built-up roof (BUR), gravel- (Optlonal.) One (?r more 1.S.0. Stick, Min. 0.25-inch DensDeck Prime or 1.S.0. Stick,
. . layers, min. 1.5-in . . . BB1-JBSA, BB1-LVOC, BB2-LVOC
R-12 surface built-up roof (BUR) with loose gravel Twin Jet or SECUROCK Gypsum-Fiber Roof Twin Jet or -237.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Twin JetY Board or min. 0.5-inch ISOGARD HD Twin JetY or BB-WBBA
& GL or ISOGARD CG e
- . (Optional) One or more . .
Existing snr.looth surface bmlt.up roof (BUR), gravel layers, min. 1.5-in 15.0. Stick or Min. 0.25-inch DEXc.eII FA Glass Mat 15.0. Stick or BB1-LVOC, BB2-LVOC or BB-
R-13 surface built-up roof (BUR) with loose gravel . Roof Board or 7/16-inch DEXcell . -237.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Twin Jet Cement Roof Board Twin Jet WBBA
& GL or ISOGARD CG
- ) (Optional) One or more
Existing smooth-surface built-up roof (BUR), gravel- K X . .
R-14 surface built-up roof (BUR) with loose gravel layers, min. 1.5-in 1.5.0. Twin Pack Min. 7/16-inch DEXcell Cement Roof 1.5.0. Twin Pack | BB2-JBSA -150.0
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Board
& GL or ISOGARD CG
Existing smooth-surface built-up roof (BUR), gravel- | One or more layers, . "
R-15 | surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | 1.5.0. Twin Pack fg::;f:jg Additional layers of base | | ¢ ) 1\ \in pack gfé’;?\ls\//;'BiBl'Lvoc' BB2-LVOC -195.0
removed or granule-surface SBS modified bitumen or ISOGARD CG
. . (Optional) One or more
Existing smooth-surface built-up roof (BUR), gravel- K . . .
R-16 | surface built-up roof (BUR) with loose gravel layers, min. 1.5-in 1.5.0. Twin Pack | ™Min- 0:25-inch SECUROCK Gypsum- | ¢ &y 1vin pack | BB2-JBSA 2325
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Fiber Roof Board
& GL or ISOGARD CG
Existing smooth-surface built-up roof (BUR), gravel- I(Szt:snnililogi—oi; more
R-17 surface built-up roof (BUR) with loose gravel InZulfc;am I. IS.OGARD 1.5.0. Twin Pack | Min. 0.25-inch DensDeck Prime 1.5.0. Twin Pack | BB2-JBSA -237.5
removed or granule-surface SBS modified bitumen GL or ISOGARD CG
Existing smooth-surface built-up roof (BUR), gravel- fgzt;sniliLofzig more Min. 0.25-inch DensDeck Prime or BB1-JBSA. BB1-LVOC. BB2-LVOC
R-18 surface built-up roof (BUR) with loose gravel Vers, e 1.5.0. Twin Pack | SECUROCK Gypsum-Fiber Roof 1.5.0. Twin Pack ’ ! -237.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Board or min. 0.5-inch ISOGARD HD or BB-WBBA
g GL or ISOGARD CG e
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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TABLE 15A: RECOVER APPLICATIONS

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate
(See 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.

Base Insulation Layer Top Insulation Layer
System Substrate e e Roof Cover (3.1.4 MDP
No. (4.1.2, 4.2.2 T ac T ac (3.1.4) (psf)A
: ype (3.1.3) ype (3.1.3)
Existing smooth-surface built-up roof (BUR), gravel- I(;)Zt:nrili)no;ii; more Min. 0.25-inch DEXcell FA Glass Mat BB1-LVOC. BB2-LVOC or BB-
R-19 surface built-up roof (BUR) with loose gravel InZqué)am I. IéOGARD 1.5.0. Twin Pack | Roof Board or 7/16-inch DEXcell 1.5.0. Twin Pack WBBA ! -237.5
removed or granule-surface SBS modified bitumen GL or ISOGARD CG Cement Roof Board
ELEVATE PVC KEE APPLICATIONS:
Existing smooth-surface built-up roof (BUR), gravel- | One or more layers, . "
R-20 | surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | 1.5.0. Spray R frc]’sztlz’t:‘:g Additional layers of base | | ¢ o ¢ o g BB1-LVOC 1575
removed or granule-surface SBS modified bitumen or ISOGARD CG
Min. 0.25-inch DensDeck Prime,
Existing smooth-surface built-up roof (BUR), gravel- I(:)yitr':nr:IiLO;es_oi; more SD: é(lcj‘;l(l;:c?( leszu’\r/lna_;ﬁ)(::fRi(;rd or
R-21 f::;if/ig‘;'lt‘::’nrjzfs(frl::ge"‘g;g ';‘(’;eifir(j";iumen Insulfoam 1, ISOGARD 15.0.Spray R | goard, min. 0.5-inch ISOGARD HD or | ->O-SPraYR | BBI-LVOC 2375
g GL or ISOGARD CG 7/16-inch DEXcell Cement Roof
Board
Existing smooth-surface built-up roof (BUR), gravel- | One or more layers, 1.S.0. Stick, . " 1.S.0. Stick or
R-22 surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | Twin Jet or fr?ﬁ;ot?jg Additional layers of base Twin Jet or BB1-LVOC -157.5
removed or granule-surface SBS modified bitumen or ISOGARD CG Twin Jet Y Twin Jet Y
- ) (Optional) One or more
Existing smooth-surface built-up roof (BUR), gravel- K . . .
R-23 surface built-up roof (BUR) with loose gravel layers, min. 1.5-in Twin JetY Min. 7/16-inch DEXcell Cement Roof Twin JetY BB1-LVOC -217.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Board
& GL or ISOGARD CG
bitng st sufoce bl ot 6, grvl | (7] 97 7 R
R-24 surface built-up roof (BUR) with loose gravel YErs, T Twin Jet Y . Twin Jet Y BB1-LVOC -237.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD SECUROCK Gypsum-Fiber Roof
g GL or ISOGARD CG Board or min. 0.5-inch ISOGARD HD
Min. 0.25-inch DensDeck Prime,
- . (Optional) One or more DEXcell FA Glass Mat Roof Board or
R-25 ler?‘::eg ;:i'lct)?:h rs;:;a(;%t;;ui:ﬁlxi(Bgsggravel layers, min. 1.5-in 1.S.0. Stick or SECUROCK Gypsum-Fiber Roof 1.S.0. Stick or BB1-LVOC 2375
removed or r:nule—surface SBS modif;ged bitumen Insulfoam |, ISOGARD Twin Jet Board, min. 0.5-inch ISOGARD HD or | Twin Jet :
g GL or ISOGARD CG 7/16-inch DEXcell Cement Roof
Board
Existing smooth-surface built-up roof (BUR), gravel- | One or more layers, . -,
R-26 surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | 1.S.0. Twin Pack gr?s’:itlzz?c?rlw) Additional layers of base 1.5.0. Twin Pack | BB1-LVOC -195.0
removed or granule-surface SBS modified bitumen or ISOGARD CG
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TABLE 15A: RECOVER APPLICATIONS

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate
(See 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.

Base Insulation Layer

Top Insulation Layer

System Substrate MDP
Attach Attach Roof Cover (3.1.4) T
No. (4.1.2, 4.2.2 T T (psf)?
: ype (3.1.3) ype (3.1.3)
Min. 0.25-inch DensDeck Prime,
Existing smooth-surface built-up roof (BUR), gravel- f:)yit:sn:wliLO;Zi; more SD: ?G‘;I(I)FC?( Zt‘;zu’\r/lna_;ﬁ;;(:fRi(;rd or
R-27 iu;:af/e ZU|:t-L:pnr()lof (Brl:R) wslgg Ir<‘)1osdeif;grzljvl;-zilt . Insulfoam I, ISOGARD 1.5.0. Twin Pack Board, min. 0.5-inch ISOGARD HD or 1.5.0. Twin Pack | BB1-LVOC -237.5
emoved or granule-surtace OCIMEADIUMEN | G| or ISOGARD CG 7/16-inch DEXcell Cement Roof
Board
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (FULL BOND):
XR1-ISOSR, XR2-ISOSR, XR-TJ,
Existing smooth-surface built-up roof (BUR), gravel- | One or more layers, (Optional) Additional layers of base XR1-XRSMA or XR2-XRSMA in
R-28 surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | 1.S.0. Spray R ins?;lation ¥ 1.5.0. Spray R ribbons 4-inch o.c. or XR-TJ -157.5
removed or granule-surface SBS modified bitumen or ISOGARD CG (SPATTER) or XR1-WBBA or XR2-
WBBA
- . (Optional) One or more
Existing smooth-surface built-up roof (BUR), gravel- K X . .
R-29 surface built-up roof (BUR) with loose gravel layers, min. 1.5-in 1.5.0. Spray R Min. 0.25-inch DEXcell FA Glass Mat 1.5.0. Spray R XR2-WBBA -180.0
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Roof Board
& GL or ISOGARD CG
. . (Optional) One or more
Existing smooth-surface built-up roof (BUR), gravel- X . . .
R-30 surface built-up roof (BUR) with loose gravel layers, min. 1.5-in 1.5.0. Spray R Min. 7/16-inch DEXcell Cement Roof 1.5.0. Spray R XR2-WBBA -237.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Board
& GL or ISOGARD CG
- ) (Optional) One or more ) . )
Existing smooth-surface built-up roof (BUR), gravel- X i Min. 0.25-inch DensDeck Prime or .
. . layers, min. 1.5-in . XR2-ISOSR or XR2-XRSMA in
R-31 surface built-up roof (BUR) with loose gravel 1.5.0. Spray R SECUROCK Gypsum-Fiber Roof 1.5.0. Spray R R X -237.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Board, min. 0.5-inch ISOGARD HD ribbons 4-inch o.c. or XR2-WBBA
& GL or ISOGARD CG o min. &
Min. 0.25-inch DensDeck Prime,
Existing smooth-surface built-up roof (BUR), gravel- (Opt|ona|.) One c?r more DEXcell FA Glass Mat Boof Board or XR1-ISOSR, XR-TJ or XR1-XRSMA
. . layers, min. 1.5-in SECUROCK Gypsum-Fiber Roof Lo R
R-32 surface built-up roof (BUR) with loose gravel 1.5.0. Spray R . . 1.5.0. Spray R in ribbons 4-inch o.c. or XR-TJ -237.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Board, min. 0.5-inch ISOGARD HD or (SPATTER) or XR1-WBBA
g GL or ISOGARD CG 7/16-inch DEXcell Cement Roof
Board
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.
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TABLE 15A: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate
(See 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
Base Insulation Layer Top Insulation Layer
System Substrate e e Roof Cover (3.1.4 MDP
No. 4.1.2, 4.2.2 T ac T ac (3.1.4) sf)A
(812423 ype (3.1.3) ype (3.1.3) {esf)
XR1-ISOSR, XR2-ISOSR, XR-TJ,
Existing smooth-surface built-up roof (BUR), gravel- | One or more layers, 1.S.0. Stick, (Optional) Additional layers of base 1.S.0. Stick, XR1-XRSMA or XR2-XRSMA in
R-33 | surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | Twin Jet or ins’zlaﬁon 4 Twin Jet or ribbons 4-inch o.c. or XR-TJ -157.5
removed or granule-surface SBS modified bitumen or ISOGARD CG Twin JetY Twin JetY (SPATTER) or XR1-WBBA or XR2-
WBBA
L : (Optional) One or more . .
Existing smpoth surface bU|It.up roof (BUR), gravel layers, min. 1.5-in I.S.Q. Stick, Min. 0.25-inch DEXcell FA Glass Mat I.S.F). Stick,
R-34 surface built-up roof (BUR) with loose gravel Twin Jet or Twin Jet or XR2-WBBA -180.0
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Twin Jet Y Roof Board Twin Jet Y
& GL or ISOGARD CG
Existing smooth-surface built-up roof (BUR), gravel- (Optlonalh) One c?r more . . .XRl._ISOSR’ X.R_TJ or XR1-XRSMA
R-35 surface built-up roof (BUR) with loose gravel layers, min. 1.5-in Twin Jet Y Min. 7/16-inch DEXcell Cement Roof Twin Jet Y in ribbons 4-inch o.c. or XR-TJ 2175
removed or granule-surface SBS modified bitumen Insulfoam I, ISOGARD Board (SPATTER) or XR1-WBBA or XR2- '
g GL or ISOGARD CG WBBA
- . (Optional) One or more
Existing smooth-surface built-up roof (BUR), gravel- | 1, o o iy 1 5.in 15.0. Stickor | Min. 7/16-inch DEXcell Cement Roof | 1.5.0. Stick or
R-36 surface built-up roof (BUR) with loose gravel . . XR2-WBBA -237.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Twin Jet Board Twin Jet
& GL or ISOGARD CG
Existing smooth-surface built-up roof (BUR), gravel- (Optlonal.) One gr more 1.S.0. Stick, Min. 0.25-inch DensDeck Prime or 1.5.0. Stick, .
. . layers, min. 1.5-in . . . . XR2-ISOSR or XR2-XRSMA in
R-37 surface built-up roof (BUR) with loose gravel Twin Jet or SECUROCK Gypsum-Fiber Roof Twin Jetor Twin . . -237.5
o R Insulfoam I, ISOGARD X . . ribbons 4-inch o.c. or XR2-WBBA
removed or granule-surface SBS modified bitumen Twin Jet Y Board, min. 0.5-inch ISOGARD HD JetY
GL or ISOGARD CG
Existing smooth-surface built-up roof (BUR), gravel- (Optlonal.) One c?r more Min. 0.25-inch DensDeck Prime, XR1-ISOSR, XR-TJ or XR1-XRSMA
. . layers, min. 1.5-in . DEXcell FA Glass Mat Roof Board or . Lo R
R-38 surface built-up roof (BUR) with loose gravel Twin JetY . Twin JetY in ribbons 4-inch o.c. or XR-TJ -237.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD SECUROCK Gypsum-Fiber Roof (SPATTER) or XR1-WBBA
g GL or ISOGARD CG Board or min. 0.5-inch ISOGARD HD
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TABLE 15A: RECOVER APPLICATIONS

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate
(See 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.

Base Insulation Layer

Top Insulation Layer

System Substrate MDP
Attach Attach Roof Cover (3.1.4) ()
No. (4.1.2, 4.2.2 T T (psf)?
: ype (3.1.3) ype (3.1.3)
Min. 0.25-inch DensDeck Prime,
Existing smooth-surface built-up roof (BUR), gravel- (Optlonal.) One gr more . DEXcell FA Glass Mat .ROOf Board or ) XR1-ISOSR, XR-TJ or XR1-XRSMA
. . layers, min. 1.5-in 1.5.0. Stick or SECUROCK Gypsum-Fiber Roof 1.5.0. Stick or o R
R-39 surface built-up roof (BUR) with loose gravel X . . X in ribbons 4-inch o.c. or XR-TJ -237.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Twin Jet Board, min. 0.5-inch ISOGARD HD or | Twin Jet (SPATTER) or XR1-WBBA
g GL or ISOGARD CG 7/16-inch DEXcell Cement Roof
Board
- . (Optional) One or more
Existing smooth-surface built-up roof (BUR), gravel- X X . .
R-40 surface built-up roof (BUR) with loose gravel layers, min. 1.5-in 1.5.0. Twin Pack Min. 0.25-inch DEXcell FA Glass Mat 1.5.0. Twin Pack | XR2-WBBA -180.0
removed or granule-surface SBS modified bitumen Insulfoam I, ISOGARD Roof Board
& GL or ISOGARD CG
XR1-ISOSR, XR2-ISOSR, XR-TJ,
Existing smooth-surface built-up roof (BUR), gravel- | One or more layers, (Optional) Additional layers of base XR1-XRSMA or XR2-XRSMA in
R-41 surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | 1.S.0. Twin Pack insr:JIation v 1.5.0. Twin Pack | ribbons 4-inch o.c. or XR-TJ -195.0
removed or granule-surface SBS modified bitumen or ISOGARD CG (SPATTER) or XR1-WBBA or XR2-
WBBA
Min. 0.25-inch DensDeck Prime,
Existing smooth-surface built-up roof (BUR), gravel- (Optlonalh) One qr more DEXcell FA Glass Mat .ROOf Board or XR1-ISOSR, XR-TJ or XR1-XRSMA
. . layers, min. 1.5-in . SECUROCK Gypsum-Fiber Roof . o R
R-42 surface built-up roof (BUR) with loose gravel 1.5.0. Twin Pack . . 1.5.0. Twin Pack | in ribbons 4-inch o.c. or XR-TJ -237.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Board, min. 0.5-inch ISOGARD HD or (SPATTER) or XR1-WBBA
& . : GL or ISOGARD CG 7/16-inch DEXcell Cement Roof
Board
(Optional) One or more Min. 0.25-inch DensDeck Prime or
Existing smooth-surface built-up roof (BUR), gravel- Ia er min. 1.5-in SECUROCK Gypsum-Fiber Roof
R-43 surface built-up roof (BUR) with loose gravel Vers, e 1.5.0. Twin Pack | Board, min. 0.5-inch ISOGARD HD or | I.S.0. Twin Pack | XR2-WBBA -237.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD 7/16-inch DEXcell Cement Roof
g GL or ISOGARD CG
Board
- ) (Optional) One or more ) . .
Existing smooth-surface built-up roof (BUR), gravel- lavers. min. 1.5-in Min. 0.25-inch DensDeck Prime or XR2-ISOSR o XR2-XRSMA in
R-44 surface built-up roof (BUR) with loose gravel VErs, e 1.5.0. Twin Pack | SECUROCK Gypsum-Fiber Roof 1.5.0. Twin Pack R X -237.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Board, min. 0.5-inch ISOGARD HD ribbons 4-inch o.c.
g GL or ISOGARD CG » min.
LINK TO TOP LINK TO TOP OF ATTACHMENT REQUIREMENTS ONEMO. All rights reserved.



https://www.iasonline.org/?post_type=ias_certificate&orderby=org&order=ASC&s=&global=&service=13573&keyword=&number=PCA-145&org=&city=&state=&country=&zip=&status=

NEMO EVALUATIONS REPORT
NER-AMZ-001.A.R5
Revision 5: 2026-05-28

Page 116 of 120

Report No.:

NEMO |cert.

Amrize Building Envelope LLC (Elevate)

FL35402-R8

TABLE 15A: RECOVER APPLICATIONS
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AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate
(See 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.

Base Insulation Layer Top Insulation Layer
System Substrate e e Roof Cover (3.1.4) MDP
No. (4.1.2, 4.2.2 T ac T ac = (psf)*
) ype (3.1.3) ype (3.1.3)
ELEVATE PVC XR, MAX PVC XR, OR PVC KEE XR APPLICATIONS (PARTIAL BOND):
(Optional) Min. 0.25-inch DensDeck
Existing smooth-surface built-up roof (BUR), gravel- | One or more layers, Prime, DEXcell FA Glass Mat Roof
R-45 surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | 1.S.0. Spray R Board or SECUROCK Gypsum-Fiber 1.5.0. Spray R |):1Rr1|b|200::’1)2(ir;rcjhoc: )C(Rl XRSMA -45.0
removed or granule-surface SBS modified bitumen or ISOGARD CG Roof Board or min. 0.5-inch h
ISOGARD HD
. . (Optional) Min. 0.25-inch DensDeck
Existing smooth-surface built-up roof (BUR), gravel- | One or more layers, K . .
R-46 surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | 1.5.0. Spray R Prime or SECURQCK Gypsum Fiber 1.5.0. Spray R X.RZ ISOSR gr XR2-XRSMA in -45.0
removed or granule-surface SBS modified bitumen or ISOGARD CG Roof Board or min. 0.5-inch ribbons 12-inch o.c.
& ISOGARD HD
. . Min. 0.25-inch DensDeck Prime,
Existing smooth-surface bu”tTuP roof (BUR), gravel- One or more layers, DEXcell FA Glass Mat Roof Board or XR1-ISOSR, XR-TJ or XR1-XRSMA
R-47 surface built-up roof (BUR) with loose gravel ) . 1.5.0. Spray R . 1.5.0. Spray R L . -45.0
removed or granule-surface SBS modified bitumen min. 1.5-in Insulfoam | SECUROCK Gypsum-Fiber Roof in ribbons 12-inch o.c.
g Board or min. 0.5-inch ISOGARD HD
Existing smooth-surface built-up roof (BUR), gravel- Min. 0.25-inch DensDeck Prime or .
R-48 surface built-up roof (BUR) with loose gravel 2?: (:)lrsm-iﬁrle;ls?llfor:’m | 1.5.0. Spray R SECUROCK Gypsum-Fiber Roof 1.5.0. Spray R ﬁgi;ﬁ?ig?r:c):{g z(RSMA in -45.0
removed or granule-surface SBS modified bitumen o Board or min. 0.5-inch ISOGARD HD o
- . One or more layers
Existing smooth-surface built-up roof (BUR), gravel- A R ’ .
R-49 | surface built-up roof (BUR) with loose gravel I';‘g‘éi'RsD'g'L”Z‘r"foam b1 1s.0.sprayR é{) ﬁ d'“Ch DEXcell Cement Roof 1.5.0.SprayR | XR1-XRSMA (RIBBONS, 12” o.c.) -45.0
removed or granule-surface SBS modified bitumen ISOGARD CG
. . (Optional) One or more Min. 0.25-inch DensDeck Prime,
RS0 f;"rsf;':eg smft"’:hfggf’(gzz‘)“";l;‘: I;‘;‘;L(Bgsze’lgra"e" layers, min. 1.5-in 15.0.SorayR | DEXcell FAGlass Mat Roof Board or | | o o« o | XRLISOSR, XR-TJor XRI-XRSMA |
e e e o rumen | INsulfoam |, 1SOGARD | > =PraY SECUROCK Gypsum-Fiber Roof =0 opray in ribbons 6-inch o.c. :
& GL or ISOGARD CG Board
Existing smooth-surface built-up roof (BUR), gravel- (Optlonal.) One c?r more Min. 0.25-inch DensDeck Prime or .
. . layers, min. 1.5-in . XR2-ISOSR or XR2-XRSMA in
R-51 surface built-up roof (BUR) with loose gravel 1.5.0. Spray R SECUROCK Gypsum-Fiber Roof 1.5.0. Spray R . . -60.0
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Board ribbons 6-inch o.c.
g GL or ISOGARD CG
- . (Optional) One or more
Existing smooth-surface built-up roof (BUR), gravel- K . .
R-52 | surface built-up roof (BUR) with loose gravel layers, min. 1.5-in 15.0.5prayR | /16:inch DEXcell Cement Roof 1.5.0.SprayR | XR1-XRSMA (RIBBONS, 6” 0.c.) -60.0
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Board
& GL or ISOGARD CG
Existing smooth-surface built-up roof (BUR), gravel- One or more lavers XR1-ISOSR, XR2-ISOSR, XR-TJ,
R-53 surface built-up roof (BUR) with loose gravel ) . vers, 1.5.0. Spray R Min. 0.5-inch ISOGARD HD 1.5.0. Spray R XR1-XRSMA or XR2-XRSMA in -82.5
I A min. 1.5-in Insulfoam | ) .
removed or granule-surface SBS modified bitumen ribbons 6-inch o.c.
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TABLE 15A: RECOVER APPLICATIONS

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate
(See 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
Base Insulation Layer Top Insulation Layer
System Substrate e e Roof Cover (3.1.4) MDP
No. (4.1.2, 4.2.2 T ac T ac = (psf)A
: ype (3.1.3) ype (3.1.3)
Existing smooth-surface built-up roof (BUR), gravel- I(g‘:r';’”;'i)no;es_c;; more XR1-ISOSR, XR2-ISOSR, XR-T,
R-54 surface built-up roof (BUR) with loose gravel ISZJGP:RD G'L c.>r 1.5.0. Spray R Min. 0.5-inch ISOGARD HD 1.5.0. Spray R XR1-XRSMA or XR2-XRSMA in -82.5
removed or granule-surface SBS modified bitumen ISOGARD CG ribbons 6-inch o.c.
Existing smooth-surface built-up roof (BUR), gravel- | One or more layers, (Optional) Additional layers of base XR1-ISOSR, XR2-ISOSR, XR-TJ,
R-55 surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | 1.S.0. Spray R insr:JIation 4 1.5.0. Spray R XR1-XRSMA or XR2-XRSMA in -142.5
removed or granule-surface SBS modified bitumen or ISOGARD CG ribbons 6-inch o.c.
(Optional) Min. 0.25-inch DensDeck
Existing smooth-surface built-up roof (BUR), gravel- | One or more layers, 1.5.0. Stick, Prime, DEXcell FA Glass Mat Roof 1.5.0. Stick,
R-56 surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | Twin Jet or Board or SECUROCK Gypsum-Fiber Twin Jet or ?:]erlk)lzo():?’l)z(ﬁr;rcjho; )C(Rl XRSMA -45.0
removed or granule-surface SBS modified bitumen or ISOGARD CG Twin Jet Y Roof Board or min. 0.5-inch Twin Jet Y o
ISOGARD HD
- . . (Optional) Min. 0.25-inch DensDeck .
Existing snr.looth surface bmlt.up roof (BUR), gravel Or.1e or mpre layers, I.S.Q. Stick, Prime or SECUROCK Gypsum-Fiber I.S.Q. Stick, XR2-ISOSR o XR2-XRSMA in
R-57 surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | Twin Jet or . - Twin Jet or X X -45.0
o A . Roof Board or min. 0.5-inch h ribbons 12-inch o.c.
removed or granule-surface SBS modified bitumen or ISOGARD CG Twin Jet Y Twin Jet Y
ISOGARD HD
- . . Min. 0.25-inch DensDeck Prime, .
Existing smooth-surface built-up roof (BUR), gravel- |\ oo javars. 1.5.0. Stick, DEXcell FA Glass Mat Roof Board or | ->-0- Sticks XR1-ISOSR, XR-TJ or XR1-XRSMA
R-58 surface built-up roof (BUR) with loose gravel A . Twin Jet or . Twin Jet or o X -45.0
removed or granule-surface SBS modified bitumen min. 1.5-in Insulfoam | Twin Jet Y SECUROCK Gypsum-Fiber Roof Twin Jet Y in ribbons 12-inch o.c.
& Board or min. 0.5-inch ISOGARD HD
Existing smooth-surface built-up roof (BUR), gravel- 1.5.0. Stick, Min. 0.25-inch DensDeck Prime or 1.5.0. Stick, .
R-59 surface built-up roof (BUR) with loose gravel 2?: (;rsrzgrlenls?llfor:’m | Twin Jet or SECUROCK Gypsum-Fiber Roof Twin Jet or ﬁgi:ﬁ?ig_?r:c):\Rg-z(RSMA in -45.0
removed or granule-surface SBS modified bitumen o Twin Jet Y Board or min. 0.5-inch ISOGARD HD Twin Jet Y o
. . One or more layers ) )
Existing smooth-surface built-up roof (BUR), gravel- ) . ! 1.5.0. Stick, . 1.5.0. Stick,
R-60 surface built-up roof (BUR) with loose gravel min. 1.5-in Insulfoam |, Twin Jet or 7/16-inch DEXcell Cement Roof Twin Jet or XR1-XRSMA (RIBBONS, 12” o.c.) -45.0
removed or granule-surface SBS modified bitumen ISOGARD GL or Twin Jet Y Board Twin Jet Y
& ISOGARD CG
- . (Optional) One or more . Min. 0.25-inch DensDeck Prime, .
Existing smooth-surface built-up roof (BUR), gravel- | | 0o " %) o i 1:5.0. Stick, DEXcell FA Glass Mat Roof Board or | -3-0- Sticks XR1-ISOSR, XR-TJ or XR1-XRSMA
R-61 surface built-up roof (BUR) with loose gravel Twin Jet or . Twin Jet or L R -60.0
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Twin JetY SECUROCK Gypsum-Fiber Roof Twin JetY in ribbons 6-inch o.c.
& GL or ISOGARD CG Board
Existing smooth-surface built-up roof (BUR), gravel- (Opt|onalh) One c?r more 1.5.0. Stick, Min. 0.25-inch DensDeck Prime or 1.5.0. Stick, .
. . layers, min. 1.5-in X . . XR2-ISOSR or XR2-XRSMA in
R-62 surface built-up roof (BUR) with loose gravel Twin Jet or SECUROCK Gypsum-Fiber Roof Twin Jet or R K -60.0
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Twin Jet Y Board Twin Jet Y ribbons 6-inch o.c.
g GL or ISOGARD CG
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TABLE 15A: RECOVER APPLICATIONS

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate
(See 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.

Base Insulation Layer Top Insulation Layer
System Substrate e e Roof Cover (3.1.4) MDP
No. (4.1.2, 4.2.2 T ac T ac = (psf)A
) L (3.1.3) e (3.1.3)
Existing smooth-surface built-up roof (BUR), gravel- I(;)Zt:nrili)no;ii; more 1.S.0. Stick, 7/16-inch DEXcell Cement Roof 1.S.0. Stick,
R-63 surface built-up roof (BUR) with loose gravel InZqué)am I. IéOGARD Twin Jet or Board Twin Jet or XR1-XRSMA (RIBBONS, 6” o.c.) -60.0
removed or granule-surface SBS modified bitumen GL or ISOGARD CG Twin Jet Y Twin Jet Y
Existing smooth-surface built-up roof (BUR), gravel- I(g‘:r';’”;'i)noi‘es_c;; MOTe 1 | 5.0. Stick, 1.5.0. Stick, XR1-ISOSR, XR2-ISOSR, XR-T,
R-64 surface built-up roof (BUR) with loose gravel Vers, e Twin Jet or Min. 0.5-inch ISOGARD HD Twin Jet or XR1-XRSMA or XR2-XRSMA in -82.5
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Twin Jet Y Twin Jet Y ribbons 6-inch o.c
& GL or ISOGARD CG <
Existing smooth-surface built-up roof (BUR), gravel- | One or more layers, 1.S.0. Stick, (Optional) Additional layers of base 1.S.0. Stick, XR1-ISOSR, XR2-ISOSR, XR-TJ,
R-65 surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | Twin Jet or insF:JIation 4 Twin Jet or XR1-XRSMA or XR2-XRSMA in -142.5
removed or granule-surface SBS modified bitumen or ISOGARD CG Twin Jet Y Twin Jet Y ribbons 6-inch o.c.
(Optional) Min. 0.25-inch DensDeck
Existing smooth-surface built-up roof (BUR), gravel- | One or more layers, Prime, DEXcell FA Glass Mat Roof
R-66 surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | 1.5.0. Twin Pack | Board or SECUROCK Gypsum-Fiber 1.5.0. Twin Pack |):1Rr1|bIZoO::1)2(f{mchhoc: >C(R1 XRSMA -45.0
removed or granule-surface SBS modified bitumen or ISOGARD CG Roof Board or min. 0.5-inch -
ISOGARD HD
- ) (Optional) Min. 0.25-inch DensDeck
Existing smooth-surface built-up roof (BUR), gravel- | One or more layers, K . .
R-67 | surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | 1.5.0. Twin Pack | "ime or SECUROCK Gypsum-Fiber | ¢ ) r i b, | XR2-ISOSR or XR2-XRSMA in 45.0
removed or granule-surface SBS modified bitumen or ISOGARD CG Roof Board or min. 0.5-inch ribbons 12-inch o.c.
& ISOGARD HD
- . Min. 0.25-inch DensDeck Prime,
Existing smooth-surface built-up roof (BUR), gravel- | (oo javars. . DEXcell FA Glass Mat Roof Board or . XR1-ISOSR, XR-TJ or XR1-XRSMA
R-68 surface built-up roof (BUR) with loose gravel A R 1.5.0. Twin Pack ) 1.5.0. Twin Pack | . ) -45.0
removed or granule-surface SBS modified bitumen min. 1.5-in Insulfoam | SECUROCK Gypsum-Fiber Roof in ribbons 12-inch o.c.
g Board or min. 0.5-inch ISOGARD HD
Existing smooth-surface built-up roof (BUR), gravel- Min. 0.25-inch DensDeck Prime or .
R-69 surface built-up roof (BUR) with loose gravel r?:: (;rsm_iﬁrﬁls?llgzm | 1.5.0. Twin Pack | SECUROCK Gypsum-Fiber Roof 1.5.0. Twin Pack ﬁEigi?ig_?;;Rg_fRSMA n -45.0
removed or granule-surface SBS modified bitumen T Board or min. 0.5-inch ISOGARD HD -
. ) One or more layers
Existing smooth-surface built-up roof (BUR), gravel- ) . ’ .
R-70 | surface built-up roof (BUR) with loose gravel gg‘é:\'é’D'”GlL”;:"f“m b | 15.0. Twin Pack ;{J ﬁ d'"Ch DEXcell Cement Roof 1.5.0. Twin Pack | XR1-XRSMA (RIBBONS, 12” o.c.) -45.0
removed or granule-surface SBS modified bitumen ISOGARD CG
L . (Optional) One or more Min. 0.25-inch DensDeck Prime,
Existing smooth surface bwlt'up roof (BUR), gravel layers, min. 1.5-in . DEXcell FA Glass Mat Roof Board or . XR1-ISOSR, XR-TJ or XR1-XRSMA
R-71 surface built-up roof (BUR) with loose gravel 1.5.0. Twin Pack . 1.5.0. Twin Pack | . R -60.0
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD SECUROCK Gypsum-Fiber Roof in ribbons 6-inch o.c.
g GL or ISOGARD CG Board
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TABLE 15A: RECOVER APPLICATIONS

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

F MUL
WS,
5

ISO/IEC 17065

IAS

ACCREDITED"

Pt Cerlialiar

Hgeney

PCA-145

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate
(See 4.2.2). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.

Base Insulation Layer Top Insulation Layer
System Substrate e e Roof Cover (3.1.4 MDP
No. (4.1.2, 4.2.2 T ac T ac (3.0.4) (psf)*
: ype (3.1.3) ype (3.1.3)
Existing smooth-surface built-up roof (BUR), gravel- I(;)Ztrlsnrili)no;es-c;; more Min. 0.25-inch DensDeck Prime or XR2-ISOSR or XR2-XRSMA in
R-72 surface built-up roof (BUR) with loose gravel Vers, e 1.5.0. Twin Pack | SECUROCK Gypsum-Fiber Roof 1.5.0. Twin Pack ) ) -60.0
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Board ribbons 6-inch o.c.
& GL or ISOGARD CG
L : (Optional) One or more
Existing smooth-surface built-up roof (BUR), gravel- X . .
R-73 | surface built-up roof (BUR) with loose gravel layers, min. 1.5-in 1.5.0. Twin Pack | /16-inch DEXcell Cement Roof 1.5.0. Twin Pack | XR1-XRSMA (RIBBONS, 6” 0.c.) -60.0
removed or granule-surface SBS modified bitumen Insulfoam |, ISOGARD Board
& GL or ISOGARD CG
Existing smooth-surface built-up roof (BUR), gravel- I(:)‘;tr';’“;'iLoi‘esf’i; more XR1-ISOSR, XR2-ISOSR, XR-TJ,
R-74 surface built-up roof (BUR) with loose gravel InZulf(;am I. IéOGARD 1.5.0. Twin Pack | Min. 0.5-inch ISOGARD HD 1.5.0. Twin Pack | XR1-XRSMA or XR2-XRSMA in -82.5
removed or granule-surface SBS modified bitumen GL or ISOGARD CG ribbons 6-inch o.c.
Existing smooth-surface built-up roof (BUR), gravel- | One or more layers, (Optional) Additional layers of base XR1-ISOSR, XR2-ISOSR, XR-TJ,
R-75 surface built-up roof (BUR) with loose gravel min. 1.5-in ISOGARD GL | 1.5.0. Twin Pack ins’:JIation ¥ 1.5.0. Twin Pack | XR1-XRSMA or XR2-XRSMA in -142.5
removed or granule-surface SBS modified bitumen or ISOGARD CG ribbons 6-inch o.c.

TABLE 15B: STEEL - RECOVER

SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION WELDED ROOF COVER
(All areas where the existing metal panels do not lay flush on the underlying purlin shall have a 0.25-inch diameter pilot hole pre-drilled into the panel prior to driving the Purlin Fastener into the purlin.)

System Substrate Insulation Layer Attachment MDP
Roof Cover (3.1.4c
No. (4.1.2, 4.2.2) (3.1.2) Fastener (4.2.2) Spacing (3140 (psf)
Existing standing seam or lap seam metal roof covers | One or more layers, any Elevate Purlin Fastener or Elevate Retro Driller 18-inch o.c Elevate PVC, Elevate Max PVC or Elevate -30.0
R-76 having min. 16 gauge grade 50 steel purlins spaced combination, preliminarily and Elevate PVC InvisiWeld Plate are fastened PVC KEE induction welded using (NO
R X along purlins . .
max. 60-inch o.c. fastened through to purlins RhinoBond Installation Tool HVHZ)
Existing standing seam or lap seam metal roof covers | One or more layers, any Elevate Purlin Fastener or Elevate Retro Driller 12-inch o.c Elevate PVC, Elevate Max PVC or Elevate
R-77 having min. 16 gauge grade 50 steel purlins spaced combination, preliminarily and Elevate PVC InvisiWeld Plate are fastened alon urllir'1$ PVC KEE induction welded using -45.0
max. 60-inch o.c. fastened through to purlins gp RhinoBond Installation Tool
Existing standing seam or lap seam metal roof covers | One or more layers, any Elevate Purlin Fastener or Elevate Retro Driller 6-inch o.c Elevate PVC, Elevate Max PVC or Elevate
R-78 having min. 16 gauge grade 50 steel purlins spaced combination, preliminarily and Elevate PVC InvisiWeld Plate are fastened - PVC KEE induction welded using -52.5
R K along purlins . .
max. 120-inch o.c. fastened through to purlins RhinoBond Installation Tool
Existing standing seam or lap seam metal roof covers | One or more layers, any Elevate Purlin Fastener or Elevate Retro Driller 6-inch o.c Elevate PVC, Elevate Max PVC or Elevate
R-79 having min. 16 gauge grade 50 steel purlins spaced combination, preliminarily and Elevate PVC InvisiWeld Plate are fastened alon u.rl'ins PVC KEE induction welded using -82.5
max. 60-inch o.c. fastened through to purlins gp RhinoBond Installation Tool
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TABLE 15C: RECOVER APPLICATIONS
SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new roof cover when installed atop the substrate, irrespective of the deck type (See 4.1.2) or performance of the substrate (See 4.2.2).
The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.

System Substrate MDP
No. (4.1.2, 4.2.2) Roof Cover (3.1.4) (psf)?
R-80 Existing smooth-surface built-up roof (BUR) or granule-surface SBS modified bitumen XR1-XRSMA (RIBBONS, 6” o.c.) -60.0
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