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R AT M. e v 17 conceeTe er BeTaLAron
OR TREATED BUCK MATERIAL IF SHIM SPACE IS LESS THAN TR Mt Nos B 1N, DIRECT EINTACT WITH EITHER ‘-
1/8‘ VWRAPPING THE UNIT ON ALL 4 SIDES WITH WINDOW
FLASHING TAPE IS REQUIRED AS A BARRIER BETWEEN THE UNIT EEgRﬁiN"f,;?“;,;iSp%"TﬂS'&}?Li]NIZLE“i"SﬁSEEui?H I |||
AND CONCRETE DR TREATED LUMEER. WINDOW FLASHING TAPE IS REQUIRED AS A BARRIER BETWEEN il
- SECURE THE HEAD JAMB WITH #8 X 3"SCREWS. THE UNIT AND CONCRETE DR TREATED LUMBER.
- SECURE THE JAMBS WITH #8 X 3° SCREWS. _ ATTACH TO THE UNIT WITH THD #8 X 5 SCREWS.
= SHIM AT EACH SCREW LOCATION. - ATTACH TO THE BUCK WITH TWD #8 X 1%’ SCREWS ON EACH
— SCREWS MUST HAVE FULL EMBEDMENT. §I|’;tAé2$gAI§IE2£§ﬂgXF APA-AFG-01
SPECIFICATION ADHESIVE ON THE SILL
SILL INSTALLATION: PLATE. MIN § DIAMETER BEADS MUST BE
- SECURE THE SILL WITH #8 X 1 ¥ LARGE ENDUGH TO CONTACT SILL
SCREWS SPACED 6/FROM EACH CORNER
AND SPACED 15 ON CENTER. CATEGORY:
SLIDING PATIO DOOR R
' MARVIN @ RESEARCH & DEVELOPMENT
UNIT TYPE: UNSPECIFIED TOLERANCES
USPD LPS DECIMALS:  [ANGLE DEG: [COLLECTION: ULTIMATE
i — STRUCTURAL ADHESIVE XX + .03 + 5
Nares 6 |-——————- #8 X 1 1/2" SCREW XXX+ .012 DWG TYPE:  INSTALLATION
THIS PRINT IS FOR STRUCTURAL PERFORMANCE ONLY. FOR FLASHING & 5 STRUCTURAL BRACKET LINEAL: FAB LINEAL: [DESCRIPTION: INSTALLATION USPD LPS
SEALING REQUIREMENTS, REFER TO THE INSTALLATION INSTRUCTIONS. 4 #8 X . 625 SCREW +.125
A SHIMS: 3 2X_WOOD _BUCK_BY OTHERS |- -000 £ NA
= A SHIM MUST BE PLACED 4-6° FROM EACH CORNER.
- ALL OTHERS MUST BE PLACED A MAX OF 15 INCHES APART. B SHIM MATERIAL: CHK: SIZE: [CLASS: [DWGNO: ())127144
3. IF CHEMICALLY TREATED LUMBER IS USED FOR BUCK MATERIAL, 1 78 X 3’ wOOD SCREW B MISC
FASTENERS INTO THE BUCK MUST BE A MINIMUM OF 0,90 OZ/FT~2 NA - - - - -
ZINC HOT DIPPED GALVANIZED OR STAINLESS STEEL TYPE 304 OR 316. ITEM peF O DESCRIPTION APP: SCALE: |DATE: DWG BY: SHEET:
NO NA | 01/06/21 KOMPELIEN, SARA 10F1
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