|——1' MIN TYP 17 MIN TYP (? A veaD Jaws Q DA
DA v s UNIT MAX PANEL WIDTH| CALL NUMBER DP RATING ®\\ ©\ ®\ ©\
1 MIN SCREW DEPTH 1 4 MIN SCREW DEPTI UL SLDPTIODR 48 7, 8068 +407/-40 Y% M TP L mN vl
AX 727 MAX 16 I I AX
307= o o
UL SLDPTIODR 48 7/16 12080 30/-30 ] T 1
UL SLDPTIODR 48 7/16 12080 +30/-30 0 0
UL SLDPTIODR 3% g 12080 ¥25/-25 rerve N
UL SLDPTIODR 8 Y 16068 +25/-25 PEL FHeL
5 6" MAX
6 o wax ALL SIDES ] 5 ® @A
B ALL SIDES “I I‘_ f B
! E : : ACTIVE
s . . VL7 e
o
1* MIN TYP| u 1 L
o :
. 172 MAX 1 vax
ol e 1 W MIN ' I 157 MAX &——}é MIN TYP
SCREW DEPTH 12" MAX ALL SIDES
D A ALL SIDES
I L —
STATIONARY
PANEL
17 MIN TYP ] I
I B
I‘— 172" MAX Fl El “GLASS COMPLIES WITH
. 1 Y MIN ASTM E1300°
SCREW DEPTH = || GLAZING DETAIL
2 PANEL DOOR SHOWN, SPACING APPLIES TO 1, 2 PANEL DOOR SHOWN, SPACING APPLIES TO 1,
2, 3 AND 4 PANEL DOORS 2, 3 AND 4 PANEL DOORS
JAMB SCREV_INSTALLATION METHOD:
- u T BE IN DIRECT CONTACT WITH EITHER CONCRETE STRUCTURAL BRACKET INSTALLATION METHOD:
OR TREATED BUCK MATERIAL, IF SHIM SPACE IS LESS THAN _"UNIT MUST NOT BE IN DIRECT CONTACT WITH EITHER
1/6° WRAPPING THE UNIT ON ALL 4 SIDES WITH WINDOV CONCRETE OR TREATED BUCK MATERIAL, IF SHIM SPACE IS
FLASHING TAPE IS REQUIRED AS A BARRIER BETWEEN THE UNIT LESS THAN 1/8" WRAPPING THE UNIT ON ALL 4 SIDES WITH
AND CONCRETE OR TREATED LUMBER. WINDOV FLASHING TAPEIS REQUIRED AS A BARRIER BETWEEN
- SECURE THE HEAD JAMB WITH #8 X 3”SCREWS. THE UNIT AND CONCRETE OR TREATED LUMBER. SILL INSTALLATION:
- SECURE_THE JAMBS WITH #8 X 3'SCREVS. - SCREWS BELOV MUST HAVE FULL EMBEDHENT, Z'PLACE 3 BEADS OF APA-AFG-01 SPECIFICATION
- SHIM AT EACH SCREW LOCATIDN. - ATTACH TO THE UNIT 8 X 3" SCREWS. ADHESIVE ON THE SILL PLATE. MIN § DIAMETER
- ATTACH TO THE BUCK VITH TVD #8 X L)g" SCREWS ON EACH BEADS MUST BE LARGE ENOUGH TO CONTACT SILL
SILL INSTALLATION: .
~PLACE 3 BEADS OF APA-AFG-O1 SPECIFICATION (S:G-I;IIEI\?GOEZ"I'I 0 DOOR
ADHESIVE ON THE SILL PLATE. MIN & DIAMETER
BEADS MUST BE LARGE ENOUGH TO CONTACT SILL MARVIN’@ RESEARCH & DEVELOPMENT
UNIT TYPE: UNSPECIFIED TOLERANCES
UspPD DECIMALS: |ANGLE DEG: [COLLECTION: ULTIMATE
NOTES: e £
1, THIS PRINT IS FOR STRUCTURAL PERFORMANCE ONLY. FOR FLASHING & 7 STRUCTURAL ADHESIVE XX * giz £ 5
A SEALING REQUIREMENTS, REFER TO THE INSTALLATION INSTRUCTIONS. 6 |-——————- #8 X 1 1/2° SCREW XXX DWG TYPE:  INSTALLATION
2 SHIMS T o Ty TII = LINEAL: FAB LINEAL: |DESCRIPTION: INSTALLATION USPD
= A SHIM MUST BE PLACED 4-6" FROM EACH CORNER. > STRUCTURAL BRACKET + 125
- ALL OTHERS MUST BE PLACED A MAX OF 15 INCHES APART. e #8 X . 625 SCREW : + NA
3. IF CHEMICALLY TREATED LUMBER IS USED FOR BUCK MATERIAL, 3 |——————— 2X wOOD BUCK BY OTHERs |- -000
FASTENERS INTO THE BUCK MUST BE A MINIMUM OF O, 90 Oz/FT~2 [H5T1————— - - - - -
ZINC HOT DIPPED GALVANIZED DR STAINLESS STEEL TYPE 304 OR 316. 2 SHIM MATERIAL: CHK: SIZE: |CLASS:  IDWGNO: 00056057
F e — #8 X 3 WOOD SCREW NA B MISC
ITEM APP: SCALE: |DATE: DWG BY: SHEET:
No | REF NO DESCRIPTION NA | 01/11/12 BORNEMAN, SKIP 10F1
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