


A. (2) FOUR JAKS, INC. 1/2 COIL SPRING BALANCE SYSTEM, ONE PER EACH FRAME JAMB
B. (2) METALLIC SPRING LOADED TILT LATCHES, ONE 1 1/2" C/L FROM EACH BOTTOM SASH TOP RAIL CORNER
C. (2) PLASTIC SPRING LOADED TILT LATCHES, ONE 1 1/2" C/L FROM EACH UPPER SASH BOTTOM RAIL CORNER
D. (4) FS PIVOT BAR, TWO EACH END OF EACH OPERABLE SASH BOTTOM RAIL
E. (1) ALUMINUM IMPACT CLIP REINFORCEMENT, 1 1/2" C/L FROM EACH SASH BOTTOM LOCK RAIL CORNER UNDER METALLIC TILT LATCH
F. (2) DIE-CAST ZINC CAM LOCKS, ONE 8" C/L FROM EACH JAMB CORNER ON SASH TOP RAIL LOCKING INTO KEEPERS IN KEEPER RAIL
G. ALUMINUM REINFORCEMENT (10300082) AT ACTIVE SASH STILES AND TOP RAILS
H. ALUMINUM REINFORCEMENT (10300083) AT LOCK RAIL
I. ALUMINUM REINFORCEMENT (10300096) AT SILL

HARDWARE SCHEDULE

Pos Neg Pos Neg Pos Neg Pos Neg Pos Neg Pos Neg Pos Neg

24.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0
30.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0
36.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0
42.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0
48.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 47.7 47.7

54.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 49.1 49.1 43.4 43.4

60.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 45.5 45.5 40.1 40.1

62.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 44.5 44.5 39.1 39.1

66.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 42.7 42.7 - -

72.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 50.0 - - - -

78.0 50.0 50.0 50.0 50.0 50.0 50.0 - - - - - - - -

84.0 50.0 50.0 50.0 50.0 - - - - - - - - - -

90.0 50.0 50.0 - - - - - - - - - - - -

96.0 50.0 50.0 - - - - - - - - - - - -

48.00 51.00 53.00

Design pressure rating (psf)
Frame 
Height 

(in)

Frame w idth (in)
36.00 39.00 42.00 45.00










		2026-08-11T10:05:05-0400
	LUIS R LOMAS




