
MODEL 9650 FIXED WINDOW,

IMPACT RESISTANT, HVHZ

FLANGE, EQUAL-LEG & FIN FRAMES

1) THIS PRODUCT HAS BEEN DESIGNED & TESTED TO

COMPLY WITH THE REQUIREMENTS OF THE FLORIDA

BUILDING CODE, INCLUDING THE HIGH VELOCITY

HURRICANE ZONE (HVHZ).

2) SHUTTERS ARE NOT REQUIRED WHEN USED IN

WIND-BORNE DEBRIS REGIONS.

3) MASONRY ANCHORS MAY BE USED INTO WOOD.

ALL WOOD BUCKS LESS THAN 1-1/2" THICK ARE TO BE

CONSIDERED 1X INSTALLATIONS. 1X WOOD BUCKS

ARE OPTIONAL IF UNIT IS INSTALLED DIRECTLY TO

SUBSTRATE. WOOD BUCKS DEPICTED AS 2X ARE

1-1/2" THICK OR GREATER.

4) ANCHOR EMBEDMENT TO BASE MATERIAL SHALL BE

BEYOND WALL DRESSING OR STUCCO. USE ANCHORS

OF SUFFICIENT LENGTH.

5) MAX. 1/4" SHIMS ARE REQUIRED AT EACH ANCHOR

LOCATION WHERE THE PRODUCT IS NOT FLUSH TO

THE SUBSTRATE. USE SHIMS CAPABLE OF

TRANSFERRING APPLIED LOADS.

6) THE ANCHORAGE METHODS SHOWN HAVE BEEN

DESIGNED TO RESIST THE WIND LOADS

CORRESPONDING TO THE REQUIRED DESIGN

PRESSURE. THE 33-1/3% STRESS INCREASE HAS NOT

BEEN USED IN THE DESIGN OF THIS PRODUCT. THE 1.6

LOAD DURATION FACTOR WAS USED FOR THE

EVALUATION OF ANCHORS INTO WOOD. ANCHORS

THAT COME INTO CONTACT WITH OTHER DISSIMILAR

MATERIALS SHALL MEET THE REQUIREMENTS OF THE

FLORIDA BUILDING CODE FOR CORROSION

RESISTANCE.
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(FLANGED FRAME, EQUAL-LEG SIM.)
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FLORIDA PRODUCT APPROVAL #39123
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MISSILE IMPACT

RESISTANT, HVHZ
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EXTERIOR

1/8'' ANNEALED

GLASS

0.090" PVB

1/8'' ANNEALED

GLASS

AIR

SPACE

1/8'' ANNEALED

GLASS

7/8" NOM.

12

11

1/2" NOM.

GLASS BITE

10

GLASS TYPE 1

NOTES:  1) FOR SIZES NOT SHOWN, ROUND UP TO THE NEXT AVAILABLE WIDTH OR HEIGHT DIMENSION.

               2) GLASS TYPES 3, 4, 6 OR 8 MUST BE USED ABOVE 30 FT IN THE HVHZ.

5

EXTERIOR

1/8'' ANNEALED

GLASS

0.090" SENTRYGLAS

1/8'' ANNEALED

GLASS

AIR

SPACE

1/8'' ANNEALED

GLASS
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GLASS TYPE 2

TABLE A:

TABLE B:
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NOTES:  1) FOR SIZES NOT SHOWN, ROUND UP TO THE NEXT AVAILABLE WIDTH OR HEIGHT DIMENSION.

               2) GLASS TYPES 3, 4, 6 OR 8 MUST BE USED ABOVE 30 FT IN THE HVHZ.
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1/8'' ANNEALED

GLASS

0.090" PVB

1/8'' ANNEALED
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AIR

SPACE

3/16'' ANNEALED OR

TEMPERED GLASS

7/8" NOM.
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1/2" NOM.
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GLASS TYPE 5 (WITH ANNEALED CAP)

GLASS TYPE 6 (WITH TEMPERED CAP)

TABLE E:

NOTES:  1) FOR SIZES NOT SHOWN, ROUND UP TO THE NEXT AVAILABLE WIDTH OR HEIGHT DIMENSION.

               2) GLASS TYPES 3, 4, 6 OR 8 MUST BE USED ABOVE 30 FT IN THE HVHZ.
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GLASS

0.090" SENTRYGLAS

1/8'' ANNEALED
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GLASS TYPE 7

TABLE F:

NOTES:  1) FOR SIZES NOT SHOWN, ROUND UP TO THE NEXT AVAILABLE WIDTH OR HEIGHT DIMENSION.

               2) GLASS TYPES 3, 4, 6 OR 8 MUST BE USED ABOVE 30 FT IN THE HVHZ.
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TABLE G:

NOTES:  1) FOR SIZES NOT SHOWN, ROUND UP TO THE NEXT AVAILABLE WIDTH OR HEIGHT DIMENSION.

               2) GLASS TYPES 3, 4, 6 OR 8 MUST BE USED ABOVE 30 FT IN THE HVHZ.

5

EXTERIOR

1/8'' ANNEALED

GLASS

0.090" SENTRYGLAS

1/8'' ANNEALED

GLASS

AIR

SPACE

3/16'' TEMPERED

GLASS

7/8" NOM.

12

11

1/2" NOM.

GLASS BITE

10

GLASS TYPE 8
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EDGE DISTANCE

EMBEDMENT

SUBSTRATE

EMBEDMENT

EDGE

DISTANCE

EXTERIOR

SUBSTRATE

INSTALLATION NOTES:

1) SEE SHEET 1 FOR ANCHOR SPACING REQUIREMENTS.

2) ANY INSTALLATION OPTION SHOWN (2X BUCK, 1X BUCK, DIRECT TO MASONRY, STEEL STUD) MAY BE USED ON ANY SIDE OF THE WINDOW.

3) USE ONLY SUBSTRATE APPROPRIATE ANCHORS LISTED IN ANCHOR TABLE. FOLLOW EMBEDMENT AND EDGE DISTANCE LIMITS. MAX. SHIM

THICKNESS TO BE 1/4". ANY INSTALLATION OPTION SHOWN MAY BE USED ON ANY OR ALL SIDES OF THE WINDOW.

BUCK

HEIGHT

DAYLIGHT

OPENING

HEIGHT

1

TABLE 2: INSTALLATION ANCHORS

1) ANCHOR MUST EXTEND A

MIMIMUM OF 3 THREADS

BEYOND ANY METAL

SUBSTRATE.

2) "UNGROUTED CMU"

VALUES MAY BE USED FOR

GROUTED CMU

APPLICATIONS.

3) ALL ANCHOR HEAD TYPES

ARE APPLICABLE.

ANCHOR

LOCATION

ALTERNATE

1X BUCK

EDGE DISTANCE

SUBSTRATE

4

ANCHOR

LOCATION

ALTERNATE

5

EDGE

DISTANCE

AS PER ANCHOR

REQUIREMENTS

BUCK WIDTH

DAYLIGHT

OPENING

WIDTH

1

4

EXTERIOR

1

INTO 2X WOOD OR MASONRY

HEAD FLANGE FRAME X-SECTION

3

2

SILL FLANGE FRAME X-SECTION

JAMB FLANGE FRAME X-SECTION

4

USING SCREWS INTO METAL

JAMB FLANGE FRAME X-SECTION

INTO 2X WOOD OR MASONRY

THRU 1X INTO 2X WOOD OR MASONRY
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INSTALLATION NOTES:

1) SEE SHEET 1 FOR ANCHOR SPACING REQUIREMENTS.

2) ANY INSTALLATION OPTION SHOWN (2X BUCK, 1X BUCK, DIRECT TO MASONRY, STEEL STUD) MAY BE USED ON ANY SIDE OF THE WINDOW.

3) USE ONLY SUBSTRATE APPROPRIATE ANCHORS LISTED IN ANCHOR TABLE. FOLLOW EMBEDMENT AND EDGE DISTANCE LIMITS. MAX. SHIM

THICKNESS TO BE 1/4". ANY INSTALLATION OPTION SHOWN MAY BE USED ON ANY OR ALL SIDES OF THE WINDOW.

BUCK

HEIGHT

2

TABLE 3: INSTALLATION ANCHORS

1) ANCHOR MUST EXTEND A

MIMIMUM OF 3 THREADS BEYOND

ANY METAL SUBSTRATE.

2) "UNGROUTED CMU" VALUES

MAY BE USED FOR GROUTED CMU

APPLICATIONS.

3) ALL ANCHOR HEAD TYPES ARE

APPLICABLE.

ANCHOR

LOCATION

ALTERNATE

1X BUCK

5

EDGE DISTANCE

EMBEDMENT

SUBSTRATE

4

ANCHOR

LOCATION

ALTERNATE

EDGE

DISTANCE

AS PER ANCHOR

REQUIREMENTS

DAYLIGHT

OPENING

HEIGHT

EXTERIOR

BUCK WIDTH

DAYLIGHT

OPENING

WIDTH

2

4

EXTERIOR

1

INTO 2X WOOD OR MASONRY

HEAD EQUAL-LEG FRAME X-SECTION

3

2

SILL EQUAL-LEG FRAME X-SECTION

JAMB EQUAL-LEG FRAME X-SECTION

4

USING SCREWS INTO METAL

JAMB EQUAL-LEG FRAME X-SECTION

INTO 2X WOOD OR MASONRY

THRU 1X INTO 2X WOOD OR MASONRY
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EMBEDMENT
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3

BUCK

HEIGHT

TABLE 4: INSTALLATION ANCHORS

1) ANCHOR MUST EXTEND A

MIMIMUM OF 3 THREADS

BEYOND ANY METAL

SUBSTRATE.

2) ALL ANCHOR HEAD TYPES

ARE APPLICABLE.

AS PER ANCHOR

REQUIREMENTS

MAY BE NAIL

OR SCREW,

SEE TABLE 4

MAY BE NAIL

OR SCREW,

SEE TABLE 4

INSTALLATION NOTES:

1) SEE SHEET 1 FOR SPACING REQUIREMENTS.

2) FLANGE AND/OR FIN MAY BE REMOVED TO CREATE OTHER APPROVED FRAME TYPE.

3) USE ONLY SUBSTRATE APPROPRIATE ANCHORS LISTED IN ANCHOR TABLE. FOLLOW EMBEDMENT AND EDGE

DISTANCE LIMITS.  ANY INSTALLATION OPTION SHOWN MAY BE USED ON ANY OR ALL SIDES OF THE WINDOW.

4) MAX. SHIM THICKNESS TO BE 1/4". MAX. SHIM SPACING TO BE 18".

5

EMBEDMENT

EDGE

DISTANCE

SUBSTRATE

4

MAY BE NAIL

OR SCREW,

SEE TABLE 4

DAYLIGHT

OPENING

HEIGHT

EXTERIOR

BUCK WIDTH

DAYLIGHT

OPENING

WIDTH

3

4

EXTERIOR

1

3

USING NAILS INTO 2X WOOD

HEAD FIN FRAME X-SECTION

2

USING NAILS INTO 2X WOOD

SILL FIN FRAME X-SECTION

USING SCREWS INTO 2X WOOD

JAMB FIN FRAME X-SECTION

4

USING SCREWS INTO METAL

JAMB FIN FRAME X-SECTION
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1 FRAME, W/FLANGE

4 ANCHOR COVER
5

GLAZING

BEAD

THE APPROVED WHITE, RIGID PVC EXTERIOR EXTRUSIONS ARE TO

BE PRODUCED BY EXTRUDERS' LICENSEES UNDER "AAMA

CERTIFICATION PROGRAMS FOR RIGID PVC EXTRUSIONS".
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4" TYP.

BUCK ANCHORAGE DETAIL

4" TYP.

1) "UNGROUTED CMU" VALUES MAY BE USED FOR GROUTED CMU APPLICATIONS.

2) ALL ANCHOR HEAD TYPES ARE APPLICABLE.

3 FRAME, W/NAILING FIN

.800"

.251"

1.412"

.392"

.050"

3.586"

3.586"

3.708"

2.702"

.553"

.062"

.062"

1.559"

2 FRAME, EQUAL LEG

3.586"

2.149"

.062"

.062"

.062"

TABLE 5:

TABLE 6:

14" MAX.

O.C.

14"

MAX.

O.C.
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