THE HILLMAN GROUP, INC.

HILLMAN SOLID SET™ / ALL-POINTS SOLID SET™ / HILLMAN POWER PRO®
CARBON STEEL & STAINLESS STEEL SCREWS

(CONCRETE, MASONRY & WOOD SUBSTRATES)

VALID FOR USE INSIDE AND OUTSIDE THE HVHZ (SEE LIMITATIONS HEREIN)

NON-SITE-SPECIFIC STRUCTURAL PERFORMANCE EVALUATION. A DESIGN PROFESSIONAL SHALL BE
RESPONSIBLE FOR CERTIFYING THE APPLICATION OF THIS INFORMATION TO ANY SITE-SPECIFIC LOCATION.

NOTE: FOR ALL ANCHORS, THE NAME "POWER PRO®" MAY BE USED INSTEAD OF "SOLID
SET". "POWER PRO®" IS A REGISTERED TRADEMARK NAME FOR THE HILLMAN GROUP.

GENERAL NOTES:
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10.
11.

12.

13.

5.3. ULTIMATE LOAD DIVIDED BY 3.0 FOR WOOD SUBSTRATES PER THE FOLLOWING

THIS PRODUCT HAS BEEN DESIGNED & TESTED IN ACCORDANCE WITH THE 14.

STRUCTURAL PROVISIONS OF THE FLORIDA BUILDING CODE NINTH EDITION (2026)
FOR USE WITHIN AND OUTSIDE THE HIGH VELOCITY HURRICANE ZONE (HVHZ), AND

THE FOLLOWING STANDARDS: ASTM E488, ACI 355.2, ASTM C39, TAS 114 & ASTM 15.

D1761.

ALL CARBON STEEL SCREW ANCHORS SHALL BE SAE 1022 PER SAE ]933. ALL STAINLESS
STEEL SCREW ANCHORS SHALL BE SERIES 410 OR SERIES 304 AS SPECIFIED HEREIN.

CARBON STEEL SCREWS SHALL HAVE WEATHER TUFF™ COATING. 16.
SEE TABLE RIGHT FOR ANCHOR YIELD/ULTIMATE TENSILE STRENGTH VALUES AS 17.
APPLICABLE.

ANCHOR INSTALLATION SHALL BE MADE IN ACCORDANCE WITH MANUFACTURER'S
PUBLISHED INSTALLATION INSTRUCTIONS AND THIS PRODUCT APPROVAL DOCUMENT.

PILOT HOLES FOR ANCHORS SHALL BE PER THE DRILL BIT SCHEDULE HEREIN.

ALLOWABLE LOADS SHOWN HEREIN HAVE BEEN CALCULATED DIRECTLY FROM THE TEST18.

REPORTS REFERENCED BELOW PER THE FOLLOWING:

5.1. ULTIMATE LOAD DIVIDED BY 4.0 FOR SOLID NON-CRACKED CONCRETE
SUBSTRATES. 19.

5.2. ULTIMATE LOAD DIVIDED BY 5.0 FOR HOLLOW BLOCK & GROUT FILLED BLOCK

SUBSTRATES.

PARAMETERS:
- LOAD DIRECTION = PERPENDICULAR TO WOOD GRAIN
- LOAD DURATION FACTOR = 1.6
- TEMPERATURE <100° F

IN ALL CONDITIONS IT IS THE RESPONSIBILITY OF THE PERMIT HOLDER TO ENSURE
THE HOST STRUCTURE IS CAPABLE OF RESISTING THE LOAD RATING HEREIN.

THE SYSTEM DETAILED HEREIN IS GENERIC AND DOES NOT PROVIDE INFORMATION
FOR A SPECIFIC SITE. FOR SITE CONDITIONS DIFFERENT FROM THE CONDITIONS
DETAILED HEREIN, A LICENSED ENGINEER OR REGISTERED ARCHITECT SHALL PREPARE
SITE-SPECIFIC DOCUMENTS FOR USE IN CONJUNCTION WITH THIS DOCUMENT.

ENGINEER SEAL AFFIXED HERETO VALIDATE STRUCTURAL DESIGN AS SHOWN ONLY.
USE OF THIS SPECIFICATION BY CONTRACTOR, et. al. INDEMNIFIES & SAVES HARMLESS
THIS ENGINEER FOR ALL COST & DAMAGES INCLUDING LEGAL FEES & APPELLATE FEES
RESULTING FROM MATERIAL FABRICATION, SYSTEM ERECTION, & CONSTRUCTION
PRACTICES BEYOND THAT WHICH IS CALLED FOR BY LOCAL, STATE & FEDERAL CODES &
FROM DEVIATIONS OF THIS PLAN.

ALTERATIONS, ADDITIONS OR OTHER MARKINGS TO THIS DOCUMENT ARE NOT
PERMITTED AND INVALIDATE THIS CERTIFICATION.

EXCEPT AS EXPRESSLY PROVIDED HEREIN, NO ADDITIONAL CERTIFICATIONS OR
AFFIRMATIONS ARE INTENDED.

TERMINOLOGY:
THE FOLLOWING ABBREVIATIONS MAY APPEAR IN THIS APPROVAL:
“ADDTL.” FOR “ADDITIONAL"”, “"AH]"” FOR “"AUTHORITY HAVING JURISDICTION”, "ALUM" FOR

"ALUMINUM, "ASD" FOR "ALLOWABLE STRESS DESIGN", "BO" FOR "BUILD-OUT", "CS" FOR
"CARBON STEEL", “EA.” FOR “EACH"”, “E.D."/"EDGE"/"EDGE DIST.” FOR “EDGE DISTANCE",

“ELEV” FOR “ELEVATION”, "EMBED” FOR “EMBEDMENT", “EQ"/"EQUIV.” FOR “EQUIVALENT”,

- MOISTURE AT FABRIC <19%
- MOISTURE IN SERVICE <19%

“EXT"” FOR “EXTERIOR”, “"FBC” FOR “FLORIDA BUILDING CODE”, “ft” OR * ' * FOR “FEET", “G”
FOR “SPECIFIC GRAVITY”, "GA” FOR “"GAUGE", "GALV” FOR “"GALVANIZED", “"GFB” FOR
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PE# 95197 CA# 9885
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NOTE REGARDING USE OF THIS DOCUMENT &
USE OUTSIDE FLORIDA:

THIS IS A NON-SITE-SPECIFIC STRUCTURAL PERFORMANCE
EVALUATION. THIS PRODUCT EVALUATION IS VALID FOR USE
IN FLORIDA ONLY. USE OF THIS EVALUATION REQUIRES A
REVIEW & CERTIFICATION BY A LOCAL DESIGN PROFESSIONAL
WHO SHALL BE RESPONSIBLE FOR THE PROPER ADAPTATION
OF THIS GENERAL PERFORMANCE EVALUATION TO ANY
SITE-SPECIFIC PROJECT. CONTACT THIS OFFICE AT
ENGINEERINGEXPRESS.COM/QUOTE FOR ASSISTANCE
WITH YOUR PROJECT-SPECIFIC NEEDS & FOR ADAPTATION &
CERTIFICATION OF THIS DOCUMENT OUTSIDE OF FLORIDA.

FL 39170.1

ENGINEER SIGNATURE & SEAL NOTICE:

*PRINTED COPIES OF THIS DOCUMENT ARE NOT CONSIDERED
SIGNED & SEALED. SIGNATURE MUST BE VERIFIED ON ANY
ELECTRONIC COPIES.

*FOR FLORIDA STATEWIDE PRODUCT APPROVALS (FSAs)
REGISTERED & APPROVED WITH THE STATE OF FLORIDA:
ORIGINAL, SEALED COPIES OF APPROVED FLORIDA PRODUCT
APPROVALS ARE NOT REQUIRED FOR PERMIT.

SEE ECALC.IO/SEAL TO LEARN MORE.
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POSTAL ADDRESS:

2234 NORTH FEDERAL HWY # 7664

BOCA RATON, FL 33431
ENGINEERINGEXPRESS.COM

ANCHOR YIELD/ULTIMATE TENSILE STRENGTH:

PER ASTM E8-22 & ASTM F606-21

- EXPOSURE SERVICE = DRY CONDITIONS

*SCREW CAPACITIES TO WOOD FOR CONDITIONS OTHER THAN LISTED ABOVE
SHALL BE ADJUSTED AND CERTIFIED SEPARATELY IN ACCORDANCE WITH THE
NATIONAL DESIGN SPECIFICATION FOR WOOD CONSTRUCTION (NDS) BY A
LICENSED PROFESSIONAL ENGINEER.

CONCRETE SHALL CONFORM TO ACI 301 SPECIFICATIONS, WITH STRENGTH
PROPERTIES AS SPECIFIED HEREIN. HOLLOW AND GROUT-FILLED CONCRETE BLOCK
SHALL CONFORM TO ASTM C-90. WOOD SUBSTRATES SHALL HAVE THE MINIMUM
SPECIFIC GRAVITY AS LISTED HEREIN.

ANCHOR EDGE DISTANCE AND SPACING SHALL BE MEASURED FROM THE CENTERLINE
OF EACH ANCHOR.

ANCHOR EDGE DISTANCES, EMBEDMENT, AND SPACING BELOW THOSE SHOWN IN
DESIGN TABLES HEREIN ARE NOT ACCEPTABLE.

ALLOWABLE LOAD CAPACITIES TO SUBSTRATES THAT ARE NOT SHOWN IN THE DESIGN
TABLES LISTED HEREIN ARE OUTSIDE THE SCOPE OF THIS CERTIFICATION AND SHALL
BE DETERMINED BY A LICENSED PROFESSIONAL ENGINEER.

ANCHOR VALUES LISTED HEREIN ARE DETERMINED THROUGH TESTING REPORT DATA

FOR PERMANENT OUTDOOR INSTALLATIONS, ALL EXPOSED ANCHORS, FASTENERS,
CONNECTORS, AND METAL PLATES SHALL BE CORROSION RESISTANT. CORROSION
RESISTANCE MAY BE PROVIDED BY INHERENT MATERIAL COMPOSITION OR, WHERE
PERMITTED BY CODE, BY AN APPROVED PROTECTIVE COATING OR GALVANIZATION.
WHERE APPLICABLE NEAR A SALTWATER COASTLINE, SUCH COMPONENTS SHALL
COMPLY WITH FBC SECTION 1711, INCLUDING APPLICABLE REQUIREMENTS FOR
EXPOSED, PROTECTED, OR ENCLOSED CONDITIONS. MATERIALS, COATINGS, AND
FINISHES SHALL BE COMPATIBLE WITH CONNECTED MATERIALS, AND PROTECTIVE
COATINGS SHALL BE CONTINUOUS OVER EXPOSED SURFACES. FASTENERS USED WITH
ALUMINUM MEMBERS SHALL ALSO COMPLY WITH SECTION J.3.7.2 OF THE ALUMINUM
DESIGN MANUAL, “SPECIFICATION FOR ALUMINUM STRUCTURES.” SUBSTITUTION OF
COMPONENTS FROM ALTERNATE MANUFACTURERS, OR WITH DIFFERENT MATERIALS,
COATINGS, OR FINISHES, SHALL NOT BE ASSUMED EQUIVALENT AND MAY REQUIRE
ADDITIONAL ENGINEERING REVIEW OR SITE-SPECIFIC ANALYSIS.

THE CONTRACTOR IS RESPONSIBLE TO INSULATE ALL MEMBERS FROM DISSIMILAR
MATERIALS TO PREVENT ELECTROLYSIS.

REFER TO FASTENER MANUFACTURER'S PUBLISHED DATA SHEETS AND
RECOMMENDATIONS FOR FASTENER INSTALLATION INSTRUCTIONS. AND CHECKED FOR
CONSISTENCY WITH EACH TEST PERFORMED.

“GROUT-FILLED BLOCK”, “GR” FOR “GRADE”, “HOLLOW” FOR “HOLLOW BLOCK”, “HORIZ” FOR
“HORIZONTAL”, "HVHZ" FOR "HIGH-VELOCITY HURRICANE ZONE", “in” OR " " * FOR “INCHES”,
“INT” FOR “INTERIOR”, “KSI” FOR “1,000 Ib / in?”, “L” FOR “LENGTH”, "LB" FOR "POUND",
"MAX" FOR "MAXIMUM, “"MIN” FOR “MINIMUM”, "N.T.S." FOR "NOT TO SCALE", “0.C.” FOR
“ON-CENTER”, “P.E.” FOR "PROFESSIONAL ENGINEER”, “PERP” FOR “PERPENDICULAR”, "PSF"
FOR "POUNDS PER SQUARE FOOT (Ib/ft2)", “PSI” FOR “"POUNDS PER SQUARE INCH (Ib/in2)”,
“QTY” FOR “QUANTITY”, “REF.” FOR “REFERENCE”, “SCHED.” FOR “SCHEDULE”, “SDS” FOR
“SELF-DRILLING SCREWS”, “SMS” FOR “SHEET METAL SCREWS”, “SPECS” FOR
“SPECIFICATIONS”, “SS” FOR “STAINLESS STEEL”, “SUB” FOR “SUBMITTAL”, “TAS” FOR
“TESTING APPLICATION STANDARD”, “TYP.” FOR “TYPICAL”, “ULT” FOR “ULTIMATE LOADS",
“U.N.O.” FOR “UNLESS NOTED OTHERWISE”, “UTS” OR “Fu” FOR “ULTIMATE TENSILE
STRENGTH/STRESS”, “VERT” FOR “VERTICAL”, “WLL" FOR “WORKING LOAD LIMIT”, “W/” FOR
“WITH”, “W/O” FOR “WITHOUT", “*YS” FOR “YIELD STRENGTH”, “#” FOR "NUMBER”, “&" FOR
“AND”, AND “@” FOR “DIAMETER".

VISIT ECALC.IO/GLOSSARY OR CONTACT ENGINEERING EXPRESS FOR ADDITIONAL
ABBREVIATION/TERMINOLOGY CLARIFICATIONS.

VISIT ECALC.I0/101034

FOR SITE-SPECIFIC DEVIATIONS
& MORE INFORMATION ABOUT THIS DOCUMENT
OR SCAN THIS QR CODE
VISIT ENGINEERINGEXPRESS.COM/STORE
FOR ADDITIONAL PLANS, REPORTS & RESOURCES

_INC.
EX

YIELD “TENSILE
ANCHOR STRENGTH,
YS or Fy (ksi) STRENGTH,
y UTS or Fu (ksi)
SOLID SET
3/16" SCREW CS 156.8 172.0
SOLID SET
#14 MALE ANCHOR CS 168.5 172.5
SOLID SET
1/4" SCREW CS 138.2 149.1
SOLID SET
1/4" SCREW 410 SS 161.1 187.2
SOLID SET
5/16" SCREW CS 150.1 153.4
PAGE INDEX:
DESCRIPTION PAGE #
GENERAL NOTES, .
ANCHOR YS & UTS VALUES
ALLOWABLE SCREW CAPACITIES 2.4
ANCHOR DRAWINGS & DIMENSIONS 5 -
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ALLOWABLE SCREW CAPACITIES (PAGE 1 OF 3):
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CS = CARBON STEEL
SS = STAINLESS STEEL

MIN. O.C. MIN. EDGE | ALLOWABLE
ANCHOR SUBSTRATE EMBEDMENT LOADING TYPE
SPACING DISTANCE | LOAD (LB)
TENSION 3.00. 201
" " 1.25 501
1.75 5.00 -
3.00 688
SHEAR 1.25" 260
3K51 CONCRETE - 00" - 00" TENSION 3.125" 743
SOLID SET - : SHEAR 3.125" 780
5/16" SCREW " N TENSION 3.00" 985
cs 2:25 >.00 SHEAR 3.00" 872
TENSION 3,00" 338
1.75" 5.00"
SHEAR 3.00" 491
GROUTFILLED CMU S o - 00" TENSION 3,00" 654
: : SHEAR 3.00" 707
. . TENSION 3,00" 175
HOLLOW BLOCK 1.25 5.00 cheaR oo E
2.50" 253
TENSION TS —
1.375" 4.00" Yoo o
SHEAR '
1.00" 128
3.00" 484
TENSION 2.50" 461
200" L25" 406
3KS| CONCRETE 3.00 463
SHEAR 2.50" 408
1.25" 274
1.75"
2.50" 517
ror TENSION 2.0 o
: SHEAR 2.50" 461
1.00" 143
e 00" TENSION 1.00" 517
: SHEAR 1.00" 143
3.00" 424
SOLID SET TENSION 125" 368
) GROUT FILLED CMU 1.75" 3.00" ,,
1/4" SCREW SHEAR 3.00 336
cs 1.25" 213
3.00" 179
TENSION 1.25" 150
" 1.00" 128
3.00 3.00" 294
SHEAR 1.25" 136
1.00" 70
HOLLOW BLOCK 1.25" TENSION 2.50 181
. 1.00 181
4.00 :
SHEAR 2.50 103
1.00" 103
2.50" 181
6.00" TENSION 1.00" 181
' SHEAR 2.50" 103
1.00" 103
} . . TENSION 0.75" 404
WOOD (G=0.55) 1.50 3.00 SHEARL oo o
_ . . TENSION 0.75" 319
WOOD (G=0.42) 1.50 3.00 SHEARL oo =

COLBY BENNARDO, P.E.
PE# 95197 CA# 9885
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! TENSION
SCREW HEAD DIMENSIONS SHEAR

& SHAPE MAY VARY, SEE
DRAWINGS HEREIN. l

EDGE DISTANCE

HOST EDGE
ﬁ— 4 |
—" =
pd ~
HOST SUBSTRATE, = 5ad )
SEE CAPACITY ] QESK W
TABLES FOR = WS —
OPTIONS I Thoo =
= == Om
. wL> E
o )] hm}
= 0
— o 0.25"
MIN.
PILOT HOLE DIAMETER
SHALL BE PER DRILL BIT
SCHEDULE

/1 TYPICAL SECTION
\g/ NTS SECTION VIEW

NOTE: FOR ALL ANCHORS, THE NAME "POWER
PRO®" MAY BE USED INSTEAD OF "SOLID SET".
"POWER PRO®" IS A REGISTERED TRADEMARK
NAME FOR THE HILLMAN GROUP.

DRILL BIT SCHEDULE

SCREW TYPE DRILL BIT DIAMETER
ALL5/16" SCREWS 1/4"
ALL 1/4" SCREWS 3/16"
ALL 3/16" SCREWS 5/32"
ALL #14 MALE & FEMALE SCREWS 7/32"

CAPACITY TABLE NOTES:

1.

QAU hAWN

INSTALLATION SHALL BE MADE IN ACCORDANCE WITH THE MANUFACTURER'S PUBLISHED INSTALLATION
INSTRUCTIONS AND THIS DOCUMENT

CLEAN HOLES OF DEBRIS AND DUST BEFORE INSTALLATION OF ANCHOR

ANCHORS SHALL NOT BE INSTALLED BEFORE THE CONCRETE HAS DEVELOPED ITS DESIGN STRENGTH
ANCHORS SHALL NOT BE INSTALLED IN CRACKED CONCRETE SUBSTRATES, AS DEFINED IN ACI 355.2
SEE REMAINING SHEETS HEREIN FOR SCREW LENGTH OPTIONS AND OTHER SPECIFICATIONS

1 = PERPENDICULAR TO WOOD GRAIN
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ALLOWABLE SCREW CAPACITIES (PAGE 2 OF 3):

CS = CARBON STEEL
SS = STAINLESS STEEL

MIN. O.C. MIN. EDGE | ALLOWABLE
ANCHOR SUBSTRATE EMBEDMENT LOADING TYPE
SPACING DISTANCE LOAD (LB)

13760 3.00" TENSION 1.00” 323
1
175 4.00 SHEAR 1.75" 227
L1} [} TENS|ON 1-75” 310
GROUT FILLED CMU 1.75 4.00 SHEAR Lo 174
SOLID SET 2.50" 178
3/16" SCREW TENS|ON 1.75" 172
" 1.00" 167
s 4.00 2.50" 214
y SHEAR 1.75" 171
HOLLOW BLOCK 1.25 L oo 109
2.50" 178
oo TENSION To0" 167
' SHEAR 2.50" 214
1.00" 109
TENSION igg ggg

3KSI CONCRETE 1.75" 3.00" o
SHEAR 3.00 645
SOLID SET 1o0n 17
#14 MALE 3.00" 494

TENSION -
& FEMALE GROUT FILLED CMU 1.75" 3.00" 1.25 320
ANCHOR CS SHEAR 3.00 448
1.25" 195
3.00" 145
(VALUES ARE ) } TENSION 125" 139
APPLICABLE TO HOLLOW BLOCK 1.25 3.00 . 300" 209
BOTH 1.25" 134
TENSION 0.75" 411

ANCHORS = " "

) WOOD (G=0.55) 1.50 3.00 SHEAR L 075" 318
~ " . TENSION 0.75" 373
WOOD (G=0.42) 1.50 3.00 SHEAR L 075" 50
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! TENSION
SHEAR

SCREW HEAD DIMENSIONS
& SHAPE MAY VARY, SEE EDGE DISTANCE
DRAWINGS HEREIN. 1 HOST EDGE
I —
= / I
I
z o 5
HOST SUBSTRATE, 52 -
SEE CAPACITY QESK i
TABLES FOR WS e
OPTIONS E Thxg =
P F=0m s
L T ] 3
] L [N n )
—= o
) =
— L 0.25"
MIN.

PILOT HOLE DIAMETER
SHALL BE PER DRILL BIT
SCHEDULE

1 TYPICAL SECTION
\_}/ NTS SECTION VIEW

NOTE: FOR ALL ANCHORS, THE NAME "POWER
PRO®" MAY BE USED INSTEAD OF "SOLID SET".
"POWER PRO®" IS A REGISTERED TRADEMARK
NAME FOR THE HILLMAN GROUP.

DRILL BIT SCHEDULE

SCREW TYPE DRILL BIT DIAMETER
ALL5/16" SCREWS 1/4"
ALL 1/4" SCREWS 3/16"
ALL 3/16" SCREWS 5/32"
ALL #14 MALE & FEMALE SCREWS 7/32"

CAPACITY TABLE NOTES:

1. INSTALLATION SHALL BE MADE IN ACCORDANCE WITH THE MANUFACTURER'S PUBLISHED INSTALLATION
INSTRUCTIONS AND THIS DOCUMENT

CLEAN HOLES OF DEBRIS AND DUST BEFORE INSTALLATION OF ANCHOR

ANCHORS SHALL NOT BE INSTALLED BEFORE THE CONCRETE HAS DEVELOPED ITS DESIGN STRENGTH
ANCHORS SHALL NOT BE INSTALLED IN CRACKED CONCRETE SUBSTRATES, AS DEFINED IN ACI 355.2
SEE REMAINING SHEETS HEREIN FOR SCREW LENGTH OPTIONS AND OTHER SPECIFICATIONS

1 = PERPENDICULAR TO WOOD GRAIN
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ALLOWABLE SCREW CAPACITIES (PAGE 2 OF 3):
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CS = CARBON STEEL
SS = STAINLESS STEEL

MIN. O.C. MIN. EDGE | ALLOWABLE
ANCHOR SUBSTRATE EMBEDMENT LOADING TYPE
SPACING DISTANCE LOAD (LB)
3.00" 460
3 Ooll TENS'ON :I..25Il 355
' 3.00" 632
SHEAR 1.25" 230
3KSI CONCRETE 1.75 oo —ENSION Lo 225
' SHEAR 1.00" 173
6.00" TENSION 1.00" 349
' SHEAR 1.00" 173
TENSION 3.00° 429
" 1.25 361
3.00 3.00" 387
GROUT FILLED CMU 1.75" SHEAR el
SOLID SET Sl ;.23 i.gg
n " -5 "
1/ 441%C§SEW 4.00 SHEAR 2.50" 343
TENSION 3.00" 159
3.00" 1.25" 148
' 3.00" 271
SHEAR 1.25" 137
HOLLOW BLOCK 1.25 oo TENSION e 1o5
' SHEAR 2.50" 232
6.00" TENSION 2.50" 155
: SHEAR 2.50" 232
_ j o TENSION 0.75" 366
WOOD (G=0.55) 1.50 3.00 SHEAR L 0 e o8
~ B o TENSION 0.75" 315
WOOD (G=0.42) 1.50 3.00 SHEAR L 0 e 189
TENSION igg 22;
3KS| CONCRETE 1.75" 3.00" L=
SHEAR 3.00 501
1.25" 202
TENSION igg i;i
SOLID SET GROUT FILLED CMU 1.75" 3.00" 22
SHEAR 3.00 500
#14 MALE 1.25" 214
ANCHOR TENSION igg g;
304 5SS HOLLOW BLOCK 1.25" 3.00" L2
SHEAR 3.00 301
1.25" 139
_ B .\ TENSION 0.75" 471
WOOD (G=0.55) 1.50 3.00 SHEAR L 0 e >80
~ j j TENSION 0.75" 389
WOOD (G=0.42) 1.50 3.00 SHEAR L 0 7e 3
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! TENSION
SCREW HEAD DIMENSIONS SHEAR

& SHAPE MAY VARY, SEE
DRAWINGS HEREIN. l

EDGE DISTANCE
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HOST EDGE a
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Z 5 G o
HOST SUBSTRATE, o9 - g
SEE CAPACITY QESK W
TABLES FOR wEse C
OPTIONS P Ihxo =
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3/16” HEX HEAD

SCREW DIMENSIONS

NOMINAL

LENGTH L LT
11/4" |1.20-1.25"|1.18-1.22"
13/4" |1.70-1.75" | 1.70-1.75"
21/4" |2.20-2.25" | 1.82-1.859
23/4" |2.65-2.75" [ 1.82-1.859
31/4" |3.15-3.25" [ 1.82-1.859
33/4" |3.65-3.75" [ 1.82-1.859
4" 3.90-4.0" |1.82-1.859
5" 4.90-5.0" | 1.82-1.859
6" 5.90-6.0" | 1.82-1.859

NOTE: FOR ALL ANCHORS, THE NAME "POWER
PRO®" MAY BE USED INSTEAD OF "SOLID SET".
"POWER PRO®" IS A REGISTERED TRADEMARK
NAME FOR THE HILLMAN GROUP.

3/16" FLAT HEAD SCREW DIMENSIONS
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LENGTH L LT
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14 MALE ANCHOR SCREW DIMENSIONS
NOMINAL
LENGTH L LT
21/4" 2.20-2.25" | 2.20-2.25"
31/4" 3.15-3.25" | 2.20-2.25"
41/2" 3.90-4.0" | 3.0-3.10"
51/2" 4.90-5.0" | 3.0-3.10"
611/2" 5.90-6.0" | 3.0-3.10"
73/8"  |7.325-7.375"| 3.0-3.10"

NOTE: FOR ALL ANCHORS, THE NAME "POWER

"POWER PRO®" IS A REGISTERED TRADEMARK
NAME FOR THE HILLMAN GROUP.

PRO®" MAY BE USED INSTEAD OF "SOLID SET".

#14 FEMALE ANCHOR SCREW DIMENSIONS

NOMINAL
LENGTH L LT
13/4" 1.70-1.75" |full thread
25/8" 2.575-2.625"| 2.0-2.13"
31/4" 3.20-3.25" | 3.0-3.10"
41/2" 3.90-4.0" | 3.0-3.10"
51/2" 4.90-5.0" | 3.0-3.10"
65/8" 6.575-6.625"| 3.0-3.10"
7 3/8" 7.325-7.375"| 3.0-3.10"
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