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.xx   ±  .03" 
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DETAIL D 
SCALE 1 : 2

DETAIL E
SCALE 1 : 2

GLASS
3/16"/.090 SGP/3/16"

EXT GLAZING MATERIAL BACK FILL MATERIAL
GE SCS 2000
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1/4" (6mm) MAX
SHIM SPACE TYP

.75 MIN EDGE 
DISTANCE TYP

SECTION A-A
SCALE 1 : 3

USE SILICONE SEALANT
AROUND ENTIRE PERIMETER
BETWEEN NAILING FIN & 
WOOD BUCK BY OTHERS TYP

#6 X (1-5/8") NON-CORROSIVE SCREW(S)

WOOD BUCK 
BY OTHERS TYP

1-1/2" MINIMUM PENETRATION
INTO SUBSTRATE TYP

GENERAL NOTE(S):  
THESE UNITS HAVE BEEN TESTED, ANALYZED, HALLMARK CERTIFIED AND FBC APPROVED.1.
THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED TO COMPLY WITH THE CURRENT EDITION 2.
FLORIDA BUILDING CODE (FBC), INCLUDING HVHZ AND HAS BEEN EVALUATED ACCORDING TO THE 
FOLLOWING:

AAMA/WDMA/CSA 101/1.5.2/A440-111.
TAS2012.
TAS2023.
TAS2034.

GLASS MEETS THE REQUIREMENTS OF ASTM E1300.3.
SETTING BLOCK SHOULD BE 70-90 DUROMETER AS PER 2411.3.3.1 OF THE CURRENT FBC. GLASS LITES THAT 4.
EXCEED 36” IN WIDTH SHALL USE SETTING BLOCKS AT ¼ SPAN FROM CORNERS AS PER 2411.3.3.1 OF THE 
CURRENT FBC.
LARGE AND SMALL MISSILE IMPACT RESISTANT.  WINDOW AND DOOR UNITS REQUIRED TO MEET SMALL 5.
MISSILEIMPACT WIND-BORNE DEBRIS PROTECTION REQUIRE THE EXTERIOR LITE OF AN INSULATED UNIT TO 
BE TEMPERED PER FBC, SECTION 2411.3.3.7.
FASTENERS, ANCHORS, AND CONNECTORS SHALL COMPLY WITH THE CORROSION RESISTANCE 6.
REQUIREMENTS OF THE 2026 FLORIDA BUILDING CODE, SECTION 1711, BASED ON EXPOSURE CONDITIONS 
AND PROXIMITY TO A SALTWATER SHORELINE AND NOT ALL THE ONES SHOWN HERE NECESSARILY APPLY.

HEAD, SILL & SIDE ANCHORAGE TYPICAL
NAILING FIN METHOD

SCALE :
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PROPERTY OF WEATHER SHIELD MFG., INC. 
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ALL RIGHTS RESERVED.
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