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ARCADIA INC.

IP1900 ALUMINUM CURTAIN WALL SYSTEM

INSTALLATION NOTES:

1.

ONE (1) INSTALLATION ANCHOR IS REQUIRED AT EACH ANCHOR LOCATION
SHOWN.

THE NUMBER OF INSTALLATION ANCHORS DEPICTED IS THE MINIMUM
NUMBER OF ANCHORS TO BE USED FOR PRODUCT INSTALLATION.

INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A TOLERANCE OF
+1/2 INCH OF THE DEPICTED LOCATION IN THE ANCHOR LAYOUT DETAIL
(I.E., WITHOUT CONSIDERATION OF TOLERANCES). TOLERANCES ARE NOT
CUMULATIVE FROM ONE INSTALLATION ANCHOR TO THE NEXT.

SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD BEARING
SHIM(S). MAXIMUM ALLOWABLE SHIM STACK TO BE 1/4 INCH. SHIM
WHERE SPACE OF 1/16 INCH OR GREATER OCCURS. SHIM(S) SHALL BE
CONSTRUCTED OF HIGH DENSITY PLASTIC OR BETTER.

MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE WALL FINISHES,
INCLUDING BUT NOT LIMITED TO STUCCO, FOAM, BRICK VENEER, AND
SIDING.

FOR HOLLOW BLOCK AND GROUT FILLED BLOCK, DO NOT INSTALL
INSTALLATION ANCHORS INTO MORTAR JOINTS. EDGE DISTANCE IS
MEASURED FROM FREE EDGE OF BLOCK OR EDGE OF MORTAR JOINT INTO
FACE SHELL OF BLOCK.

INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE MADE OF
CORROSION RESISTANT MATERIAL OR HAVE A CORROSION RESISTANT
COATING.

e  FASTENERS USED WITHIN 3,000 FEET OF A SALTWATER COASTLINE
AND INSTALLED IN ENCLOSED SPACES SHALL BE GALVANIZED IN
ACCORDANCE WITH SECTION 1711.1.1 (E.G., ASTM A153 CLASS D,
ASTM A641 CLASS 3S, OR EQUIVALENT CORROSION RESISTANCE).

e CONNECTORS AND METAL PLATES USED WITHIN 3,000 FEET OF A
SALTWATER COASTLINE SHALL BE STANDARD GALVANIZED IN
ACCORDANCE WITH SECTION 1711.1.2 (E.G., ASTM A653 G90,
ASTM A123, OR PROTECTIVE COATING PER TPI 1).

INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH
ANCHOR MANUFACTURER'S INSTALLATION INSTRUCTIONS, AND ANCHORS
SHALL NOT BE USED IN SUBSTRATES WITH STRENGTHS LESS THAN THE
MINIMUM STRENGTH SPECIFIED BY THE ANCHOR MANUFACTURER.

INSTALLATION ANCHOR CAPACITIES FOR PRODUCTS HEREIN ARE BASED ON

SUBSTRATE MATERIALS WITH THE FOLLOWING PROPERTIES:

A. WOOD - MINIMUM SPECIFIC GRAVITY OF 0.55.

B. CONCRETE -MINIMUM COMPRESSIVE STRENGTH OF 3000 PSI.

C. MASONRY - UNIT STRENGTH CONFORMS TO ASTM C-90 WITH
MINIMUM COMPRESSIVE STRENGTH OF 2000 PSI.

D. STEEL - MINIMUM YIELD STRENGTH OF 33 KSI. MINIMUM 12 GA. WALL
THICKNESS.

E. ALUMINUM - MINIMUM 1/8 INCH THICK, 6063-T5 ALUMINUM.

1.

(WZ4) (IMPACT)

GENERAL NOTES:

THE PRODUCT SHOWN HEREIN IS DESIGNED AND
MANUFACTURED TO COMPLY WITH THE CURRENT FLORIDA
BUILDING CODE (FBC), EXCLUDING HVHZ AND HAS BEEN
EVALUATED ACCORDING TO THE FOLLOWING:

o AAMAS501-24
ASTM E283-19
ASTM E330-14(21)
ASTM E331-00(23)
ASTM E1886-19
ASTM E1996-20

. ADEQUACY OF THE EXISTING STRUCTURAL

CONCRETE/MASONRY, 2X FRAMING AND METAL STUD
FRAMING AS A MAIN WIND FORCE RESISTING SYSTEM CAPABLE
OF WITHSTANDING AND TRANSFERRING APPLIED PRODUCT
LOADS TO THE FOUNDATION IS THE RESPONSIBILITY OF THE
ENGINEER OR ARCHITECT OF RECORD FOR THE PROJECT OF
INSTALLATION.

. 1X AND 2X BUCKS (WHEN USED) SHALL BE DESIGNED AND

ANCHORED TO PROPERLY TRANSFER ALL LOADS TO THE
STRUCTURE. BUCK DESIGN AND INSTALLATION IS THE
RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF RECORD
FOR THE PROJECT OF INSTALLATION.

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

. APPROVED IMPACT PROTECTIVE SYSTEM IS NOT REQUIRED ON

THIS PRODUCT IN AREAS REQUIRING IMPACT RESISTANCE.
FRAME MATERIAL: ALUMINUM 6063-T6

DISSIMILAR METALS INCLUDING FASTENERS THAT MAY COME
INTO CONTACT WITH ALUMINUM UNIT FRAMING SHALL BE
PROTECTED IN ACCORDANCE WITH THE CURRENT FBC.

GLASS MEETS THE REQUIREMENTS OF ASTM E 1300 GLASS
CHARTS. SEE SHEET 3 FOR GLAZING DETAIL.
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BILL OF MATERIALS AND COMPONENTS

INSTRUCTIONS FOR USE:

1.

DETERMINE DESIGN WIND LOAD REQUIREMENTS BASED ON WIND
VELOCITY, BUILDING HEIGHT, RISK CATEGORY, & WIND ZONE USING
APPLICABLE ASCE 7 STANDARD.

SEE CHART ON SHEET 3 FOR DESIGN LOAD CAPACITY OF DESIRED GLASS
SIZE.

CHECK MULLION CAPACITY FOR A GIVEN SPACING AND HEIGHT USING
CHART ON SHEET 4.

USING CHART ON SHEET 8 SELECT ANCHOR OPTION WITH DESIGN RATING
MORE THAN DESIGN LOAD SPECIFIED IN STEP 1 ABOVE.

THE LOWEST VALUE RESULTING FROM STEPS 2, 3, AND 4 SHALL APPLY TO
ENTIRE SYSTEM.
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[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]

[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT
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FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
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1900 NE MIAMI COURT, STE. 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL

" FL40952

DATE:  8.22.24

DWG. BY: CHK. BY:

J.A. HEN

SCALE: NTS

owG.# ARCO17

SHEET: REV.

2 A
OFllJ




9/25/2026 11:54 AM

c:\users\harleyjeanty\building drops, inc\building drops landing - common\projects\2026 code change projects\arcadia, inc\cc-26-0125 - 2026 code change\dwgs\fl40952\arc017-a.dwg

dia
®
1-1/4" O.A. INSULATED GLASS: ARCADIA, INC.
" 2301 EAST VERNON AVE.
1/4" TEMPERED GLASS VERRON. Ch bones
1/2" ALUMINUM SPACER (323)771-9819
GLASS LOAD CAPACITY TABLE (PSF) 3/16" HEAT STRENGTHENED GLASS
0.180" SENTRYGLAS INTERLAYER BY KURARAY :
O
NOMINAL DIMS. GLAZING DETAIL 1 3/16" HEAT STRENGTHENED GLASS g, i
D.L.O(.”\\?;IDTH D.L.OiI:I)EIGHT EXT. (4) INT. () < uE.. SE i
EXTERIOR INTERIOR s t) =~ w 3 55 5R e
24 72.0 108.0 \ =5 C °_,2’§ E38g35
30 72.0 108.0 §:.|§E s o5:333
36 72.0 108.0 33 a0 253535}
42 72.0 108.0 I o8 oz &
48 72.0 108.0 SN 59 58 =
54 49.5 72.0 108.0 Oz 8 |z
60 72.0 108.0 ax & @
D ] =
66 72.0 108.0 © o A2
72 72.0 108.0 ) i S g
78 72.0 108.0 5/8" MIN. _| E 2 =
” 20 1080 GLASS BITE = o a
2 72.0 108.0 REMARKS BY | DATE
30 72.0 108.0 2026 CODE CHANGE | HJ |3.7.26
36 72.0 108.0
o GLAZING DETAIL 1
48 55.5 72.0 108.0
54 72.0 108.0
60 70.1 105.1 N> MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPEGIF]
66 70.1 105.1 GLAZING NOTES: SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
” o o1 1. GLASS CAPACITIES ON THIS SHEET ARE BASED U AL Ao
: : ON ASTM E1300 (3 SEC. GUSTS) AND CHAPTER 17 OF THE CURRENT FBC DOCUMENTS FOR USE WITH THIS DOCUMENT
24 /2.0 108.0 FOR SIZES OTHER THAN TESTED.
30 72.0 108.0 2. SETTING BLOCK DUROMETER HARDNESS OF 70-90 (SHORE A) AS REFERENCED IN
36 72.0 108.0 CHAPTER 24.
42 72.0 108.0 3. SETTING BLOCKS TO BE LOCATED AT 1/4 SPAN LENGTH FOR GLASS WIDER THAN
18 61.5 72.0 108.0 36" AS PER CHAPTER 24.
: : 4. D.LO. MAY NOT EXCEED MAX DIMENSIONS IN GLASS CHARTS FOR GLASS TYPE.
54 72.0 108.0
60 64.8 97.2
G R T oLo oL0
: : WIDTH WIDTH
30 72.0 108.0
36 72.0 108.0
42 67.5 72.0 108.0
48 72.0 108.0 / / /
54 72.0 108.0
60 648 972 1900 NE MIAMI COURT, STE. 2-15
24 720 1080 FBPE CERT. O’!rmhgh?;/llﬁéN No. 29578
30 72.0 108.0 EL #:
36 735 72.0 108.0 F L409 5 2
42 ) 72.0 108.0 D.L.O. D.L.O.
48 72.0 108.0 HEIGHT HEIGHT
54 72.0 108.0 DATE:  8.22.24
24 72.0 108.0 DWG. BY: CHK. BY:
30 72.0 108.0 J.A. HFN
36 72.0 108.0 .
SCALE:
42 795 72.0 108.0 NTS
48 72.0 108.0 owa.#:  ARCO17
54 72.0 108.0 / / SHEET: REV.
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MULLION CAPACITY TABLE

JAMB - 'J1'

MULLION - 'M1'
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2301 EAST VERNON AVE.
VERNON, CA 90058
(323)771-9819

1900 NE MIAMI COURT, STE. 2-15
MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

BUILDING DROPS, INC.

1P1900 ALUMINUM

CURTAIN WALL SYSTEM
(WZ4) (IMPACT)

MULLION CAPACITY TABLES

BUILDING DROPS

PREPARED BY:

o
m
<
>
=
~
(%}
@
=<
o
>
st}
m

2026 CODE CHANGE | HJ

w
~
)
(o)}

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]

[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT

4

4

MULLION LOAD CAPACITY TABLE - SINGLE SPAN (PSF)
NOMINAL DIMS. n M1
meurany [ eave | [ owrg | oenw | owro
26.25 72.0 108.0 72.0 108.0
32.25 72.0 108.0 72.0 108.0
38.25 72.0 108.0 72.0 108.0
44.25 72.0 108.0 72.0 108.0
50.25 72.0 108.0 72.0 108.0
56.25 54 72.0 108.0 72.0 108.0
62.25 72.0 108.0 72.0 108.0
68.25 72.0 108.0 72.0 108.0
74.25 72.0 108.0 72.0 108.0
80.25 72.0 108.0 72.0 108.0
86.25 72.0 108.0 72.0 108.0
26.25 72.0 108.0 72.0 108.0
32.25 72.0 108.0 72.0 108.0
38.25 72.0 108.0 72.0 108.0
44.25 72.0 108.0 72.0 108.0
50.25 60 72.0 108.0 72.0 108.0
56.25 72.0 108.0 72.0 108.0
62.25 72.0 108.0 72.0 108.0
68.25 72.0 108.0 72.0 108.0
74.25 72.0 108.0 72.0 108.0
26.25 72.0 108.0 72.0 108.0
32.25 72.0 108.0 72.0 108.0
38.25 72.0 108.0 72.0 108.0
44.25 72.0 108.0 72.0 108.0
50.25 66 72.0 108.0 72.0 108.0
56.25 72.0 108.0 72.0 108.0
62.25 72.0 108.0 72.0 108.0
68.25 72.0 108.0 72.0 108.0
26.25 72.0 108.0 72.0 108.0 FRAME
32.25 72.0 108.0 72.0 108.0 HEIGHT
38.25 72.0 108.0 72.0 108.0
44.25 72 72.0 108.0 72.0 108.0
50.25 72.0 108.0 72.0 108.0
56.25 72.0 108.0 72.0 108.0
62.25 72.0 108.0 72.0 108.0
26.25 72.0 108.0 72.0 108.0
32.25 72.0 108.0 72.0 108.0
38.25 72.0 108.0 72.0 108.0
44.25 8 72.0 108.0 72.0 108.0
50.25 72.0 108.0 72.0 108.0
56.25 72.0 108.0 72.0 108.0
26.25 72.0 108.0 72.0 108.0
32.25 72.0 108.0 72.0 108.0
38.25 72.0 108.0 72.0 108.0
44.25 84 72.0 108.0 72.0 108.0
50.25 72.0 108.0 72.0 108.0
56.25 72.0 108.0 72.0 108.0

w1 w2 w3
WIDTH (W) = W1 (JAMB)
WIDTH (W) = —2* W3 viuion)

2
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F & T ANCHORS ®
ARCADIA, INC.
2301 EAST VERNON AVE.
VERNON, CA 90058
ANCHOR SCHEDULE (323)771-9819
lWll
ANCHOR MIN. EDGE J
OPTION ANCHOR TYPE SUBSTRATE REQUIREMENTS |MIN. EMBEDMENT DISTANCE F-ANCHOR F-ANCHOR < - Z 5 .
- g S = Ehaent
A #14 WOOD SCREW MIN. S.G. = 0.55 WOOD 1-1/2" 1" v Y SOF 3 OERZZ
Sung Qgzass
: sS4 5 CEEEEE:
STEEL: 18 GA. MIN., SIS 2 AL ETE
1/4" SELF-DRILLING OR Fy=33 KSI MIN. THREE THREADS 3/4" P St I== ¢ g “vg
B SELF-TAPPING SCREW ALUM.: 1/8" MIN., PENETRATION Szy 3 = § =
- a7 PREIN o ..
6063-T5 MIN. FRAME . ?:w E = s |z
HEIGHT & =3 = £
o - O z |z N E
CONCRETE, s P 4 S 2
C F'C = 3000 PSI MIN. 1-3/4 2-1/2 L . E & =
‘ e a =
1/4" ITW TAPCON o e REMARKS BY | DATE
€90 HOLLOW/FILLED BLOCK, - . ol // \ // \ / I 2026 CODE CHANGE | HJ [3.7.26
D F'M = 2000 PSI MIN. = AR Abs Al ¢
\_/ \_/ \_/ /
FANCHOR—" ‘\T_ANCHOR / SN\ FANCHOR
CONCRETE
1/4" DEWALT SCREW-BOLT + ~ / 2-1/2" 2-3/4" [THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENER]
E F'C = 3000 PSI MIN. 'SITE F SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
SI NG LE SPAN ANCH OR LAYO UT DOCUMENTS FOR USE WITH THIS DOCUMENT
NOTE:
WIDTH (W) = W1 (JAMB 7,
MULLION SPACING OR W1+ W2 1. ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH ANCHOR (W) ( ) N Z
BAY WIDTH, 'W!, e MANUCTURER'S INSTALLATION INSTRUCTIONS. ~ =
FOR T-ANCHORS W1 + W2 = =
- WIDTH (W) = ——————=— (MULLION) = * =
ULLION SPACING OR 2. REFER TO ANCHOR LAYOUTS AT RIGHT FOR LOCATIONS AND 2 = =
Sl DETERMINING MAX. LENGTHS (L) AND TRIBUTARY WIDTHS (W). - x =
BAY WIDTH, 'W, W= W1 = S
- - -~
PO IR AT 3. FOR SITE CONDITIONS NOT SHOWN IN THE DETAILS HEREIN OR EDGE ~ S
DISTANCE REQUIREMENTS TO BE MODIFIED, ANCHORS MAY BE 7z ¢
ENGINEERED ON A SITE SPECIFIC BASIS. (AN P\
SEBRERIEN
4. REFERTO SHEET 8 FORT & F ANCHOR TYPE CAPACITIES. 1900 Nsmrm ELO;J;l'I'éZSTE. 215
FBPE CERT. OF AUTF!ORIZATION No. 29578
5. INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE MADE L
OF CORROSION RESISTANT MATERIAL OR HAVE A CORROSION
RESISTANT COATING. F L40952
e FASTENERS USED WITHIN 3,000 FEET OF A SALTWATER COASTLINE DATE:  8.,22.24
AND INSTALLED IN ENCLOSED SPACES SHALL BE GALVANIZED IN DWG. BY- CHK BY:
ACCORDANCE WITH SECTION 1711.1.1 (E.G., ASTM A153 CLASS D, J.A HEN
ASTM A641 CLASS 35, OR EQUIVALENT CORROSION RESISTANCE). ——
SCALE: NTS
e  CONNECTORS AND METAL PLATES USED WITHIN 3,000 FEET OF A -
SALTWATER COASTLINE SHALL BE STANDARD GALVANIZED IN owe.#  ARCO17
ACCORDANCE WITH SECTION 1711.1.2 (E.G., ASTM A653 G90, SHEET: REV.
ASTM A123, OR PROTECTIVE COATING PER TPI 1). 5 A
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ARCADIA, INC.
2301 EAST VERNON AVE.
VERNON, CA 90058
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[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT
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‘ MIN. E.D. MIN. E.D. MIN. E.D.
| N Q. J " : . i J
| FT L I
¥ 2.500" a 2.500"
| £Q. 1 ’ £
? MIN. E.D. MIN. E.D. ? MIN. E.D.
0.812" ‘ J 0.812" 0.812" ‘
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MIN. E.D.
T T
i i EQ.
[l
P 1.000"
(I
N Y
N 1.000"
(I
(I
L 1.000"
i D
i i EQ.
ﬂ I N MIN. E.D.
0.812"

MIN. E.D. * * MIN. E.D
| ] |
| @ @ |
1.000" 1.000"
| \
| N¥% N¥% ]

1.000" 1.000"

A Zn an \

1.000" ‘ ! 1.000"

) | 8
| N¥% N¥% ]
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~ANHORIZONTAL SECTION

\Z/

#

F-ANCHOR

co

NFIG 3

MIN. EMBEDMENT

ALY

?

ANCHOR NOTES
SEE SHEET 5

$

/B HORIZONTAL SECTION
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ANCHOR CAPACITY TABLE

ANCHOR LOAD CAPACITY TABLE (PSF)
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ARCADIA, INC.
2301 EAST VERNON AVE.
VERNON, CA 90058
(323)771-9819

1900 NE MIAMI COURT, STE. 2-15
MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

1P1900 ALUMINUM
CURTAIN WALL SYSTEM
(WZ4) (IMPACT)
ANCHOR CAPACITY TABLE
BUILDING DROPS, INC.

BUILDING DROPS
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NOMINAL DIMS. ANCHOR TYPE 'A' ANCHOR TYPE 'B' ANCHOR TYPE 'C’ ANCHOR TYPE 'D' ANCHOR TYPE 'E'
WISEJ/?IRN\; HE'TE/:"}/'(EIN) CONFIG. 1 | CONFIG. 2 | CONFIG. 3 | CONFIG. 1 | CONFIG. 2 | CONFIG. 3 | CONFIG. 1 | CONFIG. 2 | CONFIG. 1 | CONFIG. 2 | CONFIG. 1 | CONFIG.
26.25 93.5 108.0 108.0 108.0 108.0 108.0 108.0 108.0 69.1 108.0 108.0 108.0
32.25 76.1 108.0 108.0 108.0 108.0 108.0 108.0 108.0 56.2 96.4 108.0 108.0
38.25 64.2 108.0 108.0 91.8 108.0 108.0 100.5 108.0 47.4 81.3 108.0 108.0
44.25 55.5 108.0 108.0 79.4 108.0 108.0 86.9 108.0 41.0 70.3 107.0 108.0
50.25 48.8 97.7 108.0 69.9 108.0 108.0 76.5 108.0 36.1 61.9 94.3 108.0
56.25 54 436 87.3 108.0 62.4 108.0 108.0 68.4 108.0 3222 55.3 84.2 108.0
62.25 39.4 78.9 108.0 56.4 108.0 108.0 61.8 106.8 29.1 50.0 76.1 108.0
68.25 36.0 71.9 108.0 51.4 102.9 108.0 56.3 97.5 26.6 456 69.4 108.0
74.25 33.1 66.1 108.0 47.3 94.6 108.0 51.8 89.6 24.4 41.9 63.8 101.5
80.25 30.6 61.2 108.0 438 87.5 108.0 47.9 82.9 22.6 38.8 59.0 93.9
86.25 28.5 56.9 108.0 40.7 81.4 108.0 44.6 77.1 21.0 36.1 54.9 87.3
26.25 84.2 108.0 108.0 108.0 108.0 108.0 108.0 108.0 62.2 106.6 108.0 108.0
32.25 68.5 108.0 108.0 98.0 108.0 108.0 107.3 108.0 50.6 86.8 108.0 108.0
38.25 57.8 108.0 108.0 82.6 108.0 108.0 90.5 108.0 42.7 73.2 108.0 108.0
44.25 49.9 99.8 108.0 71.4 108.0 108.0 78.2 108.0 36.9 63.3 96.3 108.0
50.25 60 44.0 87.9 108.0 62.9 108.0 108.0 68.9 108.0 325 55.7 84.8 108.0
56.25 39.3 78.5 108.0 56.2 108.0 108.0 61.5 106.4 29.0 49.8 75.8 108.0
62.25 355 71.0 108.0 50.8 101.5 108.0 55.6 96.2 26.2 45.0 68.5 108.0
68.25 32.4 64.7 108.0 46.3 92.6 108.0 50.7 87.7 23.9 41.0 62.5 99.3
26.25 76.5 108.0 108.0 108.0 108.0 108.0 108.0 108.0 56.5 96.9 108.0 108.0 CONFIGURATION DETAILS.
32.25 62.3 108.0 108.0 89.1 108.0 108.0 97.5 108.0 46.0 78.9 108.0 108.0
38.25 52.5 105.0 108.0 75.1 108.0 108.0 82.2 108.0 38.8 66.5 101.3 108.0
44.25 45.4 90.8 108.0 64.9 108.0 108.0 71.1 108.0 335 57.5 87.6 108.0
50.25 66 40.0 79.9 108.0 57.2 108.0 108.0 62.6 108.0 29.5 50.6 77.1 108.0
56.25 35.7 71.4 108.0 51.1 102.2 108.0 55.9 96.7 26.4 452 68.9 108.0
62.25 323 64.5 108.0 46.2 92.3 108.0 50.5 87.4 23.8 40.9 62.3 99.0
68.25 29.4 58.9 108.0 421 84.2 108.0 46.1 79.7 21.7 37.3 56.8 90.3
26.25 70.1 108.0 108.0 100.3 108.0 108.0 108.0 108.0 51.8 88.9 108.0 108.0
32.25 57.1 108.0 108.0 81.7 108.0 108.0 89.4 108.0 42.2 72.3 108.0 108.0
38.25 48.1 96.3 108.0 68.9 108.0 108.0 75.4 108.0 35.6 61.0 92.9 108.0
44.25 72 416 83.2 108.0 59.5 108.0 108.0 65.2 108.0 30.7 52.7 80.3 108.0
50.25 36.6 73.3 108.0 52.4 104.8 108.0 57.4 99.3 27.1 46.4 70.7 108.0
56.25 32.7 65.5 108.0 46.8 93.6 108.0 51.3 88.7 24.2 41.5 63.2 100.4
62.25 29.6 59.1 108.0 42.3 84.6 108.0 46.3 80.1 21.8 375 57.1 90.8
26.25 64.7 108.0 108.0 92.6 108.0 108.0 101.4 108.0 47.8 82.0 108.0 108.0
32.25 52.7 105.4 108.0 75.4 108.0 108.0 82.5 108.0 38.9 66.8 101.7 108.0
38.25 8 44.4 88.9 108.0 63.6 108.0 108.0 69.6 108.0 32.8 56.3 85.7 108.0
44.25 38.4 76.8 108.0 54.9 108.0 108.0 60.2 104.1 28.4 48.7 74.1 108.0
50.25 33.8 67.6 108.0 48.4 96.8 108.0 53.0 91.6 25.0 428 65.3 103.8
56.25 30.2 60.4 108.0 43.2 86.4 108.0 47.3 81.9 223 38.3 58.3 92.7
26.25 60.1 108.0 108.0 86.0 108.0 108.0 94.2 108.0 44.4 76.2 108.0 108.0
32.25 48.9 97.9 108.0 70.0 108.0 108.0 76.6 108.0 36.1 62.0 94.4 108.0
38.25 " 413 82.5 108.0 59.0 108.0 108.0 64.6 108.0 30.5 52.3 79.6 108.0
44.25 35.7 71.3 108.0 51.0 102.0 108.0 55.9 96.6 26.3 45.2 68.8 108.0
50.25 31.4 62.8 108.0 44.9 89.8 108.0 49.2 85.1 23.2 39.8 60.6 96.4
56.25 28.1 56.1 108.0 40.1 80.3 108.0 43.9 76.0 20.7 355 54.1 86.1
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BILL OF MATERIALS

ITEM PART No. DESCRIPTION MATERIAL
1 OPG-1978 HEAD & SILL 6063-T6
2 OPG-1989 ADAPTOR 6063-T6
3 OPG-0299 PRESURE PLATE 6063-T6
4 OPG-1912 STANDARD COVER 6063-T6
5 OPG-1901 SNAP INTERIOR COVER 6063-T6
6 OPG-1999.4 CLIP 6063-T6
7 OPG-1910 VERTICAL/JAMB 6063-T6
8 OPG-1551 I-CLIP (@ INTERMEDIATE) 6063-T6

8A OPG-1551 F-CLIP (@ JAMB) 6063-T6
9 OPG-0292 PRESSURE PLATE 6063-T6
10 #12 x 1/2" FLAT HEAD S.M.S.

10A #12 x 1/2" PAN HEAD S.M.S.

108 #10 x 1" FLAT HEAD S.M.S.

11 OPG2087HS #12 x 7/8" H.W.H. THREAD-CUTTING 6063-T6
12 ANTI-WALK BLOCKS @ 1/4 POINTS 6063-T6
13 OPG- 1299 GASKET NYLON
14 SETTING BLOCK (5/16" x 1 5/16" x 4")

15 OPG-1986 PRESSURE PLATE ISOLATOR

16 - - -

17 OPGUCH.3 CLIP 6063-T6
18 - - -

19 1/2"-13 BOLT STEEL
20 1/2"-13 NUT STEEL
21 1/2" LOCK WASHER STEEL
22 1/2" FLAT WASHER STEEL
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FAX: (954)744.4738
WEB: www.buildingdrops.com
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BILL OF MATERIALS
BUILDING DROPS, INC.

IP1900 ALUMINUM
CURTAIN WALL SYSTEM
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