3" 20GA. STRUT ATTACHED
W/ 1/4" X 1 HEX HEAD
SCREWS (2> AT EACH
ENDSTILE (2> AT EACH
CENTER STILE LOCATION

12 GA. GALV. STEEL
COMMERCIAL TOP ROLLER
BRACKET ATTACHED W/<(3)
174" x 1’ HEX HEAD
SCREWS PER BRACKET

%o &

2’ 10-BALL 5" STEM
ROLLER (MINY W/ 7/16”
RETAINER FOR
NON-THREADED SHAFTS

ADJUSTABLE ROLLER CARRIER
ATTACHED W/ (@) 174" x 1/2°
BOLT & NUT PER BRACKET

TYPICAL TOP FIXTURES

3’ 20 GA. STRUT STACKED
ON HINGE TOP LEAF
ATTACHED W/(@> 1/4" x
1 HEX HEAD SCREWS AT
END STILES AND CENTER

/ \ STILES
[ s \
- ® 14 GA. (MIN> CENTER 14 GA HIN> CENTER
HINGE ATTACHED W/ 14 GA CMIN) CENTER
6> 174" x 1* ATTACH
' HEX HEAD SCREWS “_‘ —| (H?-:)XIQEADX SICREWS
\\ ® // 3
3‘ 20 GA. STRUT
ATTACHED W/(2> 1/4* 37 20 GA. STRUT
\ ® x 17 HEX HEAD ® ATTACHED W/(2) 1/4*

TYPICAL CENTER HINGE W/2 STRUTS

x 17 HEX HEAD
SCREWS AT END
STILES AND CENTER
STILES

SCREWS AT END
STILES AND CENTER
STILES

N.T.S.

W

N.T.S.

GLAZING OPTIONAL

f
MAX

.
e

TYPICAL CENTER HINGE W/1 STRUT
N.T.S.

@ ©

3’ 20GA. STRUT
ATTACHED W/ (@)
174" x 1 HEX HEAD
SCREWS

14 GA. END HINGE
ATTACHED

W/ (6) 1/4" x 1*
HEX HEAD SCREWS

2’ 10-BALL 5“ STEM
ROLLER (MIN> W/
RETAINERS FOR NON
THREADED SHAFTS

3’ 20GA. STRUT
ATTACHED W/ >
174" x 1 HEX HEAD
SCREWS

TYPICAL END HINGE W/2 STRUTS 4
N.T.S.

BOTTOM BRACKET

13 GA. THICK ATTACHED
W/(4) 174" X 1

HEX HEAD SCREWS

ATTACHED
w/ 3 1/4*

21
SECTION
HEIEHT
TYPICAL [ A
PANEL 16
DOOR WIDTH

INSIDE ELEVATION
N.T.S.

LARGE MISSILE IMPACT
RESISTANT

20 GA, GALV.

STEEL END STILE JAMB SEAL

OPTIONAL 2X8 StP R ¥

(No. 2 OR BETTER)

1> 1/4-20

x 5/8" TRACK
SPLICE BOLT

AND NUT PER

JAMB BRACKET

INTERMEDIATE 3’ X 20 GA. STRUT
2" GALV. STEEL TRACK HINGES 146A (MIN.)
THICKNESS .063"(MIN.)
TRACK MOUNTING DETAIL

N.T.S.

3" x 20 GA. STRUT
ATTACHED — |

x 17

HEX HEAD SCREWS

w/@ 1/4'

I S5/16" x 1 5/8”
AG SCREW PER
JAMB BRACKET

2°-10 BALL ROLLERS W/ 7/16°

BOLT RETAINER FOR
NON-THREADED SHAFTS

2" 10-BALL 5" STEM
ROLLER <(MIN> W/
RETAINERS FOR NON
THREADED SHAFTS

3" 20GA. STRUT
ATTACHED W/ )
174" x 1 HEX HEAD
SCREWS

Koo o

2" 10-BALL 5" STEM
ROLLER <MIN> W/
RETAINERS FOR NON

BOTTOM BRACKEL@ THREADED SHAFTS

THE METHOD OF TESTING WAS IN SUBSTANTIAL CONFORMANCE WITH THE
PROCEDURE DESCRIBED IN ASTM E330 & F588, ANSI/DASMA 108 & 115. THE
PRESSURES SHOWN ON THE DRAWINGS WERE CALCULATED USING ASCE 7-22 WITH
THE FOLLOWING PARAMETERS (5 FEET OF DOOR WIDTH IN THE END ZONE, ROOF
AT ANY SLOPE):

WIND SPEED (MPH) 168 152 145 138 133
EXPOSURE LEVEL B C C D) D
MEAN ROOF HEIGHT 30’ 15’ 25’ 15’ 25’

TYPICAL END

HINGE W/1 STRUT 5
N.T.S.

TYPICAL

N.T.S.

HEX HEAD SCREWS

3’ 20 GA. GALV. STEEL
STRUT ATTACHED AT TOP OF
THE TOP SECTION W/ (@)
174" x 1 HEX HEAD SCREWS
AT END STILES AND CENTER
STILES

12 GA. GALV. COMMERCIAL TOP
ROLLER BRACKET ATTACHED
WITH (3 174 x 17 HEX HEAD
UNIV. SCREWS PER BRACKET
ADJUSTABLE SLIDE BRACKET IS

ASSEMBLED WITH (@) 5/16" x
3/4* BOLT & NUT PER BRACKET

2’
2~
TYPICAL TOP -
SECTION \
A
!
' i
TYPICAL
INTERMEDIATE
SECTION

TYPICAL BOTTOM
SECTION

FRONT SKIN—__ |

* 20 GA. STRUT STACKED ON HINGE
TOP LEAF ATTACHED W/(2) 1/4" x
1 HEX HEAD SCREWS AT END
STILES AND CENTER STILES AT
BOTTOM OF EVERY OTHER SECTION

3’ 20 GA. GALV. STEEL
STRUT ATTACHED AT TOP OF
THE BOTTOM AND EACH
’INTERMEDIATE SECTION W/
(@) 174" x 1 HEX HEAD
SCREWS AT END STILES AND
CENTER STILES

BACK SKIN
27 GA.

3’ 20 GA. STRUT ATTACHED AT
BOTTOM BRACKET W/¢(2 1/4* x 1”
HEX HEAD SCREWS AT END STILES

14 GA. END HINGE

24 GA. AND CENTER STILES
BOTTOM BRACKET ATTACHED
W/ (4) 1/4° x 1' HEX
HEAD SCREWS
SECTION A—A (SIDE_VIEW)
N.T.S.
x 17 REV | DESCRIPTION OF REVISIONS DATE BY

MAX SIZE
16’ WIDTH
14’ HEIGHT

TO WEIGHT IJMITA'HONS)

DESIGN LOADS
+25.6 PSF
-29.1 PSF

TEST LOADS
(1.5 x DESIGN LOADS)

+38.4 PSF
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OPTIONAL SHORT AND LONG PANEL GLAZING LAYOUTS

STRUT SPACERS MAY BE USED ON GLAZED SECTIONS

TOP SECTION

INTERMEDIATE SECTION

INTERMEDIATE SECTION

INTERMEDIATE SECTION

(14> #8 X 1”7 (LONG PANEL WINDOW)
(10> #8 X 1”7 (SHORT PANEL WINDOW)
PHILLIPS HEAD SHEETMETAL SCREWS
USED TO FASTEN THE ALUMINUM
INTERIOR FRAME TO THE
ALUMINUM EXTERIOR FRAME

055" 6060 EXTRUDED ALUMINUM
IMPACT INTERIOR FRAME
W/.375" BITE ON GLASS

174" TUFFAK POLYCARBONATE
/MANUFACTURED BY PLASKOLITE

| L W A
= Y

1/8” X 1/8” CONTINUOUS
(H5078> HOT MELT SEALANT
MANUFACTURED BY BOSTIK

055" 6060 EXTRUDED ALUMINUM
IMPACT EXTERIOR FRAME

SECTION B-B IMPACT WINDOW DETAIL
N.T.S.

38-1/16" MAX. DLO [——18-1/8"—]

10-5/8*

MAX. DL 10-5/8°

INEITN[SE PANEL IMPACT GLAZING FASTENER DETAIL ﬁHI'DSRT PANEL IMPACT GLAZING FASTENER DETAIL

.060” 6063 EXTRUDED ALUMINUM A48 #8 X 3/47 DRILL TEK

IMPACT INTERIOR FRAME FLAT #2 QUADREX SCREWS REV | DESCRIPTION OF REMISIONS DATE | BY

USED TO FASTEN THE ALUMINUM

INTERIOR FRAME TO THE
ALUMINUM EXTERIOR FRAME

174" TUFFAK POLYCARBONATE

MANUFACTURED BY PLASKOLITE

MAX SIZE W el

) o e This document has been
7 = 16, WIDTH = 8&‘:% % digitally signed & sealed by
14" HEIGHT lllQ ~VCENSe-. 2 *  Thomas L. Shelmerdine, PE
— (DOOR HEIGHT SUBJECT| |+ /A~ & o “Em ‘..%\ 5 on the date shown.
\ TO WEIGHT LIMITATIONS) _: : ] Printed copies of this
1/8 X 1/8* CONTINUOUS 070" 6063 EXTRUDED ALUMINUM E -, ; document are not
HOT MELT SEALANT IMPACT EXTERIOR FRAME DOWSIL 7091 ETATE OF considered signed &

MANUFACTURED BY ELTON W/.750 BITE ON GLASS MANUFACTURED BY DOW DESIGN LOADS sealed, and the signature

+25.6 PSF must be verified on any

—29.1 PSF L electronic copies.
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TABLE

1

WOOD JAMB ATTACHMENT TO STRUCTURE

DOOR SECTION HEIGHTS 2 X 6 VERTICAL JAMB ATTACHMENT TO WOOD FRAME STRUCTURE
HEIGHT |Btm | #2 | #3 | #4 | #5 | #6 | #7 | #8 5/16" X 3’ LAG SCREWS STARTING 6’ FROM ENDS THEN 24° O.C. (I 1/2* EMBEDMENT)
MM Il 0 T A R SR SR L ¢ e compen,
136" 121" 121" [ 21" 21" [ 21" [ 18" [ 18" [ 21" HILTI SLEEVE ANCHOR 3/8° X 2-3/4° STARTING 6 FROM ENDS THEN 20° O.C. (I 1/4° EMBEDMENT)
ITW/RAMSET REDHEAD (TRU-BOLTY 3/8” X 4’ STARTING 6 FROM ENDS THEN 247 0O.C. (2 1/2' EMBEDMENT)
13'0" [21"T 21" 21" 118" 18" 1 18"[ 18" [ 21" 2 X 6 VERTICAL JAMB ATTACHMENT TO HOLLOW C-50 BLOCK
126" | 21"]| 18" | 18" | 18" | 18" | 18" | 18" | 21" 3" APART) AT 16 D.C. (L 1757 EMBEDHENT> © | o USE PATRS 7 FASTENERS
PN il 1M Pl P P KA P LA o R SRR o 20, s e
o Ter e T e s e o7 Y EETE R TSI R B R AR T
11'0" | 21"] 18" 18" 18") 18" | 18" | 21" EMBEDMENT) <OR, USE FASTENERS FOR HOLLOW C-90 BLOCK) Ca e
10067 | 21"} 21" | 21| 21" | 21" } 21 *LAGS AND BOLTS CAN BE COUNTERSUNK TO PROVIDE A FLUSH MOUNTING SURFACE
10'0" | 21"| 21" 21" | 18" | 18" | 21" *PREPARATION OF wOOD JAMBS BY OTHERS '
96 21" 18" ] 18"} 18" | 18" | 21° WOOD \ CONCRETE HOLLOW BLOCK |
90" 18" 1 18" | 18" | 18" | 18" | 18" E STRUCTURE STRUCTURE STRUCTURE §$ESEEBR§L”°K
8| 6" 21" 21" 21" 18" 21" Lg'l M M M
8' Ou 21u 18" 18" 18“ 21" E _<| \ _<| \ ::l \
7| 6" 1 8" 18" 18" 18" 18" Ll =] =] =
7o 21" ) 21" 21" | 21" 172 MIN \ 2-3/4* MIN 1-1/27 |MIN 47
6' 6" 21 n 18" 18" 21 n axs JAMB
TYP. 3" MIN
TABLE 2
DOOR TRACK ATTACHMENT SPLICE
HEIGHT| A | B C D E F G H S
6'6" |3.5" 21" | 42" | 63" 70"
7' 3.5" 21" | 42" | 63" 76"
7'6" |3.5" 21" | 42" | 63" 82" W/ 17450 TRACK SPLIGE BOLTS & NUTS
- - - - - - SECURE ‘'TO JAMB WITH (3) 5/16” DIA. x 1-5/8"
8 3.5" 21" | 42" | 63 88 LAG BOLTS
8| 6" 3.5" 21" 42" 63" 84" 94"
9 3.5" 21" | 42" | 63" | 84" 100"
9'6" |3.5" 21" | 42" | 63" | 84" 106"
10" |3.5"1 21" | 42" | 63" | 84" [105" 112"
10'6" |3.5" 21" | 42" | 63" | 84" |105" 118" .
11" [3.5" 21" [ 42" | 63" | 84" [105" 124" 12 GA. GALV. STEEL
) n n n n n n n n ETH JAMB BRACKETS »_
116" [3.5" 21" | 42" | 63" | 84" [105 130 : / KTTACHED W) 1/4°-20
12" |13.5"1 21" | 42" | 63" | 84" [105"|126" 136" D '
12'6" |3.5"[ 21" | 42" | 63" | 84" |105"|126" 142" : |
13" |3.5"1 21" | 42" | 63" | 84" [105"|126" 148" ! ,
13'6" [3.5" 21" | 42" | 63" | 84" |105"|126"[147"| 154" /:4 :
14" |13.5"1 21" | 42" | 63" | 84" [105"|126"|147"| 160"
TRACK CONFIGURATION FOR 6'6” UP TO 14’ TALL DOORS (SEE TABLE 2)
ALL TRACK ATTACHMENT SPACING +/- 1.5 ALLOWED N.T.S.

WITH SYP OR SPF NO 2 OR BETTER ONLY

DOOR HEIGHT

i
{
£ 3
5 . :
é X Eiz g @ )
3 Z =z (P
¢ b £ | & 5 ﬂ
L
.t !
AVAILABLE TRACK CONFIGURATIONS
N.T.S.
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MAX SIZE || o )
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3
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e o
"-n-.-i-l'
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TABLE 3 TABLE 4
Section Center Stile Locations Max Design Section Center Stile Locations Max Design SECTION |STRUTSIZE
' Panel Type (Measured from Left Edge) LO&_K?S A”OW_efi Panel Tvoe (Measured from Left Edge) | Loads Allowed 3
Width 1st [ 2st [ 3rd | 4th [Positive[Negitive| | width YPeI™ist | 2st | 3rd | 4th |Positive|Negitive| |8TH
(ﬂ:) (in) (in) (in) (in) (PSF) (PSF) (ﬁ:) (|n) (|n) (m) (|n) (PSF) (PSF)
D L i RAL N2 ne 140 | Shot |57.76| 84.00 | 110.11 201 | 331 TH 3"
: 9 ' ' ' 14'0 Long  |58.63] 84.00 [109.38 201 | 33.1 3"
10'0 |Bead Board|60.00 204 | 232 :
120 Short 28811 9519 5 7 59 2 14' 0 [Bead Board|57.31(110.69 221 25.1 3
ot Cong149.63] 94.38 TR 14" 2 Short  |58.85| 85.00 |111.41 28.8 | 32.7 6TH
120 |Bead Board|48.31] 95.69 256 | 29.0 14'2 Long |59.17] 85.00 {110.83 28.8 | 32.7 -
12' 2 Short 49.64| 96.36 25 4 28.8 14' 2 |Bead Board|58.06|111.94 21.8 24.8 5TH 3
12 2 Long  |50.08] 95.92 255 | 29.0 14" 4 Short  |59.16] 86.00 [112.71 284 | 32.3 3"
122 |Bead Board|49.06| 96.94 252 | 28.7 14" 4 Long |60.17| 86.00 [111.83 284 | 323 3"
12'4 Short  [50.64| 97.36 251 | 285 14' 4 |Bead Board|58.81(113.19 21.6 | 24.6 4TH
12' 4 Long [51.08] 96.92 252 | 287 14" 6 Short  |59.86| 87.00 [114.01 281 | 31.9
12' 4 |Bead Board(49.81| 98.19 24.9 28.3 14' 6 Long 61.17] 87.00[112.83 28.1 31.9 3RD 3"
1216 | Short |50.67] 99.33 246 | 28.0 14'6 |Bead Board|59.56|114.44 214 | 243 3"
126 | Long |51.17] 98.83 247 | 281 14'8 | Short |60.56 88.00 [115.31 278 | 316 3"
126 |Bead Board|50.56( 99.44 246 | 280 1478 Cong  |44.871] 88.00 [131.19 278 | 316 2ND
1228 | Short |51.67/100.33 244 | 217 748 |Bead Board|60.31[115.69 211 | 24.0
15,2 BeaL;g%ard gf;? 1%%96% ;j—g g-g 14710| Short |61.26] 89.00 | 116.61 275 | 31.2 5OTTOM 3"
: ' ' ' ' 1410 Long |45.60| 89.00 [132.40 275 | 31.2 3
12710 Short  |52.25[101.75 240 | 27.3 :
72701 Tong [53.10[100.90 R 14" 10 | Bead Board|61.06|116.94 209 | 238
1210 | Bead Board|52.06101.94 240 | 273 1570 | Short 161.94] 90.00117.94 27.2 | 309
13'0 Short 53.00[103.00 23.7 27.0 15' 0 Long 46.60| 90.00 [133.40 27.2 30.9
13' 0 Long 54.10/101.90 24.0 27 3 15'0 [(Bead Board|61.81(118.19 20.7 23.5
130 |Bead Board|52.81]103.19 237 | 26.9 15' 2 Short  |62.66] 91.00 [119.21 269 | 30.5
1372 Short  |54.00(104.00 235 | 26.7 15' 2 Long  |47.60] 91.00 [134.40 269 | 305
13' 2 Long  |55.10[102.90 23.8 | 27.0 15'2 |Bead Board[62.56|119.44 205 | 233
13'2 |Bead Board|53.56|104.44 234 | 266 15'4 Short  |53.60| 79.20 [104.80| 130.40| 26.6 | 30.2
13°4 Short  [54.40105.60 232 | 263 15' 4 Long |47.25[92.00[136.75 26.6 | 30.2
oa || Cem sy idail 28 e 15'4_|Bead Board|63.31]120.69 20.3 | 23.0
12,;‘ Bezdhfr‘iard ggig 13223 ;g; gg-? 156 | Short |46.62] 93.00 |139.38 263 | 29.9
: ' ' ' ' 15'6 Long  |47.60| 93.00 [138.40 263 | 29.9
136 Long  |55.90[106.10 23.0 | 26.2 :
56 TBoad Board |25 06 106,94 559 T 260 15'6 |Bead Board|47.42] 93.00 | 138.58 263 | 29.9
138 Short 156 401107 60 5571 258 15'8 Short  |47.62| 94.00 [140.38 26.0 | 29.6
13' 8 Long 56.63[107.38 228 259 15' 8 Long 48.60| 94.00 [ 139.40 26.0 29.6
13'8 |Bead Board|55.811108.19 22 6 257 15'8 [Bead Board|48.02| 94.00 [ 139.98 26.0 29.6
13710| Short |57.16| 83.00 |108.71 295 | 335 15'10| Short |48.62] 95.00 [141.38 257 | 29.3
1310 Long |57.17|108.83 225 | 255 15'10| Long |49.17| 95.00 |140.83 257 | 29.3
13" 10 | Bead Board |56.56 | 109.44 223 | 254 15' 10 | Bead Board [48.62| 95.00 [141.38 257 | 29.3
16'0 Short  |49.62] 96.00 |142.38 256 | 29.1
16'0 Long  |50.60| 96.00 [141.40 256 | 29.1
16' 0 |Bead Board|48.42] 96.00 | 143.58 256 | 29.1

INTERIOR OF GARAGE

MAX. WIDTH 16°0"

samB pesioN Loans [ [ TTTTTTTIT]

+204.8 LBS/FT
-232.8 LBS/FT SEE NOTES 1 & 2

SPECIFICATIONS AND NOTES

1. ALL THE LOAD FROM THE DOOR IS TRANSFERRED TO THE
VERTICAL TRACK, FROM THE TRACK THE LOAD IS TRANSFERRED

TO THE VERTICAL JAMBS.
RECEIVES NO PORTION OF THE LOAD TRANSFERRED

THE HORIZONTAL JAMB OR HEADER

FROM THE DOOR.

2. EACH VERTICAL JAMBS RECEIVES MAXIMUM DESIGN LOADS OF:

+204.8 LBS/FT & —232.8 LBS/FT

3. DOOR AND HARDWARE WILL BE DESIGNED, MANUFACTURED
AND INSTALLED WITH STANDARDS AS SET FORTH BY DASMA.

4. DOOR SECTIONS SHALL BE 24 GA. (.0216) MIN.
ROLLED FORMED, W/ BAKED ON POLYESTER FINISH

EXTERIOR SKIN

5. SUPPORTING STRUCTURAL ELEMENTS SHALL BE DESIGNED
BY A REGISTRED PROFESSIONAL ENGINEER FOR WIND LOADS
INDICATED ON THIS DRAWING IN ADDITION TO OTHER LOADINGS.
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MAX SIZE
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