/— Top Section

= 2" Section Thickness Top Fixture  Self-drilling screw
, g (6) Req'd per
\ center hinge.

Self-drilling Screw
(3) Req'd per top fixture

Self-drilling Screw
(4) Req'd per
corner bracket

/
’

\
N

Top Fixture
Attachment

(155

Self-drilling Screw
(6) Req'd per
edge hinge.

Center Hinge |nterior Skin

Center Hinge
Attachment

~6

Edge Hinge

.015 Thick G-40 galvanized steel with an epoxy primer and

baked on polyester finish which is roll-formed with a texture

embossed skin.
Exterior Skin
.015 Thick G-40 galvanized steel with an
epoxy primer and baked on polyester finish
which is roll-formed with a texture embossed
skin.

Hardware Plate .035 thick

Insulation Core
Expanded Polystyrene

7

4

/

Retaining Nut—/

7 A \
RO

Scott A. Brown, P.E. Lic. No. 65940
Willett Hofmann & Associates, Inc.
809 E 2nd St, Dixon, IL 61021
FBPE CA Lic. No. 31544
Structural Adequacy for Wind Load
R
T B pmsresy oo

Doors tested per ANSI/DASMA 108 for static air pressure.

8'- 0" High shown

Complies with the IBC/IRC 2021 (Texas) and current FBC.
Wind loaded sectional doors are designed, tested and sold by PSF.
The AHJ of a given jobsite is responsible for determining the appropriate PSF.

Other door and end stiles using
heights les usl
avaiI;gbIe up (2) self-drilling screws
to 18'-0" using 21" or 24" at each stile.
high sections
Embedded —
Hardware Plates

|
e

Hex Head Lag Screw
(2) per bracket.

Track Bracket

+

Steel Reinforcement —
(2) U-bar per section

Field Drill (2) - 9/32" Section B-B 7/16" push on Track Bolt / Nut
pilot holes in d retaining nut
corner bracket Corner Bracket (1) req'd per roller. End stile
) Exiaorli)c/fr)r\(/)vpir);ldegv?/ 19 Ga. min. Galv. Steel
c Bracket Edge Hinge Frame Track Roller
. orner bracke Attachment
ISnter_medlate Attachment Optional Track, 2" shown, 3" optional
ections , Slide Lock CL Decorative Inserts
Self-drilling Screw )
(4) Req'd H 5 ]k
) T T ‘ Spring Counterbalance
/ > = 7 . ST
N /’ S 93 . Spring wire individually
~— Polypropylene . Screw, #8 x 1-7/8 calculated to counterbalance door.
U-bar Optional Interior Lock Interior Window Section C-C (10) per col. window Quantity and size of spring
Frame (18) per ranch window will vary based on door size.
Attachment ? Y
Bottom Window Options
Section Window Nominal Size DLO Glass Frame Ranch windows shown —
Style Screws
Colonial [17-3/4" x 12-3/4"| 16-3/4" x 11-3/4" 1/8" Annealed or Tempered 10
Astragal Ranch |40-3/4" x 12-3/4"| 39-3/4" x 11-3/4" 3/4" Annealed or Tempered |.G. 18
Retainer Window availability limited by section width. Door Height

fastened to all center

D ~—]

Commercial Encore

Locks required on doors

not electrically operated.

Vents (Optional)
Vent openings may be

located in bottom section

as allowed by local code

Door Width

See chart for other door widths
(16'-2" Ranch shown)

Interior Elevation

Scale: None

Added IBC/IRC note, FL number. Updated PE address.

Removed 18" section height. Reformated window options,

Max. Colonial Ranch Carriage House

VI\D/%C,:L C;tgrlgr;gts Design Loads C;t;rgggf Design Loads (;t;r:re‘gts Design Loads
8'-2" 1 55.0 | -62.2 1 55.0 | -62.2 1 55.0 | -62.2
9'-2" 1 48.9 | -55.3 1 48.9 | -55.3 1 48.9 | -55.3
10'-2" 2 49.7 | -55.7 1 39.6 | -44.8 1 39.6 | -44.8
12'-2" 2 414 | -46.4 2 414 | -46.4 2 34.6 | -39.2
14'-2" 2 304 | -34.1 2 30.4 | -34.1 2 29.7 | -33.6
16'-2" 3 23.3 | -26.0 3 23.3 | -26.0 3 23.3 | -26.0
18'-2" 3 18.4 | -20.5 3 18.4 | -20.5 3 18.3 | -20.3
20'-2" 4 12.3 | -13.8 4 12.3 | -13.8 4 12.3 | -13.8

Drawn by: R. Frey

Printed copies of this document are not considered signed and sealed and
the SHA authentication code must be verified on any electronic copies.
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Jamb Attachment Notes:

2. Maximum Negative Load per Jamb =

1. Maximum Positive Load per Jamb = (10'-0" x 49.7 PSF) / 2 = 249 Ibs. per foot.

(10'-0" x -55.7 PSF) / 2 = 279 Ibs. per foot.

3. Design of the supporting structure shall be the sole responsibility of the building
designer and shall be designed for the jamb loads listed in notes 1 and 2.

4. Alternate jamb attachments may be used if approved by a registered Professional Engineer.
5. DASMA Technical Data Sheet TDS-161 may be used for alternate jamb attachments.
6. 3/8" diameter lag screws required 1/4" pilot hole and 1-1/2" minimum required distance.
7. Masonry fasteners by others.
2x6 Attachment to Structure
Structure Fastener Type Minimum |Minimum Edge| Minimum on Maximum on Allowable
Type yp Embedment Distance Center Spacing | Center Spacing | Tension Load
" 1/4" Tapcon+ (Plus) " " "
2500 PSI Min. Concrete with 1-1/8" OD Washer 2 25 6 24 526
) 3/8" x 3" Lag . . " "
Southern Pine with 1-1/8" OD Washer 1.50 1.50 1.50 24’ 655
s 3/8" x 3" LAG . . " "
Spruce Pine Fir with 1-1/8" OD Washer 1.50 1.50 1.50 23 482

7 A \
RO
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Min. Edge Distance

Min. Embedment

Section D-D
2500 PSI Min. Concrete

°

! |

Ope

ning
Height ¢

((
|\
))

to horizontal member

T '“\
Maximum on Jamb Fasteners

Centem for Jamb Loads

\— No load from wind applied

((
\
\K

Fasteners may be
countersunk up to 1/2"

.

Li Opening  Width 4—1

Min. Edge Distance

/

Min. Embedment

\

Section D-D

Southern Pine or
Spruce Pine Fir

~— Treated 2x6 when mounting
to masonry construction.
Un-treated 2x6 may be used
on wood construction.

‘& Treated 2x6 #2 Douglas

Fir or better wood buck

when mounting to

masonry jambs. Un-treated
2x4 #2 Douglas Fir or better
may be used on wood jambs.
See chart for buck attachment
to structure.

Scale: None
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12" or 15" radius

//

Jamb Angle _ [ i 'grack Cliﬁs A
(1) req'd per veyﬂcal Continuous Angle ee detail on sht. 3
track. Attach with (2) hex | | See detail on sht. 3
head lag screws. | | =)
[
\ |
Vertical Track Oveni [ Opening EE‘
; enin .
[Opening : . Ihtg il Height Clip Angle
Height €9 [ ‘,/_ See detail on sht. 3
Max. O.C. Spacing 18" O.C. (Typ.) b
1 e Track Brackets Ref. Angle | Track to Angle — T
Max. O.C. Spacing Mount Chart
Ref. Track || Max. O.C. Spacing 24" O.C. (Typ.)
Bracket Chart | 24" 0.C. Supplied Track to Angle
X il Ref. Clipo Angle Chart
12" g" | 12" i 1= -
' 1] J_ 4" 6
Typical Track Installation ! Typical Track Installation
Bracket Mount Angle Mount Typical Track Installation
Pre-Assembled Clip Angle
—= |=—1/2" min. — ~=— Min. Edge Distance
1 n —= ~=—— Min. Edge Distance
Dry Wall / Sheathing Min. Embedment || || 1N
\ \ AT \ in. Embedment || ||
I \ NY \
[ || \
1x4: 5/16" x 3" min. Lag Screw Minimum 1x4 Spruce Pine Fir || \
2x4: 5/16" x 3.5" min. Lag Screw Track Bracket / Angle Mount 1" -—
Lags supplied by others Angle Mount to Structure (M
2" Angle mount turned-out standard (solid) Clip Angle to Structure
Attachment over Drywall/Sheathing 2" Angle g']'%r?tIgmgd;?:\?atlilc;nbila(d%hed) 2" Clip angle turned-in standard (solid)
9 u 2" Clip angle turned-out optional (dashed)
3" Clip angle available
— Track Bracket | Angle Mount Clip Angle
\\\\\\oﬁj..--g-..ffo;”f, Jamb Tvoe Fastener Tvbe Minimum |Minimum Edge Tepr:“s?;affad Max. on Center|Max. on Center| Max. on Center
& B g VOB B yp yp Embedment| Distance Spacing Spacing Spacing
::* & No. ooss940 Y " (Ibs.)
J R - 3/8" ITW Trubolt 2-1/2" 2-1/2" 893 N/A 36" 24"
o FUE , - .
DONATII IS 2500 PSI Min. |1/4" Tapcon+ (Plus) with 1- " £jqn " "
“Sionay TS Concrete  |1/8" OD Washer 2 1-558 687 N/A 36 24
gy v 1/4" x 2-5/8" Screw-Bolt+ " " " "
with 9/16" OD Washer 2-1/2 1-1/2 651 N/A 36 24
Scott A. Brown, P.E. Lic. No. 65940 5/16" x 1" SAE J78, Min. AISI " " " "
w2|3|gg E!%frr]réagtrj S&fﬁf’fﬂaé?%z I1nc. Steel ; ?1262" Wij[lh35/ / 16L Wastr;]eg/1 6" 3/16 1-1/2 971 N/A 36 24 —
FBPE CA Lic. No. 31544 x1- ag wi " " R " arm cale: Title:
Structural Adequlaccy f%r Wind Load Wood Washer g 1-172 1-1/72 352 18 18 12 Drawn by: R. Frey /.__\\ Spec, Wind Load
& _ ; oy Commercial Encore
T B gty ey scot oo g;;’l‘thFl'(')'i‘k’ 3/8" Simpson Titen HD 2-3/4" 4" 480 N/A 18" *qon Crocked by, G. Wedekind RAYNOIR
Printed copies of this document are not considered signed and sealed and Alternate fasteners may be used if approved by a registered Professional Engineer. Do 00222 11[|)::ixE:‘S!|lﬁi\6/T;32R1oad No. P-2449 sreet -
the SHA authentication code must be verified on any electronic copies. * Field Dri||ing required ECO: 8593.01 3 B




8.00

le—3.41 —|

|<-2.61 =
T

2.00

1

Steel U-bar
18 Ga. (.049 min.) Galvanized
High Tensile Steel
80 KSI Minimum Yield

|<— 3.62 ——I

—>

o

Track Clip (Opt.)
.09 Galv. Steel

Corner Bracket
.086 Galv. Steel

1.43—1——— l——3.19——| 1.50—1———| ——I I——1.oo
r_ ©° o _2gg
281 |CD '
o _
2" Track

.055 Galv. Steel

|<—>— 1.50

1!

3" Track Bracket
.116 Galv. Steel

1.50 A

l=— \/aries —=

Edge Hinge
.086 Galv. Steel

Center Hinge
.045 Galv. Steel

irf 5.00 Min. ——_A_

@ 1.81
s 4t

.

0014

3" Track (Optional)

Track Bracket .105 Galv. Steel

.116 Galv. Steel

N\ 2" Roller
l] T Nylon 11-ball (Std.)
O Steel 10-ball (Opt.)
0 2.28 5.00 Min. —=]
4.44 ‘ l] _i |‘2'31 _ i mj
o 27 fe—1t1.93 —
1 | 0 @ 2.82
" =226 >| T @ R 22 . @ .43 J_ v
~=2.56 -2 .62 = : 4.00 Min e
Roller Carrier l 3" Roller

.085 Galv. Steel Steel 10-ball (Opt.)

Attached to Top Fixture
w/(2) Track Bolts and Whiz Nuts

Top Fixture
.085 Galv. Steel 2" Angle Mount (Opt.)

.086 Galv. Steel

|<—3.50——

[ 2.61 =1==-255
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Self-Drilling Screw

|<2.31 |<_3.50_—L|'1-25

1.25

18.50
D D
(@]
D D
—D
D D
»J— D
Jamb Angle
.078 min. Galv. Steel
@ 40 @ .88

— il .04

Retaining Nut

Hex Head Lag Screw

488 —=] 1 0 0 @ .68 -28" = @ .59 3/4"
* 5.00 Min.
(\\‘ - —_— T 4.06 2.37 D: o @l @ @ 5/16"
&M% \//:) 3.00 l | 75 x .25 Thick . ok Bt —f

54 o"\t\CE/\/S.g'-..¢ 3 J 0 0 errated Hex Flange Nut rack bo
S, 2 No. 0065940 % , = . " " " "
HgEay Tk Saavenon) o e T s B et S I
S g 114" O E DT> 2 56

II “i Scale: None Title:
Drawn by: R. Frey N Spec, Wind Load
— Commercial Encore
2" Clip Angle (Opt.) 3" Clip Angle (Opt.) Grecked oy, G. Wedekind RAYNOIR
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