l=— 2" Section Thickness

i‘}— Top Section

Top Fixtur

U-bar

::[ ‘\J’I

e

Attachment

of ubar when windows are not req'd.

Self-drilling Screw

Box Strut

Window may be located

in section #3 or higher.

Box strut will be supplied in lieu

Intermediate (4) Req'd per

Sections corner bracket
|

Top Fixture

e
Corner Bracket

\ See detail on sheet 3

Self-drilling Screw
(3) Req'd per top fixture

Self-drilling screw
(4) Req'd per center
hinge w/out ubar.
(5) Req'd per center
hinge w/ubar.

Attachment

Center Hinge
Attachment

Corner Bracket
See detail on sheet 3

Interior Skin

.015 Thick G-40 galvanized steel with an epoxy primer and
baked on polyester finish which is roll-formed with a texture

embossed skin.
Exterior Skin
.015 Thick G-40 galvanized steel with an
epoxy primer and baked on polyester finish
which is roll-formed with a texture embossed
skin. /

Insulation Core

Expanded Polystyrene

//

Hardware Plate .035 thick

Center Hinge
See detail on sheet 3

A

4

Section B-B

—=—3/8"

Glass Options: 1/8" Insulated, 1/8" Insulated Tempered
Max size: (34 x 16) - 35" x 17" DLO: (34 x 16) - 31-3/4" x 13-5/8"

(24 x12) - 25" x 13" (24 x 12) - 22-5/16" x 10-1/4"
(24 x 8)-24" x 8" (24 x 8) - 21-3/8" x 5-3/8"

Polystyrene Plastic
Exterior Window
Frame

Polystyrene Plastic
Interior Window

77

Section C-C

Ubar removed for clarity

Screw, #8
(16) per window

Retaining Nut
7/16" push on
retaining nut

(1) req'd per roller.
See detail on sht. 3

Hex Head Lag Screw
(2) per bracket.
See detail on sht. 3

Track Bracket
See detail on sht. 3

Track Bolt / Nut

See detail on sht. 3
End stile

19 Ga. min. Galv. Steel

Track Roller
See detail on sht. 3

Track, 2" shown, 3" optional
See detail on sht. 3

Spring Counterbalance

Spring wire individually

calculated to counterbalance door.
Quantity and size of spring

will vary based on door size.

Self-drilling Screw Edae Hi Frame F
(6) Req'd per edge S ged t'n.?e heet 3 —A
hinge w/out ubar. ee detail on shee | A d M
Bottom (7) Req'd per edge ) . i s g : i
Section hinge w/ubar. Windows (Optional) ~ N
One row maximum _‘
Self-drilling Screw - 34" x 16 ?howr?l
(4) Req'd \9/ N 24" x 12" B
Ast | \ Edge Hinge Door Height 24" x8 - p— —— —— —
straga () .
Retainer T~ Attachment 8'- 0" High shown Steel Reinforcement — 1 V. | | ! Vi ! | | ! Vi ! | | * V4 .*
) | I:]: | [© Sli Other d (1) Box strut per section, | | | | | |
_ ide Lock er door ; ; C C
Section A-A See detail on sheet 3 heights (2) ubar on window section I —  —— — — 11 — 1T
€9 fastened to all center =) ' '
End Stile / available up and end stiles using \¥/
TraCk to 18“0“ Using 2 If d '”‘ b
\_°| L/ 21" or 24" (2) self-drilling screws
S , - at each stile.
) ) high sections
Optional Interior Lock
Attachment Embedded —— ‘ . .
awg, Hardware Plates
\\\\\gﬂ Hs S@é’//,/ Doors tested per ANSI/DASMA 108 for static air pressure.
\\\\\@Q,.-i'\'ceégg.__ 4%, Complies with the IBC/IRC 2021 (Texas) and current FBC. Locks required on doors
= NG, TR Z Wind loaded sectional doors are designed, tested and sold by PSF. not electrically operated. S Ny 9 L
R * ed= The AHJ of a given jobsite is responsible for determining the appropriate PSF. -
2Ry SWEOF FLis EC224 / EC200 Vents (Optional) —=A
2 0 o ot & E : Vent openings may be | Door Width |
7 g et O Maximum | Ctr. Hngs. Design Loads located in bottom section ™ oor W1 , =
Uty B G Door Width | per Sect. as allowed by local code See Chaag?rzetgﬁgxg;’r widths
Up to 8'-2" 575 | -66.7 )
i L} " 1 i i
SRS e Z ENEE erior levation FLi 41569
O S e e 021 2 |93
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Jamb Attachment Notes:

designer and shall be designed for the jamb loads listed in notes 1 and 2.

1. Maximum Positive Load per Jamb = (10'-2" x 49.3 PSF) / 2 = 251 Ibs. per foot.
2. Maximum Negative Load per Jamb = (12'-2" x -49.8 PSF) / 2 = 302 Ibs. per foot.
3. Design of the supporting structure shall be the sole responsibility of the building

7 A \
RO
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Typical Track Installation
Bracket Mount
Wood Jambs

Normal headroom track shown, low headroom,
lift clearance and verical lift track available.

°

[ .,

((
I\
))

Opening

Center|Spacing

(L

\

\ /
No load from wind applied .

to horizontal member

Height . \ .

17‘“\
Maximum on Jamb Fasteners

for Jamb Loads

o]

Li Opening Width 4—1

\Treated 2x6 when mounting
to masonry construction.

Un-treated 2x6 may be used
on wood construction.

&Treated 2x6 #2 Douglas

Fir or better wood buck

when mounting to
masonry jambs. Un-treated

2x4 #2 Douglas Fir or better
may be used on wood jambs.
See chart for buck attachment

to structure.

Angle to Structure

See maximum spacing for appropriate
angle mount jamb type on sht. 4

14

Continuous Angle
See detail on sht. 3

18" O.C. (Typ.)
Track to Angle

T - — —— e~

12"

i |

8" |
|

4. Alternate jamb attachments may be used if approved by a registered Professional Engineer.
5. DASMA Technical Data Sheet TDS-161 may be used for alternate jamb attachments.
6. 3/8" diameter lag screws required 1/4" pilot hole and 1-1/2" minimum required distance.
7. Masonry fasteners by others.
2x6 Attachment to Structure
Structure Fastener Type Minimum |Minimum Edge| Minimum on Maximum on Allowable
Type Embedment Distance Center Spacing | Center Spacing | Tension Load
2500 PSI Min. Concrete W:tf'; _:a/‘gfgg x’:;z)er 2 25 6" 24" 526
Southern Pine with 13_’?/';3,’,‘ g'D"\j\?asher 1.50" 1.50" 1.50" 24" 655
Spruce Pine Fir | f/ f;s’,f gD"C\z sher| 150" 1.50" 1.50" 23" 482
— |-——1/2" min.
Dry Wall / Sheathing \
\ H :
y I 12" or 15" radius
Minimum 1x4 Spruce Pine Fir
1x4: 5/16" x 3" min. Lag Screw Track Bracket / Angle Mount Jamb Angle
Lags suppplied by others track. Attach with (2) hex
head lag screws.
Attachment over Drywall/Sheathing \
. Vertical Track ~ Opening
Opening Height
Height
? Track Brackets
18" O.C.
Max. Typ.
Y
\\\\\mm/,,, 1‘2
SR A, B, :
SetCE NS}O% ,2 '
No. 0065940 1

Typical Track Installation
Angle Mount
Wood, Steel or Concrete Jambs

Normal headroom track shown, low headroom,
lift clearance and verical lift track available.

Ope
Hei

ning
ght

o

f

Angle to Structure

clip angle jamli type on sht. 4

See maximum spacing for appropriate

4"

f

T

z] Track Clips
See detail on sht. 3

24" O.C. (Typ.)
Track to Angle

Typical Track Installation
Pre-Assembled Clip Angle

Wood, Steel or Concrete Jambs

e Clip Angle
See detail on sht. 3

Normal headroom track shown, lift clearance
and verical lift track available.

Scale: None
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le—3.41 —|

Corner Bracket
.086 Galv. Steel

~——-4.50 4‘

W,
A

.....
o i
o

o [N

T
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Steel Box Strut
20 Ga. (.035 min.) Galvanized
High Tensile Steel
80 KSI Minimum Yield

r|<-2.61 *‘

2.00

1

18 Ga. (.049 min.) Galvanized
High Tensile Steel
80 KSI Minimum Yield

Steel U-bar

488 —=]

3.19——'
s
—>
O

2.81

1.50—'———'

(e
(-

3" Track Bracket
.116 Galv. Steel

l=— \/aries —=

1.50 A

0014

Track Bracket
.116 Galv. Steel

T
|
- |

<226 =

J

= 2.62 =

Top Fixture
.085 Galv. Steel

s 4t

0 1.},
0 | 4
fe—1}1.93

Roller Carrier
.085 Galv. Steel
Attached to Top Fixture
w/(2) Track Bolts and Whiz Nuts

Track Splice Clip (Opt.)
.105 Galv. Steel

|<— 3.62 ——I

o

—>o

Track Clip (Opt.)
.09 Galv. Steel

* |<2.31
2" Clip Angle (Opt.)
.086 Galv. Steel

All parts shown are for illustration purposes only. The actual product may include equivalent parts due to availability.

-2 61 === 2 55
0O O
O
.75 x .25 Thick
0O O
Slide Lock
1.25

Center Hinge
.045 Galv. Steel

irf 5.00 Min. ——_A_

2" Roller
Nylon 11-ball (Std.)
Steel 10-ball (Opt.)

2" Angle Mount (Opt.)
.086 Galv. Steel

|<—3.50——

5.00 Min.

3" Angle Mount (Opt.)
.086 Min. Galv. Steel

390 125
|1

3" Clip Angle (Opt.)
.086 Galv. Steel

Edge Hinge
.086 Galv. Steel

@ 1.81

.

D .43

3" Track (Optional)
.105 Galv. Steel

-
¥

——l |<—1.00
T

2.09
>
D>
2" Track O
.055 Galv. Steel >

1

=T 0

50 D

—

3" Roller
Steel 10-ball (Opt.)

18
18.50
p D
(@)
p D
—

p D

j p — > >
@ 2.82
Jamb Angle
.078 min. Galv. Steel

—— 71

@ .40 @ .88

|‘_ @ 59

Serrated Hex Flange Nut

Self-Drilling Screw

@ .503 =718 1/2"«\«——‘ 1 3/4" —— _{
g 114" AN 2 56

Hex Head Lag Screw

— il .04

Retaining Nut

3/4"

@ 5116"

_{

Track Bolt

Scale: None
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Edge Distance

Min.
Embedment

Dd
~=—1.00
Track Assembly Attachment
to 2500 PSI Min. Concrete

2" Angle mount turned-out standard (solid)
2" Angle mount turned-in optional (dashed)
3" Angle mount available

~— Min.
Edge Distance

{7

Min. }_

Embedment

=—1.00
Track Assembly Attachment
to Wood Jamb

2" Angle mount turned-out standard (solid)
2" Angle mount turned-in optional (dashed)
3" Angle mount available
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Embedment

Angle Mount
Minimum Minimum Edge Maximum on| Allowable
Jamb Type Fastener Type Embedment . . 9 Center Tension Load
. Distance (in.) - .
(in.) Spacing (in.) (Ibs.)
3/8" ITW Trubolt 2-1/2" 2-1/2" 36" 893
1/4" Tapcon+ (Plus) with " " "
2500 PSI Min. Concrete 1-1/8" OD Washer 2 1-5/8 18 687
1/4" x 2-5/8" Screw-Bolt+ with " " "
9/16" OD Washer 2-1/2 1-1/2 18 651
5/16" x 1" SAE J78, Min. AISI " i "
Steel 1022 with 5/16" Washer 3/16 1-1/2 36 971
Wood 5/16" x 1-3/4" Lag with 5/16 1-1/2" 1-1/2" 19" 352
Washer
Grout Filled CMU Block 3/8" Simpson Titen HD 2-3/4" 4" 18" 480
Alternate fasteners may be used if approved by a registered Professional Engineer.
7’
s [~ Min.
~=— Min.

Edge Distance

Dl

=—1.00

Track Assembly Attachment
to 3/16" Min. Steel Jamb

2" Angle mount turned-out standard (solid)
2" Angle mount turned-in optional (dashed)
3" Angle mount available

L
Min. I

~=— Min.
Edge Distance

Min. -~
Embedment

Track Assembly Attachment
to Grout Filled CMU Block

2" Angle mount turned-out standard (solid)
2" Angle mount turned-in optional (dashed)
3" Angle mount available

Pre-Assembled Clip Angle
Minimum Minimum Edae Maximum on| Allowable
Jamb Type Fastener Type Embedment . . g Center Tension Load
. Distance (in.) . .
(in.) Spacing (in.) (Lbs.)
3/8" ITW Trubolt 2-1/2" 2-1/2" 24" 893
1/4" Tapcon+ (Plus) with N " "
2500 PSI Min. Concrete 1-1/8" OD Washer 2 1-5/8 24 687
1/4" x 2-5/8" Screw-Bolt+ with N N "
9/16" OD Washer 2-1/2 1-1/2 24 651
5/16" x 1" SAE J78, Min. AISI " " R
Steel 1022 with 5/16" Washer 3/16 1-1/2 24 971
Wood 5/16" x 1-3/4" Lag with 5/16 1-1/2" 1-1/2" *q1on 352
Washer
Grout Filled CMU Block 3/8" Simpson Titen HD 2-3/4" 4" *12" 480
* Field drilling req'd.
Alternate fasteners may be used if approved by a registered Professional Engineer.
. 7’
>3 =+ Min.
: ==— Min.

Min.
Embedment

Edge Distance

o

~=—1.00

Pre-Assembled Track Assembly
Attachment to 2500 PSI Min. Concrete
2" Clip angle turned-in standard (solid)

2" Clip angle turned-out optional (dashed)
3" Clip angle available

1
Min. J_

Embedment

——|

= Min.
Edge Distance

~=—1.00

Pre-Assembled Track Assembly
Attachment to Wood Jamb
2" Clip angle turned-in standard (solid)

2" Clip angle turned-out optional (dashed)
3" Clip angle available

Embedment

L
Min. }_

‘>|. ~=—1.00

Edge Distance

Pre-Assembled Track Assembly

Attachment to 3/16" Min. Steel Jamb

2" Clip angle turned-in standard (solid)
2" Clip angle turned-out optional (dashed)

3" Clip angle available

=y

Min. -~
Embedment

~=— Min.

~=—1.00

Pre-Assembled Track Assembly

to Grout Filled CMU Block
2" Clip angle turned-in standard (solid)
2" Clip angle turned-out optional (dashed)
3" Clip angle available

Edge Distance

Scale: None
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