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1.

GENERAL NOTES:

THE PRODUCT SHOWN HEREIN IS DESIGNED AND
MANUFACTURED TO COMPLY WITH THE CURRENT EDITION
FLORIDA BUILDING CODE (FBC), EXCLUDING HVHZ AND HAS
BEEN EVALUATED ACCORDING TO THE FOLLOWING:

¢ AAMA/WDMA/CSA 101/1.5.2/A440-17

ADEQUACY OF THE EXISTING STRUCTURAL
CONCRETE/MASONRY, 2X FRAMING, AND METAL FRAMING
AS A MAIN WIND FORCE RESISTING SYSTEM CAPABLE OF
WITHSTANDING AND TRANSFERRING APPLIED PRODUCT
LOADS TO THE FOUNDATION IS THE RESPONSIBILITY OF THE
ENGINEER OR ARCHITECT OF RECORD FOR THE PROJECT OF
INSTALLATION.

1X AND 2X BUCKS (WHEN USED) SHALL BE DESIGNED AND
ANCHORED TO PROPERLY TRANSFER ALL LOADS TO THE
STRUCTURE. BUCK DESIGN AND INSTALLATION IS THE
RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF
RECORD FOR THE PROJECT OF INSTALLATION.

INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A
TOLERANCE OF +1/2 INCH OF THE DEPICTED LOCATION IN
THE ANCHOR LAYOUT DETAIL (I.E., WITHOUT
CONSIDERATION OF TOLERANCES). TOLERANCES ARE NOT
CUMULATIVE FROM ONE INSTALLATION ANCHOR TO THE
NEXT.

THE INSTALLATION DETAIL DESCRIBED HEREIN ARE GENERIC
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A
SPECIFIC SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO
DEVIATE FROM THE REQUIREMENTS DETAILED HEREIN, A
LICENSED ENGINEER OR ARCHITECT SHALL PREPARE SITE
SPECIFIC DOCUMENTS FOR USE WITH THIS DOCUMENT.

APPROVED IMPACT PROTECTIVE SYSTEM IS REQUIRED ON
THIS PRODUCT IN AREAS REQUIRING IMPACT RESISTANCE.

WINDOW FRAME MATERIAL: uPVC

GLASS SHALL MEET THE REQUIREMENTS OF ASTM E1300
GLASS CHARTS. SEE SHEET 1 FOR GLAZING DETAIL.

DRUTEX S.A.

IGLO 5 CLASSIC CASEMENT WINDOW

(NON-HVHZ)(NON-IMPACT)

1-3/8" O.A. INSULATED GLASS

EXTERIOR

INTERIOR

DOWSIL 993
STRUCTURAL SILICONE

5/8" GLASS
BITE

GLAZING DETAIL 1

GLAZING NOTES:

1. GLASS TYPE SHALL COMPLY WITH ASTM E1300 REQUIREMENTS. PER THE
FBC TEMPER AND SAFETY GLAZING REQUIREMENTS SHALL BE REVIEWED
ON A SITE SPECIFIC BASIS.

2. SETTING BLOCK DUROMETER HARDNESS OF 70-90 (SHORE A) AS
REFERENCED IN FBC CHAPTER 24.

3. SETTING BLOCKS TO BE LOCATED AT 1/4 SPAN LENGTH FOR GLASS
WIDER THAN 36" AS PER FBC CHAPTER 24.

4. D.L.O. AND DESIGN PRESSURES MAY NOT EXCEED MAX VALUES SHOWN
HEREIN.
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JTHE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIQ
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC|
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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MAX. FRAME
WIDTH

MAX. D.L.O.
—_—
WIDTH

28.375" MAX.
HANDLE HEIGHT

Y4 g
MAX. FRAME o (B EN
HEIGHT ‘ 7 W
MAX. SASH et
HEIGHT < "y
MAX. D.L.0. Sl i
HEIGHT NG
MAX. SASH
WIDTH

"X" ELEVATION

SASH HEIGHT = FRAME HEIGHT - 3.0"
SASH WIDTH = FRAME WIDTH - 3.0"

D.L.O. HEIGHT = FRAME HEIGHT - 9.125"
D.L.O. WIDTH = FRAME WIDTH - 9.125"

DESIGN PRESSURE TABLE (PSF)

GLASS
NOMINAL DIMS. TYPE 1
FRAME FRAME
EXT. (+)
WIDTH HEIGHT
. . INT. (-)
(in.) (in.)
36.0 70.0
42.0 540 70.0
48.0 70.0
54.0 64.8
36.0 70.0
42.0 70.0
48.0 60.0 70.0
54.0 64.8
60.0 58.3
36.0 70.0
42.0 66.0 70.0
48.0 70.0
54.0 64.8
36.0 70.0
42.0 72.0 70.0
48.0 70.0
36.0 78.0 70.0
42.0 70.0
36.0 840 70.0
42.0 70.0
36.0 90.0 70.0
36.0 96.0 70.0

NOTE: ALL PRESSURES MEET WATER

INFILTRATION REQUIREMENTS.

DRUTEX

ENGINEERED FOR YOU

LESZKA GIERSZEWSKIEGO 1, 77-100
BYTOW, POLAND
PH: +48-59-822-9101 FX: +48-59-822-9103
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JTHE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC|
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

7,
N <
~N 7~
3 2
~ gt
=% * =
== @ —
- ~
= N
b N
7 N
7,

R WORERO, P, E\\
o)
TERP R
1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

" FL41837
DATE: 12.12.2022

FL

DWG. BY: CHK. BY:

SH HEN

SCALE: NTS

pwaG.# DRUQO3

SHEET: REV.

2 B
OF 1U




7/13/2026 10:47 AM

c:\users\lucianosanchez\building drops, inc\building drops landing - documents\common\projects\2026 code change projects\drutex, s.a\cc-26-0527.1 - 2026 code change - 1711\dwgs\fl41837-r2\dru003.dwg

QUALIFIED DRUTEX
EMGINEERED FOR YO
CONFIGURATIONS ENGINEERED FOR YOU
LESZKA GIERSZEWSKIEGO 1, 77-100
PH: +48-59-820.001 | PX: +45.50.622-9103
DESIGN PRESSURE TABLE (PSF) T = % "
= £
// /// % § Q . : 8
GLASS V4 - . T . GE b
DESIGN PRESSURE TABLE (PSF) NOMINALDIMS. | voE7 e . 98 S 3 é 23582
-~ AN 2T L F 3 83s
MAX. FRAME 7 AN 23z Sy Qozisg
WIDTH NOMINALDIMS, | SLASS || FRAME | FRAME | .. 7 . 332 z8 | oiziis
TYPE 1 WIDTH | HEIGHT | 7 oz £8 =i
XA </ e " p & g E
MAX. D.L.O. FRAME | FRAME (in.) (in.) ) N ~ S 3 < za =8 E
WIDTH EXT. (+) N o Qo =F =
WIDTH | HEIGHT 72.0 70.0 ~ L =<z 2 |
A B ; ; INT. (-) N -~ s & |a& w
< I, (in.) (in.) 78.0 70.0 AN o 2 ° o g
72.0 70.0 84.0 70.0 \% Y . % i E
_ 78.0 70.0 9.0 | 660 | 700 ~(|| = i =
= a a
7 T 84.0 70.0 96.0 70.0
7 \\ SOV 90.0 70.0 102.0 70.0 REMARKS :; TgTzEa
MAX. FRAME o~ 96.0 70.0 108.0 70.0 FBC CODE REVIDIOR /
. e N AN 2026 FBC UPDATE LS |06/26
HEIGHT e N 102.0 54.0 70.0 72.0 70.0 T
MAX. SASH v o o AN P )
. X X P 108.0 70.0 78.0 70.0 7 -  SEA
\\\ ﬁ m /// 114.0 70.0 84.0 72-0 70.0 /// \\.[\I \\ JTHE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIQ
MAX. D.L.O. N 7 120.0 70.0 90.0 70.0 o A SITE. IF STE CONDITIONS CAUSE INSTALLATION TO DEVIATE
HEIGHT Y el 28.375" MAX. : . > > e II \\\ FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
N e HANDLE HEIGHT 126.0 70.0 96.0 70.0 rd / VN N GCUMENTS FOR USE WITH THI5 DOCUMENT
\% //// / 132.0 70'0 72'0 68_1 <: llxll I/I llxll \\\ \/5
AN / \ e
L 72.0 70.0 78.0 63.9 o~ ! “
78.0 N / 70N
78.0 70.0 84.0 60.3 . ;7N
84.0 70.0 90.0 57.3 Y [ \
MAX. SASH 90.0 70.0 72.0 53.9 K. | - / \
WIDTH 96.0 60.0 70.0 78.0 84.0 50.4
102.0 70.0 84.0 47.5
108.0 70.0
72.0 90.0 434
" " 114.0 70.0 78.0 40.5
XX" ELEVATION 120.0 70.0 720 | 90 | 355
NOTE: ALL PRESSURES MEET WATER V4 N2 S 13
IN FI LTRATION REQUIREM ENTS /// FBPE CERT. OF AUTHORIZATION No. 29578
SASH HEIGHT = FRAME HEIGHT/2 - 3.0" i FL#:
SASH WIDTH = FRAME WIDTH/2 - 3.0" e FL4 1 837
D.L.O. HEIGHT = FRAME HEIGHT/2 - 9.125" T .
D.L.O. WIDTH = FRAME WIDTH/2 - 9.125" e X ° DATE: 12.12.2022
RN DWG. BY: CHK. BY:
) SH HEN
‘\\ SCALE: NTS
Vi
]| i owe.# DRU0O3
SHEET: REV.
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16.5" MAX. O.C.
SPACING

MAX. 5.5"
FROM THE —=
CORNERS
! ! ! B
Y
1 == llxll
16.5" MAX.0.C. _|
SPACING
MAX. 5.5" FROM L =
THE CORNERS E E E E

1

ANCHOR LAYOUT

STRAP INSTALLATION

MAX. 6"
FROM THE —=
CORNERS

12.75" MAX. O.C.
SPACING

12" MAX. O.C.

SPACING —

MAX. 6" FROM

||X||

THE CORNERS

ANCHOR LAYOUT

THROUGH FRAME INSTALLATION

NOTE: TWO (2) INSTALLATION ANCHORS
PER STRAP LOCATION.

INSTALLATION LEGEND:
— THROUGH FRAME/NAIL-FIN
= STRAP

MAX. 4" "
FROM THE 7P2A5 I'ltl/IAX. O.C.
CORNERS SPACING
N N N I I
| /
STRAP
-t e — 16.5" MAX. O.C.
& = T - SPACING
- lell - |
NAIL-FIN - —
7" MAX. O.C.
SPACING = IB
NALFIN | o N I strap
MAX. 4" FROM = - B MAX. 5.5" FROM

THE CORNERS 1

T

Tt 1 11 [

ANCHOR LAYOUT

NAIL-FIN & STRAP INSTALLATION

NOTE: WHEN NAIL-FIN INSTALLATION IS
USED, STRAPS MUST BE USED AT THE
JAMBS.

THE CORNERS

DRUTEX
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BYTOW, POLAND
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JTHE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC|
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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INSTALLATION LEGEND:
— THROUGH FRAME/NAIL-FIN
== STRAP

MAX. 5.5" "
NG 16.5" MAX. O.C. MAX. 6 8" MAX. 0.C
L SPACING FROM THE —=] i
CORNERS CORNERS SPACING
A A A A A A A [ N IR IR IR RO N
4 V4
= "X" "X" = [ S — an ||X||
16.5" MAX. O.C. 12" MAX. O.C.
SPACING SPACING -
1 /
MAX. 5.5" FROM = T MAX. 6" FROM L -
THE CORNERS * ; ; ; ; ; ; ; THE CORNERS ? — 7777
NOTE: TWO (2) INSTALLATION ANCHORS ANCHOR LAYOUT
STRAP INSTALLATION PER STRAP LOCATION. THROUGH FRAME INSTALLATION
MAX. 4 7.25" MAX. O.C.
FROM THE —= SPACING
CORNERS
L1
f_ W i
/ STRAP
| . —16.5" MAX. O.C.
I = ™ — SPACING
- " " = ——
NAIL-FIN - —
7" MAX. O.C.
SPACING i I
e——| / M=
NAIL-FIN L - /7 e I STRAP
MAX. 4" FROM = T MAX. 5.5" FROM

THE CORNERS ?

ANCHOR LAYOUT
NAIL-FIN & STRAP INSTALLATION

NOTE: WHEN NAIL-FIN INSTALLATION IS
USED, STRAPS MUST BE USED AT THE
JAMBS.

? THE CORNERS

DRUTEX
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JTHE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC|
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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MAX.
FRAME
HEIGHT

MAX.
SASH
HEIGHT

MAX.
D.L.O.
HEIGHT

EXTERIOR

#8 X 3/4" SHEET

METAL SCREW
9-13/16" FROM CORNERS
AND 9-13/16" MAX. O.C.

\ SEE GLAZING DETAIL,

SHEET 1
INTERIOR

EXTERIOR

INTERIOR

SEE GLAZING DETAIL,
/ SHEET 1

#8 X 3/4" SHEET

METAL SCREW

9-13/16" FROM CORNERS
AND 9-13/16" MAX. O.C.

/A\ VERTICAL SECTION

\6/

FIN SECTION DETAIL

MAX.
FRAME
HEIGHT

MAX.
SASH
HEIGHT

MAX.
D.L.O.
HEIGHT

EXTERIOR

#8 X 3/4" SHEET

METAL SCREW
9-13/16" FROM CORNERS
AND 9-13/16" MAX. O.C.

\ SEE GLAZING DETAIL,

SHEET 1
INTERIOR

EXTERIOR

INTERIOR

SEE GLAZING DETAIL,
/ SHEET 1

#8 X 3/4" SHEET

METAL SCREW

9-13/16" FROM CORNERS
AND 9-13/16" MAX. O.C.

B\ VERTICAL SECTION

\6/

FINLESS SECTION DETAIL

DRUTEX

ENGINEERED FOR YOU
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BYTOW, POLAND
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JTHE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC|
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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SEE GLAZING DETAIL, SEE GLAZING DETAIL,
SHEET 1 SHEET 1

INTERIOR INTERIOR - D R U T E X

s/ | Hi = ENGIMNEERED FOR YOU

! LESZKA GIERSZEWSKIEGO 1, 77-100
\ ! BYTOW, POLAND
N PH: +48-59-822-9101 FX: +48-59-822-9103

#8 X 3/4" SHEET
METAL SCREW
9-13/16" FROM CORNERS #8 X 3/4" SHEET
AND 9-13/16" MAX. O.C. METAL SCREW
9-13/16" FROM CORNERS
AND 9-13/16" MAX. O.C.

EXTERIOR EXTERIOR I

MIAMI, FL 33132
PH: (954)399-8478

MAX. D.L.O. WIDTH

1900 NE MIAMI COURT, STE. 2-15
FAX: (954)744.4738
WEB: www.buildingdrops.com

BUILDING DROPS, INC.

IGLO 5 CLASSIC

CASEMENT WINDOW
(NON-HVHZ) (NON-IMPACT)

HORIZONTAL SECTIONS

MAX. SASH WIDTH

MAX. FRAME WIDTH

TITLE:
PREPARED BY:
BUILDING DROPS

REMARKS BY | DATE

/C\HORIZO NTAL SECTION FBC CODE REVISION | FB |10/23

\U FIN SECTION DETAIL 2026 FBC UPDATE Ls [oe/26

#8 X 3/4" SH EET #8 X 3/4" SH EET JTHE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(
n " AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC|
#8 X 3/4 SH E ET #8 X 3/4 SH E ET SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE|

METAL SCREW METAL SCREW METAL SCREW METAL SCREW FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
9-13/16" FROM CORNERS 9-13/16" FROM CORNERS 9-13/16" FROM CORNERS 9-13/16" FROM CORNERS O OCUMENTS FOR USE WITH THIS DOCUMENT,
AND 9-13/16" MAX. O.C. AND 9-13/16" MAX. O.C. AND 9-13/16" MAX. O.C. AND 9-13/16" MAX. O.C.

SEE GLAZING DETAIL, SEE GLAZING DETAIL,
SHEET 1 SHEET 1

INTERIOR INTERIOR ™S 3"  —————g > ~ INTERIOR INTERIOR N S

—
| —

EXTERIOR EXTERIOR EXTERIOR EXTERIOR B~~~

N N
R
N

1900 NE MIAMI CT, SUITEC.Z-IS

MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL

MAX. D.L.O. WIDTH MAX. D.L.O. WIDTH ——— = v FL4 1 837

MAX. SASH WIDTH MAX. SASH WIDTH DATE: 12,12.2022
DWG. BY: CHK. BY:

SH HFEN
SCALE: NTS

pwaG.# DRUQO3
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SEE GLAZING DETAIL, SEE GLAZING DETAIL,
SHEET 1 SHEET 1

INTERIOR INTERIOR e D R U T E X

/ [ ! ENGINEERED FOR YOU

T
i —
AN N | ! LESZKA GIERSZEWSKIEGO 1, 77-100
- i BYTOW, POLAND
PH: +48-59-822-9101 FX: +48-59-822-9103

#8 X 3/4" SHEET e
METAL SCREW EXTERIOR EXTERIOR >~
9-13/16" FROM CORNERS #8 X 3/4" SHEET
AND 9-13/16" MAX. O.C. METAL SCREW
9-13/16" FROM CORNERS
AND 9-13/16" MAX. O.C.

MIAMI, FL 33132
PH: (954)399-8478

MAX. D.L.O. WIDTH

1900 NE MIAMI COURT, STE. 2-15
FAX: (954)744.4738
WEB: www.buildingdrops.com

CONTINUED
BUILDING DROPS, INC.

IGLO 5 CLASSIC

CASEMENT WINDOW
(NON-HVHZ) (NON-IMPACT)

HORIZONTAL SECTIONS

MAX. SASH WIDTH

MAX. FRAME WIDTH

TITLE:
PREPARED BY:
BUILDING DROPS

REMARKS BY | DATE

/E\HORIZONTAL SECTION FBC CODE REVISION | FB | 10/23

8/ FINLESS SECTION DETAIL 2026 FBC UPDATE LS |06/26

/ #8 X 3/4" SHEET H8 X 3/4.. SHEET / JTHE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIG
#8 X 3/4" SHEET #8 X 3/4" SHEET AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC
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INSTALLATION NOTES: NOTE: SILL & JAMB SIMILAR

MIN. | SUBSTRATE

EDGE DISTANCE BY OTHERS
SEE TABLE
BELOW FOR ‘
ANCHOR DETAIL
MIN.
PERIMETER SEALANT EMBEDMENT
BY OTHERS *
#8 x 1" SCRW - T ) f
PER CLIP Hu 1/4" MAX.
g SHIM SPACE

EXTERIOR INTERIOR

/AN VERTICAL SECTION
\\9/ HEAD - STRAP

1.

ONE (1) INSTALLATION ANCHOR IS REQUIRED AT EACH ANCHOR LOCATION SHOWN, UNLESS OTHERWISE
STATED ON SHEETS 4 AND 5.

INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A TOLERANCE OF + 1/2 INCH THE DEPICTED LOCATION &
SPACING IN THE ANCHOR LAYOUT DETAIL (I.E., WITHOUT CONSIDERATION OF TOLERANCES). TOLERANCES ARE
NOT CUMULATIVE FROM ONE INSTALLATION ANCHOR TO THE NEXT.

SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD BEARING SHIM(S). MAXIMUM ALLOWABLE
SHIM STACK TO BE 1/4 INCH. SHIM WHERE SPACE OF 1/16 INCH OR GREATER OCCURS. SHIM(S) SHALL BE
CONSTRUCTED OF HIGH DENSITY PLASTIC OR BETTER.

MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE WALL FINISHES, INCLUDING BUT NOT LIMITED TO
STUCCO, FOAM, BRICK VENEER, AND SIDING.

INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE MADE OF CORROSION RESISTANT MATERIAL
OR HAVE A CORROSION RESISTANT COATING:

e FASTENERS USED WITHIN 3,000 FEET OF A SALTWATER COASTLINE AND INSTALLED IN ENCLOSED SPACES
SHALL BE GALVANIZED IN ACCORDANCE WITH SECTION 1711.1.1 (E.G., ASTM A153 CLASS D, ASTM A641
CLASS 3S, OR EQUIVALENT CORROSION RESISTANCE).

e CONNECTORS AND METAL PLATES USED WITHIN 3,000 FEET OF A SALTWATER COASTLINE SHALL BE
STANDARD GALVANIZED IN ACCORDANCE WITH SECTION 1711.1.2 (E.G., ASTM A653 G90, ASTM A123,
OR PROTECTIVE COATING PER TPI 1).

FOR MASONRY OR CONCRETE OPENINGS, A 1X WOOD BUCK MAY BE USED (OPTIONAL) AS LONG AS THE
MINIMUM EMBEDMENT AND EDGE DISTANCE REQUIREMENTS ARE STILL MET WITHIN THE CORRESPONDING
HOST SUBSTRATE. SEE GENERAL NOTE #3 ON SHEET 1 FOR MORE INFORMATION.

FOR HOLLOW BLOCK AND GROUT FILLED BLOCK, DO NOT INSTALL INSTALLATION ANCHORS INTO MORTAR
JOINTS. EDGE DISTANCE IS MEASURED FROM FREE EDGE OF BLOCK OR EDGE OF MORTAR JOINT INTO FACE
SHELL OF BLOCK.

INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH ANCHOR MANUFACTURER'S
INSTALLATION INSTRUCTIONS, AND ANCHORS SHALL NOT BE USED IN SUBSTRATES WITH STRENGTHS LESS
THAN THE MINIMUM STRENGTH SPECIFIED BY THE ANCHOR MANUFACTURER.
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ANCHOR DETAIL

MIN.
BY OTHERS
\9/ SILL - NAIL-FIN
NOTE: HEAD & JAMB SIMILAR
ANCHOR SCHEDULE
MIN. EDGE
METHOD SUBSTRATE ANCHOR TYPE MIN EMBEDMENT DISTANCE SPACING
WOOD: MIN. SG = 0.55 #8 WOOD SCREW 1.50" 0.75"
METAL: 18 GAUGE STEEL
_ ’ 3 THREADS MIN
MIN. Fy — 33|"(S| #8 SELF-DRILLING PENETRATION BEYOND 0.50"
ALUMINUM: 1/8" MIN., SCREW STRUCTURE SEE SHEETS
NAIL-FIN 6063-T5 45
CONCRETE: f'c=3000PSI 3/16" ITW TAPCON 1.25" 2.00"
MASONRY: CMU per ASTM " " "
C90 MIN. 2000 PSI 3/16" ITW TAPCON 1.00 2.00
WOOD: MIN. SG = 0.55 #10 WOOD SCREW 1.50" 0.75"
METAL: 18 GAUGE STEEL
- ’ 3 THREADS MIN
MIN. Fy — 33L(SI #10 SELF-DRILLING PENETRATION BEYOND 0.50"
ALUMINUM: 1/8" MIN., SCREW
STRAP OR THROUGH G0B3.TS STRUCTURE SEE SHEET
FRAME 4-5
CONCRETE: f'c=3000PSI 3/16" ITW TAPCON 1.25" 2.00"
MASONRY: CMU per ASTM " " "
C90 MIN. 2000 PSI 3/16" ITW TAPCON 1.00 2.00
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